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Preface to the First Edition 


The problem of the cremations at Auschwitz — one of the most-important and 
still-unresolved questions in the orthodox historiography of that camp — started 
to come out of the general hysteria to which it had been relegated for decades 
and to take on some scientific qualities only in 1989, thanks to Jean-Claude 
Pressac (Pressac 1989). The merits of this French researcher, however, stopped 
there: while he did indeed try to approach the problem from a scientific stand- 
point, his analytic procedure and his conclusions only made a sound scientific 
treatment of the matter the more pressing (cf. Mattogno 2019, esp. Chapter 9); 
his severe lack of technical training is also demonstrated by his second work on 
Auschwitz (Pressac 1993; cf. Mattogno 2016a). 

This deficiency has become even more serious, because now that Pressac is 
no longer with us, the problem of the Auschwitz cremations has relapsed into 
the propagandistic hysteria of the immediate post-war years, as is highlighted by 
a number of more-recent pseudo-scientific works on the issue: 


— The first case in point is Robert Jan van Pelt’s study on Auschwitz (van Pelt 
2002), which I have dealt with thoroughly in a dedicated volume (Mattogno 
2019, esp. Chapter 12). 

— The collective work by Assmann et al. of the same year about the Topf 
Company, which had supplied the cremation furnaces for Auschwitz, is ab- 
solutely devoid of any technical and scientific character and supplies no new 
information on the Topf furnaces at Auschwitz (Assmann/Hiddemann/ 
Schwarzenberger 2002). 

— The recent Encyclopedia of Cremation (Davies/Mates 2005), though claim- 
ing to be scientific, devotes to “Auschwitz” one purely propagandistic page 
(p. 66) which is based on the works of Danuta Czech, Franciszek Piper and 
Jean-Claude Pressac! 

— Just as inconsistent are the pages which Norbert Fischer devoted to Ausch- 
witz and the other German concentration camps in a text on cremations in 
Germany (Fischer 1996, ch. 5.3b, pp. 260-265). 


The only really substantial source is the website on Topf, which provides vari- 
ous significant documents (www.TopfundSoehne.de). 

Personally, I started to become generally involved in the study of cremations 
in the summer of 1987. The following year brought the onset of the valuable 
collaboration with Franco Deana, doctor of engineering, which was essential for 
the technical foundation of this study. In the intensive correspondence that en- 
sued, he has always been a rich source of explanations and of technical analyses 
for the many points of discussion. His name must therefore stand on the front 
page of this work, together with that of the author. Sadly, Dr. Deana passed 
away in 2005. Just as precious has been the support of the German engineer 
H.N. who unfortunately passed away already in 1991. Thanks to him, as well as 
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others, I was able to visit, for the first time, the camps of Buchenwald, Dachau, 
Mauthausen and Gusen. 

Initially my studies centered upon such technical problems as the duration of 
the cremation process and the corresponding requirements for fuel. The publica- 
tion of Pressac’s first book in 1989 prompted me to widen the perspective of my 
approach and to include the historical context as well. 

When the work had been completed in 1993, Pressac, in his second book, 
brought to light the enormous amount of documentary evidence concerning the 
Auschwitz crematoria that had been preserved in the Moscow archives of Vi- 
borgskaya. An update of my study on the basis of the new documents that Pres- 
sac had identified (some of which I had already seen as copies in the Auschwitz 
Museum’s archive) appeared a year later (Gauss 1994, pp. 281-320). 

In 1995, together with Jiirgen Graf and the late Russell Granata, I was able 
to view, in the Moscow archives, the collection of some 88,200 pages of docu- 
ments stemming from the Auschwitz Central Construction Office (Zentralbau- 
leitung). The collection contains a massive correspondence between that office 
and the Topf & Séhne Company of Erfurt, which had built the Auschwitz cre- 
mation furnaces. In 1997 and 1998 I found further important documents in Po- 
land and Holland. In the spring of 1999 I visited, among many other sites, the 
museum and the crematorium at Terezin (Theresienstadt), which both turned 
out to be of considerable importance for the purposes of the problem dealt with 
here. During the summer of that year, I examined the files kept in the municipal 
archives of the city of Erfurt which, since 5 August 1996, has been preserving a 
highly informative documentation on all the activities of the Topf Co., not lim- 
ited to the mere question of crematoria. An overview of this documentation was 
published as an article in 2000 (Gauss 2000, pp. 373-412; Rudolf 2003, ditto) 
and a more extensive summary followed in 2009 (Mattogno 2009, pp. 210-294; 
English 2010a, Chapter 8, 229-320; 2019, pp. 207-289). 

With the passage of time, the initial scope of the study broadened considera- 
bly, both into the historical domain and into the field of technology, and a pub- 
lication in separate volumes thus became necessary: one for the text as such (the 
present Part 1) and the two others for the corresponding voluminous documents 
(Part 2, in black & white) and the photographs (Part 3, in color). 

Various difficulties and obstacles have delayed the publication of this study 
until today. In the meantime, though, I have continued to search for and collect 
more sources and documents. 

The cremation furnaces of Auschwitz, fired by means of coke-fed gasifiers, 
constituted a development — or rather a simplification — of the civilian types; 
however (as I found out in the early stages of my work) it is difficult to locate 
detailed information on these furnaces even in the specialized literature. I there- 
fore decided to place, at the head of the specific topic of the present study, a 
rigorous introductory treatment of those furnaces as Unit I of Part 1 of this 
study. 

Furthermore, in view of the fact that cremation furnaces are, fundamentally 
speaking, nothing but combustion devices, I felt that it would be helpful for the 
reader to become, on the one hand, acquainted with the general principles of 
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combustion technology and the chemical processes which come into play during 
a cremation, and on the other hand with the theoretical and design principles of 
a cremation furnace with a coke-fed gasifier, supplemented by a detailed de- 
scription of its structure and its operation. In this way the reader will come to a 
better understanding of cremation technology, and a better ability to evaluate 
the Holocaust accounts of cremations at Auschwitz. 

Finally, as the Auschwitz cremation furnaces were products of the technolo- 
gy of their era, I felt that it would be useful to present an overview of the history 
of cremation in modern times with a particular emphasis on furnaces with coke- 
fed gasifiers such as those at Auschwitz, but without leaving aside systems 
based on other energy sources — gas, naphtha (oil) or electricity. In this way the 
reader can appreciate the technological development of these combustion devic- 
es from the latter decades of the 19th Century through the Second World War, 
with all the technical problems which had to be solved. This historical presenta- 
tion of cremation furnaces is complemented by a parallel study of devices for 
mass cremations for sanitary and hygienic reasons (in connection with wars or 
epidemics) and concludes with a brief analysis of the cremation furnaces of to- 
day. 

The scientific cremation experiments carried out in Germany (and in Swit- 
zerland) at the end of the 1920s provide us with a solid experimental basis for 
tackling and resolving the essential questions of the duration and the corre- 
sponding fuel consumption for a cremation in a cremation furnace with a coke- 
fed gasifier; these aspects will be analyzed in detail in two specific chapters. 

Aiming for a comprehensive presentation of the subject of this book, I have 
not neglected the legal and statistical aspects of cremation, especially for the 
case of Germany. The above topics are presented in Unit I of the present vol- 
ume; by their very nature, these topics apply to the present, therefore the treat- 
ment of the problems will often refer to our day and age, especially when it 
comes to the descriptions of the various devices. 

In Unit I, I have primarily outlined the activities of the Topf Company in 
the field of the design and construction of civilian cremation furnaces and other 
combustion devices, describing in detail the structure and the operation of the 
various types of Topf cremation furnaces, heated by means of coke, gas or elec- 
tricity. I have also presented the numerous patents (and patent applications) 
granted, acquired or filed between the 1920s and the 1950s. 

After this general introduction concerning the Topf line of cremation furnac- 
es for civilian use, I have taken up the cremation devices which the company 
supplied or designed for the concentration camps, starting with those for Da- 
chau and Gusen (furnaces with two muffles, i.e. cremation chambers, heated 
with oil (naphtha) and later converted to coke). 

At this point we enter the core topic of the present work, which begins with 
a documented history of the construction of cremation furnaces at Auschwitz- 
Birkenau. It is followed by a detailed technical description of the structure and 
the operation of these devices — the furnaces with two, three and eight muffles — 
and a survey of the Topf projects for mass cremations in that camp. 
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The three fundamental questions — the duration of the cremation process, the 
capacity of the furnaces and the fuel consumption — will then be treated for the 
Topf cremation furnaces at Auschwitz-Birkenau in a scientifically rigorous 
fashion on the basis of a wide variety of documents. 

For the determination of the duration of the cremation process, I have based 
myself primarily on experimental data, in particular those resulting from the 
cremation experiments with a coke-fired furnace undertaken by the engineer R. 
Kessler in Germany at the end of the 1920s and those stemming from the exper- 
iments with a gas-fired furnace done by Dr. E. Jones in England in the 1970s, as 
well as on the detailed description of 15 cremations carried out in a modern gas- 
fired furnace as part of a study in forensic medicine. 

I have also taken into account a large portion of a list of cremations at Gusen 
and the nearly complete list of cremations at the Westerbork Crematorium. The 
name lists of cremations in the Terezin (Theresienstadt) Crematorium (a vast 
sampling of 717 cremations carried out between 3 October and 15 November 
1943 over 41 days of operation) furnish us, moreover, with a very-useful ac- 
count inasmuch as the average duration resulting for these cases constitutes the 
lower documented limit that could be achieved in the cremation devices of that 
period. 

The result of the study — that the average duration of the cremation process 
was one hour — is confirmed also by the statements given by the Topf engineer 
Kurt Priifer, the designer of the furnaces with three and with eight muffles, and 
by Karl Schultze, who designed and built the blower for the former. 

The section dealing with the capacity of the crematoria at Auschwitz-Bir- 
kenau contains a preliminary evaluation of the limits of the continuous opera- 
tion of the devices (imposed by the unavoidable formation and the necessary 
removal of slag from the hearth) and of the loading of the muffles, i.e. an evalu- 
ation of the possibility of burning simultaneously, in a useful manner, more than 
one corpse in one muffle. This possibility is ruled out on the basis of experi- 
mental data (tests run in the crematoria at Westerbork and Gusen, as well as in 
slaughterhouses). 

The Topf furnaces at Auschwitz-Birkenau were designed for individual cre- 
mations, and alleged attempts at extending their technical limits would have 
provided no advantage with respect to the economy of the cremation. The 
Polish and Soviet expert reports on the coke-fired cremation furnaces of the Lu- 
blin-Majdanek, Sachsenhausen and Stutthof Concentration Camps, which are 
presented here for the first time in English translation and with their propagan- 
distic digressions removed, supply us with an indirect confirmation of this view. 

In the present treatise I have not limited myself to the mere verification of 
numerical data, but I have also examined the historical question of the purpose 
of the design and the construction of the crematoria furnaces at Auschwitz- 
Birkenau. 

The heat balance — i.e. the calculation of the coke consumption of the fur- 
naces — is based on a sound experimental footing: the consumption of the Topf 
double-muffle furnace in the crematorium at Gusen with its average consump- 
tion of 30.6 kg of coke for 677 individual cremations. Compared to my sum- 
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mary of 1994 (Gauss 1994 pp. 281-320), the heat balance presented today has a 
foundation which is methodically superior: whereas the former was based on a 
theoretical calculation corrected for the experimental data of the Gusen Furnace, 
the balance offered here analyzes and explains those very data which constitute 
the departure point of the calculation; this has led to results diverging from 
those previously published, but to an almost-insignificant degree (the standard 
deviation is less than 8%). 

The calculation takes into account the technical data concerning coke, the 
furnaces (with a detailed computation of the hourly heat loss by radiation and 
conduction of the Gusen Furnace and of the double- and triple-muffle furnaces 
at Auschwitz-Birkenau) and the corpses, which are divided into three types: 
normal, average and lean. The fuel consumption (including total combustion air, 
theoretical air consumption and excess air) is derived for each type of furnace 
and for each type of corpse. 

The analysis of the thermal balance of the Auschwitz-Birkenau furnaces, 
moreover, evidences a design error for the triple-muffle furnace, on account of 
which the combustion gases fed to or forming in the center muffle did not have 
enough dwell time to burn completely but were sucked up by the chimney draft 
and finished burning in the flue ducts. This phenomenon caused serious damage 
to the refractory lining of the flue ducts and of the chimney of Crematorium II 
at Birkenau in March 1943. 

But could this surge of flames also show on the outside and produce the 
phenomenon of flaming chimneys attested to by many witnesses? On the basis 
of calculations, these flames should have exhausted themselves within the 
smoke ducts of the crematoria. However, in order to verify this experimentally, 
I have conducted two experiments with animal grease in a simple furnace I built 
for the purpose. The experimental results fully bore out the implications of the 
theoretical data. 

For a better judgment regarding the Topf cremation furnaces at Auschwitz- 
Birkenau, I have also made an extensive analysis of the oil- and coke-fired fur- 
naces supplied to the concentration camps by Topf’s major competitor, the Hans 
Kori Co. of Berlin, as well as those installed at the Terezin Camp by Ignis- 
Hiittenbau Co., undoubtedly the most-efficient devices built anywhere in Eu- 
rope in the 1940s. 

The final problem dealt with in Unit II concerns the legal requirements re- 
garding the cremations in the concentration camps and the compatibility of the 
furnaces in use there with those requirements. In that context, I have quoted in 
extenso the important “Decree concerning the conduct of cremations in the 
crematorium of the Sachsenhausen Concentration Camp” issued by Himmler on 
28 February 1940, showing that — initially at least — the customary use of cof- 
fins and urns for the ashes was the rule. 

To make the text more-easily readable, I have added an Appendix which 
contains the extensive details of cremation statistics for Westerbork and Terezin 
(altogether 41 tables), a synopsis of the activities of the Topf Co. at Auschwitz- 
Birkenau, and a list of the patents as well as patent applications and patent de- 
scriptions of the Topf Co. 
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As the translation of German technical terms in the field of furnace technol- 
ogy sometimes presents difficulties even for persons fluent in the language, I 
have added a glossary, which also contains the essential explanations. As far as 
the administrative terms which appear in this work are concerned, I refer the 
reader to the glossary of my study on the Central Construction Office at Ausch- 
witz (Mattogno 2015, pp. 164-174). 

The present work is strictly based on unimpeachable primary sources. Pub- 
lished sources are listed in the bibliography, whereas the documental references 
are given in the footnotes. 

I have, above all, brought together the German historical and technical litera- 
ture which exists on this subject, supplementing it with the patents concerning 
civilian/commercial systems to the extent that such documents still exist (many 
have been lost on account of Allied air raids). At the same time I have been in 
touch with various manufacturers of cremation equipment and have personally 
visited several crematoria in Italy and France. 

For a better understanding of the functioning of the Topf and the Kori sys- 
tems, I have studied the available German documents, especially those of the 
Central Construction Office at Auschwitz as well as other documents preserved 
in various European archives. As a result, Part 2 of this study contains 300 doc- 
uments, many of which are heretofore-unpublished or -unknown even to spe- 
cialists. The first 109 documents concern civilian cremation systems, Nos. 110 
through 162 refer to the civilian/commercial activities of the Topf Co., and un- 
der Nos. 163 through 300, finally, we have a selection of the most-important 
documents regarding the Topf cremation systems at Mauthausen, Gusen, Buch- 
enwald and Auschwitz-Birkenau (plans, drawings, proposals, cost estimates, 
shipping documents, invoices, operating instructions, charts etc.), regarding the 
Kori systems in the camps mentioned (especially original drawings and very- 
detailed drawings prepared by the Soviet experts), regarding technical and ad- 
ministrative questions, and on the bureaucratic formalities for cremations in the 
concentration camps. 

In addition to my archival studies, I have also inspected and taken photos of 
devices still remaining in German concentration camps at: 

— Auschwitz: 2 double-muffle Topf furnaces poorly rebuilt by the Poles; the 
mobile oil-fired Kori furnace; 

— Buchenwald: 2 coke-fired triple-muffle Topf furnaces (one adapted for op- 
tional use with oil) identical to those installed in Crematoria II and III at 
Birkenau; 

— Dachau: 1 double-muffle coke-fired Topf furnace, originally a mobile fur- 
nace fired with oil; 4 coke-fired Kori furnaces; 

— Gusen: | double-muffle coke-fired Topf furnace, originally a mobile furnace 
fired with oil; 

— Mauthausen: 1 double-muffle coke-fired furnace identical to the 3 double- 
muffle furnaces installed at Crematorium 1 of the Auschwitz Main Camp: 1 
coke-fired Kori furnace; 

— Gross-Rosen: | mobile oil-fired Kori furnace: 
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— Lublin: 5 coke-fired Kori furnaces; 1 mobile naphtha-fired Kori furnace; 
— Stutthof: 2 coke-fired Kori furnaces; 1 mobile oil-fired Kori furnace; 
— Terezin: 4 stationary oil-fired Ignis-Hiittenbau furnaces. 
In Part 3 of this work, I have extensively illustrated the descriptions of these de- 
vices with 370 photos — most in color — divided into twelve sections, each one 
corresponding to a specific device. This collection contains illustrations of de- 
vices heretofore unknown (the furnaces of the Terezin Crematorium Photos 
345-362) or unfamiliar even to specialists, such as the photos of the furnaces at 
Gusen (Photos 1-35), Gross-Rosen (Photos 332-334), Stutthof (Photos 270-284 
and 328f.), as well as Lublin-Majdanek (Photos 285-327). However, even the 
photos of the well-known devices constitute a relevant contribution inasmuch as 
they depict, for the first time, the essential components of these units, which is 
indispensable for an understanding of their structure and their way of operation. 
Although composed mainly for the specialist, this three-volume study will 
also allow the interested layman to become acquainted with the problems treat- 
ed here; even though he may not have the specific prerequisites in this field, he 
will thus command all the tools needed for a verification of the soundness of the 
conclusions drawn. 
Carlo Mattogno 
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Preface to the Second Edition 


The original text of this work — I forni crematori di Auschwitz. Studio storico- 
tecnico con la collaborazione del dott. Ing. Franco Deana (Effepi, Genoa) — 
appeared in 2012, and in 2015, the English translation was published under the 
title The Cremation Furnaces of Auschwitz. A Technical and Historical Study. 

In the meantime, I had been made aware of the second edition of Annegret 
Schiile’s volume Industrie und Holocaust: Topf & Séhne — Die Ofenbauer von 
Auschwitz (Industry and Holocaust: Topf & Séhne — The Furnace Makers of 
Auschwitz), which is important only for the documents presented in it. Regard- 
ing the book’s technical claims — especially in its Chapter 3 — it is in fact worth- 
less, being a mere regurgitation of the most-trite Holocaustic myths, as I have 
shown in a detailed analysis (Mattogno 2014, pp. 73-90). 

Due to a mishap, the update that I had prepared for the English edition was 
not published, so that Schiile’s work is not mentioned in it. This omission is rec- 
tified in this edition. 

In the subsequent mental vacuity of the orthodox Holocaust literature, only 
Robert Jan van Pelt’s rather-pretentious attempt at a scientific treatment of the 
subject of cremation at Auschwitz stands out, meaning his article “Sinnreich 
erdacht: Machines of Mass Incineration in Fact, Fiction, and Forensics” (An- 
stett/Dreyfus, pp. 117-145), which I have refuted in a systematic and detailed 
manner in a separate study (Mattogno 2020). Justyna Majewska’s Polish article, 
whose title translates to “The Technicians of the ‘Final Solution’. Topf & Sdéhne 
— the Furnaces Builders of Auschwitz,” is even-more-unfounded, while the arti- 
cle “The Oven Builders of the Holocaust” by Annika Van Baar and Wim Huis- 
man is completely devoid of historical relevance due to its “criminality” slant. 

Otherwise, the 2012 text does not require major changes and is presented 
here in a revised and corrected edition. 

Carlo Mattogno, July 2021 
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Unit I: Modern Cremation 


with Particular Emphasis 
on Furnaces Using a Coke-Fed Gasifier 
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1. The Cremation 


1.1. General Principles of Combustion Technology! 


From the physico-chemical point of view, the cremation of a corpse is a normal 
combustion process. In fact, the combustible substances of the human body are 
much the same as those of wood, coal or any other type of combustible: carbon 
and hydrogen (and, to a very small extent, sulfur). The difference resides only in 
their respective ratios and in their ratios with respect to the other components 
making up a human body (oxygen, nitrogen, ash), as well as in the fact that all 
these substances are, as it were, suffused in water, which accounts for some 60- 
65 % of the total mass of the human body.” Thus, the same physico-chemical 
laws that govern a normal combustion also apply essentially to a cremation. 

By combustion we understand the combination of a substance (the fuel or 
combustible) with the oxygen of the air (the combustion agent)’ under condi- 
tions of ignition (ignition temperature) with the generation of heat, normally ac- 
companied by the visible phenomenon of a flame, which is characteristic of any 
live combustion. 

The combustible is any substance rich in hydrogen or carbon, or both, 
which, in the presence of oxygen and a suitable igniter (such as an existing 
flame), burns with the generation of heat. For this to occur, it is also necessary 
that the combustion agent (oxygen) be present in an amount adequate for the 
amount of combustible and to sustain the process. In practice, the combustion 
oxygen is furnished by air, which has the following composition: 


21 
794 


100 


Component 
Oxygen 
Nitrogen 


Assuming as units of ratio the volume and the mass of oxygen, we have 


rel. Mass 
1.00 
3.34 


Component 
Oxygen 
Nitrogen 


' This subchapter is based on, i.a., Pierini 1977, pp. 209-214; Salvi 1972, pp. 72f., 76; Enciclopedia 
Curcio... 1973, Vol. 3, entry “Combustione,” pp. 1165f.; Giua/Giua-Lollini 1948, entry “Combustibi- 
lie combustione,” Vol. I, pp. 991 ff. Hiitte 1931, vol. L, pp. 561 ff. 

Although green wood can contain between 30 and 200% of water as well; see Forest Products Labor- 
atory 2010. 

In certain installations, for example in steel works or in waste incinerators etc. operating at high tem- 
peratures, the combustion agent is pure oxygen, which allows the necessary temperatures to be 
reached. 

Correctly speaking there is only 78.1% of nitrogen in the air plus 0.9% of argon, but the difference is 
marginal and negligible within the error margins of the subsequent calculations. 
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The volume is expressed in Normal cubic meters (Nm3), the mass in kilograms 
(kg). One Nm is equal to 1 m* of a gaseous substance at the temperature of 0°C 
and a pressure of 760 mm Hg (mercury) (Torr), which is 1 atmosphere or 
1013.25 mbar (10 m water column); one Nm of air has a mass of about 1.293 
kg. Throughout this study, when I speak of m3, one should always read Normal 
cubic meters, unless indicated otherwise. 

The reaction of the complete combustion of carbon is: 


C+ O2 — CO> + heat 


i.e. one atom of carbon, of a molar mass of 12 g/mol, combines with one mole- 
cule (two atoms) of oxygen, of a molar mass of 32 g/mol, to form one molecule 
of carbon dioxide as well as heat. 

The reaction of the combustion of hydrogen is: 


H. + % On — H20 + heat 


i.e. one molecule of hydrogen, of molar mass 2 g/mol, combines with half a 
molecule (one atom) of oxygen, of molar mass 16 g/mol, to form water, of mo- 
lar mass 18 g/mol, as well as heat. 

In practical terms, taking kg as the unit of mass, we have:° 


12 kg C + 32 kg O2 — 44 kg CO> + heat 
2 kg H2 + 16 kg O2 > 18 kg H20 + heat 


It follows that for the combustion of 1 kg of carbon or hydrogen, the following 
amounts of oxygen are needed, with the amount of energy in the form of heat 
released as given with the unit kcal (thousands of calories):’ 


Lkg C + 2% kg Op > “4/12 kg CO> + 8,130 kcal 
L kg Ho + !% kg Op > !8/) kg HoO + 34,500 kcal 


Hence, for the complete combustion of 1 kg of carbon **/\2 = 2.667 kg of oxy- 
gen is required, i.e. 2.667 - 4.34 = 11.57 kg of air, whereas for 1 kg of hydrogen 
we need 8 kg of oxygen, i.e. 8 - 4.34 = 34.72 kg of air. 

The combustion reaction of hydrogen set out above, in which the water pro- 
duced is assumed to be in the liquid state, yields its so-called Upper Heating 
Value (u.h.v.). If the combustion produces water vapor, the evaporation of this 
water absorbs a certain amount of heat. As the combustion of 1 kg of hydrogen 
produces 9 kg of water, and considering that the evaporation of | kg of water at 
atmospheric pressure and 100°C requires 639.4 kcal, one kilogram of hydrogen 
produces 34,500 — (639.4 - 9) = 28,745.4 or about 28,700 kcal. This amount of 
heat represents the Lower Heating Value (1.h.v.) of the fuel, which can be calcu- 
lated by using the following equation (all rounded factors in kcal/kg): 


L.h.v. = 8,100 - C + 28,700 - (H-°/s) + 2,210 - S— 600: M, [1] 


> With 22.4 liters per mol of ideal gas (at 0°C and 1,013.25 mbar), dry air with 28.956 g/mol results in 
1,293 g/m3. 

The respective equation for sulfur is: 32.1 kg S + 32 kg O2 — 64.1 kg SO) + heat 

7 For sulfur: 1 kg S + 1 kg O. > 2 kg SO) + 2,210 kcal; see Salvi 1972, pp. 72f. 
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where C and S represent the masses of the respective elements, H—°/s is the 
mass of hydrogen to be burned reduced by an eighth of the mass of the oxygen 
already contained in the combustible,® and M is the liquid water (Moisture) con- 
tent of the fuel, all in kg. 

The theoretical quantity of air (At) needed for the complete combustion of 1 
kg of fuel is arrived at by means of the following equations: 


At = 11.57 C + 34.72 (H-°/s) + 4.33 S inkg [2] 
At = 8.95 C + 26.85 (H-°/s) + 3.35 S in Nm3 [3] 


In practice, however, if a complete combustion is to be attained, it is necessary 
to use an amount of air larger than the theoretical value: this extra air, which 
depends on the type of fuel and the type of hearth or burner used, is called “Ex- 
cess Air” (m) and is quantified with a coefficient or an index. The Excess-Air 
ratio is given by the ratio of the effective, actual amount of air (A-) and the the- 
oretical amount of air required for complete combustion (Aj), as: 


Ae 
m=, [4] 


or by the ratio of the theoretical amount of COz that would be produced, (CO) 
and the effective amount of CO2 (CO2¢) actually produced, i.e.: 


COre 
™= COn [5] 


If the quantity of combustion air is insufficient for the amount of fuel, we will 
have incomplete combustion. The reaction of the carbon would then be: 


C+'%O2— CO + heat 
If we use masses for this case, we have: 
12 kg C+ 16 kg O2 > 28 kg CO + heat 
and, for 1 kg C: 
Lkg C+ '%/i2 kg O2 > 78/12 kg CO + 2,449 kcal 


Thus, from the combustion of 1 kg of carbon with 1.333 kg of oxygen we obtain 
2.333 kg of carbon monoxide and only 2,449 kcal of heat, instead of the 8,130 
kcal that would be yielded by the complete combustion. 

The theoretical amount of dry exhaust gases (Fis) produced by the combus- 
tion of 1 kg of fuel can be calculated in the following way:? 


Fis = 12.49 C + 26.46 (H-°/s) + 3.51 S+N in kg [6] 
Fy, = 8.95 C + 21.17 (H-°/s) + 3.35 S + 0.796 N in Nm3 [7] 


A correction necessary to take into account that some of the matter in the combustible is already oxy- 
genated to some degree. 

Since the oxidation products of organic nitrogen compounds (N) are very diverse, this is not treated in 
detail here. These and the previous equations are taken again from Salvi 1972, pp. 72f. 
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The quantity of water vapor (W) in the exhaust gases can be arrived at by using 
the equations: 


W=9H+M in kg [8] 
W = 11.19H + 1.243 M in Nm? [9] 


Combining the two equations, the total amount of theoretical exhaust gases (F,) 
becomes: 


F, = 12.49 C + 35.46 H— 26.46 °/g +3.51S+N+M inkg [10] 
F, = 8.95 C + 32.36 H— 21.17 %/g + 3.35 S + 0.796 N + 1.243 M in Nm{11] 


The efficiency (n) of a combustion device — and this applies obviously to a cre- 
mation furnace as well — is the ratio of the heat supplied to the heat generated. If 
there were no heat losses, the efficiency would be equal to 1, or 100%; yet since 
heat losses will inevitably occur, the efficiency is necessarily less than 1, or be- 
low 100%. 

The heat losses, which influence the efficiency of the device in a major way, 

can be identified as four factors: 

1. the excess air; 

2. the temperature of the exhaust gases; 

3. the unburned components in the exhaust gases and in the slag from the 
hearth; 

4. the heat losses of the device by radiation and conduction. 

The heat loss due to Excess Air arises from the fact that, if the amount of com- 

bustion air is increased, the quantity of exhaust gases increases proportionally, 

but since the heat generated by the fuel remains unchanged, the temperature of 

the exhaust gases will drop; furthermore, as the amount of discharged gas in- 

creases, the heat lost through the chimney rises as well because of the sensible 

heat of the discharged gases. 

For example, a fossil coal with an |.h.v. of 7,500 kcal/kg would have a theo- 
retical combustion temperature of 2,280°C; if the gases leave the system at 
500°C, there is a heat loss of 19.2% of the I.h.v. of the fuel, and we would thus 
have an efficiency of the fuel of 7,500 - (1 — 0.192) = 6,060 kcal/kg. If, instead, 
we assume an Excess-Air ratio of m = 3, the theoretical combustion temperature 
drops to 915°C and the heat losses due to the exhaust gases rises to 52.8% (Hiit- 
te 1931, vol. I, p. 578). In this case, the efficiency of the fuel would amount to 
7,500 - (1 — 0.528) = 3,540 kcal/kg. 

The gases leaving the chimney contain heat, called their sensible-heat con- 
tent, which is determined by their specific heat capacity'® and their temperature: 
the higher their temperature, the higher the sensible heat of the gases and the 
higher the heat loss. For example, the heat lost by 100 Nm of air at 500°C, with 
an average specific heat capacity (Cpm) of 0.312 kcal Nm? °C! (Recknagel- 
Sprenger, p. 47), amounts to 100 Nm? - (0.312 kcal Nm °C"! - 500°C) = 
15,600 kcal; at 800°C, instead, it amounts to 100 - (0.331 - 800) = 26,480 kcal. 


10 The number of kcal needed to raise the temperature of 1 kg (or here 1 Nm) of a substance by 1°C. 
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For the computation of the heat loss due to the sensible heat of the exhaust 
gases through a chimney, a specific equation exists, which we will consider in 
Chapter 7. The one given below (cf. Document 91) takes into account the CO2 
and the water vapor (which stems from the combustion of hydrogen and from 
the water content of the fuel) in the exhaust gases: 


C 100 
[0.32 0.536-co, + 9.0048 (9H + w)| (Tr — to) * [12] 


where W = water vapor 
Tr = temperature of exhaust gas 
to = temperature of outside air 
H, = Lh.v. of fuel 


The equation allows us to determine the percentage of heat loss for 1 kg of fuel. 
Assuming the values of C, CO2, H, W and Hy presented in Chapter 7, the heat 
loss for Tp = 500°C amounts to 27.87% of the I.h.v. of the fuel, whereas for Tr 
= 800°C it is 44.93%. 

The effective I.h.v. of a solid fuel is always less than the theoretical value ar- 
rived at by means of the above equation, because a small portion of the fuel 
(unburnt solids on the hearth) and of the gases which form during the gasifica- 
tion of the coke (unburnt gases) escapes from the combustion process. For the 
determination of the heat lost, a chemical analysis is needed. Experience tells us 
that the unburnt fuel on the hearth contributes some 4-5%. The heat loss due to 
unburnt gases is given by 


Fs (3,050 CO + 2,580 Ho) 
Lhv. [13] 


Where F; corresponds to the dry exhaust gases in one Nm. 

If we assume an I|.h.v. of 6,470 kcal/kg, At = 7.17 Nm3/kg, CO2 = 13%, 
hence m = 1.57, with a mere 1% of unburnt CO and H, this would bring about a 
heat loss of 


1.57 - 7.17 (3,050 - 1+2,580 - 1) 


The heat loss by conduction and radiation is determined by the temperature dif- 
ference between the inner wall of the furnace and the outside. If the mass of the 
refractory brickwork of the furnace is, for example, 6,000 kg, the heat required 
(i.e. lost) to bring this mass up to an average operating temperature of 800°C 
can be evaluated according to the equation cp - P - (Im — to), where cp = specific 
heat capacity of the brickwork = 0.21 kcal/kg/°C, P = mass of the brickwork, Tm 
= mean temperature of the brickwork = 800°C, to = ambient temperature = 
20°C, which turns out to be 0.21 - 6,000 - (800 — 20) = 982,800 kcal. 

A certain amount of heat escapes by conduction through the wall of the fur- 
nace from the inside to the outside and is then lost by radiation and convection. 
This heat loss depends therefore on the mean temperature in the refractory wall 
of the furnace, on its thermal insulation and, of course, on the time considered. 
The heat lost in this way is given by the following equation: 
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Caa.S* (a by7Z [15] 
where C = heat loss (in kcal) 
a =heat transfer coefficient (in kcal m? °C" hr!) 
S  =surface area of the furnace (in m?) 
Tm = mean temperature of the refractory brickwork (°C) 
to = ambient temperature in the room (°C) 
Z =time considered in hours 


If we assume, as an example, a uniform a = 0.7 kcal m2 °C hr! S = 50 m2, 
Tm = 800°C, to = 20°C, Z = 1 hour, the heat loss would be: 


0.7 kcal m? °C! hr! + 50 m? - (800°C — 20°C) - 1 hr = 27,300 kcal. 


Before electric pyrometers came into use, the temperature of a furnace was de- 
termined by Seger cones, made of mixtures of silicates and fluxes in the form of 
pyramids with a triangular base; there were 59 types, each with a different melt- 
ing temperature. They were used mainly in the ceramics industry to determine 
the temperature within a furnace on the basis of the melting point of a particular 
cone. 

Sometimes, when Seger cones were unavailable, the temperature would be 
estimated on the basis of the color of the refractory material according to the 
following table (Bordoni 1918, p. 13): 


Color Temperature | Color Temperature 
Incipient red 525°C Dark orange 1,100°C 
Bright red 700°C Bright orange 1,200°C 
Incipient cherry red 800°C White 1,300°C 
Bright cherry red 1,000°C Gleaming white 1,500°C 


In German usage, incipient cherry red (800°C) was simply referred to as red. 


1.2. The Chemical Processes during Cremations 


Opinions diverge considerably with respect to the chemical composition of the 
human body. Some cremation specialists (cf. Chapter 7) assert that a human 
body of mass 70 kg is made up of 


10.92 kg of carbon 3.57 kg of nitrogen 
1.47 kg of hydrogen 45.50 kg of water 
4.83 kg of oxygen 3.50 kg of ash 
0.21 kg of sulfur Total: 70.00 kg 


Engineer Wilhelm Heepke assumed that the human body is made up of 65% 
water, 30% combustible substances (mainly fat and protein) and 5% incombus- 
tibles (ash; see Chapter 7). For the combustible substances he gave the follow- 
ing chemical composition: 


Carbon: 52% Sulfur: 1% 
Hydrogen: 7% + Nitrogen: 17% 
Oxygen: 23% ~~ Total: 100% 


On the basis of these data, a body of 70 kg contains 
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70-0.65= 45.5 kg of water 

70-0.30= 21.0 kg of combustible substances 
70:0.05= 3.5 kg of ash 

Total: 70.0 kg 


The combustible substances are made up of 


21-0.52= 10.92 kg of carbon 
21-0.07= 1.47 kg of hydrogen 
21-0.23= 4.83 kg of oxygen 
21-0.01= 0.21 kg of sulfur 
21-0.17= 3.57 kg of nitrogen 
Total: 21.00 kg 


The percentage composition of the human body therefore results as: 


10.92+70-100= 15.6% of carbon 
1.47+70-100= 2.1% of hydrogen 
4.83+70-100= 6.9% of oxygen 
0.21+70-100= 0.3% of sulfur 
3.57+70°100= 5.1% of nitrogen 
65.0% of water 
5.0% _of ash 


Total: 100.0% 
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Heepke further indicated the composition of the combustible substances: 15% 
of proteins, 12% of fat and 3% of other substances (primarily sugars). The fat 


has an average chemical composition of: 


79.10% of carbon 
11.15% of hydrogen 
9.75% _of oxygen 
Total: 100.00% 


The average composition of the proteins (on the basis of fibrin'! which does not 


differ materially from that of the other proteins) is the following: 


52.70% _ of carbon 
6.90% of hydrogen 
15.40% of nitrogen 
23.80% of oxygen 
1.20% _of sulfur 
Total: 100.00% 


The |.h.v. of 1 kg of fat thus results as: 
8,100 - 0.791 + 28,700 (0.1115 — 0.0975 + 8) = 9,257 kcal." 


[16] 


"Fleck 1874, pp. 163f.; for fibrin, Giua/Giua Lollini (1948, Vol. II, p. 295) give a practically identical 


composition: C = 53%; H = 7%; O = 23%; N = 17%; S = 1%. Fibrin (also called Factor Ia) is a fi- 


brous, non-globular protein involved in the clotting of blood. 
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The |.h.v. of 1 kg of proteins, on the other hand, is: 
8,100 - 0.527 + 28,700 (0.069 — 0.238 + 8) + 2,210 - 0.012 = 5,422 kcal. [17] 


Now, if a body of mass 70 kg is made up of 12% fat and 15% protein, the I.h.v. 
of its solid matter amounts to 


70 (0.12 - 9,257 + 0.15 - 5,422) = 134,690 kcal, [18] 


while not taking into account the remaining 3% of sugars and other combustible 
substances. However, the chemical composition mentioned initially would re- 
sult in an L.h.v. of: 


8,100 - 10.92 + 28,700 (1.47 — 4.83 + 8) + 2,210 - 0.21 = 113,777 kcal. [19] 


In view of the fact that these two values differ considerably, it is clear that the 
chemical composition mentioned initially is low in combustible matter. Actual- 
ly, these percentages depend essentially on the fat and the proteins present in the 
human body, but even in this respect, the data differ: Schlapfer, for example, 
speaks of 10% fat and 20% proteins (as well as 1% of sugars; Schlapfer 1937, p. 
10), whereas Fleck has 20% fat and 10% proteins (Fleck 1874, p. 163). In this 
study we shall henceforth assume values of 12% fat and 18% proteins for our 
calculations. On the basis of these assumptions, a human body of 70 kg would 
be made up of 


70 - 0.18 = 12.6 kg of protein 
70 - 0.12 = 8.4 kg of fat 


The 12.6 kg of protein therefore contain: 


12.6 - 0.527 = 6.6402 kg of carbon 
12.6 - 0.069 = 0.8694 kg of hydrogen 
12.6 - 0.154 = 1.9404 kg of nitrogen 
12.6 - 0.238 = 2.9988 kg of oxygen 
12.6 - 0.012 = 0.1512 kg of sulfur 
Total: 12.6000 kg 


And the 8.4 kg of fat contain: 


8.4 - 0.7910 = 6.6444 kg of carbon 
8.4 - 0.1115 = 0.9366 kg of hydrogen 
8.4 - 0.0975 = 0.8190 kg of oxygen 
Total: 8.4000 kg 


A body having a mass of 70 kg thus contains (as kg and %): 


"2 According to another source, the value for animal fat is ~ 9.500 kcal/kg (DeHaan 1999, p. 28). 
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C = 6.6402 + 6.6444 = 13.2846kg= 13.2846+70-100= 18.978% 
H = 0.8694 + 0.9366 = 1.8060kg= 1.8060+70-100= 2.580% 
O=2.9988 + 0.8190 = 3.8178 kg= 3.8178+70-100= 5.454% 


N= 1.9404kg= 1.9404+70-100= 2.772% 
S= 0.1512kg= 0.1512+70-100= 0.216% 
Total: 21.0000 kg = 30.000% 
The I.h.v. of the dry solids thus results as: 
12.6 - 5,422 + 8.4 - 9,257 = 146,076 kcal. [20] 


However, the body also contains 45.5 kg of water, which has to be evaporated, 
subtracting (45.5 - 600 =) 27,300 kcal, and the |.h.v. of the entire body hence 
becomes 146,076 — 27,300 = 118,776 kcal, or 118,776 + 70 = 1,697 kcal/kg, 
which is an intermediate value between the values arrived at by Schlapfer 
(1937, p. 10: 1,600 kcal/kg) and those by Kraupner (1970: 1,800 kcal/kg). 

According to most recent evaluations, human corpses typically consist of 
15.3% proteins, 14% fat and 64% water (Davies/Mates 2005, p. 134); from this 
results a I.h.v. of 1,741 kcal/kg, which confirms my assumed value. 

This having been established, let us now move on to the chemical processes 
which occur during a cremation (cf. Kraupner/Puls 1970; Léffler 1926, pp. 3f.): 


1 kg of C burns to CO2 with 2.667 kg or 1.867 Nm? of O 
1 kg of C burns to CO with 1.333 kg or 0.933 Nm? of O 
1 kg of S burns to SO2 with 1.000 kg or 0.700 Nm? of O 
1 kg of H burns to H20 with 8.000 kg or 5.600 Nm? of O 


We therefore have as products from 


1 kg of C: 1.867 Nm? of CO2 [21] 
1 kg of C: 1.867 Nm? of CO 

1 kg of S: 0.700 Nm? of SO2 

lkgofH: 11.200 Nm? of H20 


The specific volumes, i.e. the volumes of one kg of each substance, are as fol- 
lows: 


CO2 0.509 Nm3/kg O 0.700 Nm3/kg 
(oe) 0.800 Nm3/kg N 0.800 Nm3/kg 
SO 0.350 Nm3/kg H20 1.244 Nm3/kg 
H 11.200 Nm?/kg 


One Nm of air contains 0.209 Nm? of O and 0.791 Nm3 of N. With the above 
values, the theoretical oxygen requirements are as follows: 


for C to COsz: 13.2846 - 1.867 = 24.8023 Nm? 
for H to H20: 1.8060 - 5.600 = 10.1136 Nm3 
for S to SOz: 0.1512-0.700= 0.1058 Nm? 

Total = 35.0217 Nm3 
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of which (3.8178 - 0.7 =) 2.6724 are supplied by the corpse itself, so that the ef- 
fective theoretical oxygen requirement is 35.0217 — 2.6724 = 32.3493 Nm? of 
O, corresponding to 


32.3493 - 100 + 20.9 = 154.78 Nm of air [22] 
containing 
79.1 - 154.78 + 100 = 122.43 Nm? of nitrogen. [23] 


Therefore, the following quantities of moist combustion gases are generated 
during the cremation of a 70 kg corpse: 


—from 13.2846 o0fkgC: 13.2846: 1.867=  24.80Nm3 of CO2 


—from 1.8060 of kg H: 1.8060-11.200= 20.23 Nm3 of H20* 
—from 1.9404 of kg N: 1.9404- 0.800 = 1.55 Nm3 of N 
—from 0.1512 of kg S: 0.1512- 0.700= 0.10Nm3 of SO2 


—from 45.5000 of kg H20: 45.5000: 1.244= 56.60 Nm? of H20* 
Subtotal: 103.28 Nm3 *4 vapor 

Plus N from the air: 122.43 Nm? 

Total: 225.71 Nm? 


Applying the equations arrived at in Subchapter 1.1., we have: 
1. Theoretical volume of necessary air: 

At = 8.95 « 13.2846 + 26.85 - (1.806 — 3.8178 + 8) + 3.35 - 0.1512 

= 155.08 Nm [24] 
Theoretical volume of moist exhaust gases: 

F,= 8.95 - 13.2846 + 32.36 - 1.806 — 21.17 - 3.8178 + 8 + 3.35 - 0.1512 

+ 0.796 - 1.9404 + 1.244 - 45.5 = 225.89 Nm3 [25] 
The normalized volume of dry exhaust gases then is: 

225.89 — (20.23 + 56.60) = 149.06 Nm? [26] 
The maximum percentage of CO2 becomes: 


24.80 - 100 + 149.06 = 16.64% [27] 


1.3. The Cremation Process 


The cremation of a corpse proceeds in four functionally distinct, yet not tempo- 
rally separated phases in the following sequence: 

1. desiccation (evaporation of water) 

2. the gasification (evaporation of combustible gases) 

3. the combustion 

4. the incineration 
A human body contains a large amount of water and cannot burn spontaneously, 
no matter what temperature it is exposed to. Before the corpse reaches the tem- 
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perature at which the gases formed during the gasification phase will ignite, the 
water it contains must first be evaporated, a process which takes place at a no- 
ticeable pace from about 100°C. Once the water has evaporated, the temperature 
will increase to around 400 to 500°C, at which point combustible constituents of 
the corpse, i.e. fat and protein, begin to decompose. During this process gases 
like carbon monoxide and hydrocarbons are released which burn in the presence 
of sufficient oxygen. However, before this combustion can occur, these gases 
must be brought to their ignition temperatures. The less-flammable gases, i.e. 
the heavier hydrocarbons, have ignition temperatures of around 650 to 700°C. 
The proteins, on the other hand, as has been pointed out by Klettner (Bundesre- 
publik Deutschland 1953, see Document 160), have a relatively high nitrogen 
content and tend to resist combustion; their ignition temperature — or rather the 
temperature at which the nitrogen splits off from the hydrocarbon portion — is 
on the order of 800°C (cf. Chapter 6). 

After the combustion of the volatile, flammable substances of the corpse, 
there is a post-combustion and incineration phase of the non-volatile remnants, 
during which these glowing, mainly carbonaceous particles are transformed into 
CO and ash (Maccone 1932, p. 104). 

As established by de Pietra Santa already at the end of the 19 Century 
(1889, pp. 18f.), the whole process extends over something like one hour, with 
the individual phases lasting approximately: 


— 30 minutes for the desiccation 
— 15 minutes for the gasification and combustion 
— 15 minutes for the post-combustion (incineration proper) 


The cremation of a corpse in a cremation furnace with a gasifier proceeds in the 
following steps: 

The skin and the long muscles burn first, followed by the heart and the 
lungs, with the spleen and the liver being consumed last. The parts of the face 
that are exposed to the high temperature gases from the gasifier carbonize 
quickly, the hairy scalp detaches from the skull and burns rapidly. The cranial 
bones separate, the seams between them split, and the brain, appearing as a car- 
bonized black mass, burns slowly. The lower jaw falls off and even the teeth, 
somewhat protected in their cavities, are reduced to ash. The long bones are dis- 
articulated. The articulations of the hand and of the fingers come apart and are 
consumed. The body parts resting on the grate burn less rapidly. The combus- 
tion of the skeleton proceeds from the head to the feet in keeping with the direc- 
tion of the flow of the gases from the gasifier (normally corpses are loaded into 
the furnace head-first). The bones are calcined by the high temperature of the 
furnace, the organic matter is destroyed. Only ash remains, which is primarily 
composed of calcium carbonate and calcium phosphate as well as magnesium, 
iron, sodium and potassium salts which resist the obtained high temperatures 
(Maccone 1932, pp. 104f.; Kiichenmeister 1875, pp. 74f.). 

The mass of the ash is about 5% of the corpse’s original mass, its density 
approximately 0.5 g/cm? (Davies/Mates 2005, p. 134; Enciclopedia Italiana 
1949, vol. XI, p. 825; Huber 1903, p. 17). 
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The furnace will generally be operated in the following way: 

Before the coffin is introduced into the cremation chamber or muffle, the pi- 
lot hearth is lit and the air vents, the damper and the hearth door are opened. At 
the normal operating temperature of 800 to 900°C the coffin ignites as soon as it 
is introduced into the muffle. After the muffle door is closed, the furnace gener- 
ally needs only little air and not much draft, because initially the coffin burns 
only on its relatively small surface. After a short time, the hull of the coffin will 
break apart in a number of places and the burning surface increases considera- 
bly. At this point it is therefore necessary to provide for maximum draft and 
maximum air, which is achieved by opening up the air vents and the damper. At 
this phase of the process of cremation, so much gas is generated within the muf- 
fle that the air feed becomes insufficient for complete combustion: Hence the 
muffle is filled with glowing fumes, and black smoke develops. More air must 
now be fed in. If this is done in an adequate way, the smoke will clear almost 
instantly. 

For this reason, it is important that the furnace be equipped with measuring 
instruments to alert the operator as soon as smoke begins to form. If smoke de- 
velops, the combustion will be incomplete, heat generation and CO2 content 
will decrease and the temperature will fall. Additional air has to be fed at a suf- 
ficient rate if an excessive cooling of the furnace is to be avoided. 

As a next stage the evaporation of the corpse’s water will start soon. As a 
consequence, the muffle tends to cool, combustion slows and smoke reappears. 
Therefore the air vents must now be throttled. Simultaneously there is incipient 
gasification, which follows closely the desiccation process of the tissues layer 
by layer, from the outside to the inside as the evaporation proceeds. At this 
point, relatively little air is required, and the vents have to be almost totally 
closed, as otherwise smoke will develop because of excessive cooling due to 
cold air (relative to the muffle temperature) entering the muffle through the 
vents. In this case, the smoke is caused by the fact that the muffle cools to a 
temperature below the ignition point of the heavier hydrocarbons that form dur- 
ing the gasification. Another contribution to the cooling tendency comes from 
gasification itself, an endothermic process, which means that it absorbs heat. 

Normally the combustion of the corpse will then, for a while, become 
somewhat more pronounced, as desiccation and gasification proceed, resulting 
in a demand for more air and hence a stronger draft. Slowly, though, as the cre- 
mation advances, combustion will gradually die down. When combustion has 
come to a stop, the glowing ash is to be removed from the inclined plane of the 
muffle into the ash chamber for the final burnout, and another coffin can be in- 
troduced into the combustion chamber. 

Cremation must be carried out between well-defined thermal limits: at tem- 
peratures above 1,100 to 1,200°C, sintering will occur, i.e. the bones of the 
corpse and the refractory material will soften and fuse; at temperatures below 
700 to 600°C there is only carbonization of the corpse. The optimum tempera- 
ture for the introduction of the coffin has been found by experiments to lie be- 
tween 850 and 900°C (Kessler 1930, pp. 136f.). The maximum temperature that 
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may be registered in a muffle, but only for a few moments, was on the order of 
1,100°C (see Chapter 4). 


2. Cremation Technology of Coke-Fired Furnaces 


2.1. Structure and Operation 


Documents | and 2 (Figures 1-4) show the typical structure of a cremation fur- 
nace with a coke-fired gasifier. The drawings are those of the Wilhelm Rupp- 
mann Company of Stuttgart (Germany) for the furnace installed at Biel!? (Swit- 
zerland) in 1911.'4 

The furnace consisted of gasifier A (Generator), a cremation chamber L 
(Verbrennungsraum, also called muffle) with its post-combustion chamber be- 
low (Nachgliihraum) and the heat recuperator (Rekuperator). In front of the 
chimney there is also a pilot hearth (Lockfeuer), also called chimney hearth 
(Kaminfeuer) — not shown in the drawings — which served mainly to activate 
and reinforce the draft and for the post-combustion of the flue gases. 

The operation of the device under normal conditions was as follows: Before 
the gasifier was lit, the damper S of the flue duct was opened and the pilot 
hearth was lit. Next some wood and a little coke were lit on the grate N of the 
gasifier. Once the coke had started to glow, more fuel was added through the 
loading chute B. Heating of the initially cold furnace up to the temperature at 
which the corpse would be loaded (800°C) took about three hours and required 
some 260 kg of coke. 

During the preheating phase the air vents stayed closed, and only Vent T of 
the hearth was open. The gases from the gasifier entered the muffle through the 
outlet of the gasifier, flowed into the post-combustion chamber and Duct Z and 
then onward into the heat recuperator and from there via the flue into the chim- 
ney. The heat recuperator consisted of a number of channels made of refractory 
brick, some of which were traversed by the exhaust gases in a downward direc- 
tion while the others were traversed by the incoming combustion air in an up- 
ward direction. 

When the furnace had reached its operating temperature, Door K was opened 
and the coffin introduced into the muffle. The coffin was placed onto the muffle 
grate, which consisted of 9 transversal and 2 longitudinal bars of refractory clay. 
Because of the high temperature of the muffle, the coffin caught fire as soon as 
it was introduced into the chamber and burned rapidly, leaving the corpse on the 
grate exposed to the flow of the combustion gases from the gasifier, which trav- 
eled through the muffle with a high temperature. 

At that time the evaporation of the corpse’s body water and the gasification 
of its combustible components began, followed by the combustion as such. The 
combustion residues fell through the grate into the post-combustion chamber, 


‘3 The French name of the town is Bienne, as it appears in Documents 54 and 56. 
‘4 Cf. the account of the test cremation for this furnace in Section 2.2.6. 
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where they continued to burn. When the flames had died down, the glowing 
cinders, by means of a rake introduced through the upper opening of the ash 
chamber, were raked forward from the inclined plane into the Receptacle H, 
where they burned out little by little. 

The operation of the furnace was controlled by means of a number of devic- 
es (air vents, fire doors, dampers of the flue ducts, and the pilot fire). During 
their passage through the heat recuperator, the hot combustion gases transmitted 
some of their heat to the brickwork, heating it up. The combustion air entering 
the recuperator through the air vents at D was warmed up in the upper part of 
the furnace, traveled through duct E, and then a part of it entered the muffle 
through Openings F, whereas the remainder entered the top of the gasifier 
through the Openings G. Here the air mixed with the hot combustible gases 
produced during the coke gasification in the generator, and the mixture of burn- 
ing gases and flames then flowed into the muffle striking the coffin and the 
corpse. 

In order to reduce the formation of slag, Vessel P, located beneath the hearth 
grate, is filled with water. This water evaporates and rises as vapor through the 
hearth grate and the glowing coke; the heat breaks up the water vapor, and sub- 
sequently both the grate and the ash cool down,’* thus reducing the formation of 
slag. In this way, “water gas” is also generated in the gasifier (see next subchap- 
ter): 


C+ HOs CO + H2 


2.2. General Theoretical and Structural Principles 
2.2.1. The Gasifier!® 


The gasifier is a vertical chamber lined with refractory material on the inside. 
The hearth is in its lower part and consists of the grate and the door for the pri- 
mary air and the removal of ashes and slag. In its upper part the chamber tapers 
off on one side into a duct (the neck of the gasifier) through which the products 
of the coke gasification enter the muffle and, on the other side into a vertical or 
slanted chute connected to the outside through which the coke is fed into the 
gasifier. 

The function of the gasifier is the gasification of coke, i.e. its transformation 
into combustible gases, in this case into generator gas or water gas. 

The generator gas is formed during the incomplete combustion of the coke, 
according to the following reaction: 


C+%O2S CO + 29.2 kcal 


This is brought about by having air pass through a layer of glowing coke. Ini- 
tially, in the lower layers of the coke, carbon dioxide forms in the presence of 
sufficient oxygen according to the following reactions: 


‘5 The evaporation of 1 kg of water absorbs about 3,800 kcal. 
‘© The following description is based on Enciclopedia Curcio..., vol. 5, p. 1842; Giua 1948, vol. Il, p. 
382; Bordoni 1918, pp. 51-54; Heepke 1905b, pp. 31 ff. 
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C+ Or CO? + 97.2 kcal 
2 CO + C + CO? + 40.9 kcal 


In the upper layers, on the other hand, carbon monoxide is formed due to the de- 
ficiency of oxygen according to the following reaction: 


CO2 + Cs 2 CO — 38.8 kcal 


Thus CO is produced by the direct reaction of C and O and by the reduction of 
CO>. The CO of the generator gas formed in this way leaves through the neck of 
the gasifier and — just before it enters the muffle — reacts with the preheated out- 
side air (secondary combustion air) to form CO2 once again, giving up part of 
its heat to the muffle. Then the combusted gases pass through the post-combus- 
tion chamber, enter the recuperator, then the flue and finally the chimney. 

The composition of the coke depends, of course, upon the type of coal from 
which it was made and upon the type of coking. 

Leaving aside the minute quantities of hydrogen, oxygen, nitrogen and sul- 
fur which the coke still contains and considering only the carbon, | kg of C re- 
quires 2.667 kg of O and hence: 


100 ‘ 
2.667 - 3 = 11.59 kg of air, [28] 


assuming a composition of air as being 23 kg of Oz and 77 kg of No for 100 kg 
of air. Thus, the 11.59 kg of air contain 


11.59 — 2.667 = 8.923 kg of No. [29] 


In the lower layers of the glowing coke in the gasifier, the gas is therefore gen- 
erated according to the reaction 


1 kg of C+ 11.59 kg of air — 3.667 kg of CO2 + 8.923 kg of No. 
In successive layers we have accordingly the transformation of CO2 to CO: 
3.667 kg CO2 + 8.923 kg N2 + 1 kg C — 4.667 kg CO + 8.923 kg No, 


and the pure generator gas therefore contains, in theory, 


100 


4.667 : (4.667 + 8.923) 


= 34.34% of CO [30] 


and 
100 — 34.34 = 65.66 % of No. [31] 


Normally, though, one obtains from the coke a generator gas having the follow- 
ing average composition: CO = 26%, N2 = 65%, CO2 = 2.8%, SO2 = 0.2%, CH4 
= 1.5%, H2 = 0.5%." The 1.h.v. of this gas is about 1,000 kcal/Nm3, the density 
is about 0.97 relative to air. 


'7 The sum of these percentages yields 96%. The rest consists of other gases, among them oxygen and 
water. 
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Thus, 2 kg of C will produce 4.667 kg of CO, but if we assume an effective 
yield of 26%, we obtain only 


4.667 - 26 


Taat = 3.53 kg of CO. [32] 


Exactly 0.5714 kg of O are needed for the complete combustion of 1 kg of CO 
into COs, i.e. 


0.5714 - 100 


33 = 2.484 kg of air. [33] 


The products from this combustion are: 
1 kg of CO + 0.5714 kg of O2 > 1.5714 kg of CO2 
2.484 kg of air — 0.5714 kg of O2 > 1.9126 kg of No 


With preheated air and perfect mixing, the theoretical Excess Air for the com- 
bustion of CO into CO2 is at most 10%, but in practice the Excess Air is over 
50%. 

If 1 kg of CO is completely converted into CO2 by combustion, 2,449 kcal 
are generated. If a reservoir of water is placed under the grate of the hearth, the 
gasifier will produce water gas. 

Water gas is a mixture of carbon monoxide and hydrogen and results from 
steam being passed through a coal or coke bed heated to around 1,000°C. The 
corresponding reaction is as follows: 


C+ H20 s+ CO + H2 - 28.6 kcal 
Below 600°C, the reaction produces a mixture of CO2 and Hz: 
C +2 H20 s CO? + 2 H2— 18.0 kcal 


In order to keep the latter from happening, it is necessary to maintain the bed of 
coke at a sufficiently high temperature. The water gas which is generated ac- 
cording to the first of the above two equations would theoretically be a mixture 
of equal volumes of carbon monoxide and hydrogen with a calorific value of 
2,810 kcal/Nm?. Under actual conditions, however, it has the following compo- 
sition (by volume): CO = 38.5%; H2 = 52%; CH4 = 1%; CO2 = 4.5%; HoS = 
0.2%; N2 = 3.8% and a calorific value of 2,650 kcal/Nm%. Its density is 0.5330 
relative to air; one Nm? has a mass of 0.689 kg. 

In a device like the Schneider Furnace (cf. Chapter 3) with a water container 
of some 0.2 to 0.4 m3 placed beneath the hearth grate, an increase of 5 to 15% in 
the calorific value of the gasifier gas was obtained. 


2.2.2. The Cremation Chamber or Muffle 

The muffle is a horizontal combustion chamber, the upper part and ceiling of 
which are made of refractory bricks. In the earliest models its dimensions were 
as follows (cf. Document 3): 
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Width: 850 — 1,000 mm 

Height: 800— 900 mm 

Length: 2,200 -— 2,500 mm 
The “Norms for the construction and operation of furnaces for the cremation of 
human corpses” of 1937 specified the following minimum dimensions (cf. 
Chapter 8): 

Width: 900mm 

Height: 900mm 

Length: 2,500 mm 
The muffle is closed at its front end by a door made of refractory clay which 
slides sideways along a special track. An outer door is located in front of that 
sliding door. 

Because the front end of the coffin caught fire as soon as it entered the muf- 
fle and because smoke formed on account of the varnish, later models were 
equipped with a hood above the door which collected this smoke while the cof- 
fin was introduced, and discharged it to the exterior. 

In its rear portion the muffle is linked to the gasifier by means of the gasifier 
neck. Its bottom consists of a grate of refractory clay, usually with longitudinal 
and transversal bars on which the coffin rests. 

Beneath this grate is located the inclined plane on which the residues of the 
corpse burn out completely after having fallen through the openings of the 
grate. This inclined plane for the ash has at its front end a space for the ash con- 
tainer. The ash is moved into this container by means of a suitable rake. 

In the 1930s a post-combustion grate for the ash was placed at the front end 
of the inclined plane. 

The walls of the muffle underneath the grate of refractory clay are inclined 
towards the center, thus forming a small chamber (post-combustion chamber) 
which receives the remains of the corpse. The walls of this chamber have perfo- 
rations for the discharge channels through which exhaust gases flow into the re- 
cuperator. 

Some systems with an indirect heating system had furnaces with a shutter 
made of refractory material which closed the opening leading from the gasifier 
to the muffle. The gasifier gas could thus be diverted through appropriate chan- 
nels around the muffle in order to heat the latter merely indirectly from the out- 
side. This device served to keep the combustion gases from coming into direct 
contact with the corpse in accordance with Prussian legislation in force until 24 
October 1924 (cf. Chapter 4). 


2.2.3. The Recuperator 

The recuperator (cf. Documents 1 and 2, Figures 1 and 3) is a heat exchanger 
made of refractory material with a mass of 7,000 to 8,000 kg, placed in the low- 
er part of the furnace, with usually two levels. It consisted of two counterflow 
systems of intertwined channels with an appropriate upper opening in the muf- 
fle and the lower opening at the furnace’s bottom. The exhaust gases from the 
muffle flow in a downward direction while the combustion air from the outside 
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flow in an upward direction. In that process the combustion gases transfer some 
of their heat to the channel walls. As a result of this, the heat disperses through- 
out the entire recuperator by way of conduction, with its temperature varying 
between 400 and 600°C or higher. 

In older furnaces equipped with an entirely indirect heating system, the re- 
cuperator was preheated, just like the muffle, to a temperature of 1,000°C, after 
which the arrival of the combustion products of the gasifier into the muffle was 
stopped. The combustion air moved upwards through the recuperator while get- 
ting heated and entered the muffle at basically the same temperature. 

In the furnaces of the 1920s and 1930s, which usually worked with semi- 
direct or direct processes,'* the recuperator was heated to a considerably lower 
temperature, and the heat needed to bring the cremation to an end was provided 
by the radiation from the muffle walls and by the gas coming from the gasifier. 

In the Klingenstierna Furnace (cf. Chapter 3) the recuperator consisted of a 
bank of metal tubes directly exposed to the flames and the exhaust gases from 
the muffle, thereby becoming red-hot, with the combustion air flowing through 
the tubes; in the modified type produced by Gebriider Beck of Offenbach, the 
tubes were replaced by a recuperator of refractory clay. 

The Siemens furnace of the Gotha Crematorium (cf. Chapter 3) did not have 
a recuperator, but a regenerator. A regenerator is a heat exchanger working in- 
termittently and consisting of a structure of refractory bricks with a system of 
channels linking the muffle and the flue duct as in the case of a recuperator, but 
— as opposed to the latter — all channels are alternately traversed by either the 
exhaust gases from the gasifier in a downward direction or by the combustion 
air in an upward direction. Not having separate channels for the exhaust gases 
and the combustion air, the regenerator is operated discontinuously, with alter- 
nating heating and cooling phases. The exhaust gases from the gasifier flow 
through it only while the furnace is being heated up. When the latter has 
reached its operating temperature and the coffin is introduced into the muffle, 
the combustion gases are shunted directly to the chimney through appropriate 
channels. Combustion air is then heated by being made to flow upwards through 
the regenerator. It strikes the coffin and the corpse at a temperature of 900 to 
1,000°C. During this process the regenerator cools down and has to be heated 
up again before the next cremation (Schlapfer 1937, p. 8; Kaiserliches Pa- 
tentamt, 1913b). 

In order to allow such a system to operate continuously, two regenerators 
working in tandem are necessary, as in F. Siemens’s patent referred to above 
(cf. Chapter 3). Here, the exhaust gases from the muffle and from the gasifier 
are discharged through a second regenerator that heats up while the combustion 
air flows into the muffle through the first regenerator, cooling it down. In this 
way one of the regenerators is always hot in each phase of the cremation. 

Because of the impracticality of such a system, nearly all cremation furnaces 
operate using a recuperator. 


'8 For the definitions of these terms see Chapter 4. 
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During the cremation experiments run in the Biel Crematorium by the engi- 
neer Richard Kessler at the end of the 1920s, it was established that the recuper- 
ator had another important function: the post-combustion of gases leaving the 
muffle not completely burned (cf. Chapter 4). 


2.2.4. The Chimney’? 


The discharge of the exhaust gases from the furnace is assured by a system con- 
sisting of a flue (Fuchs) and the chimney (Schornstein), sometimes supplement- 
ed by a pilot flame (Lockfeuer) or a forced-draft device (Saugzuganlage). 

In accordance with the findings of the furnace specialist Beutinger, the flue 
duct, i.e. the link between the furnace itself and the chimney, must be lined in- 
ternally with refractory material. It must also have a sufficient number of open- 
ings for cleaning; wherever possible, these apertures must be equipped with a 
double lid to avoid leakage of ambient air into the duct. 

At the point where the flue duct enters the chimney or possibly even up- 
stream of this point, Beutinger recommends the installation of a throttle, moving 
vertically, which allows control of the draft by increasing or decreasing the 
cross-section of the duct in keeping with the operating conditions. 

The pilot flame must be placed at the bottom of the chimney; its function is 
to heat the layers of cold air above it and to force up the cold air which is in the 
duct and the furnace itself. Besides activating the draft when the furnace is cold 
or has difficulties on account of adverse atmospheric conditions, this flame also 
serves for the post-combustion of the smoke. 

In the furnaces built in the 1920s and 1930s, the pilot flame was usually re- 
placed by a forced-draft device, a blower placed at the base of the chimney in 
such a way that it created a lower pressure in the flue compared to the furnace. 
Such an effect could be achieved in one of two ways (Enciclopedia Curcio... 
1973, vol. 8, p. 3247): 

“One can either have all the combustion products pass through the blower, or 

one can place the blower in a shunt. It would then draw in only a portion of the 

flue gases, ejecting them at high velocity into the base of the chimney, which has 
to have a converging/diverging shape, like a venturi. The jet produced by the 
blower drags the flue gases along at a high speed; in the diverging part of the 
duct the air velocity drops, and the kinetic energy is transformed into pressure 
energy. The output pressure of the blower has to be such that it overcomes the 
resistance in the duct caused by friction, by elbows etc.” 
If several furnaces operating simultaneously are to be installed, it is necessary to 
build separate chimneys; a common chimney is not advisable because in the 
case of partial operation its cross-section and hence the cooling effect would be 
too large, especially if one furnace is taken out of service. 

In some cases, a damper can be installed in the upper part of the chimney to 

prevent cold air and humidity from entering. Large obstructions at the head of 


‘9 This subchapter is based on: Beutinger 1911, pp. 143-146; Heepke 1905b, pp. 67-75; Bordoni 1918, 
pp. 43, 56-62, 224-225, 230-234; Lebrasseur 1922 , pp. 56f.; Salvi 1972, pp. 617-622; Enciclopedia 
Curcio... 1973, vol. 8, p. 3247. 
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the chimney should be avoided because they can lead to a reduction in the draft, 
mainly through the formation of air eddies and downdrafts beneath any such 
large protuberances. If the chimney does not have an outside brick covering, it 
must have a layer of insulation on the inside, possibly made of refractory mate- 
rial. If the temperature of the gases at the bottom of the chimney is expected to 
reach 500°C, the chimney has to be clad internally, over the lower third of its 
height, by a layer of refractory bricks set with refractory mortar. 

In the case of a cremation furnace with a coke-fired generator the main func- 
tion of the chimney is not the discharge of the exhaust gases but the creation of 
sufficient draft to provide enough combustion air at the grate of the hearth. In 
fact, the highest resistance that the combustion air encounters resides in the 
grate and the layer of coke. The resistance of the grate depends on the air flow- 
rate and on the open cross-sectional area of the grate. A theoretical equation has 
been proposed by M. Lebrasseur: 


H=y- V2(N2-1) [34] 
where H = resistance 
y ==specific density of the air 
V =air velocity 
N = open cross-sectional area of the grate 
The resistance of the layer of coke on the grate depends on the mass of the coke 
and the thickness of the layer. According to M. Lebrasseur, this resistance, H, 
can be expressed as 
c-l- P2 


H= 709 [35] 


where c is a factor taking into account the size of the pieces of coke, | is the 
thickness of the layer and P the mass of coke per 1 m? of grate surface (Lebras- 
seur 1922, pp. 56f.). 

The draft of the chimney can be natural or artificial. Natural draft is caused 
by the density difference — and hence by the temperature difference — of the 
fumes entering the chimney at its base and the ambient air at the top of the 
chimney. The hot gases, having a lower specific density than the surrounding 
air, cause an updraft, which in turn creates a reduced pressure at the base of the 
chimney. 

The draft is measured in mm of water column, 1 mm of water column being 
equivalent to a pressure of 1 kg per square meter (10 m of water column rough- 
ly equals atmospheric pressure near sealevel). The measuring instrument is 
called a vacuum indicator. In its simplest form, it is a glass U-tube filled to half 
its height with colored water. One end of the tube is connected to the inside of 
the chimney while the other is open to ambient air. The level difference between 
the two parts of the glass tube represents the draft of the chimney and is given in 
mm of water column (mm Wassersdule, mmWs, in the German literature). The 
draft can also be measured electrically by means of an instrument with a scale in 
the form of the arc of a circle (Cantagalli 1940, p. 86). 
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According to Heepke, for cremation furnaces with coke-fed gasifiers the 
minimum allowable draft is 10 mm of water column, the maximum 30 mm. The 
draft is a function of the height of the chimney according to Salvi’s equation: 


1 1 
E=1.29° G + 0.00367 - ta 1 + 0.00367 - a) "he [36] 
where E = draft 
h.= height of chimney 
t, = temperature of ambient air 
tr = temperature of fumes 


This equation also allows calculating the height of a chimney as a function of its 
draft: 


E 


he [37] 


— 1 1 
1.29 - Cie ~y O07 a) 


For example, assuming he = 20 m, ta = 10°C, tr = 300°C, the draft would be 
equal to 12.6 mm of water column. With such temperatures, the height of the 
chimney should be at least 16 m for a draft of 10 mm of water column to be at- 
tained. In practice, however, the height should be greater in order to overcome 
pressure losses in the flue and the chimney due to friction. 

The cross-sectional area of the chimney is also very important, because it de- 
termines the velocity of the gases passing through the chimney. This velocity 
varies with the square root of the draft, and normally has an order of magnitude 
of 3 to 5 meters per second, depending on the size of the plant. 

The recommended cross-sectional area of the chimney can be derived from 
Colombo’s equation: 

F-V:-(d+a‘t 
a= 3,600 cae : 2 [38] 
where q= cross-sectional area of the chimney, in m? 
F= fuel consumption in kg/hr 
a= M73 °C! 
t= fume temperature at the chimney base in °C 


V= volume of the fumes in Nm3/kg fuel 
v= exit speed of the fumes at the chimney top, m/sec 


Heepke proposes the following equation for the calculation of the exit velocity 
of the gases discharged: 


G:B:-(d+a:t) 


V= 1.293 - 3,600 sec/hr- q- y 


[39] 


where G= mass of gas generated by combusting 
1 kg of coke (with Excess Air ratio m = 2) 
B= mass of the coke in kg 
q = cross-sectional area of chimney 
y = density of the gas 


2.2.5. Drying Out a New Furnace 

The drying out of a newly built cremation furnace is a rather delicate operation. 
If it is done poorly, it can lead to damage in the wall structure of the plant. In his 
classic work on cremation, Beutinger describes it as follows (1911, p. 127): 
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“Since a large quantity of water is introduced into the body of the furnace dur- 
ing the construction of the furnaces, a thorough drying out is therefore neces- 
sary after its completion, including the flue duct and the chimney. The drying 
operation is to be done slowly, because an intensive and rapid heating would 
lead to the generation of large quantities of water vapor, the pressure of which, 
under some circumstances, would lead to individual parts of the furnace being 
torn apart, or to the formation of cracks, which could potentially lead to the dis- 
charge of gas or smoke from the furnace. Even the most-solid structure and the 
best anchorings themselves could be damaged. Therefore, it is expedient to leave 
the drying of the furnace to the builder of the furnace, which takes several 
weeks, after all; the slower it occurs, the better the probable future longevity of 
the furnace. In the beginning, only a small fire with wood shavings may be used, 
to which thin pieces of wood are added a little later, from the third day onward. 
After the first week, a stronger wood fire can be maintained, with all flue ducts 
wide open in order to allow the hot air to remove the water vapor forming. After 
a steady increase of the heat, the furnace is dried out completely by adding step 
by step small quantities of coke to the wood, in order to achieve a complete dry- 
ing out of the furnace.” 


2.2.6. Test Cremations 
The test cremation is a means for testing the proper functioning of the furnace. 
In this respect, architect Beutinger writes (ibid., pp. 127f.): 


“Before the test cremation, it is necessary to check the furnace thoroughly, in- 
cluding the control devices, the closures, the introduction trolley, etc. If the fur- 
nace has been idle for some time, the chimney has to be prewarmed by means of 
the pilot fire to ensure a good draft. The test run must be made by the builder of 
the furnace who also trains the operating personnel at the same time. Minutes of 
the test cremation and its results are kept, recording the various phases of the 
combustion and their progression. The generation of smoke and the composition 
of the ash must be recorded. 

With respect to the development of smoke from the chimney, it must be kept in 
mind that, for all such systems, smoke is favored both by a lack of air and by an 
excess of air, because the latter state leads to a lowering of the furnace tempera- 
ture and hence to a decrease in the ability of the gases to ignite. 

For the heating and the cremation test, the furnace is warmed up in accordance 
with its operating instructions and brought to its necessary temperature. The 
weight and the quality of the fuel used for heating up and for the cremation as 
such must be checked and recorded in a similar way as shown on pages 116 and 
117. 

For the cremation any kind of animal carcass can be used, for example a horse, 
whose overall size and whose weight percentage of flesh, bones and also of the 
parts which burn rather poorly, such as the heart, the lungs, the liver, corre- 
spond roughly to the proportions in the corpse of a human adult. 

The carcass is placed in a coffin-shaped box made of dry wooden unplaned 
boards, 15-18 mm thick, like those used for coffins, 1.90 m in length, 0.60 m 
wide and 0.50 m high. It is best to use a coffin made according to the general 
practice. The weight of the carcass, its type and the various portions of its indi- 
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vidual parts such as bones, flesh, heart, lungs, fat etc., as well as the weight of 
the coffin must be recorded, and the various phases of the combustion verified 
during the entire process of the cremation. Seger cones for temperatures be- 
tween 900 and 1100°C must be placed at appropriate locations in the cremation 
chamber to establish the temperatures reached on the basis of their melting. 
When the inside of the furnace has reached the temperature necessary during 
preheating, the carcass is introduced and must be observed constantly through 
the inspection opening. The ash is collected in the space provided, and its com- 
position is examined. The test cremation must be carried out in the actual pres- 
ence of the supervising authority. Depending on the outcome of the cremation, 
for which minutes are drawn up and signed by the public authorities present, the 
use of the furnace for the cremation of human corpses is authorized.” 


As an example I reproduce the minutes of the test cremation of the Ruppmann- 
type cremation furnace with a coke-fed gasifier at the Biel Crematorium (Nagel 
1922, p. 40): 
“Protocol 
of the test cremation carried out in the crematorium at Biel at 2 p.m. on Friday, 
25 August 1911. 
The president of the cremation association of [the city of] Biel reads to those 
present the text of the supply contract. Then, around 2:25 p.m., a coffin filled 
with animal remains is introduced into the furnace. The furnace had been lit at 
10 a.m. and had been ready for use for two hours. The experts ascertained a 
temperature of around 1000°C on the basis of the Seger cones placed inside it. 
The coffin contained some 80 kg of meat supplied by the administration of the 
Biel Slaughterhouse, consisting of 85% of soft tissue and 15% of bones. 
The introduction of the coffin by means of the Ruppmann trolley was very 
easy. The closure plate works well and shuts immediately upon introduction of 
the coffin into the cremation chamber. The doors of the furnace were closed. 
Through the inspection ports in the front of the furnace one can see that the cof- 
fin catches fire immediately, and intense flames develop. At that moment, a little 
smoke can be observed above the chimney. Later, too, there is at times a little 
smoke, but it is barely visible. 
At 5:25 p.m. it can be seen that the contents of the coffin, except for a few small 
pieces, have been completely reduced to ash. In the post-combustion chamber 
the bones can be seen, i.e. the incinerated remains of the bones, in an incandes- 
cent state. 
Due to the advanced time of day, Mr. Lanz, as a member of the commission for 
sanitation, is asked to examine the ashes the next day. 
The management [of the crematorium] finds that the furnace is working well, 
and that the large masses and the well-compacted pieces of flesh have been con- 
sumed by the flames in a relatively swift fashion. 
Biel, 25 August 1911. 
The Biel Association for Cremation: 
The President: (signed) Albrecht 
The Secretary: (signed) Fehlmann.” 
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3. Origin and Development of Modern Cremation 
Furnaces 


Corpse cremation was practiced in Europe as early as a thousand years before 
Homer (Schuchhardt 1920, p. 502) and continued to be practiced up to the year 
785 AD, when it was prohibited, under pain of death, by the Paderborn Decree 
(Capitulare Paderbrunnense) of Charlemagne (Pauly 1904, p. 8). Over the fol- 
lowing centuries the cremation of corpses fell completely into disuse as a funer- 
ary habit throughout Christian Europe. 

The idea of cremation of corpses arose again during the French Revolution, 
but did not take hold before the second half of the 19th Century. In its session of 
the 14th Floréal of Year VII (3 May 1799), the central administration of the 
Seine Department promulgated a decree giving complete freedom to the citizens 
to have their own corpses buried or cremated, and even proposed to have a 
“resting field” arranged on Montmartre where solemn incinerations of corpses 
could be practiced without the use of wood, but using “furnaces ingeniously 
prepared by modern chemistry.””° Two drawings of this monumental crematori- 
um (before the word came into use) have survived (Documents 4 and 5; Reber 
1908). 

The birth of the movement for the cremation of corpses can be traced back 
to 1849, when the philologist Jakob Grimm gave a memorable speech on this 
subject at the Berlin Academy of Sciences. The speech was a long and learned 
treatment on the funerary customs (cremation) of ancient peoples, full of quota- 
tions in Greek, Latin and Old Saxon.”! The idea was picked up by Prof. Jakob 
Moleschott in 1852 and by Dr. Francesco Coletti in 1857 (cf. his Memoria) and 
enthusiastically spread by untiring pioneers such as Army Surgeon J.P. Trusen, 
Prof. Richter, Prof. Reclam and Prof. Kiichenmeister, and in Italy by Du Jardin, 
Bertani, Castiglioni and by the selfsame Coletti during various conventions 
which took place between 1858 and 1869. 

In this chapter I will not describe the history of modern cremation — a great 
many books have already been published on this topic as listed in the present 
book’s bibliography — but rather a specific history of cremation installations. I 
shall therefore limit myself to the essential historical points. 

In Europe, the first cremation in a cremation furnace took place at Dresden 
on 9 October 1874 in an experimental furnace built by Siemens. At that time the 
corpse was that of an Englishwoman, Lady Dilke, the wife of the Secretary of 
State Dilke. It was followed on 6 November by the cremation of the wife of the 
Medical Councillor D. Thilenius of Wiesbaden as well as several other crema- 
tions before such experimental incinerations were stopped by the government of 
Saxony (Pauly 1904 p. 18). 


i) 
3S 


On the Seine Department’s decree see in detail Lacassagne/Dubuisson 1874, pp. 32-35. “Floréal” was 
the name of a month in the revamped calendar of revolutionary France. 

The speech, entitled “Uber das verbrennen der leichen’” (“On the cremation of corpses”) was pub- 
lished the year after (Grimm 1850). 
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Italy soon placed herself in the vanguard of the modern cremation move- 
ment, both from the legal and the technical points of view. The principle of 
corpse cremation was recognized in that country by the sanitary regulations of 6 
September 1874 (Pini 1885, p. 16). 

Cremations spread rapidly in the United States. The first crematory was 
erected in Washington, D.C. in 1876. In 1895 already 19 crematories existed 
there (Probst 1895; Guilbert 1895). 

In France cremations were once more legalized on 15 November 1887, but 
effectively only on 27 April 1889 with the promulgation of governing regula- 
tions.” 

Since 1874, the proponents of cremation in England highlighted its ad- 
vantages compared to burial from the point of view of health and hygiene 
(Eassie 1874), but in 1881, changing the law that prohibited the construction of 
crematoria was still being discussed.” 

The 1870s saw a massive amount of work being done in this field, theoreti- 
cal as well as experimental, and various types of furnaces were built. Modern 
cremation had to fulfill numerous ethical, esthetic and economic requirements. 
The general congress on cremations held at Dresden on 7 June 1876 specified 
the following principles (Pauly 1904, pp. 14f.): 

“1. Cremation must be complete and must not leave any charcoaled remains. 

2. Cremation of corpses must be carried out only in installations expressly built 

for this purpose. 

3. No malodorous gases must be generated; cremation must hence be odorless. 

4. The ashes must be white, clean and easy to collect. 

5. The cost of the equipment and of the cremation must be as low as possible. 

6. The equipment must be able to allow several cremations in succession.” 

The first European crematorium was built in Milan in 1875. It was equipped 
with a Polli-Clericetti Furnace and inaugurated on 22 January 1876 with the 
cremation of the corpse of Alberto Keller. The first crematorium in Germany 
went into service at Gotha on 10 December 1878. 

The pioneers of cremation were confronted with a serious problem. The 
hopes and the disappointments that accompanied the first experiments using an- 
imal carcasses are vividly described by the words of Dr. Gaetano Pini (Pini 
1885, p. 128): 

“We, who were present at the first experiments of Polli (12 June and 12 Decem- 

ber 1872) and of Gorini (1 September 1872), have not forgotten the illusions 

and the discouragements we experienced, shut in for hours as we were in that 
small space as we anxiously and restlessly awaited the results of the trials with 
animals. How long it took to burn that beast! What a foul smell there was! How 
much smoke! And yet, each new experience seemed like a victory to us, and 


2 “La crémation a Paris” 1891. About the early history of cremations in France see “La crémation des 


morts...” 1888 (twice); “Crémation” 1889; Salomon 1893; “La crémation” 1890; Rochard 1890; 
“Crémation” 1892. 

“A Discussion...” 1891; the origins of cremation in England are well outlined in Thompson 1884. 
Pini 1885, p. 30; Paolo Gorini (1876, pp. 79-107) dedicated many pages to the narration of the ante- 
cedents and the description of the event. 
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without doubting the difficulties which we still had to overcome, we thought we 

had reached our goal.” 

Soon, the first experimenters realized that the cremation of a human corpse was 
an even-more-difficult problem. Dr. Pini wrote in this regard (ibid., p. 129): 

“The disappointments began with the first tentative incinerations of human 

corpses. Experience then taught us that there was still a long road ahead of us 

before we would be able to burn a human body completely within a short time 

and at little cost.” 
One of the most-diligent and -tenacious pioneers was Paolo Gorini, who since 
1872 had experimented with the complete combustion of body parts in a cruci- 
ble with “incandescent volcanic liquid” or “volcanic matter in a state of fusion”, 
a procedure that he had to give up because it was impossible to obtain a crucible 
large enough to contain a whole corpse (Gorini 1876, pp. 70-75). From June 12 
to July 1, 1875, he performed 17 cremations of entire corpses in an apparatus of 
his invention that he gradually improved, until it became the “Lodigiano Crema- 
tory” (see below); ten of these cremations he described with great care (ibid., 
pp. 130-197). 

The first types of cremation equipment used in Italy employed muffles. The 
corpse had to be placed into a metal cylinder heated on the outside by coke (Du 
Jardin, 1867) or city gas (Polli-Clericetti).”° 

Brunetti’s device (1873) consisted of four little walls of ordinary brick, mak- 
ing up the hearth, upon which was placed a thin sheet of steel which covered 
only a small part of the hearth. Above it was a large hood linked to the chimney. 
The corpse was tied to the steel plate with wire to keep it from falling off on ac- 
count of sudden muscular contractions during the burning. On the hearth, below 
the steel sheet, a fire of wooden logs was lit. The flames caused the steel sheet 
to glow and surrounded the corpse from both sides. Cremation took about six 
hours.7° 

The Polli-Clericetti Furnace, enclosed in an “urn” in the form of an antique 
sarcophagus (Document 7), consisted of a cremation chamber with a horizontal 
grate on which the corpse was placed. It had 217 nozzles of air and gas, the jet- 
like flames of which impinged directly on the corpse and heated the chamber to 
a temperature of 1,100°C. This furnace was set up in the Milan Crematorium 
and used for the cremation of Alberto Keller?’ and for another two cremations.”* 


* Pini 1885, pp. 130f. A detailed description is given by Wegmann-Ercolani 1874, pp. 30-33. In this 
work one can also find the drawing which I have reproduced as Document 6. 

Pini 1885, p. 132. The first experiments by Lodovico Brunetti are described in detail in Pini 1973; the 
following has been taken from Pini 1885, pp. 128-171, unless otherwise stated. Cf. also de Cristoforis 
1890, pp. 56-135; de Pietra Santa/de Nansouty 1881; Vallin 1880, pp. 854f.; Maccone 1932, pp. 102- 
124; Eassie 1875 presented an accurate description of the early years of cremations in Italy, Switzer- 
land, France, Belgium, Austria, Germany, the U.S. and England (pp. 68-88) and of the first cremation 
devices with special reference to the Siemens Furnace (pp. 89-126). See also Rolants 1910; du Mesnil 
1877; de Pietra Santa 1888a-c. 

Polli 1876a; “La prima cremazione...” 1876. The cremation lasted one hour and 30 min.; the corpse 
weighed 60 kg and resulted in 3 kg of ashes. 

The second cremation was that of the corpse of Anna Pozzi Locatelli, who weighed 50 kg and pro- 
duced 3.6 kg of ashes. The cremation took one hour and 45 min. Polli 1876b; “La seconda crema- 
zione...” 1876. The third cremation was that of the corpse of a man of 71 years of age from a hospi- 
tal; the cremation took two hours and 30 min.; the corpse weighed 43 kg and left 2.3 kg of ashes. G. 
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On account of its excessively high costs, it was dismantled afterwards and re- 
placed by a Betti-Terruzzi Furnace in 1877. This device was a muffle furnace 
consisting of a cast-iron cylinder located in the center of a large coke-fired fur- 
nace. When the cylinder started to glow, the corpse was introduced through a 
kind of steel guide rail. Cremation was fairly complete, but the process took at 
least five hours and the costs were high. After nine cremations, this type, too, 
was demolished. 

The Cadet Furnace (Document 8), another muffle device, was used only for 
experiments with animal carcasses. 

The Muller-Fichet Furnace (Document 9), shown at the Paris Universal Ex- 
hibition of 1878, consisted of a muffle made of refractory brick (f) into which 
the coffin (g) was placed. It was lined below and on the sides with refractory 
bricks (e) which acted as heat accumulators. The muffle was made white-hot by 
means of the combustion products coming from a large gasifier (a) with a 
stepped grate, and then the coffin was introduced. 

The Lagénardiére Furnace (Document 10) with its center muffle and two lat- 
eral coal-fed hearths and a recovery system for the hot gases was never used for 
cremation experiments. 

The Kopp Furnace was based on the same principle as the Betti-Terruzzi 
type, but had a muffle made of refractory brick. It was set up in the Washington, 
D.C., crematorium. Six hours were needed for a complete cremation. 

The Gorini Furnace (Document 11), called “Lodi furnace,” was based on the 
principle of direct combustion with live flames. It worked in the following way: 
after placing the corpse in the cremation chamber (C) through the door (£), a 
small auxiliary fire was lit on the auxiliary hearth (G) which burned throughout 
the duration of the cremation, first as a pilot flame, later as a post-combustion 
fire for the exhaust gases. After three or four minutes, furnace (A) with its grate 
and ash receptacle (B) was lit. The flames from the fuel, normally consisting of 
bundles of wood, struck the corpse lengthwise. The combustion products flowed 
down into the discharge duct (F) through the auxiliary hearth (G) where any 
unburnt gases were consumed and then left through the chimney (4). The cre- 
mation chamber had lateral ports (Z) for the direct induction of combustion air. 
The draft of the furnace was controlled by a damper located in the chimney. The 
prototype of this furnace was inaugurated in the Riolo crematorium on 6 Sep- 
tember 1877. The duration of one cremation was generally between one and a 
half and two hours, with a wood consumption of 100 to 150 kg. The Gorini fur- 
nace inaugurated on 15 December 1887 at the cemetery of Pére-la-Chaise”? in 
Paris (Document 12), used 300 to 450 kg of wood for one cremation, which 
lasted on average one hour and 45 min.*° 

The Venini Furnace was the first Italian device using a coke-gas generator 
(gasifier). As can be seen from the drawings (Document 13), it was a rather 
complex piece of equipment. The cremation was brought about by the flames 


Polli 1877. 

Today it is spelled Pére-Lachaise. 

“La crémation a Paris” 1890. The device and the first three experimental cremations, including an 
analysis of the fumes, were accurately described by du Mesnil 1888. 
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coming from a mobile gasifier and reaching the cremation chamber after having 
passed through a connecting duct; they struck the corpse directly. The introduc- 
tion temperature was 800°C, and the duration of a cremation was normally one 
hour and a quarter. 

The mobile Rey Furnace (Document 14) was practically a Gorini Furnace 
mounted on a sheet-metal cart, lined internally with refractory brick and having 
a hearth at its far end. The corpse was fed into the front end by means of a suit- 
able metal trolley. 

Another mobile cremation furnace, although never used, was presented dur- 
ing the Brussels Hygiene Exposition in 1876 by Kuborn & Jacques (Documents 
15, 15a). It consisted of a sort of locomotive that could also move on roads. It 
was internally lined with refractory material, which contained two inclined 
ledges. Below them were two adjacent hearths, and the smoke conduit connect- 
ed to a vertical chimney stuck out of the car’s roof. The plant could cremate a 
dozen corpses at a time. The first hearth heated the ledges with the corpses, and 
the combustion products passed on to the second hearth, which burned them 
completely; then they went out the chimney (du Mesnil 1877). 

The Guzzi Furnace (Document 16) brought together the principles of direct 
cremation by means of live flames and of indirect cremation by means of clean 
hot air, of which I shall speak later. In this device, the cremation chamber (A) 
was heated either by the combustion products coming from the hearth (D) or by 
hot air heated in the regenerator (B). The primary combustion air entered the 
furnace at the front, ahead of the introduction damper (V), through an opening 
(K) linked to a channel running above the cremation chamber (ZL), and fed, pre- 
heated, into the ash-box (JN) beneath the grate (£) of the hearth. The grate was in 
a Slanted position and rested on a water-filled vessel (H) that cooled it. A sec- 
ondary combustion chamber (C) ensured the post-combustion of any unspent 
gases coming from the cremation chamber. 

The Spasciani-Messmer Furnace (Documents 17, 17a and 17b) installed at 
Leghorn and Venice was a device with a gasifier (G) having a horizontal grate 
and a feeding chute (7) for the fuel. The combustion gases produced there fed 
into a channel (D) placed above the cremation chamber (C), which had four 
openings (b) with control vanes allowing the body to be struck by four jets of 
flame at the head, on the chest, on the abdomen and on the legs. The control 
vanes allowed the fire to be aimed and concentrated on those parts of the body 
that offered the greatest resistance to cremation. The corpse was introduced into 
the chamber on a trolley, the upper surface of which was made of refractory 
brick and closed off the lower portion of the cremation chamber in such a way 
that the metal parts of the trolley were protected from the high temperature of 
the cremation chamber. It took 8 to 10 hours to warm up the furnace and some 
2,000 kg of coke were needed for this phase; one cremation then consumed a 
further 200 to 300 kg of coke. 

The Toisoul-Fradet Furnace (Document 18) was a device using a gasifier 
and having three levels: the gasifier (A) was in the basement, the recuperator (£) 
at ground level and the cremation chamber (G) on the floor above. Cremation 
took about one hour and coke consumption was 100 kg. This plant was inaugu- 
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rated in Paris on 5 August 1889. Its schema (Document 19) shows a large gasi- 
fier (A) with the loading funnel (C) and the opening for the stoker (D), the slop- 
ing hearth grille and an ash-extraction door (B). A long vertical shaft leads the 
fuel gas produced in the gasifier to the back of the cremation chamber (G), 
called the “laboratory,” but before entering it is ignited by two burners (F). The 
cremation chamber is closed at the front with Door (H). The coffin (M) was in- 
troduced by the Load Cart (K). Inside the cremation chamber the Coffin (M) is 
engulfed by the flames, and the combustion products descend through the Re- 
cuperator (E) into the Flue (1), while the outside air flows countercurrently, gets 
heated to a high temperature and exits into the Burner (F). 

The furnaces considered so far operated on the basis of the principle of total 
direct combustion, i.e. the corpse was struck directly by the flames generated on 
a hearth (as in the Gorini Furnace) or by the burning products of a gasifier (as in 
the Venini Furnace). The system invented by Friedrich Siemens introduced the 
process of totally indirect combustion by means of clean hot air, which domi- 
nated in Germany unchallenged until 1924. This new process, as we have seen, 
rested on the principle that the cremation was effected by clean air heated to 
1000°C in a regenerator or recuperator. 

The prototype of the Siemens Furnace (Document 20) was used for the first 
time with animal carrion on 2 June 1874 in the presence of the Professors Fleck, 
Kiichenmeister, Roth and other celebrities of the medical field. The inventor de- 
scribed it as follows (Ktichenmeister 1875, pp. 69-71): 

“The entire device consists of three separate parts: 

1) a gasifier outside the building, 

2) the furnace proper with the regenerator and the cremation chamber inside 

the building, 

3) the chimney for the discharge of the combustion products. [...] 

The cremation process runs as follows: 

The gasifier is operated in such a way that new fuel — hard coal, lignite, peat or 

wood — replacing the fuel consumed, is added through the filling device every 

Jew hours. 

The gases formed are led through a channel (a) equipped with a control shutter 

into the regenerator where they meet with a controllable air stream (b) and turn 

into flames. The flames formed in this way traverse the regenerator chamber (R) 

and heat to white heat the bricks stacked up in it. 

The residual heat contained in the flames still serves to preheat to red heat the 

furnace or the Chamber (K) destined to receive the corpse; the flames then dis- 

appear through channel (c) into the flue. As soon as the furnace has reached this 

State, the process of cremation can begin. 

The Shutter (D) of the furnace is raised or pushed aside by the person assigned, 

and the body to be burned is introduced into the cremation chamber. 

After the furnace has been closed, the body is exposed to the effect of the red 

heat, losing its water content, i.e. drying out, over a certain period of time which 

depends upon its physical particulars. 

Once this part of the cremation is over — which usually takes about a quarter of 

an hour — the gas shutter is closed. As a result, now only air enters the crema- 

tion chamber through the regenerator. This air heats up in the regenerator to 
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almost white heat, and in this state strikes the preheated and largely desiccated 

body, provoking a rapid decomposition of all its combustible parts. The incom- 

bustible parts decompose under the effect of heat as in a chemical process: CO 

escapes, and lime remains in the form of powder, falling through the grate (e) 

into the ash chamber (A), where it can be easily collected by means of a special 

device placed there, and then extracted through the port mounted at it. In this 
way, as has been explained above, the remaining ash can be handed to the fami- 
ly in an urn or other container for burial or other type of conservation. 

The entire process lasts approximately one hour, with a consumption of 100 kg 

of lignite or 50 kg of hard coal, not counting the initial heating phase; this 

would also be the total fuel consumption, if the various cremation operations 
can be carried out in succession. 

If that is not possible, a proportionately larger amount of fuel is consumed dur- 

ing the idle periods for warming up the furnace. [...] 

Furthermore, there is also a gas conduit (f) through which the gas can enter the 

upper part (h) of the regenerator. The gas entering here serves to protect the 

Cremation Chamber (K) from excessive cooling in the case of a cremation tak- 

ing longer, e.g. the cremation of an entire animal.” 

With some modifications, this Siemens Furnace was installed in 1878 only at 
the Gotha Crematorium (Documents 21-23), but its performance did not come 
up to the expectations of its inventor. Actually, according to Heepke, a crema- 
tion in that furnace generally took two hours and a quarter; 1,500 kg of lignite 
were needed for a first cremation and 250 to 300 kg for each subsequent one.*! 

The Klingenstierna Furnace (Document 24) was a major improvement of the 
Siemens model. It had a Main Hearth (A) and a Secondary Hearth (H) which 
served mainly as an afterburner for the fumes; the combustion air was heated in 
a recuperator made of metal tubes (J). The corpse was introduced into the Cre- 
mation Chamber (F) by means of a Cart (O) which stayed in the chamber 
through the duration of the process. 

In Germany this Swedish design was perfected by E. Dorovius and built by 
the Gebriider Beck Co. of Offenbach. The first models, installed at Heidelberg 
in 1891 and at Jena in 1898, still had the trolley for the introduction of the cof- 
fin, but for the furnace set up at Offenbach in 1899 this detail was eliminated. 
The cremation chamber was given a grate made of refractory clay, below which 
two funnel-shaped inclined planes conducted the ashes into the ash receptacle. 

The Mainz version of 1903 had a single inclined plane beneath the grate, as 
did all the later furnaces, but was still equipped with a recuperator having metal 
tubes (Heepke 1905b, pp. 45f.). This type of recuperator was subsequently re- 
placed by one of refractory brickwork, and the furnace took on the typical shape 
of German cremation furnaces with coke-fed gasifiers (Document 25). 

The furnace was arranged on two levels: The hearth and the recuperator 
were in the basement, the cremation chamber on the ground floor. The device 
operated in the following way: The hearth (Feuerung) had two doors, one for 


3! Heepke 1905b, p. 20. This work contains a very detailed description of the Siemens, Klingenstierna 
and Schneider Furnaces with very-accurate technical drawings, pp. 41-58. For these furnaces, beyond 
Beutinger’s study mentioned above, cf. also von Engerth 1892 & 1897; as an appendix in Ortloff 
1907: “Das Verbrennungssystem Rich. Schneider, vorm. Dresden, jetzt Berlin,” pp. 60-73. 
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loading the fuel, the other for removing the slag. The water container for cool- 
ing the slanting grate was at the bottom. The combustion gases, which formed 
in the gasifier, left through a vertical duct (Feuerhals) and mixed with the com- 
bustion air on entering the cremation chamber (Verbrennungsraum). The com- 
bustion air came from two lateral openings connected to a network of channels 
into which the air entered through a control device located in the upper part of 
the furnace, above the peephole (Schau-Offnung). The gases produced by the 
cremation of the corpse passed through the ash chamber (Aschenraum), entered 
the lateral channels of the recuperator flowing downwards into the flue duct 
(Fuchs) and then left through the chimney (Schornstein). 

The recuperator consisted of a refractory body with three channels (Docu- 
ment 26): the discharge gases traveled downwards through the two lateral ducts 
transferring part of their heat content to the brickwork, whereas the combustion 
air for the corpse traveled upwards through the central channel while heating up 
along the way. The combustion air entered the recuperator through an opening 
at the base of the furnace. 

The remains of the corpse fell through the bars of the grate onto the inclined 
plane of the ash chamber (Aschenraum), from which it was removed by means 
of a rake into the collection bin (Pfanne), which was then taken out through the 
door of the ash chamber. 

The first cremation required some 300 kg of coke including the preheating 
of the furnace, the subsequent ones 50 to 100 kg each. The duration of a crema- 
tion generally took one hour to one hour and a half.*” 

This type, together with the Schneider Furnace that we shall look at present- 
ly, had all the essential features of the coke-fired cremation furnace with a gasi- 
fier from which all furnaces of this type built in Germany through the 1930s 
were derived. 

The prototype of the Schneider Furnace (Document 27) was built for the 
Hamburg Crematorium in 1892. Its structure was very similar to that of the 
Klingenstierna-Beck Model. The most-significant innovations concerned the 
hearth, which had a horizontal grate and a primary combustion-air vent below 
it; the gasifier was placed vertically above the grate and had a coke-feeding 
chute in the upper part of the furnace. The combustion air for the gasifier en- 
tered through two controllable openings located on either side of the hearth 
door, flowed through appropriate channels in the gasifier wall, getting heated 
there and emerging from both sides into the neck of the gasifier. The combus- 
tion air for the corpse entered the channels of the recuperator through two con- 
trollable openings located in the base of the recuperator at the front of the fur- 
nace, passed through the recuperator, where it warmed up to 1,000°C and 
emerged from two lateral openings near the top of the gasifier neck into the 
cremation chamber, striking the corpse. The combustion products were led 
through the ash chamber, entered the channels of the recuperator through suita- 


2 Beutinger 1911, pp. 107-110. This work devotes a chapter of considerable interest to the cremation 
furnaces, with detailed technical drawings (pp. 94-127). The information which follows has been tak- 
en from that source. 
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ble openings, flowed downwards through them while losing some of their heat 
and reached the chimney through the flue duct. 

Preheating the furnace took about three and a half hours. Some 45 to 90 
minutes were needed for one cremation, with a coke consumption of 250 to 
300 kg for a single cremation and 50 to 100 kg for any succeeding ones. 

The Ruppmann Furnace (Document 28) was described in detail in Chapter 2. 
Although this device, like all other German furnaces so far examined, had been 
conceived as an indirect hot-air furnace, it could also be operated for direct 
cremation. Actually, the cremation process depended not so much upon the 
structure of the furnace as upon its operation, which had to satisfy the local le- 
gal requirements. For a direct cremation, all that was needed was to have the 
combustion products from the gasifier arrive directly in the cremation chamber, 
as during the preheating phase. In that case, heating the recuperator to 1,000°C 
became superfluous, because the heat necessary for the cremation and for main- 
taining the thermal equilibrium of the furnace came from the gasifier; the heat 
consumption thus decreased correspondingly. The description of the Ruppmann 
Furnace given in Chapter 2 is based specifically on the direct cremation process. 

The Swedish Knés Furnace (Documents 29 & 29a) brought along more im- 
provements on the Klingenstierna-Beck Furnace. The passage of the gas from 
the gasifier was controlled by two valves (a and b). During the preheating 
phase, Valve b was closed, and Valve a was open. The gases entered into two 
channels which ended in the side walls of the inclined ash plane. The hot air 
channels for the air coming from the recuperator also opened into those chan- 
nels, causing the combustion of the gases from the gasifier. The ensuing flames 
and combusted gases entered the ash chamber with its inclined plane, passed 
through the grate into the cremation chamber, flowed out into two ducts having 
their openings in the side walls at the far end of the chamber, traveled down- 
wards through two vertical channels and then entered the recuperator; after hav- 
ing passed through it, they arrived in the flue duct and left through the chimney. 

During the cremation, however, Valve b was open and Valve a closed. The 
gases from the gasifier flowed directly into the recuperator, mixing with the ex- 
haust gases from the combustion of the corpse and burning up any uncombusted 
gases. The combustion air for the corpse entered the recuperator through two 
lateral openings at the base of the furnace, passed through it in an upward direc- 
tion, entered the two channels mentioned previously and flowed out into the ash 
chamber with its inclined plane, striking the corpse from below. The products of 
the combustion of the corpse followed the path already described. 

Coke consumption was about 300 kg for the preheating phase and the first 
cremation, and 50 to 90 kg for any subsequent ones. The rights to this furnace 
for Germany belonged to the Gebriider Beck Co. of Offenbach. 

The Fichet Furnace was inaugurated at the crematorium of Paris on 19 Janu- 
ary 1891 (Document 30). The combustion gases of the large gas generator lo- 
cated in the basement (with its feed chute at ground level) flowed up a vertical 
shaft and entered from a lateral opening into the cremation chamber located on 
the first upper floor, then through two openings in the ceiling of the cremation 
chamber, next to the corpse-introduction door, into two channels, which ran first 
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above and then behind the cremation chamber and entered the long recuperator, 
heating up its channels, and flowed from there into the flue and the chimney. 
Through a channel that ran beneath the gasifier, the combustion air entering the 
regenerator was warmed up along the channels and entered the cremation 
chamber at high temperature from an opening on its left side. The combustion 
products left through another opening on the right side and followed the path of 
the gasifier’s combustion gasses. 

The Swiss Bourry Furnace was equipped with a lateral gasifier and with a 
recuperator beneath the cremation chamber sporting a closed floor to accommo- 
date the corpse. It took 8 to 9 hours to heat the furnace, and a cremation lasted 
two hours and a half to three hours, with a consumption of 1,250 kg of coke. 

The furnace by Simon & Bourry installed in the crematorium at Manchester 
was characterized by the fact that the combustion gases of the gasifier with a 
stepped hearth entered the cremation chamber from the bottom. By getting 
mixed with the combustion air preheated in the recuperator, it produced a flame 
that enveloped both sides of the chamber floor and the coffin on it. The exhaust 
gases left through two openings in the ceiling of the cremation chamber. Intro- 
ducing preheated combustion air beneath the chamber’s ceiling guaranteed the 
complete combustion of the fumes. The exhaust fumes then left through two 
vertical channels located on both sides of the furnace, flowed through the recu- 
perator and from there into the chimney. The chamber floor had slits through 
which the corpse remnants fell into a post-combustion chamber below, from 
which their ashes were extracted. The duration of the cremation ranged from 
one hour to one hour and twenty minutes, and the coke consumption was 1,000 
kg for the first cremation and 100 to 150 kg for subsequent cremations. 

The American cremation furnaces had several heating systems. The furnace 
in Boston was equipped with oil burners of the Ames Oil Burner Company, 
North Easton, Massachusetts. Three burners were located in the cremation 
chamber and a fourth at the base of the chimney to initiate a draft and for post- 
combusting the flue gasses. A 6-hp steam engine drove a blower and an oil 
pump. The cremation lasted on average an hour to an hour and a half. 

The furnace by Engle Sanitary & Cremation Co., Ltd. of Des Moines, Iowa, 
also worked with oil and consumed 1.5 to 2 barrels of fuel for one cremation. 
The crematorium in Pittsburgh used natural gas, which burned in separate spe- 
cial combustion chambers placed beneath and behind the cremation chamber. 
The combustion products entered the cremation chamber through a grille-like 
wall and left through openings in its side walls. The cremation lasted an hour 
and a quarter, with a consumption of 300 to 425 cubic meters of gas. 

In the Davies Furnace installed in crematories at Lancaster, Philadelphia, 
Baltimore and Davenport, an anthracite hearth heated the cremation chamber di- 
rectly, and the combustion products went through the hearth before leaving 
through the chimney.** 


33 Freygang 1908. Hugo Erichsen (1887) reproduced the drawings of several American crematoria. The 
most-important ones are those relating to the facilities in Washington, D.C. (p. 41: crematorium exte- 
rior; p. 48: furnace), Lancaster (p. 109: furnace layout; p. 239: frontal view with introduction car- 
riage), Buffalo (p. 116: furnace with Venini System) and Cincinnati (p. 123: furnace similar to the 
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Toisoul and Fradet improved the process employing city gas already put to 
use in the Polli-Clericetti Furnace in 1876. Their furnace (Document 31) had 
gas burners instead of the gasifier, but also operated according to the clean-hot- 
air principle. The air was provided by a recuperator made of metal tubes instead 
of refractory brick. A furnace of this type was set up at the Dessau Crematorium 
in 1910. The operating temperature of 1,000°C was reached after two and a half 
to three hours of preheating. Consumption was 215 m3 of gas for each crema- 
tion. 

The first European experiments with naphtha-fired furnaces were run at the 
Jena Crematorium in 1913 (Phoenix 1913), but such a heating system was not 
really introduced until the 1920s. 

Document 32 shows the vertical, longitudinal and transverse sections of the 
naphtha-fired cremation furnace conceived by Rothenbach & Co. of Bem 
(Swiss Patent 86533). The later naphtha-fired furnaces were derived from this 
very-modern design. The description of the device is as follows (Georgius 1923, 
p. 56): 

“The upper part of the furnace consists of a cremation chamber I separated by 
a grate of refractory clay 2 from the ash space 3. The latter has an inclined 
plane and an opening 4 for the removal of the ash. Two burners 5 emerge from 
the side walls of the cremation chamber. The cremation chamber has a double 
vault whose hollow space acts as preheater for the compressed air fed to the 
burners. In the lower part of the furnace is the recuperator 10 in which the air is 
heated along a serpentine line. Above the air preheater is a hot-air-collection 
space 11 to which suitably controllable air channels 12 are connected at the top, 
which emerge laterally into the cremation chamber 1. The air is controlled and 
fed to the recuperator via shaft 13. A second set of burners, consisting of at least 
one burner 15, is connected to the air preheater. 

When the furnace is used, initially the two upper burners 5 are used. The naph- 

tha fed to the burners is injected at a pressure of 300 mm [of water column]. Af- 

ter having been vaporized, the mist mixes with the preheated air coming from 

the two air channels 12. The burning gases then enter the cremation chamber 1, 

where complete combustion takes place on account of the mixing with the com- 

bustion air coming from the channels 12. Through channels 20, the combusted 
gases from the burners 5 reach the ducts 10 of the air preheater and preheat the 
air. 

In this way, the walls of the cremation chamber I heat up to a high temperature, 

whereas the very hot combusted gases are used to heat the space of the air pre- 

heater. When the furnace reaches the required temperature and the air coming 
from the preheater has a temperature of 800°C, the cremation of the corpse can 
begin. The upper burners 5 are shut off, and the lower burner 15 is started up in 
this phase of the activity of the furnace to prevent as much as possible any cool- 
ing of the furnace during the cremation. The cold air entering shaft 13 through 
the now open disc valve spreads into the air channels 10’ and, rising counter- 
currently in natural convection because of its increasing temperature, reaches 


Davies Model, but with a simplified structure). 
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the hot-air-collection space 11 from where it flows through the channels 12 into 
the cremation chamber.” 


Electricity as a heat source was introduced only in the 1930s. The experimental 
furnace shown in Document 33 was realized at the beginning of the 20th centu- 
ry as a small-scale model by the Frankfurt Prometheus Co. and was used merely 
for experimental incinerations involving a few kilograms of animal flesh. 

Document 34 shows vertical, longitudinal and transversal sections of the 
electrically heated Conley experimental cremation furnace (U.S. Patent 988862 
of 4 April 1911). The very-elaborate device was characterized by three funda- 
mental elements: a muffle enclosed by a triple wall with insulating air spaces. 
This triple wall was penetrated by eight sets of three carbon electrodes each, 
converging towards the center of the muffle. They could be retracted and con- 
trolled individually by means of cams and cogwheels. Discharge of the combus- 
tion gas took place at the top, directly into the chimney (ibid., p. 57). 

The early 20th Century was a period of intense activity in the development 
of new cremation furnaces, as witnessed by a series of patents I have been able 
to identify. 

Figures 1, 2 and 3 of Document 35 illustrate a patent dated 19 December 
1912 concerning a “Cremation furnace with gasifier connected to the combus- 
tion chamber at the front and a regenerator” This patent, granted to Wilhelm 
Sauerland of Dresden, is interesting in particular because it clearly shows the 
functioning of a regenerator. The description of the furnace and of the crema- 
tion process is as follows (Kaiserliches... 1915): 

“The gasifier (a) is directly linked, in the upper part of its front side, with the 

cremation chamber (e) by means of the burner (d) which becomes smaller in its 

front section and is fed with heated secondary air at (b) and (c) in the cladding 
of the gasifier. The combustion chamber (e) has a perforated floor, below which 
is the ash chamber (f) with its opening (t), whereas the regenerator (g), built in 
the usual way, is located beneath the ash chamber. Some slits or apertures (h) in 
both sidewalls of the combustion chamber are linked with the channels (i) ar- 
ranged vertically in the lateral brickwork and with the regenerator (g). The ash 
chamber (f) is also linked with the latter through slits or openings (j). From the 
ash chamber (f) several discharge channels (k) lead to the discharge channels 

(1) located under the floor; these open into the chimney duct (m) and can be 

closed by means of valves (n). Underneath the regenerator (g) is the discharge 

channel (0) which, when valve (p) is opened, can be connected to the chimney 
duct, and, when aperture (q) is opened, can be connected to the atmosphere. 

To start up the furnace, valve (p) is opened and valves (n) are closed. Then gas 

is produced in the gasifier in the usual way and is burned with the warm air en- 

tering at (b) and (c). The flame thus produced thins down in burner (d) and 
darts as a clean bright flame into the combustion chamber (e). From here the 
combusted gases pass partly through the slits (h) and partly through the perfo- 
rated floor into ash chamber (f) and along its slits (j) into the channels (i) of the 
regenerator (g), flowing from top to bottom through its content, and then travel 
through the discharge duct (0) into the chimney duct (m). When the combusted 
gases have given up a sufficient portion of their heat content to the walls they 
strike and to the packing of the regenerator causing them to glow, valve (p) is 
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closed. By closing the door of the ash chamber of the gasifier, gas production is 
stopped. Any gas still present continues to burn in burner (d). By slightly open- 
ing valves (n), these combusted gases are channeled through the draft channels 
(k) of the ash chamber into the draft channels (1) under the floor and into the 
chimney duct (m). Now the corpse to be cremated is introduced into the combus- 
tion chamber (e), valves (n) are closed almost completely and the inlet air vent 
(q) is opened. The air entering here rises towards the channel (o) through re- 
generator (g) filled with the glowing bricks, enters the channels (i) and leaves at 
high temperature into the ash chamber (f) through the slits (j). The combustion 
of the corpse or rather of the coffin begins immediately, because from both sides 
several jets of heated air strike it over its total length, and from above, from 
burner (d), air heated to a high temperature is ejected. The combusted gases 
flow down into the ash chamber (f) where they are burned to the greatest extent 
possible by the high-temperature air entering through slits (j); they travel 
through the discharge channels (k) into the discharge channels (1) of the ash 
chamber and into the chimney duct (m). 
After the complete combustion of the corpse, the inlet air vent (q) is closed and 
the ash is taken out through damper (t). Then the door of the ash chamber of the 
gasifier and valve (p) are opened, whereas valves (n) are closed, and the fur- 
nace is ready for the subsequent cremation.” 
As I have already explained, the regenerator cools down during the cremation, 
transferring to the combustion air the heat stored during the heating phase. It 
must thus be heated again before a subsequent cremation. Hence it was not pos- 
sible to carry out continual cremations. To remove this inconvenience, Friedrich 
Siemens patented a furnace on 18 August 1911 with two regenerators (Figures 
1, 2 and 3 of Document 36; Kaiserliches... 1913b), whose operation can be 
summarized in the following way: 
During the warm-up phase of the cremation chamber a and the regenerator 
b, the air enters through inlet c, travels through channel d and through another 
channel — not shown — behind channel d and behind the lower part of regenera- 
tor b into regenerator e from bottom to top. It leaves in the upper part through 
the two channels f. There it meets the gas coming through the openings g from 
the gasifier 4 via channels i and valve k, which is open in this phase, and flows 
through channels /. The flame which forms travels through the cremation cham- 
ber a, leaves through aperture m and arrives in channel n. Because the valve o 
of the gasifier is closed in this phase, the combusted gases enter regenerator b 
through channel 7 heating it up to a high temperature and leave through channel 
d into the discharge duct p. 
When vent c is opened, the air enters channel d, heats up in the regenerator 
b, leaves through channel n and reaches channel m together with the combustion 
gases arriving in channel m through channel qg, because valve k is now closed 
and valve o is open. The developing flame travels through the cremation cham- 
ber a and flows via the two channels f into the regenerator e and the chimney 
duct p. 
When the cremation chamber and the two regenerators, having gone through 
this cycle several times, have become sufficiently hot, the cremation can begin. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 59 


The air entering through inlet c heats up in regenerator e, rises and arrives in 
the cremation chamber a via channels f. In this phase, valve k is closed to pre- 
vent the gas from entering through opening g. Leaving the cremation chamber 
a, the hot air takes along the gases which form during the cremation of the 
corpse. These gases mix in channel m, and a flame develops, heating regenera- 
tor b. The combusted gases leave from the lower part of the regenerator and 
travel along channel d into the discharge channel p. 

When the heat of the regenerator e has been used in this way, the air flow is 
inverted; it now travels through opening c into channel d, passes through the re- 
generator b and enters the cremation chamber through channels n and m. On 
leaving it through openings fit mixes with the gas arriving at opening f from the 
gasifier through valve & and channels / and g. The flame which forms heats up 
regenerator e. From there the exhaust gases flow to the chimney through the 
chimney duct p. In this way, one of the regenerators is always hot and the fur- 
nace can handle one cremation after another without interruption. 

The patent of Max J. Kergel of Beuthen (Upper Silesia) presents a more-mo- 
dern furnace concept (Figures 1-3 of Documents 37, 37a), although it is a few 
years older (4 October 1908). His furnace, in fact, has a recuperator instead of 
the one or two regenerators and an ingenious heating system from the outside 
for the muffle. These ideas will be picked up and improved on in later years. 
This is the description of the device (Kaiserliches... 1910): 

“The invention consists in the fact that around the cremation chamber (a) there 

are heating chambers (b) and, above them, channels or air chambers (c). The 

latter are directly linked to the cremation chamber such that the air that has 
been heated to a high temperature in chambers (c) on account of a combustion 
of gas in the heating chambers (b) flows continuously through the cremation 

chamber (a). 

Under the cremation chamber is the recuperator consisting of heating channels 

(e) and air channels (f). The air channels (f) are linked to the air channels (c) 

which surround the cremation chamber. The combustion gas is fed through 

channel (g) whence the gas reaches the channels (h) and (h'). 

The operation of the furnace is as follows: 

First of all, gas is fed to the cremation chamber (a) through the central channel 

(h) and at the same time air from channels (c) is brought in as well. The com- 

busted gases of this mixture arrive through the grate on the inclined plane (d) 

for the ashes and leave via channel (i) for the heating channels (e). When the 

cremation chamber is sufficiently hot, the central channel (h) is closed and the 
two side channels (h') are opened. Now the combustion of the gases takes place 
in the heating chambers (b), because they ignite on the hot walls. In this way, 

there is simultaneous heating of the outside wall of the cremation chamber (a) 

and of the air flowing through channels (c). The combusted gases from the heat- 

ing chamber (b) reach the air-feed channels (f) in such a way that the air which 
is to be fed to channels (c) is preheated.” 


The patent of “Bunzlauer Werke Lengersdorff & Comp.” of Bunzlau (Silesia) 
dated 6 July 1911 (Documents 38, 38a-c) concerned a new distribution system 
for both the discharge gas and the combustion air for the gases of the gasifier 


60 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


and the corpse. This air was fed through the gaps of the refractory grate. The 
claims of the patent are the following (Kaiserliches... 1913c): 

“1. A process for the cremation of corpses with combustible gases and air pre- 

heated by a heat source characterized by the fact that the heated air is parti- 

tioned and the amount of air needed for the combustion of the carbon monoxide 
is brought to the combustion chamber of the gasifier, and the air which mainly 
serves for the cremation is brought directly to the cremation chamber. 

2. A system for the realization of the process characterized by the fact that the 

discharge gases are partitioned and taken, for the recovery of their heat content, 

to separate recuperators that can be connected one to the other by means of a 

control device. 

3. A furnace for the process according to Claims I and 2 characterized by the 

fact that for the combusted gases discharge channels are provided, one feeding 

into the cremation chamber and another into the ash chamber. 

4. A device for the realization of the process according to Claims 1 and 2 char- 

acterized by the fact that the hot air is fed into the cremation chamber through 

the refractory grate toward the coffin.” 
The system of feeding the combustion air through the bars of the grate was fur- 
ther developed in a subsequent patent (9 September 1933) taken over by the 
J.A. Topf & Séhne Company of Erfurt on 27 November 1937 (see Unit II, 
Chapter 3). 

The patent of a “cremation furnace for corpses with naphtha combustion” of 
the Korting brothers at Linden (30 June 1911; Kaiserliches... 1913a) does not 
concern the substitution of a naphtha burner for the gasifier — obviously already 
protected — but a post-combustion system for the fumes based on the suction 
produced by the flame of the burner. Figure 1 (Document 39) shows a typical 
realization of the system, which resembles a pilot hearth for the chimney. The 
gases burned in Burner h diffuse into the post-combustion Chamber b and enter 
via Apertures c into the Cremation Chamber a. The gases resulting from the 
combustion of the corpse are drawn up by the draft due to the Auxiliary Burner 
i through Channel d and enter into the Combustion Chamber e where they mix 
with the gases from the burner and burn to completion; they then leave through 
the Discharge Channels f, g. 

In Figure 2 the gases stemming from the combustion of the corpse are drawn 
in directly by the main burner, enter into the Combustion Chamber b and pass 
into the cremation chamber, where they burn completely due to the combustion 
air for the corpse. 

The “Cremation furnace for corpses using naphtha or gas heating with a col- 
lection vessel for the ashes beneath the cremation chamber having slanted 
walls” was patented by Wilhelm Buess on 22 August 1913 (Kaiserliches... 
1914). The furnace (Documents 40 and 40a) consists of a cremation chamber 
closed by Valve a and having as a floor Grate b below which there are two in- 
clined Planes c which end in Funnel d. Beneath Funnel d is a cylindrical Shaft e 
with a Bottom f which can be moved up and down, in which there is the Cruci- 
ble g which is directly connected to the funnel. Between the crucible and the 
bottom there is the Support / which acts as a distributor for the flame coming 
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out of Nozzle i. The bottom of the crucible is perforated; above the hole there is 
a Lid k with a channeled rim. Beneath the hole of the crucible, within the Sup- 
port h, there is a vertical Duct h’ with a Run-off Channel f’. 

The operation of the device is as follows: 

The flame projected from Nozzle i is distributed by Support h; the combus- 
tion gases leave along Channel / and enter the cremation chamber through the 
Openings m, striking the coffin and the corpse from behind. The combustion 
products pass through the grate downwards and enter Slits n located in the walls 
opposite the two inclined planes. These slits are connected to two Channels o 
which envelop the cremation chamber completely from both sides and lead into 
the Chimney p. The ash of the corpse falls through the Grate b onto the two in- 
clined Planes c below, from which they slide via the Funnel d into the Crucible 
g. If a zinc coffin is used, the molten metal flows into the crucible and enters the 
vertical Duct h! via the channels on Lid k; it can be retrieved at the outlet of the 
Run-off Channel f’. 

The ashes of the corpse float on the molten metal and settle on the bottom of 
the crucible when the metal has flowed out completely. Any uncombusted parts 
will burn completely in the crucible which is heated directly by the flame com- 
ing out of the Nozzle i. 

At the end of the cremation, Bottom f of the cylindrical Shaft e is lowered; 
the Crucible g with the ashes of the corpse can be removed and another crucible 
put in its place. The bottom is then raised, and the furnace is ready for another 
cremation. 

According to the inventor, this furnace could be used as a mobile device in 
times of war or epidemics. 

The electric furnace for the cremation of corpses invented by the American 
Lawson Henry Giddings (Document 41) was patented in Germany on 11 April 
1911 (Kaiserliches... 1912). It was a device in which the electrical heating ele- 
ments, besides heating the walls of the furnace, heated also the combustion air 
for the corpse. The cremation process was completely indirect. 

In the upper part of the furnace, combustion air enters via the Aperture 3, 
which could be regulated by means of Valve 7. This opening is connected to the 
Air Channels 4, which cover the Cremation Chamber 2 above, on the sides and 
in the rear. The floor and the side walls of the cremation chamber are provided 
with longitudinal Air Channels /7 and /6 — connected to a transverse Channel 
10, which in turn is connected to the Air Channels 4 — in which the electrical 
heating elements are located. The Air Channels /0 and J/ are closed above by 
means of a cover 8 made of refractory material, which extends almost to the 
Door 6 of the cremation chamber. The lateral Ribs /3 and the curled-up Edges 
14 retain the ashes and the molten metal parts of the coffin. The Cremation 
Chamber 2 is connected to the Chimney /5 via Opening 17. 

To carry out a cremation, the coffin is moved into the cremation chamber 
through the chamber door. Then Valve 7 is opened and Switch /8 is thrown, al- 
lowing current to flow to the electrical heating elements. The combustion air en- 
ters the Air Channels 4 through Opening 3, moves on to Channel /0 and then 
into the Channels //7, where the glowing electrical elements are located. The air 
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then enters the cremation chamber at a high temperature through the slit located 
in front of the chamber door and strikes the coffin with the corpse. The combus- 
tion products enter into Opening /7 situated in the rear portion of the cremation 
chamber and from there into the chimney. This process was never used in Ger- 
many. 

In the United States, cremation technology developed independently of Eu- 
ropean technology, at least in the beginning. In 1887 Hugo Erichsen reproduced 
some drawings of this technology (Erichsen 1887, S. 41). 

The Washington Crematorium was a very austere building, almost stark, and 
inside there was a cremation furnace that resembled the future H. Kori furnace, 
but of much cruder workmanship (ibid., p. 48). 

The Lancaster Crematorium operated on the basis of the completely indirect 
system, that is, the corpse was placed in a muffle (retort) around which, through 
two special ducts, flowed the products of combustion of a hearth that was locat- 
ed below the muffle (ibid., p. 109). 


4. Cremation Experiments in Germany in the 1920s 


After the end of the First World War, the shortages of coal due to Germany’s 
loss of major coal-producing territories and the forced exportation of coal to the 
victorious powers imposed by the Treaty of Versailles made it imperative for 
Germany to use its remaining coal resources with great economy. For that rea- 
son, in the years following the war, German industry strove to optimize all of its 
installations consuming coal or coal derivatives in an effort to obtain the great- 
est possible efficiency. 

This need for scrupulous heat management affected also the cremation fur- 
naces. This had become inevitable, because the Prussian Law of 14 September 
1911 permitted only cremation systems using clean air (completely indirect pro- 
cesses), such as those invented by Friedrich Siemens, in which the corpse was 
consumed by air heated to 1,000°C in a recuperator without having contact with 
the gases produced in the gasifier. The “Directive for the application of the law 
concerning cremation of 14 September 1911” issued by the Prussian Ministry of 
the Interior on 29 September 1911, in fact, stated in this respect (Lohmann 
1912, pp. 54f.): 

“Cremation must not take place by direct contact with the fuel, but only in spe- 

cial cremation chambers separated from the hearth. The combustion products of 

the hearth must not enter into the cremation chamber directly during the crema- 
tion and must not heat it indirectly. The cremation must instead be executed in 
the cremation chamber heated to the proper temperature by sufficient combus- 
tion air preheated to high temperature.” 
This system of cremation was not only enormously expensive, it did not even 
guarantee a thorough result. Its justification was an “esthetic” one, i.e. the asso- 
ciation of the Prussian societies for cremation considered it to be improper that 
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the corpse be touched by the flames and by the spent gases coming from the 
gasifier — that was barbaric, a return to the pyres of old. 

At a time when the cremation movement was still contending with opposi- 
tion, these considerations also contained a certain element of public relations 
which aimed for a description of the process of cremation as being the most- 
agreeable — or the least disagreeable — possible and which went as far as giving 
a false description of what was really happening: it was asserted, in fact, that in 
the case of a completely indirect process the corpse in the muffle did not actual- 
ly burn, but was gradually consumed by the hot air which struck it. 

By 1924 German engineer Hans Kori had three decades of experience in the 
design and construction of incinerators for slaughterhouses which used a totally 
direct process, i.e. the combustion products from the hearth struck directly the 
animal carcasses to be incinerated. This afforded a significant reduction in fuel 
requirements compared to the indirect process. 

In February of that year Kori approached the police authorities of Berlin- 
Schoneberg with a proposal for the revision of the law of 14 September 1911. 
Hans Kori stressed the inconsistency in the claim of a flameless consumption of 
the corpse by pointing out that the body was normally introduced into the fur- 
nace enclosed by a coffin which obviously burned and thus generated flames, 
and by stating that the corpse itself, after desiccation, burned generating its own 
flames. Finally, in the case of a completely indirect process, a strong tempera- 
ture drop occurred during the evaporation of the water contained in the corpse 
which could only be counteracted by feeding into the muffle the combustion 
products from the gasifier. Hence, Kori proposed acceptance of the direct cre- 
mation process as legal. 

The Berlin police authorities turned to the Ministry of the Interior, which 
was So interested in the matter that on 19 July 1924 Kori submitted to it a de- 
tailed presentation of his proposal (Kori 1924). 

The question was examined by the Berlin study group for energy conserva- 
tion (Arbeitsgemeinschaft fiir Brennstoffersparnis), which drew up an opinion 
accepting Kori’s proposal and ending with the following recommendation (Ar- 
beitsgemeinschaft... 1924): 

“For reasons of heat technology and in the interest of fuel savings it is recom- 

mended to modify the legal requirements of 14 September 1911 for the construc- 

tion and operation of crematoria in the sense that, as a rule, the addition to the 
hot air of combusted gases without fly ash is accepted.” 
This recommendation was taken up by the Prussian Ministry of the Interior 
which issued the following decree on 24 October 1924 (“Amtliches...” 1925): 

“In the directive of 29 September 1911 concerning the application of the Prus- 

sian Law on cremations dated 14 September 1911, (Statutes p. 193) in Section 

I, Number 3, Paragraph 7b etc. it is stated that cremation must not occur under 

the direct effect of fuel, but only in special cremation chambers separated from 

the hearth. By a regional state legal authority we have been made aware of the 
fact that it is often insufficient to conduct a cremation under total exclusion of 
combusted gases, i.e. when several corpses must be incinerated in the same de- 
vice in succession. The reports that, in consequence, have been requested by the 
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regional state police have been submitted to the Berlin study group for energy 

conservation for an opinion. I have the honor to attach a copy of this opinion for 

kind consideration. We have therefore no objection to rule against a temporary 
influx of gasifier gases into the corpse chamber. For the moment we desist from 

a modification of the application dispositions.” 

On 9 October 1925 the Association of Prussian Societies for Cremation object- 
ed to this decree which accepted a mixed or semi-direct cremation process. The 
objection was examined by the Berlin Study Group for Fuel Economy, which 
rejected it in another opinion (22 December 1925) restating the reasoning al- 
ready laid out in the previous opinion and arguing that such a cremation process 
had been used in Prussia, in practice, for quite some time, and it was now only a 
matter of legalizing the state of things (Arbeitsgemeinschaft... 1926a). 

But previously, on 29 December 1924, an objection against the decree of the 
Prussian Ministry of the Interior had already been filed by the firm J.A. Topf & 
Sohne of Erfurt. I shall address this matter in more detail in Unit II of this study. 
Here I will say only that the Berlin Study Group for Fuel Economy rejected also 
this objection, but with one concession: it proposed to substitute the term “Gen- 
eratorgase” (gasifier gases) in the Decree of 24 October 1924 by the expression 
“flugaschefreie Verbrennungsgase” (combustion gases free of fly ash). In the 
eyes of the proponents of a completely indirect combustion, this concession was 
not acceptable in a compromise formula inasmuch as it specified that the com- 
bustible gases produced in the gasifier should burn completely in the gasifier it- 
self in such a way that the corpse would not be struck by the flames but by spent 
high-temperature gases free of fly ash in order to prevent an esthetically objec- 
tionable contact of these ashes with the corpse (Arbeitsgemeinschaft... 1926c). 

The proposal was accepted by the Prussian Ministry of the Interior, which, 
with its Decree of 4 December 1926, modified the Decree of 24 October 1924 
in the sense that the word “Generatorgase” was substituted by the expression 
“flugaschefreie Verbrennungsgase” (“Amtliches...” 1927). 

However, Dr. Miihling, president of the Association of German-Speaking 
Societies for Cremation, was dissatisfied with the modification and asked for a 
meeting to be convened with the representatives of the Berlin Study Group for 
Fuel Economy, which took place on 5 March 1927 and which confirmed the va- 
lidity of the cremation process accepted by the Decree of 24 October 1924 and 
its subsequent modification, all the more so as it was valid only in Prussia and 
did not rule out the completely indirect process, but simply accepted also the 
semi-direct process (Arbeitsgemeinschaft... 1927). 

The controversy did not stop, being fed also by the builders of cremation 
furnaces, who felt that their completely indirect furnace models were threatened 
by the new cremation system, which would inevitably lead — as in fact it did — 
to major technological changes. Thus, while one of the more prominent mem- 
bers of the Berlin Study Group for Fuel Economy, Chief Engineer Tilly, dedi- 
cated himself to the demonstration that the direct cremation system was eco- 
nomically more advantageous, Chief Engineer A. Peters, general agent of the 
Gebriider Beck Co. of Offenbach and of Schamottefabrik of Stettin, formerly 
Didier, attempted to refute the calculations of the other side, going so far as to 
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assert that the Beck Furnaces in the crematorium at Berlin-Treptow had re- 

quired approximately the same quantity of fuel for the cremation of 20 corpses 

in succession as the amount used by Tilly for the cremation of an equal number 

of corpses with the direct process (Peters/Tilly 1926; cf. Chapter 7). 

The general question of the economy of cremation furnaces could only be 
resolved by scientific cremation experiments. 

The most-important experiments of that period were run in the Dessau 
Crematorium in 1926 and 1927 by German engineer Richard Kessler who wrote 
a long scientific paper about them (Kessler 1927). 

At that time this crematorium was equipped with two cremation furnaces, 
one based on the Toisul-Fradet System using city gas, built in 1910, and anoth- 
er, more-modern one built in 1923 and based on the Gebriider Beck System us- 
ing either gas or coke. Kessler was given the task of executing scientific crema- 
tion experiments in this furnace to determine the most-economical heating sys- 
tem. The fuels used for the experiments were city gas, coke and briquettes. 

During the preliminary tests, Kessler noted the various factors having a neg- 
ative effect on the heat economy of the furnace. He determined experimentally 
that an excess of air — signifying heat loss and hence fuel consumption — was 
partly due to leakage air entering the furnace through cracks and openings that 
did not shut properly. Concerning the first point, Kessler wrote (ibid., No. 8, p. 
136): 

“We have ascertained experimentally that the cracks in the brickwork which 
form to a greater or lesser extent in the cremation furnaces themselves because 
of the continuous stress to which they are exposed, allow a certain quantity of 
air, more precisely of cold air, to enter the cremation chamber during the final 
phase of the cremation; this amount of air is far greater than what is needed at 
this stage for the combustion of the remnants of the corpse. The consequence of 
this is, of course, a deleterious cooling of the furnace (heat loss).” 

At that time this impairment was almost unavoidable. Kessler himself states that 

“it is technically impossible to execute the brickwork of a combustion device in 

a way such as to prevent leakage of air entirely” (ibid.). To limit the leakage of 

air through the openings of the furnace (muffle door, air vents, smoke vane 

etc.), he designed a special hermetic closure shown in Documents 42 and 43 

(Figures 1-6). 

Kessler held the following instruments to be absolutely necessary: 

An electric pyrometer to measure and record the temperature of the muffle. 

. One or more pressure gauges to measure the draft in the chimney from time 

to time. 

3. Measuring devices for CO and CO: to maintain proper combustion and to 
check the development of smoke. 

4. Several thermometers to determine the temperature in the lower part of the 
furnace and in the flue duct, and in particular the temperature of the combus- 
tion air. 

5. A manometer in case of operation with gas. 


Ne 
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It turned out that the possibility to monitor the temperature profile of the muffle 
over time by means of an electric pyrometer was of great importance. In that 
way the attendant could, at any moment, take the measures necessary for an op- 
timum control of the cremation process. The experiments showed that the opti- 
mum temperature for the introduction of the corpse was 850 to 900°C. 

Another major factor adversely affecting heat economy was improper opera- 
tion of the furnace due to insufficient training of the operator(s). After having 
eliminated the problems that had been identified in the initial tests, Kessler was 
able to carry out the fundamental cremation experiments as such. 

These experiments entailed the cremation of eight corpses in succession, the 
furnace being heated by three different types of fuel — coke, briquettes and city 
gas. Kessler published the technical charts for the three crucial experiments as 
well as other data concerning the furnace, as they are reproduced below. 

In the following paragraphs I have summarized Kessler’s long account as 
briefly as possible, directing attention in particular to the experiments with coke 
and briquettes. For a detailed description of the furnace’s structure and ar- 
rangement of measuring points see Document 46. 


Cremation Experiment with Coke (5 January 1927) 


Operation of the Furnace 


Document 47 shows a detailed chart with various parameters measured during 
the operation of the furnace. For details see there. 


Preheating (7:18 — 9:30 a.m.) 


The coke loaded into the gasifier prior to the start of the preheating was about 
5.2 Zentner (A) or 260 kg. The door of the Ash Chamber (M) stayed open for 
about 90 minutes with a section of 190 mm. The air vents to the Hearth (F) and 
to the Gasifier (G) were closed. The main damper of the Flue Duct (H/K) was 
open with a vertical section of about 380 mm. The draft of the Hearth (D) rose 
to 5 mm water column once the combustion was well under way, and stayed 
constant with slight variations at around 5-7 mm water column; that of the flue 
duct rose to 10 mm water column, and then fluctuated between 10 and 12 mm 
water column. Then, a little before 9 a.m., the door of the Ash Chamber (M) 
was closed completely, and the air vent to the Hearth (F) was opened (200 mm), 
as was, somewhat less, that of the Gasifier (G). Now the gasifier produced CO, 
which burned to CO2 before entering the muffle. The main damper of the flue 
duct was lowered to 150 to 180 mm. The draft of the hearth held at 5 to 7 mm 
water column; that of the flue duct at 10 mm water column. 


Cremations (9:30 a.m. to 9 p.m.) 


The first cremation began at 9:30 a.m. As soon as the coffin was introduced, 
there was formation of dark smoke for about 4 minutes, then of light smoke for 
about 2 minutes (E). The furnace was switched to smoke combustion and stayed 
that way until 9:44 when the threat of smoke was over. 
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The air vent of the Gasifier (G) was opened for about 4 minutes to a vertical 
section of over 200 mm — because when the furnace was switched to smoke 
combustion, this air carried the smoke back to the gasifier where it burned com- 
pletely — and was then closed once again. During smoke combustion, the air 
Vent for the Primary Air (L) was held open for the same time and with the same 
open cross-section, but its cross-section was then reduced again to 20 to 25 mm; 
the air vent of the air to the Hearth (F) was reduced to about 140 mm. 

At the beginning of the cremation, the main damper of the Flue Duct for 
normal combustion (H; No. 16 in Doc. 46) was closed completely and the main 
Damper for Smoke Combustion (K; No. 15 in Doc. 46) was opened, staying in 
that position for the whole duration of the smoke combustion, i.e. until 9:44 
a.m. Then this damper was closed completely and the other reopened, staying 
open with decreasing cross-section until the end of the cremation. 

The remaining seven cremations were handled in the same way. The main 
aspects are the following: 

In the course of the second cremation, another 2.9 Zentner of coke (145 kg) 
were fed to the gasifier, and a further 1.04 Zentner (52 kg) during the sixth, for 
a total of 9.14 Zentner (457 kg) of which, as we have seen, 0.42 Zentner re- 
mained unconsumed, so that the total effective consumption amounts to 436 kg. 
During the loading, the door of the ash chamber normally stayed open to allow 
the coke to become incandescent. At the start of each cremation, there was a 
more-or-less-pronounced development of smoke stemming from the burning of 
the coffin. It lasted between 4 and 18 minutes. During the seventh cremation, 
the furnace smoked also in a more-advanced phase of the combustion. The air 
vent of the Hearth (F) was kept open only intermittently, with a larger section 
during the coke-feeding operation. The vent of the Gasifier (G) was opened 
wide only when there was generation of smoke, for the reason explained above. 

The main damper of the Flue Duct (H) was kept open with a small section 
(100 to 120 mm) during normal combustion, while during smoke combustion it 
was closed, and the Damper for smoke combustion (K) was opened wide (400 
mm). The air Vent of primary air for smoke combustion (L; No. 21 in Doc. 46) 
was opened wide to 300 mm during the smoke-combustion phase, while the 
Vent for primary air for normal combustion (I; No. 20 in Doc. 46) stayed closed 
during this phase, or was opened only exceptionally and to a very small degree. 

The main Dampers (H, K) which controlled the velocity of the discharge 
gases acted directly on the Draft of the hearth (D) which went up in proportion 
to the increase in the open cross-sectional area of these dampers. The rise in the 
draft on the hearth was even higher during smoke combustion, because then the 
corresponding Damper (K) was opened wide. An increase in the cross-section 
of the two dampers — which operate in tandem — caused in fact an increase in 
the speed of the discharge gases in the flue duct and, therefore, a lower pressure 
in the furnace and in the hearth with a greater suction of air through the door of 
the ash chamber and the air vent of the hearth, even if closed, such as was the 
case during the sixth cremation. Hence, a more-active combustion ensued. This 
suction was due to the fact that the doors and vents in question did not seal her- 
metically. 
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The Temperature Curves 


Document 48 shows detailed charts of the temperature curves as measured 
throughout the cremation by various detectors throughout the furnace. For de- 
tails see there. 


Preheating 
At the beginning of the preheating operation, the muffle had a temperature of 
about 100°C. It then rose steadily up to about 785°C (9:30 a.m.), when the first 
corpse was introduced. The temperature of the discharge gas in the lateral upper 
right-hand channel rose to 600°C, then dropped to 460°C and at 9:30 rose again 
to 500°C due to the positions of the ash chamber door, the hearth’s air vent, the 
gasifier’s air vent and the main damper (cf. preceding chart). The combustion 
air in the upper left-hand Channel (D) hardly exceeded 50°C. The air entering 
the Gasifier (F) remained at around 100°C. The temperature of the discharge 
gas in the Flue Duct (G) rose to 250°C and then varied between 230 and 240°C. 
In the basement where the lower part of the furnace was located, the tempera- 
ture hardly exceeded 20°C, while the temperature was a little higher on the 
ground floor with the upper part of the furnace (muffle). The outside tempera- 
ture was around 1°C. 

During the preheating phase the CO2 content was about 11% (Excess-Air ra- 
tio: 20.5 + 11 = 1.86). 


Cremations 


The temperature curve of the Muffle (A) allows the cremation of the corpse to 
be followed through all its phases. Although no two cremations were identical, 
the cremation process ran in the same way and may be summarized essentially 
as follows: 

The coffin caught fire even as it was loaded into the muffle; it burned com- 
pletely, or nearly so, within 15 to 20 minutes. The heat generated by its combus- 
tion led to a rapid rise in the temperature by about 200 to 300°C, and the highest 
temperature (up to 1,100°C) was reached in this phase. Because initially the 
combustion air was insufficient, smoke formed to a greater or lesser degree, 
which stopped when the furnace was switched into the smoke-combustion 
mode: the Main Damper (H) was closed and the smoke-combustion damper was 
opened, the gases forming in the muffle flowed back to the gasifier and mixed 
with the air coming from the air vent of the gasifier which, as we have seen, was 
open wide (300 mm) at this stage. At the same time the discharge gases were 
diverted and entered the lateral upper left-hand Channel (E) — in which the pri- 
mary combustion air (D) flowed during normal mode — and then entered the 
flue gas duct controlled by the smoke-combustion damper (Document 46, No. 
15). Conversely, the primary combustion air now flowed into the lateral upper 
right-hand Channel (C) through which the discharge gases passed during normal 
mode. This mode of operation caused the smoke to be burned and to disappear 
within a few minutes. 
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This explains why the temperature Curve of the primary air in the lateral up- 
per right-hand channel during the smoke-combustion phase (C) is the continua- 
tion of the temperature Curve of the discharge gases in this channel during nor- 
mal combustion (B), and also why the Curve for the discharge gases in the lat- 
eral upper left-hand channel during smoke combustion should be the continua- 
tion of that of the primary air at this point in normal operation (D). 

During the smoke-combustion phase, the temperature of the combusted gas- 
es (E) reached 450°C during the first cremation, then rose even higher, settling 
at around 600°C for the last three, with a peak of 800°C for the second crema- 
tion. The primary combustion air (C) is represented by the downward branch of 
the Curve for the discharge gases during normal combustion (B), because in the 
lateral upper right-hand channel, previously traversed by the discharge gases at 
high temperature, we now have preheated air flowing to the recuperator, but at a 
much lower temperature. This led to a steady cooling of the channel, and the 
temperature dropped abruptly. The greatest difference occurs during the seventh 
cremation, during which the temperature of this channel dropped from 1,150 to 
about 670°C. 

During the smoke-combustion phase, the discharge gases flowed through the 
channel traversed by the primary combustion air in normal operation, therefore 
their temperature went down noticeably, and the corresponding Curve (E) is 
usually below that of the temperature of the discharge gases during normal 
combustion. Moreover, the duration of the smoke-combustion mode was far 
shorter than that of the normal mode, thus the discharge gases traversed the re- 
spective channel only for a brief span of time. It follows that the lateral upper 
right-hand channel stored much more heat than the left-hand one, which, being 
cooler, was more strongly cooled by the normal primary combustion air (D), 
and that is the reason why the Curve D shows maximum and minimum peaks 
that are lower than those for Curve C. 

During the second cremation, Curve D dropped to a point as low as 100°C. 
The temperature of the exhaust gases in the Flue Duct (G) stayed between 250 
and 350°C during normal combustion, but went up by 50 to 150°C during 
smoke combustion. The reason is that at this stage the highest temperature of 
the muffle was reached. The temperature Curve for the gasifier air (F) follows 
that of the combusted gases, rising and falling with the variations of the latter. 
While the coffin burned, the evaporation of water from the corpse already be- 
gan. It intensified with the progressing combustion of the coffin, and at the 
same time the gasification of the corpse set in. Both processes absorb heat and 
led to a sudden drop in the muffle’s temperature by 200 to 250°C. 

In the main phase of the cremation process, when the corpse began to burn 
with live flames, the temperature rose strongly, depending on the type of corpse, 
such as in the third and the seventh cremations, or oscillated weakly, as during 
the sixth and the eighth cremations. 

In the final stage of the cremation process, the remains of the corpse, which 
still burned on the grate and burned out in the post-combustion chamber, had 
such a small mass that the excess of air in the furnace was very high, even with 
all apertures closed, and the temperature of the muffle dropped accordingly. 
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During the second cremation it fell to 575°C. Professor Schlapfer explains 
(Schlapfer 1938, p. 152): 
“Only in the early stages of the cremation, as long as the body is still lying in- 
tact on the grate and the incoming air finds combustible material everywhere, is 
it possible to work with small amounts of excess air. Towards the end of the 
cremation, on the other hand, when combustible material can be found only here 
and there, a large part of the air passes through the muffle without coming into 
contact with any combustible material.” 
Kessler has not indicated the average CO content and the Excess Air for the 
eight cremations with coke. He has noted only that during the preheating phase, 
with an average CO2 content of 11% corresponding to an Excess Air ratio of 
1.86, the combustion can be considered economical, and merely adds (Kessler 
1927, No. 9, p. 152): 
“During the cremation of the corpse it is more difficult to maintain an economi- 
cally good combustion, because in the initial phase of the cremation one must 
feed the greatest possible amount of air in order to suppress smoke formation, 
while in the second phase, even with the air vents completely closed, the quantity 
of air flowing into the muffle through the invisible cracks in the furnace is rather 
higher than what is needed for the remains of the corpse burning on the grate. 

The attendant has the task of maintaining combustion as economical as possible 

in both cases (high CO2 content with minimum excess air). The control equip- 

ment mentioned initially gives the necessary indications in this respect.” 
The chart for CO2 + O2, which is shown above the temperature curves (docu- 
ment 48), is insufficient to judge the economics of the combustion: there are on- 
ly few data points, and they are moreover limited mainly to the initial stage of 
the cremation. Here we have an average COz content around 10 to 11% with a 
few peaks at 17%. In the second phase the average CO2 content dropped notice- 
ably down to 3 to 4%. 

The experiments of cremation with briquettes (Documents 49 & 50) and 
with city gas (Documents 51 & 52) can be retraced in the same way on the re- 
spective charts. 

The cremation experiments with briquettes were similar to those with coke. 
Of course, briquettes having a lower Lh.v. than coke, the fuel consumption in- 
creases, as shown in the chart of the furnace operation (Document 47). The To- 
tal Consumption (A) was, in fact, 10.66 Zentner or 533 kg. The more-frequent 
loading with smaller amounts of briquettes was required by the nature of the 
fuel. The control of the vents and of the doors followed essentially the same pat- 
tern as with coke, but the Curve for the draft of the hearth (D) shows stronger 
fluctuations (between | and 8 mm water column). The formation of smoke, too, 
was almost equivalent. 

The temperature curve for the muffle (Document 50) rises in a very irregular 
way in the preheating stage. The first corpse was introduced at about 960°C. 
The shape of this curve clearly reflects the various phases of the cremation: 
strong initial temperature rise (up to 1,080°C) when the coffin burns, strong 
drop (down to 670°C) during the evaporation phase, renewed increase during 
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the combustion of the corpse and a decrease towards the end because of the ex- 
cess air. 

In the cremations with gas (Document 51), the Consumption (A) was 202 
m?. Smoke formation seems to have been higher. Of particular interest are the 
Curves E and F for the draft at the two dampers of the flue duct. Kessler writes 
in this respect (ibid.): 

“When one damper is open, the other must be closed. The chart shows that the 

draft at the damper closed from time to time does not go down to zero; this is 

due to the fact that the dampers do not close hermetically against their frames. 

Here the chimney draft absorbs a portion of the combustion air (primary air) 

brought to the muffle of the furnace.” 


The temperature chart (Document 52) shows for all cremations — except the 
fourth — a drop in the muffle temperature immediately upon the introduction of 
the coffin varying between 40°C (first and eighth cremations) and 100 to 110°C 
(third and seventh cremations) with a peak at 190°C for the sixth cremation. A 
similar effect, although on a smaller scale, was noticed also for cremations with 
briquettes (drops between 20 and 75°C) and, to an even lesser degree, for coke 
operations (drops between 10 and 30°C in the second, fourth, fifth and eighth 
cremations). Kessler links this effect to four causes (ibid., No. 10, p. 166): 

“1. Cooling of the muffle caused by an influx of colder ambient air when the cof- 

fin is loaded. 

2. Heat loss from the wall of refractory clay due to the necessity of bringing the 

coffin, its fixtures and the corpse up to the ignition temperature. 

3. Thermal balancing between the colder combustion air — fed to the muffle in 

large amounts during the early stages to prevent smoke formation — and the 

muffle temperature. 

4, Leakage of air into the muffle through the cracks of the furnace; this air, de- 

pending on the chimney draft, has a temperature to a greater or lesser degree 

lower than that of the air entering along the intended path.” 


The initial temperature drop for cremations with coke and briquettes is smaller 
than in the case of gas because in this latter case the burners are shut before the 
coffin is introduced, whereas with coke and briquette-fired furnaces there is still 
enough heat flowing into the muffle from the gasifier to limit this temperature 
decrease. As Kessler explains (ibid., p. 168): 


“A reduction of the muffle temperature to a certain degree during and after the 
introduction of the corpse is an unavoidable and inescapable necessity of the 
cremation process, even in well-run furnaces. The extent to which this tempera- 
ture decrease can be opposed without additional heat brought in from the heat 
generator depends on the following factors: 

a) whether and to what degree the corpse produces heat during the cremation 
and transmits it to the muffle of the furnace; 

b) the possibility of supervising the cremation process in the furnace from the 
heat-technological point of view by means of appropriate instruments and of 
controlling the combustion air by means of closures which seal properly and 
hermetically; 

c) the mass of refractory clay which acts as a thermal accumulator.’ 


, 
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The primary objective of Kessler’s experiments was to determine the kind of 
fuel which would provide the most-economical cremations. The results are 
shown in the following table: 


Table 1: Fuel Consumption during Kessler’s Experimental Cremations 


Consumption 
. er cremation | per cremation 
preheat | 8 cremations Total | P : P : 
Fuel (+ preheating) | (— preheating) 


Coke 54.500 kg 29.500 kg 
Briquettes 66.625 kg 32.125 kg 
Gas 25.250 m3 11.750 m3 


The |.h.v. of the three types of fuel as given by Kessler was 7,000 kcal/kg for 
coke, 5,000 kcal/kg for briquettes and 4,500 kcal/m3 for city gas. This results in 
the following table for the heat consumption in 1,000 kcal (Mcal): 


Table 2: Energy Needs during Kessler’s Experimental Cremations 


F er cremation | per cremation 
preheat | 8 cremations Total | P ; P ; 
Fuel (+ preheating) | (— preheating) 


Coke 206.500 
Briquettes 160.625 
Gas 52.875 


Kessler’s comment on the consumptions for the preheating stage is as follows 
(ibid., No. 9, p. 159): 
“The muffle is taken from the same initial temperature to the same introduction 
temperature in all three cases. If we assume that the amount of heat developed 
during the preheating stage with gas is transferred completely to the muffle, we 
may say that, for coke and briquette operation, some 900,000 kcal are lost main- 
ly for heating the walls of the gasifier and those parts of the refractory material 
in the furnace which are not touched by the gas, as well as through radiation 
from these parts to the surroundings. These losses should be avoided if at all 
possible.” 
The ratio of heat consumption for gas to that for coke is 486 + 1,400 = 0.35 for 
the preheating phase and even less for the 8 subsequent cremations: 423 + 1,652 
= 0.25, i.e., for the cremations the energy consumption in the case of gas is one 
quarter that for the case of coke. This depends on yet another important factor, 
as explained by Kessler (ibid.): 
“Whereas for gas heating the heat required can be precisely controlled, in the 
case of coke or briquettes heat is produced even at times when it is not needed, 
because even though it is possible to reduce the combustion in the generator, it 
cannot be stopped altogether; otherwise the fire would go out.” 
From these considerations we can see clearly that the heat consumptions of a 
coke-fired furnace and a gas-fired one are not directly comparable, and this is 
all-the-more-true for a furnace designed to run exclusively on gas, such as the 
Volckmann-Ludwig Furnace (cf. next chapter). 
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The experiments described in this chapter were carried out under optimum 
conditions using proper instrumentation and under the supervision of a special- 
ized engineer. This had a marked influence on the fuel consumption. Kessler 
himself notes with respect to the use of gas as a heat source (ibid., p. 153): 


“I wish to point out that previously, because of insufficient supervision of the 
furnace and excess of air, consumption was roughly twice the above figures or 
more.” 


The question of the durations of cremations will be dealt with in Chapter 6. 

In 1927 scientific cremation experiments in a coke-fired furnace were also 
run at the Biel Crematorium (Wilhelm Ruppmann System; Document 53) under 
the guidance of the engineer Hans Keller, who wrote two extensive reports 
about the work done (H. Keller 1928 & 1929). We will summarize the essential 
results of the experiments for this case as well. 

Concerning the temperature evolution, H. Keller noted (1929, p. 2): 


“After the introduction of the corpse, the coffin catches fire immediately and the 
temperature goes up by 100-150°C. Five minutes later, it again goes down by 
100-200°C, even though the lid of the coffin has not yet burned and the tempera- 
ture of the combusted gases [coming from the gasifier] is 1,000°C and higher. 
The heat provided by the combustion of the coffin and the heat supplied by the 
combusted gases therefore do not suffice to maintain the temperature at a high 
level. From this we can see how intense the evaporation [of the corpse water] is. 
The temperature then fluctuates continuously over a half hour. This underlines 
the irregularity of the cremation. If, on account of the generation of water vapor 
and a subsequent increase in internal pressure, an organ bursts in such a way 
that its liquid diffuses into the cremation chamber, the temperature drops imme- 
diately because the liquid evaporates. 

These fluctuations of the temperature also affect the formation of smoke. At this 
stage, with the instruments at his disposal and depending upon the size of the 
corpse, the operator can sometimes just barely avoid the formation of smoke and 
sometimes not at all. After half an hour the temperature becomes more stable, 
the combustion steadies, evaporation dies down, possibly because the major 
part has already taken place, and the temperature in the cremation chamber 
now begins to drop steadily, down to about 800°C at the end of the cremation.” 


In the other report H. Keller explains the matter in greater detail (H. Keller 
1928, pp. 24f.): 


“After the introduction of the corpse, first of all the coffin burns partially. The 
temperature of the cremation chamber therefore rises by about 100°C. At the 
same time, however, we have an intense vaporization of the volatile parts of the 
body, which account for 70% of the body weight. This phase change requires a 
great deal of heat, and the temperature drops rapidly. The instruments record [a 
temperature decrease of] /00-200°C. During the evaporation, the solid sub- 
stances, too, begin to decompose, and the products begin to burn, if they are at 
the necessary ignition temperature and if there is enough air. This decomposi- 
tion, likewise, absorbs much heat and thus causes a temperature drop in its turn. 
If the ignition temperature is not reached, the gases will leave the cremation 
chamber and possibly even the chimney uncombusted, forming visible smoke. 
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Heat must therefore be supplied. While there is substantial heat available in the 
walls [of the cremation chamber], it cannot be supplied to the individual parts 
[of the corpse] in sufficient amounts nor quickly enough. This means that after 
the gases have formed, they are immediately drawn into the chimney by the draft 
and cannot combine well with the required oxygen; an indispensable element for 
the combustion is therefore missing. Hot air improves conditions considerably. 
It is present during the formation of the gases, promotes them and combines 
with them quickly and easily. If, because of the draft of the furnace, the combus- 
tion no longer takes place in the cremation chamber, the mixture is still present 
and combustion can occur in the post-combustion chamber or in the recupera- 
tor. One therefore has to make sure that the air is sufficiently hot and does not 
cool down excessively on account of the evaporation and the decomposition, be- 
cause it has only a low heat content, and the temperature drops significantly 
with even minor heat losses. The accumulation of heat is necessary precisely in 
order to avoid excessive cooling.” 


These considerations take us to an important observation by H. Keller with re- 

spect to the function of the recuperator (ibid., pp. 27f.): 
“Like everything else in the world, cremation, too, takes time. In the course of 
the cremation, the chemical and thermal processes are so difficult and complex 
that they cannot occur suddenly, as for example in the case of gasoline; evapo- 
ration, dissociation, decomposition, gas formation etc. of the parts to be burned 
proceed rather slowly. When combustible gases — light and heavy hydrocarbons 
as they are called in chemical and technical terms — are formed in this way, they 
are immediately drawn along by the chimney and, for the greater part, can no 
longer burn in the cremation chamber or the post-combustion chamber but move 
into the recuperator. If [this device] is sufficiently hot, they will ignite, because 
there is sufficient air, even hot air, and the technical process of combustion will 
take place here. The lighter hydrocarbons will probably undergo combustion al- 
ready in the post-combustion chamber, but for the heavier ones — the majority — 
sometimes even the recuperator is insufficient, and they will leave the chimney 
in the form of smoke and enter the atmosphere. From this explanation it can be 
seen that the main function of the recuperator is the realization and more par- 
ticularly the completion of the combustion and not [just] the preheating of the 


2” 


alr. 


The cremation experiment H. Keller described in his two accounts concerns a 
corpse of 100 kg. Cremation took three hours, coke consumption was 79 kg. 
Hence, we have here a cremation decidedly different from those considered 
previously: H. Keller tried to maintain Excess Air at a level as low as possible — 
operating for the better part of the cremation with a coefficient of hardly 1.55 
(H. Keller 1929, p. 2) — but in so doing he slowed down the combustion process 
considerably, and hence the cremation lasted three hours, more than twice the 
average time for Kessler’s cremations with coke (86 minutes). 

The experiments run by Hans Keller at Biel in the 1940s, in his effort to de- 
termine the causes for the creation of smoke during cremation, are particularly 
interesting and merit our attention, although they concerned an electric furnace 
(Brown Boveri & Co. System; see the next chapter). Actually, these experi- 
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ments yielded data which complement those gathered in the late 1920s by Kess- 
ler and H. Keller himself. 

H. Keller’s account (1945b) includes various charts, which I have repro- 
duced in the documents volume, and on which I will make comments. 


Charts of Figures la, 1b, and 2 (Documents 54-56) 


In these charts the vertical axis shows the volume of the discharge gas in m%/hr, 
drawn in by the furnace fan (a forced-draft device), the horizontal axis shows 
the cremation time in minutes. The curves thus show the rate of discharge gas at 
any stage of the cremation and hence also the combustion speed of the coffin 
and of the corpse. 

For example, in the first chart (Document 54),** at the beginning of the cre- 
mation of a 110 kg corpse, the volumetric gas rate (at 380°C) is 1,750 m*/hr. It 
goes up to 2,975 m%/hr after 10 minutes because of the combustion of the coffin 
and then drops to 2,730 m3/hr, as evaporation sets in, slowing the combustion. 
Then, with increasing gasification activity, combustion becomes more pro- 
nounced and the curve starts to rise again. After one hour it reaches a peak at 
3,570 m?/hr and then gradually drops to 1,200 m%/hr at the end of the cremation 
after 90 minutes. This body has therefore been readily combustible. 

In the chart of Figure 1b (Document 55), the corpse of 110 kg is likewise 
easily combustible. Here the apex of the curve is at 2,980 m%/hr and occurs 50 
minutes after the introduction of the coffin. In the other cremations the maxi- 
mum is reached after 10 minutes, i.e. during the combustion of the coffin. 

The chart in Figure 2 (Document 56) shows the curves for a 110-kg and an 
80-kg corpse. H. Keller comments (ibid., pp. 18f.): 


“As shown by Figure 2, the recorded points are so numerous that we may say 
with assurance that 2,740 m¥Yhr was the maximum gas-flow rate. It is surprising 
that this point was reached after 15 minutes. This is the result of the combustion 
of the coffin. When it has mostly taken place and has been replaced by evapora- 
tion, combustion is slower, the gas-flow rate lower and the curve drops. After 30 
minutes there was a sudden decrease in the flow rate that was probably caused 
by the bursting of an organ. This icreased the formation of water vapor. The 
heat thus consumed slows down the combustion, and the curve drops because 
the gas rate goes down. This repeats itself several times up to Point 7, one hour 
and 16 minutes after introduction. From that point on the curve drops rapidly 
and cremation is essentially finished. The other curves show similar features; 
they are lower, simply because the corpses were not as heavy and developed less 
gas. 

The cremation of the 110-kg corpse was finished earlier than that of the 80-kg 
body. The flame progresses more quickly, therefore the curve rises higher. In 
other words, the corpse of 110 kg burns better than the one weighing 80 kg. Ac- 
tually, in the case of the 110-kg corpse, one could see only flames. When they 
died down, the cremation was done.” 


4 Tn this document the two cremations of 21 August 1940 are represented by a single curve. 
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In the charts mentioned, the flow rate of the fumes is not given in Nm? but in 
physical cubic meters at the respective temperatures indicated. The flow rate of 
the fumes (V*) is directly proportional to the absolute temperature and follows 
the temperature according to the equation: 


Vr= Vo(1 + at) [40] 


Where a = !/273°C! and Vo is the flow rate at 0°C. To obtain the flow rate in 
Nm? it is thus necessary to apply to the values indicated in the charts the equa- 
tion: 


Vo= Ve/ (1 + at) [41] 


The values obtained with Charts 1a and 1b (Chart 2 does not show the tempera- 
ture of the discharge gases) 50 minutes after the introduction of the coffin with 
the body are as follows: 
— Figure la (Document 54) 
1,492 m¥/hr for the corpse of 110 kg 
710 m%¥/hr for the corpse of 70 kg 
627 m/hr_ for the corpse of 55 kg 
— Figure 1 b (Document 55) 
921 m/hr for the corpse of 110 kg 
541 m/hr_ for the corpse of 70 kg 
340 m¥/hr for the corpse of 50 kg. 
The three cremations of the corpses weighing 110 kg had the same duration, 90 
minutes, and also a fairly similar pattern: in the first 10 minutes the gas-flow 
rate went up because of the combustion of the coffin, then it dropped noticeably 
for another 10 minutes, after which it picked up again reaching a peak around 
50 to 55 minutes after the start of the cremation. It then dropped suddenly to- 
ward the end of the cremation (Figures la and 1b) or after having fluctuated 
around the maximum values for about 20 minutes (Figure 2). 

It is obvious that, everything else being equal, the gas-flow rates for a coke 
gasifier would have been even greater, because we would not only be dealing 
with the gases from the corpse but also with those of the gasifier. 

Figure 3 (Document 57) refers to the content analysis of the discharge gases 
of three cremations. In the corresponding charts, the lower curve gives the CO 
content, the middle one the CO2 + O2 content, and CO2 represents an excess of 
oxygen, which is proportional to the excess of air. 

In the upper and middle chart, Excess Air, at 10 to 15 minutes after the in- 
troduction of the coffin, is very slight; hence, there was smoke generation. The 
amount of air is very close to the theoretical value. When this is reached, the 
two curves coincide. In the upper chart, their distance apart indicates an excess 
of air of 5% (Excess-Air ratio of 1.05). When the Excess Air increases, the 
smoke disappears. In the first half hour, CO also forms, which reaches 3% at its 
maximum. At the end of the cremation, the Excess-Air ratio rose to 4.25, and in 
the middle chart even to 9.50; in the lower one it reached 6.00. 
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The average amount of COz is 7.8% for the upper chart, 9.8% for the middle 
one, and 8% for the lower one. 

Figure 4 (Document 58) shows the temperature curves for two cremations. 
Curves I and II refer to the temperatures in the cremation chamber and at the in- 
let to the recuperator, Curve III shows the temperature of the air beyond the re- 
cuperator, and Curve IV the temperature of the gases just upstream of the venti- 
lator. As H. Keller notes (ibid., pp. 24f.): 

“If the second curve crosses over the first, we have in the [discharge] gas chan- 

nels a temperature which is higher than in the muffle, hence there is combustion. 

This means that combustion in the muffle is not yet complete but continues in the 

recuperator.” 

This happened precisely in the second cremation and confirms H. Keller’s ob- 
servation of 1927 regarding the function of the recuperator. 

For this case, too, we must stress that the efficiency of an electric furnace, 
because of its different system of operation, cannot be directly compared with 
that of a coke-fired furnace. 


5. Technical Developments of Cremation Furnaces in 
Germany in the 1930s 


The experience and knowledge acquired in the 1920s were put to use in the new 
installations built at the end of that decade and in the following one: the furnac- 
es with coke-fed gasifiers were perfected, but at the same time other heating 
systems were developed using gas and electricity, which were soon to supplant 
coke furnaces because of their greater practicality and better economy. 


5.1. Furnaces with Coke-Fed Gasifiers 


The structure of the new models took into account the decisive factors for an 
improved heat management brought to light by Kessler’s experiments; they 
showed a marked improvement in efficiency. The Dessau engineer Peters re- 
ported that the old Beck Furnace, after being rebuilt on the basis of the new 
principles of heat technology, saw its coke consumption halved, going from 300 
to 150 kg of coke for the preheating and the first cremation. The new gasifier 
furnaces required 150 to 175 kg of coke for the preheating and the first crema- 
tion and some 50 kg for each subsequent 6 to 8 cremations in succession (Peters 
1930, pp. 56f.). 

Among the most-important technical innovations of that period one may cite 
the reduction of the horizontal cross-sectional area of the gasifier, which went 
from 70 cm by 90 cm to 40 cm by 50 cm, the installation of a post-combustion 
grate, an improved air feed and, finally, more-efficient recuperators. 

At that time, the most-significant German companies for the design and con- 
struction of cremation furnaces — aside from J.A. Topf & Sohne of Erfurt, which 
led the field in sales — were Gebriider Beck of Offenbach, Didier (later Stettiner 


78 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


Schamottefabrik A.G.) of Stettin, Ruppmann of Stuttgart, and Kori of Berlin. In 
the early 1930s, H.R. Heinicke of Chemnitz made its entry into the market with 
the Volckmann-Ludwig Furnace, which we will discuss in Section 2 of this pre- 
sent chapter. 

The new Beck Furnace (Document 59) contained major technical innova- 
tions which Wilhelm Heepke describes as follows (1933, pp. 123f.): 


“In the most-recent Beck design, Fig. 3, the change from rectangular recupera- 
tor channels to patented triangular sections c, and Cp is of interest, as is the in- 
crease of the cross-sectional areas of the discharge-gas channels c, at the ex- 
pense of those of the air channels cz in the Didier furnace, fig. 4 [Document 60]. 
These measures aim at a better adaptation of the channel sections to the flow 
rates and, in particular, to the large amounts of discharge gases generated here 
for the purpose of the elimination of smoke. 

The triangular recuperator of the Beck design permits the air to be heated to 
600°C and higher. The incorporation of several openings for the corpse-com- 
bustion air into the vault of the coffin muffle can be considered a further innova- 
tion. 

The Beck furnace has the advantage that the combustion gases are drawn from 
the front to the rear. Thus, no gases can escape into the furnace hall when the 
main gate is opened for the introduction of the coffin. Once the ash has fallen 
onto the inclined plane below the coffin grate, possibly still containing some 
combustible portions, it is moved to the post-combustion grate e, where it burns 
out completely. Then this grate is turned over, causing the ash to fall into the 
ash-container d below.” 


Didier’s new furnace, too, was much improved (Document 60). In this respect, 
Heepke notes (ibid., p. 124; cf. Chapter 7): 


“The Didier furnace is a rather heavy structure for large crematoria and con- 
tinuous operation. For installations with relatively few cremations, the furnace 
is held in stand-by at a lower temperature in its bottom by closing one or two 
channels of the recuperator so that reheating can be done more quickly. Finally, 
with the Didier furnace, there is the possibility of feeding back into the muffles, 
by way of the flue duct, the combusted gases coming from the muffle a before 
they enter the recuperator c, which leads to energy savings when heating the 
muffle a for the cremation of a subsequent corpse. On account of the separation 
of the gasifier b from the muffle a, fire management for heating the muffle can be 
run in such a way that the combusted gases from the hearth cannot enter the 


cremation chamber during the cremation itself.” 
Noteworthy also is the cremation furnace built by a relatively unknown firm, W. 
Miiller of Allach. This furnace is described in great detail in an offer from the 
owner of the company to the Dachau Concentration Camp. It refers to the fol- 
lowing items:* 


“1. Supply of the bricks needed for the erection of the furnace, including sand, 
lime and cement for about 10 m3 of brickwork in red brick. 


3 W. Miiller, Ingenieurbiiro/Industrieofenbau. Allach bei Miinchen. Angebot auf einen Feuerbestat- 
tungsofen mit Koksbeheizung nach beiliegender Zeichnung. An die Reichsfihrung SS der NSDAP, 
Miinchen, Karlstrasse. 2 June 1937. AKfSD, 361/2111. 
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2. Supply of all refractory material including mortar all in best quality suitable 
for the purpose. Total weight about 15,500 kg. 
3. Supply of insulating material needed, in a weight of about 1,200 kg. 
4. Supply of the following equipment: one coke hearth complete with front plate 
[of grate], doors for slag and ash, door for hearth, the complete grate with sup- 
ports and bars, air-feeding equipment with controls, air vents for secondary air, 
discharge-gas damper with steel ribs, a complete closure for the cremation 
chamber with lifting device, a door for closing the furnace in wrought iron with 
frame, a wrought-iron hood for the closure of the cremation chamber, a reversi- 
ble grate for the post-combustion chamber, various small parts, a wrought-iron 
box for the ash, maintenance tools. Total weight about 2,300 kg. 

5. Supply of a complete facing of wrought iron, including bolts, with silver-grey 

refractory aluminum paint. Total weight about 2,800 kg. 

6. Erection of the furnace from the foundation to the smoke damper by my spe- 

cialists, except for the supply of assistants and helpers. 

7. Travel costs for my specialists and their tools. 

8. Expenses for the rail shipment of my goods to Dachau Station including 

transport to site as well as unloading and storage at site (on basis of a maximum 

distance from crematorium to unloading site of 2 km). 

9. Drying and start-up of furnace by my operators or engineers as well as a test 

cremation during which your personnel will be instructed in the proper control 

of the furnace. It is assumed that the start-up will take place as soon as the fur- 
nace has been completed.” (Emphasis in original) 
The offered price of this furnace amounted to 9,250 RM (Reichsmark). Exclud- 
ed from the offer were all building works not concerning the furnace directly 
and also “the supply of an animal carcass and of a coffin for the test cremation, 
as well as the supply of fuel for the drying-in of the furnace and the test crema- 
tion.” 

The accessories for the furnace consisted of an introduction cart for the cof- 
fin (380 RM), a special blower for the hearth (420 RM), a coke-fired pilot 
hearth for the chimney (400 RM), a device for measuring the temperature of the 
cremation chamber (195 RM) a manometer for measuring the draft in the dis- 
charge channel (3.5 RM). The Miiller Company offered furthermore the materi- 
als for and the erection of an 18-m-high chimney (except foundations) with a 
cross-sectional area of 50 cm - 50 cm and an internal lining of refractory materi- 
al up to 4 of the height (6 m) for a price of 2,100 RM. 

The furnace was designed on the basis of a new, patented process of heating 
and cremation, which the owner of the firm describes in the following terms 
(ibid.): 

“The furnace is furthermore equipped with a grate made of refractory clay of a 

special type which allows the retention and the accumulation of heat during 

heating-up. 

In contrast to the furnaces built in the past, the combustion of the coffin and of 

the corpse is carried out in_an upward direction, the combusted gases being 

blown against the vault and the sidewalls, which store the heat given up by them 

[i.e. the gases]. After the exothermic phase of the combustion, the accumulated 

heat is returned for the remainder of the combustion period. 
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In the spaces between the individual refractory bars of the grate, along the cen- 
terline of the furnace, special radiating and deflecting roof-like devices have 
been placed in such a way that the air blown in from both sides via tubes on the 
inclined planes flows upwards through the open spaces, and when this happens, 
the air strikes the bottom of the coffin or the back of the corpse strongly and, 
moreover, necessarily envelops the corpse from below over its entire surface in 
a thin layer [of air]. 

With this operating system, the amount of air can be controlled so as to conform 
to the real or theoretical requirements. 

With my cremation process, the cremation of the corpse takes place within _a 
shorter period of time than before; the ashes, as with a normal grate of refracto- 
ry clay, drop down into the post-combustion chamber. 

Thanks to the special system of controlled air flow and to the upward combus- 
tion, subsequent cremations — in the case of several cremations in one day — can 
be executed without further additions of fuel, or nearly so. 

The coke-gas needed for the burners is produced in a gasifier located directly 
below the floor of the post-combustion chamber. In this way, the radiation from 
the glowing coke and the heat of the gas are used to heat the bottom plate of the 
post-combustion chamber. 

The coke gas forming in the gasifier leaves from both sides in a lengthwise di- 
rection through a series of openings slanting upwards and burns there together 
with the air coming from the side vents. 

The operation of the coke gasifier, as well as the cremation itself, takes place by 
means of air coming from a blower, because only with pressurization can an ef- 
ficient production and combustion of the coke gas be obtained, yielding high 
flame temperatures. 

The total mass of the furnace in my cremation process is reduced; the furnace it- 
self has been given a smaller and very precise shape. The operation can be 
adapted very precisely to the various phases of the combustion.” (Emphases in 
original) 


The supplier then lists the following technical data (ibid.): 


“Fuel: good coke, in pieces, of about 6,500 kcal/kg 

Weight of the corpse: about 75 kg. 

Weight of the coffin: about 35 kg 

Average duration of the cremation: about I 2 hours 

To heat the furnace: 

1. From a cold furnace to the introduction temperature: about 2 hours. 

2. If in operation the previous day: 1 — 1 % hours. 

3. If furnace is in operation every day: 2 to ¥ hours. 

Fuel consumption: 

1. For heating the cold furnace and for the first cremation: about 175 kg. 

2. For the second and third cremations following immediately: no consumption 
of fuel [in addition to the coffin’s wood]. 

3. If a cremation takes place every day, the coke consumption is about 100 kg 
for the first cremation; no consumption for the second and third. 

Consumption of wood: For each heating, about 3-5 kg of wood are consumed.” 
(Emphases in original) 
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5.2. Furnaces Heated with City Gas 


The 1930s saw the development and perfection of heating systems based on city 
gas, primarily due to the promotion by the building councilor Volckmann and 
the engineer Ludwig who designed a revolutionary furnace at the end of the 
1920s. Their patent, granted on October 30th, 1928, reads as follows (Deutsches 
Reich 1930c.): 


“The invention concerns a cremation process and a device for its realization. 
Compared to the devices known (cremation furnaces) the furnace of this inven- 
tion has a much-simplified and less-expensive structure and works with consid- 
erable fuel savings which can even be total in case of continuous operation. 

The processes and devices known, besides a hearth having to be in continual 
operation, have regenerators or recuperators of large dimensions. The process 
and the device of this invention, on the other hand, function without auxiliary 
plants of this type and therefore require only about one third of the space need- 
ed heretofore. 

The operating costs of the device covered by this invention are extremely low 
because in continuous operation no heat source is used [except for the coffin’s 
wood] and the expenses for the initial heating of the small device are minimal. 
The process covered by the invention consists of a cremation muffle which is 
maintained at a temperature higher than the ignition temperature of the object 
to be burned, by means of the heat developed during the cremation process. This 
is achieved by blowing small jets of air directly onto the object to be burned in 
such a way that they direct the oxygen needed for the cremation only towards 
the object to be cremated; here the diffusion of air throughout the whole space 
of the furnace — as is the case in the furnaces known — is prevented or limited 
considerably. The jets of air covered by this invention are directed so as not to 
strike and cool the walls of the furnace. In this way, these walls come into con- 
tact only with the gases produced during the cremation. They absorb the heat 
[of the combusting gases], accumulate it and radiate it back to the object being 
cremated. In this way, the cremation process is maintained and the furnace can 
carry out as many cremations as desired without additional fuel, only air being 
needed. This air can even be cold, even if there are longer operating pauses. 

A device for the implementation of the process covered by the invention consists 
of a cremation muffle with controllable air vents and tubing for compressed air 
connected to them. The air vents are placed in such a way that the air jets com- 
ing from them do not strike the walls of the muffle but only the object to be cre- 
mated. In addition to the muffle there is a post-combustion chamber [Nach- 
brennraum] of the usual type which serves for the combustion of the smoke and 
of the solid residues; in this invention it is heated only with the glowing com- 
busted gases drawn into the chimney. 

The drawing shows a schematic representation of an example of the realization 
of the cremation device, in Figure 1 as a vertical section, in Figure 2 as a re- 
spective horizontal section [cf. Document 61]. 

A muffle b formed by a brick lining a serves to receive the object c to be cremat- 
ed. Connected to the muffle is a post-combustion chamber d in which the ashes 
are freed from the charcoal stemming from the combustion of the coffin with 
which they are mixed and burned by the fumes on a grate e. Below the chamber 
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d there is a collection chamber f. The chambers d and f are accessible through 
service openings r and s, which can be closed. The combusted gases flow to the 
chimney (not shown) via a flue duct g. 
The vault of the muffle has a directing surface h protruding from a table i. This 
table is low and rounded so that the remains of the cremation can be moved eas- 
ily through the door | into the post-combustion chamber d by means of a rake. A 
closable channel k supplies the air for the smoke combustion behind table i. 
Muffle b is equipped with a certain number of vents for air and gas which can 
all be controlled and directed from the outside, e.g. by means of the closing de- 
vices v in the pipes u or by means of valves, dampers or similar, not shown. For 
the initial heating of the muffle, there are vents for combustible gas and closable 
outlets from channels through which outside air can flow in the direction of the 
arrow t. These gas vents m and the air channels n are closed as soon as the muf- 
fle is hot enough for the cremation process in order to maintain itself without 
any further addition of combustible gas. Instead of this type of additional heat- 
ing with gas, any other kind of fuel may be substituted. 

When the ignition temperature of the object to be cremated is reached, the com- 

pressed-air vents o and p must be controlled. They can be operated either indi- 

vidually or in groups. They are placed on both sides of the muffle in such a way 
that the jets of compressed air emitted by them strike only the surface of the ob- 
ject to be cremated and not the walls of the muffle. 

The floor of the muffle may consist of an inclined plane, at the bottom of which 

there is a closable opening q for the removal of any metal residue (zinc). 

Claims: 

1. A cremation process characterized by the fact that in the muffle of a crema- 

tion furnace, once the operating temperature has been reached by means of a 

heat source of known type and after the extinction of the heat source, the air 

needed for the cremation is directed solely towards the object to be cremated in 
the form of thin controllable jets from nozzles or similar devices. 

2. A device for the implementation of the process according to Claim I charac- 

terized by the fact that a cremation muffle is equipped with nozzles for the intro- 

duction of controllable air jets which, on being ejected, do not touch the walls of 
the muffle but strike only the object to be cremated. 

3. A device in accordance with Claim 2 characterized by the fact that the post- 

combustion chamber of a known type which is equipped with the means already 

described for the combustion of the smoke and of the solid residues is installed 
immediately below the outlet for the discharge gases from the cremation muffle 
and below a baffle wall which creates a turbulence in the combusted gases and 
pushes them downwards into the post-combustion chamber.” 
The inventors of the new process granted an exclusive license of the patent for 
Germany to the H.R. Heinicke Company, then of Chemnitz, which still holds it 
(cf. Chapter 11). 

The first experimental furnace built on the basis of the new system was set 
up in the crematorium of Hamburg-Ohlsdorf in 1929; a year later, another and 
also-experimental furnace was built there. In 1930 Volckmann himself drew up 
a lengthy report on the results of the operation of the first furnace (2,500*° cre- 


36 Volckmann 1930; the text states “3,500,” but this is a mistake later corrected by Volckmann (1931, p. 
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mations had been carried out in seven months with a total consumption of 103 
m? of gas!), a report that was bitterly criticized by the engineer Kurt Priifer of 
the J.A. Topf & Sdéhne Co. of Erfurt. A feud ensued, into which Richard Kessler 
was also drawn. We will come back to this question in Chapter 1 of Unit II of 
this study. 

The Hamburg experimental furnaces were extensively described in various 
technical articles. Here we present what the engineer Friedrich Hellwig had to 
say in this respect. For greater clarity, we also publish Kessler’s drawings which 
provide us with schematic representations of the two furnaces in question (Doc- 
ument 62):°7 


“The furnace differs from those built in the past in that it has neither recupera- 
tor nor grate. It consists essentially of a muffle of refractory brick 90 cm wide on 
the inside, 90 cm high below the apex and some 3.20 m long, of an outer wall of 
brick and a layer of insulation in between. The floor of the muffle consists of 
tiles of refractory material, which begin only 30 cm beyond the introduction 
door. The combusted gases escape through the resulting gap and along the same 
route; the residues of the cremation are withdrawn from the muffle to the post- 
combustion grate located below. The latter consists of grate bars narrowly 
spaced, with the smaller parts of the ashes dropping through the gaps while the 
large portions remain on the grate until they eventually disappear or until they 
have finished their combustion. While the remains of one corpse thus burn out 
on the grate, another coffin is introduced into the muffle above, the flames of 
which slip through the post-combustion grate into the smoke channel below the 
muffle and on through the flue duct into the chimney. 

For heating the muffle, a number of gas burners have been placed into the rear 
wall and the two sidewalls some 20 cm above the muffle floor. Their number and 
their locations have so far been varied in the experimental furnaces. On the rear 
wall, there have been 4 or 5 burners acting as baffle burners perpendicularly to 
the flames of the other burners; they cause a certain heat concentration within 
the muffle. 

The combustion-air feed takes place via two openings in the rear wall, which 
can be closed by means of a vertical-gate valve, and via 20 diffusers spread out 
over both sidewalls and the rear wall. Moreover, on the rear wall at the level of 
the floor there is a sleeve through which a steel tube can be moved towards the 
object to be cremated, the tube being connected to the compressed-air supply by 
means of a flexible hose. The diffusers are connected, by means of steel tubes, to 
a manifold with valves visible from the outside of the furnace, and ultimately to 
the main tube of the air supply which is fed cold air from a motor-driven bellows 
pump. The various diffusers and their control valves allow the air feed to be di- 
rected to individual parts of the furnace. [...] 

The furnace is characterized by the fact that 


80). 

37 Hellwig 1931a, pp. 396f. A few months later this journal published a reply by Volckmann and Lud- 
wig on the question of the acceptability of their furnace in Prussia (Volckmann/Ludwig 1931) and 
Hellwig’s reply (1931b, pp. 616f.). 
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1) the muffle is simple, very small, has no regenerator, no recuperator and, in 
some cases, no grate, and is equipped with a single floor and with distribution 
devices which take the necessary air to the surface of the object to be cremated; 
2) the muffle has a diagonally cut flat table; 

3) on both sidewalls of the muffle are located groups of exchangeable, control- 
lable injection devices whose direction can be controlled [Document 63]; 

4) there is a further hearth with a nozzle for a gas burner and an air channel 
opening up below, both controllable and closable; 

5) the floor of the muffle is slightly slanted diagonally. 

In Issue No. 5 of the second year of Zentralblatt fiir Feuerbestattung, the civil 
engineer Volckmann has written at length about the results of the operation of 
the experimental furnace in Hamburg-Ohlsdorf, which conforms to the above 
specifications. Unfortunately, the furnace on which the report was based was 
dismantled after 14 months of operation, and the presently available furnaces 
built in accordance with the same principle do not work quite as well. During 
our observations, the combustion of the smoke was incomplete. The average 
consumption of city gas as a fuel is not 0.03 m3" either, but about 1.0-1.1 m3 
for each corpse, as opposed to 11-15 m? in crematoria having the same frequen- 
cy [of cremations]. The savings are therefore quite considerable and the operat- 
ing cost for each cremation are at present I m3 of gas at 0.13 marks and 3.5 
kWh of electricity for the blower at 0.16 marks [per kWh], for a total of 0.69 
marks. We know, on the other hand, that the operational expenses at Dessau are 
3.10 marks and at Treptow 4.50 marks. However, here it is possible to go down 
to 2.00 marks if, as in Hamburg, 16 corpses per day are cremated, because 
there is less preheating. This energy saving is due to the heat being contained in 
the small muffle and to an operation at minimum draft and rather low tempera- 
tures (between 500 and 650°C):'°! here the calorific value of the coffin and of 
the combustible parts of the corpse take effect.” 


Hellwig then notes that under favorable conditions it was possible to perform 
the cremation on the basis of the heat furnished by the coffin and the corpse 
alone, without additional fuel, and adds (ibid.): 


“These conditions exist in a Volckmann-Ludwig furnace when it is heated to a 
temperature of about 600°C. If one normal corpse follows another, the process 
goes on without additional fuel, and even the next day, if the insulation is good, 
a minute supply of gas of a few cubic meters is enough to keep the furnace ready 
to be used the whole day. The corpses of persons who died of cancer, of lung 
diseases and those of the elderly require additional fuel; with these, the calories 
of the fatty tissue of the body have been consumed by the disease or by old age. 
For all corpses, the cremation of the solar plexus (a complex of nerves at the pit 
of the stomach) takes longer because it contains much humidity. There are also 
a few special cases, for example the lungs of a stonemason, which contain sand- 
stone dust. At the present time, the Hamburg furnace does not burn the solar 
plexus completely within the muffle; this takes place only on the post-combustion 
grate, and from that point of view there is still progress to be made. According 


38 The reference is to Volckmann’s assertion in the journal mentioned above to the effect that the exper- 


imental furnace at Hamburg had carried out 3,500 (actually 2,500) cremations with 100 m3 of gas, i.e. 
an average of 0.03 m3 per cremation. 
» Coffin-introduction temperatures. 
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to legislation now in force, this furnace is not acceptable in Prussia because it 
houses — albeit in two separate locations — two corpses at the same time.” 


In 1932, after the demolition of the two experimental furnaces, four new 
Volckmann-Ludwig Furnaces were installed in the Hamburg Crematorium 
(Documents 64f.). Volckmann describes them in the following way (Schumach- 
er 1939, pp. 24f.; cf. Manskopf 1933, pp. 772-775): 


“Each of the four furnaces installed for Hamburg has three powerful gas burn- 
ers, one with an hourly throughput of 30 m?, the other two set up for an output of 
5 m3 per hour each. The gas arrives at the burners under the pressure of the gas 
line; the combustion air is fed by means of a blower, so that disruptions in the 
gas combustion — for example on account of an excessive closure of the smoke 
damper — are eliminated. A single lever, acting simultaneously on the gas and 
on the air feed, controls the flames. By turning the lever in the opposite direc- 
tion, it is moreover possible to close only the gas supply and to feed a larger or 
smaller amount of air to the furnace through the burners. The air-supply system 
continuously returns to the cremation process a large part of the heat generated 
during the cremation without the need for recuperators, and thus allows — once 
the furnace has reached its operating temperature — to carry out a cremation 
without additional gas. An essential feature of the new furnaces is that, in con- 
trast to older types, the cremation air is brought only to those points where it is 
needed at that moment. Only in this way is it possible to carry out the cremation 
with clean air only. The cremation proceeds practically without smoke and re- 
quires so little time that a single furnace, in an uninterrupted 24-hour operation, 
can handle 20-22 cremations per day. However, generally this capacity is not 
exploited. Rather, so many furnaces should be operating simultaneously that a 
coffin can be introduced right after the end of the funeral ceremony, so that the 
bereaved can be present during the introduction. The gas consumption, which 
depends upon the reheating after interruptions in the operation, is generally 
about 1.5 m3 per cremation for intensive use of the furnaces. Thanks to the elim- 
ination of the recuperators, it has been possible to place the furnaces on one 
floor and to provide, in this way, a large and well-lit workspace. 
All the devices needed for the operation have been brought together on the front 
panel and are well arranged so that their use is extremely simple. The whole op- 
eration can be done without effort and with the most meticulous cleanliness. The 
introduction chamber is separated from the service room of the furnaces. On the 
outside, the furnaces are covered with a cladding of aluminum and are thus not 
only protected from air leakage but also fit visually into their environment in a 
dignified way.” 
A Volckmann-Ludwig Furnace was installed by the H.R. Heinicke Company at 
the Stuttgart crematorium as early as 1931. In the following year, the municipal 
building superintendent R. Wolfer wrote a detailed description of the results 
achieved with this furnace (Document 66) from which I quote foremost the pre- 
cise technical description of the device (Wolfer 1932a, pp. 151-154): 
“The Volckmann-Ludwig furnace, designed by the Hamburg civil engineer 
Volckmann together with the engineer Ludwig and tested in the Ohlsdorf crema- 
torium over the past few years, differs considerably from the furnaces used so 
far, especially because instead of the usual grate it has a particularly shaped 
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and completely closed muffle which encloses the coffin in the tightest way possi- 
ble. A recuperator has been entirely left out, except for a small preheating de- 
vice for the combustion air. The design, with its compact structure and a consid- 
erable reduction in the heat accumulation, aims for a minimal preheating time 
and minimal heat consumption. Furthermore, this design is especially notewor- 
thy for the layout of its combustion-air supply to the muffle, well-planned and 
patented, which uses so-called diffusers of hot and cold air. 

The furnace erected at Stuttgart has maintained essentially the basic structure of 
the Hamburg experimental furnaces and of the normal furnaces built by the 
Heinicke Co., but it does present a number of differences, partly on account of 
local conditions, partly for reasons of more-recent developments. 

The cremation facilities already existing at Stuttgart caused the furnace to be 
adapted accordingly. Normally, it needs only a large space in the back, but no 
basement specially built for the purpose; here, it was integrated into two floors. 
The control of the furnace takes place only on the upper floor. There have been 
structural reasons for the combustion gases to be channeled down into the 
basement and to be fed into the existing flue-gas duct running below its floor. 
Any doubts that were raised earlier with respect to this downward channel of 
some 3.5 m in length in a gas-fired furnace turned out to have been entirely un- 
founded. The draft of the existing chimney, rising some 20 m above the flue duct 
and having an internal diameter of 650 mm, is impeccable. Moreover, the floor 
of the muffle, which in the normal type [of furnace] is a little below the floor of 
the hall, has been raised some 400 mm above it to bring the introduction open- 
ing into line with the furnace next to it, for esthetic reasons and also in order to 
be able to make use of the existing trolley for the introduction of the coffin. 

Aside from these changes in the fundamental structure [of the furnace], which 
were due to local conditions and partly to our initiative, the Stuttgart furnace 
has for the first time incorporated a number of innovations which can, without 
doubt, be called improvements on the original design. The spent gases, which in 
the Hamburg furnaces leave near the introduction door, are now discharged 
along the two sidewalls of the furnace into three channels on either side at a 
certain distance from one another. Before entering the vertical flue duct, they 
cover the entire floor of the muffle and heat it from below in the most satisfacto- 
ry way. This arrangement also prevents any excessive heating of the closure of 
refractory clay, which shuts the muffle. Furthermore, the spent gases are no 
longer directed into the post-combustion chamber as in the Ohlsdorf experi- 
mental furnaces. Instead, this [chamber] is completely separated from the muffle 
by means of a lid made of refractory clay which stays closed throughout the 
cremation and is opened only when the cremation has reached a point at which 
the residues may be moved to the post-combustion; the residues are then raked 
down and the lid is closed immediately. 

Now the furnace is ready for a further cremation, even as the ashes from the 
preceding corpse and the wood of the coffin, which has still not burned com- 
pletely, can burn out on the post-combustion grate, which, if needed, can be 
heated further by means of a special burner. Therefore, any risk of mixing the 
residues of the corpses simultaneously present in the same furnace is completely 
eliminated. 
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The number of cremations is always rather large (some 1,200 per year, up to 10 
per day) and thus, for reasons of economy and to avoid any congestion, one 
must try to introduce a corpse into the muffle as soon as the previous one has 
been moved to the post-combustion grate. 

The complete isolation of the post-combustion chamber and its separate heating 
system obviously entails a slight increase in gas consumption. The unloading of 
the furnace after each cremation is not done, as in Hamburg, by opening the in- 
troduction door at the front — an operation by which much heat is lost — but via 
an opening in the rear, using special rakes. That is the only manual operation 
still needed. 

Recent efforts by some companies in the field aim at eliminating even this ma- 
nipulation and at devising a totally automatic cremation process, for example by 
placing the coffin on a mobile support or similar. It remains to be seen, howev- 
er, whether such new designs turn out to be efficient in actual operation and, 
first and foremost, whether such further mechanizations and refinements of the 
cremation will demonstrate that they fulfill sufficiently the requirements of es- 
thetics and reverence, which are always stressed, with good reason, by the pro- 
ponents of cremation. 

The section of the muffle is more-or-less parabolic and thus ensures not only a 
solid brick structure but also favorable radiation conditions. 

The post-combustion grate consists of cast-iron bars with narrow slits (only 
about 4 mm wide) between the bars, and therefore only very fine and well-burnt 
particles can fall through into the ash receptacle. The latter is 420 mm wide and 
600 mm long. The post-combustion chamber as such is 550 mm high. Thus, it of- 
fers sufficient space for the combustion of the residue and of remnants of the 
coffin dragged along from the muffle. 

The necessary combustion air enters through a grate in the rear part of the fur- 
nace. It is well heated by passing through a system of channels in the furnace 
outlet. The discharge gases from the post-combustion are led to the main dis- 
charge line through a short collection channel. When the residue on the grate of 
the post-combustion chamber is completely consumed, the post-combustion 
grate, set in a wrought-iron frame and easily moved, is extracted with a pair of 
tongs. At this point the ashes are removed, falling automatically onto an inclined 
plane and into the ash collector placed at a convenient level in the basement. 
The outward shape of the furnace differs very favorably and markedly from the 
traditional shape of a cremation furnace. Its dimensions are smaller than those 
used in the past (width 2.20 m, length 3.10 m, height 1.70 m). The front surface 
is not truly rectangular; rather, the upper angles are bevelled to be more in 
keeping with the shape of the muffle. The sidewalls and the roof of the furnace, 
as is the introduction door, are clad in a most-agreeable and at the same time 
most-appropriate way by aluminum plates. Thus, the furnace is well-protected 
against any air leakage. 

The weight of the refractory material of the furnace has intentionally been kept 
low to make preheating easy. On the other hand, this makes a good insulation of 
the furnace mandatory. Therefore, the muffle is insulated along its entire length 
as well as at the top with a layer of pumice sand some 200-300 mm thick. Fur- 
thermore, the aluminum sheets of the furnace cladding are internally lined with 
Heraklit boards [fiber boards]. 
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To enable the draft channels to be properly cleaned, especially the flue duct be- 
low the muffle, a sufficient number of cleaning apertures have been provided. 

All the equipment for the operation of the furnace is arranged on the back of the 
furnace, the real workplace of the attendant. Here we have the two main burners 
and their controls with a [maximum] throughput of 25 m? per hour each, which 
cover the upper part of the muffle and are mainly used for preheating and for in- 
termediate heating between two cremations, normally needed only on occasion. 
There are also the two so-called hot-air diffusers, patented, which cover the 
floor of the muffle and have an hourly throughput of 5-6 m?; if necessary — for 
example in case of corpses burning particularly poorly — they can be operated 
even throughout the whole duration of the cremation without violating the gen- 
eral principles of cremation by generating a live flame. Finally, there is another 
burner with an hourly throughput of 5-6 m3 for the post-combustion. 

In practice, the hot-air diffusers are used occasionally in the morning to preheat 
the rear portion of the muffle and also quite often during the day to feed non- 
preheated air. The compressed air needed for the various burners — which were 
furnished by the Hamburg company Pharos — is produced by means of a blower 
with an hourly capacity of 360 m3 situated in an adjacent room and supplying 
air at a pressure of about 400 mm of water column. 

This blower feeds also the so-called cold-air diffusers, 20 in all, which supply 
combustion air to the muffle in an optimum manner via aluminum tubes, 8 for 
each sidewall and 4 in the upper portion. It has turned out that the two cold-air 
diffusers in the upper part of the furnace near the back are not indispensable for 
the practical operation of the furnace. Throughout the whole duration of the 
cremation, the air fed to the cold-air diffusers can be controlled as needed. After 
the combustion of the parts of the corpse which are consumed quickly, the valves 
of the air nozzles aimed at those parts are closed. These opening and closing de- 
vices are, again, located behind the furnace at the workplace of the attendant. 
The vents for the direct feed of secondary air to the two groups of 3 lateral draft 
channels are also manipulated from behind the furnace. Two peepholes located 
at different levels allow the attendant to observe the cremation process in the 
muffle clearly and comfortably; there is another such hole for viewing the post- 
combustion grate. The manipulation of the refractory lid of the post-combustion 
chamber already mentioned, as well as that of the post-combustion grate, is 
done here. 

To let the attendant know of any smoke emission and to give him the possibility 
of intervening immediately by adding air, the top of the chimney can be seen 
from the position of the operator by means of a pair of mirrors. The control of 
the smoke damper is likewise done from this position. The control and the ob- 
servation of the furnace are thus concentrated in a single location, which is of 
prime importance for the proper running of the installation. 

Among the other devices for the operation of the furnace, there is a ventilation 
system which not only serves the hall but also takes care — via a hood above the 
furnace door — of the elimination of any combusted gases which emerge occa- 
sionally when the coffin is introduced. 

Among the instruments for the control of the combustion, we have two electric 
pyrometers (Siemens & Halske system) — one in the front section of the furnace 
vault, the other in the vertical smoke duct — which record the respective temper- 
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atures automatically on a recorder likewise furnished by Siemens & Halske. The 
temperature of the muffle, moreover, can be followed by means of a normal in- 
dicator. If need be, the draft can also be measured by means of a manometer. 
Gas consumption is given by a gas counter. There is, furthermore, a recorder 
for the gas flow (system Hartmann & Braun). For control of the gas pressure, 
normally 60 mm [of water column], there is a gas-pressure gauge.” 

Wolfer then goes on to describe the operation of the furnace (1932b, pp. 162f.): 

“Once built, the furnace is heated with wood for drying out. As the construction 
work had not yet been terminated [on the remainder of the building] and as the 
furnace was to go into operation only after that, this was done without any haste 
over a period of 14 days. Towards the end of the drying-out, the burners were 
approved and adjusted; for those operations on the furnace, up to the first utili- 
zation of the furnace on Monday, October 19th, 1931, at 3 p.m., some 84 m? of 
gas were consumed. At that moment, the pyrometer gave a reading for the tem- 
perature of the muffle of 780°C. This temperature was strongly affected by the 
main burners then being used. The actual temperature of the furnace was cer- 
tainly lower, because the furnace was of course far from having reached a 
steady state. 
The first cremation required 25 m3 of gas. It was seen that the furnace was still 
quite humid; water leaked from all cracks in the form of steam or in drops. This 
state persisted throughout the first week, from October 19th through 24th, and 
even during the week following, October 26th through 31st, there were small 
signs of humidity.” 

The consumptions recorded during the first four weeks of operation were the 

following (average consumption per cremation): 


— first week (October 19-24), 15 cremations: 19.73 m3 per corpse 
— second week (October 26-31), 26 cremations: 7.27 m3 per corpse 
— third week (November 2-7), 26 cremations: 6.08 m3 per corpse 


— fourth week (November 9-14). 25 cremations: 7.04 m3 per corpse 

Wolfer furthermore published two charts for the cremations carried out on Oc- 
tober 23rd and 30th (Documents 81 and 82). The five cremations of October 
23rd were done at a time when the furnace had not yet reached a thermal steady 
state: no cremation had taken place the day before and the furnace temperature 
had dropped to 60°C; the gas consumption was therefore very high — 84 m3 — 
the average being 16.80 m? per cremation. The five cremations on October 30th 
were, on the other hand, carried out after the furnace had reached its thermal 
equilibrium: three cremations had been done the day before and the furnace 
temperature was still 350°C the following morning: gas consumption was there- 
fore very low: 19 m3, or 3.80 m3 per cremation. 

In February of 1932, with a greater load on the furnace (28 cremations per 
week) the average consumption dropped to 1.8 m3 per corpse, the equivalent of 
6,000 to 7,000 kcal. The old coke furnace had required 92 kg of fuel per corpse. 

The average duration of one cremation was about one hour. Smoke for- 
mation was minimal and could easily be contained via the furnace controls. 

With respect to the furnace structure, seen from an ethical point of view, the 
closure which separated the muffle from the post-combustion chamber was par- 
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ticularly important, precluding, as it must, the risk of mixing of ashes from dif- 
ferent corpses. From the thermal and economical point of view the essential in- 
novation was the combustion air feed to the muffle, which was designed in such 
a way that even after the disappearance of the coffin the air jets are still directed 
onto the remains of the corpse without impinging on the walls of the muffle. 

The insulation of the furnace can be considered generally good, even though 
on some parts of the aluminum cladding temperatures of 50 to 60°C were noted. 

The most-favorable introduction temperatures lay between 700 and 750°C, 
guaranteeing the immediate self-ignition of the coffin. During the cremations, 
the muffle temperatures fluctuated between 700 and 950°C. After a day of ac- 
tivity, the muffle still had a temperature of 300 to 350°C the following morning; 
after a day without activity it went down as far as 260 to 320°C. The ashes were 
in no way different from ashes obtained with other furnace systems, neither 
qualitatively nor quantitatively. 

Wolfer concludes his report by stating that the polemic against the Volck- 
mann-Ludwig Furnace was unfounded because the furnace represented “a well- 
devised new design that had proven itself in practical operation and was quite 
usable” and that it was “aesthetically as flawless as that of older designs” (ibid., 
p. 165). 

Obviously, other companies, too, designed gas-fired cremation furnaces: 

In 1931, Didier installed a gas-fired cremation furnace of a new design at the 
Berlin-Wilmersdorf Crematorium, which went into operation in July. Thanks 
mainly to a new combustion-air-feed system, along the lines of the Volckmann- 
Ludwig Furnace, the new furnace functioned practically without smoke and 
with a very low fuel consumption: Between August Ist, 1932 and March 4th, 
1933, 2,466 corpses were cremated with a total gas consumption of 3,098 m3 of 
gas, an average of 1.25 m3 per corpse. This was partly due to the very-large 
number of cremations in that crematorium — 2,500 to 3,500 per year — and an 
operation of the furnace of 16 hours per day (Kessler 1932, pp. 10-14). 

A few years later, in a response to ethical requirements for a non-manual 
removal of the ashes from the furnace, Didier designed and patented a tiltable 
cylindrical furnace, gas-fired, which allowed the ashes to drop directly into the 
um under the force of gravity when the furnace was raised to an upright position 
(Storl 1934, pp. 72-74). 

The Ruppmann Co. developed a furnace of a very-sophisticated design pa- 
tented on June 23rd, 1936 (Document 67). The claims of the patent cover 
(Deutsches Reich 1938b): 

“1. Cremation furnace for corpses, with grate, characterized by the fact that the 

grate is made up of alternating bars of varying height (b, c) and by the fact that 

at the same time the empty space of the furnace at the level of the bars has walls 

(d) strongly inclined towards the inside in such a way that at the level of the 

lower edge of the bars there is only a narrow gap (e) for the passage of the ash- 

es. 

2. Cremation furnace for corpses according to Claim I characterized by the fact 

that under the bars of the grate (b) are installed rotating valves (k) made of steel 

resistive to the high temperatures, or closures that can be extracted sideways 
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which split the grate and the post-combustion chamber (f) below into chambers 
(9, 10, 11, 12) which enable the combustion gases to be made to flow in a con- 
trolled way upward through one part of the grate and downward through the 
other. 

3. Cremation furnace for corpses according to Claims I and 2 characterized by 
the fact that for the combustion-air feed three groups of air vents at three differ- 
ent levels are provided, the first group (g) being situated at the level of the upper 
edge of the high bars of the grate (b), the second group (h) at the level of the up- 
per edge of the low bars of the grate (c), and the third group (i) at the lower 
edge of the bars of the grate and by the fact that each individual opening can be 
controlled separately. 

4. Cremation furnace for corpses according to Claims 1-3 characterized by the 
fact that, in order to bring about the well-known circulation of the combustion 
gases and the combusted gases, there is a blower (s) which takes in the combus- 
tible gases or the combusted gases via discharge vents (r) located in the vault of 
the cremation chamber and pushes them through diversion channels (v, w) as 
well as distribution channels (6, 7 and §) into the post-combustion chamber (f) 
from where the combustion gases or the combusted gases return cyclically into 
the cremation chamber passing in front of the bars of the grate with its burners 
or heating bars.” 


Noteworthy also is the design of the Swiss Company E. Emch & Co. of Winter- 
thur, which installed two gas-fired furnaces in the Ziirich Crematorium in the 
fall of 1932, replacing older coke-fired furnaces. They are described as follows 
by H. Henzi (Henzi 1934, pp. 63-65; Document 68): 


“The Emch furnace consists of a muffle, an ash channel, an ash chamber and a 
recuperator for the preheating of the combustion air by means of the hot dis- 
charge gases. The discharge gases flow into the furnace from the top down, 
countercurrently to the combustion air. The removal of the glowing ashes from 
the ash channel into the ash chamber is done in the Ziirich Furnace by means of 
a brush running on a rail. 

In two neighboring rooms, one of which was formerly used for coke storage, an 
almost-silent blower (Sulzer) is set up in suction for each furnace providing the 
draft needed for the cremation; the draft is adjusted to the variations of the de- 
mand by means of the chimney damper. The air vents and the chimney damper 
can be operated from a central location, i.e. from the first floor, where the gas 
burners and the instruments for the control of the furnace temperatures and of 
the draft are located. The small dimensions of the existing chimneys and the 
height of the furnace (4.5 m between the grate of the muffle and the smoke trap) 
have made necessary the blowers in suction, especially for the first phase of the 
cremation. Moreover, the chimneys have been shortened by 80 cm during the 
reconstruction of the furnaces to hide them from view from the front part of the 
crematorium. For the heating and the possible reheating during the final phase 
of the cremation, two GAKO turbulence burners have been installed (Gesell- 
schaft fiir Gas- und Kohlenstaubfeuerungen, Essen). They allow both the prima- 
ry and the secondary air to be controlled. 

The secondary air, moreover, on entering the furnace, passes through a tube in 
which there is a ‘distributor’; in this way it receives a high kinetic energy and 
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produces a long and wide flame. In order to obtain a good radiation, the tem- 
perature of the flame is taken only up to bright yellow. The two gas burners are 
located some 30 cm above the grate of the muffle in the front part of the furnace. 
To be on the safe side, in the first furnace, in the first discharge channels under 
the ash channel, two more burners had been installed simply to facilitate heat- 
ing. But it soon turned out that the two upper burners were sufficient for the 
task, and those burners were therefore dropped for the second furnace. In an ad- 
joining room is a pressure-control device for the gas, a safety valve which is 
closed when the flow of gas is interrupted, as well as two gas meters. The room 
is well ventilated to the outside and can be entered only through a door located 
on the ground floor of the furnace hall. The furnace hall itself can be ventilated 
easily and the service staff of the crematorium can enter and leave at any time.” 


Henzi then goes on to discuss the performance and the results of the operation 
of the new furnaces (ibid., p. 65): 


“After some minor difficulties earlier on, which were due to the training of the 
personnel with respect to the new fuel, the unit satisfied all interested parties 
and fulfilled expectations. In the Ziirich Furnaces a cremation takes one hour to 
one hour and a half on average. Hence, during the normal working shifts [of the 
operators] 6-7 cremations per day can be carried out without any difficulty. Dur- 
ing the construction period, with only one furnace being available, it was at 
times necessary to perform up to 9 cremations per day by having the personnel 
work overtime. The burners make only a very low noise, which cannot be heard 
in the hall where the funeral services take place. As the two blowers are located 
in separate rooms, the furnaces can function freely even during the funeral ser- 
vice. 

The gas consumption depends primarily on an experienced and attentive opera- 
tor, especially with respect to proper control of the chimney draft and of the air 
vents which must be constantly adjusted to the cremation process and therefore 
requires continual attention. It is also affected to a great extent by the particu- 
lars of the corpse, by the uniformity of the heating, and by the throughput load 
on the furnace. When the load is high, the amount of gas needed for heating av- 
erages out over several cremations and the average gas consumption, i.e. the 
consumption per cremation calculated over the span of one day, becomes small. 
The days from Tuesday through Friday show the most favorable consumption, 
with the furnace already having been in operation on Monday and therefore be- 
ing well warmed up. On Saturday cremations usually take place only in the 
morning; therefore, the specific consumption is a little higher on that day. 

By means of two temperature charts from the temperature recorder [Documents 
79 and 80], it is possible to verify the course of the cremation and the operation 
of the furnaces. The initial phase of a cremation requires a particularly high air 
feed and a strong draft of the chimney; on the temperature charts this shows up 
in a strong increase in the temperature of the discharge gases in the lower 
channels.” 


The two charts published by Henzi in the article cited cover 5 and 7 cremations, 
respectively, carried out on October 26th and 27th, 1933, with average con- 
sumptions of 28 and 26.9 m3 of gas for each cremation respectively. The tem- 
perature of the preheated air (lower curve) stayed around 200°C, that of the 
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combusted gases in the lower channels of the recuperator (middle curve) fluctu- 
ated between 350 and 500°C, whereas the muffle temperature (upper curve) 
held between 700 and 800°C (Documents 79 & 80). 

In the six months between July 1st and December 31st, 1933, 510 crema- 
tions took place in Furnace I on 112 operating days with an average consump- 
tion of 34 m3 of gas per cremation (about 136,000 kcal); Furnace II saw 288 
cremations on 92 days with an average consumption of 59 m3 of gas (about 
236,000 kcal) per cremation. In comparison, the coke-fired furnaces, which had 
been in service previously, had cremated 1,834 corpses with an average con- 
sumption of 112 kg of coke (about 784,000 kcal) for each cremation between 
January and November 1932. 

A third gas-fired furnace was installed at the Ziirich Crematorium in 1935 
(Document 69). It exploited the operational experience gathered in the mean- 
time with Furnaces I and II. 

The experiments done by Professor Schlapfer with those furnaces at that 
time show that the average CO2 content of the combusted gases was 4.5% in 
these furnaces, while that of Furnace III was 7% (Schlapfer 1937, p. 159). As 
the maximum CO: content was 17.9% (ibid., p. 151), the respective Excess Air 
ratios were 3.97 and 2.55 on average. 

Professor Schlapfer published various technical charts which are of particu- 
lar interest. Here we will examine those which give the CO> content in the com- 
busted gases during the cremation. 

Figure 9 (Document 70) shows the recordings made on November 30th, 
1932 for the muffle temperature, for the temperature of the discharge gases in 
the flue duct and for the CO2 content over five consecutive cremations done in 
Furnace II with air feed from above. Initially the CO content rose to 10% but 
later settled rapidly around 3 to 4%. 

Figure 10 (Document 71) shows measurements taken on February 27th, 
1936, on Furnace III with lateral air feed. Nine corpses were cremated on that 
day. The CO> content initially rose up to 16% but went down to 1% towards the 
end. 

Figure 11 (Document 72) represents the heat loss of the combusted gases in 
kcal/min and in % of the heat input from the combustion of the corpse over the 
same span of time in relation to the CO2 content of the combusted gases. We see 
that for a CO2 content of 4% the heat loss via the combusted gases is as high as 
the heat generated during the cremation (100%). 

Figure 13 (Document 73), on the other hand, illustrates the variations in the 
heat requirements per cremation as a function of the number of daily cremations 
for Furnaces II and HI. 

The heat balance of Furnace II for the tenth cremation is the following: 


— heat lost with the discharge gases: —177,000 kcal 
— heat loss due to radiation and conduction: —72,000 kcal 
— heat contribution from the corpse and the coffin: 150,000 kcal 


On balance, we have 150,000 — (177,000 + 72,000) = —99,000 kcal, or 99,000 + 
4,500 = 22 m3 of city gas (heat consumption for the tenth cremation). Here the 
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losses have been arrived at experimentally. The daily heat loss due to conduc- 
tion and radiation is 720,000 kcal. On Schlapfer’s chart, this heat is distributed 
over the number of cremations (actually, over the hours of operation of the fur- 
nace), and in this particular case, it amounts to 720,000 +10 = 72,000 kcal per 
cremation. 


5.3. Electrically Heated Furnaces 


As we have seen in Chapter III, the use of electricity was considered as early as 
the beginning of the last century and was then perfected and used for the first 
time in an actual cremation furnace in the 1930s. 

In April of 1930, the Swiss Confederation granted a patent for an electrically 
heated cremation furnace to Emch & Co. of Winterthur; the rights for Germany 
were ceded to J.A. Topf & Séhne of Erfurt. 

Friedrich Hellwig published a vertical cross-sectional view of this furnace 
(Document 74) and commented on it as follows (1931a, pp. 397f.): 


“On the side walls of the cremation muffle V there are heating elements H. Oth- 
er elements are located on the sides of the inclined planes and below the floor 
O. The combusted gases leave the muffle through the grate Ro downwards, then 
enter the lateral channels A, arriving in the post-combustion chamber N, and 
leave via the chimney K which is above the furnace. Between the smoke chan- 
nels A and the muffle are the recuperators Re, into which the fresh air flows 
from below, and arrives, after having been heated, in the cremation chamber via 
the slits B in the upper part of the muffle. 

The idea is that the furnace is heated during the night with cheaper electricity 
and thus needs only little additional current for the actual cremation. 

During heating, the chimney damper Kl and the fresh-air inlets of the recupera- 
tors must be closed, but in this phase the upper closure S of the muffle must be 
open. In this way, a continuous circulation of the air within the furnace is gen- 
erated, leading to the walls of the muffle starting to glow and the other parts 
heating up well. 

Before the first corpse is introduced, the chimney damper KI and the fresh-air 
inlets to the recuperator are opened. 

The total power of the heating elements, some 100 kW, is distributed over three 
groups: 

a) The vertical walls of the cremation chamber above the level of the coffin with 
a total height of 800 mm and a total radiating surface of 3.6 m? and an output of 
57 kW. 

b) The inclined sidewalls below the coffin with a height of 300 mm and a total 
radiating surface of 1.4 m? and an output of 21 kW. 

c) The floor of the muffle with a total surface area of 1.4 m? and an output of 21 
kW. 

This output allows the complete heating of the furnace in two and a half hours 
with an energy consumption of 200-250 kWh. For the subsequent cremations, 
which require 43 m? of gas on average, the consumption would be some 156 
kWh per cremation. 
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Group a) on the one hand and groups b) and c) on the other are separately con- 
nected to three lines, which allows them to be fed 42, 57 or 99 kW. Only parts b) 
and c) should be needed for the cremation and the reduction of the ash. 

As far as the structure is concerned, heating elements a) and b) are constituted 

by bricks with two longitudinal openings forming a unit which can be inserted at 

the points provided for it. The bricks mentioned have further openings towards 
the furnace chambers; the elements can therefore radiate directly. They are 

made of a special nickel-chromium alloy and are said to have a section of 80 

mm?, which would correspond to a diameter of 10 mm. They have a large ther- 

mal inertia to avoid any overheating that would be caused primarily by the 

flames. For using elements of this diameter they must be connected to a supply 
of about 100 volts. 

The layout of this furnace appears to be very sound, and the fact that during the 

preheating neither gases nor smoke is generated allows the furnace to be 

closed; the heat is thus accumulated totally, aside from radiation losses from the 
outside of the furnace.” 
In Europe the first electrically fired furnace was started up in the Biel Cremato- 
rium on August 31, 1933. Other furnaces of this kind were installed at Erfurt 
(December 1933), at Essen (October 1935) at Harrogate, England (October 
1936), at Croydon, England (May 1937) and at Semil, Czechoslovakia (July 
1937) (in that order; Phoenix 1938, p. 18). 

The electric furnace at Biel was built by Brown, Boveri & Co. of Baden, a 
company still active in this field today,*° under the supervision of Hans Keller, 
who had called for electrical firing already while doing his experiments with the 
coke-fired furnace. H. Keller has written two accounts on the performance of 
the experimental furnace at Biel (H. Keller 1934, abridged in H. Keller 1935a, 
pp. 65-70; H. Keller 1935c). I present a summary of the essential parts. 

As results from Documents 75 and 76 showing the vertical and horizontal 
sections of the old coke furnace (A) and the new electric furnace (B), the latter 
had a considerably lower volume, 11 m3 as against 80 m3 for the coke furnace. 
With respect to the duration of a cremation, H. Keller wrote (1935c, p. 3): 

“The duration of the cremation for an initial temperature of 700°C is 2 hours. It 
is thus a little shorter than for a coke furnace.“") This is due to the fact that the 
cremation takes place in pure hot air; hence, there are no gases acting against 
the combustion, except for nitrogen. The size of the corpse has little effect on the 
time, more on the speed at which the flame spreads and on the combustibility of 
the corpse. The great majority burns within two hours with an initial tempera- 
ture of 700°C. Cases in which the cremation is over in one and a half hours are 
very rare. Somewhat more frequent are cases in which the corpse does not burn 
easily and the cremation may take up to five hours.” 


On this point, he has some further remarks (1934, pp. 12f.): 


“There are corpses which burn easily and thus require a short time for the cre- 
mation. But there are other corpses that do not want to burn, requiring three 


40 The present name is BBC Brown Boveri AG (cf. Chapter 11). 
41 As reference point for the end of the cremation, Keller obviously assumes the moment at which the 
ashes are removed from the furnace. 
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hours and even longer. This variability shows up also in the composition of the 
gas and in the temperature. Corpses burning easily will initially produce up to 
16%, even 17% of CO2; with corpses that are difficult to burn, this value goes 
down to 4%. The cause of this interesting phenomenon is still unknown and re- 
quires further scientific research. 
In the case of a normal body, the duration for the electric furnace at Biel is 
around two hours. The CO2 content is 14-16% initially, stays at that level for 
about one-half hour, and then decreases continuously until the end of the crema- 
tion has been reached. Something similar can be said about the temperature. If 
the corpse burns well, the temperature rises from 700 to 1000°C and higher 
without additional heating of the cremation muffle. If the corpse belongs to the 
type that does not burn well, it is difficult to hold the temperature at 700°C. The 
same thing can be said about the formation of smoke. If smoke develops, the 
combustion is incomplete, heat generation and CO2 content are minimal, and 
the combustion temperature is low.” 
H. Keller had 23 temperature probes installed in the furnace; thanks to them, it 
was possible to observe the cremation process through all of its phases from the 
point of view of heat technology. He produced two charts covering three crema- 
tions (Documents 83 and 84). The six curves of these charts refer to the follow- 
ing temperature values: 


Curve 1: cremation chamber 

Curve 2: post-combustion channel 

Curve 3: combusted gases behind the furnace and in front of recuperator 

Curve 4: combusted gases behind recuperator 

Curve 5: combustion air behind recuperator 

Curve 6: combustion air behind the electric heating coils and in front of en- 
try into the cremation chamber 


The charts show that the combustion air entered the muffle at a temperature of 
600 to 700°C, and that was one of the reasons for the better combustion on the 
electric furnace. As Kessler noted, combustion in the electric furnace no longer 
took place only in the cremation chamber, but occurred essentially in the post- 
combustion channels. This resulted in a better heat distribution in the furnace, 
which contributed to an increase in its life (H. Keller 1935c, pp. 3f.). According 
to H. Keller’s results, energy consumption for the electric furnace was only 13 
to 14% of that of a coke-fired furnace (1934, p. 6). 

In the succeeding years, Brown Boveri & Co. designed a standard furnace 
(Document 77), from which the more-recent model of BBC Brown Boveri is 
derived. The structure of the new device is described by G. Keller (not to be 
confused with Hans Keller). It showed a performance positively superior to that 
of the first experimental furnace at Biel (G. Keller 1942, p. 4): 

“The cremation chamber, one meter wide, one meter high and two meters forty 

long, is divided by the grate placed on its longitudinal axis into the main crema- 

tion chamber and the ash-collection chamber. Alongside and below the ash-col- 
lection chamber are located the post-combustion channels in which the smoke 
combustion takes place. 
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This ash-collection chamber, surrounded on three sides by the well-heated post- 
combustion channels, holds the ashes until they are moved to the post-combus- 
tion grate in a glowing state; they thus burn out completely to the point of turn- 
ing white. The narrow gaps of the main grate prevent larger uncombusted parts 
from falling through. The smaller particles, mainly charcoal, which do not burn 
to completion in the ash-collection chamber, can be placed onto a shell-shaped 
post-combustion grate where they turn to ash. This post-combustion grate can 
be separated from the ash-collection chamber by means of a refractory plate, 
therefore a further cremation can be carried out in the main cremation chamber 
while the ash of the previous corpse burns out, and there is no mixing of ashes 
from the two corpses. 
The cremation air enters sideways above the grate and the combusted gases 
flow downwards through the grate into the ash-collection chamber; from there, 
through side channels below it, they flow into the recuperator and to the chim- 
ney. Jets of hot air directed at certain points in the post-combustion channels by 
means of nozzles reduce the formation of smoke. The great variation of bodies to 
be cremated with respect to the amount of combustible parts (which produce 
heat) requires appropriate measures for the control of primary air, fed to the 
main cremation muffle, and of secondary air, fed to the post-combustion chan- 
nels. 

Good preheating of the combustion air is, moreover, useful for the prevention of 

smoke and, at the same time, for a recovery of the cremation heat. This preheat- 

ing takes place in a metallic recuperator with spiral channels [Document 77, 

No. 3]. The combusted gases, which go to the chimney, flow through the inner 

channel of the coil from the center to the outside whereas the fresh air flows 

through the outer channel from the outside towards the center. The cooling of 
the combusted gases and the heating of the combustion air are shown on the 
temperature trace of a cremation, as well as on the complete temperature chart 
of a cremation. The good heat exchange of 40,000 kcal/hr in a piece of equip- 
ment only 0.25 m3 in size results from the opted-for high velocity of the gases 
and of the air. In order to reduce the pressure loss which occurs in the recu- 
perator, the static pressure of the fresh-air blower and that of the combusted 
gases was set sufficiently high.” 
G. Keller also published a temperature chart for four cremations in the cremato- 
rium at St. Gallen (Document 85), which shows a considerably shorter crema- 
tion time than was obtained with the Biel furnace: about one hour and twenty 
minutes. 

The consumption of electrical energy in this unit was extremely low, even in 
cases of isolated cremations: for example, data published by G. Keller for the 
Bern furnace show that in January and February of 1942, with 67 and 60 crema- 
tions respectively, the average consumption for one cremation was 12.47 kWh 
(ibid., p. 5). 

The electric furnace rapidly became the most potent competitor for the gas- 
fired furnace, and thus we also encounter polemics concerning the economies of 
the two heating systems, which involved Hans Keller directly as one of the ma- 
jor proponents of electric heating at that time (H. Keller 1935b, p. 176; Jordan/ 
Deringer 1936, p. 16). 
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By the beginning of the 1930s, coke-fired cremation furnaces with a gasifier 
had reached the pinnacle of their technical perfection but also began their inexo- 
rable decline: their destiny now was demolition’ or the retrofitting to gas firing 
(Repky 1932). 


6. The Duration of the Cremation Process 


Cremation is a physico-chemical process which for its completion requires a du- 
ration that may be called natural, in the sense that it is not possible to shorten it 
at will, whatever the furnace system used. 

This duration depends essentially upon the chemical composition of the hu- 
man body, whose protein structure strongly resists combustion, as has already 
been noted by the engineer Martin Klettner (see Unit II, Chapter 3) and has 
been confirmed by the specific scientific experiments run in England in the 
1970s, which we will discuss later. This is due to the body’s relatively high ni- 
trogen content, to its high ignition temperature, and to the chemical changes 
which the proteins undergo at higher temperatures, all being aggravated further 
by the fact that these substances are, as it were, immersed in the water of the 
human body to the effect that nothing will burn until this water has evaporated. 

In other words, a cremation which takes place under optimum conditions 
cannot proceed more quickly than the “natural” time needed for the progression 
of the combustion. In the same way, a cremation takes longer the more it is per- 
formed under non-optimal conditions, be that because of incompetent or negli- 
gent operation of the furnace, and/or because of inadequacies in the design or 
condition of the unit. In present-day gas-fired furnaces, this lower limit is about 
one hour (see Chapter 11). 

Before we look at the data found in the specialized literature, we must define 
what we mean by the duration of a cremation. Although it may be said that a 
cremation is over only when the ashes of the corpse are removed from the fur- 
nace, normally the duration of a cremation in a furnace not equipped with a 
post-combustion grate is the time elapsed between the introduction of the coffin 
into the cremation chamber and the transfer of the ashes from the inclined plane 
of the post-combustion chamber into the ash chamber where they will eventual- 
ly burn out. In a furnace with a post-combustion grate, such as the gasifier fur- 
naces built by Beck and Topf in the 1930s or the Volckmann-Ludwig gas-fired 
furnace, the reference time is given by the moment at which the glowing ashes 
are moved from the inclined plane of the post-combustion chamber or from the 
floor of the muffle to the post-combustion grate. 

However, even though this was contrary to Kessler’s ethical and profession- 
al norms drawn up in 1932 (see Chapter 8), some crematoria would introduce a 


” For example, the old coke-fired furnaces at the Hamburg Crematorium were replaced by the experi- 
mental gas-fired Volckmann-Ludwig Furnace as early as 1928 (Manskopf 1933); in the years 1937- 
1938, the old coke-fired furnace at the Dortmund Crematorium was torn down and replaced by two 
gas-fired Volckmann-Ludwig Furnaces (Kamper 1941). 
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subsequent corpse into the cremation chamber even as the residues from the 
previous body were still burning out on the inclined plane of the post-combus- 
tion chamber. Thus, two corpses were in the same furnace simultaneously, albe- 
it in separate chambers and in different phases of the cremation. As we have 
seen in the preceding chapter, such a procedure was standard practice in furnac- 
es like the Volckmann-Ludwig unit at Stuttgart, which had a lid for the isolation 
of the post-combustion chamber. 

The difference in the durations of cremations carried out in accordance with 
these two different criteria is not irrelevant, as is shown for example by Kess- 
ler’s observations with the experimental Volckmann-Ludwig Furnace at Ham- 
burg in 1931: on average, a cremation up to the transfer of the residues of the 
corpse from the plate at the floor of the cremation chamber (which, in this type 
of furnace, played the part of a grate) to the post-combustion grate for the final 
burn-out took about one hour in case of continuous operation of the furnace, but 
for the overall cremation (up to the final withdrawal of the ashes) Kessler rec- 
orded durations varying between 1 hour and 43 minutes and 2 hours and 45 
minutes (Kessler 193 1a, p. 37). 

In the experimental Volckmann-Ludwig Furnace, the solar plexus of the 
corpse did not burn completely in the cremation chamber but only on the post- 
combustion grate, therefore, when the next corpse was introduced into the cre- 
mation chamber, the cremation of the previous one wasn’t over yet. Heated by 
means of city gas as it was, this furnace could be run uninterruptedly and could 
carry out 20 to 22 cremations per day in 24 hours of continuous operation ac- 
cording to its designers (see Chapter 5). 

In furnaces not having a post-combustion grate it was no doubt possible to 
introduce the next corpse into the cremation chamber as soon as the residues of 
the previous one had dropped through the bars of the grate onto the inclined 
plane without waiting for them to burn out completely, even though this was not 
allowed for ethical and esthetic reasons. Still, if we are to believe the minimum 
times reported for the Schneider and Topf gasifier furnaces (45 minutes) in 
some crematoria, one has to assume that this rule apparently was not always fol- 
lowed. 

Not fulfilling this requirement — which specified that the residues of a corpse 
could only be moved when they were no longer aflame — was of course possible 
also in furnaces with a post-combustion grate, and so R. Kessler explains pre- 
cisely along those lines the stupendous results of the experimental furnace at 
Hamburg (2,500 corpses cremated in 7 months with a total consumption of 100 
m? of gas; Kessler 193 1a, pp. 37f.): 

“The administration of the Hamburg-Ohlsdorf C emetery generally assumes an 

average consumption of 7 m3 for a cremation. The operators receive a bonus 

amounting to half the cost of the gas in case of a lower consumption. Here we 
have, no doubt, a great risk for cremations to be run not in accordance with the 
rules. The operator is obviously interested in not letting the temperature of the 
furnace drop too far. This possibility exists mainly in the final phase of the cre- 

mation. If he feeds little air so as not to let the furnace cool and thus arrive at a 

savings, the end of the cremation is drawn out. If he speeds the cremation with 
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sufficient air feed, following his instructions to the letter, the furnace will cool 
and he has to supply more gas to heat it up again. That reduces his bonus. 
Therefore, there is the risk that, because of a disregard for the operating in- 
structions, the remains [of the corpse] are moved to the post-combustion grate 
already before all the combustible matter of the corpse has been consumed.” 


In the table below I have summarized the data for the average duration of a 
cremation in furnaces with a gasifier:” 


FURNACE SYSTEM | AVERAGE DURATION OF A CREMATION [hr] 
Siemens 1% 

Klingenstierna 1-1% 

Schneider %4—1Y% 

Ruppmann 1%4-1% 

Topf 4 — 1% 


In a publication concerning the Paris Crematorium of Pére-la-Chaise the follow- 
ing operating result of the years 1889-1893 are given (Préfecture... 1893, p. 
14.): 


1889 — FURNACE TOISUL & FRADET 


AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% >1% Average 

0-9 3 2 >) 5 / / 40 min. 
10-29 3 2 5 2 2 1 60 min. 
30-50 8 5 13 3 9 1 70 min. 

>60 9 4 13 / 11 2 75 min. 
Totals | 23 13 36 10 22 4 

1890 — FURNACE TOISUL & FRADET 

AGE SEX TOTAL DURATION OF CREMATION [h] 

Ly] M F <1 1-1% >1”% Average 

0-9 12 6 18 17 1 / 40 min. 
10-29 5 2 7 3 4 / 60 min. 
30-50 28 14 42 12 30 / 62 min. 

>60 34 20 54 10 Al 3 65 min. 
Totals | 79 42 121 42 76 3 

1891 — FURNACE FICHET 

AGE SEX TOTAL DURATION OF CREMATION [hrs] 

[yrs] M F <1 1-1% >1% Average 

0-9 8 5 13 12 1 / 38 min. 
10-29 2 6 8 5 3 / 58 min. 
30-50 49 15 64 38 25 1 59 min. 

>60 36 13 49 21 27 1 59 min. 
Totals | 95 39 134 76 56 2 


48 Beutinger 1911, pp. 106, 110, 113, 115; Topf 1926 (see Unit II, Chapter 2). In the Schneider Furnace 
at the Gotha Crematorium a cremation generally took 1 hr 15 min (Stadtvorstand Gotha 1928, p. 25). 
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1892 — FURNACE FICHET and subsequently TOISUL & FRADET 


AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% >1% Average 
0-9 9 4 13 12 1 / 38 min. 
10-29 6 6 12 6 4 2 63 min. 
30-50 | 55 23 78 27 45 6 66 min. 
260 35 21 56 26 27 3 64 min. 

Totals | 105 54 159 71 771 11 
1893 — FURNACE FICHET and subsequently TOISUL & FRADET 
AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% >1% Average 
0-9 6 7 13 13 / / 37 min. 
10-29 | 11 1 12 9 3 / 51 min. 
30-50 | 38 21 59 41 18 / 55 min. 
260 48 18 66 41 24 1 54 min. 
Totals | 103 | 47 150 104 45 1 


The data for the years 1891 and 1893 are at or even below the limit of the later 
operations and, if they are accurate,“ can only refer to the main combustion, not 
including the time needed for the post-combustion. This is evident already from 
a simple comparison with an extract of the report of the Municipal Construction 
Office of Stuttgart as authored by Prof. Robert Nagel concerning 48 cremations 
carried out between July 20th and September 15th, 1909, in the local Ruppmann 
furnace. The average duration of a cremation was 1 hour and 33 minutes, the 
minimum was | hour and 10 minutes and the maximum was 2 hours and 30 
minutes (Nagel 1922, p. 36). 

Paul Freygang adds more important technical data: Average consumption of 
coke for each cremation: 207 kg; chimney draft: 11.3 mm water column shortly 
before the introduction of the corpse and 10.8 mm after the cremation. The av- 
erage temperatures of the cremation chamber, exhaust and combustion air exit- 
ing the recuperator, as measured by thermocouples, are summarized in the fol- 
lowing table (Freygang 1914, p. 476): 


44 The data do not match charts drawn from data recorded by the furnaces’ instruments. 
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Temperatures [°C] 
ffl h air ducts 
Measuring time scidesekd (agile at left right 
Right before introduction 1002 547 442 421 
Right after introduction 997 612 416.5 | 389.5 
After 10 min. 975 656 401.5 | 372.5 
After 20 min. 968.5 872 391.5 | 369.5 
After 30 min. 972 671.5 393.5 | 373.5 
After 45 min. 979.5 658 398 376 
After 60 min. 986.5 639 410 389 
After 75 min. 989 620 417.5 | 397.5 
After 90 min. 982 608.75 421 402 
Shortly after end 973 596 409 402 


The furnace offered by the W. Miiller Co. to the Dachau Concentration Camp 
specified an average of 1 hour and 30 minutes for one cremation, according to 
the supplier. 

A survey carried out by Prof. Paul Schlapfer on the Swiss crematoria in the 
1930s yielded the following data for coke-fired furnaces (Schlapfer 1937, table 
outside of text): 


LOCATION YEAR BUILT | AVERAGE DURATION (hrs) 
Davos 1913 2 
Riiti 1929 an 
Solothurn 1924/25 2-3 
Olten 1918 1-2 
Neuchatel 1923 2 
Lugano 1916 1 
Schaffhausen 1914 1%-2 
Lucerne 1924 242-3 
Biel 1911 1-2 
Aarau 1912 242-3 
St. Gallen 1902 234 
St. Gallen 1926 1%-1% 


The figures quoted have only an indicative value, as they may have been affect- 
ed by motives of propaganda or competition. Hence, as an objective and unas- 
sailable reference point, I shall instead use the figures presented in a series of 
charts concerning cremations produced by technical measuring devices installed 
in the furnaces. The charts concerning the experiments performed by Richard 
Kessler, which we examined in Chapter 4, are particularly important in this re- 
spect. For these, we may rightly assume that the cremations took place under 
optimum conditions, not only because of the advanced design of the furnace 
(Gebriider Beck, Offenbach), but also because of the care exercised by Kessler 
in preventing leakage of air, because of the use of proper instruments to observe 
the cremation process throughout all of its stages, and because of the particular- 


45 Up to the removal of the ashes. 
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ly careful operation of the furnace under the supervision of a specialized engi- 


neer. 


The average duration of a cremation was 1 hour and 26 minutes in the case 
of coke, and | hour and 22 minutes in the case of briquettes. 


Let us now look at the individual charts. 


6.1. Cremation Furnace with a Coke-Fed Gasifier 


Chart No. 1 (Documents 47f.) 


Furnace design: 
Location: 
Number of consecutive cremations: 
Start of first cremation: 
End of last cremation: 
Total duration of cremations: 
Average duration of one cremation: 
Duration of the individual cremations: 

1) from 9:30 to 11:13 = 

2) from 11:14 to 12:55 = 

3) from 12:58 to 14:10 = 

4) from 14:15 to 15:31 = 

5) from 15:34 to 16:39 = 

6) from 16:40 to 18:38 = 

7) from 18:38 to 19:56 = 

8) from 20:00 to 21:00 = 
Duration of shortest cremation: 


Chart No. 2 (Document 78) 


Furnace design: 

Location: 

Number of consecutive cremations: 
Start of first cremation: 

End of last cremation: 

Total duration of cremations: 
Average duration of one cremation: 
Duration of shortest cremation: 


Gebriider Beck, Offenbach 
Dessau 

8 

9:30 AM 

9:00 PM 

11 hr 30 min 

1 hr 26 min 


1 hr 43 min 
1 hr 41 min 
1 hr 12 min 
1 hr 16 min 
1 hr 05 min 
1 hr 58 min 
1 hr 18 min 
1 hr 

1 hr 


not indicated 

not indicated 

3 

10:30 AM 

3:45 PM 

5 hrs 15 min 

1 hr 45 min 

1 hr 15 min (child) 


6.2. Cremation Furnace with Briquette-Fed Gasifier 


Chart No. 3 (Documents 49f.) 


Furnace design: 

Location: 

Number of consecutive cremations: 
Start of first cremation: 

End of last cremation: 


Gebriider Beck, Offenbach 
Dessau 

8 

9:00 AM 

8:00 PM 
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Total duration of cremations: 11 hrs 
Average duration of one cremation: 1 hr 22 min 
Duration of individual cremations: 
1) from 9:00 to 10:44 = 1 hr 44 min 
2) from 10:45 to 12:00 = 1 hr 15 min 
3) from 12:00 to 13:30 = 1 hr 30 min 
4) from 13:34 to 14:45 = 1 hr 11 min 
5) from 14:45 to 16:02 = 1 hr 17 min 
6) from 16:02 to 17:15 = 1 hr 13 min 
7) from 17:18 to 18:20 = 1 hr 02 min 
8) from 18:20 to 20:00 = 1 hr 40 min 
Duration of shortest cremation: 1 hr 02 min 


6.3. Cremation Furnace Heated with Gas 


Chart No. 4 (Documents 51f.) 


Furnace design: Gebriider Beck, Offenbach 
Location: Dessau 
Number of consecutive cremations: 8 
Start of first cremation: 8:22 AM 
End of last cremation: 6:00 PM 
Total duration of cremations: 9 hrs 38 min 
Average duration of one cremation: 1 hr 12 min 
Duration of individual cremations 
1) from 8:22 to 9:30 = 1 hr 8 min 
2) from 9:31 to 10:30 = 59 min 
3) from 10:32 to 11:39 = 1 hr 7 min 
4) from 11:40 to 12:32 = 52 min 
5) from 12:35 to 13:55 = 1 hr 20 min 
6) from 13:56 to 15:12 = 1 hr 16 min 
7) from 15:14 to 16:39 = 1 hr 25 min 
8) from 16:41 to 18:00 = 1 hr 19 min 
Duration of shortest cremation: 52 min. 


Chart No. 5 (Document 79) 


Furnace design: E. Emch & Co., Winterthur. 
Location: Ziirich 

Number of consecutive cremations: 5 

Beginning of first cremation: 8:00 AM 

End of fourth cremation: around 3:45 PM 

Total duration of cremations: 7 hrs 45 min 

Average duration of one cremation: 1 hr 56 min 


46 As the end of the last cremation is not clearly indicated, we shall ignore it here. 
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Chart No. 6 (Document 80) 


Furnace design: E. Emch & Co., Winterthur 
(modified design) 

Location: Ziirich 

Number of consecutive cremations: 7*6 

Start of first cremation: around 8:50 AM 

End of last cremation: 5:00 PM 

Total duration of cremations: 8 hrs 10 min 

Average duration of one cremation: 1 hr 21 min. 


Chart No. 7 (Document 81) 


Furnace design: Volckmann-Ludwig 
Location: Stuttgart 

Year: 1931 

Number of consecutive cremations: 5 

Start of first cremation: around 9:50 AM 
End of last cremation: around 5:20 PM 
Total duration of cremations: about 7 hrs 30 min 
Average duration of one cremation: about 1 hr 30 min 


Chart No. 8 (Document 82) 


Furnace design, location, year: as above 

Number of consecutive cremations: 5 

Start of first cremation: around 10:45 AM 
End of last cremation: around 5:35 PM 
Total duration of cremations: about 6 hrs 50 min 
Average duration of one cremation: about | hr 22 min. 


6.4. Cremation Furnace Fired Electrically 


Chart No. 9 (Document 83) 


Furnace design: Brown, Boveri & Co., Baden 
(prototype) 

Location: Biel 

Year: 1934 

Number of consecutive cremations: 1 

Duration of the cremation: around 2 hrs 38 min. 


Chart No. 10 (Document 84) 


Furnace design, location, year: as above 
Number of consecutive cremations: 2 
Total duration of cremations: about 4 hrs 8 min 


Average duration of one cremation: about 2 hrs 4 min. 
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Chart No. 11 (Document 85) 
Furnace design: 

Location: 

Year: 


Number of consecutive cremations: 


Total duration of cremations: 


Average duration of one cremation: 


Chart No. 12 (Document 54) 


Furnace design: 

Location: 

Year: 

Duration of shortest cremation: 


Chart No. 13 (Document 55) 
Furnace design: 

Location: 

Duration of shortest cremation: 


Chart No. 14 (Document 56) 


Furnace design, location: 
Year: 


Durations of the individual cremations: 


1) from 10:03 to 11:30 = 
2) from 14:18 to 15:50 = 
3) from 8:28 to 10:15 = 


Chart No. 15 (Document 57, upper chart) 


Furnace design, location: 
Year: 

Start of cremation: 

End of cremation: 
Duration of cremation: 


Chart No. 16 (Document 57, middle chart) 


Furnace design, location: 
Year: 

Start of cremation: 

End of cremation: 
Duration of cremation: 


Chart No. 17 (Document 57, lower chart) 


Furnace design, location, year: 
Start of cremation: 


as above 

St. Gallen 

1942 

4 

5 hrs 20 min (effective) 
about | hr 20 min. 


Brown, Boveri & Co., Baden 
Biel 

1940 

about 1 hr 10 min. 


as above 
Biel 
about | hr 10 min. 


as above 
1943 


lhr 27 min 
1 hr 32 min 
1 hr 47 min 


as above 
as above 
11:03 AM 
12:05 PM 
1 hr 2 min. 


as above 
as above 
1:33 PM 
2:50 PM 
1 hr 17 min. 


as above 
11:00 AM 
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End of cremation: 12:05 PM 
Duration of cremation: 1 br 5 min. 


Incineration lists of crematoria are no doubt reliable documents as well. Here I 
present an extract from a list of the Bielefeld Crematorium covering 26 crema- 
tions that took place between 5 and 23 December 1941 (Document 86). The ma- 
jority of those cremated were detainees from the Wewelsburg Concentration 
Camp. The list is in conformity with the decree of the Reich Ministry of the In- 
terior of August 10th, 1938 (see Chapter 8). The Bielefeld Crematorium was 
started up in 1938 and was coke-fired. The duration of the consecutive crema- 
tions is shown in the table below (the letter “W7” indicates that it concerned the 
cremation of a Wewelsburg inmate). 


December 5, 1941 
No. 1289 from 9:30 AM to 10:30 AM= 1 hr W 


No. 1290 from 10:30 AM to 1:00 PM = 1 hr 30 min W 
No. 1291 from 1:00 PM to 3:00 PM = 2 hrs 
No. 1292 from 3:00 PM to 5:00 PM = 2 hrs 


December 10, 1941 


No. 1294 from 8:30 AM to 10:00 AM = 1 hr 30 min W 
No. 1295 from 10:00 AM to 11:30 AM= 1 hr 30 min W 
No. 1296 from 11:30 AM to 2:00 PM = 2 hrs 30 min 
No. 1297 from 2:00 PM to 4:45 PM = 2 hrs 45 min 


December 15, 1941 


No. 1299 from 9:00 to 10:30 AM = 1 hr 30 min W 
No. 1300 from 10:30 AM to 12:00 PM= _—s11 hr 30 min W 
No. 1301 from 12:00 PM to 2:00 PM = 2 hrs W 

No. 1302 from 2:00 PM to 3:30 PM = 1 hr 30 min W 
No. 1303 from 3:30 PM to 4:30 PM = 1 hrW 
December 18, 1941 

No. 1305 from 8:00 AM to 9:30 AM = 1 hr 30 min 
No. 1306 from 9:30 AM to 11:00 AM = 1 hr 30 min W 
No. 1307 from 11:00 AM to 12:00 PM= 1 hr W 

No. 1308 from 12:00 PM to 1:30 PM = 1 hr 30 min W 
No. 1309 from 1:30 PM to 3:15 PM = 1 hr 45 min W 
No. 1310 from 3:15 PM to 4:15 PM = 1 hrW 

No. 1311 from 4:15 PM to 5:15 PM = 1 hrW 
Average duration of one cremation: 1 hr 30 min 
Duration of shortest cremation: 1 hr. 


In the 1970s, scientific experiments were done in England with the aim of iden- 
tifying the most-important factors having an influence on the cremation process. 
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The results were read at the annual convention of the Cremation Society of 
Great Britain in July of 1975. 

The experiments were done along two lines: a preliminary investigation in 
the Breakspear Crematorium at Ruislip, and a full investigation in the Chander- 
lands Crematorium at Hull. The researchers conducting the experiments initially 
selected the following factors to be considered: the fuel, the type of furnace, the 
dimensions of the coffin (and of the corpse), the hygienic treatment (embalm- 
ing) of the corpse, the cause of death, the furnace operator, and the use of dif- 
ferent furnaces. The effects of varying technical factors were reduced by adopt- 
ing the same gas-fired furnace (Dowson & Mason Twin Reflux Cremator) and 
the same furnace operator at both locations (Jones 1975, p. 81). 

Taking into account these factors, 200 to 300 cremations were observed, and 
the data gathered were handed to the statistician of the group for a preliminary 
report. This analysis showed that, out of the factors considered initially, only 
four were significant: the age and the gender of the deceased, the cause of death 
and the temperature of the furnace. On the basis of these findings, the research 
was continued at the Hull Crematorium. Here it was found that the really deci- 
sive factors were the maximum temperature of the furnace and the gender of the 
deceased. The results obtained were incorporated into a chart by the statistician 
(Document 87), which one of the researchers, Dr. E. W. Jones, comments upon 
as follows: 

“From his graph he [the statistician] was able to tell us (we felt this to be rather 

interesting) that there is a maximum point, or rather a minimum point, of incin- 

eration time below which it is impossible to go, and our statistician defined this 
as a thermal barrier that, because of the make, the nature of human tissues, you 
cannot incinerate them at a rate which is below round about 63 minutes.” 
Some corpses may burn even within 60, 59 or 58 minutes: this is the lower limit 
of the thermal barrier (ibid., p. 88). 

The chart shows that the duration which comes closest to the thermal barrier, 
set at 60 minutes, corresponds to a temperature of 800°C. When the temperature 
is raised to 1,000°C, the duration of the cremation rises to 67 minutes, and then 
drops again to 65 minutes at 1,100°C. At higher temperatures, which were not 
investigated, the duration should eventually fall and should drop below the 
thermal barrier at super-high temperatures. If one wanted to reduce the crema- 
tion time to 20 or 15 minutes — says Dr. Jones — it would be necessary to devise 
a furnace capable of running at 2000°C. 

Then Dr. Jones adds (ibid.): 
“Our statistician colleague did some work, he looked into the records of crema- 
toria in Germany during the last war, and it would appear that the authorities 
there were presented with a similar problem — that they came up against a ther- 
mal barrier. They could not design a furnace that reduced the mean incineration 
time to a very practical effective level. So we started to look at why there is this 
thermal barrier with human tissues.” 


The conclusion of the researchers is that the proteins of the human body under- 
go a chemical change when heated to 800 to 900°C, dissociating and recombin- 
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ing to form “that can only be described as a hard crust” which resists the pro- 
cess of cremation (ibid.). 

I wish to add that the first part of the chart which covers the temperature of 
400 to 600°C cannot correspond to actual experiments — because the ignition 
temperature of the heavy hydrocarbons which form during the gasification of 
the corpse is about 650°C — unless these temperatures are not the maximum 
temperatures but the temperatures at the moment of the introduction of the cof- 
fin. 

While we are able to say, in a nutshell, that the cremation time has a lower 
limit of about 60 minutes and that this is an undeniable fact, we must stress, 
though, that this is not an absolute but a general limit: it refers to the average 
duration of several cremations, rather than to any single one. This appears clear- 
ly in Chart No. 4 where the shortest time (52 min) is below the limit, but the av- 
erage duration of the cremations (1 hr 12 min) is well above it. 

In any case, as the cremation time depends also on the mass of the corpse, it 
is obvious that, for any given combustion rate, the cremation of a normal corpse 
of lower mass takes less time. Here, of course, we are not speaking of a lean 
corpse as opposed to a fat one, but of a small body having, in proportion, the 
same fat and protein content of a normal body. 

In the furnaces with a gasifier, as Kessler has shown in his experiments, the 
lower limit is about 80 to 85 minutes. 


7. Heat Balance of a Coke-Fed Cremation Furnace 


The consumption of fuel of a cremation furnace depends essentially on the de- 
sign of the furnace, the cremation process, the frequency of cremations, the 
composition of the corpses, and the management of the furnace. 

The design of the furnace is important because a more-massive structure ab- 
sorbs a greater amount of heat before the thermal steady state is reached. For 
example, the Siemens Furnace at the Gotha Crematorium required 1,500 kg of 
lignite for the first cremation, the Schneider Furnace needed 400 to 500 kg of 
coke, and the Klingenstierna Furnace consumed 280 to 400 kg of coke (Heepke 
1905b, p. 20). 

Furthermore, as results from Schlapfer’s charts for the temperature profile in 
the walls of a muffle at various stages of the preheating process (Documents 
88f.), a well-insulated furnace loses less heat through convection and radiation 
than a poorly protected one. From the studies run on the furnaces of the Ziirich 
Crematorium in the 1930s one can see for example that the first two furnaces, 
poorly insulated, lost 720,000 kcal over 24 hours, whereas the third one, better- 
insulated, lost only 480,000 (Schlapfer 1938, p. 154). 

The feed system and the temperature of the secondary combustion air are al- 
so of great importance. The design of the furnace being dependent on the type 
of cremation process, the process type affects indirectly also the consumption of 
fuel. As I have mentioned, by cremation process type I mean the way in which 
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the combustion products of the gasifiers are put to use. There are three different 
cremation process types: 


— indirect: the combustion products of the gasifier do not have direct contact 
with the corpse; 

— semi-direct: the combustion products of the gasifier are in contact with the 
corpse only in the final stage of the cremation; 

— direct: the combustion products of the gasifier are in contact with the corpse 
throughout the cremation. 


The indirect process is based on the cremation system using purely hot air, as 
invented by F. Siemens, which we have discussed in Chapter 3 and which is ob- 
viously the most-expensive one. 

The experiments carried out by R. Kessler in the gas-heated furnace showed 
for two consecutive cremations a consumption of 398 m3 of gas for the indirect 
cremation, of 156 m3 of gas for the semi-direct method, and of 137 m3 of gas for 
the direct cremation (Kessler 1927, No. 11, p. 177). 

The number of consecutive cremations has an overriding effect on the fuel 
consumption. If, in fact, only one cremation takes place in a given furnace in the 
span of one day, the consumption of fuel for the purpose of bringing the furnace 
up to the operating temperature is totally assigned to that cremation. If, instead, 
several consecutive cremations are carried out, the initial consumption is evenly 
allocated to all cremations, and the apparent average consumption for any one 
cremation drops considerably. This may be seen clearly from Schlapfer’s chart 
for the coke consumption per cremation for several consecutive cremations 
(Documents 90, 90a). It shows that some 415 kg of coke were needed for the 
first cremation starting with a cold furnace, but for 20 cremations in succession 
on average only 37.5 kg of coke were need for each cremation. This means that 
20 discontinuous cremations run at intervals of several days would consume a 
total of 8,300 kg of coke as compared to a consumption of only 750 kg if run in 
succession. 

The compositions of the corpses also affect the cremation process and hence 
the fuel consumption, because corpses contribute more or less heat to the muffle 
on account of their varying amounts of fat and proteins. According to Hellwig, 
out of 100 corpses, 65 will burn normally, 25 burn with difficulty, and 10 with 
great difficulty (Hellwig 1931a, p. 373). As we have seen in Chapter 5, corpses 
that burn well generate up to 16 or 17% of CO> in the early phases of the crema- 
tion, while for difficult corpses the CO2 content drops to 4%, which corresponds 
to a much-higher Excess-Air ratio. 

Finally, the way a furnace is operated has a major effect on heat economy as 
well: erratic or inattentive operation can lead to a doubling of the fuel consump- 
tion, as happened in the Dessau Crematorium according Kessler’s account, prior 
to his scientific cremation experiments. 

Calculating the theoretical heat balance of a cremation furnace with a coke- 
fed gasifier is a very difficult problem, because in practice many variables arise 
which cannot be predetermined theoretically, but the way the furnace is operat- 
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ed has to be adjusted to them from time to time. H. Keller observed quite cor- 
rectly (H. Keller 1928, p. 30): 


“There is no technical combustion device for which the difference between the 
amount of heat theoretically needed and the amount used is as large as in a 
cremation furnace.” 


Various ways of calculating the heat balance have been proposed in the expert 
literature. Let us look at the most interesting ones: 
The engineer Fichtl argues as follows (Fichtl 1924, p. 395): 


“In the furnaces for cremating animal carcasses, such as those being used in 
Stockyards or similar, the fuel consumption is based more-correctly on the 
weight (in kg) of the material cremated, and here, in fact, a fuel consumption 
corresponding to 15-20% of the weight of the material to be cremated (offal) is 
considered adequate. This latter principle has also been demonstrated in unas- 
sailable acceptance tests concerning such furnaces for animal carcasses. If this 
is applied to cremation furnaces, a coke consumption of 12-16 kg results for a 
human body weighing 80 kg on average and assuming a continuous operation. 
On the basis of certain hypotheses whose validity, however, cannot be irrefuta- 
bly verified, one can also calculate the fuel consumption needed theoretically for 
the thermal destruction of a human body. The flesh, the main constituent of our 
body, consists of 70-80% of water, as is well known; the remainder is made up 
of 17-21% of protein substances (nitrogenous substances), of 1-3% of fat and of 
1% of salts (mineral elements); its specific heat is about 0.8 WE/kg/°C [sic; WE 
= Warme-Einheit= heat unit = kcal]. As the destruction of the body takes place 
at a fairly constant temperature of 1000°C, the heat needed in this case amounts 
to 80 - 0.8 - 1000 = 64,000 kcal, the equivalent of 64,000~ 3,000 = 21 kg of 
coke; here, however, it is assumed that the specific heat stays constant over the 
temperature range between 0 and 1000°C, which has not yet been demonstrated 
experimentally, and also that the decomposition of the body sets in only at a 
temperature of more than 1000°C. Another approach, by way of the heat needed 
for vaporization and superheating of the body water, arrives at a similar result 
in the following manner: 

75 63,000 

100 ° 3,000 
In these attempts to arrive at the minimum fuel consumption via computations, 
one has not considered the heat contribution of those materials which burn to- 
gether with the body, such as the wood of the coffin, the mattress of wood shav- 
ings, the garments etc., nor that of the inner substances, such as the fat or simi- 
lar tissue, which produce further heat during the combustion. This heat supply 
to the furnace — which translates into an increase in the temperature of the dis- 
charge gases by 50-100°C — should be approximately 15,000-20,000 kcal for 
each corpse and should be deducted from the 60,000-65,000 kcal calculated 
above, if it were not for an amount of air, difficult to define but needed for an 
odorless and smokeless cremation, which must also be heated up from ambient 
temperature to that of the furnace. This happens primarily in the channels of the 
recuperator and therefore, for our purposes, we do not have to compute it. All 
told, the amount of coke theoretically needed for the cremation of a human body 
can be considered to be 


80 «(600 + 0.5 - 900) = [63,000] = 21 kg of coke. [42] 


112 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 


64,000 — 15,000 _ 50,000 
3,000 ~ 3,000 


The heat content of the coke (metallurgical or from coke furnaces) burning in 
the gasifier is assumed here to be 6,000 kcal{/kg] and its efficiency in the crema- 
tion furnace to be 50%. This latter value, however, would be too high for the 
furnace systems built so far. The temperature of the combusted gases has been 
shown to be 500-700°C in repeated investigations, hence extremely high, while 
the CO2 content proved to be very low, around 3-4%. The high temperatures of 
the discharge gases in cremation furnaces are in a way an inconvenient yet inev- 
itable characteristic that cannot easily be avoided because of the high tempera- 
ture — 1000°C — which must be maintained in the cremation muffle with its con- 
siderable mass of refractory materials storing heat, and because of the relatively 
short path between the muffle and the smoke trap. From the point of view of 
combustion technology, it would be easy to reduce the temperature of the dis- 
charge gases to 200-300°C with larger heated surfaces in the recuperators and 
with preheaters using the discharge gases. But in the first case, instead of losing 
the heat through the chimney, the result would only be a heating up of the re- 
fractory material or of the baffles in the recuperator. As the recuperator has an 
insulating effect downwards on the muffle during operation, this would yield on- 
ly a slight economic gain, while during the warm-up phase and the inactive pe- 
riods it would lead to an undesirable heating of the ambient air in the furnace 
hall. 
The use of the discharge gases in preheaters for central heating or other such 
applications would face insurmountable difficulties of the type already men- 
tioned [i.e. against the requirements of respect], and considering that the crema- 
tion process from this point of view has so far been flawless, it is best not to ex- 
plore such venues. Hence, the heat losses via the discharge gases amount to 50- 
60% from the start. Furthermore, the furnaces now in operation transmit an ex- 
cessively high and very-much-noticeable amount of heat to their surroundings 
by conduction and radiation of the furnaces’ surfaces. With a space heater, for 
example, this would be an advantage, but here it must be considered a loss. This 
is due to the relatively weak insulation between the large mass of refractory ma- 
terial inside the furnace, at red heat, and the rather-thin outside walls. There- 
fore, temperatures of 60-80°C are not uncommon, and even-higher values may 
occur on the vault of the furnace and on the rear wall of the recuperator with its 
many steel-faced access ports. The heat losses by radiation and conduction from 
the surfaces of the furnace can therefore be calculated to be around 25-30%. 
Practically then, leaving aside the inevitable losses through incombustibles and 
furnace residues, we have at best an efficiency of 10-20%, so that the effective 
consumption of fuel for one corpse, as calculated, can be taken to be 
50,000 
600 to 1,200 
This result, when compared to the average values for the fuel consumption ac- 
tually recorded in practice, appears however somewhat high, even for an indi- 
rect-cremation process. 
Tilly has used a different and more-precise method to arrive at a heat bal- 
ance (Tilly 1926a, pp. 134ff.): 


~ 16-17 kg [43] 


= 85 to 42 kg.” [44] 
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“In what follows, the basis of the calculation is a human body of 70 kg. If we as- 
sume an average water content of 65%, we must evaporate a total amount of 
0.65 + 70 = 45.5 kg of water at atmospheric pressure, which requires a heat 
supply of 45.5 - 600 = 27,300 kcal. As the body contains 35 % of solids and only 
30% of combustible substances, 0.3 - 70 = 21 kg of matter is available for the 
cremation process. According to Professor Zuntz, this matter consists of 52% 
carbon, 7% hydrogen, 23% oxygen, 1% sulfur and 17% nitrogen, which yields 
the following composition: 

0.52-21= 10.92 kg carbon 

0.07:-21= 1.47 " hydrogen 

0.23-21= 4.83 " oxygen 

0.01-21= 0.21" sulfur 

0.17-21= 3.57 "nitrogen 

Total 21.00 kg substance 

The air needed for the combustion of those elements can be calculated with the 
known equation”! 


(2.667 - 10.92) + (8 - 1.47) + 0.21 — 4.83 
1.43 -0.21 


at 0°C and 760 mm Hg, hence, for an excess of air of 50% we have about 185 m3 
of air at O°C and 760 mm Hg. In direct cremation, this volume of air is heated 
by the combustion products to about 950°C, requiring (185 - 1.293 - 0.237 - 950) 
= 54,000 kcal. The water vapor generated by the corpse is likewise superheated 
to 950°C, the corresponding consumption of heat is (45.5 - 0.47) - (950 — 100) = 
18,000 kcal. The heat generated by the oxidation of the elements mentioned 
above can be arrived at by means of the well-known equation: 


= 123 m3 of air [recte 121 m3] [45] 


(8,100 - 10.92) + 29,000 « (1.47 — i )+ (2,500 - 0.21) — (600 - 45.5) 
= 86,907 kcal [actually 86,798 kcal] [46] 


Here, 27,300 kcal have been deducted for the evaporation of the water. 

Let us now look at the two ways in which, by choice, the cremation of a human 
body proceeds. 

First case: The corpse is brought directly into contact with the products of the 
combustion [of the gasifier] together with the excess air. The temperature of the 
hearth of a cremation furnace is about 1,300°C, with the temperature of the re- 
fractory material of the hearth, of the collecting channels, of the grate, of the 
ash chamber, and of the cremation chamber being taken to be 1,100°C. The 
temperature of the air must not drop below 800°C, therefore one may assume an 
average temperature of 


(1,100 + 800) +2 = 950°C. 


The mass of the brickwork of refractory material may be taken to be 6,500 kg for 
one of the usual furnace designs. A heat amount of 


— 
a 


The equation (2.67 C + 8 H + S — O)/1.43 - 0.21, which has in the numerator the weight (in kg) of ox- 
ygen needed for the combustion, in the denominator the transformation index for changing from 
weight (kg) to volume (Nm+) and the vol.% of oxygen in air (approx. 21%), to compute the amount of 
air needed. 
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6,500 - 0.21 - 1,100 = 1,500,000 kcal 


is needed to bring it to 1,100°C. 
Now, for the fuel consumption the following computation applies, depending up- 
on whether one, five, twelve or twenty corpses are cremated in succession: 


a) heating of refractory wall: 1,500,000 Cal. 
b) heating of combustion air: 54,000 Cal. 
c) superheating of steam: 18,000 Cal. 

1,572,000 Cal. 
subtracting the heat generated by the corpse: 86,907 Cal. 


Hence to be provided for the cremation of one corpse: 1,485,093 Cal. 


which is the heat to be supplied for one cremation; assuming 3,500 kg for each 
kg of coke (taking into account the large heat losses via the discharge gases) 
this corresponds to an amount of coke of 1,485,093 + 3,500 = 420 kg. 
As the heat generated by the body covers the heat required for the cremation, we 
can assume that, after the cremation of the first corpse, no heat is removed for 
this from the refractory wall, and only the heat needed to get the refractory 
brickwork to the operating temperature is considered in proportion, plus the ad- 
ditional heat needed to compensate for the natural losses due to cooling. On the 
basis of the operational results at Berlin and Dortmund, these [losses] can be 
taken to be 100% if more than five corpses are cremated in succession. 
Hence, for the cremation of five corpses we have a fuel consumption of 85 kg 
each, for 12 corpses a consumption of 71 kg (with an additional requirement of 
100% for the heat losses due to cooling)*®! and for 20 corpses, including a cor- 
responding increase, a consumption of 43 kg each. These figures are in good 
agreement with practical results, as shown by a comparison between the results 
obtained at the Berlin and Dortmund Crematoria and the above computations: 
For one cremation: 420 kg per computation 
480 kg per Dortmund data 
For five corpses: 85 kg per computation 
80 kg per Dortmund data 
For twelve corpses: 71 kg per computation 
75 kg per Berlin-Wilmersdorf data 
For twenty corpses: 43 kg per computation 
38 kg per Berlin-Wilmersdorf data 
Second case: The corpse is in contact with hot air only, all of the refractory 
brickwork is brought to 1,100°C by the combustion products of the hearth. A re- 
cuperator of 8,200 kg has been provided for heating the air. Considering the 
preheating of this device by means of discharge gases, the [heat] requirements to 
reach the operating temperature are: 


48 i.e. (420 + 12) = 35 kg, plus 100% for the heat losses = 70 kg. 
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a) 8,200 - 0.21 - (1,100 — 500) 1,000,000 Cal. 

b) plus the heat necessary for the remainder of the re- 

fractory brickwork as in the first case 1,500,000 Cal. 

c) same for heating of air 54,000 Cal. 

d) same for superheating the steam 18,000 Cal. 
2,572,000 Cal. 

Less the heat produced by the corpse —86,907 Cal. 


2,485,093 Cal. 
Therefore, the fuel consumption for the 


— cremation of one corpse =710kg 
— cremation of five corpses = 142 kg 
— cremation of twelve corpses (+ 100%) = 120 kg 
— cremation of twenty corpses (+ 100%) = 70 kg 


The case where the whole of the refractory brickwork is heated by means of hot 
air may be ignored, because the quantities of 4,600 kg, 875 kg, 440 kg of coke 


, 


per corpse are never used in practice.’ 
In a later article Tilly arrives at a total consumption of 2,694,343 kcal via a dif- 
ferent computation and concludes that “with the indirect cremation one con- 
sumes about 80% more coke than with the direct cremation” (Tilly 1927, p. 22). 
The most-rigorous computation of the heat balance for a cremation furnace 
with a coke-fed gasifier was no doubt produced by Engineer Wilhelm Heepke in 
1931. Even if his approach contains some erroneous attributions of factors — 
which confirms the great difficulty of the whole matter — it is of fundamental 
importance for the solution of the problem and merits quotation as a whole, to- 
gether with the original text (Document 91). To avoid useless repetition, I have 
omitted the passages already quoted in Subchapter 5.1. (Heepke 1933, No. 9; 
see Document 91): 
“The heat-flow chart in Fig.2 gives an overview of the interplay between the 
various combustion processes; the numerical values will be derived later on. 
The various amounts of heat resulting from the incineration process have been 
entered into Fig. 2 as percentages of the fuel efficiency and are shown as dot- 
dash lines. For the first process of coke combustion, the heat losses are shown 
as solid lines. 
If we disregard the Gotha Furnace — which was initially heated with Bohemian 
lignite anyway — the only types of modern design are coke furnaces with a recu- 
perator. The latter is made up of firebricks. The first Beck-type furnaces of the 
[18]90s were equipped with cast-iron air recuperators in line with the Klingen- 
stierna System. It should be noted that there is at present a tendency in the steel 
industry to return to recuperators using metal tubes.” 
At this point I have left out the paragraphs already quoted in Subchapter 5.1. 
“If a computation is to be arrived at, only certain normal, maximum, or mini- 
mum values — as the case may be — must be defined, aside from variations in the 
amounts of heat and of temperature. 


* These data refer to the average consumption for the cremation of one corpse as a function of the con- 
secutive cremations shown. 
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The weight of the corpse of an adult person will run between 70 and 100 kg. Of 
this, 65% represent is water content, thus 35% are dry substances, of which 5% 
are incombustibles (ash). The 35 — 5 = 30% of combustibles are composed of 
12% fat, 15% proteins and 3% other substances, i.e. of 52% C, 7% H, 23% O, 
1% S and 17% N. Thus, for an average corpse weighing 0.5 - (100 + 70) = 85 
kg, one obtains a total of 0.3 - 85 = 25.5 kg of combustibles consisting of: 

012-85 = 10.20kg of fat 

015-85 = 12.75 kg of protein 

0.03 -85= — 2.55 kg of other substances 


25.50 kg 
or of: 
c=052-25.5= 13.260kg of C 
h = 0.07 + 25.5 = 1.785 kg of H 
0 = 0.23 + 25.5 = 5.865 kg of O 
8 =0.01 - 25.5 = 0.255kg of S 
n=0.17 + 25.5 = 4.335 kg of N 
25.500 kg 


For a combustible substance of this kind, which is similar to a solid fuel, we 
have an Excess-Air ratio m = 20.5 + CO2. Experience tells us that CO2 ~13%, 
hence m = 20.5 + 13 = 1.5. For the complete combustion of the parts mentioned, 
the effective amount L®°! of combustion air needed is: 


2.67C + 8H + S—O 2.67-13.260 + 8-1.785 + 0.255 — 5.865 
ar a 
= 220.365 ~ 220 m3 at 0°C and 760 mm. [47] 


L=m 


Experience as well as precise tests have shown that the temperature t in the cof- 
fin muffle must not be less than ~ 800°C nor more than 1000°C, if a combustion 
as complete as possible is to be achieved, yielding totally burned-out white ash. 
At t > 1000°C, combustion would proceed more rapidly, but the bones would 
become black and hard. We will therefore assume t = 900°C. 

In the recuperator, the air is heated from the initial or room temperature to = 
10°C to ti = 350°C. We have selected t = 350°C, because the ignition tempera- 
ture of the coffin’s wood is around 325-350°C. Thus, an additional amount of 
heat has to be provided for the air amounting to: 


W) = 0.31 - L- (t-t)) = 0.31 «220 - (900-350) 
= 37,510 ~ 38,000 kcal. [48] 


The 65% of water (Q) present in the corpse, or Q = 0.65 - 85 = 55.25 kg, must 
also be heated to t = 900°C, which means that it has to be converted to saturat- 
ed steam at 100°C and then superheated to 900°C. With a heat i = 640 kcal/kg 
needed to bring this about at I atm (abs.) and a specific heat for superheating cp 
= 0.48, we arrive at a heat requirement for this evaporation of: 


W = q- [i+ Cp: (t—to)] = 55.25 + [640 + 0.48 - (900 — 10)] 
= 58,963 ~ 60,000 kcal. [49] 


°° L = Luft, air. 
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During the incineration process, the incombustibles, i.e. the 5% of bones weigh- 
ing 0.05 - 85 = 4.25 kg and having a specific heat of 0.2, will tie up an amount 
of heat of: 


W; = 0.2 - 4.25 - (900-10) 
= 740.5 [recte: 756.5] ~ 800 kcal, [50] 


which must be considered lost once the ash has been removed from the ash col- 
lector. 

The fire-brick lining of the upper part of the furnace with the muffle, grate, 
channels, and ash-collection space can be assumed to be ~ 3 m3; thus, for a den- 
sity of 1,800 kg/m? we have a total weight of G; = 3 - 1,800 = 5,400 kg. The 
temperature of this fire-brick portion has been measured as being approximately 
3 = 800°C. Hence, to heat this upper portion of the furnace from 10°C to 800°C, 
given a specific heat of 0.21, we have to supply: 


W. = cp: G) (9 — to) = 0.21 - 5,400 - (800 — 10) 
= 895,600 ~ 900,000 kcal. [51] 


The lower part of the furnace contains ~ 4 m3 of firebrick and thus has a weight 
G2 = 4: 1,800 = 7,200 kg. Assuming unfavorably low [=cold] conditions, the hot 
gases enter the recuperator at T; = 600°C and leave it through the flue duct at 
Tr = 200°C. Thus we have: 

An average temperature of the discharge gases: 


Tn = 4 = ee = 400°C. [52] 
and an average air temperature: 
to+ti 10+ 350 
barre ape — Oe [53] 


With s = 2 of fire-brick of recuperator walls, thus a thickness of 0.065 m; 
2 = thermal conductivity of firebrick = 0.60 at 400 to 500°C; 
a. = heat-transfer coefficient for rough surfaces = 9.0 for v <5 m/sec 
(acc. to Jiirges), 


we get for the thermal transmittance K through the recuperator walls: 


1 1 1 ° 
ae f= T 0.065 1 = cae = 3.33 kcal/m? °C hr. [54] 


atlta 9t 0679 


This provides us with the two surface temperatures of the recuperator bricks: 


9! = Ty — (Tm ~ tm) *® = 400 — (400 - 180) 24 = 318°C, [55] 
k 3.33 
8" = tr + (Tn — tn) "= 180 + (400 — 180) -~G- = 262°C, [56] 
and the average brick temperature: 
Sin = te sas 318 + 262 = 290°C. [57] 
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As by definition a = a' = a" = 9.0, we also must have: 
Sn = = > = 290°C. [58] 


Tf 3m = 300°C, then the heat required for heating the recuperator becomes: 
Ws = Cp: G2: Yn = 0.21 - 7,200 - 300 = 453,600 = 454,000 kcal [59] 


which serves to heat the air from 10 to 350°C. 

As the furnace temperature thus exceeds the ignition temperature of the coffin 
material, the latter, as well as the corpse in due course, will ignite soon after the 
introduction of the coffin under the effect of the hot air, i.e. the oxygen it con- 
tains. 

The cremation coffin has a weight G3; = 40 kg and could supply an amount of 
heat equal to H, - G3 = 3,000 - 40 = 120,000 kcal with H, [).h.v.] = 3,000 kcal/ 
kg for wood. However, the whole amount does not become effective, because the 
effect is reduced by 33% under the action of the varnish, the filling material of 
the coffin, and the clothes of the corpse, hence the gain as heat from the combus- 
tion of the coffin, will be only: 


We = 120,000 — 0.33 - 120,000 = 80,400 = 80,000 kcal. [60] 


As the combustible portions of the corpse are made up of the same organic com- 
ponents as a Solid fuel, the heat generated by the combustion of the corpse can 
be arrived at by means of the usual compound equation: 


W, = 8,100 - C + 29,000 -(H-9) + 2,500 -S—600-Q 


= 8,100 - 13.26 + 29,000 - (1.785 — 2.509) 
+ 2,500 - 0.255 — 600 - 55.25 = 105,402 kcal. [61] 


Including the fatty tissue of the corpse and assuming the heating value of the fat 
to be 8,000 kcal/kg and that of the proteins and other substances to be 1,500 
kcal/kg, we obtain: 


W, = 8,000 - 10.2 + 1,500 (12.75 + 2.55) = 104,550 keal. [62] 


However, one can also use proven empirical values from animal-carcass incin- 
erators for the computation of W7. With good furnaces of this type, one uses a 
coke consumption of 0.350 to 0.375 kg for the incineration of 1 kg of flesh in 1 
minute. For n = 0.5 and H, = 7,000 kcal/kg we get: 


W7 = 0.5 - 7,000 - 0.350 - 85 = 104,125 kcal. [63] 


Hence, as a definitive value, we can state: 

W, = 105,000 kcal. 
For the cremation of an 85-kg corpse we thus get, on the basis of the empirical 
data, a combustion time of 85 minutes = I hour and 25 minutes. This is a dura- 
tion which must also be applied to modern cremation furnaces. 
For a first cremation, including the preheating of the furnace, we now have the 
following heat balance: 
Heat to be supplied: 
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for heating of cremation air Wi = 38,000 kcal 
for water evaporation W2= 60,000 kcal 
for heating the ash W3= 800 kcal 
for heating upper part of the furnace Wz= 900,000 kcal 


for heating lower part of the furnace Ws= 454,000 kcal 
>» (Wis) = 1,452,800 kcal 


Heat generated: 
by combustion of the coffin We = -80,000 kcal 
by combustion of the corpse W,= -105,000 kcal 


> (Wo+7) = —185,000 kcal 


Hence, we have for a first incineration a net heat requirement of 

Winet = 1,267,800 kcal 
As a fuel we consider coke in the form of gas coke or metallurgical coke. For 
our purposes we will use a metallurgical coke having the following composition: 
C = 78.84; H = 0.51; O = 1.0; S = 0.91; W[ater] = 8.21; A[sh] = 10.53 %. This 


gives us a theoretical l.h.v.: 
Ay = 81C + 290 -(H-%) + 25S-—6W 


= 8] «78.84 + 290 - (0.51 — oad + 25-0.91-6°8.21 
= 6,471.18 = 6,470 kcal/kg. [64] 


To determine the effective heat requirements, i.e. the efficiency n,°'! we must 
consider the heat losses of the furnace, which are composed of loss 
through the chimney, conduction and radiation losses, incomplete combustion, 
and hearth residue (ash). For this purpose we will use empirical values having 
been ascertained through tests or by experience for the fuel used. Partly, of 
course, we must use average values for this computation. We have thus found: 
flue duct temperature Tr = 200°C, room temperature at start of heating to = 
10°C and at start of operation t’o = 20°C, analysis of the discharge gas (flue 
gases) COz = 13; O2 = 7.3; CO = 0.5; Hz = 0.4; CH4 = 0.3, and N = 70.5 % by 
volume, ash content of the coke for a first heating A’ = 12 kg with an analysis of 
Ca = 47.8; Ha = 0.1; Sa = 1.6; incombustibles 50.5%, hence uncombusted and 
incombustible materials in the ash Ug = (Ca + Hg + Sq) = 47.8 + 0.14 1.6 = 
49.5%, 71 

By means of the combustion test in the Berthelot-Mahlert vessel, the 
heating value of Ug was found to be Hia!*! = 3,650 kcal/kg. 

This yields a chimney loss of: 


100 

Vac = 0.32 -( Ga5e ap + 0.0048 «(9H + W)) «(Tr to) 
78.84 _100_ 
= 0.32 - (SP*, + 0.0048 (9 -0.51 + 8.21)) + (200— 10) - aur, 


The original erroneously has “G,” which would normally stand for the weight. 

U = Unverbranntes (uncombusted); U,= uncombusted in the ash (subscript “a” = Asche, ash). The 
capital letters signify the chemical elements. Hence, C, means that the 12 kg of ash contained 47.8% 
(= 5.736 kg) of carbon, and so on. 

Hua = unterer Heizwert Asche, lower heating value of ash. 

Vsch = Verlust Schornstein, loss through chimney. 
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= 10.80%. [65] 
Or with the volume of the dry combustion gases: 


R,51 = gO ee ee 10.7 m/kg. — [66] 


0.536 - 700 536 —Tog 


Using the average specific heat of the discharge gases: 


Com = 0.318+4.6:10°:(Ty—to) = 0.318+4.6-10°-(200-10) = 0.32 [67] 
we get: 
ens Ry + Cpm oe to) - 100 = 10.7 - ee 10) - 100 ~ 10.30%. [68] 


Or, using the Excess-Air m; = 1.5 in the generator, the weight of the discharge 
gases is: 


mi-Hy _ 1 4 15° 6,470 
7,000 ~ *** "7,000 


R,5l = 1.4 = 13.57 kg. [69] 


With the radiation ratio o = 0.15, the specific heat of the gases c ~ 0.24, and the 
efficiency of the generator n ~ 0.90, the hearth temperature is: 


Au: (1- 6,470: (1-0.15 
T=to+ np = 10+ 0.99: 2D) 
= 1516°C=1,500°C, [70] 


and thus with more-precise specific heats of c = 0.282 at T = 1,500°C and cr = 
0.235 at Tr = 200°C (from Fig. 5) we obtain: 


Tr CF 200 + 0.235 
T.¢ '100= 1,500 - 0.282 


Vsch = - 100 = 11.14%. [71] 


And finally, according to Siegert: 


Tr—to 200 — 10 
CO, = 9.7073 


Vech 0.70 ° = 10.50%. [72] 


The loss through uncombusted gases (incomplete combustion) 
corresponds to the presence of uncombusted substances such as CO and CH, 
and can be given as: 


7 ECO LOH) 
un =F H, 


_ 10.7 - (3,050 - 0.5 + 2,580: 0.4) 


6,470 = 4.25%, [73] 


or, roughly, following Brauss, as: 


Vin COy + CO+ Ha = 13405404 719” [74] 


3 R, = Rauchgase Verlust, loss due to discharge gases. 
°° R, = Rauchgase Gewicht, weight of discharge gases. 
57 WV, = Verlust Unverbranntes, loss due to uncombusted matter. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 121 


Theloss through hearth residues (ash, slag) can be arrived at by 
the assumptions made above and with a provisional estimated fuel consumption 
(empirically) B®*! = 300 kg, as: 


A’: 8,100 12 8100 


[59] — 
Val Ue, 9S sis pag = 28M: [75] 


Or: 


A':Hia: 100 12 - 3,650 - 100 


Ve Bie, = 300-6470 


= 2.26%. [76] 
Loss by heat conduction and radiation must often be estimat- 
ed by difference in the final amounts. Here, however, we can define it on the ba- 
sis of the heat transmission by conduction. 

The free-standing furnace block has an outside surface F'®©! = 90 m2. The aver- 
age temperature of the inside walls can be taken to be: 


On = oS = SS = 550°C. [77] 


For the thermal transmittance K we have, with a; = a2 = 7 (inside wall), on the 
basis of fig. 6: 


K= oe ees = 1 
~ 1 8,2 8 L “10.12 0.01 0.38 1 
Ge ap de ds ae 7 OF 06 0457 
1 ° 
~T37= 0.76 kcal/m? °C hr. [78] 


Over Z°!] = 3 hours of heating the incineration furnace, after reaching a steady 
state in the generator, the heat loss through the brickwork of the furnace is: 
Vl! = k-F + (9'n— t'o)-Z= 0.76 -90 - (550-20) -3 
= 108,756 kcal; [79] 


or: 


Vis 100 108,756 - 100 
BH, ~ 300-6470 — 700%. [80] 


If we add another 30% for the considerable, but not easily measurable losses 
through leakage of air and open areas in the brickwork or around traps and 
gates, we get: 


Vis = 1.3 - 5.60 = 7.28%. [81] 


All of the above percentages of the heat losses refer to the percentage ratios in 
H,. Taking the maximum of the percentages thus arrived at, we get, for the total 
effective heat (cf. also fig. 2): 


B = Brennstoff, fuel. 

V, = Verlust Asche, loss through ash. 

F = Fldche, surface area. 

Z = Zeit, time. 

Vi; = Verlust Leitung Strahlung, loss due to conduction and radiation. In the text, the letter “W” ap- 
pears erroneously. 
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100 — (Veen Van VatVis) = 100 —(11.4+4.25+2.48+7.28) = 100 — 25.15 
= 74.85 = 75% [82] 


or an efficiency of: 
n = 0.75, 
which means that the effective heating value of the coke is: 
n- Hy = 0.75 - 6,470 = 4,850 kcal/kg. [83] 


Thus, for a first cremation, the fuel requirement is: 
Bre = pon = 202 kg. [84] 


For heavy-duty furnaces, G and G2 and hence W4 and Ws are higher to such a 
degree that B; goes up to 300 to 400 kg and higher. 

For a second cremation in succession, we must supply, on the one hand, the 
amounts of heat needed for the preheating of the combustion air, for the evapo- 
ration of the water and for the heat absorbed in the ash, i.e.: 


W, + W2 + W3 = 38,000 + 60,000 + S00 = 98,800 kcal, [85] 


plus ~30% for the heat losses from the furnace due to absorption, conduction, 
radiation, air leakage, introduction of the coffin, dampers and gates etc., thus: 


0.30 -(W4 + Ws) = 0.30 - (900,000 + 454,000) = 406,200 kcal. [86] 
Combustion of the coffin and the corpse yield: 

We + W7 = 80,000 + 105,000 = 185,000 kcal, [87] 
but ~ 15% of this amount is lost through the chimney, hence we have: 

0.85 + (We + W7) = 0.85 - 185,000 = 157,250 kcal. [88] 
Thus, for the second cremation, we must supply: 

Wi = (98,800 + 406,200) — 157,250 = 347,750 kcal, [89] 
and: 

ea a = 72 kg [of coke]. [90] 


Given that each further operating hour leads to a decrease of the heat loss by 
absorption in the brickwork, up to the point where a certain steady state is 
reached, for any further operating hour we may reduce this heat loss linearly, 
on the basis of experience and through measurements, down to a limiting steady 
state at =15%,' 

For the third through the fifth cremations, we may assume an average between 
30 and 15%, hence ~22%, which yields: 


Win = 0.22 - (Wat Ws) + (W, + W2+ W3) — 0.85 (Wo i W7) [91] 
= 0.22 - 1,354,000 + 98,800 — 157,250 = 239,430 kcal 


aD 
a 


See the table of coke consumption of certain German crematories in the original text, Document 91, 
table on page 127 of Heepke’s paper. 
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and: 

Bu = i-H. 4eO = 49.4 = 50 kg [of coke]. [92] 

By the fifth or the sixth cremation the steady state of the furnace will have been 


more-or-less attained, and one may now use the lower limiting value of 15% 
with reasonable confidence. Then, for the nth cremation, we obtain: 


n = 0.15 + 1,354,000 + 98,800 — 157,250 = 144,650 kcal [93] 
and: 
Wr 144,650 
Bu= 7-H, = 4,850 = 30 K8- [94] 


All these theoretical values are in good agreement with practical experience. 
Many crematoria use a daily or yearly average, depending on the demands of 
the installation. One thus finds for a first cremation including preheating: 

B =175 to 275 kg for a normal medium-size furnace 

= 300 to 450 kg for a heavy-duty furnace in continuous use 
= 75 to 50 kg a further cremation in succession. 

Because the administrations of the crematoria are evening out their fuel con- 

sumption over longer periods of time, one can find only very few concrete indi- 

cations for the consumption of coke for individual cremations in succession. Ba- 
sically, such data can only be gathered by heating tests. A limited survey of the 

situation is given in table 1. The preheating time has been taken as some 2 to 3 

hours, the cremation time as ¥%4 to 14% hours throughout. We have intentionally 

refrained from indicating the furnace systems. 

The greatest number of cremations were carried out in 1930 at the Berlin-Wil- 

mersdorf crematorium, 3,784 altogether; for 52 weeks per year and six operat- 

ing days per week, this corresponds to an average daily load of 3,784+(52-6) = 

12. The average consumption was 35 kg of coke for one cremation.” 

As I have already mentioned, this heat balance contains some mistakes in the at- 
tribution of factors as well as a few computational errors. 

In the equation for W2 regarding the heat of vaporization and of superheat- 
ing (Eq. 49: W2 = Q: [i + cp- (t — to)]), the heat needed for superheating water 
vapor starts at 100°C, so to is actually 100°C. In addition, the energy needed to 
heat liquid water from 10°C to 100°C and then evaporate it (i) is actually 633 
kcal/kg. 

Furthermore, the heat actually lost due to superheating the vapor generated 
by the corpse water should not be based on the temperature of the muffle, but on 
that of the flue gases at the exit of the recuperator (at least 200°C), because the 
difference has been recovered in the recuperator and has already been taken into 
account in Eq. 59 for Ws (p. 118). 


64 Vaporization heat of water: 2.27 MJ/kg, or 543 kcal/kg; add to this 90 kcal/kg to heat the water from 
10°C to 100°C; cf. www.engineeringtoolbox.com/water-thermal-properties-d_162.html and other 
sources (e.g. Wikipedia). 

Note: This is not applicable to the Auschwitz furnaces, which did not have recuperators. 
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With an average heat capacity of steam in the temperature range of interest 
(0.46 kcal/kg/°C®) the correct equation becomes: 


W2= 55.25 - [633 + 0.46 - (200 — 100)] 
= 37,514.75 = 37,500 kcal (instead of Heepke’s 60,000 kcal). [95] 
In Eq. 61 (Wz, p. 118) used by Heepke to calculate the I.h.v. of the corpse: 
W7 = 8,100 - C + 29,000 - (H — O/8) + 2,500 -S—600-Q 


the heat removed by the vaporization of the water contained in the corpse (with 
reference value at 0°C = 595 kcal/kg ~ 600 kcal/kg and 55.25 kg water, hence 
33,150 kcal) is already included, and Heepke thus counts this heat of vaporiza- 
tion of the corpse water twice. 

Heepke, moreover, calculates the efficiency of the hearth as a function of the 
heating process, i.e. for an empty muffle, and consequently uses a CO2 content 
of 13%, which he also applies to the corpse. However, in the chart he published 
in the same article (Document 78) the COz content is very low, with a maxi- 
mum of 7% and a minimum of 1%. The average does not even come up to 4%. 
This means that the Excess-Air ratio, if it is also applied to the corpse, is con- 
siderably higher than that of the hearth by itself. 

When subtracting the heat loss due to the sensible heat of the fumes (0.85 - 
W7 in Eq. Win/[91]) from the |.h.v. of the corpse, Heepke counts this loss twice: 
once when it enters the muffle (W1/[48]) and again when it leaves the chimney 
(Wim). 

Because heating the theoretical combustion air of the coffin (~ 140 m3) re- 
quires ~ 8,200 kcal of heat, the sensible heat of the fumes of the coffin is al- 
ready contained in the heat loss of 33% of the l.h.v. assumed by Heepke in We, 
with an Excess Air ratio of 2 or 3, hence it is not necessary to account for this 
loss in Wy (0.85 - We); in that case, the heat loss would be (0.33 + 0.15) - 100 = 
48%, certainly an excessive value. The same heat loss of some 33% appears 
moreover dubious, because the cushioning material in the coffin by law had to 
be combustible and the clothes are combustible as well.®” 

Bringing the heat content of the walls into play (W4 and Ws) makes sense 
only if one intends to calculate the average consumption for each cremation in- 
cluding the preheating. Heepke instead wants to calculate the consumption for 
each individual cremation independently of the preheating, as we can see from 
the fact that for him the first cremation would require ~ 262 kg of coke, but the 
second one only 72 kg; this value cannot also include the consumption for the 
first cremation, because in that case the second cremation would have had to 
bear (262 + 2 =) 131 kg. However, Heepke considers the heat content of the re- 
fractory brickwork even in his computation for the nth cremation (W, and B,), 
after the latter has already reached a thermal steady state. 

This discrepancy can be explained: Heepke did a theoretical calculation 
which he then wanted to confirm with experimental data from the crematoria. 


6° http://www.engineeringtoolbox.com/water-vapor-d_979.html 
67 Leather shoes contribute 4,020 kcal/kg, wool 4,600 kcal/kg, cotton 3,600 kcal/kg (Salvi 1972, p. 786). 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 125 


These data represent, for the second cremation, an approximate consumption of 
30% of the heat accumulated in the refractory brickwork of the furnace, of 22% 
for the third through the fifth cremation, and of 15% each from the sixth crema- 
tion onwards, because the furnace has now reached its thermal equilibrium. But 
as the refractory brickwork of the furnace in this phase no longer absorbs any 
heat, hence (W4 + Ws) = 0, the consumption of 15% refers necessarily to the 
heat losses, which Heepke calculated only partly or not at all, as well as to those 
which cannot be calculated exactly. Of all these losses, the greatest by far is the 
one concerning the heating of the combustion air for the corpse, which has a 
volume much larger than that calculated by Heepke. 

This having been said, the heat consumption for the nth cremation can be 
approximately corrected in the following manner: 

As far as the efficiency of the gasifier is concerned, we will assume Heep- 
ke’s data (Eq. 82) for losses due to the heat of the exhaust gases (11.14%), due 
to uncombusted portions of the discharge gases (4.25%), and due to hearth resi- 
dues (2.48%). 

Then the efficiency of the hearth becomes: 


100 — (11.14 + 4.25 + 2.48) = 82.13 = 82%. [96] 
The heat value of the coke thus becomes: 
0.82 - 6,470 = 5,300 kcal/kg. [97] 


The heat losses due to radiation and conduction are not included in the efficien- 
cy, because they tend to stabilize as the furnace reaches a thermal steady state, 
and their values are a function of time; therefore, we prefer to calculate them di- 
rectly. For the cremation process one may assume an average duration of one 
and a half hours (cf. Chapter 6), hence the heat loss by radiation and conduction 
from the brickwork of the furnace is: 


Vis = 0.76 - 90 - (550 — 10) - 1.3 - 1.5 = 72,000 kcal. [98] 


The theoretical volume of combustion air for a body of 85 kg on the basis of the 
composition assumed by Heepke is ~ 147 m3, hence the heat required for heat- 
ing the combustion air of the corpse is: 


W, = 1.5: 147- 0.31 - (200 — 10) = 13,000 kcal. [99] 
For the evaporation and superheating of the body water we have: 
W2 © 37,500 kcal. [100] 


The heat lost with the removal of the ashes is: 
W3 = 800 kcal. [101] 
The heat accumulated in the refractory brickwork of the furnace is: 
W4 = 900,000 kcal; [102] 
Ws = 454,000 kcal. [103] 
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The effective heat value of the coffin is: 
We = 80,000 kcal. [104] 
The upper heating value of the corpse is: 
W7 = 8,100 - 13.26 + 28,700'! - 1.785(5.865/8) + 2,210 - 0.255 
= 138,200 kcal, [105] 


without subtracting the evaporation heat of the water already contained in W2. 
On this basis, one may write the following heat balance for the nth cremation 
as: 


0.15 - (900,000 + 454,000) + (13,000 + 37,500 + 800 + 72,000) — (138,200 + 80,000) 
5,300 


— 108.200 _ 50.4 kg of coke. [106] 


~ 5,300 
This result is in good agreement with the experimental results. The following 
consumption data for coke were found in R. Kessler’s experiments described in 
Chapter 4: 


a. total consumption: 436 kg 
b. consumption for preheating of furnace: 200 kg 
c. consumption for 8 consecutive cremations: 236 kg 
d. average consumption for one cremation incl. preheating of furnace: 

436 +8=54.5 kg 
e. average consumption for one cremation without preheating of furnace: 

236 + 8 = 29.5 kg 
Consumption (c) for the eight cremations (excluding consumption for preheat- 
ing the furnace) includes the heat which is absorbed by the refractory brickwork 
until at some point thermal equilibrium is reached. Since the average consump- 
tion of fuel, including preheating (d), is 54.5 kg per cremation, preheating there- 
fore consumes (54.5 — 29.5 =) 25 kg of coke, or 25 + 54.5 - 100 = 45.87% of the 
fuel of the average cremation. Furthermore, since the muffle has reached a tem- 
perature of 800°C at the end of the preheating phase but is not yet in thermal 
equilibrium, it is clear that the proportion of fuel consumed to reach equilibrium 
during the cremations is necessarily lower than that for the preheating phase, 
and it continues to decrease with each cremation. If the proportion were the 
same as for the preheating phase, it would be (236 - 0.4587 ~) 108 kg of coke. 
The theoretical minimum coke consumption for a small incineration series (e.g., 
8) would then be (236 — 108) + 8 = 16 kg. The actual consumption must there- 
fore lie between this purely hypothetical lower limit and the average consump- 
tion (e) of this small series, i.e. 29.5 kg. We take this here as the upper limit of 
the range of values to be assumed. 

If we assume that furnace’s fuel absorption does not remain constant, but 
decreases linearly (from 108 kg to 0 kg) in order to reach the equilibrium 


68 We use the value indicated in Subchapter 1.1. 
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weight, its average value is (108+2=) 54 kg. Then the average consumption for 
one cremation would be: 


(236 — 54) + 8 = 23 kg of coke. [107] 


The experimental data for the crematorium at Berlin-Wilmersdorf, too, confirm 
an average consumption for the nth cremation well below Heepke’s result. In 
fact, the actual average consumption of some 35 kg per cremation contains both 
the coke consumption for 52 preheating operations on Mondays after the week- 
end, and the 208 preheating operations after the twelve hours of cooling on each 
operating day during the weke, from Tuesday through Friday (hence 52 x 4). 


8. Legal, Ethical and Professional Standards for 
Cremations in Germany 


Although the first German crematorium was built as early as 1878, cremation in 
Germany was not legally recognized for quite some time; in Prussia it became a 
legal option only with the law on cremation of September 14th, 1911 (see 
Lohmann 1912). In the other parts of the Reich, it was accepted between 1899 
and 1925, albeit with rather divergent regulations (Marcuse 1930, pp. 121-133). 
Legislation was unified only in the 1930s: the first “Law on Cremation” as such 
was promulgated on May 15th, 1934. It contained 11 articles that concerned in 
particular the medical and legal aspects of cremation as well as the oversight au- 
thority of the police in the matter. Shortly thereafter specific ordinances con- 
cerning the cremation furnaces and the cremation process were issued: “Service 
regulation for cremation devices” on November 5th, 1935, and “Decree con- 
cerning the application of the law on cremation” on August 10th, 1938. Below 
follows a translation of those two decrees. 

“Service regulation for cremation devices of November 5th, 1935 

§1 

The person in charge of the cremation installation is responsible for its opera- 

tion. 

§2 

(1) The corpses may only be accepted if the consignor can prove without doubt 

his own identity as well as that of the corpse. The corpses must be presented in 

coffins made of wood or of zinc. The coffins must be free from incombustible me- 

tallic decorations (fittings, handles) to the greatest extent possible and must be 

of a size and quality such as not to cause any difficulty during introduction into 

the cremation chamber and to guarantee a subsequent combustion without 

smoke or odor. 

(2) The coffins must not exceed the following measurements: 

Length: 2100 mm 

Width: 750 mm (in exceptional cases 800 mm) 

Height: 720 mm (excluding feet) 
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(3) On the front part of each coffin must be affixed a label of the consignor 
clearly showing last name and first name of the deceased as well as the date and 
hour of the funeral ceremony. 

(4) If there are any objects of value on the corpse, the consignor must indicate 
this and the recipient must verify their presence. 

(5) The consignment of a corpse must be recorded in a book (book of consign- 
ments) with the following details: 

a) Last name and first name of the corpse consigned 

b) Name (firm) of consignor 

c) Date of consignment 

d) Presence of any valuables on corpse 

The recipient and the consignor must certify the accuracy of the above by their 
signatures in the book. 

§3 

(1) The person in charge declares the time of incineration. 

(2) Cremation must not take place prior to the expiry of a period of 24 hours 
counted from the moment of the presentation of the request to the police authori- 
ties at the place of cremation. It may take place only if the written permission of 
the police authority at the place of cremation is presented ($3 of the Law). It 
must, however, be carried out within 72 hours starting with the issuance of the 
permission by the police. If this period cannot be observed, the person in charge 
must request from the police authority an extension of the period, specifying the 
reasons for the delay. 

§4 

The funeral hall of the cremation installation — of the cemetery — is available for 
funeral ceremonies. The corpses are preserved in the mortuary. Corpses with 
valuables must be placed under special custody. On reception, any fittings at- 
tached by screws must be removed. The coffins will be closed not later than half 
an hour before the funeral ceremony. If the operation allows, the bereaved may 
view the corpse up to the beginning of the funeral ceremony. Public exposure of 
the corpse and opening of the coffin during the funeral ceremony are prohibited 
unless the police authority has granted an exception. 

(2) For corpses of persons having died from a contagious disease, the disposi- 
tions of the Reich and of the regional states in force for such cases will be appli- 
cable. The opening of the coffin in such cases will not be permitted. 

§5 

(1) The corpses may be cremated in the coffins or coffin inserts in which they 
have been received. Only one corpse at a time may be cremated in one crema- 
tion chamber. 

(2) The body of a stillborn child or of a child having died during birth may be 
cremated together with the body of the mother. 

(3) Care has to be taken for the cremations to take place in a dignified manner. 
(4) Prior to the introduction of the corpse, the cremation furnace must be heated 
until the walls of the [cremation] chamber have started to glow in order for the 
cremation process to proceed without further or supplementary supply of heat. 
In exceptional cases, supplementary heating may be added during the crema- 
tion. 
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(5) Prior to the introduction of the coffin, an indestructible plate must be placed 
on the coffin, clearly embossed with the entry number in the cremation registry 
and the name of the cremations installation. 

(6) During the cremation process, care has to be taken to prevent to the greatest 
possible extent that smoke becomes visible above the chimney. Any kinds of 
measures aimed at an acceleration of the process are strictly prohibited. 

(7) When the coffin is introduced into the furnace, the presence of two relatives 
of the deceased or two persons designated by them is permitted. The observation 
of the cremation itself is not permitted to the relatives nor to third parties, but 
only to the attendants of the installations. The municipal director or the office 
authorized by him may allow the observation to certain individuals, provided 
they demonstrate a scientific objective. 

§6 

Treatment of the ashes 

(1) After the end of the cremation, the cremation chamber must be carefully 
cleaned. The ashes remaining must be removed from the furnace, cooled, freed 
from any metal parts by means of magnets and then transferred, together with 
an identification plate, into a metal container, air and watertight over a long pe- 
riod, which must be officially sealed. The lid of the container must be of a re- 
sistant metal (e.g. steel plate). The lid or a metal plate attached to it must be 
clearly embossed in relief as high as possible with the following data: 

I. The cremation number corresponding to the cremation number and to the 
number plate of the ashes, 

2. last name, first name and state of the deceased, 

3. place, date and year of his birth, 

4. place, date and year of his death, 

5. place and date of the cremation. 

(2) The containers must correspond to the norm set up by the German Institute 
for Standardization of Berlin, DIN standard 3198 “Ash lids for urns.” 

§7 

Register of cremations 

A register for cremations carried out must be kept in accordance with Attach- 
ment 2 of Section I1 of the Decree of June 20th, 1934, concerning application of 
the Law on Cremations (Reich official gazette, [, 519). At the end of the calendar 
year it must be closed and verified against the one kept by the police authority. 
§8 

Burial of the ashes 

(1) The ashes of each corpse must be interred in a hall, in a wood, or in a place 
of burial for urns, unless an exception has been granted by the police authority 
on the basis of $9, section 3, of the Reich Law on cremations. 

(2) The ashes must not remain in the possession of the relatives, not even tempo- 
rarily. Therefore, the container of the ashes may not be handed to them or to 
their trustees, not even for the burial elsewhere.” (Schumacher 1939, pp. 118f.) 


The “Decree Concerning Application of the Law on Cremation” of August 10th, 
1938 (Document 92) specified the following:” 


©  Reichsgesetzblatt 1938, Teil I, pp. 1000f.; also in Schumacher 1939, pp. 119f. 
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“By authority of $10 of the Law on Cremation dated May 15th, 1934 (Reichsge- 
setzblatt I, p. 380) it is decreed: 

§1. An expression certifying the wish directed towards cremation, laid down on 
the form of an association for cremation and personally signed, will stay valid 
even if it not written personally. 

§2 (1) The police authority for the place of cremation must maintain a register 
for all cremations authorized by it, separately for each independent installation 
if applicable, specifying by consecutive numbers: 

1. last name and first name of the deceased 

2. date and place of birth 

3. date and place of death 

4. last residence 

5. rank or profession 

6. religious affiliation 

7. cause of death 

8. date and hour of cremation 

9. date and number of authorization certificate 

10. place of disposal of ash remains 

11. change of place of disposal of ash remains (§ 10, par. 2). 

(2) The register is to be preserved, together with the certificates and proof doc- 
uments pertaining to the authorization, for 30 years following the last entry in 
the register. 

§3 (1) The official medical certificate prescribed in accordance with §3, par. 2, 
No. 2, of the Law must be prepared by the official or medical examiner licensed 
in the place of death or the place of cremation in conformity with the form at- 
tached. 

(2) The supreme regional authorities may, if necessary, authorize other physi- 
cians for the inquest and the preparation of the certificate, provided these per- 
sons have passed the official medical examination for local or regional medical 
examiners, or have successfully attended a special course imparting the 
knowledge necessary for forensic inquests, or had been entrusted with these ac- 
tivities before promulgation of the Law. 

§4. In the case of corpses being transferred for cremation from a foreign coun- 
try, the police authorities of the place of cremation will decide whether the 
corpse passport established in accordance with the international agreement 
concerning the transportation of corpses is sufficient for proof of the cause of 
death. Any doubts must be resolved by an official inquest as specified in §3, 
par.2, No. 2 of the Law. 

§5. The expression of the wish towards cremation may be revoked. The revoca- 
tion must be proven in an irrefutable manner; irrefutable proof is considered as 
having been furnished in particular if the revocation takes one of the forms laid 
down in §4, Nos. 1 to 3, of the Law. 

§6. The cremation installation must have available a corpse repository, in which 
the corpses can be kept prior to cremation. Furthermore, a room for autopsies 
must be provided, containing the equipment needed for such purpose. 

§7. The cremation installation and its operation are subject to the oversight of 
the police authorities at the place where the installation is located. The opera- 
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tion will follow the operational procedures, must be approved by the supreme 
state authorities, and will specify the fees applicable. 

§8. The person in charge of the operation of the cremation installation must be 
expressly authorized by the supervising police authority. 

§9. Cremation may only be undertaken after the written authorization of the po- 
lice authority of the place of cremation (§3 of the Law) has been provided to the 
person in charge of the operation of the cremation installation. The cremation 
must be undertaken within three times 24 hours after issuance of the police au- 
thorization. If this period cannot be respected, the person in charge of the op- 
eration of the cremation installation must submit an application for an extension 
of the period to the police authorities specifying the reasons for the delay. 

§ 10 (1). The person in charge of the operation of the cremation installation 
must immediately notify the cognizant police authority of the cremation and of 
the disposal or shipment of the ash remains. In this connection, the following 
must be specified: Last name and first name of the person cremated, number and 
date of the authorization document of the police, time of cremation, time and 
place of disposal of ash remains, address to which the ash remains have been 
transferred in case of transfer. Transfer of ash remains may only be undertaken 
when the person in charge has received a certificate of the cemetery administra- 
tion concerning the approval of burial. 

(2) If the ash remains have been transferred for burial to a different location, the 
cemetery administration or the police authority of this location must notify the 
police authority of the place of cremation of the execution of the burial. Any 
shipment of ash remains previously buried must be reported to the police au- 
thority of the place of cremation. 

(3) Ash remains must not be handed over to the family or their agents, be it for 
burial at a different location, subject to the exception in §9, par. 3 of the Law. 
(4) The resting period for ash remains is twenty years, if a resting period of 20 
years or more is applicable for interments at the same location; in all other cas- 
es the resting period for ash remains must be at least equal to the resting period 
specified for interments at the same location. After the end of the resting period, 
the ash remains and their containers still present and recognizable as such are 
to be incorporated into the ground in a collective burial site. 

§ 11 (1). A register in accordance with the sample attached (cremation register) 
must be kept for the cremations carried out in the cremation installation. At the 
end of each calendar year, this register must be closed and must be compared 
with the register kept by the police authority (§2). 

(2) The register of cremations, together with the corresponding authorization 
documents, is to be preserved for thirty years following the last entry made in 
the register. 

§12 (1) The corpses must be cremated in the coffins or coffin inserts in which 
they arrive at the cremation installation. The coffins must be made of thin wood 
or zinc plate and be free from metal fixtures. Pitch must not be used for filling of 
cracks. As a mattress for the corpse as well as for the filling of any cushions, 
sawdust or plane shavings, excelsior or peat mull are to be used. The lining of 
the coffin and the garments of the corpse may be prepared in the usual way, 
however, metal nails for the lining and needles, hooks and eyes for closing the 
garments are not authorized, simple cloth-covered buttons being permitted. 
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(2) The Reich Minister of the Interior may allow other substances than those 

mentioned in Par. 1, to be used for the mattress of the corpse and as filling ma- 

terial for the cushions. 

§13. Only one corpse may be cremated in the cremation chamber at any one 

time. Before their introduction into the cremation furnace, the coffins must be 

equipped with a plate which cannot be destroyed by the heat of the furnace and 

which displays in a clearly visible manner the entry number in the cremation 

register concerning the cremation as well as the name of the cremation installa- 

tion. The ash remains of each corpse must be collected, together with the num- 

ber plate, in a solid, permanent and air- and watertight vessel, which must be 

closed by an officially recognized person. The lid of the vessel is to be provided 

with a well-attached plate showing the following indications in a clear embossed 

lettering: 

1. the cremation number, identical to the cremation register and the ash number 

plate 

2. last name and first name of the deceased person 

3. place, date and year of birth 

4. place, date and year of death 

5. place and date of cremation. 

§14 (1) The expenses for the official inquest are to be computed on the basis of 

the minimum rates of the rate-table for official or forensic medical procedures. 

The costs thus generated will be borne by the person responsible for the inter- 

ment. 

(2) To the extent that any fees are charged for the police authorizations, they 

should not exceed three Reichsmarks. 

§ 15 (1) This decree will come into force the day following its publication. 

(2) At the same time, the following will be rescinded: 

— the Decree for the execution of the law on cremation dated June 26th, 1934 

(Reichsgesetzblatt I, p. 519), 

— the Decree concerning the alteration of the decree concerning the execution of 

the law on cremation dated October 16th, 1936 (Reichsgesetzblatt I, p. 884) and 

— the Second Decree concerning the alteration of the Decree concerning the ex- 

ecution of the law on cremation dated October 13th, 1937 (Reichsgesetzblatt [, 

p. 1132). 

Berlin, August 10th, 1938. 

Reich Minister of the Interior 

By procuration, Dr. Stuckart”’ 
The way toward these legislative provisions had been prepared and paved in 
Germany by ethical and professional norms which were suggested by the cre- 
mation associations and the administrations of the German crematoria. In 1932, 
the Union of Cremation Societies for Greater Germany requested the engineer 
Richard Kessler to draw up ethical and professional guidelines for cremation, 
which were published the same year under the title “Norms for the construction 
of furnaces for the cremation of human corpses” (Kessler 1932, 1933b). 

These norms considered cremation from four points of view: ethical, esthet- 
ic, hygienic and economic. In 1937 the Union of Cremation Societies for Great- 
er Germany decided to review the norms defined by Kessler — who, incidental- 
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ly, had died on June 24th, 1933 — in view of the laws on cremation promulgated 
in 1934 and 1935. This re-elaboration was published under the title “Norms for 
the construction and operation of furnaces for the cremation of human corpses”; 
it was divided into four sections, the last of which consisted of the law of No- 
vember 5th, 1935. The norms laid down in the first three sections were the fol- 
lowing (Grofdeutscher... 1937): 


“The cremation furnace, in the same way as the various central, operational 
and ancillary buildings necessary for a crematorium, must be conceived in con- 
formity with the solemn purpose in such a way as to guarantee the general prin- 
ciples of ethics, esthetics and economy. In the construction and operation, the 
following demands must be satisfied: 

A Layout of the Rooms 
I. The operating hall must be divided, by means of a partition, into an ante- 
chamber (introduction room) and the furnace hall as such. 
2. The introduction room must be realized in a particularly dignified manner in 
view of the purpose which it serves. 
3. The introduction device for the coffin must operate without noise and must 
moreover be built in such a way as not to clash with the architecture of the in- 
troduction room. 
4. The introduction opening of the furnace must be provided not only with the 
usual closure of refractory clay but also with a closure adapted to the style of 
the introduction room. 
5. The introduction and operating rooms must be equipped with good means of 
ventilation. 

B Cremation Furnace 
1. The cremation furnace must be built in such a way that 
a) only one body at a time can be cremated in the cremation chamber, 
b) the cremation process can be observed through viewing ports, 
c) the internal devices can be cleaned easily and comfortably without any sani- 
tary risk for the personnel, 
d) during the heating operations to achieve the operating temperature the solid, 
liquid or gaseous fuel used will burn without smoke or odor, 
e) the cremation of the corpse takes place without smoke or odor, 
J) at the entry to the chimney a draft of at most a quarter of that of the flue may 
be perceived, 
g) no combusted gases escape into the room during or after the introduction of 
the corpse, 
h) any and all liquid substances forming during the cremation are retained and 
completely dissolved within the furnace. 
2) The introduction of the coffin into the cremation chamber may take place only 
after the latter has been preheated to 500°C. In furnaces with internal firing, the 
heat supply must, in principle, be cut before the corpse is introduced. If, in spe- 
cial cases, it should be necessary to supply additional heat during the crema- 
tion, this must take place only during the second phase of the cremation and by 
means of clean combusted gases; the use of jet flames is not allowed. If the cre- 
mation chamber is heated by means of electricity or from outside the chamber, 
additional heat supply is always permitted. 
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3. In furnaces having mixed heating, the switchover from one to the other heat- 

ing system must be possible during the cremation without an interruption of the 

cremation process. 

4. The outside surfaces must have a dignified appearance and must be easy to 

clean. The cladding must be easy to disassemble and to re-use. If there are tech- 

nical parts directly on the furnace (pipes, anchor bolts, etc.), they must be hid- 

den to the greatest possible extent. 

5. All external surfaces of the furnace must be sufficiently well insulated against 

heat radiation. For the insulation, only insulating materials that can be easily 

removed and re-employed in case of repair work are to be used. Insulation 

simply by means of simple air chambers is not acceptable. 

6. Taking into account the economics of the process, the cremation chamber 

must be laid out in such a way that a normal coffin can be placed into it. 

For this purpose, the following minimum internal dimensions are specified: 

Width: 900 mm, surface of the floor at least 800 mm, diameter of semi- 
circular vault 800 mm; this reduction starts at a level of 
250mm 

Height: 900 mm 

Length: 2,250mm 


From these furnace dimensions, taking into account the demands of heat tech- 
nology, the following maximum dimensions for the usable coffins are derived: 
Height: —§ 720mm, not counting the feet 

Width: 750 mm, exceptionally 800 mm maximum 

Length: 2,100mm 


Coffins exceeding the above dimensions must be refused. 

7. The inside of the cremation chamber must be as smooth as possible; open 
joints in which ash particles could settle are to be avoided. 

8. With respect to the design of the cremation chamber, both a grate and a plate 
are acceptable for the floor. 

In furnaces with grates, the open width of the grate bars must not exceed 210 
mm for transverse grates or 100 m for longitudinal grates. 

In furnaces with movable or invertable floor plates for the removal of the ashes, 
these plates must not be moved before the end of the cremation. Safety measures 
must be taken to avoid any premature movement of the plates. 

9. The refractory material used must be absolutely insensitive to the high tem- 
peratures and the temperature fluctuations that the furnace undergoes. 

10. From the structural point of view, the refractory mass of the cremation fur- 
nace must be such that the heat accumulated during the preheating phase up to 
the operating temperature is sufficient for the cremation to be carried out by 
means of cold or preheated combustion air. 

11, The cremation chamber and the post-combustion chamber must be separated 
by a separating wall. It may be invertable but must close sufficiently tight to 
prevent ash particles from falling through. 

12. With cremation furnaces for normal and continuous usage, a recovery sys- 
tem should be considered for the greatest possible exploitation of the discharge 
gases, to the extent that the design of the furnace allows it. 

13. To enhance the draft of the chimney, forced-draft devices are acceptable in 
cases where chimneys cannot be built sufficiently high for architectural reasons. 
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However, the discharge gases must be discharged in a way such that the envi- 

ronment is not affected. 

14. The utilization of the discharge gases for purposes other than the mere exe- 

cution of the cremation must be prohibited for reasons of reverence. 

15. All closures and other control devices on the furnace, in the flue duct, and in 

the chimney must be made tight in a way such that extraneous air currents are 

excluded. 

16. In order to follow the course of the preheating to the operating temperature 

and of the subsequent cremations, it is absolutely necessary to equip [the fur- 

nace] with at least the following control instruments: 

a) temperature measuring device in the cremating chamber, 

b) temperature measuring device in the flue duct, 

c) temperature recorder, 

d) manometer. 

17. For the cremation the furnace must be designed moreover in such a way that 

during the period between the introduction of the coffin and the end of the cre- 

mation process no direct manipulations are necessary. After the cremation has 

taken place, [such manipulations] must be limited exclusively to: 

a) the cleaning of the cremation chamber, 

b) to the transfer of the ashes from the upper ash collection point into the post- 

combustion chamber, 

c) to the transfer of the ashes from the post-combustion chamber to the ash- 

removal vessel. 

18. In the case of zinc coffins, the liquid zinc must be withdrawn into a special 

container. 

C. Ashes 

I. The ashes must be completely burnt out and free from charcoal residue and 

other combustibles. 

2. The removal of the ashes from the post-combustion chamber must be done in 

a dignified manner. 

Before being placed into the urn, the ashes must be freed from charcoal parti- 

cles and metal parts of the coffin, outside the furnace. 

3. The handling of the ashes after their removal from the furnace up to the clos- 

ing of the urn must absolutely be done without [creating] any dust. 

D. General Remarks 

I. All devices necessary for the operation of the installation must work silently. 

It is imperative to prevent the transmission of any unavoidable sounds into the 

other rooms. 

2. For the operation of the installation, other than the norms set out above, the 

following ‘Service regulations for cremation plants dated November 5th, 1935’ 

are binding.” (Followed by the text of the law.) 
The resurgence, in these norms, of the ideal of a completely indirect cremation 
process — which had given rise to many vigorous attacks against the Decree of 
October 24th, 1924, with its acceptance of the semi-direct process — shows how 
strongly the German cremation societies clung to the primacy of the ethical and 
esthetic aspects of cremation. In practice, however, the crematoria were more- 
inclined to follow a course favored by considerations of economy, a develop- 
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ment which had already started prior to the above decree. Hence what these 
norms regarded as the exception, at least for furnaces with a gasifier, tended to 
become the rule. 


9. Cremation Statistics 


9.1. Statistics for Germany (1878-1939) 


The first German crematorium went into operation at Gotha on December 10th, 
1878; for the ensuing twelve years, it was also the only one. Over the last dec- 
ade of the 19th Century, the number of crematoria rose very slowly: in 1900, 
there were hardly five. A notable increase occurred only in the years preceding 
the First World War: by 1913 there were 40 crematoria, and by the end of the 
war, 52 had been built. In the period between the two world wars the movement 
for cremation grew at a rapid pace, and the number of crematoria increased ac- 
cordingly. There were 54 in 1920, 68 in 1925, 104 in 1930, and 114 in 1935. 
With the inauguration of the Lahr Crematorium (July 16th, 1939) — the last 
crematorium built before the outbreak of the Second World War — the number 
of crematoria in the Old Reich reached 122, but on the territory of Greater Ger- 
many, a total of 131 existed, five of which were in Austria and four in the Sude- 
ten Territory. 

The following table covering the period between December 10th, 1878, and 
April 10th, 1928, presents data concerning the first 83 German crematoria (Ver- 
band... 1928, pp. 82-87; see Document 112). 


Table 3: Chronological List of German Crematoria between 1978 and 1928 


# |Location Start-up Date} #of |Furnace System and Manufacturer 
(dd/mm/yyyy) |Furnaces 

1 |Gotha 10/12/1878 2; 1. Friedrich Siemens, Dresden 

2. Richard Schneider, Dresden 
2 |Heidelberg 22/12/1891 1 Klingenstierna (Gebr. Beck), Offenbach 
3 |Hamburg 19/11/1892 2 Richard Schneider, Dresden 
4 |Jena 14/02/1898 2 Klingenstierna (Gebr. Beck), Offenbach 
5 |Offenbach a.M. 07/12/1899 1 Klingenstierna (Gebr. Beck), Offenbach 
6 |Mannheim 20/02/1901 1 Richard Schneider, Dresden 
7 |Eisenach 20/01/1902 1 Richard Schneider, Dresden 
8 |Mainz 03/05/1903 2 Klingenstierna (Gebr. Beck), Offenbach 
9 |Karlsruhe 25/04/1904 1 Richard Schneider, Dresden 
10|Heilbronn 26/06/1905 1 Klingenstierna (Gebr. Beck), Offenbach 
11]Ulm 01/01/1906 2 1. Klingenstierna-Beck, Offenbach 

2. Gebriider Beck, Offenbach 
12|Chemnitz 15/12/1906 2, 1. Richard Schneider, Dresden 

2. Gebriider Beck, Offenbach 
13 |Bremen 24/02/1907 2 1. Klingenstierna-Beck, Offenbach 

2. Alfred Schmidt, Bremen 
14|Stuttgart 06/04/1907 2 1. Klingenstierna-Beck, Offenbach 

2. Wilhelm Ruppmann, Stuttgart 
15 |Coburg 12/11/1907 2 Gebriider Beck, Offenbach 
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# |Location Start-up Date] #of |Furnace System and Manufacturer 
(dd/mm/yyyy) |Furnaces 

16 |Péssneck 16/10/1908 1 Gebriider Beck, Offenbach 

17 |Zittau 01/04/1909 1 R. Schneider, Techn. Ofenbaubiiro, Berlin 

18 |Baden-Baden 25/10/1909 1 Gebriider Beck, Offenbach 

19 |Zwickau 01/11/1909 2 Gebriider Beck, Offenbach 

20 |Leipzig 01/01/1910 3 R. Schneider, Stettiner Schamottefabrik 

21 |Liibeck 15/05/1910 2 Gebriider Beck, Offenbach 

22 |Dessau 18/05/1910 2 1. Toisul & Fradet, Paris 
2. Gebriider Beck, Offenbach 

23 |Gera 12/06/1910 2 Gebriider Beck, Offenbach 

24 |Reutlingen 01/01/1911 1 Wilhelm Ruppmann, Stuttgart 

25 |Dresden 22/05/1911 3 2 xR. Schneider, Stettiner Schamottefab- 
rik; 1 x J.A. Topf & Sohne, Erfurt 

26 |G6ppingen 08/10/1911 1 Wilhelm Ruppmann, Stuttgart 

27 |Meiningen 08/10/1911 1 Gebriider Beck, Offenbach 

28 |Weimar 14/12/1911 2 1. R. Schneider, Stettiner Schamottefabrik; 


2. J.A. Topf & Sdhne, Erfurt 
Gebriider Beck, Offenbach 


= 


29 |Sonneberg i.Th. 20/12/1911 


30|Hagen 1.W. 16/09/1912 2 1. Custodis, Diisseldorf 

2. Kori, Berlin 
31 |Frankfurt a.M. 12/10/1912 R. Schneider, Stettiner Schamottefabrik 
32 |Berlin, Gerichtsstr.|_ 28/11/1912 R. Schneider, Stettiner Schamottefabrik 
33 [Munich 28/11/1912 R. Schneider, Techn. Ofenbaubiiro, Berlin 
34 |Wiesbaden 19/12/1912 R. Schneider, Stettiner Schamottefabrik 
35 |Nuremberg 15/05/1913 Wilhelm Ruppmann, Stuttgart 
36 |Berlin-Treptow 23/06/1913 Gebriider Beck, Offenbach 
37 |Tilsit 09/09/1913 R. Schneider, Stettiner Schamottefabrik 
38 |Esslingen 01/10/1913 Wilhelm Ruppmann, Stuttgart 
39 |Greifswald 26/10/1913 Gebriider Beck, Offenbach 
40 |Gorlitz 28/11/1913 R. Schneider, Stettiner Schamottefabrik 
41 |Freiburg i. Br. 15/04/1914 J.A. Topf & Sohne, Erfurt 
42 |Darmstadt 10/10/1914 Gebriider Beck, Offenbach 
43 |Danzig 15/10/1914 R. Schneider, Stettiner Schamottefabrik 
44 | Augsburg 25/05/1915 Gebriider Beck, Offenbach 


45 |Braunschweig 01/07/1915 
46 |Hirschberg i.Schl.}| 22/08/1915 


R. Schneider, Stettiner Schamottefabrik 
J.A. Topf & Séhne, Erfurt 


NFP NF NNR NPR NR RRP RP NRF RFP NF NRF RP RP RP RP RFP NNNN WWD 


47 |Krefeld 04/10/1915 R. Schneider, Stettiner Schamottefabrik 
48 |Halle a.d.S. 23/12/1915 J.A. Topf & Sohne, Erfurt 

49 |Kiel 14/02/1916 Gebriider Beck, Offenbach 

50 |Friedberg/Hess. 15/03/1917 Gebriider Beck, Offenbach 

51 |Pforzheim 02/08/1917 Wilhelm Ruppmann, Stuttgart 

52 |Plauen i.V. 01/02/1918 R. Schneider, Stettiner Schamottefabrik 
53 |KGnigsberg/Pr. 05/12/1918 Wilhelm Ruppmann, Stuttgart 

54 |Konstanz 15/05/1920 Gebriider Beck, Offenbach 

55 |Rudolstadt/Th. 15/06/1921 R. Schneider, Stettiner Schamottefabrik 
56 |Berlin-Wilmersd. | 11/05/1922 R. Schneider, Stettiner Schamottefabrik 
57 |IImenau 22/10/1922 J.A. Topf & Séhne, Erfurt 

58 |Hanover 24/02/1923 J.A. Topf & Sohne, Erfurt 

59 |Erfurt 04/04/1923 J.A. Topf & Sohne, Erfurt 

60 |Suhl 11/08/1923 J.A. Topf & Sohne, Erfurt 

61 |Magdeburg 22/11/1923 J.A. Topf & Sohne, Erfurt 

62 |Griinberg/Schl. 05/01/1924 J.A. Topf & Séhne, Erfurt 

63 |Dortmund 24/05/1924 J.A. Topf & Sohne, Erfurt 
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# |Location Start-up Date} #of |Furnace System and Manufacturer 
(dd/mm/yyyy) |Furnaces 

64|Arnstadt 1.Th. 1/10/1924 1 J.A. Topf & Séhne, Erfurt 

65 |Guben 19/11/1924 1 J.A. Topf & Sdhne, Erfurt 

66 |Selb i.B. 7/02/1925 1 J.A. Topf & Sdhne, Erfurt 

67 |Bernburg 17/02/1925 1 J.A. Topf & Sdhne, Erfurt 

68 |Stettin 17/02/1925 2: 1. R. Schneider, Stettiner Schamottefabrik; 
2. idem (improved device) 

69 |Apolda 16/04/1925 1 J.A. Topf & Sdhne, Erfurt 

70|Wilhelmshaven 11/02/1926 1 J.A. Topf & Sdhne, Erfurt 

71 /|Breslau 12/04/1926 1 Gebriider Beck, Offenbach 

72 |Kassel 21/05/1926 1 J.A. Topf & Sdhne, Erfurt 

73 |Hochst a.M. 01/06/1926 1 J.A. Topf & Séhne, Erfurt 

74 |Liegnitz 08/07/1926 1 J.A. Topf & Sdhne, Erfurt 

75 |GieBen 07/08/1926 1 J.A. Topf & Sdhne, Erfurt 

76|Brandenburg (II.) | 17/10/1926 1 J.A. Topf & Séhne, Erfurt 

77|Weissenfels a.S. 07/02/1927 1 Kori, Berlin 

78 |Tuttlingen 14/08/1927 1 Wilhelm Ruppmann, Stuttgart 

79 |Eisfeld 29/09/1927 1 J.A. Topf & Sdhne, Erfurt 

80 |Ludwigsburg 22/10/1927 1 Wilhelm Ruppmann, Stuttgart 

81 |Hildburghausen 27/10/1927 1 Gebriider Beck, Offenbach 

82 |Freiberg 1.S. 02/03/1928 1 Gebriider Beck, Offenbach 

83 |Quedlinburg 10/03/1928 1 J.A. Topf & Sdhne, Erfurt 


The number of furnaces indicated corresponds to those actually existing in 1928. In certain crematoria, the old fur- 
naces had been demolished and replaced with new devices. The last column of the list quoted contains furnaces 
which were subsequently demolished. 


By the end of 1928, the number of German crematoria had risen to 88, because 
between March 10th and December 31st five more crematoria were built: at 
Rostock, Schwenningen, Langensalza, Nordhausen and Saalfeld. Another 34 
crematoria were set up between 1929 and 1939. The following table lists them 
by number, by location and by year of construction: 


# | Location Year | # | Location Year 
89 | Bielefeld 1929 | 106 | Lindau 1931 
90 | Wetzlar 1929 | 107 | Cuxhaven 1931 
91 | Hof 1929 | 108 | Duisburg-H. 1932 
92 | Miihlhausen 1929 | 109 | Landau 1932 
93 | Altenburg 1929 | 110 | Fiirstenberg 1934 
94 | Forst 1930 | 111 | Naumburg 1934 
95 | Reichenbach 1930 | 112 | Lauscha 1934 
96 | Hanau 1930 | 113 | Celle 1935 
97 | Potsdam 1930 | 114 | Essen 1935 
98 | Bremerhaven 1930 | 115 | Diisseldorf 1936 
99 | Saarbriicken 1930 | 116 | Cologne 1937 
100 | Sondershausen 1930 | 117 | Osnabriick 1937 
101 | Eisleben 1930 | 118 | Schneidemiihl 1937 
102 | Kolberg 1930 | 119 | Débeln 1938 
103 | Frankfurt a.O. 1930 | 120 | Flensburg 1938 
104 | Schwerin 1930 | 121 | Gleiwitz 1938 
105 | Meissen 1931 | 122 | Lahr 1939 
Sources: “Die Feuerhallen...” 1939, p. 7; “Einascherungen...” 1940, pp. 20, 29 
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In the Sudeten Territory there were four crematoria: at Reichenberg (1918), 
Briix (1924), Aussig (1932), and Karlsbad (1933); Austria had five crematoria: 
in Vienna (1923), at Steyr (1927), at Linz (1929), at Salzburg (1931), and at 
Graz (1932). Thus there were altogether 131 crematoria in Grossdeutschland in 
1939. 

Because initially the practice of cremation was a novelty, often repressed by 
the dominant cultural factors and because consequently there existed only few 
crematoria, the annual number of cremations remained very low for a long time, 
beginning to grow consistently only after the end of the First World War: It 
stayed below 100 until 1886, below 1,000 until 1902, and below 10,000 until 
1912. In 1918 there were 15,878 cremations, and in the years thereafter the fig- 
ure grew rapidly, exceeding 100,000 in 1939. The following table shows the 
number of cremations in Germany year by year: 


Year | Cremas | Cremations | Year | Cremas | Cremations 
1878 1 1 1893 3 256 
1879 1 17 1894 3 267 
1880 1 16 1895 3 263 
1881 1 33 1896 3 312 
1882 1 33 1897 3 374 
1883 1 46 1898 4 423 
1884 1 69 1899 5 511 
1885 1 716 1900 5 639 
1886 1 95 1901 6 692 
1887 1 110 1902 7 861 
1888 1 95 1903 8 1.075 
1889 1 128 1904 9 1.381 
1890 1 111 1905 10 1.769 
1891 2 165 1906 12 2.052 
1892 3 221 1907 15 2.980 
1908 16 4,049 1924 63 33,477 
1909 19 4,773 1925 68 36,110 
1910 23 6,094 1926 75 40,040 
1911 29 7,551 1927 81 45,758 
1912 34 8,858 1928 88 47,783 
1913 40 10,215 1929 93 56,060 
1914 43 11,140 1930 104 53,203 
1915 48 10,640 1931 107 58,259 
1916 49 11,448 1932 109 60,266 
1917 51 13,952 1933 109 63,674 
1918 52 15,878 1934 112 62,262 
1919 53 15,895 1935 114 70,062 
1920 54 16,855 1936 115 76,624 
1921 54 19,350 1937 118 80,407 
1922 56 26,928 1938 130 84,634 
1923 60 33,475 1939 131 102,022 


Sources: Weinisch 1929, p. 33; “Die deutschen Krematorien...” 1940, p. 
13; “Tabelle...” 1944, p. 17. 
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The list contains the data for Austria and for the Sudeten Territory from the time 
they became part of Greater Germany. 

Between 1878 and 1939 altogether 1,201,823 corpses were cremated in 
Germany. 

In 1939 the number of deaths in Germany was 1,007,122, that of corpses in- 
cinerated was 102,022, hence some 10 percent.”” This percentage of bodies 
cremated grew steadily from the beginning of the century, in line with the in- 
creasing presence of crematoria and their increasing acceptance: in 1900 it was 
0,5%, in 1910, 0.6%, in 1920, 1.8%, in 1930, 7.4%, in 1935, 9%, in 1936, 9.5%, 
in 1937, 9.9% and in 1938, 10.5% (Helbig 1940, p. 29). 

In 1940, there were 108,630 cremations (=10.3%), in 1941, 107,103 
(=10.75%), and in 1942, 114,184 (=11.5%).”° 


9.2. Statistics of Other Countries 


As already mentioned in Chapter 3, 19 crematories were constructed in the 
United States between 1876 and 1895, but the number of cremations remained 
rather low, as may be seen from the following table (Probst 1895, p. 181): 


City Inauguration Total Gender 
Year Cremations | Male | Female 
Washington, D.C. 1876 38 29 9 
Lancaster, Pa. 1884 89 67 22 
Fresh Pond, New York 1885 1,554 1,084 470 
Buffalo, N.Y. 1885 250 166 84 
Pittsburgh, Pa. 1886 100 63 37 
Cincinnati, Ohio 1887 314 214 100 
Detroit, Mich. 1887 183 111 72 
Los Angeles, Cal. 1887 182 119 63 
St. Louis, Mo. 1888 437 300 137 
Philadelphia, Pa. 1888 399 264 135 
Baltimore, Md. 1889 84 57 27 
Swinburne Is., N.Y. 1889 109 ? ? 
Troy, N.Y. 1890 56 37 19 
Waterville, N.Y. 1891 5 1 4 
Davenport, Iowa 1891 36 27 9 
San Francisco, Cal. 1893 200 112 88 
Chicago, Ill. 1893 87 54 33 
Boston, Mass. 1893 118 59 59 
San Francisco, Cal. 1895 28 18 10 
Total 4,269 


8,594 cremations were performed in the U.S. during the five years spanning 
from 1896 to 1900.”! The Fresh Pond Crematory on Long Island began its oper- 


1 Die Feuerbestattung, Vol. 16, 1944, p. 17. 

7! Cobb 1901, pp. 117f. The author presents detailed statistical tables on cremations in the U.S. and UK, 
in Italy, Denmark, France, Germany, Sweden and Switzerland sorted by the crematory location and 
year (pp. 117-121). 
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ation on December 4, 1885; up to March 1892, 745 cremations were carried out 
there, of which 373 were of people born in Germany and 240 were born in the 
United States; the remainder were mostly born in European countries (England, 
Austria, Switzerland, France, Ireland, Italy, Hungary, Denmark, Scotland, Bel- 
gium, Holland; A. Cobb 1892, pp. 146f.). In 1928, 109 crematories existed in 
the U.S., and the number of cremations exceeded 300,000 (Ichok 1931, p. 683): 


Period Cremas | Cremations | Period Cremas | Cremations 
1876-1884 2 28 | 1904-1908 37 24,356 
1885-1888 9 395 1909-1913 51 38,963 
1889-1893 15 2,257 1914-1918 77 65,571 
1894-1898 22 5,937 1919-1923 87 72,647 
1899-1903 28 13,784 | 1924-1928 109 101,467 


Total 325,405 


The first British crematory was built in 1885. By the end of 1909 some 8,000 


cremations had been performed as follows:”” 


: ; Cremations 
City first cremation Until 1909 
Woking 1885 3,220 
Manchester 1892 1,348 
Glasgow 1895 323 
Liverpool 1896 464 
Hull 1901 181 
Darlington 1901 31 
London-Golders Green 1902 2,808 
Leicester 1902 87 
Birmingham 1903 148 
Leeds 1905 90 
Ilford 1905 93 
Bradford 1905 47 
Sheffield 1905 61 

Total 8,121 


The following table shows the record of British crematories and cremations up 
to 1930 (Ichok 1931, p. 678): 


Year | Crematories | Cremations | Year | Crematories | Cremations 
1885 1 3 1910 13 840 
1890 1 54 1915 14 1,410 
1895 3 209 1920 14 1,796 
1900 4 444 1925 16 2,701 
1905 13 604 1930 21 4,533 


Total 12,594 


® Rolants 1910, p. 1123; accurate statistics can be found in: Thompson 1889a, pp. 713-715; “Crema- 
tion...” 1909, pp. 349-351; “Progress...” 1910, pp. 579-581; “The progress...” 1914, pp. 926-928; 
The 1905 article “Cremation in Great Britain” gives the number of cremations performed in the first 
nine crematoria listed here for 1903 and 1904, as well as the total (4,407). 
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In France the crematory of Pére-Lachaise performed a little less than 5,500 
cremations during the first 21 years of its operation, omitting hospital remains 
and embryos (Rolants 1910, p. 1121): 


Year |Cremations | Year |Cremations | Year | Cremations 
1889 49 1896 200 1903 307 
1890 121 1897 210 1904 354 
1891 134 1898 231 1905 341 
1892 159 1899 243 1906 362 
1893 189 1900 297 1907 451 
1894 216 1901 306 1908 403 
1895 187 1902 299 1909 394 
Total 5,453 


In 1930 Denmark had five crematories, in which 15,005 cremations were per- 
formed between 1893 and 1930 (Ichok 1931, p. 682). In the Netherlands 3,852 
cremations were performed between 1914 and 1930 (ibid., p. 684); in Italy 
17,503 between 1876 and 1930 (ibid., p. 685); in Norway 9,424 between 1920 
and 1930 (ibid., p. 686). In Russia the first crematory was inaugurated in Mos- 
cow on 7 October 1927; it cremated 225 corpses until the end of that year, 4,025 
in 1928, and 5,208 in 1929 (ibid., p. 688). 

In Switzerland 20 crematories existed in 1930; the total number of crema- 
tions exceeded 34,000 (ibid.): 


Year Crematory Cremations | Year Crematory Cremations 
Furnaces Furnaces 
1889 1 21 1924 17 3,297 
1894 1 40 1925 18 3,549 
1899 2 95 1926 19 3,670 
1904 3 376 1927 19 4,228 
1909 7 914 1928 19 4,528 
1914 12 1,960 1929 20 5,029 
1919 14 2,050 1930 20 4,885 


Total 34,642 


In 1930 Czechoslovakia had nine crematories with 32,311 total cremations 
since 1918 (ibid., p. 689). 

At the end of 1938, Germany counted 130 crematoria, England 47, Italy 37 
(with 8 out of service), in Sweden and Switzerland there were 22 each, in Den- 
mark 16, in Norway 10, in Czechoslovakia 9, in France 6, in Russia 2 and in 
Belgium, Finland, Holland, Portugal and Rumania 1 each. Behind Germany, the 
countries with the greatest numbers of cremations were England (16,312 crema- 
tions =3.01% of all deaths), Switzerland (7,071 cremations or 14.55%), the Pro- 
tectorate of Bohemia and Moravia (5,535 cremations or 6.04%), Sweden (4,434 
cremations or 6.10%), Norway (2,262 cremations or 7.79%) and France (1,340 
cremations or 0.20%; “‘Statistisches” 1939, p. 41). 

Both for the number of crematoria and the number of cremations, the list 
was topped by Japan. Cremation furnaces were introduced in 1871. One decade 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 143 


later some 9,000 corpses were cremated in Tokyo annually. The installations 
were very rudimentary and permitted even collective cremations. The fuel was 
largely kindling wood, and a cremation lasted from eight in the evening until six 
in the morning (“La crémation au Japon” 1883, p. 94). In 1897 some 15,000 
cremations were performed in Tokyo, which amounted to 40% of the deceased. 
This percentage remained almost constant until the end of 1899. In 1900 the city 
had seven crematories (“La crémation au Japon” 1900, pp. 380f.). By 1912 the 
entire country had 36,723 cremation installations (Pallester 1912, p. 28). In sub- 
sequent years this number remained almost unchanged, while the number of 
cremations exceeded 600,000 corpses (Ichok 1931, p. 685): 


Year mation Cremations | Year remmanon Cremations 
Furnaces Furnaces 
1918 35,522 572,159 1924 | 36,422 559,635 
1919 36,495 527,273 1925 | 36,652 551,838 
1920 36,803 605,206 1926 | 35,866 538,017 
1921 36,782 553,852 1927 | 35,800 580,000 
1922 36,285 546,069 1928 | 35,745 606,531 
1923 36,697 587,143 1929 | 35,385 622,492 


Total 6,850,215 


10. Mass Cremation for Hygienic and Sanitary Purposes 


In the following I use the term “mass cremation” in a broad sense, because a 
proper cremation in the narrow sense of the word can only be carried out in a 
cremation furnace. 

In his 1932 book, Prof. Luigi Maccone devoted a very interesting and amply 
documented chapter to this topic titled “Cremation in Times of Epidemics, of 
Wars and Earthly Disasters (“La Cremazione in tempo di epidemie, di guerre e 
di disastri tellurici”), which I can recommend to the italophone reader (Mac- 
cone 1932, pp. 161-166). 

Mass cremation on pyres for hygienic and sanitary reasons has been prac- 
ticed frequently in historic times, mainly in Italy, for example after the Battle of 
Formovo in 1495, and in Venice in 1509 and 1576 in connection with an epi- 
demic of the Bubonic Plague, in 1627 in Apuglia after an earthquake, in 1630 at 
Mantua, in 1656 at Naples, in 1743 at Reggio Calabria in connection with epi- 
demics, and in 1764 in Dalmatia (Huber 1903, p. 4). Numerous other such ex- 
amples were set forth by Hugo Erichsen in a specific chapter of one of his doc- 
umented works on cremation (1887, Chapter III, “Cremation in Times of War’, 
pp. 129-139). 

In the 19th Century, after the Battle of Paris on March 30th, 1814, 4,000 
corpses that had been exhumed and taken to Montfaucon were burned on 10 
large grates made of steel bars placed on rocks (Frohlich 1872, p. 44). In all of 
these cases, what was aimed for and what actually occurred was not a true and 
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proper cremation, i.e. a reduction to ashes, but merely a carbonization of the 
soft tissue of the corpses in order to remove them from a process of decomposi- 
tion that would have been dangerous for public hygiene because of the large 
number of corpses involved. 

On September Ist, 1870, 390,000 men clashed at Sedan. The tens of thou- 
sands of men killed were hastily buried in mass graves. This aroused the legiti- 
mate fear of neighboring Belgium so much that in the following year, in order 
to cope with a situation that worsened with the approaching spring warmth, a 
“Committee for the Disinfection of the Battle Fields” was constituted in Brus- 
sels under the presidency of Prince Orloff, the Russian Ambassador to Belgium. 
Two members of this committee, the Military Surgeon Lante and the Chemist 
Créteur, both Belgian, traveled to Sedan in early March. Having visited the bat- 
tlefield, Créteur proposed to burn the bodies with tar and crude oil (petroleum) 
in the graves in which they were lying. The proposal was accepted by the com- 
mittee and implemented. The operations were started in the second half of 
March of 1871; Créteur himself described them in the following way (Créteur 
1915, p. 562; cf. Frohlich 1872, p. 101; Marmier 1876, pp. 33f.; Duroux 1878, 
pp. 13f.): 

“T had the earth removed from the burial mounds up to the first layer of corpses; 

then I had them covered with a layer of chloride of lime in order to neutralize 

the bad smell. [...] 

On top of my layer of chloride of lime, I had tar poured; I then lit the whole 

thing with petroleum oil. The ignited petroleum spread over the whole layer of 

tar, which immediately ignited, attacking the flesh and melting the fat. The fatty 

substances, by mixing with the tar, raised the temperature so as to reduce a 

hundred corpses in less than an hour.” 

After the combustion, the contents of the grave had shrunk to three quarters of 
the original volume and there were only bones left, covered with a resinous lay- 
er that isolated them from atmospheric agents. The amount of tar used depended 
on the number of corpses to be burned. For a grave of some 250 to 300 corpses, 
Créteur used 5 to 6 tons, for 30 to 40 corpses, 2 tons (Frohlich 1872, p. 102). 
Créteur stated to have treated, between the 10th and the 20th of March 1871, 
and with the aid of 27 men, 3,213 mass graves of soldiers and animal carcasses, 
with at least three fourths having been dealt with in the manner described above. 
The total consumption of tar amounted to 384 tons. 

Other members of the committee, however, Dr. Lante in particular, raised 
doubts concerning Créteur’s account, with respect to both the amount of tar 
used for each grave and the number of graves treated, even going so far as to 
question the results obtained. 

In his account, Dr. Lante argued that a grave with 10 corpses required 2 tons 
of tar and that, with the 384 tons of tar consumed, Créteur — in the face of his 
own figures, some 2 to 5-6 tons per grave — could not, in any case, have treated 
3,213 graves (ibid., p. 103). Even with respect to the actual results achieved, 
Créteur’s claims turned out to be rather untenable. The contemporary author 
Frohlich of the [German] Imperial General Staff noted (ibid., pp. 109f.): 
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“One cannot claim, as the Chemist Créteur asserts to have demonstrated, that 
the so-called combustion process has been satisfactory. The result of the proce- 
dure was not, in fact, a combustion in the chemical sense, but only a carboniza- 
tion; however, even this result — which in itself would have been sufficient from 
hygienic a point of view — would not at all have been achieved to a degree nec- 
essary to render the corpses innocuous. Actually, in the first place, the tar hy- 
drocarbons certainly burned, before the soft parts of the corpses would have 
caught fire. 

Consequently, the oxygen in the air would have been spent to a point where, for 

the carbonization, only a small quantity would have remained available; this, 

moreover, would have produced a direct effect of carbonization only if the fleshy 
parts of the corpses had already lost a large part of their water content. Thus, 
only the more-superficial parts of the corpses would have been carbonized, but 
the contents at the bottom [of the graves], to which the oxygen would not have 
penetrated (and that should apply to the mass graves in particular), were not in- 
volved in the process, or were involved only in part, and the flesh of the lower 
layers would, in the best of cases, have [merely] been roasted.” 
Another authoritative source, Dr. Wilhelm Roth, the author of a major treatise 
on issues of military hygiene, also raised serious doubts as to the claimed results 
of these mass incinerations, all the more so as they were done within graves, 
basing himself upon the completely different findings of the Metz Commission. 

In the Metz Area, between August 14th and October 27th, 1870, two armies 
of some 500,000 men fought a number of battles. In the Gozze Sector alone, 
14,000 men died as a result of the battle of August 16th, and there were some 
30,000 fatalities in the whole campaign. The decomposing bodies poisoned the 
air and polluted the groundwater. On February 16th, 1871, a commission was 
set up to carry out disinfection work. It was headed by the Army Surgeon 
D’ Arrest, M.D., from the Supreme Command, and by Major Bode, M.D., the 
state physician (ibid., pp. 46f.; Roth 1872, p. 549). 

This commission undertook cremation experiments that were later described 
in detail in a report by the two physicians mentioned. The experiments were 
done only in rather small graves and, for reasons of piety, only on the carcasses 
of horses. For that purpose, the commission chose those carcasses that could no 
longer stay in the places where they had been found but whose transportation to 
a more suitable site would have been especially difficult. The actual procedure 
was as follows (Roth 1872, pp. 556f.): 


“We thus unearthed the carcasses, which had only been interred in a cursory 
way, using the measures mentioned in the description of the exhumations, but 
with the difference that instead of chloride of lime we used the tar itself, which 
was poured in the most copious manner possible on the exposed fleshy parts. 
Then the tar-covered carcasses were removed from their original sites, general- 
ly somewhat humid, and were placed on a kind of hearth made up of large and 
thick stones. Here, they were covered from all sides with dry branches and 
straw, abundantly doused with tar, then soaked with petroleum and finally set 
alight. High flames rose immediately, generating thick columns of pitch-black 
smoke all around, as well as a heat so intense that one would have thought that 
the carcasses, surrounded as they were by fire on all sides, would very quickly 
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have been carbonized. However, within a mere half hour the flames died down 

to a level such that, in order to keep the fire from going out altogether, it had to 

be continually revived by pouring on more tar and petroleum. 

After about two hours, the heads, the necks and the legs of the animals were 

strongly burned, but the large masses of flesh of the body were only roasted and 

covered by a layer of pitch which no doubt prevented the heat from penetrating 

further. For that reason we made a large number of deep cuts into the flesh, i.e. 

into the muscles of the rear parts, the abdominal cavities were opened, the guts 

which had become hardly warm taken out and replaced by dry branches and 
straw; then the carcasses were again covered with tar and petroleum in the most 
abundant and appropriate way possible, and ignited. 

Again, there were enormous sooty flames and a tremendous heat, but again, af- 

ter two hours, very little progress with the destruction. After five hours of work, 

done on several carcasses simultaneously and repeated elsewhere, it was still 
not possible to achieve a satisfactory result, i.e. the carbonization of the organic 

masses; the only thing left to do was to place the fleshy parts still visible on a 

kind of sled and bring them up onto the hill in order to bury them there well.” 

It was therefore decided to abandon these attempts at disposing of the carcasses. 
Summing up his experiments, Dr. Roth concluded (ibid., p. 557): 
“Hence one may conclude that Créteur’s way of operation most probably results 
only in a carbonization of the top layer of corpses, whereas inside there was on- 
ly very little change, and whole corpses may even have remained intact inside 
the graves.” 
Still, Créteur had brought up the idea in a general way, and the problem of mass 
burnings of corpses resulting from wars (in spite of the opposition of some mili- 
tary physicians)’ and epidemics would henceforth be studied by specialists in 
the field of combustion. 

In 1875 Friedrich Ktichenmeister published the design of a mass cremation 
device for the corpses of soldiers who had died on the battlefield, which he had 
specifically ordered from Friedrich Siemens, the inventor of the first hot-air 
cremation furnace. 

We set forth below the text of the description of the project as well as the 
accompanying drawing (Document 93; Kiichenmeister 1875, pp. 82f.): 

“Mr. Siemens says: 

‘As shown in the drawing, the shaded portions A of the furnace are best realized 

in brickwork of solid construction, if such material is available, especially in the 

lower portion, because they contain the hearths and the whole structure rests 
upon them. The excavated earth can be used for the packing B of the surround- 
ing walls. 

Above the hearths, inside the four surrounding walls, normal stones D are 

placed up to the first shaded line, and the corpses, covered with more stones, are 

placed upon them. 

The space in front of the hearths must be filled with loose stones; by removing 

one or more of them, the flow of air can be regulated quite well. 


3 Schultz-Schultzenstein 1870, pp. 364-367; other military surgeons were enthusiastic supporters of 


burning; cf. Lanyi April 1874, pp. 91-95; Dechambre July 1870, p. 465; September 1870, pp. 545f. 
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The grates needed for the hearths have to be carried along; this can be done 
easily, as they consist simply of ordinary iron bars of a certain length and repre- 
sent only a rather small portion of the total weight for one furnace. 
The whole structure can be built well within two days by a few qualified brick- 
layers so that the furnace can go into operation on the third day. 
The cremation process should be run in the following way: When the corpses 
have been placed on the loose stones, which have been arranged in such a man- 
ner as to leave much space between them, and have been covered with a layer of 
such stones, the fire under the grate is lit. The combustion products, which es- 
cape through the cracks, give up their heat to the stones D above the grate and 
heat them gradually, over something like an hour, until they have become bright 
red. The fire is reduced, and great amounts of atmospheric air are allowed to 
enter through the hearths. This air, on contact with the [glowing] stones, heats 
up to a high temperature and strikes the corpses which, by then, are somewhat 
desiccated on the surface; this leads to a rather rapid combustion of all portions 
which are subject to rotting. 

It is obvious that the cremation in this furnace is not complete, as is the case in 

the furnace described above;'! but because the starting conditions are very dif- 

ferent (the furnace must destroy in the simplest and quickest way all the fleshy 
and muscular parts of the corpses which might rot and must eliminate any 
source of harmful vapors etc.), the furnace corresponds perfectly well to the task 
and will produce much better results than those obtained so far with cremations 

on the battlefield. R.S.’”” 

Even in its rudimentary simplicity, this device is in agreement with the princi- 
ples of combustion technology. Although it is partly buried, it has true and 
proper hearths with grates placed at a height such that air can enter and flow 
through them without hindrance and the ashes can fall down without piling up 
on the grate. By means of the rocks, the openings of the hearths can be gradual- 
ly blocked and the combustion air controlled, albeit in an approximate manner. 
The outside brick walls and the rocks on the hearths constitute a good reservoir 
for storing the heat produced initially by the hearths and for releasing it later by 
radiation and conduction. Temporary or mobile cremation devices were also 
planned and built with a view to possible epidemics. The crematorium was in 
fact considered “the only infallible germicide” (Beugless 1884, p. 143). 

In November of 1901, during a meeting of the Chamber of Physicians of 
Brandenburg Province, Dr. Weyl proposed to cremate the victims of a typhus 
epidemic then raging in that area. He turned to Engineer Hans Kori who replied 
with the following proposal (“Eingabe...” 1902): 


™4 The hot-air Siemens furnace described in Chapter 3. 
® The initials “R.S.” are probably those of Richard Schneider, the Siemens engineer who designed the 
furnace. 
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“Berlin W., February 10th, 1902. 
To Th. Weyl, M.D. 
Charlottenburg-Berlin W. 
Carmerstr. 5. 


Dear Sir, 


I have the honor to reply as follows to your esteemed query of the Sth of the cur- 
rent month: 
The construction of temporary or mobile furnaces in which corpses of persons 
having died from the plague can be cremated safely and in a short time does not 
present particular technical difficulties. 
The cremation furnace having a retort [muffle] with a separate front firing 
[Vorfeuerung], which I have built on the basis of several years’ experience in 
the construction of cremation furnaces for slaughterhouses, hospitals etc., en- 
sures a rapid cremation of the corpses and has the advantage of being easy to 
use. If all the parts of a furnace are available, it can be set up within 36 hours 
and then go into operation immediately. For the discharge of the combusted 
gases etc. one can use any appropriate tall chimney; the best solution would, of 
course, be a boiler plant. 
The price of the completely erected furnace, without the connection to the chim- 
ney, would be about 2,750 marks. 
Remaining at your disposal for any more detailed information, I am yours 
sincerely 
H. Kori.” 


The technological progress achieved in the last two decades of the 19th Century 
had more and more inventors turn to the design of special furnaces to solve the 
problems of mass cremations, and much space was devoted to these questions in 
the specialized literature of that era. Let us look at the most-interesting projects 
which were proposed. The first I want to quote at length stems from the Italian 
engineer Pini (1885, pp. 155f.): 


“MASS CREMATION FURNACE IN TIMES OF WAR. 

Regarding a crematory destined to purify within a very short period of time the 
multitude of casualties left on a battlefield, one can no longer maintain the usual 
distinction between bed [muffle] and hearth; the two parts, instead, form a sin- 
gle large entity that has been named a receptacle. This crematorium is made of 
refractory brick and consists of only two parts, the receptacle and the chimney, 
both square, which rise up vertically one next to the other with a connection be- 
tween them. We will describe a crematorium that can handle a thousand corpses 
in three days. 

Both the receptacle and the chimney have a grate in their lower part. The recep- 
tacle should be 1.5 m wide and 2 m high. The cross-section of the chimney is 75 
cm, its height is 10 m above the juncture with the receptacle. 

The vault covering the receptacle and reaching as far as the chimney links the 
two parts and enters the chimney below the grate, on top of which there must 
always be a considerable amount of coke in combustion. The vault must extend 
over the whole receptacle without, however, covering it completely; rather, on 
both sides of it, there must be two large openings for the introduction of the fuel 
and of the corpses. 
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The hearth in the chimney must have three doors: one, at the level of the grate, 
for the removal of the coke residue when the cremation is over, another, above 
it, for feeding the fuel into the hearth, and a third, below the grate, to allow air 
to enter the hearth and the ashes of the coke to be removed. 
The chimney must be built directly on the ground, but the receptacle must have 
its base more than two meters further down, in such a way that the two openings 
through which it is loaded are level with or slightly higher than the ground. This 
facilitates greatly the introduction of whatever has to be loaded, the fuel and the 
corpses. For that reason, if the land offers a favorable location, such as a slope, 
one should make use of it; otherwise one has to make a sizable excavation for 
the bottom at least two meters below ground. 
We have said that the receptacle must have a grate in the lower part. The front 
portion, i.e. the side away from the chimney, must be left free up to the level of 
the grate such that the mouth of the receptacle is always open. The sidewalls, 
over a certain height above and below the grate, have as many vertical slots as 
there are horizontal slots in the grate; they are, so to speak, their continuations. 
In this manner, by using suitable tools, it is possible at any time to free the grate 
of any ash piling up and threatening to block it. At various levels the walls must 
have vertical slots to allow an abundant supply of air to be fed. 
To use the furnace, the fire is first lit in the chimney and then the fuel that has 
been stacked on the grate of the receptacle is set on fire. A number of corpses 
are loaded on the fire, mixed with broken coal and coke in such a way that they 
form a layer on which more corpses are placed until some thirty corpses have 
been introduced. The whole mass will catch fire. The first corpses to burn will 
be those on the bottom. As they are being consumed, one uses the tools men- 
tioned above to move the ashes down through the slots in the grate; they can 
then be removed with an appropriate rake. The mass of corpses will thus sag, 
leaving an empty space in the upper portion that must be continuously filled with 
fresh corpses and more fuel. One can compute that thirty corpses will burn with- 
in two hours and that more than a thousand can be cremated in three days. 

The combustion products, after having been completely cleaned by passing 

through the glowing hearth in the chimney, will mix in with the surrounding air 

in a perfectly odorless and inoffensive way. 

About 4,000 bricks are needed for the construction of such a furnace; together 

with the necessary lime, they can be transported on a dozen carts. 

Tf one wants to build a crematorium to incinerate 10,000 corpses in three days 

without raising the height of the receptacle, the latter must be widened consid- 

erably, to some 4 m, and the chimney to 2 meters.” 
What we have here in practice is a large hearth on which alternating layers of 
corpses and fuel are placed; the efficiency of the hearth must be assured by a 
tall chimney with an after-burner for the combustion of the fumes. However, the 
indicated throughput rate appears somewhat dubious. 

As opposed to the above, which never went beyond the planning stage, the 
device described below was actually built and operated, but only for the incin- 
eration of animal carcasses (see Document 94; de Cristoforis 1890, pp. 125- 
128): 
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“FEIST APPARATUS. 
Initially, this device was invented by Dr. Feist only for the purpose of a hygienic 
destruction of carcasses of animals having died of contagious diseases, but one 
can easily see that with proper modifications it can also be used to incinerate 
human remains in case of a sudden high mortality, such as in wartime or during 
an epidemic, when the number of victims or the lack of time or money do not al- 
low a special crematorium to be built, and finally in all the cases which Captain 
Rey had in mind when he invented his mobile crematorium. 
We owe to the veterinarian Georg Feist the idea of rendering inoffensive the re- 
mains of animals having died of contagious diseases; he was convinced of the 
idea that any burial would only create a new source from which the disease 
would spread into the zone where it was raging, thus ruining the economy of the 
region at the same time. Feist’s ideas were soon picked up by his colleague, the 
veterinarian Ziindel, and by the local authorities. The Strasburg authorities ap- 
proved the construction of a special furnace in each of the larger regions struck 
by the disease, i.e. at Johannes-Rohrbach and in the County of Saaralben. 
The first Feist Furnace was set up ona hill only some 20 km south of the Village 
of Rohrbach; it was fashioned after the principle used in limekilns. The prevail- 
ing wind in the area is east-southeast; the mouth of the furnace faced in that di- 
rection. 
The vertical space for the carcasses is perfectly round at either end: it is 1.75 m 
high and has a diameter of 1.60 m at the top and of 0.90 m at the bottom, at the 
level of the second grate. At first, a little straw is introduced into this space, to- 
gether with dry branches or wood shavings, then hard coal, up to a layer some 
40-50 cm high. Then the carcass is loaded, and the gaps between it and the 
walls as well as the space above are filled with more hard coal, and additional 
straw and bundles of wood. Finally, all this is doused with 5-10 liters of petrole- 
um. Then a funnel-shaped lid of sheet metal, 2 mm thick, is placed on top, and 
the fire is lit in a suitable way at the level of the first grate, located some 65 cm 
above the ground. Underneath the furnace, there is a sheet-metal box in which 
the fluids flowing out because of the heat are absorbed by the ashes. The com- 
plete combustion takes about 5 to 6 hours for small animals and 8 to 9 hours for 
the larger ones, weighing 250 to 500 kg, i.e. as much as 4 to 8 corpses weighing 
60 kg each. Over this period of time, by the way, the load is totally destroyed, 
leaving only an ash residue of 1 to 2.5 kg."®! 
The attendant in charge of the cremation receives 20 francs per carcass, but he 
has to provide all the fuel and thus retains about half of that sum. The consump- 
tion is about 500 to 600 kg of coal, 5 to 10 liters of petroleum, and some 75 cen- 
times’ worth of straw and wood bundles. ” 
In 1908 the Mexican Government ordered a Richard Schneider mass-cremation 
device from Germany. The unit was laid out for the concurrent cremation of 
five corpses for a total throughput of 50 corpses daily (“Einfiihrung...” 1908, 
column 10). 
The bloody encounters of the First World War presented the problem of the 
disinfection of battlefields in all its urgency. Articles dealing with this question 


16 


The actual amount should rather be 10-15 kg. This is probably a typographical error. 
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appeared in the German-language press as early as the end of 1914” and in the 
French press a year later (Barrier/Salomon 1915, pp. 545-563). In October of 
that year, the Berlin Cremation Society forwarded to the Ministry of War a let- 
ter from the Topf Company concerning the cremation of soldiers who had died 
in battle, but the request was turned down (“‘Feuerbestattung im...” 1914). 

In an article published in March 1917, Adolf Marsch proposed a plan for a 
collective cremation furnace for the mass cremation of the corpses of soldiers 
killed on the battlefield. I quote the essential points of this article and show the 
two drawings that illustrated the project (Documents 95 and 95a). Having stated 
that it is considered a mass operation only if a unit is able to cremate at least 
100 corpses or their remnants in 24 hours of continuous operation, the article 
continues (Marsch 1917, cols. 45-48): 


“So far neither a practical proposal nor any sketch showing a usable cremation 
furnace for the mass cremation of the corpses of soldiers killed — be they fresh 
or previously buried — has been published. The author has set himself the task of 
resolving this question in an absolutely feasible manner. 

Cremation furnaces used until now in civilized countries consist mainly of a hor- 
izontal retort [muffle] into which the corpse is introduced and then consumed. 
The time needed for this operation has been given as at least one hour, plus a 
further half hour for the preparation of the subsequent load, so that in order to 
achieve a minimum throughput of 100 corpses in 24 hours, it would be neces- 
sary to set up a large number of furnaces one next to the other. One must also 
consider the fact that, for a horizontal retort, the void space inside will fill up 
with a large amount of gas, thus making it difficult to maintain the mixture of 
primary and secondary combustion air at the proper ratio. Furthermore, the 
carbon-monoxide gases are not completely converted to carbon dioxide, which 
presents the inconvenience that part of the discharge gases leaving the chimney 
consists of carbon monoxide, which is dangerous [even] at a great distance and 
harmful to the environment from the point of view of hygiene. 

If the layout is adequate, these drawbacks will not occur in a vertical retort of 
cylindrical shape, sufficiently large to accept a great number of corpses. 

For this purpose, a cylinder of 3 m internal diameter has been chosen, the 
height of which enables it to be loaded with a pile of corpses in three layers of 3 
corpses each, for a total of 9 corpses; they can thus be burned in a hygienically 
Satisfactory manner in a matter of an hour or an hour and a half. Automatic 
measuring devices for the temperature and the gas composition placed in the 
body of the furnace or in the flue duct allow the operation to be controlled at 
any moment. 

Such a furnace can be built from the foundations on up in a rather brief span of 
time and will be long-lasting; in any case, if it is operated continuously day and 
night, it will allow 3,000 corpses or their remnants to be burnt in one month 
without fear of incidents. Experience has shown that the operation need be in- 
terrupted only if and when certain parts highly exposed to the fire must be re- 
placed. If several such furnaces are built together under one roof in a suitable 
pattern, such interruptions become irrelevant. Abandoned factory sites, after 


7” “Feuerbestattung auf...” 1914; “Aus der... Pardubitz,” 1915; “Aus der... Zsolna,” 1915. 
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proper reconstruction, can be used to advantage as a building site for the fur- 

naces, provided that the chimney is intact and that there is a railway siding. 

If this is not the case, it is advisable to build a new building, quite simple in view 

of its temporary use, which does away with all the defects and disadvantages 

one faces inevitably when rebuilding an existing one. 

In principle, the operation is carried out in such a way that the corpses to be 

burned, after having been released by the military authorities, are transferred to 

the site wrapped in sailcloth with an addition of disinfectant — e.g., lime — and 
placed in containers of certain maximum dimensions (190 - 60 - 45 cm). After 
having been accepted by the personnel in charge, the introduction into the fur- 
nace is carried out by the site management. The ashes of the corpses, which are 
settling separately at the end of each cremation — without mixing them with the 
ash stemming from the hearth — are properly collected and preserved in individ- 
ual containers with exact indications as to their origin, to be disposed of later by 
the military authorities. In this manner, it is possible to wait for the proper mo- 
ment for them to be buried, either in their home country or on the battlefield, in 

a common grave or simply spread directly on the ground. 

There is no doubt that, if set up at the proper locations and in sufficient num- 

bers, the equipment just described will constitute a solid barrier to the threat of 

epidemics and will remove a fundamental obstacle to subsequent peaceful use of 
the theater of the war.” 
This project was based on a patent granted the same Adolf Marsch on Septem- 
ber 30th, 1915, for a “Shaft furnace for the concurrent cremation of a larger 
number of human corpses or animal carcasses.” The patent is accompanied by 5 
figures (see Documents 96 and 96a). 

The structure of the furnace is rather complicated. I will summarize only the 
essential elements. The cremation chamber b, of cylindrical shape, is closed at 
the top by two movable lids d attached to chains which allow them to be raised 
until they are flush with the sidewalls of the desiccation antechamber g which, 
in turn, can be closed by a closure-plate h; in its lower part, the cremation 
chamber assumes a square cross-section and is terminated by the steel grate c, to 
which it is connected by the inclined planes t. 

Underneath the grate, there is an ash container n, below which is chamber k 
with the protrusions / and m for better heat recovery. Via channel s, which can 
be shut by means of a valve, this chamber is connected to the mouth of the gasi- 
fier, which has at its base the hearth grate a; loading takes place through open- 
ing c. The cremation chamber has four openings for the discharge channels of 
the fumes i, which run down in the walls of the furnace into chamber k, which is 
linked to the chimney via the flue-gas channel u. The desiccation antechamber g 
also has four openings for the discharge-gas channels o that run below the 
brickwork of the furnace and open into the channels i. 

The furnace is laid out for a load f of 700 to 750 kg consisting of nine corps- 
es arranged as shown in Figure 4 on a wooden grate. 

It works in the following manner: after opening the closure plates, the load, 
which is hanging from a chain running over a system of pulleys, is lowered into 
the desiccation antechamber. The plates are then closed and the dampers d are 
opened. The gases generated at low temperature which form at this time are 
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sucked up by the draft of the chimney through the openings o. The load is then 
lowered onto grate c, and the chain is disengaged and removed, and the open- 
ings are closed. The combustion products of the hearth a strike the load from 
below through the openings of the grate and the lateral slots r. A portion of the 
combustion products enters the cremation chamber directly through channel p 
and burns the gases generated at low temperature. Through the openings i the 
fumes enter the vertical channels, which open into chamber k and leave it 
through the flue duct uw towards the chimney (Deutsches Reich 1921). 

In the 1920s and 1930s, mass-cremation furnaces were improved further. 
Professor Luigi Maccone describes a unit for the concurrent cremation of sever- 
al corpses (1932, pp. 115f): 

“The furnace is composed of several cremation beds {muffles] arranged side- 
by-side in such a way that two adjacent beds are separated only by a joint parti- 
tion. Each [muffle] is built exactly in the same way as ordinary furnaces; the 
first bed including the furnace [hearth], which is attached to it, constitutes a 
normal crematorium in every respect. The others, however, have only a much- 
smaller furnace at their extremity, called an activating or ‘auxiliary’ furnace 
because of the end it serves. The chimney rises next to the last of these activating 
furnaces; internally it contains a cleaning and draft furnace [hearth for the post- 
combustion of the fumes and for promotion of the draft] and is otherwise built 
like one for ordinary furnaces. 
A duct opening into the chimney runs below the crematorium and along the side 
where the furnaces are located, a further, similar duct runs along the same side 
above the crematorium and also opens into the chimney. The cleaning and draft 
furnace is located between these two ducts. The connections between the latter 
and the chimney are equipped with closures. The flue duct of the crematorium 
bed will normally open into the lower channel, but the smoke of the first furnace 
does not have to enter it right away: it can be made to take a longer way by hav- 
ing it pass through the 2nd furnace and through the whole length of the 2nd 
cremation chamber. It can be allowed to go out into the channel after having 
followed this path, but it can also be diverted and made to flow through the 3rd 
furnace and the 3rd cremation bed and so on until, in the end, it has passed 
through all the incinerating chambers. One can see that this is possible because 
the flue duct from the bed is split into two sections, the outlets of which are 
equipped with valves, and, depending upon which of these is open, the smoke 
will flow into the channel which leads directly to the chimney, or, moved along 
by the auxiliary furnace, will enter a further chamber. 

This having been said, 4 corpses in a mass furnace with 6 beds will burn as fol- 

lows. At first the coke on the hearth of the chimney is lit, with the lower tube 

closed and the upper open: the connections between the furnaces and the beds 
are held shut, and those between the furnaces and the upper duct are opened. 

The first 4 furnaces are lit, the smoke will flow to the chimney through the upper 

duct, and the flames will not strike the beds and will not heat them. The outlets 

from the first 3 furnaces into the lower duct are held closed, and the ones be- 
tween the first 4 beds are held open. The connection between the 4th bed and the 
lower duct is held open and, instead, the connection between the 4th and the Sth 
bed is closed. When this is done, the corpses are introduced into the 4 beds: the 
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connections between the first 4 furnaces and the respective beds are then 
opened, as is the outlet of the lower duct; the connections between the furnaces 
and the upper duct are cut [closed]. After that, cremation of the four corpses 
takes place concurrently. The first corpse is in a position as if it were in a nor- 
mal furnace, and its incineration does not take longer and is not more costly. 
The smoke leaving the Ist chamber, which is full of heat and easily combustible 
substances from the decomposition of the first corpse, does not become simply 
lost by escaping through the chimney but goes into the 2nd furnace (or rather 
the Ist auxiliary furnace), in which the combustibles catch fire, and then enters 
the 2nd chamber to consume the corpse which is in it, by means of the heat of 
said furnace. Flowing from there into the 2nd auxiliary furnace and enriched by 
the products of the combustion which occurs there, the smoke then enters the 
3rd chamber, strikes the 3rd corpse and consumes it. After that, it flows through 
the 3rd auxiliary furnace, the smoke enters the 4th compartment and consumes 
the 4th corpse. On leaving it, the smoke does not enter the 5th [muffle], which 
does not contain a corpse, but is led via the lower channel to the chimney, from 
which it leaves, clean, transparent, and odorless into the atmosphere, having 
lost any combustibles by passing through the furnace [of the chimney]. 
It should be stated here that, if the 4 corpses had been incinerated in 4 ordinary 
crematoria, there would have been a loss of heat and fuel via the chimney 4 
times as high as in the mass crematorium. The latter thus presents a sizeable 
economy in terms of fuel and service cost, and an even higher saving in con- 
struction costs inasmuch as we have less material to be handled, fewer working 
days and a single chimney. The cremation of the corpses must take place and 
end simultaneously. If the incineration of one corpse proceeds more slowly than 
that of the others — which can be observed through the peephole in the center of 
the front door of the incinerating chamber — its fire is increased correspondingly 
by the addition of fuel to the auxiliary furnace and by feeding in the air needed 
for a good combustion. 

Once all corpses have been cremated, the dampers are set so that the combus- 

tion products can no longer enter the chambers but flow directly to the chimney 

via the upper channel. Then the doors are opened, the ash containers removed 
and the ashes transferred to the urns that have been held in readiness.” 
This furnace realizes Gorini’s idea of using the heat produced by one corpse to 
burn another; as we shall see in Unit II, this idea was taken up by the engineers 
of Topf & Séhne of Erfurt when they conceived their cremation furnaces with 
three and eight muffles. 

Adolf Marsch had instead gone back to an improved version of the Feist 
Furnace, the original layout of which we have already explained. The new mod- 
el (Document 97) has a funnel-shaped combustion chamber a ending in a dou- 
ble grate G and H at the bottom. The upper part of the cylinder, through which 
loading takes place, has a conical steel cover B with an inspection and loading 
opening b and with rollers. The positioning of the cover is achieved by means of 
a worm gear with crank W. During combustion, the cover is placed over the cyl- 
inder. The forming gases rise upwards through channel K into the auxiliary 
hearth D with its stepped grate and enter the chimney E in a completely burnt- 
out state. The combustion air arrives at the double grate G and H through the air 
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duct J with its opening M, which is placed in the direction of the wind prevailing 
in the area. 

The operation of the furnace is as follows: The auxiliary hearth D is lit first, 
then the main hearth G is loaded with wood and rags soaked in petroleum, and a 
layer of coal about half a meter high. Then on grate H a small fire of straw and 
rags is lit, which in turn lights the fire on the grate above. The incineration of a 
large animal takes about 5 to 6 hours (Heepke 1905a, pp. 45-48). 

Although the furnaces produced by the Hans Kori Co. were conceived spe- 
cifically for the disposition of animal carcasses and slaughterhouse refuse, in 
case of need they could have likewise been used for the mass cremation of 
corpses. Document 98 shows the Kori standard furnace for the combustion of 
animal carcasses and slaughterhouse refuse. The furnace consists of a combus- 
tion chamber VR (Verbrennungsraum) with an inclined grate G/ and G2 and a 
flat extension G3. The inclined portion G2 has eight pairs of parallel slots that 
link the combustion chamber with the channel K below. At the end of the grate 
G3 is the mouth of the hearth with the inclined grate F of the main hearth be- 
low. The furnace is also equipped with a secondary hearth St and the respective 
flue ducts. 

The furnace operates in the following way: The carcass is loaded into the 
combustion chamber through the loading shaft E and placed on the grate G 
where it is struck by the flames from the hearth F; a portion of the combustion 
products enters channel K and strikes the carcass from below through the slots 
of grate G2. The combustion products enter into the vertical ducts Z/ and Z2 
through two openings located under the vault of the combustion chamber on ei- 
ther side of the loading shaft, leave from the outlet of channel K under the grate of 
the combustion chamber and enter the smoke duct O; they pass over the second- 
ary hearth St and reach the chimney in a completely burnt-out state (ibid., p. 40). 

Among others, the furnace for the municipal slaughterhouse at Nijmegen 
was erected along this principle. In 1902, a total of some 50,000 kg of offal 
were burnt there with an average consumption of 0.375 kg of coal for 1 kg of 
flesh and an average duration of | minute for 1 kg of flesh (ibid., pp. 40f.). 

The furnace for the Liegnitz Slaughterhouse (Document 99) had a structure 
similar to the one described above, except that below the final section f the grate 
of the combustion chamber, it had an ash container a (ibid., p. 42). 

The furnace for the Nuremberg Slaughterhouse — the first one of this type 
built by Kori (1892) — had the feed opening in the vault of the combustion 
chamber to allow the offal to be loaded directly from the operation room (ibid.). 

Document 100 shows a furnace for combined operation, i.e. a furnace con- 
nected to the flue duct of a boiler plant. The smoke from the latter enters the 
furnace through channels K/ and Z, strikes the material which is on grate G3, 
enters opening K3 and flows down into flue duct a, which is connected to the 
chimney. The combustion as such is accomplished by the combustion products 
coming from the hearth F, which strike the material on grate G2 either from be- 
low through the slots in the grate or from above through the wide opening locat- 
ed below the grate. The discharge gases enter opening K4 and flow down, like- 
wise, into the flue duct a (ibid.). 
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11. Notes on Present-Day Cremation Furnaces 


Although Part One of this study is devoted to furnaces built before the Second 
World War, our treatment of the subject would be incomplete without at least a 
few remarks on today’s cremation furnaces, if only to show the enormous pro- 
gress made by cremation technology since the end of the war. The furnaces of 
the latest generation have, in fact, electronic controls, and although they are in 
no way comparable with the old gasifier furnaces, this very fact shows the limits 
that nature has placed on the process of cremation. Actually, even with these 
highly advanced furnaces, the average duration of a cremation still stands at 
around 60 minutes. 

In this chapter, we will examine briefly five types of furnaces, two of which 
represent improvements on models already in use in the 1930s and 1940s. Let 
us start with these. 

Document 101 shows the gas-fired furnace of the H.R. Heinicke Co. of 
Stadthagen, which evolved from the Volckmann-Ludwig Furnace of the 1930s. 
For a description of the elements making up the furnace see the document. 

Heinicke built, among others, four furnaces of this type for the crematorium 
at Hamburg-Ojendorf in 1964 and another four for the Hamburg-Ohlsdorf 
crematorium in 1968. 

Answering a specific request from the author on the operation of those fur- 
naces, the cognizant authorities supplied the following information: 

The duration of a cremation is between 50 and 70 minutes. The average gas 
consumption for one cremation varies between 8 and 20 m3, depending on 
whether the cremation takes place individually or as one of several cremations; 
it is possible to use the furnace continuously, 24 hours a day, in three shifts of 
eight hours. The coffin is introduced at a temperature of 700 to 750°C; the com- 
bustion of the coffin causes the temperature in the muffle to rise by 100 to 
150°C, the cremation temperature therefore is 800 to 900°C.’* According to the 
supplier, heating the furnace from 20 to 800°C requires 500,000 kcal; one cre- 
mation in a series requires 160,000 kcal” supplied mainly by the combustion of 
the coffin. 

The company’s technical brochure describes the furnace as follows (see also 
the illustration in Document 101): 

“The Heinicke Cremation Furnace is equipped with high-resistance refractory 

brickwork and a particularly good insulation. Experience has shown that, after 

the initial warming-up of the muffle, one can carry out one cremation after an- 
other without additional supply of heat. Thanks to a forced supply of the com- 
bustion air through coiled tubing and air nozzles with control valves, the air can 
be fed to the muffle in keeping with the requirements of the course of the crema- 
tion; this guarantees a cremation without smoke. On account of the particular 
layout and shape of the channels for the combusted gases, the floor of the muffle 
is heated also from below, as the combusted gases reach the smoke discharge 


78 Freie und Hansestadt Hamburg. Umweltbehiérde — Amt fiir Naturschutz und Landschaftspflege — Gar- 
ten- und Friedhofsamt, letter to the author of May 5th, 1987. 
7 H.R. Heinicke Feuerungs- und Schornsteinbau, letter to the author of June 21st, 1988. 
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axially. The muffle is separated from the post-combustion chamber by a closure, 
and the efficiency can thus be increased: the final combustion takes place in the 
post-combustion chamber; the muffle, once it has been emptied out, is ready for 
the subsequent cremation. By briefly operating the post-combustion burner, the 
scant remains of the cremation that may still be present on the grate and which 
are difficult to burn, can be heated so intensively that they decompose rapidly.” 


Starting from the 1930s model described in Chapter 5, Asea Brown Boveri Co. 
has developed a number of electrically fired furnaces presently in operation, 
i.a., at the crematoria of St. Gallen (1982), Albstadt-Ebingen (1979), Tuttlingen 
(1982f.) and Ziirich, Nordheim Cemetery (1967).®° The operating principle of 
the furnace is illustrated by Document 102. The structure of the furnace is 
shown in Documents 103, 103a&b, whereas Documents 104a&b show a crema- 
tion hall with two such Model RK1-S Furnaces. 


The manufacturer describes the furnace in the following manner:*! 


“In the BBC Electric Cremation Furnace, cremation takes place exclusively in 
hot air, i.e. the cremation process occurs in a closed chamber by means of the 
heat stored in the brickwork, and takes 50-80 minutes, depending on the quality 
of the coffin. Thanks to a well-designed and remotely controlled system of air 
supply, the cremation can be guaranteed to be smokeless and odorless. 

Before loading, the muffle of the furnace is heated to 600-700°C. The cremation 
process as such is exothermic, i.e. the temperature of the muffle rises during the 
first half to about 1,000°C due to the energy thus supplied, without any [other] 
energy being added during the cremation. The amount of heat generated in this 
phase covers not only the heat requirements of the process, but is also partly 
stored in the brickwork of the vault as residual heat. This heat sustains the final 
phase of the combustion and at the same time creates the operational conditions 
for the subsequent cremation. Thus, in case of a series of cremations, further 
heat supply is not needed. Only the ancillary equipment requires some 4-6 kWh 
during the cremation. If 5-6 cremations take place during the day, heating dur- 
ing the night is generally not necessary. If the intervals between operations are 
rather long, heating should be carried out during the night (lower electricity 
rates), and their duration can be controlled by means of a timer. 

In the electric furnace, the coffin is introduced by means of the feeding device 
and placed on the eight bars (grate), which support the coffin. The parts which 
fall through these bars during the cremation drop onto the ash floor below. 
Here, these parts are maintained in an incandescent state and burn completely 
in the fresh air supplied along the ash floor (BBC patent). 

Once the bars (grate) supporting the coffin are clear, the ashes that have 
dropped down onto the ash floor are moved to the ash openings by means of a 
tool; they burn out completely in a further stream of fresh air. The ash stays in 
this covered area without mixing with the ashes of subsequent cremations. 

The ash that is in front of the ash openings is then transferred to the flanged ash 
container below, where it is rapidly cooled by a fresh-air draft. Operating the 


8° On this subject exists an interesting album edited by Asea Brown Boveri with 29 photos. 
8! BBC Brown Boveri, BBC-Elektro-Kremationséfen im Dienste der Feuerbestattung; company bro- 
chure. 
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invertable grate allows the ashes to fall into the ash receptacle placed under- 

neath; they can then be moved to the ash preparation [area]. 

The post-combustion of the discharge gases takes place in the discharge-gas- 

combustion section connected to the cremation chamber. For that purpose, the 

discharge-gas channels can be heated (BBC patent) to ensure that the discharge 
gases catch fire from the very start of the cremations. This post-combustion sec- 
tion also conforms to the requirements of environmental-protection regulations. 

Initially, the discharge-gas channels are heated to 800°C (legal requirement). 

The combustion of the discharge gases is an exothermic process, as is the cre- 

mation itself. During the cremation, the temperature at that point rises to 

1,200°C without any supply of outside energy. The long dwell time (1.3 — 2.3 

seconds) of the combusted gases in the hot zones, as well as the turbulence 

caused by their repeated changes of direction over 360 degrees, establish the 
prerequisites for an optimum burn-out of the discharge gases, as has been as- 
certained by analyses of these gases.” 
The Ferbeck & Vincent Type C411 Furnace (Document 105) comes as a single 
unit that can be placed directly on the floor of the furnace hall. 

The duration of the cremation is 60 to 75 minutes. The main burner has an 
output of 300,000 kcal/hr, the secondary one 5,000 kcal/hr. The consumption 
for the first cremation, including preheating, is 40 to 80 m of natural gas, or 
320,000 to 640,000 kcal, 70 to 80% of which are needed for the preheating. 

The structure of the Tabo Furnace is shown in Document 106. The duration 
of a cremation is about 60 minutes; the average consumption is about 25 m3 of 
natural gas.*” 

Documents 107 and 107a show the Ener-Tek II Furnace. According to the 
manufacturer, the Industrial Equipment & Engineering Co., the heat require- 
ments for a cremation within a series of 6-8 cremations per day are 400,000 to 
500,000 BTU® (i.e. about 101,000 to 126,000 kcal) plus another 450,000 to 
550,000 BTU (.e. about 113,000 to 137,000 kcal) for the post-combustion. The 
duration of the cremation is not indicated. The technical characteristics are simi- 
lar to those set out above. The company guarantees moreover a particularly long 
life for the refractories:** 

“The refractory and insulating materials used in the construction of Ener-Tek II 

are of the highest quality and will ensure many thousands of cremations before 

any repair work on the bricks becomes necessary.” 
The most-common furnace systems in Germany are of two types: the Etagen- 
ofen (multi-story furnace, Document 108, drawing on the left, and 109) and the 
Flachbettofen (flatbed furnace; Document 108, drawing on the right). Both have 
a main combustion chamber, a chamber to complete the combustion (Ausbrenn- 
raum), and a post-combustion chamber. 

These devices are described as follows (Sircar 2002, pp. 14f.): 


82 Letter from the Tabo Co. to the author of November 22nd, 1990. 

83 BTU = British Thermal Unit = 0.252 kcal. 

84 Industrial Equipment & Engineering Co., Features of the Ener-Tek II. The documentation regarding 
this furnace is published in Leuchter 1988. 
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“Each cremation chamber is equipped with a burner that is at times turned on 
or off at adjustable, predefined temperatures. The loading and actual cremation 
process takes place in the main combustion chamber (muffle). The combustion 
chamber is used to completely mineralize the ashes. In order that the combus- 
tion is as complete as possible, the combusted gases are passed at temperatures 
above 850 °C through a post-combustion chamber. The shape of the main com- 
bustion chamber exhibits some differences. Bridge-shaped coffin support stones 
are the main feature of the multi-story furnaces. Beneath them are two or more 
heat-resistant turntables. The space between the turntables is the area for com- 
pleting the combustion. During the cremation the developing ashes fall onto the 
upper turntable. After the end of the process, this turntable is turned so that the 
ashes fall onto the lower turntable. The operation of the turntables and possibly 
other ash grates occurs at certain intervals. In this way, the ashes are brought 
gradually to the ash-extraction area. The dwell time of the ashes in the area of 
complete combustion and the cooling process depend on the number of turnta- 
bles of the respective system and on the time schedule of the technical operation. 
With an appropriate choice of these parameters, one gets both a good combus- 
tion and a uniform cooling of the ashes. 
This is especially important in relation to the quality of ash (clumping con- 
sistency of the ashes in case of sudden cooling, elimination of odors). Due to the 
zone design of the multi-story furnaces, a new charge can be loaded into the 
main combustion chamber, after the upper turntable has been turned. The man- 
ual and/or automatic operation of the turntables ensures that the ash remains do 
not mix. 
Flatbed furnaces are characterized by a single area as a supporting surface for 
the coffin. The ash residues in the muffle are brought into the area for complet- 
ing the combustion by means of vanes. Similar to the multi-story furnace, the 
chamber to complete the combustion is delimited by two turntables enclosing the 
areas. One advantage of the flatbed furnaces is probably that they need relative- 
ly little space.” 
The Ruppmann Furnace (Document 109) is a typical Etagenofen. The furnace 
damper (Ofenschieber; 1) is topped by a fume hood (Schwadenabsaugung, 8) 
coming out of the opening of the damper. The muffle (Hauptbrennraum, 2) is 
equipped with a gas burner (B1) and at the bottom delimited by three coffin 
support stones (Sargbriickensteine, S) and is closed by the first turntable (Dreh- 
platte, D1). Below it is located the second turntable (D2) and further below the 
third (D3). The three turntables delimit two chambers, of which the upper is the 
chamber to complete the combustion of the ashes (Ascheausbrennkammer, 3), 
which is equipped with an auxiliary burner (B2), and the lower is the ash- 
cooling chamber (Ascheabkiihlkammer, 4). At the bottom the ashes are extract- 
ed (Ascheentnahme, 5). The gases developing in the muffle and in the complete 
combustion chamber are led into a post-combustion chamber for the fumes 
(Rauchgasnachbrennkammer, 6) equipped with an afterburner (B3). The com- 
bustion air is channeled into the muffle at various spots by means of a blower 
(G). 
Here is the operation description of a Ruppmann Furnace at the Dresden 
Crematorium (Schetter/Burk 2006, p. 5): 
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“The coffin is placed in the main combustion chamber on a specially designed 
support grate by means of an automatic introduction machine. After closing the 
furnace door, the cremation as such takes place in the main combustion cham- 
ber. There the combustion process occurs by means of heat transfer between the 
combustion chamber walls and the coffin, and by a defined supply of primary 
combustion air. If necessary, the cremation process is supported by the main gas 
burner. The design of the furnace chamber in connection with the coffin’s grate 
support produces an intense mixture of the combustible gases with the combus- 
tion air due to the formation of vortices. The unprocessed gases coming out of 
the main combustion chamber pass into a post-combustion chamber where they 
are burned completely by means of additional, secondary air. The required af- 
terburner temperature is maintained by another gas burner. After about an 
hour, the remaining ashes are moved to the lower ash-combustion chamber 
where they are heat-treated. After another hour, the heat-treated ashes are 
brought to a cooling grate and then to the ash container.” 


At the end of 1998 there were 113 crematoria in Germany with altogether 211 
furnaces, 90% of which were heated with gas, 8% with electricity, and 2% with 
naphtha. The average duration of a cremation was 60-70 minutes (Sircar 2002, 
pp. 10, 15, 24). 
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Unit II: J.A. Topf & Sdéhne 


and the Cremation Furnaces of Auschwitz and Birkenau 
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1. Historical Notes on the Topf & Séhne Company 


The most-detailed account of the origins and development of the Topf Company 
can be found in the already-mentioned book Industrie und Holocaust by Anne- 
gret Schiile, especially in its Chapter I, which covers the period from 1878 to 
1930. 

The Topf Company was founded in 1878 by Johann Andreas Topf (1816- 
1891), a master brewer who also worked on improving industrial incinerators. 
In 1884, his son Max Julius Ernst (1859-1914) joined the company, and the fol- 
lowing year also his other son Wilhelm Louis, called Ludwig (1863-1914), so 
that on April 1, 1885 the company was renamed J.A. Topf & Sons. In the fol- 
lowing years, the other two brothers joined the company: Albert (1857-1893) in 
1886 and Gustav (1853-1896) in 1888. Ludwig remained the sole owner until 
his death by suicide on February 15, 1914. By a tragic irony of fate, his son, 
who bore the same name, also took his own life on May 31, 1945. Ludwig, the 
father, was a proponent of cremation, which was still in its infancy in Germany 
at the time. Consequently, he had himself cremated after his death. The ceremo- 
ny took place on February 18, 1914, at the Gotha Crematorium. His two sons, 
Viktor Karl Ludwig (1903-1945) and Emst Wolfgang (1904-1979), were still 
children at this time and did not take over the business until the 1930s: Ernst 
Wolfgang in 1929, followed by Ludwig in 1931. On December 30, 1935, the 
two brothers reorganized the company into a limited partnership. 

At the beginning of the 1920s, Topf was known not only in Germany but al- 
so abroad. At that time, the company consisted of two main departments, one 
responsible for the design and construction of steam-boiler plants and the other 
for complete malting plants. The company’s activities also extended to various 
firing equipment, such as mechanical firing apparatus (grate feeders), preheaters 
for the utilization of exhaust-gas heat, forced-draft devices, chimney construc- 
tions, industrial furnaces of all kinds, and cremation furnaces. Topf was very 
successful with its high-performance furnace with pre-gasification shaft for the 
economical combustion of lignite. 

In the two decades that followed, Topf developed enormously and exported 
its products all over the world until the eve of the Second World War. 

From 1878 to 1934, the Furnace Construction Department built about 30,000 
furnaces, including about 25,000 of its own designs, for which it manufactured 
various types of grate bars, grates and spare parts.®° 

Between 1924 and September 1937, Topf had delivered or had been con- 
tracted in 3,710 cases to deliver items relating to 22 different types of malting 
equipment and storage facilities to Germany and abroad, including 39 silo gas- 
sing systems, about 700 barley, green-malt and malt worm conveyors and 375 
barley, green-malt and malt elevators.*° 


8° Company flyer of March 1934 with the headline “Topf-Roststdbe”. SE, 5/411 A 195. 
86 Company flyer of 1937 with the headline “Zahlen sprechen...”. SE, 5/411 A 191. 
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In the field of cremation, the Topf Company began its activities on the eve 
of the First World War. In 1914, it built two furnaces with coke-fired gas gener- 
ators at the Halle (Saale) Crematorium; another furnace of the same type was 
inaugurated at the Freiburg Municipal Crematorium on April 15, 1914; and an- 
other was installed at the Hirschberg Municipal Crematorium, which opened on 
August 22, 1915. From the early 1920s, the company began its slow but inexo- 
rable rise to become the market leader among German companies in this indus- 
try over the next two decades. By 1934, 74 cremation furnaces had been built, 
including three abroad (two in Moscow and one in Brussels). 29 coke-fired fur- 
naces, 44 gas-fired furnaces and one electric furnace; four of the gas furnaces 
had been converted from former coke-fired furnaces. Contributing to this suc- 
cess was the fact that Topf soon achieved a very-advanced technological stand- 
ard and manufactured high-quality equipment; it is credited with building Ger- 
many’s first gas-fired cremation furnace in Dresden in 1927, as well as Germa- 
ny’s first electric cremation furnace, which went into operation in Erfurt in 
1933. In 1934, Topf patented a new type of gas-fired furnace, the “High- 
performance furnace with tiltable grates D.R.P.”*’ or “Topf Cremation Furnace 
1934,” which was also capable of using electric heating. 

Topf’s research activity is also evidenced by the numerous patents granted to 
it, especially in the 1930s, some of which — such as the post-combustion grate 
and tiltable grate — introduced important innovations in cremation technology. 

At the beginning of the 1940s, the Topf Company had a very-complex struc- 
ture. The twelve technical departments were divided into 99 sections, but these 
twelve departments occupied only numbers 74-85 of the company’s total of 89 
departments.*® 

The Topf engineers of interest in the context of the present study were: 


— Kurt Priifer, born in 1891, with the Topf Company from 1920, chief engi- 
neer since December 2, 1935,® director of Subdepartment DIV, furnace 
construction, crematoria, waste-incineration furnaces and recovery furnaces 
for the recovery of metals. 

— Karl Schultze, born in 1900 in Berlin, with the Topf Company from 1928, 
chief engineer, director of Department B, which dealt with heating, ventila- 
tion and fan construction. 

— Fritz Sander, born in 1876 in Leipzig, with the Topf Company from 1910, 
chief engineer, proxy of Department D, which in its four sub-departments 
was engaged in boiler and furnace construction. 


During the investigation of the criminal case brought against Priifer by the So- 
viets, which will be discussed below, he personally drew a chart of the Topf 
Company’s organizational structure, which he explained in a brief explanatory 


87 Deutsches Reichspatentamt Patentschrift, Patent description filed with the German Imperial Patent 


Office. 
88 SE, 5/411 A 163, J.A. Topf & Sohne, Organisation der Unternehmung. Katalog der Sonderakten. 
See Documents 131f. 
Priifer was informed of the appointment in a letter dated December 2, 1935, marked “ET” (Ernst 
Topf). APMO, BW 30/46, p. 2. 
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note (see Illustration 1). Ac- 
cording to this chart, the com- 
pany was hierarchically struc- 


tured as follows: 


— Ernst Wolfgang and Lud- 
wig Topf, proprietors of 
the company 

— administration office 

— general planning, under 
the direction of Heinrich 
Mersch, and operations 
management, with Gustav 
Braun as head 

— project preparation and 
standards office 

— accounting, preliminary 
and final cost calculation, 
purchases and assembly 
office 

— Department D — proxies: 
Fritz Sander and Paul 
Erdmann, with Subde- 
partments B (headed by 
Karl Schultz[e]), DI, DI, 
DUI, DIV (headed by Kurt 
Priifer) 
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Illustration 1: Organizational chart of the Topf Com- 
pany drawn by Kurt Pruifer while in Soviet captivity 


— Department E — proxies: Hermann and Kurt Schmidt, with Subdepartments 


A, C, EI, El, ENT, EIV 


— locksmith shop, lathe shop, furnace shop, welding shop, carpentry shop 
— materials warehouse, motor pool and garage, shipping 


Priifer’s explanations of the company structure, which he set down during his 
Soviet imprisonment, are to be found in Priifer’s criminal file compiled by the 
Soviets as a typewritten transcript peppered with errors and lacking umlauts, 
probably prepared by the Soviets on the basis of a handwritten text by Priifer. It 


reads as follows:”! 


“Mr. TOPF, Ludwig and Ernst-Wolfgang were the owners and bosses of the 
company and managed it directly. 
Both gentlemen were in charge of selecting the orders to be produced by the 


company in the factory. 


From here it was decided which orders should be accepted and which should be 


rejected. 


The directly subordinate secretariat, staffed by two ladies, passed on the instruc- 
tions of Mr. TOPF to the individual departments, and it was here that the incom- 


°0 FSBRF, N-19262, Criminal Case 1719, p. 159. 


° Ibid... pp. 160-162. 
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ing and outgoing mail was handled and the personnel matters of the employees 
were processed. 

The General Plan Office examined the orders received, together with TOPF, on 
acceptance or rejection and, if accepted, assigned a level of priority. It was also 
here that the control tokens or bills were received and forwarded. This office 
was the most important in the company and was headed by Mr. MERSCH. 

The plant director, as head of the entire plant (with the exception of the tech- 
nical offices), had to supervise the handling of orders within the factory, and 
help determine which orders were urgent and which were unsuitable for the 
plant and had to be rejected. In addition, it was from here that the work was dis- 
tributed to the individual operating units, and the method of production was dis- 
cussed and determined. Workers were also accepted [hired] and dismissed here. 
In the project preparation office, the machine parts to be manufactured were 
broken down into the individual operations, the costs for machining the parts 
were determined, i.e. the piecework wages were set, the parts lists and the shop 
drawings were checked and errors corrected, and it was checked which machine 
parts in stock were to be used. 

This office reported directly to the plant director (BRAUN). 

The standards office checked all drawings and parts lists prepared for the work- 
shop for ‘standard’ and correctness, and especially for the correctness of the 
dimensions. This office was also under the direction of the plant director. 

In the accounting department, all incoming and outgoing orders were entered 
into the books, and invoices were prepared. 

The pre- and post-calculation checked the cost estimates and, after processing 
the individual machine parts, calculated the expenses and also the costs of man- 
ufacturing the machines, in order to finally determine the total costs and conse- 
quently the profit or loss. 

This office was under the direction of Mr. TOPF. 

In the assembly office, the assemblers for [the] individual construction sites 
were dispatched, and the assembly wages were determined and settled, the trav- 
el prices were prepared and the assembly duration was determined. In addition, 
the hand tools for the construction sites were assembled and sent off. This office 
was under the command of Director BRAUN. 

The department head management (D) — headed by the directors and senior en- 
gineers SANDER and ERDMANN -— supervised the individual Departments B- 
Dj -D2-D3-D4, distributed the incoming mail handed over by Mr. TOPF, and 
consequently assigned the technical office work, checked the drawings and fac- 
tory parts lists for correctness, and supervised the outgoing mail. 

Department (D) handled steam-boiler hearths, bricking-in of boilers, boilers, 
aeration and deaeration systems, and furnaces of all designs, garbage and 
waste-incineration furnaces, industrial furnaces, cable incinerators and crema- 
tion furnaces, and factory chimneys 

Department Management E, — management by authorized signatories Hermann 
SCHMIDT and Kurt SCHMIDT, supervised the individual Departments A-C-E|- 
E-E3-E4. This department processed brewery machinery and all machines nec- 
essary for malt production. Steel silos for grains of all kinds, whole malting 
plants and grain-drying plants. Both Departments (D and E) were under Mr. 
TOPF. 
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The plant, which consisted of a locksmith’s shop, a lathe shop, a furnace shop, a 
welding shop, and a carpentry, employed about 650 workers, and here, by 
means of the existing machines, all the parts for the complete devices manufac- 
tured by the company and described above were made. 

The raw iron and non-fabricated iron parts were stored in the materials ware- 

house and distributed according to need. 

The sub-departments of transportation and shipping handled the machines fin- 

ished for shipment in the factory. 

The plant was under the direct supervision of Mr. TOPF and Director BRAUN.” 
The organizational chart of the Topf Company dated February 22, 1943, how- 
ever, shows a much-more-complex structure. The main departments, which 
were subdivided into numerous subdepartments, were thus as follows (repro- 
duced in Schiile 2011, p. 167): 


— Operations management with the two Topf brothers as bosses, including 
management and general administration 

— commercial departments 

— technical administration 

— technical departments 

— the operating department, including the plant production schedule, headed 
by Gustav Braun, the project-preparation department, and the plant floor; 

— the assembly department 


In 1940, the Topf Company reached its highest number of employees: 1,064 
persons, of whom 766 were blue-collar workers and 298 white-collar employees 
(ibid., p. 78). After the beginning of the Second World War, foreign workers, 
prisoners of war and civilians were conscripted to the Topf Company. At the 
end of 1942, 270 of these conscripted workers worked for Topf, and in 1943 
there were already 341 (ibid., p. 76). On December 31, 1943, the company had 
840 employees.” From an “employee report” of January 31, 1944, it appears 
that the Topf Company had 830 employees at that time, of whom 726 were men 
and 104 women, including 157 salaried employees and 198 skilled workers. 

After the war, the Topf Company started its activities for the Soviet Office 
for War Reparations and Supplies of the Soviet Administration in Germany. In 
October 1945, it erected a waste-incineration furnace in Arnstadt.? An order 
dated February 19, 1946 for a “Cartox™ fumigation device for 5,000-ton stor- 
age” was completed on May 30, 1948 with the site-acceptance test of the 
plant.° 

In April 1948, the company was still called J.A. Topf & Sons, but was now a 
nationalized company with the “State Owner” Max Machemehl, the plant man- 
ager Herbert Bartels and Friedrich Schiller as head of the employee organiza- 


”° Beschdftigtenmeldung, 31 January 1944. BAK, R 131I1/321 H 4. 

°3- File memo of Betriebsdirektor Braun added to Kurt Priifer’s personnel file. APMO, BW 30/46, p. 21. 

°4 Cartox was a disinfestation agent for grain in silos, consisting of nine parts liquid ethylene oxide and 
one part carbon dioxide. Topf also manufactured Areginal fumigation systems, for which it distribut- 
ed the corresponding “Operating Instructions for Areginal Fumigation Systems.” SE, 5/411 A 182. 
Areginal was a disinfestation agent based on ethyl] formate. 

°> Test Report No. 103/24 of 30 May 1948. SE 5/411 A 138. 


168 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


tion. Giinter Mann was entrusted with the construction of cremation furnaces 
under the direction of engineer Hans Streichardt.”° 

During the same year, the company was renamed Nagema Topfwerke Erfurt 
VEB, and the construction of cremation furnaces was relocated to Zwickau. In 
1957, the company changed its name to “VEB Erfurter Mialzerei- und 
Speicherbau” (EMS) and was privatized in 1993 as “Erfurter Mialzerei- und 
Speicherbau GmbH” (EMS). 

In 1951, Ernst Wolfgang Topf moved to Wiesbaden, where he reestablished 
the company J.A. Topf und Séhne, but it was dissolved in 1963. 

Kurt Priifer was arrested by U.S. intelligence agents on May 30, 1945, but 
was released on June 13. Ludwig Topf committed suicide on May 31. On July 
3, U.S. occupation forces withdrew from Erfurt and were replaced by Soviet 
troops. 

In early March 1946, Priifer, Schultze, Sander and Braun were arrested by 
the Soviets. The arrest warrant was issued on March 6 by the head of the 
Smersh counterintelligence service,?’ Colonel Zagorul’onii, and by the military 
prosecutor, Colonel Zmirov of the VIII* Guard Army. The four engineers were 
suspected of crimes as stipulated in the first part of the Decree of the Supreme 
Soviet of the USSR of April 19, 1943 concerning “punitive measures for Ger- 
man-fascist criminals guilty of murder and torture of Soviet civilians and pris- 
oners of war, for spies, traitors to the fatherland among Soviet citizens and their 
accomplices.” 

The accused were subjected to a total of 36 interrogations, 20 of which took 
place in Berlin between March 4 and 28, 1946, and 16 in Moscow between Feb- 
ruary 11 and March 11, 1948. 

On March 28, 1946, Smersh Captain Kazantsev signed for Sander, by then 
deceased, an “order to cease prosecution due to the death of the accused.” 

On March 15, 1948, Criminal Case No. 1719 against the remaining three en- 
gineers of the Topf Company was closed with a motion for conviction signed by 
three senior officers of the State Security Service. On April 3, an “Order to send 
them to a special camp of the Ministry of the Interior” was issued against the 
three engineers, sentencing them to 25 years in prison.”* 

Priifer died in Soviet captivity on October 24, 1952. Schultze and Braun 
were released on the basis of a decree issued by the Presidium of the Supreme 
Soviet on September 28, 1955 as part of an amnesty. 

On June 30, 1992, the Prosecutor’s Office of the Russian Federation decided 
not to rehabilitate the three convicted engineers. (For details see Mattogno 
2014). 


o 
a 


Letter “To the city commandant’s office, Col. Proskurin” of 6 April 1948. SE, 5/411 A 100. 
Abbreviation for “smert Spionam” — Death to the Spies. 

°8 FSBRF, N-19262, Criminal Case 1719, pp. 451f. (Penalty order for Priifer), p. 453-456 (Penalty order 
for Schultze). 
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2. The Topf Cremation Furnaces for Civilian Use 


2.1. The Cremation Furnace with a Coke-Fed Gasifier 


The first cremation furnace with a coke-fed gasifier built by the Topf Co., while 
retaining the essential features of existing furnaces, introduced a number of in- 
novations based on prior ideas, but in a novel configuration. In particular, the 
Topf furnace had an external heat source for the muffle (per Max Kergel’s pa- 
tent of 4 October 1908) controlled by a damper made of refractory material and 
located in front of the gasifier outlet (following an idea incorporated into the 
Knés Furnace). This damper, by keeping the combustion gases from entering 
the muffle, ensured a completely indirect cremation. With this furnace, Topf 
aimed for a front-rank position in the field of totally indirect cremation, which 
explains its objection to the decree issued by the Prussian ministry of the interi- 
or on 24 October 1924. 

The structure and operation of this type of furnace were described at the time 
in the expert literature as follows (Reichenwallner 1926, pp. 28f.; cf. Document 
133): 

“The cremation furnace consists of a coke-fed gasifier, a cremation chamber 

(muffle), closed onto itself, of the system of channels (recuperator) located be- 

low which serves to preheat the combustion air, and of the duct taking the gases 

around the muffle. 

When a cold furnace is to be heated up, a small fire of wood is lit in the gasifier 

and is switched over to coke step by step. The gases produced by the coke or the 

wood move upwards and into the muffle, passing through the gasifier outlet. 

They then flow through the recuperator and into the flue duct of the chimney, 

transferring the heat they contain to the walls of the recuperator along the way; 

the latter are made of refractory material. In this manner, the furnace is heated 
to incandescence (1,000°C). The necessary gas mixture is produced with a sup- 
ply of air. 

At this point (1,000°C) the furnace is ready for the cremation. The damper at the 

outlet of the gasifier is closed in such a way that the gases flow through the 

channel surrounding the muffle, maintaining the latter at incandescence from 
the outside. Thus the gases can no longer enter the muffle. The front introduc- 
tion door of the muffle is opened and the coffin is introduced by means of the in- 
troduction cart; in this way the coffin is deposited on the cremation grate and 
the cart is immediately withdrawn from the muffle. The front opening as well as 
its outside cover are closed immediately. The necessary combustion air — which 
flows into the cremation chamber at a high temperature and incinerates the 
corpse — enters the series of channels below through the open dampers, rises 
through the channels in a direction opposite to that of the discharge gases up to 

the highest point of the vault above the muffle and there enters the muffle at a 

high temperature. 

Just before it leaves the muffle, the saturated combustion air is diluted with pre- 

heated air; an operation without smoke or odor is obtained in this manner. The 

duration of a cremation is 60-75 minutes, depending on the size of the corpse. 
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The entire cremation process can be observed by the operator through viewing 
glasses in front and rear. The furnace combines the two corpse-cremation sys- 
tems, i.e. direct and indirect cremation. Furthermore, the most-modern concep- 
tual and technical elements have been incorporated. The advantages of the fur- 
nace are ease of use and control, minimal fuel requirements, very-rapid crema- 
tion, odorless and smokeless operation. 

The design of the furnace is very solid. Between the inner wall of refractory ma- 
terial and the outer brick wall, there is a thick layer of rock wool which brings 
loss by radiation down to a minimum. The furnace consists of massive, top- 
quality refractory clay which not only makes for a stable structure but also 
serves to accumulate heat. This system design aims for a long life of the furnace. 
The outer brickwork is built in an arch-like way, as a vault, and held together by 
steel bars, angled or in T-shapes; the latter are linked by solid bolts. 

The ashes are cooled near the front of the lower section of the furnace in an ash 
container with a smoke-extraction fan, and is then transferred to the urn. 

The cremation process as such takes place out of sight of the bereaved. The cof- 
fin, set up in a dignified manner in the chapel, is lowered slowly and silently to 
the sound of a solemn piece of music and is then introduced into the cremation 
chamber by means of a cart of appropriate design. The remains of the ash, pure- 
ly white, are collected in the ash container and can then be buried or placed ina 
columbarium. ” 


Topf had become a major competitor also in the fields of design and construc- 
tion of cremation furnaces by the early 1920s. At that time, its most-resounding 
success was undoubtedly the erection of two cremation furnaces in Moscow in 
1926. A publicity leaflet of the same year, entitled “Furnaces for crematoria, 
Topf system” informs us about the activities and developments of the company 
(Topf 1926; cf. Document 134): 


“The ‘Topf’ Furnace for crematoria is the result of nearly fifty years of experi- 
ence in the field of technical combustion equipment and is suitable for both di- 
rect and indirect cremation. 

The furnace consists of the coke gasifier with its routing of the carbon-monoxide 
gases, the independent cremation chamber (muffle) and the channel system be- 
neath (recuperator) which is used for preheating the air needed for the crema- 
tion. The preheated air thusly produced does not enter into contact with the 
spent gases, because the air channels are totally isolated from the flue-gas 
channels, so that, in the case of indirect cremation, the cremation takes place 
with pure atmospheric air which is heated up to the required temperature only 
on its way to the muffle. 

Between the internal and the external brickwork, over the whole length and 
height of the furnace, is laid a thick layer of insulation made of bricks of diato- 
maceous earth; in this way the thermal radiation is reduced to a minimum. In 
the design of our most-recent model we have made use of our extensive 
knowledge in the domain of heat economy applicable in this field with this par- 
ticular idea in mind. The ensuing advantages show up most clearly when the 
furnace is not in daily use. The insulating layer of diatomaceous earth retains 
the heat over a long period, and the amount of heat required for a new incinera- 
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tion series is correspondingly less. Moreover, the time needed for preheating is 
considerably shortened. 

The external brickwork is designed in accordance with the Topf Arch System of 
proven effectiveness; it ensures that the brickwork in the shape of an upright 
vault is wedged between robust steel beams, both angular and I-shaped. This 
system of construction guarantees a long service life and prevents the formation 
of cracks, which would otherwise develop quite easily because of the high tem- 
peratures. The fittings are made from refractory castings. 

In recent years, we have erected a series of cremation installations attached to 
existing benediction chapels or similar halls. In most cases, such an arrange- 
ment obviates the need for a lowering device and now enables all those munici- 
palities that had to reject the idea of building their own crematorium again and 
again for financial reasons, to acquire a cremation installation at a rather mod- 
erate cost. Along these lines, the crematoria at Erfurt, Griinberg, Guben, Hochst 
a.M., Ilmenau, Magdeburg, and Suhl came into being. 

Lately we have added air heaters which make use of the spent gases; these de- 
vices are incorporated into the flue duct just upstream of the chimney. They con- 
sist of a heat exchanger with a large number of so-called bags in which the 
spent gases and the air circulate separately: a blower mounted in front draws in 
fresh air and pushes it through the air bags. The spent gases are led through ad- 
jacent bags; in this manner the air warms up and can be taken through ducts in- 
to the chapel to heat the latter. Such an arrangement makes the installation of a 
central heating system superfluous. Leaving aside the fact that the capital outlay 
is far-lower than for a separate boiler for central heating, the small blower has 
such low operating costs that heating is essentially free of cost. 

Crematoria with furnaces and Topf mechanical systems under construction in 
1926 are located at 

Wilhelmshaven I furnace 

Giessen I furnace 

Moscow 2 furnaces 


Since 1922 we have thus built or received orders for 28 furnaces, an achieve- 
ment so-far-unsurpassed. 

Figures & and 9 show the church of the Donskoye Cemetery in Moscow where 2 
furnaces are presently being built by us. 


38 28 ok 


The City Director Arnstadt, 10 February 1925 
Arnstadt in Thuringia 
Dept. IV 


[To:] J.A. Topf & Séhne Co., Erfurt 
The cremation furnace installed by Topf & Séhne Co., Erfurt, was handed over 
and started up on I October 1924. Up to now, 57 cremations have been carried 
out. Cremations take place irregularly, which leads to uneven periods of pre- 
heating and coke consumption for the individual cremations. Gas coke is being 
used as fuel. Preheating the furnace requires 2-2 2 hours. 
From the beginning of preheating up to incandescence and complete combus- 
tion, coke consumption has been as follows: 
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for the cremation of one corpse 169-260 kg incl. 
toe "of two corpses ononeday 234-314 kg | preheating 
The cremations take place without generation of smoke or odor over a period of 
% to 1 % hours for each corpse. The chimney, 18.0 m high and erected by J.A. 
Topf & Séhne Co., functions satisfactorily. The same applies to the [coffin-] 
lowering mechanism, likewise supplied by the company. 
In connection with the channel for the gas flow from the cremation furnace to 
the chimney, J.A. Topf & Séhne Co. have installed an air-heating device for 
heating the cemetery chapel. The air temperature at the exit points in the chapel 
is 50°C on average. In the case of cremations, the chapel can thus be heated 
quickly and without any additional fuel. 
The cemetery department. 
Signed: signature 
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City of Erfurt Erfurt, 25 June 1925 
Department of Gardens and Cemeteries 

[To:] J.A. Topf & Séhne Co., Erfurt 
The cremation installation with two furnaces erected by J.A. Topf & Séhne Co. 
went into operation on I1 April 1923. Up to date, 700 cremations have been 
carried out. 
Over the two years of operation of the furnaces, no failures have occurred up to 
now. 
The special design of the furnaces and the good insulation have led to very low 
temperature variations, which is also very beneficial for the durability of the 
brickwork. We must underline the exceptionally simple control of the furnaces. 
Unfortunately the cremation furnaces are not yet in daily operation. Therefore, 
the determination of the fuel requirements per corpse cannot yet be fully as- 
sured. 
Using gas coke as fuel, for the period starting with preheating up to incandes- 
cence, complete incineration, and removal of ash remains, our records permit us 
to report the consumption as follows: 


1. for the incineration of I corpse in one day 34 hwt. of gas coke 
25° 2 corpses in succession 5 " 
3. ” 3 ” 74 ” 
4. ”" 4 ”" 9 ”" 
nS ”" 5 ” 10'A ”" 
6. ”" 6 ”" 10% ”" 
7. ” 7 ”" 10% ” 


The design of the Topf System allows the cremations to be executed completely 
without any smoke and odor. 
The maximum duration of a cremation amounts to 14 hours. 
The Municipal Department of gardens and cemeteries 
Signed: signature 
ok ok 
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The Director of the Weimar, 30 May 1925 
Land Capital (Buildings Department) 
[To:] J.A. Topf & Séhne Co., Erfurt 

In reply to your request of the 22nd of this month we inform you that the crema- 
tion furnace installed by you in this crematorium has operated successfully up to 
now. In order to bring about a more economical operation, cremations are car- 
ried out only on Tuesdays and Fridays. Preheating requires 2-3 hours, a crema- 
tion lasts 1-142 hours. Each of the latest 24 cremations required on average 2.7 
Al [hektoliters] of gas coke (incl. preheating). 
The Deputy Mayor 

Signed: signature 


ok ok ok 


Administration of Halle upon Saale, 7 October 1924 
Gertrauden Cemetery 


[To:] J.A. Topf & Séhne Co., Erfurt 

In reply to your letter of 3 inst. we are pleased to inform you that the cremation 
furnaces erected by you in 1915 have been operating so far to our complete sat- 
isfaction. The installation was started up on 15.12.1915, and altogether 2,670 
corpses have so far been cremated in the two furnaces. In order to reach a tem- 
perature of 1,000-1,100°C with a cold furnace, we require some 342 to 4 hwt. of 
metallurgical coke, whereas only I hwt. of this fuel is needed with a furnace al- 
ready in operation. The duration of a cremation depends upon the size and na- 
ture of the deceased and amounts to ¥4-1'4 hours at this plant. 

Signed: signature 


oh OOK Ok 


Municipal Operations Dept. Hanover, 10 October 1924 
Heating and Machinery Section 
[To:] J.A. Topf & Séhne Co., Erfurt 

In reply to your letter of 3 inst. we can inform you that the operation of our 
crematorium has not yet reached a level allowing us to establish a certificate 
concerning the furnaces. For the time being, we can only confirm that we are 
satisfied with the furnaces supplied and have not yet noticed any substantial 
wear after the 300 cremations carried out so far. As a consequence of low and 
infrequent usage, at the present time, we require some 100 kg of metallurgical 
coke for each cremation. We hope that, with the completion of the whole plant, 
usage of the furnaces will intensify leading to a lower fuel requirement. 
In any case, we are satisfied with the furnaces to such a degree that we have al- 
ways replied in a positive way to the various inquiries addressed to us. 

Signed: signature 

ok ok 
The Municipal Directorate Ilmenau in Thuringia, 2 August 1924 
Municipal Building Department 
[To:] J.A. Topf & Séhne Co., Erfurt 

As requested, we are pleased to confirm that we are satisfied with the furnace 
plant erected by you in our crematorium. The installation has functioned very 
well with respect to the directions concerning the cremation of corpses and from 
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the point of view of fuel economy. When properly operated, the furnace has so 
far not led to any odor nuisance in the vicinity. In spite of the sometimes inten- 
sive use of the furnace, no wear or tear has been noticed so far. 

Signed: signature 


ok Ook Ok 


Association for Cremation (reg. ass.) Suhl, 20 October 1923 
Suhl 
[To:] J.A. Topf & Séhne Co., Erfurt 

We are happy to inform you that, technically speaking, we are satisfied with the 
installation erected by you in our crematorium. The furnace works well and has 
relatively low coke requirements. The operation of the draft enhancer is excel- 
lent and the chimney, as linked to it, works particularly well. Overall, the execu- 
tion of the work involved has been most-exact. 

Signed: signature 


ok Ook Ok 


The City Council at Hirschberg, 26 May 1923 
Hirschberg in Silesia 

[To:] J.A. Topf & Séhne Co., Erfurt 
In reply to your letter of 19 inst. we confirm that the cremation furnace supplied 
by you in 1914 works satisfactorily. 
Operation is easy and simple. The design has turned out well. As far as the in- 
stallation is concerned, no deficiencies have been noticed so far. 
The following amounts of coke are needed: 
for the first incineration 5 hwt. 


” " second ”" 30” 
” " third ” ]" 
”" ” fourth ” _w 


The duration of a cremationis about 1/2 hours. Preheating takes 2-3 hours. For 
a single preheating operation, the generator damper is closed. However, as ad- 
ditional feeds are required for each succeeding cremation, the generator damp- 
er must be opened [again]. 

Signed: signature” 


2.2. The Gas-Fired Cremation Furnace 


The gas-fired furnace mentioned by Sander in his letter of 14 April 1936 is the 
“High-performance furnace with rotatable ash-grate, D.R.P. (Deutsches 
Reichspatent)” model 1934. The operation is still an indirect one, using hot air 
from metal tubes located above the muffle. The post-combustion chamber is 
equipped with a rotatable grate in accordance with the patent granted to Viktor 
Quehl on 17 October 1932 and taken over by Topf on 17 May 1934 (cf. follow- 
ing chapter). The furnace appears more-elaborate and considerably more-volu- 
minous than the Volckmann-Ludwig Furnace: it still has the two-level design of 
the coke-fired furnace, with a total height of some 5 meters; the controls for ro- 
tating the grate and the ash-removal device are located on the lower level. Even 
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the section located in the furnace hall, measuring 3.70 by 2.60 m, is far-more- 
voluminous than the Volckmann-Ludwig Furnace (3.10 by 1.70 m). 

Two furnaces of this type were set up in the Cologne Crematorium. A con- 
temporary article describes the design and operation in the following words 
(Etzbach 1935, pp. 3-5): 


“As the furnace is heated each day in the early morning by means of a gas 
burner and is at incandescence (around 1000°C) after one hour of preheating, 
the coffin is set alight right after its introduction into the furnace, because wood 
immediately catches fire at that temperature. Of course, the gas burners are 
closed first, so that the corpse is now being cremated by means of air at a high 
temperature, and after approximately one hour only pure ash from the bones 
remains (about 2 liters). 

The generation of the high-temperature air is effected by a metallic air heater, 
which is located within the furnace and is fed by a blower located outside. On 
their way to the chimney, the discharge gases from the furnace must pass 
through this heater and heat it to the point where its tubes begin to glow. In this 
way, a noticeably shorter cremation time is achieved. Moreover, with high-tem- 
perature air, smoke can be prevented, which would otherwise not be the case, if 
heavily varnished coffins or similar are used. 

The cremation furnace [Document 135] consists of the cremation chamber (a) 
with the tiltable plates of the grate (b) below and with the ash chamber and its 
ash grate (c) located underneath it. The movable burner for low-pressure gas 
(d) is situated in the front part of the furnace on the inside. The cremation itself 
may be viewed through an observation device (e). The tubes of the air heater are 
located above the cremation chamber. 

Once the corpse has decomposed under the effect of atmospheric air at high 
temperature, the ash (bone residue consisting of calcium phosphate and iron ox- 
ide) falls through the refractory blocks of the grate onto plates of cast-iron Py- 
rodur (b) under the effect of gravity. These rotatable plates are turned from the 
outside of the furnace and remain in a vertical position. In that way, the ash falls 
onto the ash grate (c). This grate, too, can be tilted and is controlled from out- 
side the furnace. Below this grate is the ash receptacle. If the grate is tilted 90°, 
the ash falls into the receptacle beneath. After a suitable cooling period, the ash 
is transferred into a (metallic) urn of some 15 cm in diameter and a height of 20 
cm; here, for reasons of reverence, suitable tools are used in order to avoid any 
contact between the ash and [human] hands. The urn is then closed and marked 
with the name and the necessary data to be held in the chapel hall or taken to 
another location which possesses the required characteristics of reverence. 

We must also stress in particular that, before a coffin is introduced into the fur- 
nace, a control token made of refractory material (Schamottemarke) is attached 
to it, showing the serial number under which the coffin has been registered in 
the list of the crematorium administration. This refractory token, which is fire- 
proof, accompanies the entire process and ends up with the ash; it is removed 
and attached to the lid of the urn.” 


The next type of furnace (Document 136) shows technical improvements in the 
tube system of the air heater and in the ash-extraction system, aside from the in- 
corporation of a second, smaller burner into the post-combustion chamber. The 
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engineer Fritz Schumacher describes it as follows (Schumacher 1939, pp. 25- 

27): 
“The Topf Furnace has an outer brick casing with clinker or brick facing. A 
strong reinforcing framework of T, U, or angle bars made of wrought iron holds 
the enclosure together. The visible outside surfaces of the furnace possess an 
arch-like brickwork in order to prevent the formation of cracks. 
The inside of the furnace is made of highly suitable fireclay material, and be- 
tween it and the enclosure is located a continuous layer of insulation made from 
bricks of diatomaceous earth and rock wool. 
Within the furnace we have the cremation chamber with lateral discharge of the 
gases and the gas-discharge channels situated on the right and on the left side, 
the cremation grate, the tiltable ash grate below, and the post-combustion 
chamber with the ash-extraction grate. 
To the right and left of the cremation chamber there are the tubes of the air 
heater providing high-temperature air. Whereas the upper four heating coils are 
made from Sikromal Steel, which withstands temperatures up to 1200°C, 
wrought-iron tubes with especially thick walls are used for the lower portion. A 
blower located outside and guaranteed to run silently feeds air to the two tube 
systems. In order to ensure that the tube systems on both sides are fed equal 
amounts of discharge gas, there are refractory baffles which direct the dis- 
charge. These refractory baffles, arranged horizontally, also serve to store heat. 
On the inside of the front is a low-pressure gas burner rated at 30 m? per hour. 
This burner is movable. 
As the Reich legislation on crematoria allows the use of fuel during the crema- 
tion only in particularly difficult cases, the Topf Furnace, in order to respond to 
the wishes of the legislature, is provided from the outset with a burner in such a 
way that, once the furnace has reached its operating temperature, it can be re- 
tracted, and a cast-iron flap next to the burner seals its opening. Above the post- 
combustion grate is another small burner, rated at about 5 m? per hour, which is 
used only in special cases. 
For closing the cremation chamber a muffle-closing device is used consisting of 
two parts and made of cast iron, lined with fireclay, which rests on the frame- 
work of the furnace. Immediately in front of this closure is an insulating plate 
consisting of two sections made of a double layer of asbestos held by a frame of 
wrought iron to prevent heat losses to the outside. 
Both above the tiltable ash grate and within the cremation grate there are out- 
lets for the hot air needed for the combustion. A further hot-air outlet is provid- 
ed over the ash-extraction grate. 
The tiltable ash grate is designed to be operated from the outside. This grate has 
a highly refractory Pyrodur frame, and the interstices are filled with monolite 
clay. Another closure in the flue channel completely closes the furnace against 
the chimney. 
The ash box has two pairs of wheels for easy moving. The hot-air-closing devic- 
es are located in the front portion of the furnace above the main burner. They 
are labeled: muffle — post-combustion — tiltable ash grate — ash extraction. 
The controls of the flue-duct damper are also located next to those of the hot air. 
The discharge gases pass through the furnace along the following route: 
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From the gas burner they move to the underside of the refractory grate where 
they heat up the tiltable ash grate, and from there they flow on into the crema- 
tion chamber through the blocks of the grate. After having passed through the 
chamber, they pass into the openings in the vault of the muffle, strike the muffle 
laterally and drop down through the lateral discharge channels. They leave the 
channels here on both sides, cover the post-combustion grate, come together be- 
hind it, only to split up again when entering two side channels running along the 
cremation grate, from where they move into the flue duct. 

Thanks to this gas routing, the mass of refractory brick heats up uniformly in- 

side and out; in this way a longer service life of the refractories is guaranteed. 

The heat content of the gases is, moreover, made good use of, and the gases 

leave the chimney with little smoke and odor. 

Thanks to the tiltable grate, no stoking tools are needed in the Topf Furnace in 

order to remove the ashes of the corpse.” 

On 24 June 1950 Martin Klettner, an engineer working for the Topf Co. which 
had moved to Wiesbaden after the war,” patented a new type of cremation fur- 
nace which will be described in Chapter 3. The furnace had already been built at 
Wiesbaden prior to the issuance of the patent, as we can see from the following 
letter written by the Wiesbaden city authorities on 19 December 1949 (see Doc- 
ument 137): 

“We confirm herewith that Senior Engineer Martin Klettner has executed the in- 

tended reconstruction of the cremation furnace over a period of 2/2 weeks and 

has incorporated improvements based on your experience. 

Mr. Klettner has demonstrated the operation of the furnace and has handed it 

over after a test run extending over three days and involving a total of 16 crema- 

tions to our complete satisfaction. 

The performance of the furnace surpassed all expectations, especially with re- 

spect to the fuel consumption. As early as the third day, cremation times of 40 

minutes were attained without any fuel consumption except for preheating. 

You are at liberty to show the furnace to interested parties after giving us suffi- 

cient notice. 

Any publication of this letter without our prior approval is not permitted.” 
Klettner had probably only revised a plan and a “provisional construction draw- 
ing” of the furnace that the Topf Company of Erfurt, which had been national- 
ized by communist East Germany in the meantime, claimed for itself in a letter 
dated April 6, 1948.'°° 
In 1989 two gas-fired Topf furnaces were still in operation at the crematorium 
of the Dortmund Central Cemetery. They had obviously been modernized with 
respect to automation and had been equipped with technical control devices. 

We will now describe the operation of these installations: Cremation takes 
place at two levels: the main cremation takes place on the upper floor. After the 
introduction of the coffin into the muffle, the cremation residues drop into the 


°° Ernst Wolfgang Topf, one of the two brothers who owned the company of the same name (the other, 


Ludwig, had committed suicide on May 30, 1945), moved to Wiesbaden in 1951, where he re- 

established the J.A. Topf und Sdhne Company, which was dissolved in 1963, however. M. Klettner’s 

patent bears the heading “J.A. Topf & Sohne, Wiesbaden” because it was issued on January 5, 1953. 
100 “An die Stadtkommandantur, Oberlt. Proskurin, 6.4.48.” SE, 5/411 A 100. See Document 138. 
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post-combustion chamber beneath when the grate is tipped, where they burn out 
completely. In the meantime, another coffin is introduced into the muffle above. 
The ash is removed when the post-combustion is complete. 

Before introducing coffins successively into the muffle, they are given an 
identification token made of refractory clay, bearing a serial number, which re- 
mains with the corpse and the ash over the whole duration of the cremation and 
allows identifying the decedant when the ash is extracted. 

The time required for the cremation varies between one-and-a-quarter and 
one-and-three-quarters hours, depending on the nature of the corpse. In a nor- 
mal shift of eight hours, five corpses per furnace are usually cremated. In early 
1989, because of the great number of corpses awaiting cremation, double shifts 
were arranged, with 10 corpses, sometimes up to 12, being cremated within a 
day, with a consumption of some 21 m? of gas per cremation. Later on, after air- 
and gas-flow controls were added, consumption went down to less than 17 cu- 
bic meters.'°! 


2.3. The Cremation Furnace with Electrical Heating 


Topf built the first electrically fired German cremation furnace; it was set up at 
the Erfurt Crematorium in 1933. Like the gas-fired furnace, this device, too, had 
two levels. The 1934 model mentioned in the preceding subchapter had a basic 
design which was suitable for both gas firing and electrical firing (Documents 
140f.). 

The new design is explained in an article which summarizes the patent ap- 
plication filed by Topf (“Elektrisch...” 1935, pp. 89f.; cf. Document 139): 


“The electrically heated Topf Furnace installed at the Erfurt Crematorium con- 
sists of a cremation chamber which is heated on both sides by 6 heating coils 
made of nickel-chromium alloy, through which passes an electric current and 
which are placed in the recesses of specially shaped bricks. The heating coils 
are protected from the direct effect of the flames which develop during the com- 
bustion of the coffin by stainless-steel plates placed in front of them. 

These 12 coils have an output of 40 kW. The muffle is closed by a door and by a 
panel made of fireclay. 

The grate is cross-shaped and has also two heating coils with an output of 12 
kW. 

Underneath the grate is the inclined plane for the ash made of specially shaped 
refractory bricks which, again, contain 4 heating coils having a total output of 
18 kW. 

The inclined plane ends at a closure plate below which the post-combustion 
chamber is located with its 7-kW heating coil. The floor of the post-combustion 
chamber consists of a perforated plate. Beneath it is the ash receptacle. The 
heating coils of the Topf Furnace at Erfurt have a total power output of 95 kW. 
In the flue-gas channels of the cremation chamber, Aeroterm™™! tubes arranged 
along a slope are installed. They are fed by means of a blower located on the 


10 


Letters of Griinfldchenamt (public parks department) of the City of Dortmund to the author dated 18 
January and 24 February 1989. 
102 Aeroterm tubes “consist essentially of a battery of finned tubes and a helical blower inside a metal 
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outside of the furnace. The air which is heated in these tubes to a high tempera- 

ture enters the cremation chamber below the refractory grate through two chan- 

nels, each of which has four openings. Before striking the corpse, the air flows 
past the glowing mass of refractory clay. These air outlets are not mere nozzles; 

their dimensions are 70 by 100 mm. 

Above the cremation chamber is the discharge outlet for the gases, which can be 

closed. The spent gases leave the cremation chamber at the top, strike its upper 

portion, and are then led downwards by means of two channels on the sides of 
the cremation chamber, passing through the lower portion of the inclined plane 
towards the flue-gas channels and from there into the chimney. 

The operation of the furnace is very simple. The heating coils are switched on 

and off by means of a remote-control switch. All the controls are grouped in a 

box which can be placed next to the introduction door. In order to benefit from 

cheaper night-rate electricity, the furnace is switched on automatically by a tim- 
er; thus, attendance is required only, and in a limited way, when the coffin is in- 
troduced. Heating is controlled by a device which shuts off the furnace when the 
temperature has reached any desired level, so as to avoid any wastage of elec- 
trical power.” 
Quite soon, however, this furnace would exhibit serious operational problems, 
especially the generation of smoke during cremations. Exacting investigations 
by the administration of the Erfurt Crematorium showed that, with a draft of 12 
to 24 mm of water, the velocity of the spent gases was so high that they did not 
have sufficient time to burn out within the muffle and cooled down to a level 
below their ignition temperature as soon as they entered the flue duct. The ad- 
ministration of the crematorium was therefore obliged to carry out technical 
modifications of the plant: a combustion chamber (Brennkammer) was installed 
above the muffle in an effort to bring down the gas velocity, and the damper at 
that point was removed; the cross-section of the channels for the combustion air 
were enlarged, and two new channels were added which brought air into the 
muffle through two openings in its upper part. The flat supporting beam for the 
coffin was replaced by a corrugated beam. 

In 1934 Topf designed, moreover, a cremation furnace which could operate 
with either gas or electricity. Document 140, consequently entitled “Topf Cre- 
mation Furnace 1934 (For gas and electrical heating),” shows the installation 
from the outside. Document 141, “Topf Cremation Furnace 1934,” illustrates its 
design. Following the example provided by the Volckmann-Ludwig Furnace, it 
had an outer metal facing (Blechummantelung), which provided it with a very- 
modern appearance. The incineration chamber (Eindscherungsraum) was closed 
by means of a sliding door, mounted obliquely; a decorative door (Prunktiir) 
was mounted in front of it. The opposing part sported a viewing port (Schaulu- 
ke). Each of the side walls had three openings for the spent gases. The coffin 
rested on three corrugated refractory beams. Below it was located the tiltable 


container with baffles which allow steering the flow of hot air. The heat exchange takes place in 
forced convection with a high thermal efficiency (1,500 — 3,000 kcal/m? hr), and is highly adaptable 
depending upon the design. The air velocity is higher than what would normally be agreeable (0.20 — 
0.40 m/sec) and the noise level is high (50-60 dbA); hence, in view of the high output, their usage is 
primarily in industrial and large-scale installations.” Manuale... 1990, p. E589. 
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grate for the collection of the ash (drehbare Asche-Sammelplatte) with the ash 
post-combustion chamber (Nachverbrennungskammer) below; its tiltable grate 
permitted the transfer of the ash to the receptacle underneath and its removal 
through a suitable opening (Ascheentnahme). 

In the front part of the furnace, but on the lower level, there was a blower 
(Druckluftgebldse) feeding air through a double coil of tubes acting as an air 
heater (Réhren-Luft-Erhitzer); the air from these tubes passed through the six 
vertical flue-gas ducts, located on both sides of the cremation chamber, where 
the flue gases transferred their heat content. The combustion air heated in this 
way flowed through eight openings below the coffin, passed between the refrac- 
tory beams, continued through another eight openings above and below the tilt- 
able plate, and then entered the post-combustion chamber. A chamber with 
dampers was placed above the cremation chamber in order to reduce the veloci- 
ty of the fuel gases. 

When these changes had been carried out, test cremations were undertaken 
at the Erfurt Crematorium. The chart published by engineer Konrad Weiss 
(Document 142) refers to five cremations which took place on 17 and 18 April 
1934. The duration of the individual cremations was as follows: 

First cremation about 1 hr 45 min. 


Second ” 2 hr 

Third e 1 hr 40 min. 
Fourth ; 1 hr 50 min. 
Fifth 0 1 hr 30 min. 


The temperature recorded at the center of the muffle was higher than that in the 
rear portion and varied between 850 and 950°C. The temperature of the inclined 
plane was always below 600°C (Weiss 1934, pp. 453-457). 

A total of 1,622 cremations were carried out in this furnace before it was 
dismantled and replaced by a more-modern model set up in the Erfurt Cremato- 
rium in 1936. Compared to the former, this model (Documents 143-145) pre- 
sented numerous technical improvements. The vault of the muffle is closed, and 
both the additional combustion chamber and the channel for the spent gases are 
absent. The lateral walls of the muffle, below the onset of the semicircular vault, 
are strongly inclined and extend below the grate as inclined planes for the ash; 
they reach down to a previously non-existent tiltable grate. Below the latter is 
an electrically heated and retractable post-combustion grate. The supporting 
grate for the coffin consists of three corrugated beams. 

The spent gases leave the muffle through four square openings in each of the 
side walls and enter two channels which go down vertically and open up above 
the post-combustion grate, which they traverse downwards and then enter the 
flue duct. On the inside of these two vertical channels there are four horizontal 
metal heat-recovery tubes, 120 mm in diameter, into which a blower, located 
outside the furnace, feeds the combustion air which in turn enters the muffle 
through two openings set into each of the side walls, above the tiltable grate and 
below the muffle grate. Through other channels, combustion air also enters the 
muffle from an opening behind the last supporting beam of the grate. From 
there it flows also into the space below the post-combustion grate. The heating 
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coils are no longer contained in recesses protected by metal plates but in appro- 
priate channels made of shaped refractory bricks. 

This furnace is described by the Topf Co. in the following manner (Schu- 
macher 1939, pp. 28, 30; cf. Weiss 1937, pp. 159-162): 


“The furnace consists of an outer cladding of sheet metal which is held in place 
by robust T, U, and angle-shaped bars. The entire furnace is built from the most- 
appropriate refractory material, and between it and the outer shell there is a 
thick layer of diatomaceous earth bricks as well as glass-fiber and rock-wool 
panels. 

The furnace itself consists of the cremation chamber with its flue-gas channels 
to the right and left, of the cremation grate with the tiltable ash grate below, of 
the post-combustion chamber and a grate for ash extraction. On either side of 
the cremation chamber, preheating tubes for the combustion air are set into the 
flue-gas channels, heating the air to a high temperature. Whereas the coils of 
the two top sections are made of Sikromal Steel, we use cast-iron tubes with par- 
ticularly thick walls for the lower sections. A low-noise blower located outside 
the furnace feeds both sets of tubes. 

For the closure of the cremation chamber there is a muffle closure which can be 
suspended either from the furnace framework or from the ceiling of the furnace 
hall. In front of this closure, there is an insulating plate made from double as- 
bestos panels held by a wrought-iron frame. 

Above the tiltable ash grate, as well as within the cremation grate, feed openings 
for the hot air required for the combustion have been placed. A further opening 
for the hot air is located above the ash-extraction grate. This grate has a rim of 
Pyrodur wrought iron, and the interstices are filled with compressed Monolite. 
The furnace is well separated from the chimney by a draft damper. The ash re- 
ceptacle has two sets of wheels for easy movement. The discharge gases take the 
following route: 

The discharge gases leave the cremation chamber through two openings Set into 
the right and left sides of the cremation chamber, pass through the upper chan- 
nel around the horizontally arranged plate of refractory clay into the second 
and third channels and leave to the right and left of the combustion grate, envel- 
oping it, then flow behind and below it through a common channel and are then 
led to the chimney via the flue duct. 

The refractory material is heated uniformly, inside and out, by the discharge 
gases, guaranteeing in this fashion a longer service life of the refractory materi- 
al. Furthermore, the spent gases are used up completely and leave the chimney 
with minimal smoke and odor. No devices are needed for the extraction of the 
corpse ash. 

Location of the electrical equipment for cremation: 

The maximum total power output is 85 kW, of which 48 kW are installed in the 
two side walls of the main cremation chamber (muffle), 15 kW in the chamber 
below the grate, 10 kW in the post-combustion and 12 kW in the air channels lo- 
cated on either side of the grate. 

In the main cremation chamber there are 6 openings on either side, for a total of 
12, which contain two electrical circuits. In this way it is possible to switch the 
two sides on or off separately. 
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The coils that are located in the rear portion of the furnace are linked by cables 
to the control panel, which is located on the wall of the building behind the fur- 
nace. This panel is equipped with the timers, the ignition device, the timer clock, 
and the pushbuttons for ignition with their control lights. 

All electrical circuits have push-button controls with control lights in such a 

way that one can see at any time which circuit is powered. 

The ignition device prevents excessive temperatures in the furnace. For this, the 

furnace starts and stops automatically at 700 and 900°C, respectively, as a func- 

tion of the desired temperature. The furnace can moreover be switched on or off 
at any moment by means of the ignition control, even at times when no attendant 
is present. 

This means that the furnace can switch on and preheat to the operating tempera- 

ture automatically, even during the night, at any desired moment without manu- 

al action.” 

The chart for this furnace published by the engineer Konrad Weiss (Document 
146) covers two consecutive cremations. The durations of the cremations turn 
out to be considerably shorter than in the previous furnace, between 55 and 70 
minutes. This is due to the thermotechnical improvements of the second fur- 
nace, above all by the incorporation of a tiltable grate which — allowing as it did 
the separation of individual corpses — permitted the introduction of another 
corpse while the residues of the former burned out in the post-combustion 
chamber. 

After some 3,000 cremations carried out over a period of three and a half 
years of operation, this furnace was worn out to the point that it had to be dis- 
mantled and rebuilt. 

The new furnace (Document 147) brought along further technical improve- 
ments: the combustion air flowed from a single hole in the rear portion of the 
muffle, striking the coffin from below; another conduit moved air below the 
post-combustion grate. Furthermore, the spent gases no longer flowed through 
the post-combustion grate, leaving instead through two holes in the rear part of 
the post-combustion chamber and from there into the flue-gas channel. 

Construction work on the new furnace ended on | December 1939, and the 
furnace was slowly dried until 31 January 1940 by means of 750 kg of wood. Its 
performance was much improved. The performance of this furnace was docu- 
mented by the engineer Rudolf Jakobsk6tter (Document 148) on the basis of 
three cremations in succession. Cremation times were very short: some 65, 50 
and 40 minutes respectively. 

In the light of what we have stated in Chapter 4 of Unit I, it is obvious that 
for the cremations shown in the chart — which had the purpose of highlighting 
the efficiency of this furnace — combustion did not come to completion on the 
tiltable grate, but continued and ended in the post-combustion chamber, as it 
had done in the Volckmann-Ludwig Furnace at Hamburg, in which the solar 
plexus was burned in the post-combustion chamber. 

Document 149 shows an electrically heated Topf furnace with further tech- 
nical modifications, the most-important of which were the double door for the 
closure of the muffle, the tiltable post-combustion grate and the heat-recovery 
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system with its metal tubes set into a separate chamber upstream of the flue duct 
(Jakobskotter 1941, pp. 579-587). 


3. The Topf Patents of the 1920s and 1930s 


In the preceding chapters we have seen that Topf introduced a series of truly 
novel ideas into the technology of cremation, which made it the most-important 
company in Germany in that sector within a single decade. Its untiring research 
and development activity is also reflected in the patents directly issued to it or 
which it acquired over the years of its most intensive activity. All this time, 
however, construction of furnaces for crematoria remained a marginal activity 
in the plants and on the financial statements of the company, and the patents 
which the firm obtained clearly reflect this fact.'™ 

In this chapter we will publish the text of all Topf patents relating to crema- 
tion furnaces and other combustion devices, but will translate only the most-im- 
portant ones, leaving aside the two patents referring to the coffin-introduction 
device (24 August 1920 and 4 May 1938; Documents 150 and 154) and the pa- 
tent application of 16 November 1942 concerning “Air-cooled grate plate for 
mechanical push grate” (Document 159), which does not concern cremation 
furnaces but industrial gasifiers. !™ 


7K CK ok 


1) Deutsches Reich. Published on 24 August 1920. Reich Patent Office. 
Description of Patent No. 324252. Class 24 d. Group I 


JA. Topf & Sohne in Erfurt. 


Device for the introduction of the coffin for cremation furnaces with support 
cart that can be raised and lowered. 


Patented in the German Reich from 24 April 1915. [Not translated, Document 
150] 


OK ok 


2) Deutsches Reich. Published on 5 March 1930. Reich Patent Office. 
Description of Patent No. 493042. Class 24 d. Group I. T 36626 
V/24d 


Day of publication of issuance of patent: 13 February 1930. 
JA. Topf & Sohne in Erfurt. 


Device for post-combustion of residues in corpse-cremation furnaces 
Patented in the German Reich from 29 March 1929. 


103 Cf. the corresponding list shown in Appendix 1.4. 
'04 The patents mentioned in this chapter derive from the Deutsches Patentamt in Berlin. Documents 155 
& 159 are merely patent applications not indicating whether any patent was eventually granted. 
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The invention relates to a device for the post-combustion of residues in 
corpse-cremation furnaces, primarily for the purpose of burning the wood ash 
which is mixed with the corpse ash.!!°5! The object of the invention differs from 
known post-combustion devices in that the removable receptacle for the com- 
bustion residues, placed at the end of the inclined floor of the ash-dropping area, 
has a perforated bottom and is placed over the outlet of a controllable feed of 
combustion air. This arrangement has the advantage of being very simple. Fur- 
thermore, above the residue receptacle and below the lateral gas exhausts there 
is a gas-permeable slide, blocking ash from dropping into the receptacle, which 
enables the ash, still undergoing post-combustion in the receptacle, to be kept 
separate from a further cremation in the case of cremations in succession. 

Fig. 1 shows the longitudinal section of the furnace in the schematic chart of 
an example of the realization. Fig. 2 is the front view of the post-combustion 
device. 

At the front end of the furnace, below the ash-dropping area, there is a recep- 
tacle a, equipped with a perforated bottom b and a combustion-air supply c lo- 
cated beneath the latter. The supply can be controlled by dampers d or similar. 

The combustion residues are moved into receptacle a shortly before the end 
of the incineration process and subjected there to a post-combustion process 
with the spent gases escaping through the lateral exhausts g of the furnace. 

In order to prevent the residues of two successive cremations from reaching 
receptacle a concurrently, a retractable plate e is mounted above receptacle a 
which isolates the receptacle from the ash-dropping area f’ This plate is permea- 
ble for the gases, e.g. by possessing small holes, in such a way that the post- 
combustion gases can leave, but no ash residues from ash dropping area f can 
reach receptacle a. Consequently, a fresh cremation may be started before the 
post-combustion of the residues of a previous cremation has come to an end in 
receptacle a. 


Patent claims: 

1. A device for the post-combustion of residues in corpse-cremation furnac- 
es, characterized by the fact that the removable receptacle (a) placed at the end 
of the inclined floor of the ash-dropping area (f) has a perforated bottom (b) and 
is located above the outlet of a controllable combustion-air supply (c, d). 

A device in accordance with Claim 1, characterized by the placement of a 
gas-permeable retractable plate (e) above the receptacle, below the lateral gas 
exhausts (g), to shield the receptacle against any ash dropping from the furnace. 
[Document 151] 
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105 This refers to the complete combustion of the combustible substances. 
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3) Deutsches Reich. Published on 17 October 1930. Reich Patent Office. 
Description of Patent No. 561643. Class 24 d. Group I. Q 1735 V/24d 


Day of publication of issuance of patent: 29 September 1932. 
Viktor Quehl of Gera. Transferred to: J.A. Topf & Sohne, Erfurt, 17.5.1934. 


Cremation furnace with tiltable grates 
Patented in the German Reich from 15 April 1931. 


Existing cremation furnaces possess stationary furnace sections — the muffle 
grate and the ash grate — to support the coffin and the corpse parts to be inciner- 
ated. 

These have the disadvantage that after their incineration the corpse parts 
have to be scraped from these surfaces by means of a scraping device. Such an 
intervention into the incineration process does not constitute a dignified form of 
cremation. Furthermore, the introduction of the scraping device into the furnace 
provokes a considerable loss of heat by allowing cold air to enter the furnace 
through the doors while they are open. The iron scrapers may also easily dam- 
age the glowing brickwork. 

This invention obviates the use of scraping and stoking devices in such a 
way that the muffle grate which supports the coffin and the corresponding ash 
grate can be pivoted from the outside around one or several axes, with the grates 
being optionally split into several pivotable sections with an arbitrary orienta- 
tion of the axes. 

This makes it possible to remove totally or in part, from the outside without 
opening the furnace, any remaining incineration residues from the muffle grate 
and the ash grate without the use of scraping or stoking devices, in line with the 
progress of the incineration, by simply pivoting the surfaces. 

The drawing shows an example for the realization of the invention. We des- 
ignate by m the muffle grate pivotable around an axis a, by b the ash grate, sub- 
divided into separate surfaces f which can be pivoted individually around their 
individual axes e. 

The object of this invention may, in certain respects, be executed differently, 
as long as the essence of the invention, namely the pivotable character of the 
muffle grate and the ash grate, is maintained. 


Patent claims: 

1. Cremation furnace with pivotable grates characterized by the fact that the 
muffle grate which supports the coffin and the ash grate are arranged in such a 
way that they can be pivoted from the outside. 

2. Cremation furnace according to Claim 1, characterized by the fact that the 
muffle grate and the ash grate are divided into several surfaces which can be 
pivoted individually. 

Attachments: 1 sheet of drawings. [Document 152] 
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4) Deutsches Reich. Published on 19 November 1936. Reich Patent Office. 
Description of Patent No. 638582. Class 24 d. Group I. B 162300 
V/24d 


Day of publication of issuance of patent: 29 October 1936. 
Wilhelm Basse of Hamburg. Transferred to: J.A. Topf & Sohne, Erfurt, 
27.11.1937. 


Incineration furnace 
Patented in the German Reich from 9 September 1933. 

The object of the present innovation is a device for incineration furnaces, 
and it aims i.a. at an improvement of the combustion by a special way of feed- 
ing the combustion air. 

It is known that the air feed of incineration furnaces equipped with a grate or 
a solid floor plate has deficiencies, and, in particular, these deficiencies are 
caused by the fire path in the cremation chamber, resulting from the design of 
the plate or the grate. Due to its massive construction, the floor plate has the ad- 
vantage of storing heat. On the other hand, it has the great disadvantage that the 
combustion air cannot reach the central parts of the matter to be combusted, be- 
cause the disintegration [of the latter] can only take place on its periphery where 
it is exposed to the oxygen. As the coffin with its central portions rests directly 
on the floor plate, combustion in that area is incomplete or retarded. This disad- 
vantage is eliminated by the grate. It enables the air to be moved to the center of 
the burning coffin and thus to accelerate the incineration. In this case however, 
there are problems as well: 

1. As the grate is open, the gas distribution of the fuel gases within the muf- 
fle can no longer be controlled. 

2. During the incineration of the inner, combustion-resistant parts of the mat- 
ter to be incinerated, excess air enters the furnace through the openings on the 
sides of the grate, cooling down the furnace. 

3. The grate has a low heat-holding capacity. 

Still, furnaces with solid floor plates have been built with the combustion air 
being blown from the side and from above by means of nozzles onto the object 
to be combusted. 

This kind of air feed is considerably more-effective, but we still have the 
disadvantage that the object to be combusted is exposed initially to the combus- 
tion air only at its top and sides; air supply to the bottom part of the combustion 
object is, however, absent. It is at this point, though, that the air feed is highly 
effective, because the flames generated there will envelop the combustion ob- 
ject from all sides and thus enshroud it completely. 

Hence, this invention plans to feed combustion air through nozzles mounted 
in the floor plate. For that reason, the floor plate is equipped with valley-like 
depressions which give it a grate-like appearance. The air nozzles are located 
between the grate ridges. 

It is expedient to build the floor plate from individual bricks that by their 
shape and their arrangement confer a grate-like design to the plate. The bricks 
are hollow to contain the compressed-air tubes. Air feed to the nozzles is de- 
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signed in such a way that the nozzles can be controlled individually. For this 
function, the nozzles can be arranged in groups. 

If arranged in accordance with this invention, the compressed air coming 
from the nozzles will create strong flames beneath the coffin, leading to a strong 
heating of the grate plate and to a good storage of the heat on account of the 
closed design of the floor plate. The latter effect is important because it contrib- 
utes to a considerable reduction in the duration of any succeeding incinerations. 

The drawing shows an example of the implementation. Fig. 1 is a vertical 
section of the furnace and Fig. 2 is a top view of the floor plate. 

Here, we designate as a the bricks making up the grate plate, b the support of 
the furnace itself, c the muffle walls, d, d; the compressed-air tubes, e the corre- 
sponding conical gaskets, f the air channels in the bricks, g the air-discharge 
holes in the nozzles. 

In Fig. 2, the bricks are numbered 1 to 20. 

The shaped bricks shown in the form illustrated here have slanted roof-like 
surfaces on both sides which create the grate-like shape of the floor plate. The 
nozzles set into these bricks open up into the depressions between the individual 
bricks in such a way that the air jet strikes the combustion object directly. This 
brings about the most-effective and most-economical use of the combustion air. 
Moreover, the nozzles are staggered with respect to one another producing a 
complete and uniform air feed about the matter to be combusted. 

This arrangement has the additional advantage that, on account of the noz- 
zles being set into the slanted surfaces of the grate plate, they are protected 
against being accidentally covered by the combustion matter above. The nozzle 
orientation, moreover, makes it possible, when the ash is recovered, to blow 
away the fine fly ash, which is then sucked up by the draft of the chimney. 

The channel-like depression f of the bricks (Fig. 2) can be limited to the 
length of one brick, such as Bricks 6 and 10, or extended over several bricks, 
such as Bricks | and 5 or Bricks 13 and 17. 

In each of these cases, only one tube d; can serve for the adduction of com- 
pressed air, whereas each separated brick must obviously have its own connec- 
tion to the air feed. 

The easily manufactured bricks can be replaced conveniently in the case of 
any repair made necessary by heat wear or mechanical damage (emplacement of 
the coffin), without loosening the constitution of the grate plate. 


Patent claims: 

1. Incineration furnace with a floor plate closing the lower part of the incin- 
eration space and with air nozzles directed towards the incineration object, 
characterized by the fact the floor plate consisting of shaped bricks (a) presents 
a grate-like surface and by having nozzles (g) discharging into the depressions 
between the grate ridges. 

2. Incineration furnace in accordance with Claim 1 characterized by the fact 
that the shaped bricks (a) are hollow for the insertion of the compressed-air 
tubes. 
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3. Incineration furnace in accordance with Claims | and 2 characterized by 
the fact that the air nozzles (g) are arranged so as to be controllable individually 
or in groups. [Document 153] 
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5) Deutsches Reich. Published on 4 May 1938. Reich Patent Office. Description 
of Patent No. 659405. Class 24 d. Group I. T 47769 V/24d 
Day of publication of issuance of patent: 7 April 1938. 


Hans Geerhardt of Erfurt has been named as the inventor. 
J.A. Topf & Séhne in Erfurt. 


Loading device for incineration furnaces 
[Not translated, Document 154] 
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6) Duplicate. Patent application 760198. 5. Nov. 1942 


J.A. TOPF & SOHNE ERFURT 
4. Nov. 1942 
To: Reich Patent Office, Berlin SW 61 


Description 
(Attachment 2 to today’s application) 


Continually operating corpse-combustion furnace for large-scale operation 

The collection camps in the occupied eastern territories set up on account of the 
war and its consequences with their inevitably high mortality do not permit the 
interment of the large number of deceased camp occupants. There is, on the one 
hand, a shortage of space and labor, and, on the other, the risk of exposing the 
vicinity, near or far, to the dangers presented directly or indirectly caused by 
any burial of the deceased, many of whom have succumbed to infectious dis- 
eases. 

The need thus exists to eliminate safely, quickly, and hygienically the corps- 
es occurring frequently in large numbers. In that case it is obvious that one can- 
not proceed in accordance with the legal requirements in force in the Reich ter- 
ritory. Hence, it is not conducive to incinerate only one corpse at a time, and 
such a process cannot be carried out without post-heating or additional heating. 
Rather, several corpses must be cremated together on a continual basis, and over 
the total duration of the incineration process the flames must act directly on the 
corpses to be cremated. A separation of the ashes of the corpses cremated con- 
currently cannot be undertaken; the corpse ash can only be recovered en masse. 
Hence, in the case of installations which serve as a means for the elimination of 
corpses as described above, one cannot speak of a cremation (Eindscherung); in 
fact, we are dealing with corpse combustion (Leichenverbrennung). 

To carry out this combustion — in line with the viewpoints exposed above — 
in some of these camps multiple-muffle furnaces were erected which still had to 
be loaded and operated sequentially. For this reason, these furnaces are not en- 
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tirely satisfactory, as the combustion in them does not proceed quickly enough 
to permit the elimination of the large numbers of corpses generated continually 
within a short period of time. 

Such an objective can only be achieved by means of furnaces which can be 
loaded continuously and operate in the same way. One might think for example 
of tunnel furnaces. In such an installation, the corpses to be burned would be 
loaded at the front of a long and internally heated furnace onto a moving device 
which moves lengthwise through the furnace, with the corpses being conveyed 
from a preheating zone into the combustion zone, and yielding the corpse ash at 
the other end of the furnace. Such a construction, however, is rendered difficult 
by the problem encountered on other occasions of keeping the moving metal 
parts — exposed to the effect of fire or flue gases — continually in motion, even if 
— as in the present case — these moving parts are covered to the extent possible 
with fireclay or other refractory substance. A further difficulty — in the case of 
combustion equipment operating, as in this case, with a draft, i.e. with different 
air or gas pressures in the various sections — is the task of securing the moving 
parts to the stationary ones to the greatest extent possible. Moreover, such units 
would require a permanent supply of power to actuate the moving device. Final- 
ly, the arrangement of the flue-gas ducts etc. would be complicated, which 
means that, for all these reasons, tunnel furnaces are not recommended for the 
combustion of corpses. 

In an effort to avoid the disadvantages of muffle or tunnel furnaces while 
conserving all the advantages of continuous loading and operation even in the 
case of corpse-combustion furnaces, together with a most-efficient use of the 
required fuel, this invention proposes a furnace operating continuously in 
which, by avoiding structural elements which would have to move through 
flames, the movement of the corpses introduced at the top end of the furnace 
would take place automatically within the furnace. The corpses slide by gravity 
into the heated furnace onto chutes shaped and inclined in a suitable manner and 
then further down, catching fire in the process and finally burning out and turn- 
ing into ash at an appropriate point within the furnace. 

Fig. 1 shows the vertical section of an example of implementation. 

Fig. 2 is Section A-B shown in Fig. 1. 

The invention concerns, for example, a furnace with several internal chutes 
inclined with respect to the horizontal — the drawing shows three such possible 
chutes, labeled a, a/, a2 — in a zig-zag-like arrangement. Each chute consists of 
several longitudinal beams b made of fireclay, which are supported by arched 
ribs c mounted beneath for better service life. Between the longitudinal beams b 
are located transverse bricks d in such a way that each chute surface is in the 
form of a grate. The longitudinal fireclay beams rest with their upper end in the 
external brickwork e of the furnace; the lower end is held by suitable refractory 
brickwork arches f placed transversely. The upper chutes are individually sur- 
mounted by a vault g, inclined from the horizontal as well, which possesses 
openings. The covering of the front part of the uppermost chute does not contain 
such openings. 
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At the top, where a suitable platform / or similar has been arranged, the up- 
permost chute has, at its top end, a sufficiently wide feed opening i which is 
normally closed by a self-sealing trap k extending into the antechamber. The 
corpses to be burned are loaded transversely through this trap onto the upper- 
most chute a. In order to enable such a transverse loading to be effectuated, the 
furnace is built to a corresponding width. The loading pace of the individual 
corpses to be burned in the furnace is determined by the progress of the overall 
combustion which is, as we have already stated, to be accelerated in the best 
possible way by the configuration of the furnace. 

At the lower end of the first chute a, the reversal point, a further chute a/ is 
arranged followed by the succeeding one, a2, and at the lower end of the last 
chute there is the horizontal fireclay grate / for the burn-out, with its ash-collec- 
tion chamber below. In front of this burn-out grate there is the flame-generation 
section n which can be designed at will as a flat grate, a stepped grate, a genera- 
tor, a gas or oil heater or in some other way, depending on the fuel which has to 
be used. The path of the flame and/or the combustion gas is arranged in such a 
way that, aside from the burn-out grate /, the grate-like chutes and all perforated 
vaults enable the flames and the combustion gases to move upwards. At the up- 
per end of the furnace, opposite the loading opening i, we have the exit o of the 
spent gases which are to be removed and taken to chimney p in a suitable man- 
ner. Obviously, the flue gases can be led through an appropriate flue-gas pre- 
heater (not shown) before entering the chimney in order to make use of the heat 
they contain for preheating the combustion air. 

On their way through the furnace, the corpses to be burned are exposed to 
the flames and/or combustion gases moving in the opposite direction. Multi-part 
fireclay slides qg, set into the reversal points at the lower ends of the upper 
chutes a, al, a2, and operable from the outside, allow the retardation or the in- 
terruption of the passage of the corpses through the furnace. Moreover, suitably 
arranged stoking openings r allow intervention from the outside in case of cak- 
ing or adhesion of the objects to be combusted. To the greatest extent possible, 
ash generated inside the furnace during combustion is to fall into the ash-collec- 
tion chamber through the openings in the chutes a, a/, a2 and in the ceiling 
vaults. Any ash that might collect along the way on brickwork sections can be 
removed from the outside through suitable ash-cleaning openings s. The major 
portion of the ash will collect below burn-out grate / in the ash-collection cham- 
ber mentioned where its surface is permanently exposed to the heating gases in 
such a way that any uncombusted remains of the objects to be burned can keep 
on burning and burn out in this ash space. Through appropriately arranged air 
channels t opening to the inside of the furnace sufficient air supply along the 
whole way of the combustion objects through the furnace is assured for the 
promotion of the combustion process of the corpses. This air may also be pre- 
heated in a flue-gas/air preheater (not shown in the drawing). The supply of cold 
or preheated air may be performed under pressure in order to obtain at all times 
good turbulence of the flue gases. 

It is also possible to equip the furnace, at the locations where stoking open- 
ings r, as shown in fig. 1, are provided, with additional loading openings i with 
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self-sealing traps k, if the furnace is to be operated at a reduced capacity from 
platforms located there. In that case, depending upon the desired degree of ca- 
pacity reduction, one or both of the multi-part fireclay slides g can be closed. 


Patent claims: 

1.) A continually operating corpse-combustion furnace for large-scale use, 
characterized by the fact that within it are arranged several grate-like chutes 
(a, al, a2), inclined longitudinally against the horizontal, following one an- 
other in a zig-zag-like manner; upon them, the corpses to be burned, fed 
through the upper loading gate (i) and entering the furnace and descending 
under their own weight, are ignited by the combustion gases which move in 
the opposite direction, [with the corpses] burning out and turning into ash 
upon the ash grate (/) placed at the lower end of the lowermost chute (a2). 

2.) A furnace in accordance with Claim 1.) characterized by the fact that the 
chutes each consist of several fireclay beams (b) with transverse supporting 
bricks (d) between them, the beams being supported by arched ribs (c) lo- 
cated below them. 

3.) A furnace in accordance with Claims 1.) and 2.) characterized by the fact 
that the upper chutes (a, a/) are surmounted by perforated vaults (g). 

4.) A furnace in accordance with claims 1.) to 3.) characterized by the fact that 
ash-removal openings (s) are installed above each of the vaults (g). 

5.) A furnace in accordance with Claims 1.) and 2.) characterized by the fact 
that at the reversal points at the lower ends of the upper chutes (a, a/) fire- 
clay slides (q) moving and operated sideways have been arranged to slow 
down or interrupt the passage of the corpses. 

6.) A furnace in accordance with Claims 1.) to 4.) characterized by the fact that, 
within the chutes, channels (¢) have been arranged for additional air supply. 

7.) A furnace in accordance with Claims 1.) to 6.) characterized by the fact that 
instead of stoking openings (r) introduction gates (7) with self-sealing 
dampers (k) have been arranged in order to be able to feed and operate the 
furnace at reduced rates from platforms located there. [Document 155] 

7K CK ok 

This patent application is the revised and corrected version of an application 

dated 26 October which mentions Fritz Sander, chief engineer of Topf, as being 

the inventor. I refrain from publishing this latter document, because the copy in 
my possession is of very poor quality.'°° I shall return to Sander’s project later 

(cf. Section 7.4.1.). 
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106 APMO, BW 30/46, pp. 7-14. 
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7) Deutsches Reich. Published on 19 March 1930. Reich Patent Office. 
Description of Patent No. 494136. Class 24 f. Group 10. T 35607 
V/24f 


Day of publication of issuance of patent: 6 March 1930. 
JA. Topf & Séhne in Erfurt. 


Retractable slag-grate for hearths with air-feed from below. 
Patented in the German Reich from 22 August 1928. 


[Not translated, Document 156] 
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8) Deutsches Reich. Published on 24 May 1933. Reich Patent Office. 
Description of Patent No. 576135. Class 24 f. Group 1202. T 39364 
V/24f 


Day of publication of issuance of patent: 20 April 1933. 
JA. Topf & Séhne in Erfurt. 


Plate-grate with nozzles 
Patented in the German Reich from 27 August 1931. 


[Not translated, Document 157] 


9) Deutsches Reich. Published on 31 October 1933. Reich Patent Office. 
Description of Patent No. 587149. Class 24 f. Group 10. T 35607 
V/24f 


Day of publication of issuance of patent: 12 October 1933. 
JA. Topf & Séhne in Erfurt. 


Process and furnace for the recovery of lead and pieces of wires from cables 
Patented in the German Reich from 29 September 1932. 


[Not translated, Document 158] 
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10) Duplicate. Patent application 789491, 17.11.1942 


J.A. Topf & Sohne Erfurt 
16.11.42 
To: Reich Patent Office, Berlin SW 61 


Description: 


Air-cooled grate plate for mechanical push grate. 
[Not translated, Document 159] 
ok ok ok 


The last known patent of the Topf Company dates from the early 1950s after the 
company had moved to Wiesbaden. 
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11) Bundesrepublik Deutschland. Issued on the basis of the First Transfer Law 
of 8 July 1949. (WIGBL [Gazette for Economic Laws] p. 175). 
German Patent Office. Description of Patent No. 861731, Class 24d, 
Group I, T 1562 V/24d 


Martin Klettner of Recklinghausen has been named as inventor. 
J.A. Topf & Séhne, Wiesbaden. 


Process and device for the combustion of corpses, carrion, or parts thereof 
Patented in the territory of the Federal Republic of Germany from 24 June 1950. 

Patent application published on 31 October 1950. 

Patent issuance published on 13 November 1952. 

The invention concerns a process for the burning of corpses, carrion, and 
parts thereof by combustion air heated in a recuperator as well as a device for 
the implementation of the process. 

Nearly all incineration processes known today employ combustion air heated 
in a recuperator for the burning of corpses. In line with all combustion processes 
of heat technology, the combustion process has to be facilitated by preheating 
the air to very high heat levels, thus increasing the combustion temperature. 

The heating value of a corpse, or its combustion value, has in the past been 
judged basically on the fat content of the corpse. Some of the CH (hydrocarbon) 
compounds (fats) exhibit very low ignition temperatures and burn at very high 
temperatures. As opposed to this, in the absence of pure fats, i.e. of pure CH 
compounds, it has so far been impossible to burn exothermally the CH com- 
pounds containing N (nitrogen) present in the proteins. The proteins with their 
rather high N content (some 25%) resist combustion most-strongly. Their igni- 
tion temperature is around 800°C. 

At the air temperatures of 400 to 500°C used so far, the nitrogen component 
of the proteins thus could not be made to lose its resistance to combustion. 

It is known that only under the influence of air at 800 to 900°C can the sepa- 
ration of N from the CH compounds be achieved, even though the proteins are 
not constituted by a chemical compound of N + CH but only by one of the loose 
combinations of N, in line with the way this somewhat inert gas has been 
known to behave. One may assume that a certain amount of heat is consumed 
for the removal of N. However, we will never be required to produce the large 
amount of heat required to remove N from a true chemical compound. Moreo- 
ver, the combustion of the CH compounds contained in the proteins releases 
nearly the same amount of heat as would be released by the combustion of 
equivalent amounts of pure CH compounds. 

For a human corpse of about 70 kg, containing some 12 kg of C, some 2 kg 
of H2, and about 0.5 kg of P, as well as some 55.5 kg of H2O and N, we can cal- 
culate a minimum heating value of about 160,000 caloric units [kcal], to which 
the fuel value of the coffin must be added. 

The ultimate objective of the cremation thus had to consist in taking the re- 
quired amount of combustion air to a temperature of 800 to 900°C without any 
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additional fuel consumption, solely by using the flue gases, in order to com- 
pletely burn the considerable amounts of CH contained in the proteins yet 
linked to N, and so to allow the combustion of any human corpse without any 
additional supply of heat merely by the conversion of the amounts of energy 
contained therein. 

This objective has been reached by means of the incineration process out- 
lined for this invention. Not only has it been possible to generate the heat re- 
quired for the evaporation and removal of the water contained in the corpse, but 
also the heat needed for the combustion and the incineration of the corpse itself. 
Even if the heat lost in the waste gases is considered, significant amounts of 
heat still remain available to heat the furnace and/or maintain its state. 

A process as discussed earlier on and as part of the invention is implemented 
in such a way that the corpse with its coffin is located on a grate in the muffle 
and exposed to an air current heated in a recuperator by a supply of heat gener- 
ated by means of fuel and/or exposed to the radiant heat of the hot muffle walls 
for a sufficiently long time to ignite the coffin and the corpse, made combustible 
by the evaporation of its water content, decomposes, with the remnants burning 
out exothermally on a rather-small ash grate located below under the influence 
of the necessary combustion air which is heated by recuperation to 800 to 
900°C mainly by making use of the heat value of the corpse parts. The combus- 
tion gases thus generated flow out, downwards through the burn-out grate, and 
mix with hot combustion air fed below the burn-out grate in order to burn the 
volatile components completely. The combusted gases then move directly into a 
recuperator, where they transfer their heat content to the combustion air such 
that the combustion can be maintained without any further supply of fuel. 

The illustration shows a furnace for the implementation of the process. 

Muffle A, of a size suitable for the coffin sizes involved and built in the 
standard dimensions, is effective as a combustion chamber, in terms of fuel 
economy, only provided the muffle volume is completely filled by the combust- 
ing gases. The early phase of the combustion process, which takes place exclu- 
sively in the muffle, must be terminated as such and become a drying process 
when the grate, consisting of only two stones, allows the remaining body parts 
to drop under their own weight into the actual small combustion chamber B lo- 
cated above the pivotable grate. This [terminal] point is reached when the coffin 
has been consumed and the head and limbs fall off. This process in the muffle 
requires about 20 to 30 minutes. 

In the small combustion chamber, the air heated to 800 to 900°C mixes inti- 
mately with the as-yet-uncombusted proteins, removes the N from the CH com- 
pounds, and burns the CH completely at temperatures of up to more than 
1,200°C. This true combustion process takes between 10 and 15 minutes. The 
pivotable plate can be turned, and the remaining ash falls into the third combus- 
tion space above ash grate C. 

The necessary combustion air is heated in an air heater D made of fireclay or 
of metal to 800 to 900°C. On start-up, a hot-air gas burner E generates combus- 
tion gases at 1,200 to 1,300°C to preheat the air heater. Controlled amounts of 
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air are fed into the muffle above the pivotable plate and below the ash grate. 
The hot-air gas burner, too, is supplied with combustion air at 600°C max. 

As soon as the furnace has reached a steady state, the gas burner is switched 
off, and heating of the air heater takes place only by the waste gases which can 
be very hot during the actual combustion on the pivotable grate where the pro- 
teins burn actively. 

The new process allows reducing the overall duration of the incineration by 
up to 45 minutes, with 30 minutes being often observed. 

The ash quality can be called entirely combusted, free of germs; it has such a 
low volume that the normal urn will rarely be filled completely. 


Patent claims: 

1. A process for the combustion of corpses, carrion, and parts thereof by 
means of combustion air heated in a recuperative manner, characterized by the 
fact that the corpse with the coffin, in a muffle and resting on a grate of beams, 
is exposed to an air current heated in a recuperative way by making use of a fuel 
and/or exposed to the radiant heat of the hot muffle walls until the burning cof- 
fin and the corpse, made combustible by the evaporation of its water content, 
fall apart. The parts burn out exothermally on the small burn-out grate located 
below, with the necessary combustion air being heated to 800 — 900°C in a re- 
cuperative manner primarily by the combustion heat of the body parts. The 
combustion gases being formed flow out downwards through the burn-out grate, 
mixing with hot combustion air added below the burn-out grate to achieve com- 
plete burn-out of the volatile components. The spent gases are taken directly in- 
to the recuperator, giving up their sensible heat to the combustion air, thus al- 
lowing the combustion to be sustained without any further fuel supply. 

2. A furnace for the combustion of corpses, carrion, and parts thereof, in a 
manner described in Claim 1, by means of combustion air heated in a recupera- 
tive way, and consisting of a burn-out grate which can be folded out of the way 
or retracted and which is located below the grate-like beams of a muffle, charac- 
terized by the fact that the grate consists of only two beams and is located above 
a funnel-shaped floor, the inclined walls of which serve to move the coffin and 
body parts onto the burn-out grate, which can be folded out of the way or re- 
tracted, [further characterized] by the presence of air outlets for the primary air 
feed above the burn-out grate and by the presence, in the space below the burn- 
out grate, of spent-air-evacuation outlets towards the recuperator, of a hot-air 
gas burner for temporary heating of the recuperator, and of feed outlets for sec- 
ondary air. This space is also equipped with a foldable and, in view of the pro- 
gression of the combustion, correspondingly smaller grate for the final burn-out. 

3. A furnace in accordance with Claim 2, characterized by the fact that the 
combustion chamber is furnished with a relatively thin cladding of low heat ca- 
pacity and is surrounded by a thick layer of insulation. 

Printed matter consulted: German Patent No. 669 645. 

Attached: 1 sheet of drawings. [Document 160] 
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4. Topf Waste Incinerators 


Topf’s activity in this sector of public health where combustion devices of vari- 
ous types were employed can be judged from a 1940 publicity brochure, of 
which I translate the essential part:!°7 


“PUBLIC HEALTH AND HYGIENE constitute the starting point for the very- 
careful treatment of special questions which our furnace-construction depart- 
ment has been dealing with for decades. Our special furnaces hence aim for the 
effective fight against the spread of disease. 

Prevention is better 

Our technical and scientific knowledge together with our considerable practical 
experience have enabled us to accomplish a complete destruction of the germs 
present in hospital refuse, garbage, or similar substances, by the purifying pow- 
er of flame. 


Topf furnace construction 

In this field, we have been able to profit from experience gathered over sixty 
years in the area of combustion technology and heat economy. The quality of 
our special designs shows up in an odorless and nearly smokeless combustion 
and in the most-efficient use of the fuel, i.e. in the flawless operation which these 
furnaces exhibit in terms of heat economy. 

TOPF waste incinerators — for gas, coal, oil or electrical firing — thus operate 
not only technically without reproach but also in the most-economical manner. 
Refuse destruction for hospitals 

Hospitals, clinics and private sanitariums increasingly tend to use special fur- 
naces for the destruction of patients’ refuse, bandage remnants, or amputated 
parts. (Boilers for a central heating system are not suitable for these applica- 
tions.) The furnaces require only little space and low attention; hence they are 
suitable for smaller as well as larger establishments. 

Management of industrial refuse 

The use of special furnaces for refuse elimination in large industrial sites has 
been progressing actively over the last decade, in view of the fact that storage of 
refuse, for example, requires much space and has unhygienic consequences. 
Moving such substances requires much labor, time and money. Combustion of 
such refuse thus leads to savings and also allows the heat released to be used for 
the production of hot water or space heating. 

Value conservation 

The Four-Year Plan has taught us to pursue the recovery even of small amounts 
of valuable raw materials. Hence, we are dealing here not only with refuse de- 
struction but also with the preservation of the materials contained, which repre- 
sent valuable contributions to our economy. 

Beyond the significance of this destruction of refuse for industrial locations, it 
has assumed a steadily growing significance at state enterprises, utility services 
and municipalities. Our specialized products have evolved in line with these re- 
quirements and are being used in a great variety of applications: 

1. Furnaces for the combustion of cables 


107 RGVA, 502-1-327, pp. 161-165; cf. Document 161. 
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Such a device allows the complete recovery of the valuable metals. The furnace 
has been conceived in such a way as to allow the concurrent separation of cop- 
per and lead. 

2. Waste incinerators 

These furnaces find their application in municipalities. (The ash constitutes a 
promising fertilizer.) 

3. Wreath incinerators 

These devices constitute a valuable tool for cemetery management. The great 
number of wreaths, accumulating every day of the year and difficult to store, can 
be eliminated quickly. The metal of the wires is reclaimed. 

4, Mattress incinerators 

Such furnaces allow an efficient and hygienic destruction as well as the recovery 
of the metals contained in the mattresses. 


FOUR TYPES OF TOPF FURNACES 


The refuse-destruction furnace AV1 

(Fig. 1)"°8! is easy to install. It is therefore suitable for scientific institutions, 
smaller hospitals, sanitariums and birthing clinics. It destroys amputated parts, 
test animals and patients’ refuse with extremely low generation of smoke and 
odor. This furnace is similar to the type for the destruction of phlegm. It is clad 
on the outside with wrought iron, lined with fireclay bricks, and insulated with 
diatomaceous earth. The loading box A has an insulated door opening sideways. 
Below this box are located the hearth C and the ash box D. The rear wall of the 
combustion chamber is equipped with a grate of fireclay, behind which the flue- 
gas channel E is located. Flue-gas damper F, placed on the outside of the fur- 
nace cladding, isolates it from the chimney and allows control of the draft. 


Refuse-destruction furnace type AV2 

(Fig. 2)."! Ease of operation, rapid elimination of refuse with low fuel con- 
sumption and low generation of smoke and odor. Very well suited for medium- 
size hospitals, clinics, hotels etc. This type consists of a brick housing, which 
solidly protects the fireclay lining and the insulation. Loading box A can be 
mounted either on top of the furnace, or it can replace the closure V (type AV3). 
Below the combustion chamber B there is the refractory grate B1 heated by the 
hearth C. This grate will accept wet refuse and other poorly combustible mate- 
rials. By means of the pivotable grate D any remaining ash can be transferred 
easily to the ash chamber E. The flue-gas channel F is placed behind a fireclay 
grate. Damper H closes this channel. Tubes for air heating or coils for warm- 
water production may be installed in this duct. 


The furnace for the destruction of medical waste SV 

(Fig. 3) has a wrought-iron facing. This facing protects the inside of the furnace 
from damage. [The furnace] contains the gas burner A and the loading box B. 
The fireclay plate P isolates the combustion chamber C from the post-combus- 
tion chamber D and the flue-gas channel E, which leads to the chimney. The 
cardboard containers of the phlegm to be destroyed are fed through the loading 
box onto the fireclay plate, on which they burn. The post-combustion chamber 


'08 Page 1 of Document 161 contains a photo of the device, p. 4 the vertical and horizontal sections. 
109 Tbid., p. 4, and Document 162. 
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ensures a good combustion of the waste gases and thus an odorless and smoke- 
less operation. Flue-gas channel damper F is located outside the furnace facing 
and is used to regulate the draft. Between the metal facing and the fireclay 
brickwork there is an insulating layer of diatomaceous earth to reduce heat loss. 


The furnace for the combustion of refuse MV 

(Fig. 4) destroys rapidly and safely without smoke or odor and with a minimum 
amount of fuel the refuse which is generated daily in such locations as ware- 
houses, industrial establishments, hotels, market halls etc. The furnace has a 
brick lining with a solid wrought-iron facing. Before use, the furnace is preheat- 
ed to operating temperature by means of a small auxiliary burner F. Moist re- 
fuse is fed through door B onto the fireclay grate C and dry refuse is loaded 
through box A onto grate D. After combustion, the pivotable grate E easily al- 
lows transferring the ash to the ash box G. 

The quality and productivity of Topf furnaces have been confirmed by the fol- 
lowing report: 

‘Over the past four weeks, the municipal refuse-elimination service has deliv- 
ered enormous mountains of old sofas and mattresses which had to be destroyed 
as quickly as possible within 24 hours. On that occasion, our furnace has oper- 
ated continuously, burning 120-130 mattresses in 24 hours and producing 
enormous quantities of wire springs.’” 


5. Topf Cremation Furnaces for Concentration Camps 


Towards the end of the 1930s, Topf as well as other German companies — in 
particular Hans Kori of Berlin (see Chapter 11) and Didier-Werke, likewise of 
Berlin — began to work on cremation furnaces for concentration camps using a 
simpler design than the one used for civilian settings. 

Topf Co. designed seven furnace models for this application and erected 
some of them: 
coke-fired cremation furnace with one muffle 
oil-fired mobile cremation furnace with two muffles 
coke- or oil-fired cremation furnace with two muffles 
coke-fired cremation furnace with two muffles placed opposite each other 
coke-fired cremation furnace with two muffles, Auschwitz Type 
coke-fired cremation furnace with three muffles 
coke-fired cremation furnace with eight muffles 


SON RO 


In this chapter I will discuss the first four types; the Auschwitz-Birkenau Fur- 
naces will be addressed in Chapters 6 & 7. 


5.1. The Coke-Fired Cremation Furnace with One Muffle 


On this type of Topf Furnace, two documents have come down to us which en- 
able us to describe its design and operation: 

1. The drawing “Incineration furnace with one muffle” produced by Topf on 
8 January 1941 for the SS New Construction Office (SS Neubauleitung) of the 
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Mauthausen Concentration Camp labeled with the Number D58173 (Documents 
163-163c). 

2. The cost estimate for “1 coke-fired Topf incineration furnace with one in- 
cineration chamber” prepared by Topf on 6 January 1941 for the Mauthausen 
Camp mentioned above (Document 164). The second part of this document 
concerns the proposal for “a Topf cremation furnace with one cremation cham- 
ber” which I will examine in Subchapter 6.1. Here I provide the translation of 
the first part:!!° 

“Cost estimate of 6.1.1941 

Titl. 

Reichsfiihrer SS, 

Main Office Budget a. Construction, 

SS New Construction Office Concentration Camp 

Mauthausen. 


Subject: 1 coke-fired Topf incineration furnace with one incineration chamber 
optional: 

1 Topf cremation furnace with a double cremation chamber heated by coke 

1 Topf draft enhancer in suction 


Qty. | Items covered by this estimate: 

Supply of a coke-fired Topf incineration furnace with one in- 
cineration chamber, with blower, comprising the following 
jobs and supplies: 

The foundations of the furnace and of the smoke conduits 
must be provided by the customer in accordance with our in- 
structions, free of charges to us. 

For the outer brickwork, bricks, sand, lime and cement. The 
best bricks will be selected for the furnace lining. 

The necessary fireclay, in the form of normal bricks, special- 
ly shaped bricks and wedge-bricks, Monolite piling mass, as 
well as the necessary mortar. 

For the insulation of the furnace, the required bricks of dia- 
tomaceous earth, the rock wool and the mortar of diatoma- 
ceous earth. 

The wrought-iron anchor bars in T, U and angled shapes, 
drawing rods, bolts, and nuts. 

cast-iron and wrought-iron fittings, such as: 

1 the closure block of the muffle in wrought iron with a Mono- 
lite lining, including the required cast-iron pulley, cable, 
and hand-operated crank 

closure devices, cast-iron, for the air ducts 

cast-iron door for ash removal 

cast-iron closure for the gasifier feed 

wrought-iron containers for the ash 

cast-iron door for the hearth 

wrought-iron grate, horizontal, consisting of square bars 


NN DONQ 


"0 Kosten-Anschlag, BAK, NS 4/Ma 54. 
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Qty. | Items covered by this estimate: 
with supports of the grate and the required tools 


1 blowing device consisting of a blower with a 1.5-hp three- 
phase motor mounted directly and the required ducting 
1 wrought-iron corpse-introduction device consisting of the 


coffin-introduction cart and the required guide rails 


Furnace installation 

Presence of a specialist for the installation of the furnace, 
including travelling expenses, daily allowances and social- 
security contributions 

Price for item 1) RM 5,996 
Kennziffer weight." 1,750 kg” 


As far as I know, this furnace never moved beyond the design stage. The de- 
scription which follows is based on the above two documents and on the exami- 
nation of the Topf cremation furnaces with two and three muffles which still ex- 
ist at Mauthausen and Buchenwald. 

The furnace (Documents 163b and 163c) is enclosed in a solid frame con- 
sisting of an assembly of T-, U-shaped and angled wrought irons (T- U- und 
Winkeleisen), anchor bars (Verankerungseisen), drawing rods (Anker), bolts and 
nuts. The dimensions of the furnace are as follows: 


Height (front side): 2,450 mm 
Height (furnace body): 1,900 mm 
Width (front side): 2,000 mm 
Width (furnace body): 1,550 mm 
Depth (w/o gasifier): 2,950 mm 


Depth (with gasifier): 3,650 mm 
The furnace consists of a vaulted incineration chamber (Eindscherungskammer 
or Eindscherungsraum), also called muffle (Muffel; No. 1'!*) which has the fol- 
lowing dimensions: 

Height: 700 mm 

Width: 700 mm 

Depth: 2,100 mm 
By keeping in mind the furnaces with two or three muffles to be discussed later, 
and on the basis of the number of closures for the air channels (Luftkanalver- 
schliisse) — six — one may conclude that the lateral walls contained two air 
channels (Luftkandle) running horizontally within the brickwork of the furnace, 
parallel to the muffle, to which they were connected by means of transverse 
quadrangular openings — presumably four, as in the furnaces with two or three 
muffles. These two channels formed right angles in front of the vertical chan- 
nels of the discharge gases and opened up in the lateral walls of the furnace, 
forming two air-feed holes (Lufteintritte) closable at the front by two raisable 
cast-iron doors, like the two air-feeding channels of the post-combustion cham- 


‘ Kennziffergewicht. The Kennziffer (identification number) concerned the allotment of metal by the 
SS-Rohstoffamt (raw materials office) at Berlin-Halensee. 
‘2 The subsequent numbers refer to Documents 163a through 163c. 
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bers (ash containers) of the Auschwitz double-muffle furnace. These channels 
served to bring air into the muffle for the combustion of the corpse. 

At the top of the muffle vault, in line with its longitudinal axis, were located 
the openings (No. 2) of four conduits connected to the compressed-air conduit 
(Druckluftleitung; No. 3), which was in turn connected to the blower (Druck- 
luftgebldse; No. 4) situated next to the furnace. 

The muffle was closed at its front end by a closure (Absperrschieber or Muf- 
felabsperrschieber;, No. 5) sliding along a suitable and slightly inclined frame 
(No. 6). The upper part of the frame was housed in a brick structure (No. 7) 
some 600 mm thick, which rose 550 mm above the level of the top part of the 
furnace. Raising and lowering of the closure was accomplished by a manual 
crank (Handwinde) with its pulley (Rolle) and cable (Drahtseil). The closure 
was lined on the inside with refractory. 

At the rear, the muffle was closed in its upper portion by refractory brick- 
work, its lower portion opened up to the generator neck (Generatorhals; No. 8). 

Into the side walls of the muffle are set two rectangular openings (about 500 
mm by 250 mm; No. 9) for the discharge gases leading into an equal number of 
vertical conduits, also having a rectangular section (No. 10), set into the furnace 
walls. These conduits passed vertically through the whole furnace and opened 
up into the horizontal smoke channel (Rauchkanal; No. 11) located underneath 
the furnace and connected to the chimney. 

The smoke channel could be closed by means of a suitable closure (Rauch- 
kanalschieber, No. 12) made of fireclay running vertically in a frame (Rauch- 
kanalschieberrahmen; No. 12a) equipped with its pulley (Rolle) and a cable 
(Drahtseil; No. 12b). 

The lower part of the muffle consisted of a horizontal fireclay grate (Scha- 
motterost, No. 13) consisting of five transverse beams of refractory material 
(Schamotteroststeine; No. 14) on which the corpse rested. 

Underneath the muffle was an inclined and funnel-shaped plane for the ash 
(Aschenschrédge; No. 15) ending up in a narrower chamber — the ash chamber 
(Aschenraum) — where the post-combustion (Nachverbrennung) of the corpse 
parts having fallen through between the grate beams took place and which func- 
tioned in this sense as a post-combustion chamber for the solid residues (No. 
16). 

The glowing ash was removed by means of the appropriate scraper (Kratze) 
through the ash-removal opening (Ascheentnahmetiir; No. 17) — located at the 
front part of the furnace, below the muffle closure — and was transferred into the 
ash receptacle (Aschebehdilter) for cooling. 

In the sidewalls of the ash chamber, there were two horizontal air channels 
which ran parallel to it over its whole length and were connected to it by means 
of transverse openings. 

These two channels, which went through the brickwork between the ash 
chamber and the two vertical conduits for the exhaust gases, opened up at the 
front of the furnace. These openings could be closed by means of separate co- 
vers located on the two sides of the ash-removal door, as in the eight-muffle 
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furnace (cf. Chapter 7). They had the purpose of supplying air to the post-com- 
bustion chamber (ash chamber). 

In front of the rear part of the furnace there was a maintenance access 
(Schacht; No. 18), which had a horizontal section of 1,000 mm (width) by 1,200 
mm (length) and a depth of 850 mm, through which one could reach the gasifi- 
er, housed in a brick structure measuring 1,550 mm (width) by 700 mm (length) 
by 1,550 mm (height). 

On the upper inclined surface of this brickwork (some 800 mm in length) 
there was the cast-iron door for the gasifier fuel (Generatorfiillschachtver- 
schluss; No. 19). The feeding chute of the gasifier (Generatorfiillschacht; No. 
20) opened up into the gasifier. 

The gasifier (Generator, No. 21) was a pit-like chamber closed at the bottom 
by means of by the horizontal grate (Planrost; No. 22) of the hearth, which was 
constituted by square steel bars (Vierkantstdbe) and the supports of the grate 
(Rost-Auflager). The grate measured about 500 mm by 500 mm = 0.250 square 
meters. 

The upper part of the gasifier narrowed into a neck (gasifier neck; No. 8), 
which opened up behind the refractory bars of the grate (No. 14) between the 
muffle (No. 1) and the ash chamber (No. 16.). The gasifier, up to the fire bridge 
in the neck (No. 23), had a volume of about 0.250 cubic meters. 

In addition to the horizontal grate (No. 22), the hearth (Feuerung) consisted 
of the cast-iron furnace door (Feuertiir, No. 24), which was used to remove the 
ash and to clean out the coke slag from the grate, as well as two air openings, 
closed by means of raisable cast-iron gates in a manner similar to the other four 
described earlier, and located on either side of the furnace door, as in the case of 
the Auschwitz double-muffle furnace, or one above the other as in the case of 
the mobile double-muffle furnace (cf. Subchapter 5.2.). In this case, the lower 
opening fed combustion air below the hearth grate; the upper one carried air in- 
to the gasifier. 

The refractory brickwork of the furnace (No. 27) had a thickness of 250 mm 
and consisted of normal firebricks as well as of bricks having special or wedge- 
like shapes (Normal-, Form- und Keilsteine), of Monolite mass and of refracto- 
ry mortar (Schamottem6rtel). 

The insulation (/solierung; No. 26) of the furnace was obtained by means of 
bricks of diatomaceous earth (Kieselgursteine), slag wool (Schlackenwolle) and 
diatomaceous-earth mortar (Kieselgurmortel). 

The outer brickwork (Mauerwerksmantel,; No. 25) consisted of ordinary 
bricks. 

The blower device (Druckluft-Anlage) was constituted by a blower (Druck- 
luftgebldse) with its 1.5-hp three-phase motor and the necessary conduits (Rohr- 
leitung). The corpse was introduced into the furnace by means of a corpse- 
introduction device (Leicheneinfiihrungs-Vorrichtung) consisting of the cart for 
the introduction of the coffin (Sargeinfiihrungswagen) and the corresponding 
rails (Laufschienen). This device is described in detail in Chapter 7. 

The system of vertical gas-discharge channels for the flue gases of this fur- 
nace corresponds to the one used by Topf for the second and third electrical fur- 
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naces (cf. Documents 145 and 147), but, as opposed to these models, the dis- 
charge gases did not pass through the post-combustion chamber, and there was 
no preheating system for the combustion air. 


5.2. The Oil-Fired Mobile Cremation Furnace with Two Muffles 


This type of cremation furnace was installed at the Gusen Camp (sub-camp of 
the Mauthausen Concentration Camp) and at Dachau Concentration Camp. It 
was the improved version of a Fahrbarer Verbrennungsofen System “Topf” 
(Topf Mobile Combustion Furnace) going back to the beginning of the last cen- 
tury. It was, however, originally conceived as a combustion furnace for animal 
carcasses. A Topf brochure of the time describes it in the following words (see 
Document 165): 

“The furnace described below is mobile and therefore has the advantage of be- 

ing able to be taken to the object of the cremation. The furnace is indispensable 

in particular for major land-owners with large tracts of rangeland, because it 
can destroy immediately any dead animals near watering places without first 
transporting them over a great distance. The advantages of this furnace are ease 
and convenience of transport, long service life and a sturdy frame. The boiler is 
lined with refractory, hence radiation is minimal. This furnace can also be built 
with oil or gas heating.” 
The furnace was completely redesigned at the end of the 1930s. Topf Drawing 
D55719 shows a single-muffle Fahrbarer, 6lbeheizter Topf-Eindscherungsofen 
(mobile oil-fired Topf incineration furnace) with the oil reservoir mounted 
above the furnace structure, a blower and two burners mounted laterally (cf. 
Document 166). There exists also a frontal photo of a furnace with two muffles 
clearly showing the two burners, mounted next to the ash opening below the 
muffle doors. The larger conduit running below the floor comes from the blow- 
er and feeds combustion air to the burners; the two smaller tubes coming down 
along the edges of the furnace are connected to the oil reservoir (Document 
167). 

This is the basic model of the cremation furnaces which were set up at Gus- 
en and Dachau with the modifications to be explained later. 

The first one was ordered from Topf by the New Construction Office of KL 
Mauthausen on 21 March 1940 as a mobile, oil-heated furnace (fahrbarer Ofen 
mit Olbeheizung), but on 9 October 1940 it was decided to convert the heating 
system from oil to coke.''? Topf shipped the furnace by rail on 12 December 
1940, and it arrived at the site on 19 December. On the same day, the New Con- 
struction Office sent Topf a cable requesting the urgent dispatch of a techni- 
cian.''4 Topf decided to send technician August Willing for 27 December.!!° 
Work started the same day and was finished on 22 January 1941. The two coke 
gasifiers were built during the erection of the furnace''® which went into opera- 


‘13 Topf letter to SS-Neubauleitung at KL Mauthausen dated 26 February 1941. BAK, NS 4 Ma/54. 

"4 Telegram from SS-Neubauleitung at KL Mauthausen to Topf dated 19 December 1940. BAK, NS 4 
Ma/54. 

"5 Topf letter to SS-Neubauleitung at KL Mauthausen dated 23 December 1940. BAK, NS 4 Ma/54. 

"6 Topf, “Bescheinigung iiber gegen besondere Berechnung geleistete Tagelohn-Arbeiten fiir Firma: SS- 
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tion at the end of the month.''” The first load of coke was fed on 29 January.!!® 
The furnace parts are listed in the bill of lading of 12 December 1940 (Docu- 
ment 168). Concerning the conversion there is a Topf invoice dated 5 February 
1941 (Document 169). 

The furnace at KL Dachau was handed over even earlier, as we can see from 
a letter written by Topf to the New Construction Office at that camp, dated 25 
July 1940, which states, Le? 

“We wish to mention that KL Dachau received the same furnace from us some 

time ago. Said camp can, however, not operate the furnace, because the neces- 

sary oil is not available. If such a furnace is urgently needed on your part, then 

perhaps you could take over this furnace from KL Dachau, and we would then 

build a stationary, coke-fired furnace for the latter camp.” 
But the camp authorities at KL Dachau also decided to convert the heating sec- 
tion of the furnace by installing two coke gasifiers in place of the oil burners. 
Both furnaces, in their converted form, still exist at the sites of the former con- 
centration camps mentioned. Initially, the conversion of the heating system of 
the cremation furnaces for lack of oil was decided locally, but on 17 December 
1943 the head of Office CII (Technische Fachgebiete; technical services) of SS 
Economic Administrative Main Office (SS Wirtschafts-Verwaltungshauptamt; 
WVHA) issued a memorandum stating:!”° 

“In the crematoria, the consumption of liquid fuels can no longer be permitted. 

A conversion to solid fuel has been carried out everywhere.” 


The Gusen Furnace consisted of the following parts (Document 168):!*! 


Bill of lading of 12.12.1940 


Parts of cremation furnace 


Mobile incineration furnace with two muffles 
Tubes 

Metal tube @ 120 with two elbows 

Dto. 

Cart for the blower unit with 3 blowers 120/520, 120/300 and 400 plus 3 
electric motors 5.5, 1.5 hp 380 V, 3 hp 380 V 
Metal tubes 9 120 

Metal sleeve 280/430 

Stoking tools 

Ash box 

Frame with rollers for introduction device 
Introduction trough 

[Cast-iron] fire doors 350/280 

[Cast-iron] air-channel closures 108/128 


ee Ot 


RARELY RED 


Neubauleitung d. Kz.L. Mauthausen.” WVHA BAK, NS 4 Ma/54. 

"7 Letter from SS-Neubauleitung at KL Mauthausen to Topf dated 14 February 1941. BAK, NS 4 
Ma/54. 

118 ODMM, Archiv, Sign. B 12/31, pp. 352f. 

'!? Topf letter to SS-Neubauleitung at KL Mauthausen dated 25 July 1940. BAK, NS 4 Ma/54. 

120 AGK, NTN, 94, p. 177. 

1 Topf shipping advice to SS-Neubauleitung at KL Mauthausen dated 12 December 1940 concerning 
parts for a Topf mobile cremation furnace with two muffles and heated by oil. BAK, NS 4/Ma 54. 
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0 | Square bars 30/30, length 600 
Shaped bricks 

Metal sleeve 

Con{ical] metal tube 

6 m? asbestos sheets 

6 |Monolite grate bricks length 750 
8 | Monolite slabs 500/600/100 
250 kg rock wool 

1 | Oil-level [indicator] 

Various bolts 

Various gaskets 


SN KR 


Topf Invoice No. D 41/107 of 5 February 1941 lists in particular the work done 


in connection with the conversion of the furnace (Document 169):!”” 


Re: KL Mauthausen RM 
Supply of a mobile incineration furnace with 2 muffles, con- 
sisting of: 
Wrought-iron furnace cladding with supporting frame and 8,950. -- 
roller frame, wrought-iron foldable chimney, 4 m in height, 
draft enhancer, fireclay lining and insulation, furnace fittings 
of wrought and cast iron, and oil-burner device, otherwise as 
per description in our estimate of 29.2.1940 
Addition of two coke generators to the mobile incineration 
furnace with two muffles, viz. 
Supply of 1,000 fireclay bricks, normal and conical, S.K. 34 380. -- 
500 kg of fireclay mortar 
Carried forward 9,330. -- 
Brought forward 9,330. -- 
460 insulating bricks 163.-- 
200 kg insulating mortar 
4 cast-iron furnace and ash doors, fireclay-lined 180. -- 
20 wrought-iron square bars for gasifier grates J51.-- 
4 cast-iron air-duct closures 28.-- 
Manual adaptation of wrought-iron cladding and anchoring 100. -- 
bars 
Packaging and freight to Mauthausen according to our cost 
estimate of 1.10.1940 262.-- 
Delegation of our supervisor Schilling for the period of 
26.12.40 through 4.2.41 for mounting of the generators acc. to 
daily work sheets attached: 
31 hours travelling time @ 2.-- 62.-- 
267 hours working time @ 2.-- 134,--[sic] 
48 hours overtime supplement @ 0.50 24.-- 
38 hours Sunday supplement @ 1.-- 38. -- 


122 


Topf invoice (Rechnung) No. D 41/107, dated 5 February 1941, for the supply of a mobile oil-fired 
Topf incineration furnace with two muffles, to SS-Neubauleitung at KL Mauthausen. BAK, NS 4/Ma 


54. 
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29 daily allowances @ 7.-- 203.-- 
Traveling costs Erfurt-Mauthausen-Dachau 46.80 
Expenses, transport of tools etc. 13.60 

Total RM 10,635.40 


The description which follows refers to the furnaces of the former concentration 
camps at Gusen and Dachau, which had been converted to furnaces with coke- 
fired gasifiers. It is complemented by photos illustrating the various elements 
making up the furnaces, taken personally on site by the author. 

The furnace consists of a basic structure taken over from the oil-fired fur- 
nace, with a facing of wrought iron — consisting, in its front part, of the block 
containing the muffle and ash chamber (post-combustion chamber), at the rear 
of the gas-discharge unit (flue-gas ducts and chimney) — and two gasifiers 
mounted successively next to each muffle (Photos 1-3, 32f., 35-38, 45f.). Initial- 
ly, the furnace was placed on metal rollers which have survived only in the rear 
part of the Dachau Furnace (Photos 45f.). 

The gasifiers (Photos 4, 8f., 29f., 37f.) are made of bricks and measure 1,440 
mm (height) x 1,130 mm (width) x 1,640 mm (length; furnace at Dachau). The 
brickwork is strengthened by anchor bars. In their front parts, they each have a 
gasifier-loading shaft made of cast iron, standard type, (270 x 340 mm; Photos 
4, 8f.). On the Gusen Furnace, at the base of each gasifier at floor level, there is 
an air duct for the combustion air feed to the hearth grate, closed by a cast-iron 
door of standard type (108 x 126 mm; Photos 4, 6-8); the Dachau Furnace has 
two air ducts for each gasifier, one located next to the loading door of the gasi- 
fier to feed combustion air to the gasifier, the other, right beneath it, to feed 
combustion air to the hearth (Photo 39). The hearths are located below floor 
level. Access was possible through two small service pits set into the floor at the 
feet of the two gasifiers (at the Dachau Furnace these shafts are now protected 
by grates). The hearths are closed by a door of standard type (280 x 350 mm). 

The refractory structure of the gasifiers is made up of 1,000 fireclay bricks 
and 500 kg of refractory mortar; it has a total mass of some 4,000 kilograms. 

The furnace has two vaulted muffles (Photos 1, 2, 36-38) which have the fol- 
lowing dimensions (for the Dachau Furnace): 

height: 600 mm 

width: 600 mm 

length: 2,000 mm 

The muffles are directly linked to each other by means of three rectangular 
openings set into the central wall (Photos 20, 22f.), and are closed at the rear by 
the refractory brickwork. 

The Dachau Furnace has, on its muffles’ vaulted roofs, outlets arranged 
obliquely and connected to the blower tubing (Photos 41f.); they are located on 
the right side for the left-hand muffle and on the left side for the right-hand one. 
The internal tubes are bricked into the furnace above the center wall of the muf- 
fles. In the case of the Gusen Furnace, these outlets are placed at the apex of the 
muffles’ vaults (Photos 19, 26) as in the Auschwitz double-muffle furnace, 
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where two ducts are incorporated in the brickwork (i.e. one in each muffle). No 
trace of any outer tubing remains, neither at Dachau nor at Gusen. 

In their lower portions, each of the muffles is limited by a grate consisting of 
three transverse and one longitudinal beam of fireclay (Photo 40), set at an ap- 
preciable distance from one another (some 300 mm). Below these grates are the 
ash chambers having in their sidewalls the openings toward the gasifiers (Pho- 
tos 16, 18, 27f.). 

At the front, the muffles are closed by two cast-iron doors having on the out- 
side a little rectangular closure of an air feed, with two round inspection holes 
(Photos 11, 13, 43f.), and lined with fireclay on the inside (Photos 12, 14, 43). 
These doors are of the same type as those on the Auschwitz double-muffle fur- 
nace (600 mm x 600 mm). Below the muffle doors there are two round metal 
covers, welded shut, closing the openings which, earlier, had housed the oil 
burners (cf. Document 167). 

Because the furnace was designed originally as a mobile furnace, there is no 
flue-gas channel underneath the floor below the furnace, as in stationary furnac- 
es; the exhaust gas evacuation took place instead via a rectangular opening set 
into the rear wall of the muffle on the right, below the level of the grate (Photo 
25) from where the gases flowed into a box lined with sheets of wrought iron, 
located behind the furnace in line with the muffle on the right side and linked 
directly with the chimney (Photos 31f., 45-47), and probably containing a short 
flue duct through which the gases reached the chimney. 

The chimney consists of a square metal duct, crowned by a truncated conical 
socket, onto which a cylindrical sheet-metal tube is welded (see Photos 32, 47- 
49). This has been preserved in case of the Dachau furnaces. At the base of the 
chimney there is a small hearth for preheating (pilot flame), which can be closed 
by a suitable door (Photos 33f., 50). 

Initially, the furnace possessed three blowers, located on a cart-like support, 
two of which fed combustion air to the muffles and the burmers, respectively, 
whereas the third was part of the forced-draft device. The blower for this device 
was located at the base of the chimney and was linked to it as shown in the fig- 
ure of Document 170.!? When the blowers were removed after the furnace ac- 
tivity had come to an end, the corresponding connection openings were closed 
by welding them shut with a metal plate (Photos 34 and 47). 

As the chimney at present takes up the whole space behind the rear part of 
the furnace, corresponding to the muffle on the left, we may assume that it was 
initially in a different position, as is also suggested by Document 169, which 
mentions a mobile chimney (umlegbaren Schornstein von 4 m Hohe). 

The oil tank was no doubt mounted above the furnace, as shown by Drawing 
D55719 and as was the case for the Buchenwald triple-muffle furnace men- 
tioned above (Photo 201). At Dachau, this tank is presently situated in a brick 


'23 As stated in an undated Topf letter to SS-Neubauleitung at KL Mauthausen in reply to a text dated 11 
November 1940 on the subject of the Gusen Crematorium, the draft enhancer (Zugverstdrkungs- 
Anlage) — consisting of a draft suction device -was necessary because of the insufficient height of the 
chimney (BAK, NS 4 Ma/54). This was also true for the Dachau Furnace, likewise equipped with a 
rather short metal chimney. 
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structure above the gasifier on the right where it serves no useful purpose for the 
furnace; we may, therefore, assume that it was placed there after the liberation 
of the camp by persons unfamiliar with the operation of the furnace. 


5.3. The Coke- or Oil-Fired Cremation Furnace with Two 
Muffles 


On 18 June 1938, the Construction Office of the SS administration for the 
camps of Buchenwald and Sachsenhausen sent a request to Gruppenfiihrer 
Eicke, head of Totenkopfverbdnde and concentration camps, asking for authori- 
zation to build a crematorium at the Buchenwald Camp. Eicke passed it on to 
the Head of the SS administration in Munich with a note in which he supported 
the request, because the increase in the Buchenwald Camp census had led to a 
corresponding increase in the number of deaths among the inmates, whose 
corpses had to be taken to the municipal crematorium at Weimar for cremation 
(NO-4353). The request was accepted, and authorization was granted by 
Hauptamt Haushalt und Bauten (HBB) in early December of 1939. 

For the erection of this “emergency crematorium” (Notkrematorium) as it 
was called in the German administrative documents, the Topf Co. at Erfurt was 
contacted, and on 21 December 1939 Topf submitted to the cognizant authori- 
ties a cost estimate for “1 Topf incineration furnace, oil- or coke-fired, with 
double muffle and compressed-air unit, as well as a draft-enhancing unit” (“J 
Ol- oder koksbeheizter Topf-Eindscherungs-Ofen mit Doppelmuffel und Druck- 
luft-Anlage, sowie Zugverstdrkungs-Anlage”) for the price of 7,753 RM plus 
1,250 RM for the draft enhancer (Document 171). Attached to this was the 
Drawing D56570 “double-muffle cremation furnace with oil burner” (“Doppel- 
muffel-Eindscherungsofen mit Olbrenner’) drawn on the same day (Document 
172). 

The “Description of the structure of the new emergency crematorium build- 
ing in the camp for detainees of Buchenwald Concentration Camp,” written on 
10 January 1940 by the New Construction Office at Buchenwald, states in this 
respect (NO-4401): 

“On account of the high mortality at the Buchenwald Concentration Camp, the 

need has arisen for the construction of an emergency crematorium with a fur- 

nace (double-muffle furnace) heated by oil. For this, a building [with a floor 
space] of 6 by 9 m, 4 m high, is required. The furnace will be supplied and 
erected by J.A. Topf & Séhne Co. of Erfurt, DreysestraBe 7-9. A description of 

the furnace is provided by the cost estimate of Topf & Séhne Co. dated 21.12.39, 

as attached. The erection is pursuant to the orders given by the head of 

Hauptamt Haushalt und Bauten of 9 and 11.12.39 resp., Amt II/b 265 Ri/Sa.” 
The document just quoted refers to this emergency crematorium and contains a 
“cost estimate,” a “cost summary” and finally a “weight computation” of the 
emergency crematorium for Buchenwald, for which a price of 14,200 RM was 
estimated. An undated drawing (probably of December 1939) bearing the head- 
ing “Krematorium des K.L. Bu.” (crematorium of Buchenwald Camp) shows 
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the crematorium building measuring precisely 6 m x 9 m x 4 m (Document 
173). 

I have found no documents concerning the realization of this project. A later 
project by the “Administration — Construction Office Buchenwald-Sachsenhau- 
sen” (“Verwaltungsamt — SS Bauleitung Buchenwald-Sachsenhausen’’), undated 
but probably from early 1940, shows a more elaborate crematorium labeled 
“K.L. Buchenwald Krematorium”, with outside walls measuring 14 by 12 m, 
consisting of five rooms. The furnace hall, however, measuring 6.50 by 4.99 m, 
contains a single furnace with only one muffle (Document 174). No documents 
are known about the realization of this project either, and witness statements are 
contradictory in this respect.!*4 The crematorium which was eventually built at 
Buchenwald had a totally different layout with a half-basement and two furnac- 
es of three muffles each (cf. Chapter 7). 

Before going into the description of the oil- or coke-fired double-muffle 
cremation furnace, I will present the translation of the Topf cost estimate of 21 
December 1939 (Document 171; NO-4448): 


Object of cost estimate 

I. | Oil- or coke-heated Topf incineration furnace with double- 
muffle and compressed air unit, as well as draft enhancer 
including 

The brickwork housing consisting of ordinary bricks the best of 
which will be selected for the outer facing of the furnace, in- 
cluding the necessary sand and cement-lime, the fireclay mate- 
rial consisting of normal, shaped, and conical bricks, Monolite 
packing material and fireclay mortar 

For a total weight of about 10,200 kg of fireclay material 

The wrought-iron anchoring bars consisting of T, U and angle- 
shaped bars, anchors, bolts and nuts 

For a total weight of about 800 kg 

The fittings made of cast and wrought iron consisting of 

2 Pcs. cast-iron introduction doors with their cast-iron frames, 
the insides of the doors will be lined with tamped Monolite 
mass 

Cast-iron ash-chamber doors 

Cast-iron air-channel closures 

I | Cast-iron flue-gas damper in its air-tight guide casing, includ- 
ing rollers, cable and counterweight 

2 | Pcs. wrought-iron ash containers 

The necessary stokers 

1 | Compressed-air unit, coupled directly to a 1.5-hp three-phase 
motor, and the necessary ducting 

1 | Oil-burner unit consisting of: 

2 | Pcs. oil burners for 6 to 25 kg/hr 


WN 


'4 Eugen Kogon affirms that “in the winter of 1940/41 a mobile crematorium was supplied to the camp, 
lent from elsewhere” (Kogon 1946, p. 125). According to the Buchenwald ex-detainee Erich Haase, 
the first furnace (with two muffles, coke-heated) was set up in the spring of 1940 (Kommunistischen 
Partei..., p. 80). 
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2 | Pcs. cut-off valves 

2 | Pcs. manual vane pumps 

2 | Pcs. air-pressure meters 

1 | Compressed-air unit with a 2 %2-hp motor, coupled directly, 
with the necessary tubing for oil feed and return 

1 | Oil tank for 250 liters of oil 

I | Wrought-iron corpse-introduction device 

Total weight about 1,325 kg 

Installation of furnace 

Delegation of technicians (3 persons) for the erection of the 
furnace, including daily allowances, social security contribu- 
tions and travelling expenses. 

Delegation of one supervisory engineer for erection control 
and start-up of the furnace 

Freight and carriage to Site Buchenwald 

Price of Item IRM 7,735.- 
II. | One Topf draft enhancer 

For about 4,000 m? of discharge gas, with 3 hp three-phase 
motor and starter, with suction and pressure connectors and an 
air flap separating suction chamber from pressure chamber 
Total weight about 260 kg 

Price for Item IIT RM 1,250.- 
During erection, our technicians must be provided with three 
helpers, at no charge to us. For the listed items made of cast or 
wrought iron we need an authorization code with Indicator Z 
which must be made known to us immediately upon placement 
of order. 


The description which follows refers to a coke-fired furnace. The numbers in 
parentheses with prefix “No.” refer to Documents 172 a through c. 

The furnace was held together by a solid brick structure consisting of 
wrought-iron anchor bars (Verankerungseisen) having T, U or angled sections 
(T-, U- und Winkeleisen), anchoring rods (Anker), bolts and nuts, for a total 
weight of about 800 kilograms. 

The furnace dimensions are as follows: 

Height: 2,100 mm 

Width: 2,450 mm 

Length: 2,700 mm (w/o gasifier) 

3,850 mm (with gasifier) 
It was equipped with two muffles (Muffel) having the same dimensions as those 
of the Auschwitz double-muffle furnace: 

Height: 700 mm 

Width: 700 mm 

Length: 2,000 mm 
On the outside halves of both muffle vaults there were the nozzles (No. 2) for 
the air ducts coming from the blower unit. These ducts, set diagonally, were 
connected to the blower ducts (Rohrleitung) the inner part of which (No. 4) ran 
horizontally in the two upper edges of the furnace. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 211 


The position of the blower (Druckluftgebldse) is not shown on the Topf 
drawing but was no doubt on the side, as in the Auschwitz double-muffle fur- 
nace and the triple-muffle furnace. 

Two rectangular holes (No. 5) were set into the inside wall of the two muf- 
fles for heat exchange. 

The muffles were closed in front by two cast-iron introduction doors 
(Einfiihrungstiiren; No. 6) lined with fireclay. 

The lower part of the muffle was made up by a horizontal grate of fireclay 
(Schamotterost; No. 7) which was constituted by five transversal bars (No. 8) of 
refractory material. 

Below each grate we have the funnel-shaped and inclined ash plane (Aschen- 
schrdge; No. 9) which ended at the post-combustion chamber (No. 10) under- 
neath; the front part of the post-combustion chamber served as an ash container 
(No. 11). The embers were removed by means of suitable scrapers (Kratzer) 
through two cast-iron openings for ash removal (Ascheentnahmetiiren; No. 12) 
at the front of the furnace, below the introduction door of the muffle, and was 
transferred to the appropriate receptacles (Aschebehdalter) for cooling. 

On the inside walls of the two post-combustion chambers were two openings 
(No. 13) for the discharge of the spent gases, which went to a smoke channel 
(Rauchkanal, No. 14) having a section of 300 mm by 650 mm which ran hori- 
zontally in the lower part of the furnace between the two post-combustion 
chambers and which could be closed by means of a hermetic cast-iron damper 
in the smoke conduit (Rauchkanalschieber,; No. 15) which moved in a suitable 
track and could be operated by means of rollers, cable and counterweight. 

The smoke conduit went into the chimney (Schornstein; No. 16) the inner 
section of which measured 500 by 500 millimeters. The furnace was equipped 
with a draft enhancer (Saugzug-Anlage) for about 4,000 m3/h of gas driven by 
an electric three-phase 3-hp motor. 

In the rear, the muffles were closed by refractory brickwork in which there 
was the opening (No. 17) for the gasifier neck (No. 18). 

The drawing does not show whether the gas feed came from one or two coke 
gasifiers. The enormous grate of the hearth, however, suggests a single gasifier 
centrally located in the rear part of the furnace with its neck bifurcated to feed 
two muffles simultaneously. 

The gasifier (No. 19), placed into a brick housing (No. 25) of 1.15 by 1.15 
m, was a rather spacious pit-like chamber (0.80 by 0.80 m), bounded at its bot- 
tom by the horizontal grate of the hearth (Planrost; No. 20) with a usable sur- 
face of 0.80 m by 0.80 m = 0.64 m? (more than twice that of the triple-muffle 
furnace). The hourly load of the gasifier was thus about 75 kg of coke. 

Below the grate we have the ash chamber (No. 21) closed by the hearth door 
(Feuertiir,; No. 22). The ash chamber was concave, as in the furnaces for civil- 
ian use, which suggests that it was laid out to contain water to cool the grate and 
to produce water gas at the same time. 

At the top, towards the inside of the furnace, the gasifier became smaller up 
to the fire bridge (No. 18) in the gasifier neck (Generatorhals; No. 17) which 
led into the two muffles; on the outside, there was the gasifier-loading chute 
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(Generatorfiillschacht; No. 23) closed at the top by a lid (Generatorfiillschacht- 
verschluss; No. 24). 

The oil-fired furnace, obviously, had no gasifier; in the rear portion, in line 
with the muffles, we have instead two burners (No. 26) fed via a suitable tube 
from a tank (No. 27) located above the furnace (No. 28). Combustion air was 
brought to the burner by a further tube, connected to a suitable blower. 

The furnace was made of some 10,200 kg of refractory bricks (No. 30), cov- 
ered by a thick layer of thermal insulation (No. 31) and the outer brick housing. 


5.4. The Coke-Fired Cremation Furnace with Two Muffles 
Placed Opposite Each Other 


This type of furnace appears solely on a drawing for a crematorium at the 
Plasz6w Camp near Krakow (cf. Document 175). Whether it was ever built is 
unknown. The date on the drawing is illegible. The crematorium had two fur- 
naces with two muffles each, the first furnace being set parallel to the cremato- 
rium’s longest wall, the second one perpendicular to it. The design of the fur- 
naces is the same as for the eight-muffle furnace, with two opposing muffles the 
doors of which were located at the two extremities of the furnace itself, whereas 
on the sides we have two gasifiers with their access pits. 

For the first furnace, the gasifiers were placed on either side of the furnace; 
for the second, they were in a central position as well, but on the outside wall, 
because the inside wall was built against the wall of the crematorium, on the 
other side of which there was the chimney. Each furnace had its own chimney 
to which it was connected by two smoke ducts. These ducts, however, differ 
from the layout of the eight-muffle furnace in that they came out at the front of 
the muffles and not on their sides which means that the discharge of the gases 
was located at the front part of the device, as in the single-muffle furnace. 


6. The Topf Co. and the Construction of the Cremation 
Furnaces at Auschwitz-Birkenau 


6.1. The Furnaces of Crematorium I at Auschwitz 


The budget for the Auschwitz Camp, drawn up by SS Obersturmfiihrer Fritz 
August Seidler on 30 April 1940, included an item for the construction of a new 
crematorium (Neubau Krematorium) at a cost of 15,000 Reichsmarks (RM).!*° 
Instead of erecting a new building, however, the equipment was eventually in- 
stalled in a bunker of the former Polish artillery barracks which constituted the 
nucleus of the new concentration camp. The plans for the crematorium were 
drawn up in the week of 14 to 20 June.'”° The firm J.A. Topf & Séhne of Erfurt 
which the Main Office Budget and Construction (Hauptamt Haushalt und Baut- 


5 Kostenaufstellung fiir das Lager Auschwitz bei Kattowitz. RGVA, 502-1-176, p. 37. 
°6 Téitigkeitsbericht dated 20 June 1940, for the period of 14-20 June. RGVA, 502-1-214, p. 102. 
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en, HHB) had contacted for the supply of the equipment, had already informed 
the New Construction Office at Auschwitz on 25 May that the drawings of the 
foundations of the cremation furnace would be sent within a few days, and that 
their erection supervisors would arrive at the camp within two weeks for the in- 
stallation.'?’ The furnace ordered by HHB was an oil-fired double-muffle fur- 
nace (élbeheizter Doppelmuffel-Ofen).'”’ On 10 June 1940 Topf sent to the New 
Construction Office Drawing D57253, executed the previous day, concerning a 
“Cremation furnace heated by coke and plan of the foundations” (cf. Document 
202). Topf advised, moreover, that “instead of the oil firing originally planned, 
2 coke generators will be mounted in accordance with the advice from your su- 
perior authority.” 

Topf added that this would result in a delay of the shipment and announced 
that the materials for the furnace would probably be shipped on 15 July.'8 Ac- 
tually, Topf did not modify anything, because HHB decided to install at Ausch- 
witz a furnace of a different type, patented on 6 December 1939 as an “Ein- 
discherungs-Ofen mit Doppelmuffel” (cremation furnace with double muffle)'” 
which had already been proposed to the New Construction Office at Auschwitz 
in April. The pertinent cost estimate (Kostenanschlag) of 17 April 1940 in fact 
referred to the “supply of a coke-fired Topf cremation furnace with two muffles 
and compressed-air unit, plus 1 Topf draft-enhancing unit.”!°° 

The New Construction Office replied on 15 June by cable, stating that sup- 
ply was “extremely urgent” (duferst dringend).'*' On 20 June, Topf confirmed 
receipt of the cable and stated that the firm had shipped the furnace materials in 
the fastest way available and that the technicians would arrive at Auschwitz to- 
wards the middle of the following week. Erection time of the furnace was 16 
days.'*? The refractory materials were shipped on 22 June by the firm Coll- 
mener Schamottewerke G.m.b.H. of Colditz on Topf’s account.!*? 

In the week of 21 to 27 June, the New Construction Office continued work 
on the design of the crematorium (Bauabschnitt IV) which constituted the last of 
the four construction sectors under the responsibility of this office.'** Revamp- 
ing of the former bunker began the following week (opening of windows, erec- 
tion of partitions) and the materials!*> shipped by Topf on 1 July arrived as 
well.!°° Between 5 and 11 July, brick-laying and concrete work continued, and 
the furnace foundations were poured. The Topf technicians arrived at Ausch- 
witz and began work immediately.'*” 


"7 Letter from Topf to SS-Neubauleitung of Auschwitz dated 25 May1940. RGVA, 502-1-327, p. 231. 

°8 Letter from Topf to SS-Neubauleitung dated 11 June 1940. RGVA, 502-1-327, p. 224. 

'° List of patents of department “D” of Topf dated 20 November 1945. From website 
www.TopfundSoehne.de/media_de/. Cf. Appendix 1.4f: Patents by J.A. Topf & Sohne. 

'3° Letter from Topf to SS-Neubauleitung dated 9 October 1940. RGVA, 502-1-327, pp. 209f. 

51 Telegram, undated, from SS-Neubauleitung to Topf. RGVA, 502-1-327, p. 228. The date of 15 June 
1940 is mentioned in Topf’s letter dated 20 June. 

'32_ RGVA, 502-1-327, p. 221. 

'33. Topf Information-Instruktion dated 27 July 1940. RGVA, 502-1-327, p. 219. 

‘4 Tétigkeitsbericht dated 27 June 1940, for the period of 21-27 June. RGVA, 502-1-214, p. 100. 

35. Téitigkeitsbericht dated 5 July 1940, for the period of 28 June — 4 July. RGVA, 502-1-214, p. 98. 

86 RGVA, 502-1-327, p. 200. 

‘37 Tétigkeitsbericht dated 12 July 1940, for the period of 5-11 July. RGVA, 502-1-214, p. 97. 
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Work on the rebuilding of the crematorium and on the brickwork of the fur- 
nace ended in the week of 19 to 25 July;!*° a few days later, the Bauleiter, SS 
Untersturmfiihrer August Schlachter sent Topf a cable requesting the shipment 
of the items still missing: blower, draft enhancer, gasifier doors, corpse-intro- 
duction cart, rails and pulleys for the closure of the smoke conduit.!°? On 29 Ju- 
ly, Topf confirmed receipt of the telegram and informed the New Construction 
Office of the imminent arrival of the requested parts.'4° 

In all probability, drying-in of the furnace began as soon as the brickwork 
was in place. The test cremation was, in fact, carried out on 15 August. The ac- 
tivity report (Tditigkeitsbericht) for the period of 9-15 August states: !*! 

“The entire erection of the crematorium, including the cremation unit as such, 

was completed so that at the end of the week of this report the first cremation 


could be realized.” 


A further, undated, document mentions the exact date of 15 August: es 


“This construction office certifies that the erection work for the cremation fur- 

nace was completed on 15 August 1940. The test cremation of the first corpse 

took place the same day.” 
On 27 August, Topf asked the New Construction Office for payment of the in- 
voice covering the cremation furnace, in an amount of 10,679 RM, or at least a 
down payment of 9,000 Reichsmarks.' 

On 16 September, the New Construction Office forwarded to Office II of 
HHB Topf’s invoice with the following comment:!* 

“The cremation installation is completely finished and has been in operation for 

weeks. As no malfunction at all has been noted, complete payment for the unit 

should not encounter any problems.” 
Two days later, Topf sent out a demand for the payment of the total amount or 
of the down payment,'** followed by another, merely for the down payment! 
on 23 September and a further demand on 30 September.'*° On 2 October, Bau- 
leiter Schacht informed Topf that he had forwarded to HHB Topf’s request for 
the down payment of 9,000 RM, asking the Erfurt company to get in touch with 
that office directly.'*7 When Topf followed the advice and contacted HHB, there 
was an unpleasant surprise: The invoice of 27 August 1940, in an amount of 
10,283 RM'*8 had not reached this office yet.” 

At the end of September, the crematorium still did not possess a room for 
autopsies. On 28 September, the SS Standortarzt (camp physician) sent camp 


‘38. Tétigkeitsbericht dated 26 July 1940, for the period of 19-25 July. RGVA, 502-1-214, p. 95. 

1399 RGVA, 502-1-327, p. 223. The telegram bears no date but undoubtedly stems from the end of July 
because Topf confirmed receipt on 29 July. 

40 RGVA, 502-1-327, p. 218. 

‘4! Tétigkeitsbericht dated 17 August 1940, for the period of 9-15 August. RGVA, 502-1-214, p. 92. 

‘2 Kontrollzettel fiir die Firma J.A. Topf & Séhne, Erfurt. RGVA, 502-1-327, p. 215. 

8 Letter from Topf to SS-Neubauleitung dated 18 September 1940. RGVA, 502-1-327, p. 214. 

4 Letter from SS-Neubauleitung to HHB, Amt II, dated 16 September 1940. RGVA, 502-1-327, p. 216. 

45 RGVA, 502-1-327, p. 213. 

6 Tbid., p. 212. 

47 Thid., p. 211. 

148 Tt is not known why an amount of 10,283 RM is mentioned here instead of 10,679 RM. 

' Letter from HHB to SS-Neubauleitung dated 4 November 1940. RGVA, 502-1-327, p. 207. 
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command a detailed request for the installation of such a facility, explaining that 
“in the case of deaths the causes of which are not clear, autopsies are to be car- 
ried out, in particular for executions by shooting or in the case of fatalities 
caused by external force.”!*° 

The camp command turned to the New Construction Office, which replied 
directly to the SS Standortarzt, explaining that an autopsy facility could not be 
installed immediately because certain essential pieces of equipment — such as 
the dissecting table — were not yet available.!°!' On 7 November 1940, 
Schlachter informed Topf as follows: 

“The present level of usage of the combustion unit installed here by your com- 

pany has shown that the unit is in fact too small.” 
The New Construction Office intended to double the cremation facility and 
asked Topf to send a representative to Auschwitz to discuss the matter on 
site.'°? On 13 November, Topf replied that engineer Priifer would be at Ausch- 
witz on the 16th with a cost estimate and the drawings of the second furnace. 
On the same day, Topf drew up two quotations concerning the second furnace 
(cf. Document 193), which was proposed for a price of 7,753 Reichsmarks. In 
the letter of transmittal, likewise dated 13 November, Topf — assuming that the 
second furnace would be connected to the same chimney — judged another draft 
enhancer (Zugverstdrkungs-Anlage) to be superfluous because the existing one 
was sufficient for an alternating operation of both furnaces, which could, how- 
ever, be in operation at the same time as well.'°? On 22 November, the New 
Construction Office sent a request to Office Il C2 of HHB asking for the author- 
ization to install the second furnace, giving the following justification:'™ 

“The operation of the crematorium in the past has shown that, even in the rela- 

tively favorable season, the furnace with its 2 [cremation] chambers is too small. 

The camp command and Political Department have therefore approached the 

New Construction Office with the urgent request to enlarge the unit by 2 cham- 

bers.” 
The request was granted, and Topf went to work: on 30 November, Drawing 
D57999 showing the positioning of the second furnace in the crematorium was 
prepared (cf. Document 204). On 5 December, this drawing was sent to the New 
Construction Office, and Topf informed them that the refractory and insulating 
materials for the second furnace had already been shipped;!°> some of these ma- 
terials, however, were shipped later: 2 refractory plates left on 20 December!” 
and 50 bags of mortar mix the following day.'%” 

In early January of 1941, the situation in the crematorium became critical. 
On 8 January, Schlachter sent Topf an alarming letter in which he declared: !** 


'S0 Letter from SS-Standortarzt to Kommandantur dated 28 September 1940. RGVA, 502-1-52, p. 3. 

'S! Letter from SS-Neubauleitung to SS-Standortarzt dated 3 October 1940. RGVA, 502-1-342, pp. 3-3a. 
2 RGVA, 502-1-312, p. 146. 

153 RGVA, 502-1-327, pp. 166, 175. 

154 Thid., p. 173. 

188 RGVA, 502-1-312, pp. 143f. 

6 RGVA, 502-1-327, p. 205. 

137 Ibid., p. 204. 

188 Thid., p. 180. 
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“New Construction Office has already informed you by telegram that the first 
furnace unit shows damage due to intensive usage and hence can no longer be 
operated to capacity. The enlargement of the unit is therefore imperative. You 
are requested to inform us by telegram as to when you will begin to take the pre- 
liminary steps for an enlargement.” 


The installation of the new cremation furnace, constituting as it did an enlarge- 
ment of the crematorium, was therefore rightly designated by the New Con- 
struction Office as Erweiterung des Krematoriums or Krematoriumserweite- 
rung. 

On 10 January 1941, Topf confirmed receipt of Schlachter’s cable concern- 
ing the damages to the first furnace and the urgency of the installation of a sec- 
ond one and reported that all the necessary materials for the construction of the 
furnace had already been shipped, whereas shipment of the metal parts could 
take place only after the end of the goods embargo (Giitersperre). On the sub- 
ject of the furnace damage, Topf stood ready to dispatch its technician Wilhelm 
Koch for repair work.'*? 

In the meantime, the situation worsened. On 13 January, Schlachter in- 
formed Topf that the Monolite grates (Monolitroste) of the muffle and the inter- 
nal walls (Innenwdnde) of the gasifiers had burned through (durchgebrannt) and 
demanded the immediate dispatch of a technician.'® In line with bureaucratic 
practice, Topf replied two days later by sending a cost estimate (Kostenan- 
schlag) for providing a technician (Monteurgestellung).'°| On 21 January, 
Schlachter informed Topf that the order for the repair work (Reparaturarbeiten) 
would be issued by the camp administration (Verwaltung) within the next few 
days and added the following order:! 

“Furthermore, 2 generator closures must be supplied a.s.a.p. for the repair 

work, as the old ones are completely burned through.” 

The camp administration returned the Topf cost estimate of 15 January to the 
New Construction Office, explaining that the transfer certificate (Ubergabe- 
Verhandlung) for the crematorium was still missing, without which it was im- 
possible, for reasons of authorization, to pay for the repair work.'®? On 29 Janu- 
ary, Topf confirmed receipt of the order from the New Construction Office for 
“2 two cast-iron closure doors for the generators” for the price of 180 RM and 
stated that shipment would take place eight weeks later.'© Repair work was car- 
ried out much sooner, though, while the second furnace was being erected. In 
his report of Ist March, Schlachter, in fact, wrote that everything had been re- 
paired.'© 


59 RGVA, 502-1-312, pp. I31f. 

160 Telegram from SS-Neubauleitung to Topf dated 13 January 1941. RGVA, 502-1-312, p. 130. 

‘61 RGVA, 502-1-327, pp. 167-167a. 

12 Thid., pp. 185-185a. 

‘63 Letter fron the head of KL Auschwitz administration to SS-Neubauleitung dated 22 January 1941. 
RGVA, 502-1-312, p. 80. 

164 RGVA, 502-1-327, pp. 183f. 

'© Tétigkeitsbericht dated 1st March 1941, for the period of 23 February -1st March. RGVA, 502-1-214, 
p. 67. 
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The parts for the second furnace were shipped by Topf on 17 January 1941; 
the total weight came to 3,193 kilograms (cf. Document 197), and two days lat- 
er the two cement counter-weights (Zement-Gegengewichte) for the two flue- 
gas dampers! followed. The weekly activity reports (Téitigkeitsberichte) for 
this period allow us to follow in detail the work involved in the installation of 
the new unit: 


— Week of 26 January — Ist February: “In the crematorium, the foundations of 
the new furnace were poured and the partition'®’ was erected using insulat- 
ing bricks. Installation of the new combustion furnace was begun.’”!©8 

— 2-8 February: “In the crematorium, work continued on the completion of the 
new combustion unit.”!® 

— 9-15 February: “In the crematorium, the new combustion unit has been com- 
pleted, except for a few minor details.”!”° 

— 16-22 February: “The new combustion unit in the crematorium has been 
completed.”!7! 


The next report stated again that “in the crematorium, work on the new combus- 
tion unit was completed,”!”” which probably means that the furnace was finally 
able to function; it is likely that the drying-in process extended over several 
weeks. 

The new furnace had not been in operation for more than two weeks when 
the first technical problems arose. On 2 April, the New Construction Office sent 
Topf a telegram stating: “Second furnace has no draft, send technician here im- 
mediately.”'”? In a letter to Topf of the same day, Schlachter explained that “the 
second furnace unit does not have sufficient draft which means that the combus- 
tion cannot be carried out completely.”!”4 

Topf replied that no technicians were available, but that the problems could 
be solved by the crematorium attendants: The two units were connected to the 
same suction device (Saugzug-Anlage) and that, when both were in operation 
simultaneously, the second one, being farther away from this unit, would have a 
lower draft. It was necessary, first of all, to close the two flue dampers of the 
first furnace and to set those of the second one, then to open those of the first 
one again and to balance the two.!7 

In early June, the second furnace was in operation “nearly every day” (fast 
tdglich);'’> this probably led to a deterioration of the chimney, which was re- 


'66 RGVA, 502-1-327, p. 200. 

‘67 This partition, set up in the morgue, was to create a space for urns (Urnenraum) in accordance with 
advice from SS-Neubauleitung to Topf dated 21 January 1941. RGVA, 502-1-327, p. 185. 

‘68 Tétigkeitsbericht dated 1st February 1941, for the period of 26 January — 1st February. RGVA, 502-1- 
214, p. 72. 

'© Téitigkeitsbericht dated 10 February 1941, for the period of 2-8 February. RGVA, 502-1-214, p. 71. 

' Téitigkeitsbericht dated 17 February 1941, for the period of 9-15 February. RGVA, 502-1-214, p. 70. 

'"l Tétigkeitsbericht dated 22 February 1941, for the period of 16-22 February. RGVA, 502-1-214, p. 68. 

' Tétigkeitsbericht dated 1st March 1941, for the period of 23 February — Ist March. RGVA, 502-1- 

214, p. 67. 

Letter from Topf to SS-Neubauleitung dated 2 April 1941, repeating the text of the telegram: “Zweite 

Ofenanlage hat keinen Zug sofort Monteur nach hier beordern.” RGVA, 502-1-312, pp. 115f. 

RGVA, 502-1-312, p. 113. 

"> Letter from head of Political Section to SS-Neubauleitung dated 7 June 1941. RGVA, 502-1-312, p. 
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paired, in the week of 23-28 June, by strengthening it with angle irons (Win- 
keleisen) and tension bolts (Spannschrauben).'"° It appears that over the follow- 
ing months, the two furnaces were not able to cope with the number of deaths 
among the detainees in the camp, even though the Auschwitz Camp was still ra- 
ther small.'”” Towards the end of September, Topf received a verbal order for “a 
double-muffle Topf cremation furnace with blower, introduction cart and rotat- 
able platform.”!7 

The Topf cost estimate, dated 25 September, showed a price of 7,332 RM, 
solely for the furnace with the blower.'”? The previous day, Topf had sent the 
New Construction Office three copies of the operating instructions (Betriebs- 
vorschrift) of the double-muffle furnace!*® and of the draft-enhancement de- 
vice.'*' The two documents reached Auschwitz on 26 September as shown by 
the registration stamp of the New Construction Office. In keeping with bureau- 
cratic regulations, the New Construction Office then confirmed the order by 
registered mail,'®? and Topf in turn confirmed this confirmation.'*? The furnace 
parts, having a total weight of 3,548.5 kg, were shipped by Topf on 21 Octo- 
ber.!*4 

During the month of October, mortality among the detainees rose to 85 
deaths per day, and would hit 169'® the following month. The situation was 
disastrous. On 11 November, SS Hauptsturmftihrer Karl Bischoff, who had tak- 
en over Schlachter’s place as head of the Construction Office!** on 1st October, 
sent Topf a telegram in which he informed the company that setting up the third 
furnace was “extremely urgent” (duferst dringend), and asked when it would be 
installed.!®’ Two days later, Topf confirmed receipt of the cable and announced 
the arrival of their technician for the 19th.'*® On 17 November, Topf cabled 
Auschwitz about the date of arrival of the technician Albert Mehr,'®? who, how- 
ever, did not reach Auschwitz until 29 November because a number of difficul- 
ties had been encountered: Topf’s supplier, the firm Collmener Schamottew- 
erke, had not been able to ship the refractory for the new furnace on account of 


111. 

" Tétigkeitsbericht dated 28 June 1941, for the period of 23-28 June. RGVA, 502-1-214, p. 31. 

'7 The average mortality in the months of August and September was around 36 deaths per day; see 

Mattogno 2019a, p. 248. 

Letter from Topf to S$-Neubauleitung dated 25 September 1941. RGVA, 502-2-23, pp. 270f. 

'™ Kostenanschlag dated 25 September 1941. 502-2-23, pp. 264-268. Cf. Document 198. 

180 APMO, BW 11/1/3, p. 2f. Cf. Document 210. 

'81_ APMO, BW 11/1/3, p. 1. Cf. Document 209. 

'8? Letter from SS-Neubauleitung to Topf dated 3 October 1941. RGVA, 502-2-23, p. 269. 

'83 Letter from Topf to SS-Neubauleitung dated 9 October 1941. RGVA, 502-2-23, p. 272. 

'84 Versandanzeige dated 21 October 1941. 502-1-312, pp. 104f. Cf. Document 199. 

185 APMO, Leichenhallenbuch, D-Aul-5/3; Totenbuch, D-Aul-5/1; NO-5850; AGK, NTN, 92, pp. 135f. 
and 140f. 

'86 On Ist July 1941, SS Neubauleitung was promoted to Bauleitung der Waffen-SS und Polizei Ausch- 
witz, but the correspondence, for some time to come, would bear the former designation. On 14 No- 
vember 1941 Bauleitung promoted to Zentralbauleitung der Waffen-SS und Polizei Auschwitz. In the 
following references, we will quote the designations actually appearing in the respective documents. 

'87 RGVA, 502-1-312, p. 102. 

88 RGVA, 502-1-312, pp. 100f. 

'89 RGVA, 502-1-312, p. 99. 
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an embargo of freight cars (Waggonsperre).'*° Bischoff sent this company a 
copy of the permit issued by Transportkommandantur Oppeln for the shipment 
of the refractory materials,'?! but the company still was not allotted a freight 
car.!°” Technician Mehr stayed at Auschwitz from 27 November through 4 De- 
cember, for a total of 56 working hours and 14 hours of overtime.!”? As we 
know from a Topf letter dated 9 December, he “had finished the foundations of 
the new cremation furnace, as well as repair work on the two coke-fired double- 
muffle cremation furnaces.” 

In this letter, Topf confirmed the order for “providing a technician” it had 
received from Bauleiter Schlachter, announced that the Pliitzsch Company of 
Fichtenhainiken/Rositz had loaded a freight car of refractory, and stated:'** 

“These materials were ordered by your local KL administration as spares for 

repair work. We can, however, temporarily make use of these materials — which 

suffice for the construction of a furnace — for the new furnace and kindly ask you 

to inform us in time to allow us to dispatch a technician to the site for the erec- 

tion of the furnace.” 
The freight car with the refractories of the Pliitzsch Company left on 12 De- 
cember,'”° but arrived at Auschwitz only on 2 January 1942.'°° Topf declared 
themselves to be ready to dispatch technician Koch to Auschwitz on 5 January 
1942.'°° The Central Construction Office changed the date to 5 February, but on 
lst February Koch’s departure was postponed to a date yet to be determined. !°” 
On the other hand, a Topf technician charged the Central Construction Office 
for 86 hours of work done at the crematorium between 18 and 26 December 
1941, including travel and 12 hours of overtime: Who was this technician and 
what kind of work did he do? 

The existing documents, being incomplete, do not allow us to answer that 
question with certainty. Probably, Topf, pursuant to the Central Construction 
Office request for “providing a technician” mentioned in the letter of 9 Decem- 
ber 1941, had once again sent their technician Mehr to Auschwitz for more re- 
pair work on the two furnaces of the crematorium, possibly making use of part 
of the two tons of insulating material which had arrived at Auschwitz on 15 De- 
cember 1941 on Topf’s account.'”* It is also certain that a Topf technician 
worked in the crematorium in the latter half of January 1942, which makes an 
understanding of the events during that period even more difficult. 


' Letter from Topf to Zentralbauleitung dated 24 November 1941. RGVA, 502-1-312, p. 98. 

8! Letter from Zentralbauleitung to Collmener Schamottewerke dated 27 November 1941. RGVA, 502- 
1-312, p. 94. 

Letter from Topf to Zentralbauleitung dated 5 December 1941. RGVA, 502-1-312, pp. 89f. 

Letter from Zentralbauleitung to Topf dated 5 January 1942. RGVA, 502-1-312, p. 82. 

APMO, BW 11/1, pp. 4f. 

Letter from Topf to Zentralbauleitung dated 22 December 1941. RGVA, 502-1-312, p. 81. 

Letter from Zentralbauleitung to Topf dated 3 January 1942. RGVA, 502-1-312, p. 83. 

Telegram from SS-Hauptsturmfiihrer Norbert Grosch to Zentralbauleitung dated 1st February 1942. 
RGVA, 502-1-313, p. 176. 

RGVA, 502-1-175, p. 339. 
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On 9 January 1942, the head of the camp administration, ordered to do so by 
the camp commandant, requested the following jobs for the crematorium to be 
carried out by the detainee workshop of the Central Construction Office:!” 

“Make 2 flat bars 700 x 80 x 8mm 

Repair 3 furnace doors 

Repair 2 grates 700 x 30 x 30” 

The flat bars (Flacheisen) were part of the anchoring system of the third fur- 
nace, which was under construction at that time. The Ofentiiren to be repaired 
could have been either the doors of the muffles through which the corpses were 
introduced (Einfiihrungstiiren) or the hearth gates (Feuerungstiiren); the latter 
are more probable because two hearth grates also needed to be fixed. The work 
was done during the week of 14 through 21 January.”°? On 16 January the de- 
tainee workshop received the order to “cut threads on the furnace anchoring 
bolts” (fiir die Ofenverankerung)” and to “make a frame 50 by 50 according to 
instructions by technician (n. Angabe des Monteurs).” The job was executed be- 
tween 22 and 24 January.”°' On 31 January, Maximilian Grabner, head of the 
Political Section, sent to the camp command the following request:7° 

“As an engineer of Topf and Sons is presently on the site for the construction of 

a furnace in this camp, it is requested to repair, on this occasion, Furnace No. 2 

of the crematorium, which is in need of repair work.” 

The Topf engineer in question was undoubtedly the technician mentioned in the 
16 January order to the detainee workshop, and his presence may have rendered 
the arrival of Technician Koch superfluous. 

The repair work on the second furnace, requested by Grabner, was carried 
out on 4 February, as we can see from a handwritten note on his above-men- 
tioned letter.” On 10 February, the detainee workshop did further repair work 
on two hearth gates (“2 Tiiren fiir die Feuerung gangbar machen’), and fabri- 
cated 4 angle irons (Winkeleisen)*™ which were part of the anchoring system of 
the third furnace. On 20 February, another freight car with refractory bricks and 
mortar shipped by Pliitzsch Co. on Topf’s account arrived at Auschwitz,” 
which means that the shipment from that company which had arrived on 3 Jan- 
uary was probably used for the repair work it was intended for. 

Construction work on the third furnace ended in late March. The work-in- 
progress report (Baufristenplan) for the month of February indicates the degree 
of completion for the enlargement (Erweiterung) of the crematorium to be 
90%7°° and the March report states that work had been completed 100% by 31 
March.” This date is confirmed as well by the report on construction of build- 
ings dated 1st April 1942:7°7 


' Werkstdttenauftrag Nr. 330 dated 9 January 1942. RGVA, 502-2-1, p. 70. 

200 Haftlingsschlosserei, Arbeitskarte dated 13 January 1942, Auftrag Nr. 630. RGVA, 502-2-1, p. 71. 
20! Héiftlingsschlosserei, Arbeitskarte dated 16 January 1942, Auftrag Nr. 651. RGVA, 502-2-1, p. 60. 
20 RGVA, 502-1-312, p. 77. 

203 Haftlingsschlosserei, Arbeitskarte dated 3 February 1942, Auftrag Nr. 747. RGVA, 502-2-1, p. 61. 
204 RGVA, 502-1-175, p. 108. 

205 Baufristenplan dated 9 March 1942. RGVA, 502-1-22, p. 12. 

206 Baufristenplan dated 15 April 1942. RGVA, 502-1-22, p. 11. 

207 Baubericht iiber den Stand der Bauarbeiten dated 15 April 1942. RGVA, 502-1-24, p. 320. 
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“Crematorium: degree of completion in %: 100%. Installed in existing bunker: 
Cost of construction according to cost estimate I of 31 October 1941: RM 
52,000, cost estimate IT of 31 October 1941: RM 30,000, so far approved by de- 
cree of 25 May 1940: RM 52,000. Ref:: II/E-901/Schr.Sa. Expenses up to 28 
February 1942: RM 44,210.18.” 
Finally, the third furnace appears in the “Inventory plan of Building No. 47a, 
BW 11. Crematorium” drawn on 10 April 1942 by Detainee No. 20033,7° the 
Polish engineer Stefan Swiszczowski who worked as a draftsman at the Central 
Construction Office.” 

Topf’s partial invoice (Teil-Rechnung) for the third furnace, made out on 16 
December and stamped by Bischoff on 22 December, amounted to 7,518.10 
Reichsmarks.*!° On the basis of this invoice, the Central Construction Office, on 
7 January 1942 issued a payment voucher for a progress payment of 3,650 RM, 
which was paid out on 27 January.”!'! Topf sent out a second partial invoice, 
likewise back-dated to 16 December 1941, which reached Auschwitz only on 22 
May 1942,7!* however, showing a balance of 3,868.10 RM, the result of sub- 
tracting from the original cost estimate the 3,650 RM already paid as a progress 
payment by the SS administration. The final invoice (Schlussrechnung), again 
back-dated to 16 December 1941, which reached Auschwitz on 10 July 1942, 
shows a balance of 3,768.10 RM including a deduction of 82 RM concerning a 
rotatable platform (Drehscheibe) which had not been supplied.”!* The payment 
voucher for the final payment (Schlussabrechnung), in this amount, was issued 
by the Central Construction Office on 17 July 1942 and payment was effected 
on 29 July.?!* 

During the latter half of May, work on the exterior was carried out: the yard 
in front of the crematorium was fenced in and provided with two wooden gates, 
the old pavement was replaced.”!> 

After the installation of the third furnace, even-more-serious problems than 
before arose in the crematorium. On 13 May, the head of the camp administra- 
tion requested the Central Construction Office to “repair the chimney and the 


208 Bestandplan des Gebéiude Nr. 47a B.W.11. Krematorium. Drawing no. 1241 dated 10 April 1942. 
RGVA, 502-2-146, p. 21. Cf. Document 206. 

RGVA, 502-1-256, p. 171. 

Topf, Teil-Rechnung Nr. 2363 dated 16 December 1941. RGVA, 502-2-23, pp. 263-262a. Cf. Matto- 
gno 2015, Document 25, pp. 98f. 

Abschlagszahlung Nr. I fiir J.A Topf & Sohne in Erfurt dated 7 January 1942. RGVA, 502-2-23, pp. 
262-262a. Cf. Mattogno 2015, Document 26, pp. 100-102. 

Topf, Teil-Rechnung dated 16 December 1941. RGVA, 502-1-327, pp. 114-114a. 

Topf, Schlussrechnung dated 16 December 1941. RGVA, 502-1-23, pp. 261-261a (cf. Mattogno 
2015, Document 27, pp. 103f.); letter from Topf to Zentralbauleitung dated 7 July 1942. RGVA, 502- 
1-327, p. 104. The rotatable platform was later installed in the furnace hall of the crematorium, where 
it still exists. 

Zentralbauleitung, Schlussabrechnung tiber Lieferung und Errichtung eines Einascherungsofen der 
Firma J.A. Topf & Sdhne, Erfurt, dated 17 July 1942. RGVA, 502-2-23, pp. 258-259a; cf.: Mattogno 
2015, Document 28, pp. 105-107. 

Zentralbauleitung, Auftrag Nr. 436, Arbeitskarte Nr. 20 for Tischlerei dated 13 May 1942: manufac- 
ture of two entrance gates (Einfahrttoren) 4 x 3.20 m, work done between 21 and 25 May. RGVA, 
502-2-1, p. 24. Description of the job: Tétigkeitsbericht fiir den Monat Mai 1942, RGVA, 502-1-24, 
p. 299, and Baubericht fiir Monat Mai 1942, RGVA, 502-1-24, p. 261. 
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motor shed (Motorenhaus)”"*! of the crematorium.”?!’ The work was carried 
out on 14 and 15 May; the first item did not concern the chimney as such but 
the “Kaminunterkanal” i.e. the flue-gas channel which linked the three furnaces 
to the chimney: 50 refractory bricks were replaced, using 50 kg of refractory 
mortar.?'* But this was only a skirmish. On 30 May, SS Oberscharfiihrer Josef 
Pollok, acting as the local building inspector, addressed to Bischoff the follow- 
ing report:?!? 

“On the chimney of the crematorium at KL Auschwitz, the chimney bracing! 
has loosened. This was caused by improper execution, as well as, partly, an 
overheating of the chimney. The braces have not been made as a framework in 
accordance with their purpose and are therefore useless. As the chimney al- 
ready shows wide cracks which, though refilled on the outside, also extend into 
the brickwork in my opinion, there is the danger that the chimney may collapse 
under a strong wind. To avoid unforeseeable consequences, I ask the head of 
Central Construction Office to take immediate measures to eliminate this defect. 
For this purpose, it would be necessary to make sure that all braces are re- 
moved and replaced by an appropriate framework in line with good trade prac- 
tice.” 


On Ist June, Bischoff, in a letter to the camp command, endorsed Pollok’s re- 
port and, as head of the Central Construction Office and in his capacity as local 
representative of the building inspectorate (Baupolizei), prohibited the use of 
the chimney on the basis of Article 365 of the civil code, as long as repair work 
was not carried out completely. Bischoff also asked to forward a request for re- 
pair of the chimney to the WVHA.”*' Sending a copy of his letter to the WVHA, 
Bischoff added:?”” 


“The chimney has suffered from overheating on account of its continuous use 

(operation day and night).” 
The camp command no doubt informed the WVHA by cable, because on the fol- 
lowing day, SS Brigadefiihrer Hans Kammler, head of Office Group C at 
WVHA gave the order for the reconstruction of the crematorium chimney.””? On 
4 June, Kammler confirmed the order for the immediate reconstruction of the 
chimney, and asked why he had not been informed in time.””* Bischoff replied 
that he had already sent the respective information to the WVHA and that he had 


216 The small building next to the crematorium and the chimney which housed the motor of the draft en- 
hancer. 

Verwaltung KL Auschwitz. Bestellschein Nr. 451 dated 13 May 1942. APMO, BW11/5, p. 3: “Den 
Kamin und das Motorenhaus des Krematoriums instandzusetzen.” 

Aufstellung der ausgefiihrten Bauarbeiten. 20 May 1942. APMO, BW 11/5, pp. 5f., and Bericht iiber 
ausgefiihrte Arbeiten im Krematorium dated 1st June 1942. APMO, BW11/S, pp. If. 

RGVA, 502-1-314, p. 12, and 502-1-312, p. 64. Cf. Document 176. 

The flat metal braces which enclosed the brickwork of the chimney. 

RGVA, 502-1-132, p. 62. 

222 RGVA, 502-1-272, p. 256. 

3 Telegram from WVHA dated 2 June 1942 signed by SS-Obersturmbannfiihrer Arthur Liebehenschel. 
RGVA, 502-1-312, p. 61. 

Radio message from Kammler received on 4 June 1942 by Standort-Funkstelle of Auschwitz. RGVA, 
502-1-312, p. 33 and 55. 
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started to undertake the rebuilding of the chimney as soon as he had received 
Kammler’s radio message.””° 

In fact, the very next day, the Central Construction Office got in touch with 
the firm Robert Koehler at Myslowitz for the reconstruction of the chimney. 
Koehler explained that the new chimney should measure 25 to 30 m in height, 
for an internal diameter of 65 to 70 cm, but that a precise design required tech- 
nical details from Topf. The Political Section, however, wished that the new 
chimney not be higher than 8 to 10 m and that it should be placed on the same 
spot as the existing one.?”° 

The following day, Bischoff informed Topf that the chimney had to be re- 
built at a distance of 7 m from the old one and asked Topf to indicate height and 
cross-section.””’ On 6 June, Topf replied by telegram, indicating the dimensions 
in question — a height of 15 m and a cross-section of 0.8 to 1.0 m? — and an- 
nounced the mailing of a drawing.”** This drawing — No. D59463 — was deliv- 
ered at Auschwitz on 12 June. Meanwhile, the Central Construction Office had 
decided to move the new chimney by 10 m and asked Topf for the dimensions 
of the corresponding flue-gas channel (Rauchkanal).””? A list dated 13 June 
shows that the materials required for the rebuilding of the chimney and the flue- 
gas channel came to 27 tons of refractory bricks of normal size and a Seger- 
cone index of 26 to 28, for temperatures up to 1,200 to 1,300°C, as well as 2.7 
tons of refractory mortar, 25 tons of facing bricks and 100 bags of cement.?*° 

On 16 June, the Koehler Company presented their proposal to the Central 
Construction Office: for the construction of a chimney measuring 15 by 0.8 by 
1.0 m they demanded 3,650 RM, for the installation of the 12 m flue-gas duct, 
1,050 RM, and for the demolition of the old chimney and removal of the rubble 
860 Reichsmarks. The work required 24,210 bricks, 6 m3 of slaked lime, 4,400 
kg of cement, 20 m? of sand, 16 m3 of gravel, 27 tons of normal refractory 
bricks 25 by 12 by 6.5 cm with a Seger-cone index of 28 to 29, 2,700 kg of re- 
fractory mortar, 70 iron steps, 6 hand rails, one lightning rod, one access door 
for cleaning.”*'! On 20 June, Robert Koehler elaborated the structural design of 
the chimney” and the corresponding drawing. 

Two days later, the Central Construction Office gave Robert Koehler the of- 
ficial order (Auftragserteilung) for the rebuilding of the chimney on the basis of 
his offer of 16 June for a total amount of 5,560 RM,** but Koehler confirmed 
receipt only on 14 July.?*> The contract, dated 7 July (Bischoff signed it the fol- 


25 RGVA, 502-1-272, p. 246. 

226 Letter from Robert Koehler to Zentralbauleitung dated 5 June 1942. RGVA, 502-1-312, p. 48. 

7 Handwritten telegram from Zentralbauleitung to Topf dated 5 June 1942. RGVA, 502-1-312, p. 53. 
The typed text is contained in Topf’s letter dated 6 June. RGVA, 502-1-312, p. 52. 

28 RGVA, 502-1-312, p. 51. 

229 Registered letter from Zentralbauleitung to Topf dated 12 June 1942. RGVA, 502-1-312, p. 50. 

230 Materialbedarf Schornstein (Krematorium Altbestand). RGVA, 502-1-318, pp. 3 and 5. 

31 RGVA, 502-2-23, pp. 15-15a. 

232 RGVA, 502-1-316, pp. 44-46a. Cf. Document 177. 

233 “Schornstein von 15 m. Hohe fiir die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O/S.” 

RGVA, 502-2-23, p. 17. Cf. Document 178. 

RGVA, 502-1-312, p. 49. 

35 Letter from the Robert Koehler Company to Zentralbauleitung dated 14 July. RGVA, 502-2-23, p. 
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lowing day), was divided into four sections: the contract as such which men- 
tioned the total cost of 5,560 RM, the “Special contractual conditions” which 
specified the immediate start of the work and its completion within four weeks, 
as well as a two-year warranty, the “Supplementary contractual obligations” 
drawn up by the Central Construction Office on 22 June and signed by Koehler 
on 14 July, and finally the “Assurances by the contractor concerning special ob- 
ligations” signed by Koehler on 14 July.”*° 

The budget for the new chimney established by the Central Construction Of- 
fice on 3 July specified a cost item of 11,500 RM including the materials and 
work not furnished by Koehler.”*” 

Various documents mention the work being carried out during the month of 
June. The Baufristenplan for this month states that the work on the chimney be- 
gan on 12 June on the basis of the order placed on 4 June, degree of progress 
was 10% with completion scheduled for 10 August.”*8 The Baubericht informs 
us that the foundations of the new chimney had been cast and brickwork had 
started.° The Tiitigkeitsbericht der Fahrbereitschaft (motor-pool log) shows 
17 trips to the crematorium by truck for the transportation of the building mate- 
rial and wood.”*° 

On Ist July, the Central Construction Office asked the detainee workshop to 
fabricate 37 step irons (Steigeisen) measuring 25 by 25 cm — to be set into the 
wall of the chimney to allow access to the top — as well as 6 guard rails and a 
double door for the soot pit.”4! The work-sheet was passed on to the detainee 
workshop the following day, and the job was carried out between 2 and 6 Ju- 
ly. On 3 July, the Polish engineer Stefan Swiszczowski, Detainee No. 
D20033, made a new drawing of the crematorium — on the basis of his Drawing 
No. 1241 of 4 April — showing the positioning of the new chimney and the cor- 
responding flue duct (Pressac 1993, Document 8 (outside of text); cf. my Doc- 
ument 207). 

This job was realized only in part, because the flue-gas duct, having a length 
of 12.20 m, shown on this drawing, was connected only to Furnaces 1 and 2, 
whereas for Furnace 3, a further, transverse, flue-gas duct was built, 7.375 m 
long, bringing the total length of the ducts to 19.575 m as shown on the Koehler 
Drawing of 11 August 1942.74? On the same day, the Central Construction Of- 
fice prepared an explanatory report (Erlduterungsbericht) for the construction 
of the chimney, in which we can read: 


14. 

236 RGVA, 502-2-23, pp. 5-9. 

37 Kostenvoranschlag fiir die Errichtung eines neuen Schornsteines im Krematorium des Konzentrati- 
onslager Auschwitz O.S., RGVA, 502-1-312, pp. 35f. 

238 Baufristenplan 1942. Berichtsmonat Juni. RGVA, 502-1-22, p. 27. 

39 Baubericht fiir den Monat Juni 1942. 502-1-24, p. 221. 

 Tétigkeitsbericht der Fahrbereitschaft der Zentralbauleitung der Waffen-SS und Polizei Auschwitz 
fiir den Monat Juni 1942. RGVA, 502-1-181, p. 283. 

41 Anforderung Nr. 6805 dated 1st July 1942. RGVA, 502-2-1, p. 65. 

*® Auftrag Nr. 1702 dated 2 July 1942. RGVA, 502-2-1, p. 63, and Arbeitskarte dated 3 July 1942, Auf- 
trag Nr. 1702, ibidem, p. 67. 

3 Robert Koehler, Rauchkanal fiir die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O.S. 
dated 11 August 1942. RGVA, 502-2-23, p. 18. Cf. Document 179. 
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“On account of continual and excessive operation of the crematorium and the 
ensuing overheating of the chimney, the latter shows major cracks presenting 
the danger that the chimney might collapse. Repairing the old chimney is not 
possible. Therefore, by telex dated 2 June 1942, head of Office Group C, SS Bri- 
gadefiihrer and Major-General of Waffen-SS Dr.-Ing. Kammler gave the order 
for the replacement of the chimney.” 


The report goes on to explain that the new chimney had a square cross-section 
of 90 by 90 cm, and a flue-gas duct 12 m in length with a square cross-section 
of 70 by 70 cm and a refractory lining of 12 cm in thickness.“ A list of materi- 
als compiled by the Central Construction Office on 4 July shows the same items 
as those mentioned by the Koehler Company in their letter of 16 June.” 

In the meantime, the old chimney had not only not been dismantled but was 
being used intensively. In this matter, SS Oberscharfiihrer Pollok sent Bischoff 


another report on 6 July:4° 


“During the building safety inspection of the work on the crematorium it was 
found that the old chimney has developed more cracks, both horizontal and ver- 
tical, which must result in a collapse of the chimney. This is due to the fact that 
the chimney has continued to be used to excess, although Central Construction 
Office der Waffen-SS und Polizei had prohibited its use by letter of 4 June, 
Bftgb. 8195/42/Po/Qu., addressed to the camp command. 

I ask the Head of Central Construction Office to prohibit once again continued 
use of the chimney and to ensure that it is demolished immediately, because oth- 
erwise the consequences would be incalculable.” 


This time, Bischoff’s order was obeyed: during the course of the month, the old 


chimney was demolished. The Baubericht for that month states:**’ 


“BW 11 crematorium. Completion of the new chimney and dismantling of the 
damaged one including removal of the rubble. At present, laying of the new con- 
necting channel.” 


The activity report of SS Unterscharfiihrer Heinz Lubitz for July 1942 confirms 
that the brickwork of the chimney had been completed (Schornsteinmauern fer- 
tiggestellt) and that the flue-gas channel had been dug and built (Kanal ausges- 
chachtet und gemauert).*8 

For the very reason that the flue channel was still being worked on, the Bau- 
fristenplan for that month shows a work progress of 80%.” During July, the 
trucks of the Central Construction Office made 15 trips to the crematorium for 
the transportation of building materials.”°° 

On 24 July, the Koehler Company advised the Central Construction Office 
that there had been an error in their cost estimate for the demolition of the old 


4 Friduterungsbericht fiir die Errichtung eines neuen Schornsteines am Krematorium des Konzentrati- 


onslager Auschwitz O/S. RGVA, 502-1-312, p. 34. 

Materialbedarf fiir Schornsteinbau (Altbestand Krematorium). 7 Dec. 1942; RGVA, 502-1-318, p. 5. 

Cf. Document 180. 

46 RGVA, 502-1-312, pp. 29 & 31. Cf. Document 181. 

47 Baubericht fiir Monat Juli 1942. RGVA, 502-1-24, p. 181. 

248 RGVA, 502-1-24, p. 16. 

4 Baufristenplan 1942. Berichtsmonat Juli. RGVA, 502-1-22, p. 35. 

0 Téitigkeitsbericht der Fahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 
fiir den Monat Juli 1942. RGVA, 502-1-181, p. 272. 
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chimney: construction of the new chimney would cost 2,790 rather than 3,650 
Reichsmarks.”°! The new and corrected offer was sent by Koehler to the Central 
Construction Office on 14 August.?°? Work ended in the first ten days of Au- 
gust, and over the whole month there were only five trips to the crematorium by 
the trucks of the Central Construction Office. The Téitigkeitsbericht for the 


month of August states:7™4 


“New smoke channels linked to the 3 pcs. double-muffle furnaces, covered by 

slab of reinforced concrete, lightning rod connected and handed over to politi- 

cal administration for operation. Work terminated except for finishing touches.” 
The Baufristenplan speaks of a degree of completion of 100% as of 10 Au- 
gust,”>> but a memo of 7 December gives 8 August as the date of completion: 
between 12 June and 8 August, 688 detainees had worked on the new chimney 
— for a total of 7,568 working hours — plus 123 civilian workers — for a total of 
1,353 working hours (both groups worked 11 hours per day). The materials used 
had exceeded the estimates by very little: 25,000 bricks, 6 m3 of white lime, 200 
bags of cement, 31 tons of refractory bricks, 3.7 tons of refractory mortar, 66 
iron steps, six hand rails, plus three liters of oil, ten liters of gasoline, 17 rolls of 
roofing felt and 50 liters of inert oil.?°° 

Four days after the work had come to an end, the new chimney was already 
damaged, because the three furnaces had been operated at full load without 
waiting for the brickwork to dry out. On 13 August, Bischoff, referring to his 
telephone conversation with SS Hauptsturmfiihrer Robert Mulka the day before, 
sent the following message to the camp command:**’ 

“On the basis of the telephone conversation mentioned above, camp command 

was informed that due to a too-rapid heating of the new chimney installation of 

the crematorium (all 3 furnaces are in operation) damage to the brickwork has 

already been observed. 

As the start-up of the 3 combustion furnaces took place at full load before the 

mortar of the chimney brickwork had dried out completely, any further respon- 

sibility [of this office] for the building must be rejected.” 
After all the exertion, the same situation as in June had come about. On 14 Au- 
gust, after a telephone conversation of SS Unterscharfiihrer Kirschnek and 
Robert Koehler, the latter was called to Auschwitz by Bischoff.** On 19 Au- 
gust, Kirschnek and Koehler inspected the damage to the new chimney.”°? 
Three days later, Koehler, having been asked to do so (wunschgemass), sent to 


51 RGVA, 502-2-23, p. 13. 

22 RGVA, 502-2-23, pp. LIf. 

Tatigkeitsbericht der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz fiir den Monat August 

1942. RGVA, 502-1-181, p. 264. 

°4 Tétigkeitsbericht des SS-Uscha. Kirschnek Baufiihrer Abt. Hochbau fiir Monat August 1942. RGVA, 
502-1-24, p. 197. 

°° Baufristenplan 1942. Berichtsmonat August. RGVA, 502-1-22, p. 38. 

256 Handwritten note “Schornstein-Krematorium. BW 11” dated 7 December 1942. RGVA, 502-1-318, 
pp. 4f. 

257 RGVA, 502-1-312, p. 27. Cf. Document 182. 

58 Letter from Zentralbauleitung to Robert Koehler dated 14 August 1942 (erroneously dated 13). 
RGVA, 502-1-312, p. 26. 

259 Aktenvermerk dated 21 August 1942. RGVA, 502-1-313, pp. 159f., and APMO, BW 30/27, pp. 13f. 
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the Central Construction Office a new offer for the erection of another chimney, 
15 m high, amounting to 3,100 RM, with an increase of 2,690 RM in case of 
employment of detainees at company expense; the building materials were of- 
fered at 4,195 Reichsmarks. The offer also mentioned the erection of another 
cremation furnace, as per Drawing 914 of the Central Construction Office, for 
the price of 12,690 Reichsmarks. But a handwritten note on this letter, dated 26 
August and referring to the furnace, states: “Kommt nicht zur Ausfiihrung,” i.e. 
“will not be realized.” 

The camp administration had submitted to WVHA the construction request 
for the chimney as early as 18 August, but the head of Office C VI of that of- 
fice, SS Standartenfiihrer Franz Eirenschmalz, made a mistake when he ap- 
proved the amount of 11,500 RM, thinking that the approval referred to the 
chimney that had already been built, as one can see from special observations in 
his letter, which refer to a reconstruction order by Kammler of 2 July 1942,76! 
while this order was really dated 2 June. Actually, the 11,500 RM so approved 
concerned the cost estimate for the reconstruction of the chimney dated 3 July. 

I have been unable to ascertain with certainty whether the chimney was re- 
built, even though on 29 April 1943 Bischoff informed WVHA about the com- 
pletion (Fertigstellung) of the crematorium chimney (and of the shed housing 
the pumps for the water supply to this plant).*©* For reasons of chronology, this 
report could not easily have referred to a chimney that would have been built by 
Koehler nearly nine months earlier. Besides, there is no trace in any document 
for work done on such a project, and moreover, the Bauausgabebuch (log of 
building expenses) for the crematorium, which covers the period of Ist April 
1942 through 31 July 1943, has entries only for payments to Koehler in connec- 
tion with the chimney built in July and August of 1942, viz. 4,659.94 RM,”® the 
figure which appears also in Koehler’s invoice of 26 August 19427 as well as 
in their final invoice*® and in the final settlement by the Central Construction 
Office dated 10 February 1943.7 

This figure stems from Koehler’s second offer of 14 July 1942, but shows a 
price increase, because, as we have already stated, in addition to the flue-gas 
channel covered by the first offer, Koehler had built a further channel, changing 
the total channel length from 12 to 19.576” meters. The pertinent addendum to 
the contract between the Central Construction Office and Koehler explains the 
details.°% 
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RGVA, 502-1-313, p. 157. 

Letter from WVHA to Verwaltung des Konzentrationslager Auschwitz /O.S dated 31 August 1942. 
RGVA, 502-1-312, p. 23. 

RGVA, 502-1-312, p. 9, and 502-1-149, p. 336. 

Bauausgabebuch 11. Bauwerk 11 — Krematorium. RGVA, 502-2-37, pp. 26-32. 

Robert Koehler, Rechnung dated 26 August 1942. RGVA, 502-1-312, p. 23. 

Robert Koehler, Schlussrechnung dated 22 December 1942. RGVA, 502-2-23, p. 4 
Zentralbauleitung, Schlussabrechnung dated 10 February 1943. RGVA, 502-2-23, p. 1-la. 

More precisely 19.575 m as we can see from the two invoices from Koehler mentioned above. 
Nachtrag zur Vertragsurkunde dated 23 November 1942. RGVA, 502-2-23, p. 16. 
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After August 1942, the only reliable information I have found concerns the 
repair of an electric blower (Gebldse) on Furnace 2 on 1st September 1942 (for 
the blower (Druckluftanlage) of this furnace). 

In January of 1943, a Schweizer Baracke?” for the Political Department*”! 
was erected next to the crematorium, which suggests that the chimney had at 
last been repaired. 

It is nearly certain that the crematorium ceased its operation on 17 July 
1943, in accordance with the following letter written by Bischoff the previous 
day and addressed to the head of SS garrison administration (SS Standortver- 
waltung), SS Obersturmbannfiihrer Mockel:?”” 

“This office informs you that the placement of the two barracks for the Political 

Department, the Schweizer Baracke in particular, was based on the condition 

that Crematorium I would cease its operation completely, as we were assured in 

the a.m. discussion with SS Ustuf. Grabner. 

Now that work on the two barracks has almost been completed, we have found 

that the crematorium went into operation once again. 

The high flammability of these structures requires that the crematorium be taken 


out of service; any responsibility for ensuing damage by fire must be rejected 
[by this office]. ” 


6.2. The Furnaces of Crematoria II and III at Birkenau 


The problems concerning cremations became even more serious when construc- 
tion of the Birkenau Camp was launched on 15 October 1941. For the new 
camp, which was originally projected to take in 125,000 Soviet PoWs — its offi- 
cial designation Kriegsgefangenenlager (KGL or K.G.L.)°” reflects this — the 
Construction Office had planned for a crematorium with five furnaces of three 
muffles each, plus an underground morgue (Leichenkeller) and waste incinera- 
tor (Miillverbrennungsofen); but the installation was to be set up within KL 
Auschwitz (Main Camp) rather than in Birkenau;?” for the Birkenau KGL only 
a mortuary hall (Leichenhalle) was planned, as we can gather from the earliest 
known document (7 October 1941).””° As opposed to this, the plan for the KGL 
dated 5 January 1942 shows ten morgues and two cremation halls (Verbren- 
nungshallen),”"° each of which was to be provided with one triple-muffle fur- 
nace of a simplified design. 


2 RGVA, 502-1-153, p. 5. 

27 Wooden barracks measuring 28.20 by 6.20 meters. 

°7! The respective Ubergabeverhandlung is dated 8 February 1943. RGVA, 502-2-150, pp. 7-9; cf. Mat- 
togno 2015, Documents 13-15, pp. 78-80. 

22 RGVA, 502-1-324, p. 1; cf. Document 183. 

273, As opposed to this, the official designation for the Auschwitz Camp was Konzentrationslager (K.L.). 

24 Erlduterungsbericht zum Vorentwurf fiir den Neubau des Kriegsgefangenenlagers der Waffen-SS, 

Auschwitz O/S. RGVA, 502-1-233, p. 20. 

Lageplan des Kriegsgefangenenlagers-Auschwitz O.S. dated 7 October 1941, in: Pressac 1989, p. 

185. 

Lageplan des Kriegsgefangenenlagers Auschwitz Ober-Schlesien dated 6 January 1942, in: ibid., p. 

189; Lagerskizze des Vorhabens Kriegsgefangenenlager der Waffen-SS in Auschwitz. Einfriedigung 

(fence). RGVA, 502-1-235, p. 13; cf. Document 184. 
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A “Lay-out plan of the PoW camp at Auschwitz, Upper Silesia, Plan No. 
885,” drawn by SS WVHA on 5 January 1942,” checked (“gepriift”) by SS Un- 
tersturmfiihrer Dejaco on 5 January and approved (“genehmigt’) by Bischoff 
the following day, 6 January, does maintain in its legend the indication 
“VY... Verbrennungshalle,” but no longer shows the symbols representing these 
two installations; instead, we have a “Krematorium” measuring 55.50 m by 
12.0 m with a chimney wing of 12 by 10 meters — the future Crematorium II (cf. 
Document 185). This means that the decision to move the new crematorium 
with its five triple-muffle furnaces from the Main Camp to the Birkenau KGL 
had already been taken in Berlin. 

According to the Topf estimate of 12 February, the two furnaces initially 
planned for the cremation halls were priced at 14,212 RM, plus 440 RM for the 
chimney lining (cf. Document 228). On 27 February, when SS Oberfiihrer 
Kammler came to Auschwitz on an inspection tour, the decicion to move the 
new crematorium to Birkenau was confirmed, and the order for the two triple- 
muffle furnaces originally to be installed there was cancelled. Topf, though, re- 
quested 1,769.36 RM as payment for the design work.”’* In order to avoid pay- 
ing out this sum for no useful purpose, the Central Construction Office, with the 
approval of the head of Office C/I of WVHA, SS Sturmbannfiihrer Wirtz, de- 
cided to maintain the project and to use the furnaces in a different building.”” 
Topf was informed of this decision on 8 April,”8° but the company had already 
mailed the corresponding invoice to the Central Construction Office on 17 
March.”*! As we will see, the two furnaces are mentioned for the last time in a 
file memo of the Central Construction Office dated 21 August 1942 (cf. Docu- 
ment 187), but it is not known whether they were ever set up. 

The KL Auschwitz construction program for the third year of the war, drawn 
up after Kammler’s visit on 27 February, included the installation of a “crema- 
torium in the PoW camp” (Krematorium im Kriegsgefangenenlager)*” budget- 
ed at 403,000 RM, less than 2% of the total budget (24,254,300 RM).”*? This 
crematorium was the one originally planned for the Stammlager. 

Work was assigned to the Topf Company. On 11 October 1941 the Con- 
struction Office cabled the Erfurt firm asking for Priifer to be sent to the camp 
“for the new construction of a crematorium.”?*4 On the 14th Topf confirmed re- 
ceipt of the telegram, saying that Priifer would arrive on the 21st at 9 o’clock, 


277 Lageplan des Kriegsgefangenenlagers Auschwitz — Ober-Schlesien, Plan Nr. 885, RGVA, 502-2-95, 
p. 7. 

According to Bischoff’s letter dated June 1943, the project referred to the construction of the chim- 
ney, cf. Subchapter 6.2. 

Letter from Zentralbauleitung to head of Amt C/III at WVHA dated 30 March 1942. RGVA, 502-1- 
313, p. 174. 

Letter from SS-Sturmbannfiihrer Wirtz to Topf dated 8 April 1942. RGVA, 502-1-313, p. 173. 
Letter from Zentralbauleitung to Amtsgruppe C II/I at WVHA dated 15 April 1942. RGVA, 502-1- 
313, p. 171. 

Letter from WVHA to Zentralbauleitung dated 2 March 1942. RGVA, 502-1-319, p. 211, and NO- 
4464. 

Letter from Zentralbauleitung to WVHA dated 17 March 1942. RGVA, 502-1-319, pp. 202-206. 
RGVA, 502-1-313, p. 179. 
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which was what happened.”* On 21 and 22 October, Priifer, in fact, had meet- 
ings with Bauleiter Bischoff during which the latter gave a verbal order to Topf 
for: five triple-muffle furnaces with blower, two Topf draft-enhancing devices 
in suction for about 10,000 m3 per hour, and a waste incinerator. Delivery was 
to be three months and the foundations were to be poured within eight weeks. 
On the basis of the plans handed to Priifer, Topf was furthermore to calculate 
the required height and cross-section of the chimney.”*° Referring to these meet- 
ings, Topf asked the Construction Office on 31 October for a written confirma- 
tion (Bestétigungsschreiben) of Bischoff’s verbal order?’’ and announced the 
forthcoming dispatch of various documents concerning the crematorium (cost 
estimates, drawings for the triple-muffle furnace, for the foundations, for the 
chimney etc.). 

The first detailed description of the new crematorium is contained in a letter 
written by Topf on 4 November which is important enough to be quoted in its 


entirety:7°8 


“We thank you for the order concerning 

5 Topf triple-muffle incineration furnaces with blower 

2 coffin-introduction devices with rail system for 5 furnaces 

3 Topf draft enhancers in suction 

1 Topf waste incinerator. 

Flue-gas section 

We accept this order on the basis of the cost estimate attached®*"! and its condi- 
tions, for a total price of 51,237 RM. 

We supply: 

a) For the 5 Topf triple-muffle cremation furnaces all refractories and insulating 
materials, fittings of cast and wrought iron, the blowers with drives and the cost 
of two builders for the supervision of the work. 

b) The 2 coffin-introduction devices with their mobile carts, including distribu- 
tion rails for the 5 cremation furnaces. 

c) The 3 Topf draft enhancers in suction including drives, and supply of a build- 
er for installation of the devices 

d) For the waste incinerator, all refractories and insulating materials, including 
the fittings of cast and wrought iron, and the cost of a builder for the supervision 
of the work. e) For the flue-gas ducts, all refractories and insulating materials, 
and the supply of a builder. 

To be supplied by the customer: 

For the furnaces and the flue ducts, all construction materials such as bricks, 
sand, lime and cement in the quantities to be derived from the cost estimate as 
well as all wrought-iron anchor bars at no cost to us. 

You will, moreover, supply our builders with a sufficient number of assistants at 
no cost to us. 


8 Letter from Topf to SS-Neubauleitung dated 14 October 1941. RGVA, 502-1-313, p. 178. 

86 Letter from SS-Neubauleitung to Topf dated 22 October 1941. RGVA, 502-1-313, pp. 36f., and AP- 
MO, BW 30/34, p. 116; BW 30/27, p. 27. 

°87 Letter from Topf to SS-Neubauleitung dated 31 October 1941. RGVA, 502-1-312, p. 103. 

°88 Letter from Topf to SS-Neubauleitung dated 4 November 1941. RGVA, 502-1-313, pp. 81-83. Cf. 
Document 186. 
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Construction time of the plant as estimated by us must not exceed 8 weeks, be- 

cause we have based the dispatch of our personnel on this period. If construc- 

tion time were to be extended, working hours furnished must be reimbursed at 

daily rates. 

In view of the fact that the cold season will not allow work on the furnaces to be 

carried on in unheated surroundings, you will ensure the rapid construction of 

the furnace hall and its heating. 

Delivery: 

We shall do our best to ensure delivery of the furnaces within the 3 months re- 

quested by you. This assumes that no delay is encountered in the supply of the 

materials and that no further manpower is removed [for military or other du- 

ties]. 

We shall require from you 6 freight bills with the necessary priorities and we 

ask you to let us have them as soon as possible. 

Kennziffer: 

We ask you to ensure that an authorization codefor 17,600 kg be assigned to us 

as soon as possible. 

Drawings: 

You will receive shortly the drawings for the preparation of the foundations of 

the furnaces and for the manufacture of the anchor bars. 

We attach the drawing for the overall lay-out with the positioning of the furnac- 

es, the flue-gas channels and the de-aeration section, as well as a drawing of the 

triple-muffle furnace. 

Design: 

We wish to underline that the furnace muffles are now larger than in the previ- 

ous furnaces. By this, we intend to achieve a higher efficiency.°”"! For the same 

reason, we have included 3 draft enhancers in suction instead of 2, also taking 

into account that frozen corpses will have to be incinerated as well, requiring 

more fuel and thus increasing the spent-gas volume. 

We assure you of the supply of an installation in keeping with the state of the art, 

and of proper workmanship, and salute you, Heil Hitler.” 
Priifer tried furthermore to make use of his increasingly influential situation at 
Auschwitz in order to obtain a special treatment for Ludwig Topf, one of the 
two co-directors of the firm, who was doing military service at the time as a 
Bausoldat in the 3rd Construction Reserve Battalion (Bau-Ersatz-Bataillon) sta- 
tioned in Thuringia — very-probably in keeping with a request of the other co- 
director of the firm, Ernst Wolfgang Topf. On 12 November 1941, after a tele- 
phone conversation with a Topf employee — Priifer, most-likely — Bauleiter 
Bischoff sent a letter to the Weimar Riistungskommando requesting a tempo- 
rary-duty assignment of three weeks for Ludwig Topf, wrongly described as a 
Topf project engineer (Sachbearbeiter), for the new crematorium-construction 
work which was to begin on 18 November. In this letter, Bischoff gives some 
interesting explanations concerning the purpose of the new crematorium:”?! 

“The Topf & Sohne Co. combustion plants, of Erfurt has been ordered by this 

authority to build a cremation plant as quickly as possible, in view of the fact 


20 The term Leistung also indicates the performance. 
21 RGVA, 502-1-314, pp. 8-8a. 
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that Concentration Camp Auschwitz has been augmented by a PoW camp which 
is to take in some 120,000 Russians shortly. The construction of the incineration 
unit is most urgent, if epidemics and other risks are to be avoided.” 
It appears that the leave was not granted, because on 21 November, Priifer 
launched another effort by means of a letter to Bischoff, marked “strictly per- 
sonal.” Priifer, who was about to go to Auschwitz, wanted to take Ludwig Topf 
along and have him participate in the discussions in the alleged role of a project 
engineer for the triple-muffle furnace.?”” For this reason, he asked Bischoff to 


send Topf a cable as follows:7”° 


“Urgently requesting visit by Ludwig Topf 2-5 December for discussion new 

furnace construction.” 

Bischoff accepted and sent Topf a telegram with this text, undated,”** but surely 
transmitted on 25 November, the day on which Priifer’s letter was registered at 
Auschwitz. What happened after that is not known, as Ludwig Topf’s name no 
longer appears in the correspondence between the company and the Central 
Construction Office. 

The first drawing of the new crematorium was prepared by SS Unter- 
sturmfiihrer Walter Dejaco on 24 October 1941.2 On 20 November 1941, 
HHB sent the Central Construction Office two sketches approved by the head of 
Office II B,?°° in which, however, the chimney with its two smoke ducts was lo- 
cated in an unsuitable position. On 3 December, the Central Construction Office 
forwarded to the head of Office II B a drawing showing the positioning of the 
crematorium, the chimney, the flue ducts and the draft enhancers, pursuant to 
Topf’s layout. In particular, it was requested to approve the central location of 
the chimney as a means of avoiding overly long ducts.””” 

The parts of the five triple-muffle furnaces were sent by Topf in two sepa- 
rate shipments: the first freight car (No. 4.62703 B.M.B.) left on 16 April 1942 
with a load of 11,149 kg and arrived at Auschwitz on the 18th (cf. Document 
213); the second one (No. 93413 Erfurt X) with a load of 4,948 kg followed on 
18 June and arrived on the 20th (cf. Document 214). On 8 May, Topf sent the 
Central Construction Office the drawing for the installation of the three draft 
enhancers (D59389) and the drawing for the waste incinerator (D59434), which 
could be fed from either side.”°* During May, Topf installed at Buchenwald the 
first of the two triple-muffle furnaces for the local crematorium; this furnace, 
which was of the same type as the five triple-muffle furnaces planned for 
Auschwitz, could however not be started up for lack of the blower (Gebldse) 
and its motor. 
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Actually, the furnace with three muffles, just like the 8-muffle furnace, was designed by Priifer. Let- 
ter from Kurt Priifer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. APMO, BW 
30/46, p. 6. 

RGVA, 502-1-314, pp. 2f. 

RGVA, 502-1-314, p. 5. 

The drawing includes the facade and the elevation of the crematorium. The two drawings have been 
published by Pressac 1993, his Document 9. 

RGVA, 502-1-313, p. 68. The two sketches have been published by Pressac (1993, Documents 10f.). 
RGVA, 502-1-312, p. 93. 

Letter from Topf to Zentralbauleitung dated 8 May 1942. RGVA, 502-1-312, pp. 65-68. 
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Therefore, on 29 May, Topf asked the Auschwitz Central Construction Of- 
fice to send this device to the Weimar-Buchenwald Central Construction Office 
by taking it from the Auschwitz parts, but Auschwitz refused: the blower was 
intended for the Auschwitz furnaces and would be required shortly. Topf was 
also told by Auschwitz that the construction of the crematorium was proceeding 
at “full throttle.”?”? Work, in fact, had begun on 2 June*” with the digging of 
the pit (Baugrube) for the foundations,*"! which concluded in July.*°” On 2 Au- 
gust, the Central Construction Office sent to the Huta Company the crematori- 
um Drawings Nos. 936, 1173, 1174, 934, 980, 933, 1311, 932, 1301 and 1341 
for the structural design of the building.*” 

By 14 August, the Kommando Krematorium was already 80-inmates 
strong.°°* On Monday, 17 August, Topf cabled the Central Construction Office 
that Engineer Priifer would arrive on Wednesday, 19, at 8 o’clock.*® In fact, at 
2 PM on 19 August, Priifer had a long meeting with SS Untersturmfiihrer Fritz 
Ertl in the offices of the Central Construction Office, possibly in the presence of 
Robert Koehler, which Ertl recorded in a detailed memo (Aktenvermerk) on 21 


August. The decisions taken at the meeting were as follows:°”° 


“1) Mechanic Holik will arrive here from Buchenwald on 26/27 August at the 
latest, Builder Koch in two weeks. Erection of the 5 pcs. triple-muffle furnaces at 
KGL will start immediately. The Koehler Co. of Myslowitz will undertake the 
lining of the furnaces and the ducts as well as the erection of the chimney in ac- 
cordance with the drawings and specifications of Topf & Séhne Co. 

2) Concerning the placement of 2 triple-muffle furnaces near the ‘bathing facili- 
ties for special actions ’P°"| Eng. Priifer suggested to take these furnaces from a 
consignment to Mogilev ready to be shipped; the [Auschwitz] section chief pres- 
ently at SS Wirtschafts- und Verwaltungshauptamt in Berlin was notified of this 
immediately by telephone and was requested to take the necessary steps. 

3) Concerning the erection of a 2nd crematorium with 5 triple-muffle furnaces 
as well as aeration and de-aeration installations, results of the negotiations on 
assignment of materials, already under way with Reichssicherheitshauptamt 
(RSHA), must first be waited for. 

4) Topf & Séhne Co. has by mistake sent to Auschwitz the parts of a double- 
muffle incineration furnace actually destined for Mauthausen. Eng. Priifer sug- 
gests erecting this furnace here. The 2 introduction doors and the 2 ash-removal 
doors still missing can in the meantime be taken from the shipment of the 5 tri- 
ple-muffle furnaces. 

5) The damages to the newly erected chimney for the existing crematorium [at 
the Main Camp] were inspected in the company of Herr Koehler and SS Unter- 


> Letter from Zentralbauleitung to Topf dated 5 June 1942, RGVA, 502-1-272, p. 499, and letter from 
Topf to Zentralbauleitung dated 6 June 1942, RGVA, 502-1-312, p. 52. 

30 The Baufristenplan dated 2 October 1943 erroneously speaks of 2 July 1942. RGVA, 502-1-320, p. 7. 

1! Zentralbauleitung, Baubericht fiir Monat Juni 1942. RGVA, 502-1-24, p. 224. 

3 Zentralbauleitung, Baubericht fiir Monat Juli 1942. RGVA, 502-1-24, p. 184. 

3° RGVA, 502-1-313, p. 164. 

3 Letter from Zentralbauleitung to Kommandantur dated 14 August 1942. RGVA, 502-1-313, p. 162. 

3° RGVA, 502-1-272, p. 507. 

3 RGVA, 502-1-313, pp. 159f. Cf. Document 187. 

3°7 Badeanstalten fiir Sonderaktionen. Concerning these installations, cf. Mattogno 2016, pp. 70-76. 
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scharfiihrer Kirschnek and measures to be taken were discussed. — As the chim- 

ney lining expands under the great heat, it must be enabled to move freely at the 

top and must not be attached to the outer mantle. 

6) On Thursday, 20 August 1942, the building site of the 5 triple-muffle furnace 

[sic] at KGL was inspected in the presence of SS Strm. [Sturmmann] Janisch 

and Herr Koehler, and the necessary measures were discussed. 

7) Eng. Priifer requested a written order for the supply of the 2 pcs. triple-muffle 

furnace and the double-muffle incineration furnace, as well as to be informed 

soonest as to whether the furnaces of the Mogilev consignment can be diverted. 

8) For the supply of the fireclay and other materials still missing, Topf & SGhne 

Co. must immediately be supplied with 10 freight bills.” 

In an effort to support his suggestions, Priifer asked Topf to send four copies of 
Drawing D59599 of the triple-muffle furnace, which went out on 20 August;3°8 
however, as we shall see in the following section, the only suggestion accepted 
was the diversion to Auschwitz of two furnaces from the Mogilev consignment. 

On 24 August, Robert Koehler proposed to the Central Construction Office 
the construction of the flue ducts, having sections of 1.20 m x 0.80 m and 
0.70 m x 0.60 m respectively, on the basis of Drawing No. 932 for the sum of 
3,950 RM, as well as the installation of the triple-muffle furnaces (lining and 
flue duct) on the basis of Drawing No. D59090, for a price of 2,100 RM per 
furnace.°? 

On 11 September, the Central Construction Office asked the firm Huta 
Hoch- und Tiefbau A.G. urgently to provide to Topf five bricklayers “for the 
erection of the combustion furnaces in the KGL crematorium.”*!° Work on the 
furnaces began during that month;*'! by October, one furnace had been finished 
with another under way,*!? in November, two furnaces had been completed with 
another two under construction.*'* Work, including the flue ducts and the chim- 
ney, was finished in January of 1943.34 

Work on the chimney ended in October of 1942 with the installation of the 
lightning rods, as shown by an order given by the Central Construction Office to 
the electricians’ section on 17 October for the following job on the [future] 
Crematorium II: “Fabricate and install a four-part lightning rod on the chimney 
of Crematorium I of KGL”; the work was done between 23 and 27 October.*!° 

Construction of Crematorium III began on 14 September 19427!° with the 
necessary excavations (Schachtarbeiten);*"" initially, on 23 September, 60 de- 
tainees were assigned to this job.°'* Two days later, the Central Construction 


3% Letter from Topf to Zentralbauleitung dated 20 August 1942. RGVA, 502-1-313, p. 161. 

3 Letter from Robert Koehler to Zentralbauleitung dated 24 August 1942. RGVA, 502-1-313, p. 157. 

310 RGVA, 502-1-313, p. 133. 

311 Zentralbauleitung, Baubericht fiir Monat September 1942. RGVA, 502-1-24, p. 138. 

32. Zentralbauleitung, Baubericht fiir Monat Oktober 1942. RGVA, 502-1-24, p. 86. 

313 Zentralbauleitung, Baubericht fiir Monat November 1942. RGVA, 502-1-24, p. 53. 

314 Bericht Nr. 1 of Zentralbauleitung concerning Krematorien Kriegsgefangenenlager. Bauzustand sent 
to WVHA on 23 January 1943. RGVA, 502-1-31, p. 54. 

315 Zentralbauleitung, Arbeitskarte, Auftrag Nr. 2250/250 dated 17 October 1942. RGVA, 502-2-8, p. 8- 
8a. 

316 Zentralbauleitung, Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

317 Zentralbauleitung, Baubericht fiir Monat September 1942. RGVA, 502-1-24, p. 138. 

318 Phone call by SS Obersturmfiihrer Schwarz of 22 September 1942. RGVA, 502-1-19, p. 271. 
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Office placed an order with Topf by telephone for five triple-muffle furnaces, 
three draft enhancers in suction and the necessary refractories for the flue ducts 
of Crematorium III. As we can see from Topf’s letter of confirmation, the 
corpse-introduction system for these furnaces had been simplified:*!” 

“Furthermore, for the new order, we have altered the coffin-introduction device 

by providing each furnace with a wrought-iron stretcher for the placement of the 

corpses, and with the necessary rollers on the furnace.” 

This system obviously rendered the rail device superfluous. On 5 October, Topf 
sent the Central Construction Office Drawing No. D59389 concerning the draft 
enhancers for Crematoria II and III.37° On 6 October, Topf’s master bricklayer 
(Polier), Wilhelm Koch, who was working on the furnaces for Crematorium II, 
received permission from Bischoff to enter the Central Construction Office 
workshops “to check on the fabrication of anchoring parts for the KGL cremato- 
rium. ”??! 

The detainee workshop (Hdftlings-Schlosserei) had been assigned this job on 
8 September, and worked on it with 22 detainees between 9 September and 11 
December 1942 for a total of 2,389 working hours, 24 of which were devoted to 
welding.*” 

On 26 October, the Central Construction Office informed Topf that Crema- 
torium III would be built facing Crematorium II and would be its mirror im- 
age.**> On the same day, the Central Construction Office confirmed to Topf in 
writing its verbal order of 25 September on the basis of Topf’s estimate of 30 
September, viz.: five furnaces of three muffles with five coffin-introduction 
stretchers (Sarg-einfiihrtragen) for 39,150 RM, three draft enhancers in suction 
for 9,048 RM; the refractory materials for the flue ducts for 5,504 RM; for a to- 
tal of: 53,702 Reichsmarks.*** 

On 31 October, Topf gave written confirmation of the order at the prices in- 
dicated.*”> On 28 October and at the request of the Central Construction Office 
dated 22 October, Topf sent to Auschwitz Drawing No. D59394 “for furnace II 
and Ill of KGL.”**° During October, the foundations of the chimney were 
poured, and chimney construction was begun for Crematorium III;*”’ by the end 
of November, the chimney had reached a height of 9 meters.*78 

On 27 November, Priifer inquired by telephone as to the priorities of the 
three items of the order dated 26 October and the corresponding erection work; 
the inquiry was repeated in writing on 30 November. The Central Construction 


39 Letter from Topf to Zentralbauleitung dated 30 September 1942. APMO, BW 30/34, p. 114, and BW 
30/27, p. 30. 

Letter from Topf to Zentralbauleitung dated 5 October 1942. RGVA, 502-1-313, p. 115. 
Zentralbauleitung, Bescheinigung dated 6 October 1942. RGVA, 502-1-41, p. 159. 
Zentralbauleitung, Haftlings-Schlosserei. Arbeitskarte. Auftrag Nr. 1962, ““Verankerungen fiir 5 
Stiick Muffeldfen It. beiliegender Zeichnung” dated 8 September 1942. RGVA, 502-2-8, pp. 37-37a. 
RGVA, 502-1-313, p. 95. 

Letter from Topf to Zentralbauleitung dated 26 October 1942. RGVA, 502-1-313, p. 93 and 502-2- 
26, p. 216. 

Letter from Topf to Zentralbauleitung dated 31 October 1942. RGVA, 502-1-313, p. 87. 

APMO, BW 30/34, p. 95. 

Zentralbauleitung, Baubericht fiir Monat Oktober 1942. RGVA, 502-1-24, p. 86. 

Zentralbauleitung, Baubericht fiir Monat November 1942. RGVA, 502-1-24, p. 53. 


32 
32 
32. 


nes 


32. 
32. 


RO 


32. 
32 
32 
32 


a or) 


236 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


Office replied that it intended to give priority to the de-aeration of the old crem- 
atorium at KL, and then to the installation of the draft enhancers of Crematori- 
um IT.*?? In December of 1942, work was stopped for several days — a disinfes- 
tation and disinfection campaign had become imperative because the typhus ep- 
idemic which had broken out in early July was still ravaging the camp. As hand- 
over dates, under conditions of favorable weather, for the three most-advanced 
crematoria were projected:*°° 


— Crematorium II: 31 January 1942 
— Crematorium II: 31 March 1943 
— Crematorium IV: 28 February 1943. 


On 22 December 1942, the Central Construction Office informed Topf that 
Himmler had declared the above dates to be inextensible for Crematoria II and 
Il: the Erfurt company was asked to make the necessary efforts with respect to 
the deliveries and the erection work. A visit by Priifer was suggested in order to 
check on the progress of the project.**! The deadlines set by Himmler were illu- 
sory, as the degree of completion of the crematoria was still low at the end of 
December: Crematorium II: 60%; Crematorium III: 20%; Crematorium IV: 
15%; Crematorium V: 5%.°°? 

Realizing this, the Central Construction Office asked WVHA for an exten- 
sion, which Kammler granted on the condition that the work be accelerated in 
spite of the difficulties encountered. He also requested to be informed weekly 
by telegram of the degree of progress.**? Bischoff applied Kammler’s condi- 
tions to the letter and, as early as 20 November, gave a job order to the electri- 
cians’ section for “Construction lighting in Crematorium II, as well as aiming of 
searchlights for night work / sentry chain.”*** 

On 23 January the Central Construction Office placed an order with the Otto 
Schuler Co. of Beuel for 10 coal-hauling carts (/0 Stiick Kohletransportwagen) 
for Crematorium II, but the company was not in a position to supply them.**° 
On 6 and 31 January 1943, Central Construction Office trucks performed four 
trips transporting refractories and mortar to Birkenau for the Topf project.**° On 
29 January, Priifer inspected the worksites and wrote a report on the state of 
progress. The five triple-muffle furnaces of Crematorium II were being dried in 
(“werden z. Zt. trockengeheizt’), and start-up was scheduled for 15 February. 

On the subject of Crematorium III, Priifer wrote:**’ 


3° Letter from Topf to Zentralbauleitung dated 30 November 1942. RGVA, 502-1-313, p. 61; letter 

from Zentralbauleitung to Topf dated 30 November 1942. RGVA, 502-1-314, p. 17. 

Fernschreiben (telex) from Zentralbauleitung to the WVHA dated 18 December 1942. APMO, BW 

30/27, p. 17. 

Letter from Zentralbauleitung to Topf dated 22 December 1942. APMO, BW 30/27, p. 19. 

332. Zentralbauleitung, Baubericht fiir Monat Dezember 1942. RGVA, 502-1-24, p. 7. 

333 Letter from WVHA to Zentralbauleitung dated 11 January 1943. RGVA, 502-1-313, p. 59. 

34 Zentralbauleitung, Arbeitskarte, Auftrag Nr. 98/291 dated 20 December 1942. RGVA, 502-2-8, pp. 
1-la. 

335 Letter from Otto Schuler Co. to Zentralbauleitung dated 28 January 1943. RGVA, 502-1-313, pp. 51- 
Sla. 

336 Téitigkeitsbericht der Fahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 
O/S fiir den Monat Januar 1943. RGVA, 502-1-181, p. 221. 

337 Priifbericht des Ing. Priifer to Zentralbauleitung dated 29 January 1943. APMO, BW 30/34, p. 101. 
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“The outer walls of the furnace building as well as the chimney have been com- 

pleted. Work on the smoke ducts for the incineration furnaces will begin in § 

days. Installation of the 5 pcs. triple-muffle incineration furnaces could begin in 

about 5 weeks’ time. Start-up for these incineration furnaces is possible on 17 

April 1943 at the earliest.” 
In his file memo (Aktenvermerk) of the same day, SS Untersturmfiihrer 
Kirschnek, who had accompanied Priifer during the inspection tour, added that 
the ceiling of the furnace hall at Crematorium III was under construction, and 
that the respective chimney would be ready in three days’ time.*** To make sure 
that everything would run on schedule, the Central Construction Office asked 
Topf on 2 February that Priifer be delegated to Auschwitz for three days of each 
week. The Erfurt company gave its approval, but it is not certain that Priifer 
returned before 15 February. However, on account of various obstacles, partly 
caused by failures on Topf’s part, work proceeded slowly, and start-up of 
Crematorium III was moved back to 10 April 1943.*4° 

For Crematorium II, the Central Construction Office placed an order with 
Topf on 10 February for a coal-loading device and an ash-removal device (Koh- 
lenbeschickungs- und Aschentransportvorrichtung)*' as well as, the following 
day, for a waste incinerator (Miill-Verbrennungsofen) for Crematorium III for a 
total of 5,791 Reichsmarks.*”” In an effort to render Topf more responsive, the 
Central Construction Office meanwhile turned to Kammler, explaining the 
problems encountered with this company.** On 12 February, Topf confirmed 
receipt of the cable from the Central Construction Office two days earlier, and 
announced Priifer’s arrival at Auschwitz on the 15th, for transmittal of the pro- 
posals concerning the coal-loading and the ash-removal devices.*4 The visit 
probably did take place, because a Topf letter dated 26 February mentions a 
meeting (Unterredung) of Priifer and the civilian employee Jahrling on the sub- 
ject of the disinfestation furnaces (Entwesungs-Ofen) for BW 32 (Zentralsauna). 
As an attachment to this letter, Topf sent to the Central Construction Office, for 
filing, Drawing No. D59090 of the triple-muffle furnace.**° 

According to a report by Kirschnek dated 20 February 1943, Crematorium II 
went into operation on 20 February 1943,*4° but it is likely that no cremations 


338 Aktenvermerk dated 29 January 1943. APMO, BW 30/34, p.105. The document bears no signature, 

but the registration number (Bftgb.-Nr. 43/Ki/Lp) shows Kirschnek’s abbreviation, “Lp” is the abbre- 

viation for the name of civilian employee Lippert, who worked at Bauleitung of K.G.L. “Bftgb.” sig- 

nifies “Brieftagebuch” = daily journal of correspondence. 

Letter from Topf to Zentralbauleitung dated 2 February 1943. RGVA, 502-1-313, p. 46. 

Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/34, p. 88. 

Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/34, p. 87. 

Zentralbauleitung, letter to Topf dated 11 January 1943, Auftrag Nr. 149. APMO, BW 30/34, pp. 88f. 

Letter from Zentralbauleitung to Kammler dated 12 February 1943 concerning:“‘Auftretende Schwie- 

rigkeiten mit der Fa. Topf u. Séhne” (difficulties arising with Topf & Sohne). APMO, BW 30/27, pp. 

60f. 

Letter from Topf to Zentralbauleitung dated 12 February 1943. APMO, BW 30/27, p. 61, and BW 

30/34, p. 84. 

RGVA, 502-1-336, p. 67. 

46 Téitigkeitsbericht des SS-Ustuf. (F) Kirschnek, — Bauleiter fiir das Schutzhaftlager und fiir landwirt- 
schaftliche Bauvorhaben. Zeit 1. Januar 1943 bis 31. Marz 1943 drawn up on 29 March 1943. 
RGVA, 502-1-26, p. 61. 
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were carried out there before the beginning of March. At that time, in fact, the 
painters’ section of the Central Construction Office, which was covering Crem- 
atorium II with whitewash,*“’ was given the job of painting black all metal parts 
of the cremation furnaces and of applying a coat of rust-proofing lacquer to all 
piping, i.e. very probably the compressed-air ducts leading into the furnaces. 
The job was completed on 27 February.*#8 

Operation of the crematorium began in earnest in early March of 1943. On 2 
March and on the request of the Auschwitz camp administration, SS Ober- 
sturmbannfiihrer Arthur Liebehenschel, assistant head of Office Group D of 
WVHA, ordered KL Buchenwald to transfer immediately to Auschwitz Kapo 
August Briick*? for work at the crematorium. (At that time August Briick was 
Kapo of the crematorium at the Buchenwald Camp.) Briick arrived at Ausch- 
witz on 5 March.*°° The day before, Kapo Mieczystaw Morawa, Kapo of Crem- 
atorium I at Auschwitz, had been transferred to Crematorium II to take on the 
function of Kapo in that facility.*>! 

On 11 March, the Central Construction Office sent to the camp administra- 
tion in triplicate the operating instructions for the triple-muffle furnace: two 
copies were to be posted in Crematorium II, a third one was filed.**? On 17 
March, Jahrling wrote a memo for the file on the subject “Estimation of coke 
consumption at Crematorium II, KGL, based on data received from the Topf & 
Sohne Co. (builders of the furnaces) on 11 March 1943.”3°? The estimate of the 
consumption of coke, however, refers to all four crematoria at Birkenau (see 
Chapter 10). 

This file memo was the corrected version of a note penned by Jahrling on 12 
March — transmitted the same day to Bischoff and to the camp’s commandant, 
SS Obersturmbannfiihrer H6ss — which, however, had contained two mistakes, 
one in the calculation of the consumption of Crematoria IV and V, the other in 
the sum total.*°* On 20 March, SS Standortarzt at Auschwitz, SS Hauptsturm- 
jiihrer Eduard Wirths, addressed a letter to the camp commandant on the subject 
of the detainee infirmary (Hdftlings-Krankenbau, HKB) at KGL in which he re- 


quested i.a.:°°° 


“For the removal of the corpses from the HKB to the crematorium, 2 covered 
hand-carts must be provided, allowing the transportation of 50 corpses each.” 


347 “Whitewash all rooms of Crematorium II” (Weissigen [sic] sdimtliche Réume des Krematoriums ID): 


work done between 18 and 23 February 1943 for 406 hours of work. Zentralbauleitung, Arbeitskarte, 
Auftrag Nr. 200/4 dated 18 February 1943. RGVA, 502-1-314, pp. 26-26a. 

348 Zentralbauleitung, Malerei, Arbeitskarte, Auftrag Nr. 210/7 dated 24 February 1943. RGVA, 502-1- 
314, pp. 27-27a. 

34 APMO, D-Aul-3a, p. 72. 

350 APMO, D-Aul-3a, p. 101. Czech 1989, p. 431. 

351 APMO, D-Mau-3a/16408. 

352 Letter from Zentralbauleitung to Verwaltung der Kommandantur K.L. Auschwitz dated 11 March 

1943. APMO, BW 30/34, p. 56. 

Thave not found this letter. 

354 Aktenvermerk by Jahrling dated 12 March 1943. APMO, 30/7/34, p. 68. 

35 RGVA, 502-1-261, p. 112. 
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At that time, on account of the enormous mortality among the detainees — more 
than 200 deaths per day**° — the two crematoria already in operation (II and IV) 
were being used at full capacity, which immediately caused damage to them. 
The first problems at Crematorium II were encountered even before the official 
hand-over transaction of the building was concluded with the camp command 
(Ubergabeverhandlung), which took place on 31 March:°? On 25 March, 
Kirschnek had written a file memo on the subject of a meeting that had taken 
place at Auschwitz on 24 and 25 March between the Topf representatives Priifer 
and Schultze and the Central Construction Office representatives, SS Unter- 
sturmfiihrer Kirschnek and, most probably, the civilian employee Lehmann.*°* 


In this memo, Kirschnek noted with respect to Crematorium II i.a.:°°? 


“As the three draft enhancers in suction have not proved to be useful in any way 
and have even suffered damage after the first usage at full load because of high 
temperatures, they will be dismantled at the expense of Topf & Sdhne Co. and 
removed by this company.” 
Central Construction Office intended to keep the three electrical motors of 15 
hp each in case they were not damaged by the high temperatures and to replace 
the coffin-introduction carts (Sargeinfiihrungswagen) by the more-practical 
stretchers (Leichentragen). On the subject of Crematorium II, Kirschnek wrote: 
“On account of the experience at Crematorium II, the draft enhancers projected 
and supplied will not be mounted, but will be taken over and stored by the Cen- 
tral Contruction Office.” 
It is clear that the problems arose a few days earlier, because Schultze and 
Priifer would have had to be notified first and then travel from Erfurt to Ausch- 
witz. The damage was due to the combined effect of two causes: in order to 
raise the capacity of the furnaces, the draft enhancers were run at full speed, and 
this, together with a mistake in the design of the triple-muffle furnace,* led to 
a rise in the flue-gas velocity such that the combustion gases generated by the 
corpses in the center muffles left the furnaces in an uncombusted state, with 
combustion taking place essentially in the flue ducts, where it caused overheat- 
ing. In this manner, the three draft enhancers, placed upstream of the chimney, 
suffered irreparable damage. Topf could not but assume responsibility. On 16 
April, they declared themselves ready to take back the three faulty draft enhanc- 
ers, crediting the Central Construction Office with the sum of 3,705 RM;°**! the 
devices were dismantled by the Topf technician Messing between 17 and 19 
May 3 


356 Staatliches Museum..., Vol. 1, p. 237. Sterbebuch 10 for 1943, has 1,452 death certificates between 

18 and 24 March. 

Zentralbauleitung, Ubergabeverhandlung for Bauwerk Nr. 30 K.G.L. Krematorium IT to Komman- 

dantur (Unterkunftsverwaltung) des K.L. Auschwitz dated 31 March 1943. RGVA, 502-2-54, p. 77. 

The document was registered as “45629/43/Kir/Lm”: “Lm” was the abbreviation of the name of civil- 

ian employee Lehmann. 

APMO, BW 30/25, p. 8. 

Cf. in this connection Subchapter 10.10. 

Letter from Topf to Zentralbauleitung dated 16 April 1943. APMO, BW 30/34, p. 36; Postkarte from 

Topf to Zentralbauleitung dated 16 April 1943. RGVA, 502-2-26, pp. 231-23 1a. 

3 Topf, Arbeitszeit-Bescheinigung for Messing, 17-19 May 1943: “Im Krematorium II (Bauwerk 30) 
die 3 Stiick Saugzuganlagen abmontiert.” RGVA, 502-1-306, pp. 91-9 1a. 
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Thus, the Birkenau crematoria operated without forced-draft devices, just 
like the old crematorium at the Auschwitz Main Camp after the replacement of 
the chimney.** Quite soon, however, the Central Construction Office would 
discover that the damage caused by the March incidents was not limited to the 
draft enhancers: the refractory lining of the chimney was damaged and had part- 
ly collapsed, as had parts of the vaults (ganze Gewélbeteile) of the flue ducts.°™ 
Repair work was assigned to the Koehler Co., which had built both the chimney 
and the ducts, whereas Topf had to redesign the damaged sections. The Erfurt 
company, though, possibly in an effort to avoid being once again blamed for the 
incidents, attempted from the beginning to stall matters. 

As early as April, when Priifer visited Auschwitz, the Central Construction 
Office asked Topf for a new design of the refractory lining of the chimney.*® 
As Topf was dragging its feet, the Central Construction Office began to bom- 
bard the company with urgent cables; the first one, sent by SS Untersturmfiihrer 
Kirschnek on 11 May, requested the immediate arrival of Priifer “with all draw- 
ings and calculations of the chimneys.’° Kirschnek used the plural “chim- 
neys,” because meanwhile the two chimneys of Crematorium IV had run into 
the same problems, as we can see from the urgent telegram sent by Bischoff on 
14 May:3°” 


“Bring thermotechnical and structural calculations for chimneys of Crematoria 

II and IV. Presence of Chief Engineer Priifer imperative immediately.” 

On the same day, civilian employee Rudolf Jahrling called Topf on the tele- 
phone only to learn that Priifer was away on a business trip to the Rhineland; he 
was assured that Priifer would come to Auschwitz on 17 May,*° but that did not 
happen. On 21 May, Koehler sent the Central Construction Office a letter con- 
cerning repair work on the lining of the chimney at Crematorium II. Koehler 
had learned from Kirschnek that Priifer would not bring the design plans for the 
new project before the middle of the following week. To gain time, he proposed 
to dismantle the remaining parts of the chimney lining so that two of his special- 
ists could begin with the repair work as soon as the design plans for the new 
project arrived. Before sending his men, he wanted to receive the order from the 
Central Construction Office,*® which was issued on 29 May. 

Priifer actually did go to Auschwitz very briefly on 24 May, although not in 
order to bring the new drawings for the chimney lining, but to request payment 
of some outstanding invoices.*”° In the meantime, Topf sought to evade their re- 
sponsibilities by claiming that they had not been given the order for the con- 
struction of the chimney, which had instead been placed with the Koehler Co., 


38 Fragebogen, undated, but probably dating from June 1943: RGVA, 502-1-312, p. 7 (for Auschwitz), 
p. 8 (for Birkenau). 

3 Letter from Zentralbauleitung to Topf dated 17 July 1943. APMO, BW 30/34, p. 17. 

® Letter from Zentralbauleitung to Topf dated 19 June 1943. APMO, BW 30/34, pp. 22f. 

36° Dringendes Telegramm from Kirschnek dated 11 May 1943. APMO, BW 30/34, p. 44. 

367 Dringendes Telegramm from Bischoff dated 14 May 1943. APMO, BW 30/34, p. 41. 

Note by Jahrling on the above Telegramm, ibid. 

3® Letter from Robert Koehler to Zentralbauleitung dated 21 May 1943. RGVA, 502-1-313, p. 37. 

3 Letter from Topf to Zentralbauleitung dated 25 May 1943. RGVA, 502-1-327, p. 83. 
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making Koehler the only party responsible.*”! This was only partly true, howev- 
er, because Koehler had built the chimney on the basis of Topf’s specifications, 
and Topf had also carried out the necessary thermo-technical calculations. Fol- 
lowing Koehler’s advice, the Central Construction Office embarked on the pre- 
liminary repair work. An undated sketch, certainly dating from that period, 
shows the damaged parts of the chimney.>”” 

On 29 May, Bischoff cabled Topf that the drawings promised by Priifer had 
not yet been received, and requested their immediate dispatch, otherwise the 
work would have to be interrupted. The next day Bischoff reiterated his request 
in another urgent telegram, and stated that the work would be interrupted that 
day “wegen Fehlen der Zeichnung”’. Topf explained that Koehler had mailed to 
them the original drawing and the structural calculations ten days earlier but had 
recalled them immediately; Topf thus had sent them back. On 29 May, Koehler 
had asked Topf for the preparation of a new drawing and new structural calcula- 
tions, but in order to do this, Topf required the old drawing and calculations, 
which meant that the new drawing could only be prepared once those docu- 
ments were received.*”3 

On 19 June, Bischoff decided to clarify once and for all the responsibility for 
the chimney damage at Crematorium II. He sent Topf a letter in which he ex- 
pressed his point of view quite explicitly: the previous exchange of letters and 
telegrams had raised the suspicion that Topf wanted to bury the whole matter. 
Already on the occasion of Priifer’s previous visit to Auschwitz in April, the 
Central Construction Office had asked him for a new design of the chimney lin- 
ing, because the former one had turned out to be faulty under practical condi- 
tions. The negotiations between Robert Koehler and Priifer had ended with the 
latter’s promise that he would send the new design as soon as possible. 

“Herr Priifer knew that the former chimney installation was executed by the 

Koehler Company exactly in accordance with the drawing provided by you (for 

the development of the project, your company at the time charged 1,769.36 RM) 

and with the fireclay lining specified by you in your cost estimate dated 12.2.42, 

Item II. In spite of this, your company asked Herr Koehler in Myslowitz for a 

drawing and the structural calculations of the chimney, which you did receive in 

the end.” 
Instead of coming up with a new design, Topf continued to stall for unknown 
reasons. “Since the facility, which was still being needed most-urgently, could 
not be used without the completion of the new chimney lining,” Bischoff asked 
Topf to keep its word and to send the new design to the Koehler Co. immediate- 
1y27* 

Finally, Topf sent the requested documents. On 19 July, the Central Con- 
struction Office informed Topf that “the subject work was nearly finished” and 
placed the responsibility squarely on the Erfurt company:°”° 


371 Letter from Topf to Zentralbauleitung dated 25 May 1943. RGVA, 502-1-313, pp. 36-36a. 
3 APMO, BW 30/34, p. 24. 

33 Letter from Topf to Zentralbauleitung dated 2 June 1943. RGVA, 502-2-54, pp. 87-87a. 
°4 Letter from Zentralbauleitung to Topf dated 19 June 1943. APMO, BW30/34, pp. 22f. 

3 Letter from Zentralbauleitung to Topf dated 17 July 1943. APMO, BW 30/34, p. 17. 
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“On the basis of the new drawings supplied by you one can see that your initial 
design of the chimney did not take into account the differences in the thermal 
expansions and the high temperatures to be expected and that this was taken in- 
to consideration only in your second design. The question of responsibility is 
thus unresolved until we receive respective instructions from our superiors in 
Berlin. We advise you furthermore that the very-seriously affected heating chan- 
nels (on various occasions complete sections of the vaults collapsed) will have 
to be repaired and/or rebuilt shortly.” 
In their long reply to this letter, Topf reiterated that they had nothing to do with 
the construction of the chimney, for which they had specified merely the height 
and the cross-sectional area, and insinuated that Koehler Co. might have used 
bricks of poor quality and ordinary mortar instead of clinkers and refractory 


mortar. Moreover, Topf knew nothing of the damage to the flue ducts:3”° 


“Our supervisor Koch who returned from your site 3 weeks ago did not report 
any such damage, although he had once again checked everything before leav- 
ing. As the crematorium has been out of service for 6 weeks, we cannot explain 
who has caused the alleged collapse of the ducts.” 
On 10 September 1943, Priifer visited the Central Construction Office to discuss 
with Bischoff and Kirschnek the liability for the chimney damage and the ex- 
penses involved. The following day, Robert Koehler was summoned as well. SS 
Untersturmfiihrer Kirschnek wrote a long account of the discussions on 13 Sep- 
tember,*”” which, however, was full of mistakes and was not approved by Bis- 
choff and had to be redrafted the day after.*”* This document, which we summa- 
rize here, sets out the positions of the three parties involved. The Central Con- 
struction Office asserted that the damage to the chimney was primarily due to 
mistakes in the design and to poor advice from Topf on the subject of the con- 
struction. 

In 1942, Priifer had been the consultant for the entire installation, and had 
declared to members of the Central Construction Office that the crematoria had 
to be built in accordance with the drawings provided by Topf. As far as the 
chimneys (of Crematoria II and HI) were concerned, they had, on the one hand, 
been erected in accordance with the specifications of the chimney originally to 
be built at the Stammlager and, on the other hand, the dimensions and structural 
details had been taken from Topf drawings. The original drawings showed a re- 
fractory lining 12 cm in thickness up to a height of 6 meters; above this level, 
there were ordinary bricks. The Central Construction Office insisted, moreover, 
on the correctness of the information concerning the partial breakdown of the 
flue ducts which Topf had put in doubt: these facts had been ascertained by the 
Ober-Kapo of the crematoria. 

“On this occasion — Kirschnek goes on to say — it was also observed that all 

[flue-duct] dampers controlling the draft had melted on account of their wrong 


376 Letter from Topf to Zentralbauleitung dated 23 July 1943. RGVA, 502-1-313, pp. 28f. 

377 Zentralbauleitung, Aktenvermerk by Jahrling dated 13 September 1943. APMO, BW 30/25, pp. I1f. 

38 Zentralbauleitung, Aktenvermerk by Jahrling dated 14 September 1943. RGVA, 502-1-26, pp. 144- 
146. 
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installation; the problems were resolved on the basis of [our] own experience 

and currently permit flawless operation.” 

Priifer, for his part, brought in a new explanation which again blamed the Koeh- 
ler Co.: the damage was due to the fact that, above 6 m, ordinary mortar instead 
of refractory mortar had been used, and also because of mistakes in the structur- 
al calculations of the chimney, but this was denied by Robert Koehler, who was 
questioned on this point the following day. The Central Construction Office 
could not but reproach Priifer for giving a different reason on each of his visits 
to Auschwitz. 

“On his last visit but one he named, in the presence of the commandant, the 

great stresses due to the firing of single furnaces — something not considered in 

the design — to have been the cause.” 
The Central Construction Office agreed with this explanation, all the more-so as 
Topf’s new design for the chimney lining contained a number of open gaps, “so 
that the expansion of the brickwork relative to that of the lining can absorb pos- 
sible stresses caused by the firing of single furnaces.” 

Robert Koehler’s case rested on the overloading of the chimney. In the end, 
a compromise was reached which terminated the controversy for good: each of 
the parties involved — Topf, Robert Koehler, the Central Construction Office — 
would pay one third of the cost of the repair work, estimated to be 5,000 RM,?”8 
but actually only amounting to 4,500 RM when the job was finished. Topf con- 
firmed Priifer’s decision on 16 September, reluctantly accepting to pay its 
share.*”? On 28 September the Central Construction Office reminded Robert 
Koehler of his obligation, and informed him that he would receive the corre- 
sponding invoice in a few days.*®° Topf was sent their own invoice — in the 
amount of 1,621.30 RM — a day later.**! 

Summarizing matters, the damage to the chimney and the flue ducts oc- 
curred in the latter half of March but was discovered only in the following 
month,**” as the Central Construction Office requested Priifer to send a new de- 
sign for the chimney lining at that time. Work on the dismantling of the dam- 
aged refractory lining began a few days after the arrival of Robert Koehler’s let- 
ter of 21 May, probably on 24 May, after Bischoff’s telephone conversation 
with Priifer; it stopped on 1st June, but it was not possible to carry out further 
repairs, because the new design of the chimney lining had not yet been received. 
This repair project was assigned to the Koehler Co., whose personnel were sure- 
ly present at Auschwitz on 29 May, and it is probable that Koehler took part in 
the dismantling job. 

In the Topf letter of 23 July, it is said that Crematorium II had been out of 
service for six weeks, i.e. since 11 June, but any cremation activity surely ended 


3 Letter from Topf to Zentralbauleitung dated 19 September 1943. RGVA, 502-1-313, p. 16. 

38 Letter from Zentralbauleitung to Koehler Co. dated 28 September 1943. APMO, BW 30/34, p. 16. 

8! Letter from Zentralbauleitung to Topf dated 29 September 1943. APMO, DZ-Bau, nr. inw. 1967, p. 
183. 

Inspection of the flue-gas ducts and of the base of the chimney was possible earlier, because each of 
the five ducts was equipped with an inspection hole 45 cm x 51 cm closed by a double lid (Fuchsein- 
steigeschachtverschluss. Rahmen [frame] mit Doppeldeckel), while the chimney possessed a cleaning 
port 39 cm x 51 cm with closure (Reinigungstiir). 
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earlier than that, because one cannot imagine any cremations being carried out 
with workers present inside the chimney; hence, cremations must have stopped 
around 24 May. 

The crematorium was possibly used normally until the damage was discov- 
ered, but, keeping in mind the Central Construction Office’s experience with the 
Main Camp Crematorium, it is difficult to believe that operation would have 
been at full load later on; in fact, between 24 and 30 April 1943 all windows of 
the furnace hall of Crematorium II as well as those of the adjoining rooms were 
being blackened**? (a countermeasure against air raids). Repair work on the 
chimney lining began after 19 June — when Koehler had not yet received 
Priifer’s new design — and was essentially concluded on 17 July 1943, but it was 
still necessary to repair the flue ducts. The repair work on the flue ducts proba- 
bly ended only in late August, because on 30 August the Central Construction 
Office asked the materials store (Materialverwaltung) for the supply to Crema- 
torium II of various lacquer products for use by the inmate paint shop (Hdft- 
lings-Malerei).*** 

At the end of March 1943, the construction of the cremation furnaces had 
hardly begun on Crematorium III.**° Even though the Central Construction Of- 
fice attempted to speed matters up — for the first two days of May it asked the 
camp command that the Kommando Krematorium be increased to 250 detainees 
for urgent tasks*°° — work dragged on well beyond the target date of 10 April 
1943. The hand-over transaction, in fact, bears the date of 24 June 1943,3°” and 
that is probably also the start-up date, because the lightning rods of the chimney 
were installed on 21 and 22 June.*** On 28 June, the Central Construction Of- 
fice reported to WVHA the completion of Crematorium III. This letter begins 
with the following words (cf. Documents 248, 248a): 


“T announce completion of Crematorium III as of 26 June 1943.” 


This is followed by the report of the “throughput” (Leistung) of the four existing 
crematoria “for an operating time of 24 hours”: 340 “persons” (Personen) for 
Crematorium I (six muffles), 1,440 “persons” for each of Crematoria II and III 
(fifteen muffles each), 768 “persons” for each of Crematoria IV and V (eight 
muffles each); for a total of 4,756 “persons.” Concerning the data given in this 
letter — absolutely incredible from a technical point of view (coke consumption 


383 Zentralbauleitung, Arbeitskarte fiir Malerei, Auftrag Nr. 271/15 dated 17 March 1943: “Streichen 


sdmtlicher Fenster des Verbrennungsraumes u. Nebenrdume mit blauer bzw. schwarzer Verdunke- 
lungsfarbe.” RGVA, 502-1-314, pp. 25-25a. 

Zentralbauleitung, Anforderung no. 27 dated 30 August 1943. An die Materialverwaltung. RGVA, 
502-1-314, p. 23. 

Tatigkeitsbericht des SS-Ustuf. (F) Kirschnek, — Bauleiter fiir das Schutzhaftlager und fiir landwirt- 
schaftliche Bauvorhaben. Zeit 1. Januar 1943 bis 31. Marz 1943 dated 29 March 1943. RGVA, 502- 
1-26, p. 61. 

Letter from Zentralbauleitung to Kommandantur des K.L. Auschwitz dated 30 April 1943. RGVA, 
502-1-256, p. 154. 

Zentralbauleitung, Ubergabeverhandlung for Bauwerk Nr. 30a KGL. Krematorium II dated 24 June 
1943. RGVA, 502-2-54, p. 84. 

Zentralbauleitung, Arbeitskarte, Auftrag Nr. 183/301 dated 9 February 1943. RGVA, 502-1-315, pp. 
22-22a. 
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and duration of the cremation) — we refer the reader to Chapters 8-10, in par- 
ticular to Subchapter 9.6. 

On 20 August 1943 the Pliitzsch Co. sent to Auschwitz on Topf’s orders a 
freight car with 3,750 normal refractory bricks, 400 conical refractory bricks 
and 1,500 kg of refractory mortar, but the Materialverwaltung (materials admin- 
istration) did not credit the shipment to Topf “because the work had not yet 
been finished.” Consequently, the Central Construction Office, believing that 
they had paid for the materials out of their own pocket, sent Topf the corre- 
sponding invoice in an amount of 887.95 Reichsmarks. Topf, on 7 December, 
suspecting a mistake, asked the Central Construction Office to check into the 
matter; on 16 December the mistake was rectified.**? 

The work referred to by the Materialverwaltung did not, however, concern 
the crematoria, but the two hot-air-disinfestation chambers to be installed in the 
Zentralsauna. 

The first damage to the cremation furnaces themselves arose at the end of 
October of 1943. On 27 October, the Central Construction Office ordered the 
metal-working shop at DAW”? to repair 20 ash-removal doors. Work was fin- 
ished on 27 January 1944.*?! 

On 22 November, the garrison administration asked the Central Construction 
Office for the “installation of heating stoves in the crematoria constructed, as 
well as erection of a roof over the refuse pit near Crematorium II.”3°? A month 
later, SS Untersturmfiihrer Josef Janisch, Bauleiter at KGL, replied that “the 
stoves needed in the detainee housing area of Crematorium II have been in- 
stalled,”*°? which suggests at least the imminent transfer of the detainees work- 
ing at Crematorium II into the lodgings arranged for them in the attic of the 
building. 

On 30 January 1944, the Central Construction Office sent Topf a telegram 
asking Priifer and the mechanic Koch to come to Auschwitz immediately to re- 
pair the walls of the hot-air chambers of the disinfestation facility set up at the 
Zentralsauna. Topf accepted (albeit sending foreman Holick rather than 
Koch),*”* and on 2 February 1944, the Central Construction Office requested 
the camp commandant SS Obersturmbannfiihrer Liebehenschel, to issue a 
camp-access permit for the two men, giving the following reason:>” 

“Senior Engineer Priifer and Herr Holick have been called here by this authori- 

ty to inspect and/or repair the damage detected at the large disinfestation unit of 

KGL and at the crematoria.” 


3 Letter from Topf to Zentralbauleitung dated 7 December 1943. RGVA, 502-1-327, pp. 38-38a, and 
letter from Materialverwaltung to Abteilung Rechnungslegung dated 16 December 1943. RGVA, 
502-1-327, p. 40. 

Deutsche Ausriistungswerke, German Equipment Works, an SS enterprise producing and repairing 
construction accessories. 

APMO, Hoss Trial, Dpr.-Hd/1 1a, p. 95. 

Letter from Bauleiter Jothann to Bauleitung KGL dated 22 November 1943. RGVA 502-1-313, p. 17. 
Letter from Bauleiter Janisch to Zentralbauleitung dated 21 January 1944. RGVA, 502-1-313, p. 15. 
Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, pp. 88-88a. 

Letter from Zentralbauleitung to SS-Obersturmbannfiihrer Liebehenschel dated 2 February 1944. 
RGVA 502-1-345, p. 50. 
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Damage to the disinfestation furnaces was less-serious than had been feared: 
only the joints between the heating channels and the brickwork had opened up, 
and Holick would close them up with Monolite mortar,*”° a refractory material. 
Damage to the crematoria furnaces, however, was more-serious. On 22 Febru- 
ary, the garrison administration ordered the Central Construction Office to sup- 
ply 20 sacks of Monolite, 200 refractory bricks and 200 refractory wedge bricks 
for “imminent repairs on the crematoria.”>”” 

On 13 April 1944, the Central Construction Office ordered Schlosserei of 
DAW to repair 20 furnace doors and 10 scrapers at Crematoria II and III. The 
job was completed on 17 October 1944.°°8 In early May, damage to the brick- 
work was reported, certainly in the flue ducts or the chimneys, because on 9 
May the Bauleiter of KL II (Birkenau) asked the camp command for a “permit 
for entry to Crematoria I-IV” to be issued for Koehler Co., because the firm had 
been contracted to execute “urgent repairs on [the] crematoria.”>”” 

At the end of the month, more damage struck the furnaces. On 31 May, the 
Crematoria Administration at Birkenau ordered DAW to repair two muffle doors 
and five closures,*°° plus other minor jobs. The repair work was done between 
20 June and 20 July and cost 46.90 RM (Czech 1989, p. 789). A later order, 
dated 7 June 1944, concerned “required repairs on Crematoria 1-4 between 8 
June and 20 July 1944.” Work was reported completed on 6 September 1944.3°8 

Operation of Crematoria II and III ceased in early December of 1944: On Ist 
December, a women’s detail was set up for the demolition of Crematorium II 
(Czech 1989, p. 939); on the 8th, the head of the Central Construction Office, 
SS Obersturmfiihrer Jothann, asked Abteilung Ula (assignment of detainees) to 
assign immediately 100 detainees for demolition work “near crematorium camp 
T1),*°' undoubtedly meaning Crematorium II. 

On 20 December 1941, Topf sent to Auschwitz a preliminary invoice, dated 
18 December, in accordance with its cost estimate of 4 November, of which on- 
ly the first page has been preserved: the five triple-muffle furnaces cost 6,378 
RM each, the coffin-introduction devices 1,780 RM, the complete flue ducts 
4,045 RM, and the three draft enhancers 3,016 RM each.*”? These amounts are 
in agreement with those appearing in Topf’s Invoice No. 69 of 27 January 
19434° and in the final invoice bearing the same date.*™ Besides the items men- 
tioned above, these invoices also comprise a waste incinerator at an amount of 
4,474 Reichsmarks. 


6 Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, p. 88a. 

37 Letter from SS-Standortverwaltung to Zentralbauleitung dated 24 February 1944. RGVA, 502-1-313, 
p. 13. 

398 APMO, Hoss Trial, Dpr.-Hd/1 1a, p. 96. 

*° Letter from Bauleiter des Lagers II to Kommandantur des K.L.II Birkenau dated 9 May 1944. RGVA, 

502-1-83, p. 377. 

The closures of the ash chambers or of the hearths or of the loading ports of the gasifiers. 

RGVA, 502-1-67, p. 227. 

RGVA, 502-1-327, p. 46. 

Topf, Rechnung Nr. 69 dated 21 January 1943 concerning the construction of 5 triple-muffle furnaces 

at Crematorium II. RGVA, 502-1-327, pp. 100-100a. 

Topf, Schluss-Rechnung dated 27 January 1943 concerning the construction of 5 triple-muffle furnac- 

es at Crematorium IT. RGVA, 502-2-26, pp. 230-230a. Cf. Document 215. 
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The total cost of the devices supplied and installed by the Topf Company 
thus came to 51,237 Reichsmarks. From this figure, 3,705 RM were deducted as 
reimbursement of the three draft enhancers taken back by Topf after they had 
been damaged. The remaining 47,532 RM were paid by Kasse der Bauin- 
spektion der Waffen-SS und Polizei Reich-“Ost” in two advance installments of 
25,000 RM on 13 February 1942 and of 15,000 RM on 17 September, and a fi- 
nal amount of 7,532 RM on 22 November 1943.4 

The total cost of the devices supplied by the Topf Company and installed in 
Crematorium III was 53,702 RM: 39,150 for the five triple-muffle furnaces 
(costing 7,830 RM each), 9,048 RM for the three draft enhancers mentioned in 
the invoice in accordance with the cost estimate of 30 September 1942, actually 
supplied by Topf but never installed by the Central Construction Office, 5,504 
RM for the supervision of the construction work of the flue ducts.*°° Payment 
was effected by an installment of 27,000 RM on 4 December 1942, a second 
payment of 5,500 RM on 8 December 1942, and a final payment of 21,202 RM 
on 22 November 1943.47 


6.3. The Furnaces of Crematoria IV and V at Birkenau 


On 4 December 1941, HHB in Berlin ordered from Topf “4 pcs. Topf double-4- 
muffle incineration furnaces,” i.e. four furnaces with eight muffles for Mogilev 
in Russia,*°° where PoW Transit Camp No. 185 was located. Topf confirmed 
receipt of the order on 9 December, but on 30 December only one half of a fur- 
nace was sent to Mogilev, i.e. four muffles; as we will see, two furnaces would 
be set up at Auschwitz while one and a half furnaces were temporarily held in 
Topf’s warehouse.‘ 

Accepting the suggestion made by Priifer when he visited Auschwitz on 19 
August 1942, WVHA decided on 26 August to send to Auschwitz two of the 
furnaces on order for Mogilew. The Central Construction Office went to work 
immediately. A telegram went out to Topf the same day requesting the drawing 
of the building meant to house for the 8-muffle furnace (the future Crematorium 
IV), because construction work was to begin immediately.*!° For 31 August, 
Topf provided the Monteur Martin Holick,*!' who also brought with him the 
necessary plans (D60125).*!” 

For the 8-muffle furnace, Topf had designed two chimneys, each 16 m high 
with internal cross-sectional dimensions of 0.80 m x 0.80 m, and refractory lin- 


45 Zentralbauleitung, Schlussabrechnung iiber Errichtung von 5 Stiick Dreimuffel-Eindischerungséfen, 


BW 30, 11 November 1943. RGVA, 502-2-26, pp. 226-228. Cf. Document 188. 

Topf, Rechnung Nr. 728 dated 27 May 1943 concerning the construction of five triple-muffle furnac- 
es at Crematorium III. RGVA, 502-1-327, pp. 190-190a. Topf, Schluss-Rechnung Nr. 728 dated 27 
May 1943 concerning the construction of five triple-muffle furnaces at Crematorium III. RGVA, 502- 
2-26, pp. 215-215a. Cf. Document 216. 

Zentralbauleitung, Schlussabrechnung iiber Errichtung von 5 Stiick Dreimuffel-Eindscherungs6fen, 
BW 30a, 11 November 1943. RGVA, 502-2-26, pp. 211-213. Cf. Document 189. 

Letter from HHB to Topf dated 4 December 1941. RGVA, 502-1-327, pp. 47f. 

Letter from Topf to Zentralbauleitung of 9 December 1941. APMO, BW 11/1, pp. 4f. 

Telegram from Zentralbauleitung to Topf dated 26 August 1942. RGVA, 502-1-313, p. 155. 

“"' Letter from Topf to Zentralbauleitung dated 27 August 1942. RGVA, 502-1-313, p. 152. 

42 Letter from Topf to Zentralbauleitung dated 31 August 1942. RGVA, 502-1-313, p. 150. 


406 


40’ 


a 


40: 
40! 
41 


oS & 


is) 


248 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


ing up to a height of six meters. As these furnaces had originally been destined 
for Mogilev, where coke supply was difficult, they were equipped with hearths 
for wood, which Topf, for the furnaces going to Auschwitz, adapted for use 
with coke by means of inclined and horizontal grates: two gasifiers were 
equipped with horizontal grates only; the other two had inclined hearth bars 
changed to horizontal grates. In view of the extremely short service life ex- 
pected for the inclined hearth bars, Topf recommended to the Central Construc- 
tion Office to order spare coke-hearth bars. Furthermore, because of transporta- 
tion problems, the Mogilev Furnaces had been designed without insulation, but 
Topf was ready to furnish insulating material to the Central Construction Office 
on request.*!” On Ist September, the Central Construction Office sent Topf 20 
freight bills for the shipment of the furnaces and the refractory material.*!* 

On 4 September, Topf sent the Central Construction Office the drawing of 
the furnace foundations (D59555) and the drawing of the anchoring system 
(D60129),*"* plus a list of the individual anchor bars,*!> which would be fabri- 
cated locally by the detainee workshop for the Central Construction Office.*!° 
On 7 September, the furnace drawing itself (D60132) was ready. In the letter of 
transmittal, Topf explained to the Central Construction Office that one gasifier 
had been allocated to each pair of muffles; the furnace thus had eight muffles 
and four gasifiers, which were positioned in the central part of the furnace; two 
pairs of muffles would be given a common chimney having the dimensions pre- 
viously indicated in Topf’s letter dated 31 August 1942. Topf also announced 
the arrival of Builder Wilhelm Koch within a week.*"” 

The following day, Topf dispatched a freight car containing the metal parts 
of the two furnaces with a total weight of 12,186 kg, which arrived at Ausch- 
witz on the 11th.*!8 In accordance with Topf’s offer of 2 September concerning 
the changes in the type of fuel and the corresponding modifications, the Central 
Construction Office ordered on 15 September four wrought-iron covers for the 
hearths with frames, jackscrews and refractory lining, as well as 2,500 insulat- 
ing bricks and 600 kg of rock wool for each of the furnace‘s insulation, plus the 
replacement bars for the hearths of the gasifiers, at a total price of 3,258 
Reichsmarks.*”? As the two furnaces had altogether eight gasifiers, there were 
eight covers and not four, as Topf was quick to rectify.*”? However, the respec- 
tive invoice paid on 2 February 1944 still spoke of four covers — probably for 
reasons of accounting.*”! On 26 October, referring to the WVHA letter addressed 
to Topf on 26 August, the Central Construction Office transmitted to the Erfurt 
company the post-dated confirmation of the order for two furnaces with eight 


43 Letter from Zentralbauleitung to Topf dated 1st September 1942. RGVA, 502-1-313, p. 148. 

414 Letter from Topf to Zentralbauleitung dated 4 September 1942. RGVA, 502-1-313, p. 140. 

45 'Topf, Verankerung zu einem 8-Muffel-Ofen. RGVA, 502-1-313, p. 141. Cf. Document 237. 

416 Note from Schlosserei to Zentralbauleitung dated 15 September 1942. RGVA, 502-1-313, p. 132. 
417 Letter from Topf to Zentralbauleitung dated 7 September 1942. RGVA, 502-1-313, pp. 139-139a. 
418 Topf, Versandanzeige dated 8 September 1942 concerning “2 kompl. Achtmuffel-Eindischerungséfen.” 
RGVA, 502-1-313, pp. 143-143a. Cf. Document 231. 

Letter from Zentralbauleitung to Topf dated 15 September 1942. RGVA, 502-1-312, p. 22; letter 
from Topf to Zentralbauleitung dated 22 September 1942. RGVA, 502-1-313, pp. 127-127a. 
Letter from Topf to Zentralbauleitung dated 30 September 1942. RGVA, 502-1-313, p. 118. 
Topf, Rechnung Nr. 322 dated 23 March 1943. RGVA, 502-1-327, p. 22. 
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muffles as per Drawing D60125, and for the technical modifications resulting 
from the change of the fuel type.*”” The next day, the Central Construction Of- 
fice sent Topf a telegram inquiring as to the cost of an 8-muffle furnace de- 
signed for Mogilev, with anchoring and hearths for wood firing. Topf replied 
the same day by telegram quoting a price of 13,800 RM for the furnace.*”? Be- 
lieving that the Central Construction Office wanted to order another wood-fired 
8-muffle furnace, Topf tendered a quotation for such a device on 29 October. 
The error was soon corrected, though: the Central Construction Office only 
wanted a cost estimate for a furnace of the Mogilev Type for purely administra- 
tive reasons. Topf took this into account, and attached to their explanatory let- 
ter*4 a quotation for an 8-muffle furnace without anchoring (because the an- 
choring parts would come from the detainee workshop at Auschwitz) and with 
wood-fired gasifiers (because the modification of the fuel system was covered 
by a different contract).4”° The Central Construction Office transmitted the quo- 
tation to the WVHA for approval of the order.*”° 

Other misunderstandings arose later with respect to payment for the two 8- 
muffle furnaces. On 5 April 1943, Topf drew up the respective invoice for a to- 
tal of 27,632.30 RM (27,600 RM for the furnaces plus 32.30 RM for transporta- 
tion).*?7 On 2 June, the head of Gruppe C/Bauwesen of Higher SS and Police 
Leader Central Russia notified the Construction Inspectorate of the Waffen SS 
and Police East Germany (Bauinspektion der Waffen-SS und Polizei Reich-Ost), 
to which the Central Construction Office was attached, that the Construction In- 
spectorate Central Russia had already paid 42,600 RM for the four furnaces 
originally ordered for Mogilev.*78 When the Central Construction Office learned 
about this, it not only felt that Topf’s invoice of 5 April 1943 was unfounded, 
but also that the Erfurt company had received (42,600 — 27,632.30 =) 14,967.70 
RM more than it should have. Furthermore, the SS did not see why the invoice 
of 5 April 1943 amounted to 27,600 RM (plus 32.30 RM for shipment) or 
13,800 RM per furnace, whereas the cost estimate of 16 November 1942 spoke 
only of 12,972 RM for one furnace.*”? 

Topf replied that Reichsfiihrer-SS had ordered four 8-muffle furnaces for a 
total price of 55,200 RM on 4 December 1941; moreover, as the SS had re- 
quested various modifications in the design of the 8-muffle furnace, Topf had 
applied a price increase of 6% or 828 RM, thus yielding a final cost of 13,800 
Reichsmarks.*° Of the four furnaces ordered, one half of one furnace (four 


* Letter from Zentralbauleitung to Topf dated 26 October 1942. RGVA, 502-1-313, p. 94. 

#3 Letter from Topf to Zentralbauleitung dated 27 October containing the text of both telegrams 
(RGVA, 502-1-313, p. 88), and telegram from Topf to Zentralbauleitung dated 27 October 1942 
(RGVA, 502-1-313, p. 89). 

“4 Letter from Topf to Zentralbauleitung dated 16 November 1942. RGVA, 502-1-313, p. 71. 

#5 Topf, Kostenanschlag iiber einen Topf-Achtmuffel-Eindscherungsofen dated 16 November 1942. 
RGVA, 502-1-313, pp. 72-76. Cf. Document 230. 

#6 Letter from Topf to the WVHA dated 24 November 1942. RGVA, 502-1-313, p. 77. 

”7 Topf, Rechnung Nr. 380 dated 5 April 1943. RGVA, 502-1-314, pp. 29-29a. 

“8 RGVA, 502-1-314, pp. 35-36a. 

#9 Letter from Zentralbauleitung to Topf dated 2 July 1943. APMO, D-Z/Bau, nr. inw. 1967, p. 170. 

#6 Actually, 828 RM represents 6% of 13,800 RM and not of 12,792; 6% of this latter figure would be 
778.32 RM, and a furnace should have cost 13,750.32 Reichsmarks. 
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muffles) had gone to Mogilev, two were at Auschwitz, and the remaining fur- 
nace-and-a-half was still being held in the Topf warehouse at the disposition of 
Reichsfiihrer-SS.*! 

At Auschwitz the matter was definitely clarified by civilian Employee Jahr- 
ling, who made two hand-written entries on a copy of the letter from the Con- 
struction Inspectorate Central Russia, dated 2 June 1943, which the Central 
Construction Office had received. The first entry dates from 31 January, the 
second from 21 February 1944; Jahrling summarizes the questions of payment 
from the administrative point of view: the SS had ordered four 8-muffle furnac- 
es for a total price of 55,200 RM; the Construction Inspectorate Central Russia 
had already paid Topf on account 42,600 RM, to which the SS garrison admin- 
istration Auschwitz had added another 10,000 RM on account,**? which meant 
that Topf was still entitled to 2,600 RM.**3 

For all intents and purposes, the remaining furnace-and-a-half, still held by 
Topf, was the property of Reichsfiihrer-SS; Jaéhrling’s computation was there- 
fore correct, and Topf received only what it was still owed. The Construction 
Inspectorate Central Russia was late to be informed, because on 11 August 1944 
this office once again asked the Central Construction Office whether the 42,600 
RM already paid to Topf would be deducted from the final payment.**4 

In line with Topf’s letter of 7 July 1943, the remaining furnace-and-a-half 
were taken over by WVHA. On 16 August, the SS-Wirtschafter (business man- 
ager) at Higher SS and Police Leader (Héherer SS- und Polizeifiihrer) of the 
Government General sent a note to the Central Construction Offices at 
Heidelager, Krakow, Lemberg, Lublin and Warsaw, as well as to the New Con- 
struction Office at Radom, explaining that Office CII held “a cremation furnace 
and a half = 12 muffles” and asked to be informed by 1st September whether 
the above offices had any use for it.**° 

We know of a reply by the Bauleiter of Trawniki, a subcamp of Lublin 
(Majdanek) who, on 2 September, wrote to the Central Construction Office of 
the Main Camp — which had sent him a copy of the note of the SS business 
manager — the following letter:*°° 

“No crematorium exists at this camp. Many protests have been raised against 

this situation. Construction of a crematorium would, however, be an urgent ne- 

cessity. Of course, should the furnace and half available at Office C III be taken 
into consideration for Trawniki, this would have to be decided there |by the Lu- 
blin Central Construction Office]. ” 


I found no evidence that this request was responded to. 


43! Letter from Topf to Zentralbauleitung dated 7 July 1943. RGVA, 502-1-327, pp. 43-45. 

432 Zentralbauleitung, Abschlagszahlung Nr. 1 dated 1st February 1944. RGVA, 502-1-310, pp. 16-16a. 

43 Letter from Leiter der Gruppe C Baugruppe of Hoherer SS- und Polizeifiihrer Russland-Mitte to 
Bauinspektion der Waffen-SS und Polizei Reich-Ost dated 2 June 1943 and handwritten notes by civi- 
lian employee Jahrling dated 31 January and 21 February 1944. RGVA, 502-1-314, pp. 36-36a. 

44 Letter from Abwicklungsstelle der Baugruppe der Waffen-SS und Polizei Russland-Mitte to Zentral- 
bauleitung dated 11 August 1944. RGVA, 502-1-314, p. 28. 

85 WAPL, Zentralbauleitung, 268, p. 132. Cf. Document 190. 

486 WAPL, Zentralbauleitung, 268, p. 147. Cf. Document 191. 
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Little is known about the construction and the operation of the two 8-muffle 
furnaces of Crematoria IV and V. Construction of Crematorium IV began offi- 
cially on 9 October 1942,*3” but Huta Co. had already embarked on preparatory 
work on 23 September.*** The facility was handed over to the camp administra- 
tion on 19 March 1943.8? Construction of Crematorium V began on 20 No- 
vember 1942;“° hand-over to the camp administration occurred on 4 April 
1943.44! 

After a few weeks of operation, the furnace at Crematorium IV began to 
show cracks, as the Central Construction Office informed Topf on 3 April; Topf 
agreed to carry out the repairs free of charge, as the warranty of two months had 
not yet expired.*4” Damage was undoubtedly more serious, however, because in 
the telegram of 14 May 1943 mentioned above, the Central Construction Office 
urgently requested Topf to make thermal and structural calculations for the 
chimneys at Crematorium IV as well. 

More repair work on Crematorium IV was carried out between | and 7 June 
1944 (30 doors and/or closures of the furnaces),“? and between 7 June and 4 Ju- 
ly 1944, repair work was carried out on all four crematoria.“# Crematorium IV 
was rendered unserviceable in the so-called revolt of Sonderkommando on 7 
October 1944; the service personnel (down to 53 men from 169) were only 
withdrawn on the 10th,** however. On that date, the manpower at Crematorium 
V was also brought down, from 156 to 66 detainees.““4 On 16 January 1945, 
Crematorium V was still in service with a workforce of 30 detainees.**° It was 
blown up by the camp SS guards just before the arrival of the Soviets.“ 


7. Structure and Operation of the Topf Cremation 
Furnaces at Auschwitz-Birkenau 


7.1. The Coke-Fired Double-Muffle Furnace Auschwitz Type 


Topf Co. built four furnaces of this type, three of which were set up in Cremato- 
rium I or the old crematorium at Auschwitz, with a fourth one built in the Mau- 
thausen Crematorium. 


43 
43 


a 


Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

Huta, Rechnung dated 31 December 1942 concerning work done between 23 September and 23 De- 
cember 1942. RGVA, 502-2-54, pp. 43-44b, and Tagelohniliste Nr. 1 of Huta Co. concerning work 
done between 23 September and 2 October 1943. 502-2-54, p. 45. Cf. Document 192. 

“3° Ubergabeverhandlung for Crematorium IV. 19 March 1943. RGVA, 502-2-54, p. 25. 

“4° Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

“41 APMO, BW 30/25, p. 14. 

42 Letter from Topf to Zentralbauleitung dated 10 April 1943. BW 30/34, p. 42. 

443 APMO, Hoss Trial, Dpr.-Hd/1 la, p. 96. 

“4 Daily list of detainees employed at the crematoria drawn up by the Soviets on the basis of the “Ar- 
beitseinsatz’” lists for the men’s camp at Birkenau compiled by Abteilung Illa. GARF, 7021-108-20, 
p. 142. 

KL Birkenau, Arbeitseinsatz fiir den 16. Januar 1945. RGVA, 502-1-67, p. 17a. 

In the aerial photo of 19 February 1945, Crematorium V appears to have been entirely destroyed. Na- 
tional Archives, Washington, GX 12337, exp. 145. 
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The Mauthausen Furnace was ordered from Topf on 16 October 1941, but 
the New Construction Office of KL Mauthausen hesitated for a long time before 
installing it. The parts of the furnace were shipped to Mauthausen between 6 
February 1942 and 12 January 1943,’ but only at the end of 1944 was it decid- 
ed to erect it. A letter from Topf dated 20 December 1944 tells us that prepara- 
tions were going on in the crematorium concerning the foundations of the fur- 
nace and the flue duct; Topf was waiting for this work to be finished before 
sending one of its builders.*4* On 3 January 1945, Topf announced the arrival of 
the technician, Chief Engineer Schulze, scheduled for 9 January.**? The furnace 
was therefore built in January/February of 1945, which explains the fact that it 
has been preserved rather well. This furnace has remained practically intact and 
can be examined in situ. 

As opposed to this, the two coke-fired Topf double-muffle cremation fur- 
naces which are presently shown in Crematorium I at Auschwitz were refabri- 
cate by the Poles after the war in a haphazard way, with original parts taken 
from the furnaces dismantled by the SS in 1944. It is therefore useless to exam- 
ine these refabrications in an effort to understand the structure or the operation 
of this type of furnace. Our technical description will hence be based on the 
Mauthausen Furnace. It will be illustrated by 35 photos of our own and will take 
into account the available documents concerning the furnaces at Auschwitz and 
Mauthausen which were of the same type. In fact, a letter from Topf to the 
Mauthausen Camp says in this respect:*°° 

“We wish to underline that KL Auschwitz in Upper Silesia has just ordered from 

us a second coke-fired double-muffle furnace of the same design as intended for 


2” 


you. 


Furthermore, the “order slip” sent by the Mauthausen New Construction Office 
to Topf on 16 October 1941 refers explicitly to a “double-muffle furnace, 
Auschwitz type.”*>! Furthermore, the Topf letter dated 1st November 1940 had 
as an attachment the Topf Drawing No. D57253 (Document 202), which is ex- 
actly the design used for the first double-muffle furnace set up at the Auschwitz 
Crematorium. Another attachment to the letter was Drawing No. D58173, 
which we have studied in the preceding chapter (Document 163).*” We will 
show, first of all, the Topf cost estimate for KL Auschwitz dated 13 November 
1940 (Document 193), which is practically identical with the one for Mau- 
thausen dated 6 January 1941 (Document 164):*°3 


47 Letter from SS-Bauleitung of KL Gusen to Topf dated 24 October 1942; letter from Topf to SS- 
Bauleitung of KL Gusen dated 16 January 1943. BAK, NS4 Ma/54. 

448 Letter from Topf to SS-Bauleitung of KL Mauthausen dated 20 December 1944, ibid. 

“° Letter from Topf to SS-Bauleitung of KL Mauthausen dated 3 January 1945, ibid. 

40 Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 23 November 1940, ibid. 

45) Letter from SS-Neubauleitung of KL Mauthausen to Topf dated 16 October 1941, ibid. 

42 Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 1 November 1940. ibid. 

43 Topf Kosten-Anschlag dated 13 November 1940 for SS-Neubauleitung at Auschwitz concerning the 
second Topf coke-fired double-muffle furnace of Crematorium I. RGVA, 502-1-327, pp. 168-172. 
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“Quotation 


253 


Our Department: D/Prf. 
Offer No. 40/999 

House Phone No. 123 
Date: 13 Nov. 40 


Reichsfiihrer SS, 

Head of German Police, 

Main Office Budget and Construction, 
New Construction Office KL Auschwitz, 
Auschwitz /Upper Silesia 


Subject: 1 coke-fired Topf double-muffle cremation furnace with blower 


Prepared by head engineer Priifer! 


Prep.: Prf/Hes. 


# 


Description 


I 


coke-fired Topf double-muffle furnace with blower 

including the following services and parts 

The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our specifica- 
tions, at no cost to us. 

Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 

The necessary refractory materials consisting of normal and 
wedge-shaped bricks, Monolite packing and the correspond- 
ing mortar. 

For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor- 
tar. 

Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts. 

Coke-fired Topf double-muffle furnace with blower 
including the following services and parts 

The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our specifica- 
tions, at no cost to us. 

Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 

The necessary refractory materials consisting of normal and 
wedge-shaped bricks, monolite tamping mass and the corre- 
sponding mortar. 

For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor- 
tar. 

Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts. 

Cast- and wrought-iron fittings such as: 

Cast-iron introduction doors with cast-iron frames. The 
doors will have Monolite cladding on the inside. 
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Cast-iron closures for the air channels. 

Cast-iron ash-extraction doors. 

Cast iron loading doors for the gasifiers. 

Wrought-iron ash receptacles. 

Wrought-iron frames for the flue-duct dampers, lined with 
Monolite, including pulleys, cables and counterweights, the 
necessary stokers. 

2 | Cast-iron hearth covers. 

2 | Horizontal grates. 

1 | Blower device consisting of a blower with its 3-phase directly 
coupled 1.5-hp motor and the necessary conduits. 


NONNARA 


Installation of the furnace 

Presence of a builder for the construction of the furnace, in- 
cluding travel expenses, daily rates as well as social-security 
contributions. 

1 | Corpse-introduction system, wrought iron, consisting of a 
mobile wrought-iron cart with the necessary rails. 

Free delivery to Auschwitz/Upper Silesia 

Price of the furnace: RM 7,753 


Weight for authorization code: 2,600 kg of iron. 


During construction, our builder must be supplied with two 
assistants at no cost to us.” 


Beside the offer dated 6 January 1941, we have three more estimates for the 
coke-fired double-muffle furnace sent by Topf to Mauthausen, dated Ist No- 
vember 1940, 30 April and 31st October 1941 (Documents 194-196) which dif- 
fer only in the prices and the weights of the metal parts. 

Document 197, translated here, lists the elements of the second cremation 
furnace for KL Auschwitz, shipped by Topf on 17 January 1941:4°4 


ID | #| Packing | No. of Description Weight in kg 


Type Pieces net ross 


Parts for double-muffle furnace 
U-bars NP 12, each 1,950 mm long 
I-bars NP 12, each 1,950 mm long 
Angle bars 50/5, each 2,780 mm long 
Dto. each 2,400 mm long 

Dto. each 1,070 mm long 

Dto. 80/8, each 1,070 mm long 

Dto., 40/4, each 1,232 mm long 

Dto., 60/6, each 800 mm long 

Flat bars 100/10 mm with 4 rollers 
Introduction doors 600/600 mm clear- 
ance 

2 e 2 Hearth doors 280/350 mm 

14 14 Anchoring bolts 219 mm 


loose 


“e 


22293 


NONAAAHRANHNAD 
NONAAAANNAD 


454 Bill of lading from Topf to the SS-Neubauleitung at Auschwitz dated 17 January 1941 concerning 
parts for the second coke-fired Topf double-muffle furnace for Crematorium I. RGVA, 502-1-327, 
pp. 201-203. 
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ID | # | Packing | No. of Description Weight in kg 
Type Pieces net gross 
2 s 2 Hearth doors 280/350 mm 
2 . 2 Angle bars 80/8, length each 1,650 mm 
1 ze 1 T-bars, 80/80, length 1,650 mm 
1 “ 1 Flat bar 50/8, length 2,500 mm 
[p. 2, cont’d.] also 
2 is 2 Flue-gas dampers 350/600 mm 
2 * 2 Housing for latter 
6 . 6 Air-channel closures 108/128 mm 
2 2 Ash receptacles 350/320 mm 
2 . 2 Stokers, length circa 3,000 mm 
30 ia 30 Square bars 40/40 each 630 mm long 
34 a 34 Dto., each 740 mm long m2 eee 
1 : 1 Tubing 120/124 mm 
I . I Boiling tube 82/89 G length 1,560 mm 
1 \ I Dto. length 1,660 mm 
2 - 2 Loading-shaft closures 
10 ce 10 Rails 50/50/5 with anchors 
1 | box (?) 2 (Asbestos panels 5 mm thick 10.5 14 
13| paper bags| rock wool 500 
2 : Monolite 
I |cloth bag| Monolite | 117 117 
22515\10| loose 10 Fireclay bricks, 560 mm long 460| 460 
22469) 1 - vl Blower 120/300 with electric motor SO 90 90 
37/2, 5,5 hp 
I box 4 Lag bolts 3/8 x 150 mm 0.5 él 
1 3-way switch, star type 4 
22293 4 Fireclay bricks for fire door 48 
1 Metal cable 210 mm, length 10m 3.5 
4 Grommet thimbles, 8 blocking devices 1.5 
Various bolts and spacers & 
Subtotal 3,181 
box & Lag bolts 3/4” length 250 mm 5 
4 Lag bolts 3/8” length 100 mm 0.5 
98265 4 Cable rollers 150/125 2 6.5 
20809} 1 box vl Complete engraving device 12 
Total weight 3,193 


The second furnace included, moreover, a case of custom-shaped refractory 
bricks (305 by 250 by 60 mm, net weight 16.5 kg) which Topf shipped on 20 


December 1940,*°° 50 bags of mortar mixture shipped a day later**° 


as well as 


two cement counter-weights with eyelet holes which went out on 21 January 
1942,*°’ similar to those shown in Photo 172 which were used to move the 
dampers of the flue duct. 

The cost estimate of the third furnace, dated 25 September 1941 (Document 
198) is practically the same as the one dated 13 November 1940 concerning the 


45 RGVA, 502-1-327, p. 205. 
46 RGVA, 502-1-327, p. 204. 
47 RGVA, 502-1-327, p. 200. 
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second furnace; the only differences are the price (7,332 instead of 7,753 RM), 
the weight of the metal parts (2,870 instead of 2,100 kg) and the mention of a 
rotatable platform (Drehscheibe). 

The bill of lading of 21 October 1941 (Document 199), translated here, re- 


fers also to the third furnace:*5® 
ID |#]| Packing | No. of Description [Weight] 
Type Pieces 
41/1980/1 Parts for TOPF coke-fired double- 
muffle incineration furnace 
23131|2) loose 2 Angle bars 90/9, length 2,000 mm 62 62 
4 ‘ 4 “80/8, length 1,235 mm 47 47 
2 rf 2 Introduction doors 600/600 mm 425) 425 
4 * 4 Angle bars 50/5, length 1,235 mm 19 19 
2 7 2 Hearth doors 280/350 mm 90 90 
1 a vl Angle bar 50/5, length 2,330 mm 8.5 6.5 
6 i 6 Air-channel closures 108/126 mm 50 50 
v . 2 Angle bars 60/6, length 1,945 mm rivet- | 24.5} 24.5 
ed 
13 7 13 Anchoring rods 216 mm 55 55 
4 ik 4 I-bars NP 12, length 2,000 mm 90 90 
6 “ 6 Angle bars 50/5, length 824 mm 18 18 
2 7 2 Angle bars 90/9, length 2,000 mm 56 56 
2 “ 2 Angle bars 50/5, length 1,130 mm & & 
1 ye vi Flat bars 70/10, length 2,520 mm 13 13 
2 ¥ 2 Angle bars 80/8, length 1,600 mm 30 30 
2 i 2 Dto. 30.5} 30.5 
4 7 4 Dto. 50/5, length 1,235 mm 19.5} 19.5 
2 o 2 Hearth doors 280/350 mm 90 90 
1 - vi Flat bars 70/10, length 2,520 mm 13 13 
4 a 4 Flat bars 80/8, actual length 790 mm 19 19 
2 7 2 Loading-shaft closures 270/340 mm 126) 126 
clear space 
Subtotal 1,294 
2 2 Flat bars 70/10, length 770 mm 8 & 
2 7 2 Flat bar holders with 2 cable rollers 27 27 
2 “ 2 Frame for flue-channel dampers 19 19 
2 “ 2 Housings for flue-channel dampers 34 34 
2 = 2 counterweights 2240 mm 72 72 
2 a 2 Ash receptacles 12 12 
2 e 2 Stokers 12 12 
30 + 30 Square bars 40/40, length 630 mm 255) 255 
4 , 4 Square bars 40/40, length 740 mm 37 37 
3 7 3 Sheet-metal tubing 2120 mm 46 46 
10 za 10 Fireclay grate blocks K 6 length 650 440| 440 
mm 
2313310 7 10 Rails for introduction cart 53 83 
1 “ 1 Mobile cart 100; ~=100 
vl “ v Introduction cart with discharge device | 303) 303 
6 = 6 counterweights 300/190/210 mm 264| 264 


48 Topf Versandanzeige dated 21 October 1941 to SS-Neubauleitung at Auschwitz. RGVA, 502-1-312, 
pp. 104f. 
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# | Packing | No. of Description [Weight] 
Type Pieces 
23238 | 1 7 1 Blower 120/300 with 3-phase 1.5 hp 50 50 
motor 
27410) 10 . 10 Fireclay grate blocks K 6a, length 650 | 440| 440 
mn 
23131} 1 7 I I-bar NP 12, length 2,000 mm 22.5) 22.5 
23131) 1 case 2 Company name plates 0.1 0.1 
10 Lin. meters of cable 210 mm with 5 
grommet thimbles and blocking device 
Various bolts 16 
3,548.5 


The final invoice (Schluss-Rechnung) for the third furnace (Document 200) not 
only lists the parts supplied by Topf to the Central Construction Office, but also 
shows the on-account made by the cashier of Bauinspektion der Waffen-SS und 
Polizei Reich “Ost” and the credit granted by the company on 13 July 1942. In 
accordance with normal practice, the invoice has the date of the preceding par- 
tial invoice (Teil-Rechnung), dated 16 December 1941, but was itself estab- 


lished in early June of 1942:4°° 
# Object 
concerning: 


Supply and erection of a Topf coke-fired double-muffle incin- 
eration furnace without foundations or smoke channel, viz: 
Supply of bricks and mortar materials for the brick mantle, 
the necessary fireclay materials, Monolite tamping mass, 
bricks of diatomaceous earth, diatomaceous mortar and slag 
wool for the insulation of the furnace, wrought-iron anchor- 
ing, cast- and wrought-iron doors, as well as compressed-air 
unit consisting of compressed-air blower with 3-phase motor 
and the necessary conduits. 

Dispatch of a builder including his travel expenses, daily 
rates and social-security contributions for the construction of 
the furnace. 

Supply of wrought-iron corpse-introduction device consisting 
of coffin-introduction cart, shoving cart, rails and rotary 
plate. 

In other respects in accordance with our cost estimate of 25 
September 1941 and our order confirmation of 25 September 
194]. 

Cost of transportation for the steel parts loaded at Erfurt as 
per freight bill of 21 October 1941 


— payment on account of 31 January 1942 


7,518.10 
3,650.-- 
3,868.10 


7,332 


186.10 


4° Topf Schluss-Rechnung of July 1942 backdated to 16 December 1941 concerning the third Topf 
coke-fired double-muffle furnace for Crematorium I at Auschwitz. RGVA, 502-2-23, pp. 261-261a. 
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— credit for rotatable platform not supplied 


3,786.10 


Our order no. 41 D1980 

Our invoice no. 2363 

To: Reichsfiihrer-SS 

and head of German police 
Hauptamt Haushalt und Bauten 
KL Auschwitz, Upper Silesia. 


The elements of the Mauthausen Furnace are likewise listed in the Topf Bill of 
Lading of 12 January 1943 (Document 201, not translated) which we shall dis- 
cuss later. 

The design of the coke-fired double-muffle furnace is shown in Topf Draw- 
ing D57253, dated 10 June 1940, which refers to the first furnace set up in the 
Auschwitz Crematorium (Document 202). The description which follows is 
based on this drawing and on the examination of the Mauthausen Furnace, as 
well as on the documents concerning the double-muffle cremation furnace, 
Auschwitz Type, presented in this chapter. The numbers in parentheses refer to 
Documents 202a through e. 

The furnace (photo 51) is enclosed in a solid outer brick structure by means 
of a number of anchoring bars (Verankerungs-Eisen) consisting of bars having a 
T-section (No. 1) a U-section (No. la) and an angled section (No. 1b; T-, U- 
und Winkeleisen), anchoring rods (Anker), bolts and nuts. 

The dimensions of the Mauthausen Furnace are practically identical to those 
shown in Drawing D57253, which correspond to the dimensions of the anchor 
bars, as shown in the following table: 


Mauthausen Drawing D57253} Anchor bars 
Furnace 

Height 1,860 mm 1,850 mm 1,950 mm 
Width 2,520 mm 2,500 mm 2,500 mm 
Length (w/o gasifiers) 2,800 mm 2,780 mm 2,780 mm 
Length (with gasifiers) 3,430 mm 3,380 mm 

Surface area (w/o gasifiers) 25 m? 

Surface area of gasifiers 7 mm? 

Surface area, total 32 m? 


The furnace is equipped with two incineration chambers (Findscherungskam- 
mer) or muffles (No. 2; Photos 52-56), each of which has the following dimen- 
sions: 


Height: 700 mm 
Width: 700 mm 
Length: 2,000 mm 
Surface area (w/o grate): 4.5 m? 
Volume (including ash chamber): 1.4 m3 


The lateral walls of the muffles possess four rectangular openings (Photos 52- 
54) linked to two air-supply channels (Luftkandle; Photo 57) which run through 
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the sidewalls of the furnace parallel to the muffles and open up to the outside as 
two air-intake vents (Lufteintritte) closed by two raisable cast-iron doors (Luft- 
kanalverschliisse), 108 by 128 mm in size, at the front next to the corpse-intro- 
duction doors of the muffles (Photos 58f.). These channels allow feeding sec- 
ondary combustion air to the muffles. 

At the apex of the vaults of both muffles, in line with the longitudinal axis, 
we have the openings of four tubes (Photos 60f.) connected to the blower ducts 
(Druckluftleitung) coming from the blower itself (Druckluftgebldse). The func- 
tion of this device is to feed combustion air to the muffle, especially if a coffin 
is used. 

The central wall separating the two muffles has three rectangular openings 
(No. 3; Photos 62-65) some 210 mm x 270 mm in size. The thickness of the re- 
fractory brickwork is 260 mm. These openings are to ensure the heat exchange 
between the two muffles. 

At the front (Photos 66), the muffles are closed by two cast-iron corpse-in- 
troduction doors (Einfiihrtiiren or Einfiihrungstiiren) 600 mm x 600 mm, open- 
ing to the outside. These doors are lined on the inside with refractory (Photo 
67). In the center of the lower portion of the doors there is an air-feed hole 
closed on the outside of the door by means of a raisable cast-iron lid of standard 
type, which, however, has in its center a round inspection hatch (Schauluke), 45 
mm in diameter (Photos 67f.). At the rear the muffles are closed by the refracto- 
ry brickwork (Photo 65). 

The floor of the muffle is constituted by a horizontal grate made of fireclay 
(Schamotterost, No. 5) consisting of five transverse fireclay bars (Schamot- 
teroststeine; No. 6; Photos 52-54) on which the corpse was placed. 

Underneath each grate, there is an inclined and V-shaped ash floor 
(Aschenschrdge; No. 7) which ends in a narrower (340 mm) combustion cham- 
ber (No. 8; Photo 72) where the post-combustion (Nachverbrennung) of the 
corpse parts took place which had dropped through the grate. The front portion 
of the post-combustion chamber acted as an ash receptacle (Aschenraum; Pho- 
tos 69-71). The ashes were extracted by means of dedicated scrapers (Kratzer) 
through the cast-iron ash-removal ports (Ascheentnahmetiiren; No. 9), 280 mm 
x 350 mm in size, positioned at the front of the furnace below the muffle doors 
(Photos 69-71). On the side walls of the two post-combustion chambers, to- 
wards the front of the furnace, are two rectangular outlets (No. 10) through 
which the discharge gases passed on into the two lateral flue-gas ducts 
(Rauchkandle; No. 11) below ground. In the Mauthausen Furnace, the ash 
chambers of the two muffles are linked by a large opening in the central wall 
(Photo 72), whereas at Auschwitz the combustion chambers were separate. 

The flue-gas ducts have a cross-section of 350 mm x 600 mm, and each one 
could be closed by a damper set into the duct (Rauchkanalschieber;, No. 12), 
made of refractory material and measuring 350 mm x 600 mm as well, running 
vertically in a wrought-iron frame (Rauchkanalschieberrahmen) and operated 
by means of a cable (Drahtseil) and two rollers (Seilrollen). The rollers were 
welded to an anchoring bar which appears in Photos 100f. 
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Before reaching the chimney (Schornstein; No. 13a), the two flue ducts 
come together in a single duct which could be closed by means of the main 
damper of the flue duct (Hauptkanalschieber, No. 13) which operates like the 
secondary dampers. 

On each of the side walls of the furnace we have an air-entry port (Luftein- 
tritt) closed by means of a cast-iron cover of standard type, which can be raised 
(Photos 73f.); these openings are linked to two air channels each which open up 
inside the post-combustion chambers as two small rectangular openings on their 
external side walls (Photo 72) and were used to feed combustion air into these 
chambers. On the left side of the furnace one can see a portion of the com- 
pressed-air duct (Druckluftleitung; No. 14; Photos 75f.) which was originally 
connected to the blower (Druckluftanlage; No. 15) located below, at the point 
where the floor has no tiles. 

The rear wall of the furnace sports a service pit (Schacht; No. 16; Photo 77) 
whose dimensions are 2,610 mm (width) x 1,540 mm (length) x 950 mm 
(height). It has four steps (No. 16a) and provides access to the two gasifiers, 
housed in a brick structure (No. 17; Photos 75, 77f.), measuring 2,520 mm 
(width) x 630 mm (length) x 1,430 mm (height). The corresponding dimensions 
of Drawing D57253 are 2,500 mm x 600 mm x 1,400 mm, respectively. 

On the inclined top surface of this brick structure there are the two closures 
(Generatorfiilltiiren; No. 18; Photos 77f.) of the gasifiers’ loading shafts (Gen- 
eratorschdchte; No. 18a; Photo 79) which open into the generators themselves. 

The generators (Generatoren) are shaft-like chambers, closed below by the 
horizontal grates (Planroste; No. 20) of the hearths. The grates are constituted 
by eight square bars (Vierkanteisen) measuring 40 mm x 40 mm x 630 mm and 
four support bars (Auflager-Eisen) having the same section but a length of 740 
mm (Photos 99-101). The grate itself measures 500 mm x 500 mm, or 0.250 
square meters. The throughput capacity of the grate is about 30 kg/hr of coke.* 
In their upper portions, towards the muffle interior, the gasifiers narrow into the 
gasifier neck (Generatorhals, No. 21), which opens up into the muffle below 
the bars of the grate. 

Up to the level of the fire bridge (Feuerbriicke; No. 22) in the neck, the gasi- 
fier has a volume of about 0.175 cubic meters. 

Aside from the horizontal grate (Planrost,; No. 20), the hearth (Feuerung) 
consists of the hearth door (Feuertiir; No. 23; Photo 80) used for removing of 
coke slag and ash (hence it is also called ash-removal door — Ascheentnahme- 
tiir), and an air-feed opening (Lufteintritt) for the primary combustion air to the 
gasifier, equipped with a raisable standard cast-iron closure (Photo 81). 

According to the “List of materials for a Topf double-muffle incineration 
furnace” dated 23 January 1943 (Document 203) the refractory mass of the fur- 
nace consisted of: 


— 800 standard fireclay bricks, Type SS 
— 800 standard fireclay bricks, Type A 


469 Quantity of coke burned on the grate in one hour. For the calculation of the throughput cf. Subchapter 


8.3. 
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— 500 standard fireclay wedges, Type SS 

— 400 standard fireclay wedges, Type A 

— 1,400 kg of fireclay mortar 

— 2,500 kg Monolite packing mass 
The insulation of the furnace was assured by 1,300 white bricks of diatoma- 
ceous earth (insulating bricks) and 400 kg of insulating mortar. The standard 
bricks (Normalstein) measured 65 mm x 120 mm x 250 mm,**! giving a volume 
of 1,950 cubic millimeters. The wedge or semi-wedge bricks (Halbwélber) 
measured 66/58 mm x 120 mm x 250 mm for a volume of 1,845 cubic centime- 
ters.4© 

As the density of the fireclay bricks is about 1,800 kg/m3, the mass of the 

two types of bricks was: 


1950 cm 3 x 1800 kg/m = 3.51 kg and 1845 cm x 1800 kg/m3 


10° cm3/m3 10° cm3/m3 


tively. [108] 


= 3.32 kg, respec- 


Hence, the mass of the furnace refractory brickwork was: 


800 x 3.51 kg= 2,808 kg 
800 x 3.51 kg= 2,808 kg 
500 x 3.32kg= 1,660 kg 
400 x 3.32kg = 1,328 kg 

8,604 kg 


To this the mass of the fireclay mortar (1,400 kg) must be added, resulting in a 
total mass of about 10,000 kilograms. The Monolite caulking mass, being locat- 
ed in the space behind the insulation, is not counted as part of the refractory 
brickwork. 

For the two gasifiers feeding the mobile oil-fired double-muffle furnace for 
the Gusen Crematorium, 1,000 normal and wedge-type bricks were used as well 
as 500 kg of fireclay mortar (Document 169), resulting in a total weight of 
roughly 4,000 kilograms. 

Hence, the weight of the refractory brickwork of the double-muffle furnace 
can be split up in the following manner: 


2 muffles of 3,000 kg each= 6,000 kg 
2 gasifiers of 2,000 kg each= 4,000 kg 
10,000 kg 


The post-combustion chamber is included in the weight of the muffle. 


46! Brockhaus... 1958, p. 632. These dimensions also appear in the letter from R. Koehler to Zentralbau- 
leitung at Auschwitz dated 16 June 1942. RGVA, 502-2-23, p. 15. 

4 Letter from Topf to SS-Bauleitung of KL Gusen dated 24 February 1943. BA, NS4 Ma/54. In Febru- 
ary of 1944 the sizes of the various types of refractory bricks were standardized and somewhat modi- 
fied: the Normalstein measured 250 mm x 123 mm x 65 mm; for the Halbwélber, there were five 
types (2 H 6, -10, -16, -26, -38) with two fixed dimensions (height = 123 mm and longer side of base 
= 250 mm) and two variable ones (shorter sides of 68, 70, 73, 78, 84 and 62, 60, 57, 52 and 46 mm 
respectively). “Erlduterungen zur Vereinheitlichung der Schamottesteinformate fiir den Feuerungs- 
bau,” received by Zentralbauleitung on 17 February 1944. RGVA, 502-1-166, unpaginated flyer. 
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The Auschwitz Crematorium (Photo 86) was originally designed as shown 
on the Topf Drawing D57999 dated 30 November 1940 (Document 204). The 
second furnace had not yet been erected. The morgue (Leichenhalle) still had an 
L-shaped extension on the right-hand side. 

Topf Drawing D59042 (25 September 1941) shows the positioning of the 
third furnace in the crematorium (Document 205). On this drawing, the exten- 
sion of the morgue has been separated by a wall and has become a storage space 
for urns. The Central Construction Office Drawing 1241 of 10 April 1942 
shows the definitive layout of the crematorium as of that date (Document 206). 
On 3 July 1942, this drawing was revised to show the location and structure of 
the new chimney (Document 207). 

It is highly likely that the crematorium ceased its operation on 19 July 1943; 
the furnaces were torn down later. After the end of World War II, the Poles fab- 
ricated Furnaces 1 and 2, using the original parts which the SS had dismantled; 
many of these parts are still held in the former coal store of the crematorium 
(Photos 107-109), but some elements from the 8-muffle furnace were used as 
well. 

In spite of the existence of the above drawing and probable advice from 
former detainees who had worked in the crematorium, the refabrication was car- 
ried out in a manner heedless of technical or historical accuracy. In the front 
portion, both the transverse anchor bars and the air channels next to the muffle 
doors are missing; moreover, the introduction doors of the two furnaces have 
been switched from one side to the other: the left-hand door to the right and 
vice-versa (Photos 87-91; cf. Photo 51). 

In the rear portion, the brickwork of the gasifier is missing (Photos 97f.; cf. 
Photos 75, 77 and 78); the lids of the gasifier-loading shafts are set into a 
smooth vertical wall above the grates, as in an ordinary stove, and the hearth 
doors were placed underneath the former, like ash removal doors, again as in a 
normal stove. The furnaces could not have operated in this manner. 

Due to this faulty refabrication, the two furnaces have been lengthened from 
about 2.80 to 3.40 meters. On the sides two closure devices for the air feed were 
mounted (Photo 96), the smaller one of which is original but in the wrong place 
(cf. Photos 73 and 74) whereas the larger one belonged to the 8-muffle furnace. 

The rear part of the muffles was aged artificially, presumably by burning 
wood in the muffles (Photos 92-95). 

The muffle grates consist of six shaped fireclay blocks (Photos 93-95) with 
slits of some 50 mm, which are neither in agreement with Topf Drawing 
D57253 nor with the grate bars of the Mauthausen furnace. The Topf bill of lad- 
ing of 17 January 1941 (Document 197) mentions ten fireclay blocks for the 
grate (Schamotte-Roststeine) — five for each muffle — having a length of 56 mm 
and a total weight of 460 kg, thus 46 kg for each block. The digits indicating the 
length have been swapped by mistake, as can be seen from the Topf bill of lad- 
ing dated 21 October 1941, which speaks of ten fireclay blocks for the grate, 
Type K6, having a length of 65 cm (total weight 440 kg) and ten more, Type 
K6a, having the same length (and weight). Each muffle, though, required only 
five such blocks, which would indicate that the other ten were surely spares. 
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In the furnaces of Crematorium I at Auschwitz there are currently six such 
blocks, which means that during the refabrication the furnace was made longer 
than it originally was. The blocks rested on the brickwork of the post- 
combustion chamber, about 25 mm from the muffle walls, which means that the 
muffles were 700 mm wide; the joints were filled with refractory mortar. This 
type of grate was not intended for a rapid cremation, because with slits of hardly 
50 mm, combustion takes place entirely in the muffle, with only the ash itself 
dropping down into the post-combustion chamber; the initial part of a cremation 
taking place in the main combustion chamber is thereby prolonged considerably 
as compared to the time required with grates with wider openings. 

In the foundations of the third furnace, which was not rebuilt, the remains of 
the hearth grates can still be seen (Photos 100f.). The grates consist of seven 
longitudinal square bars (Photo 99) supported by two square bars placed trans- 
versely (Photo 101); the cross-section (40 mm x 40 mm) and the length of the 
longitudinal bars (630 mm), as well as that of the supporting bars (740 mm) are 
the same as indicated in Topf’s bills of lading of 17 January and 21 October 
1941. The first document mentions 34 supporting bars, but this is a mistake, as 
we can see from the second document as well as from the bill of lading dated 12 
January 1943 and the one dated 24 February 1943 (Document 208, not translat- 
ed) which have 30 square bars 40 mm/40 mm x 630 mm and four bars 40 mm/ 
40 mm by 740 mm for the gasifier grates. Fifteen grate bars and two supporting 
bars were thus shipped for each gasifier. 

The original grates that are still visible and the respective width of the gasi- 
fier necks (some 50 cm) exclude the possibility that the fifteen bars for each one 
of the hearths were mounted all at the same time. The left-hand grate of the 
third furnace has seven bars, but one has been removed; we may hence rightly 
assume that the grates initially consisted of 8 bars. 

The discharge-gas system is shown in Topf Drawing D57253 for the first 
furnace (Document 202; in particular Documents 202a, 202b, and 202d), and 
D59042 for the third (Document 205). At the Auschwitz Crematorium, the out- 
lets of two smoke ducts are still visible in the foundations of the third furnace 
(Photo 102). 

Each furnace had its dedicated blower device (Druckluftanlage; for the first 
furnace cf. Document 202b, No. 15) consisting of the blower itself (Druckluft- 
gebliise; No. 15a), driven by a directly mounted 3-phase electric motor of 1.5 hp 
(No. 15b), and the air conduits (Druckluftleitung or Rohrleitung; No. 14). Struc- 
ture and operation of the blowers will be discussed in the next chapter. 

For the first and the third furnace, the blower is shown in Drawings D57253 
and D59042, respectively, and for the second furnace it is mentioned in the quo- 
tation of 13 November 1940 (Document 193). 

Originally, the chimney (Schornstein, Document 202e, No. 13a) had a 
square cross-section, 500 mm x 500 mm. The draft enhancer (Saugzug-Anlage; 
Document 202e, No. 13b), which had a capacity of about 4,000 m%/hr of spent 
gas, consisted of a blower (Saugzug-Gebldse, No. 13d) driven by a directly 
mounted 3-phase 3-hp electric motor (No. 13c) and a rotary vane (Drehklappe) 
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separating the intake chamber from the compression chamber. The operation of 
this device is explained in Topf’s service instructions (Document 209):4° 
“Operating instructions for the Topf draft enhancer. 
If the draft of the furnace is insufficient, the draft enhancer mounted on the 
chimney must be started up. 
Care must be taken to start the motor first, and only then the damper in the 
chimney may be closed. The water supply for the water-cooled bearing must run 
at all times. 
After the end of the incineration, the rotary vane in the chimney must be opened 
first, before the motor and the cooling water are stopped. 
Furthermore, it is necessary to make sure that there is always enough water in 
the tank.” 
Topf’s cost estimate of 13 November 1940 does not speak of a draft enhancer. 


The explanation is provided by Topf’s letter of transmittal in which we can 
read:* 


“As we assume that this furnace will be connected to the same chimney of the 
present crematorium, the purchase of a further draft enhancer is not necessary 
as [the existing one] can be used in alternation for both furnaces. It is also pos- 
sible to operate both furnaces [simultaneously] with this device.” 
The draft enhancer is not mentioned either in Topf’s bill of lading of 21 October 
1941, nor in the final invoice for the third furnace because this furnace was 
connected to the existing device as well; this is confirmed by Drawing D59042 
showing only one draft enhancer in the space between the buidling and the 
chimney. 

As we have seen in Chapter 6, the chimney of the crematorium was taken 
down and replaced by another between June and August of 1942. The new 
chimney, displaced some 10 meters along the axis of the old one, had a square 
cross-section 0.90 m x 0.90 m and was 15 m high (Document 178). The three 
double-muffle furnaces of the crematorium were linked to it by means of two 
flue ducts, 0.70 m x 0.80 m, which had a refractory lining 12 cm thick. The duct 
in line with the old chimney, having a length of 12.20 m, was used for Furnaces 
1 and 2, the transverse one, 7.375 m long, for the third furnace (Document 179). 

The loading system of the muffles themselves consisted of a corpse- 
introduction device (Leicheneinfiihrungs-Vorrichtung) having a coffin-loading 
cart (Sargeinfiihrungswagen) moving on rails (Laufschienen; Document 202b, 
No. 24) and a semi-cylindrical cart (Verschiebewagen) running above it. These 
devices are still visible today in the Auschwitz Crematorium (Photo 87). Their 
operation can be described in the following manner: 

In front of each one of the three furnaces are two rails set into the floor for 
moving the cart; perpendicular to these rails are connected two wider rails 
which carry a rotatable platform (Drehscheibe) mounted on a flat cart (Docu- 
ment 205a, No. 25 and 26, and Photos 105f.). This platform enabled the carts to 
be moved from one set of rails to the other. 


463 Topf, Betriebsvorschrift tiber die “Topf”-Saugzuganlage. 26 September 1941. APMO, BW 11/1, p. 
2. 
464 RGVA, 502-1-327, p. 166. 
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In the ceiling of the furnace hall of the Auschwitz Crematorium, above the 
first and the second furnaces, we have two ventilation shafts (Photo 103) open- 
ing up into two small shafts (Photo 104) on the flat roof of the crematorium. 

The crematorium chimney shown in Photo 86 was rebuilt by the Poles after 
the war. The administration of the Auschwitz Museum has attached a commem- 
orative plaque to the wall next to the second furnace, bearing an inscription in 
four languages (Polish, English, French and Russian), stating (see Photo 
LTO)? 

“Crematorium I was working in the period from 1940 to July 1943. About 

70000 corpses prisoners, gased, shot, killed at work or deceased in camp, were 

cremated here.” (Bad English in the original) 


The operation of the double-muffle furnace is explained in Topf’s operating in- 
structions (Document 210). For the sake of clarity, I have added comments and 
references to the photos and other documents concerning the furnace in brackets 
[...]. Text in normal parentheses (...) appear in the original text. 
“Operating instructions for the coke-fired Topf double-muffle incineration fur- 
nace. 
Before any coke is fed to the two coke generators [Photo 78, through the two 
loading shafts, Photo 79], both flue-duct dampers [Documents 202b & 202d] on 
the furnace must be opened, as well as the main flue-duct damper [Document 
202e, No. 13] and/or the rotating vane [of the Saugzuganlage] on the chimney. 
Now fire can be lit and maintained in the two generators; care must be taken to 
make sure that the secondary covers to the right and left of the ash-removal 
doors [Photos 78 and 81] (coke generator) are open. 
Once the incineration chamber shows a satisfactory red glow (about 800°C), the 
corpses can be introduced successively into the two chambers. 
At this point, it is advisable to switch on the air compressor located at the side of 
the furnace [Document 202b, No. 15] and to let it run for about 20 minutes. By 
observation, it must be decided whether too much or too little fresh air enters 
the two chambers. 
Control of the air flow is effected by means of the rotary vane located in the air 
duct. Furthermore, the air-entry ports to the right and left of the introduction 
doors [Photos 58 and 59] must be half-open. 
As soon as the corpse parts have dropped from the fireclay grate [Photo 52] on- 
to the inclined ash-plate below [into the post-combustion chamber, Photo 72], 
they must be moved forward towards the ash-removal door [Photo 71] by means 
of the scraper. These parts may remain here for another 20 minutes for post- 
combustion. Then the ash is transferred into the ash container and set aside for 
cooling. 
In the meantime, new corpses will be introduced successively in the chambers. 
The two generators must be loaded with fuel from time to time. Each night the 
generator grate must be freed of coke slag and the ash must be removed. 
It is important, furthermore, that after the end of the operation as soon _as the 
generator has burned itself out and embers are no longer present, all air damp- 


465 The brickwork of the furnaces could last for some 16,000 cremations. See Subchapter 9.7. in this 
Unit. 
466 APMO, BW 11/1, p. 3. 
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ers and doors [of the ash chambers, the gasifiers’ loading shafts, of the muffles’ 
ash chambers, and of the introduction doors], as well as the flue-duct dampers, 
must be closed in order to avoid cooling of the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white hot). 

This temperature increase can be avoided by feeding air. 

26 September 1941” (Emphasis in original) 


7.2. The Coke-Fired Triple-Muffle Furnace 


The Topf Co. built a total of 14 triple-muffle furnaces: ten for the Birkenau 
Crematoria II and III, two for the Buchenwald Crematorium and two for the 
crematorium at the Gross-Rosen Camp. Practically nothing is known about the 
furnaces for the last camp. In 1948, the Soviet counter-espionage service 
(SMERSH) was in possession of the documentation of a project, elaborated by 
Topf in 1941, for the crematorium of Gross-Rosen, which did, in fact, concern 
two triple-muffle furnaces. Their installation was confirmed by engineer 
Priifer.“©’ In his interrogation of 21 March 1946, he declared to have designed 
the triple-muffle furnace himself, together with Ludwig Topf, as early as 1939. 
The respective projects had then been submitted to the War Ministry and were 
accepted by the SS in 1940.4 

This statement is, however, in disagreement with a letter dated 6 December 
1941, addressed by Priifer to the two co-directors of the firm, Ludwig and Ernst 
Wolfgang Topf, in which he stated that he had designed the triple- and eight- 
muffle furnaces by himself, essentially in his spare time.*©? However, no docu- 
mentary trace dated earlier than the end of 1941 exists for these two furnace 
types; hence, they were most-likely designed at that time (1941). 

On 22 October 1941, the New Construction Office at Auschwitz ordered 
from Topf “5 Topf triple-muffle furnaces with blower,” as well as “2 Topf draft 
enhancers for about 10,000 m3 of exhaust gas each” and “1 waste incinerator’*”° 
for the new crematorium which at that time the Auschwitz camp authorities 
were still planning for the Auschwitz Main Camp. 

In the “Explanatory report for the preliminary project for the new construc- 
tion of the Waffen-SS PoW camp at Auschwitz, Upper Silesia,” dated 30 Octo- 
ber 1941, one reads:47! 


“On account of the considerable quartering (125,000 prisoners) a crematorium 
will be built. It contains 5 furnaces with 3 muffles each for two men, and will 
thus allow incinerating 60 men in one hour. Furthermore, a corpse cellar as 


467 Interrogation of engineer Kurt Priifer by Soviet SMERSH interrogators on 9 March 1948. FSBRF, N- 
19262, p. 183. 

468 Interrogation of Kurt Priifer by Soviet SMERSH interrogators on 15 March 1946. FSBRF, N-19262, 
pp. 41f. 

46° Letter from Kurt Priifer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. APMO, BW 

30/46, p. 6. 

RGVA, 502-1-313, pp. 36f. and APMO, BW 30/27, p. 27 and BW 30/34, p. 116. 

Erlduterungsbericht zum Vorentwurf fiir den Neubau des Konzentrationslagers der Waffen-SS, 

Auschwitz O/S. RGVA, 502-1-233, p. 20; cf. Document 211. 


All 
47 


= 6 
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well as a waste incinerator will be installed. The crematorium will be erected 

within the area of the K.L.” 

The furnaces mentioned in this report were of a design different from the ones 
which were later built. They were, in fact, conceived to accommodate two 
corpses in each muffle and would thus have required larger muffles and genera- 
tors. We can gather this also from page 6 of the explanatory report where the es- 
timated cost for the five triple-muffle furnaces is listed as being 60,000 RM 
(Document 212), whereas the Topf estimate for the five triple-muffle furnaces 
actually built in Crematorium IJ at Birkenau not only has a much-lower price 
(51,237 RM, including the two coffin-loading devices and the three draft en- 
hancers), but also shows a later date (4 November 1941). In addition, the operat- 
ing instructions supplied by Topf to the Auschwitz Central Construction Office 
specify that the corpses be loaded “hintereinander’ (Document 227), i.e. suc- 
cessively. This means that the furnace was not designed for the simultaneous 
incineration of two corpses in one muffle. 

According to Pressac, the first two triple-muffle furnaces built by Topf were 
started up in the crematorium at the Buchenwald Camp on 23 August and 3 Oc- 
tober 1942, respectively (Pressac 1993, pp. 116f.; 1994, pp. 130f.). 

The parts for the five triple-muffle furnaces at Crematorium II are listed in 
the Topf bills of lading of 16 April*” and 18 June 1942.4’ The shipment of 16 
April included also several parts of the double-muffle furnace at Mauthausen — 
shipped to Auschwitz by mistake and with an erroneous reference to the order 
for the third furnace at the crematorium of the Main Camp (Auftrag 41/1980/1) 
— and with the blower for this crematorium (Auftrag 41 D 314). The shipment of 
18 June included some parts for the waste incinerator (Miillverbrennungsofen) 
of Crematorium II. 

The main elements of the five triple-muffle furnaces listed in the two above 
documents are the following: 


Parts for the Topf triple-muffle furnace 


— 15 Einfiihrungstiiren (introduction doors) 600 x 600 mm, 10 right-handed 
and 5 left-handed 

— 30 Feuertiiren (closures for the hearths and the ash chambers) 280 x 350 
mm and 2 of 250 x 250 mm 

— 56 Luftkanalverschliisse (closures for air channels) 108 x 128 mm 

— 10 Fiillschachtverschliisse (closures for loading shafts for the gasifiers) 270 
x 340 mm 

— 6 Rauchkanalschieber (flue-duct dampers) 600 x 700 mm 

— 5 Gebliise (blowers) No. 275,44 2 clockwise and 3 counter-clockwise 


42 RGVA, 502-1-313, pp. 167-170. Topf, Versandanzeige, 16 April 1942; Document 213. 
43 RGVA, 502-1-313, pp. 165f. Topf, Versandanzeige, 18 June 1942; Document 214. 
474 The number of the blower corresponded to the diameter (in mm) of the tube on the pressure side. 


268 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


Parts for the flue ducts and the chimney 


— 5 Fuchseinsteigeschachtverschliisse (access ports for the flue ducts) 450 x 
510 mm 

— | Reinigungstiir (cleaning door for chimney) 390 x 510 mm 

— 3 Rauchkanalschieber (flue-duct dampers) 1200 x 800 mm 

— 3 Schieberplatten (damper plates) 1250 x 840 mm 

— 3 Gebliise (blowers) No. 625. 


The bill of lading of 16 April 1942 mentions, moreover, a “zweifliigelige Feuer- 
tiir” (double door for hearth) 600 mm x 600 mm which surely belonged to the 
waste incinerator. 

The two above lists contain more shipment errors: the air-channel closures 
for the five furnaces numbered not 56 but 55, or eleven for each furnace, placed 
at the following points: one placed on each introduction door of the muffles (i.e. 
3 per furnace), two placed next to the introduction door of the right-hand muf- 
fles and two for the left-hand muffles, as well as two behind the center muffles 
(i.e. six per furnace), and one on the closure of each gasifier hearth (i.e. two in 
total). Furthermore, the two Feuertiiren 250 mm x 250 mm did not belong to 
the triple-muffle furnaces and, finally, neither one of the advices has the grate 
bars for the hearths or the grate bars for the muffles. 

Topf’s overall supply for the five triple-muffle furnaces at Crematorium II is 
detailed on the final invoice dated 27 January 1943 (Document 215) translated 


below:*” 


Object Amount 
BW 30 = Crematorium IT RM 


41 D 2249 


Construction of 5 pcs. triple-muffle incineration furnaces, viz.: 
Supply of normal, wedge-type, and special fireclay bricks, fireclay 
mortar and Monolite packing mass for the construction of the fire- 
resistant brick structure of the furnace, of cast- and wrought-iron fit- 
tings for furnace and compressed-air units as per description in our 
cost estimate of 4 November 1941, item I. 

Supply of an erection supervisor for furnace construction, including 
daily rates, travelling expenses and social-security contributions. 
Transportation of building materials to Erfurt Station @ 6,378.-- 31,890.-- 
Supply of 2 coffin-introduction devices each consisting of a coffin- 
introduction cart, shoving cart, and rail system for 5 incineration 


furnaces 1,780.-- 
Subtotal 33,670.-- 
Supply of: 


10,000 normal refractory bricks, Seger Cone 30 
3,000 wedge-type refractory bricks, Seger Cone 30 
7,000 kg of mortar M 2 

and 


475 Topf, Schluss-Rechnung Nr. 69 dated 27 January 1943. RGVA, 502-2-26, pp. 230-230a. 
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Supply of our technician for construction of smoke installation 4,045. -- 
Supply of 3 Topf draft enhancers in suction, each consisting of 

I blower in suction for an output of 40,000 m? of smoke gases against 
a total pressure of 30 mm water column with 2 suction fittings, 
mounted, and I pressure fitting, 

I smoke-channel-blocking damper 0.9 by 1.2 m, with air-tight guide, 
rollers cable and hand crank, 

1 380-Volt 50 c/s 3-phase motor, spray protected, nominal output 15 
hp with slip-ring rotor, full-load starter and buffered-bolt clutch, 
Supply of our technician for installation @ 3,016.-- each 9, 048. -- 
Construction of a waste incinerator, viz: 

Supply of normal, wedge-type, and shaped fireclay bricks, fireclay 
mortar, Monolite packing mass, bricks of diatomaceous earth, insu- 
lating mortar and rock wool for erection and insulation of fire- 
resistant furnace brickwork, cast- and wrought-iron fittings, 
wrought-iron loading box, and smoke-channel damper, 

Supply of our erection supervisor for construction work. Delegation 
of an engineer for start-up, as per our cost estimate of 4 November 
1941 and our letter of 4 November 1941. 4,474. -- 


51,237.-- 
Reference: order of 22 November 1941 of Reichsfiihrer-SS, Hauptamt 
Haushalt und Bauten — New Construction Office KL Auschwitz, or- 
der number 215/41 Ho. 

Credit for 3 draft enhancers in suction of 16 April 1943 3,705. -- 


47,532.-- 


The final invoice for the five triple-muffle furnaces at Crematorium III (Docu- 
ment 216) is dated 27 May 1943 and is translated below:*”° 


Object 
BW 30a = Crematorium IIT 


42 D 1454 


Construction of 5 pcs. triple-muffle furnaces, viz.: 

Supply of normal, wedge-type, and shaped fireclay bricks 
and fire-resistant tamping mass for construction of fire- 
resistant furnace brickwork, supply of insulating materials 
for furnace insulation. 

Supply of cast- and wrought-iron fittings for furnace and 
compressed-air unit, anchoring parts for furnace brickwork 
and one corpse-introduction device each, stretcher type, with 
their guide rollers and fixation bars, FOB Erfurt Station. 
Supply of our builder for supervision of construction, as per 
our offer of 30 September and letter of 30 September 1942. 7,830.-- | 39,150.-- 
Supply and installation of 3 Topf draft enhancers each with 
their 


Subtotal 39, 150.-- 


4% Topf, Schluss-Rechnung Nr. 728 dated 27 May 1943. RGVA, 502-2-26, pp. 215-215a. 
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suction fittings, 1 pressure fitting, 1 smoke channel blocking 

damper with rollers, cable and hand-crank, I 380-Volt 50 

c/s 3-phase ca. 15 hp nominal, with slip-ring rotor and full- 

load starter, 1 elastic-insulated buffered-bolt clutch. 

Construction of a smoke-channel system for the 5 incinera- 

tion furnaces, i.e. supply of necessary normal and wedge- 

type fireclay bricks and the necessary fireclay mortar 

Supply of our builder for supervision of construction work 

on smoke channels, as per our offer of 30 September and our 

letter of 30 September 1942. 5,504. -- 


53,702. -- 


Ref. your order of 26 October 1942, journal number 
16496/42/Jch/Lp. 
KL Auschwitz KGL — second crematorium. 


The description of the Topf triple-muffle furnace which follows is based on the 
documents presented in this subchapter, and on a direct investigation of the two 
Buchenwald Furnaces; it is supported by four drawings (Documents 217-220) 
and by the photos in Section V of the collection of photos. The numbers in pa- 
rentheses refer to the above drawings. 

Three photos taken by the SS confirm that the triple-muffle furnaces set up 
in Crematoria II and III at Birkenau were of the same type as those in the 
crematorium of the Buchenwald Camp, though one of the latter was designed to 
also use oil as fuel (Photos 111-116). 

As far as its layout is concerned, the triple-muffle furnace consisted basical- 
ly of a double-muffle furnace with a third muffle inserted in the middle, as well 
as some other technical modifications to be described below. 

The furnace itself is held in a solid brick structure by wrought-iron T, U, and 
angular anchor bars, tightening rods, bolts and nuts. Its dimensions are as fol- 
lows: 


Height 2,000 mm 
Width 3,460 mm 
Length (w/o gasifiers) 2,780 mm 
Length (with gasifiers) 3,400 mm 
Surface area of the furnace 

without gasifiers 33 m? 
Surface area of the gasifiers 10 m? 
Overall surface area 43 m? 


The furnace is equipped with three cremation chambers or muffles (No. 1) each 
of which has the following dimensions: 


Height 800 mm 
Width 700 mm 
Length 2,000 mm 
Surface area (w/o grate) 5 m? 


Volume (including ash chamber) 1.5 m3 
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At the apex of the vault, arranged along the longitudinal axis, each muffle has 
four rectangular openings 100 mm x 80 mm in size (No. 2; Photos 132f., 137, 
139, 143, 146), which lead into a horizontal duct running lengthwise inside the 
muffle ceiling (No. 3). These three ducts merge into a transverse and common 
duct located behind the furnace, which exhausts to the outside and is connected 
with a pipe (No. 25) to the blower (No. 23f.), which feeds combustion air into 
all three muffles jointly, especially in cases of incineration with a coffin. 

The side walls of the outer muffles had four rectangular openings (Photos 
131, 140f., 147), 110 mm x 130 mm, linked to the two air channels which ran 
lengthwise through the two outer walls and ended in two air inlets at the front 
(Photos 149, 151) closed by two raisable cast-iron covers (Photos 148, 150, 
153) of standard size (108 mm x 128 mm) and shape. The two air channels at 
the rear of the furnace turned downwards 180° and ran back; the four inlets 
mentioned were arranged in this section of the channel as we may deduce from 
the fact that the respective covers are located higher than the openings set into 
the muffle. These channels served to bring combustion air to the outer muffles. 

The center muffle was connected to the outer ones by three large openings of 
some 200 mm x 300 mm set into each of its side walls (No. 4; Photos 135-138). 
These outlets passed through the refractory brickwork (about 250 mm thick) on 
both sides and discharged through the inner walls of the outer muffles (Photos 
134, 140, 142, 144f.). These openings are part of the discharge system of the 
combusted gases; for that reason, as opposed to the design of the double-muffle 
furnace, they are essential for the operation of the furnace. 

The two walls separating the inner muffle from the outer ones had a thick- 
ness which was too thin to place any combustion-air channel in them similar to 
the design of the outer muffles; instead, the air channel to the center muffle was 
set into the brickwork of the rear portion of the furnace, opening on the inside 
into the muffle through a rectangular opening located near the top in the center 
of the muffle‘s rear brick wall (Photos 135-137), and at the outside into an 
opening (Photo 170) located in the rear wall of the furnace between the two gas- 
ifiers; it could be closed by means of a standard-sized raisable cast-iron cover 
(Photo 168). This exterior opening is located lower than the opening inside the 
muffle itself. The channel therefore is not a straight horizontal duct; coming 
from the inside, it angles down 90°, then angles 90° back to exit as a horizontal 
duct. 

The muffles are closed at the front by three cast-iron corpse-loading doors, 
600 mm x 600 mm (No. 5; Photo 127) clad with refractory on the inside (Photo 
129). In the lower central part of the doors is an air inlet, closed on the outside 
by means of a standard-sized raisable cast-iron cover, which has at its center an 
inspection hole 45 mm in diameter covered by a round cast-iron plate held by a 
hinge. The upper part of the door sports another inspection hole, also closed by 
a thin metal plate rotating around a pin (Photos 127, 129). 

At the rear, the muffles are closed by refractory brickwork. Their lower part 
consists of a horizontal grate (No. 6) composed of five refractory bars (No. 7; 
Photos 122, 136, 145, 147) some 90 mm thick in their upper part, spaced some 
210 mm apart, on which the corpse would be placed. 
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Below each grate was located the inclined V-shaped ash plate (No. 8; Photos 
131, 140f.), which ended in a narrower post-combustion chamber (No. 9; Pho- 
tos 156f.), in which the corpse parts that had dropped down between the bars 
burned out completely, hence the name post-combustion chamber. The front 
part of this chamber constituted the ash chamber as such. The glowing ash was 
extracted by means of dedicated scrapers through the ash-removal openings 
(No. 10) located at the front of the furnace below the loading doors of the muf- 
fles. They then fell into the ash receptacles placed in front of the furnace on the 
floor of the furnace hall (Photo 155). 

On the sidewalls of the post-combustion chamber of the center muffle, in its 
front portion, were two large rectangular discharge openings (No. 11; Photo 
156) through which the combusted gases flowed into two short vertical channels 
(No. 12) which, in turn, led to the flue duct (No. 13) located beneath the fur- 
nace, as shown in Documents 219f. The flue duct connecting the furnace to the 
chimney could be closed by an appropriate fireclay vane running vertically in a 
frame. It was operated by means of a metal cable, a pulley, a manual crank, and 
a counterweight. A cement counterweight with a hole can be seen in Photo 172; 
Photo 168 shows the manual crank. 

At the center of the rear wall of the post-combustion chamber, below the air- 
channel opening feeding air into the upper part of the muffle, is the opening of 
the straight secondary air channel into the center muffle’s post-combustion 
chamber (Photo 171), which can be closed by a raisable standard-type cast-iron 
cover (see Photo 169). 

The post-combustion chambers of the outer muffles have solid side walls 
(Photo 157). Combustion air was fed into them through a channel ending on the 
outside at the front of the furnace located below the air-channel opening feeding 
air into the muffle itself (Photos 148, 150, 152f.). It, too, had the usual raisable 
standard cast-iron cover. This channel makes a 90° downward turn and then 
bends once again into the horizontal, running parallel to the post-combustion 
chamber to which it is connected by appropriate openings (in Photo 157, these 
openings are covered by trash which has fallen into the post-combustion cham- 
ber). 

Behind the rear part of the furnace, there is a service pit with four steps (No. 
14), some 880 mm deep (Photo 158). It allows access to the two gasifiers, each 
with its own brick housing, set behind the outer muffles (No. 15; Photos 158f., 
205); the housing is some 1,380 mm wide and 1,280 mm high up to the upper 
edge of the inclined plate. 

On the inclined plate, some 900 mm long, there is the cover of the gasifier’s 
loading shaft measuring 270 mm x 340 mm (No. 16; Photos 160-162). This 
shaft opens into the upper part of the gasifier (No. 17; Photos 163f.). 

As the loading ports of the gasifiers are relatively high above the floor of the 
service pit, a metal step has been placed in front of the gasifiers at the floor lev- 
el of the furnace hall (Photos 199f.). 

The gasifier (No. 18) is a shaft-like chamber, closed below by the horizontal 
grate of the hearth (Photos 167, 174, 177) consisting of twelve square bars 40 
mm x 40 mm x 630 mm, held by two standard bars of the same cross-section 
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but having a length of 740 mm. The grate measures about 600 mm x 500 mm, 
or 0.3 square meters. The throughput capacity of the grate is about 35 kg of 
coke per hour. 

At the top, towards the inside of the furnace, the gasifier narrows into a neck 
which opens up in the rear part of the post-combustion chamber (No. 19; Photos 
140-142). 

The generator consists of the hearth which includes, besides the horizontal 
grate, the hearth’s ash-chamber door (No. 20; Photos 165, 173, 175f.), which is 
used for the removal of the ash from the ash compartment and for cleaning the 
grate, i.e. for the removal of the coke slag, as well as the channel for the com- 
bustion air to the gasifier, which has its inlet (Photo 166) on the outside next to 
the hearth door, but somewhat higher up; it can be closed by means of the usual 
standard cover (Photos 165, 173, 175f.). 

The Buchenwald Furnace, designed for use with oil, has two burners set into 
the rear part of the brickwork, above the gasifiers and behind the outer muffles 
(Photos 200f.) entering inside by means of a round opening in the muffles’ rear 
wall (Photos 130, 139). Above the furnace we have the cylindrical oil tank 
(Photos 114-121, 200-203) with a diameter of about 400 mm and a length of 
about 2.5 m. It is accessible by means of an iron ladder welded onto the lateral 
anchoring bars of the furnace (Photo 203). The tank fed each burner through a 
flexible tube connected to a metal pipe, which itself was connected to the upper 
part of the burner (Photos 201f., 204); its lower part was connected to the com- 
pressed-air tube having a larger cross-section (Photo 204). 

Two blowers are located between the two furnaces (Photo 188). The front 
blower (Photos 189-191) fed air into two large pipes, each of which was con- 
nected to the air-feed channels set into both furnaces’ walls (Photos 188, 192f.). 
Each pipe was equipped with a butterfly valve for the control of the air-flow 
rate (Photos 192, 194). 

The rear blower (Photos 195-197) was connected to a pipe located above the 
gasifiers, which fed air into the burners of the furnace that could also be fueled 
with oil (Photos 197-201). 

The corpse-introduction device (Leicheneinfiihrungs-Vorrichtung) consisted 
of a cart for the introduction of the coffin (Photos 181-183), running on rails 
(Laufschienen; Photo 184), and of a semi-cylindrical cart running above it (Ver- 
schiebewagen; Photos 182f.). At its front end, the coffin-introduction cart was 
equipped with a metal stretcher some 2,700 mm long, on which the corpse was 
placed and which was introduced into the muffle (Photo 185). 

The stretcher consisted of a wrought-iron plate with two side plates welded 
to it, forming a t— shape. The top parts of that plate (Photo 185) kept the 
corpse from falling off during the positioning of the cart, while the lower ones 
ran on a pair of wheels (Laufrollen or Einfiihrrollen; Photos 186f.) attached to a 
movable frame (Photos 178f.) which was itself threaded through a mounting bar 
(Befestigungs-Eisen) welded to the anchoring bars of the furnace below the 
muffle doors (Photos 117, 122). Pushing the introduction cart towards the open 
muffle, the two lower side plates inserted themselves into the concave rims of 
the wheels (Photos 186f.), and ran along them, thus allowing the corpse to be 
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moved easily into the muffle (Photo 185). Next, the semi-cylindrical cart was 
pushed forward over the stretcher (Photos 87, 89) into the muffle, until its front 
part touched the corpse; finally, the introduction cart was withdrawn, whereas 
the semi-cylindrical cart was held firmly in place within the muffle, pressing 
downward with the stoker attached to its rear part in such a way that the intro- 
duction cart below could move out of the muffle while the corpse slipped onto 
the grate. The movable frame with the wheels could slide laterally on the 
mounting bar and was thus used for all three muffles of one furnace. 

In front of each muffle, on the floor of the furnace hall, there is a pair of rails 
for the corpse-introduction carts. These rails are connected to another pair of 
rails running the whole length of the furnace room (Photos 181, 184), up to the 
corpse elevator. The layout of the rails is similar to the arrangement used in the 
old Auschwitz Crematorium (Photo 105). 

The style of the Buchenwald crematorium (Photos 207f.) is very similar to 
that of Crematoria II and III at Auschwitz. The crematorium has an under- 
ground morgue, accessible via a stairwell to the left of the chimney (Photo 208). 
The corpses were taken there by way of a slide (Photo 210), the upper end of 
which was closed by means of a trap-door (Photo 209). Opposite its lower end 
was a steel elevator (Photos 212-215), which went up to the furnace hall above 
(Photos 214f.). Photo 206, taken after the capture of Buchenwald in April 1945, 
shows a U.S. soldier standing in front of the furnace equipped for oil firing. 

The design of the triple-muffle furnaces at Birkenau was essentially the 
same as that of the Buchenwald furnaces described above, with only very slight 
differences (Photos 111, 113, 115): 


— The muffle doors did not have the upper inspection port (Photos 115 and 
128). 

— The closures of the air channels for the combustion air to the muffle and to 
the outer post-combustion chambers were placed lower; from their position 
(Photo 115) one may deduce that the combustion-air channels were straight, 
i.e. they ran in the furnace wall parallel to the muffles and to the ash cham- 
bers without any bends. 

— Each furnace had its own blower, No. 275. These blowers, two counter- 
clockwise blowers and three clockwise blowers, were positioned as shown in 
Document 222a. 

The way the doors opened was the same as for the Buchenwald furnaces: the 
door of the left-most muffle opened to the left, the other two to the right. 

No document I know precisely indicates the mass of the refractory masonry 
of the triple-muffle furnace. The figure I had assumed hypothetically in the first 
Italian and English editions of the present work (2012/2015, Vol. I, pp. 323/ 
273f.), as listed in the invoice of January 27, 1943 (DOCUMENT 215), seems to 
refer to the smoke ducts rather than the furnaces. It is known, however, that the 
triple-muffle furnace was practically nothing other than a double-muffle furnace 
with a third muffle inserted in the middle (without its gasifier); since the refrac- 
tory masonry of half the furnace weighed 5,000 kg (3,000 kg for the muffle in- 
cluding the ash chamber and 2,000 kg for the gasifier), the maximum mass of 
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the triple-muffle furnace was 5,000 (lateral muffle + gasifier) + 3,000 (center 
muffle) + 5,000 (lateral muffle + gasifier) = 13,000 kg. The actual mass was 
undoubtedly lower, because Topf’s policy was to save as much material as pos- 
sible, as shown by the eight-muffle furnace, whose refractory masonry weighed 
24,100 kg (see further below). Assuming a standard mass for the four gasifiers 
of 2,000 kg each, hence a total of 8,000 kg, for the eight muffles there would 
remain ([24,100 — 8,000] + 8 =) about 2,000 kg per muffle. It is therefore prob- 
able that for each muffle of the triple-muffle furnace, the Topf Company had 
foreseen a more-or-less-intermediate mass, around 2,500 kg, and that the total 
mass was around 11,500 kg. 

In comparison with other furnace types, the triple-muffle furnace was a sim- 
plified device, as one can also see from its low price. The third double-muffle 
furnace for the old Auschwitz Crematorium cost 7,332 RM, including the blow- 
er and a corpse-introduction system with the necessary rails, whereas the fur- 
naces for Crematorium II ran to 6,378 RM each, including the blower. As the 
two introduction carts and the rails for five furnaces were billed at 1,780 RM, 
the triple-muffle furnace was actually cheaper than the double-muffle type, in- 
cluding the same accessories for both. The unit price of the furnaces at Crema- 
torium III, however, was slightly higher at 7,830 RM (without the corpse-intro- 
duction cart), but it was still very economical. 

The drawings shown in Documents 221 and 222 refer to Crematorium II, but 
apply also to Crematorium III, the mirror image of Crematorium II. The Birke- 
nau Crematoria II and III each had a capacious furnace hall (Document 222a, 
No. 1) measuring 30 m x 11.24 m. The five triple-muffle furnaces were ar- 
ranged lengthwise, as shown in Photos 111, 113 & 115. In front of each muffle 
there were three pairs of rails (No. 2) connected to two rails for loading the fur- 
naces (No. 3) running perpendicularly to the former towards the elevator (No. 
4). These rails supported a rotatable disk, mounted on metal rollers, which one 
can just about make out in Photo 115; the set-up in the old crematorium at the 
Auschwitz Main Camp had been similar (Photo 106). 

The ruins of the furnace hall at Crematorium II (Photo 216) still show the 
rails located in front of the muffles (Photos 217f.); the traverse rails connecting 
them, on the other hand, have been removed, but the grooves into which they 
were set were not filled with cement (Photos 219f.), which means that the rails 
were probably taken out some time after the crematorium had ceased operating 
but before it was blown up. 

Behind the furnaces was another pair of rails for the coke supply of the gasi- 
fiers (No. 5); they ran parallel to the side walls of the furnace hall and right in 
front of the five gasifiers’ service pits, and went as far as the coke-storage area 
(No. 6). 

A side wing of the crematorium, some 10 m x12 m, was located next to the 
furnace hall. It was divided into two rooms by a partition. The smaller room, 
which could be reached from the furnace hall, was itself split into three rooms: 
two for the motors (Nos. 7, 9) and one room for one of the three draft enhancers 
(No. 9) which were originally built for this crematorium. The other room con- 
tained the chimney (No. 10) as well as the other two draft enhancers (Nos. 11f.) 
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and the waste incinerator (No. 13), from which this room took its name (Miill- 
verbrennungsraum; No. 14). 

The waste-gas-discharge system was designed as follows: The gas produced 
in the gasifiers entered the outer muffles through the gasifier neck, passed on in- 
to the center muffle through the six holes between the muffles, flowed into that 
muffle’s post-combustion chamber, left through the two openings in the side 
walls and then flowed on into a flue duct, which had a cross-section of 60 cm x 
70 cm and was located beneath the furnace (Documents 219f.; No. 13). Each 
flue duct had its own damper (Rauchkanalschieber), 60 cm x 70 cm, located at 
the furnace’s rear end, as on the H. Kori furnaces at Dachau (Photos 258f.), and 
running vertically along the rear wall of the center muffle (Document 220; No. 
14). 

The crematorium had a total of six flue ducts (Documents 223, 223a), one 
for each of the five furnaces and one for the waste incinerator. Each pair of 
ducts merged into a single duct, which led to one of the three smoke ducts into 
which the chimney was divided. The ducts of Furnaces | and 2 went into the 
smoke duct on the left, those of Furnaces 3 and 4 into the central smoke duct, 
and those of Furnace 5 and the waste incinerator into the smoke duct on the 
right. At the flue ducts’ merging point, their cross-sectional dimensions in- 
creased from 60 cm x 70 cm to 80 cm x 120 cm (the cross-section of each of the 
chimney’s smoke ducts) in order to compensate for the potentially doubled vol- 
umetric flow. 

Each of these three smoke ducts was connected to a draft enhancer through a 
short vertical shunt as shown in Document 224a (No. 26 & 28); at the end of the 
three vertical shunts, below the corresponding blower, was a moveable damper 
plate (Schieberplatte; No. 27), 125 cm x 84 cm in size, which, by closing of the 
vertical duct, allowed the chimney to function under natural draft. 

The draft enhancer’s blower was of a type as shown in Photo 195, but much 
larger. It sucked in a part of the combustion gases through an appropriate open- 
ing (No. 29) and released them at a high flow rate into one of the chimney’s 
smoke ducts (No. 31), thus creating a strong drop in the gas pressure, which 
then caused more gas to flow from the flue ducts into the smoke duct. The three 
blowers each had a capacity of 40,000 m? of combustion gas at a pressure of 30 
mm of water column. Just before the chimney were located three dampers 
(Rauchkanalschieber), 80 x 120 cm in size, running vertically and allowing the 
chimney’s smoke ducts to be closed against the flue ducts feeding into them 
(No. 30). 

The chimney, which had a height of 15.46 m, was divided into three smoke 
ducts with a cross-section of 80 cm x 120 cm (Nos. 31f.) each. Its foundations 
are still visible in the rubble of Crematorium II (Photo 221). 

The waste incinerator, in all likelihood, was the Miill-Verbrennungsofen MV 
(Document 225, 225a) described in Topf’s leaflet quoted in Chapter 3 (Docu- 
ment 161). The waste incinerator for Crematorium III was ordered by telephone 
on 5 February 1943, and confirmed in writing on 11 February. It cost 5,791 RM 
all-inclusive (Document 226). 
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As we have already mentioned, the draft enhancers of Crematorium II were 
seriously damaged in March of 1943 and had to be dismantled. In view of this, 
the respective devices for Crematorium III were never installed. Nor was Crem- 
atorium III equipped with loading rails for the introduction of corpses as dis- 
cussed above; the introduction carts were replaced by standard stretchers (Doc- 
ument 216). These stretchers, also used for the Topf Furnaces at Mauthausen, 
consisted of two parallel metal tubes, 3 cm in diameter (Photos 83-85) and 350 
cm long. A slightly concave metal plate, 190 cm long and 38 cm wide (Photos 
52f.), was welded to the front part of these tubes, i.e. to the portion which was 
inserted into the furnace. To ensure a better way of handling them, these tubes, 
over the rest of their length were set further apart (49 cm) by means of two el- 
bow bends (Photos 67 and 84). The distance between the tubes at the leading 
end corresponded to the spacing of the guide rollers (Fiihrungsrollen) at the 
lower end of the furnace doors; they could thus be placed on them with ease 
(Photos 84f.). 

Towards the outside, the two tubes which supported the metal plate had two 
stops consisting of two steel bars which were welded to the underside of each 
tube in the shape of a V. They stopped the stretcher at the rollers (Photo 67), 
thus keeping the stretcher from being pushed too far into the muffle, which 
would have damaged the muffle’s rear wall. One stretcher weighed about 51 
kilograms. In March of 1943, this system was introduced in Crematorium II as 
well. 

The operation of the coke-fired triple-muffle furnace is detailed in Topf’s in- 
struction sheet (Document 227). It is similar to that for the double-muffle fur- 
nace. For greater clarity, I have again added — to the translated text and in 
square brackets — my explanations and/or references concerning relevant photos 
and documents. Text in rounded parentheses appears in the original text:*”” 

“Qperating instructions for the coke-fired Topf triple-muffle incineration fur- 

nace. 

Before any coke is fed to the two coke generators [Photo 158; through the two 

loading shafts, Photos 160-164], the flue-duct damper [Documents 202b&c] on 

the furnace must be opened. 

Now fire can be lit and maintained in the two generators; care must be taken to 

make sure that the secondary covers to the right [Photo 165] and left [Photo 

173] of the ash-removal doors (coke generators) are open. 

Once the incineration chamber shows a satisfactory red glow (about 800°C), the 

corpses can be introduced successively into the three chambers. 

At this point, it is advisable to switch on the air compressor located at the side of 

the furnace [Photos 188-191] and to let it run for about 20 minutes. By observa- 

tion, it must be decided whether too much or too little fresh air enters into the 
three chambers. 

Control of the fresh-air flow is effected by means of the rotary vane [Photos 192 

& 194] located in the air duct. Furthermore, the air-entry ports to the right 

[Photo 148] and left [Photo 150] of the introduction doors must be half-open. 


“77 Topf, Betriebsvorschrift des koksbeheizten Topf-Dreimuffel-Eindscherungsofen. March 1943. From: 


Pressac 1989, p. 222. 
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As soon as the corpse parts have dropped from the fireclay grate [Photos 145 & 
147] onto the inclined ash plate below [Photos 131, 134, 140f., 156f.], they must 
be moved forward towards the ash-removal door [Photo 71] by means of the 
scraper. These parts may remain here for another 20 minutes for post-combus- 
tion. Then the ash is transferred into the ash container [Photo 155] and set aside 
for cooling. 

In the meantime, new corpses will be introduced successively into the chambers. 
The two generators must be refueled from time to time. 

Each night the generator grate [Photos 167, 174] must be freed of coke slag and 
the ash must be removed. 

It is important, furthermore, that after the end of the operation as soon as the 
generator has burned itself out and [coke] embers are no longer present, all air 
dampers and doors [of the ash chambers, the gasifiers’ loading shafts, the muf- 
fles’ ash chambers, and the introduction doors], as well as the flue-duct damp- 
ers, must be closed in order not to cool down the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white heat). 
This temperature increase can be avoided by feeding air.” 


The two large-size triple-muffle furnaces (Grof-Eindscherungséfen) originally 
ordered by the Auschwitz Central Construction Office for the PoW camp at 
Birkenau, but never built, were structurally different from those set up in Crem- 
atoria II and III at Birkenau, as shown by the Topf quotation for these two fur- 
naces dated 12 February 1942 (Document 228):478 


Copy/Go 
J.A.Topf undSéhne 
To 
Central Construction Office 
of the Waffen-SS and Police 


Auschwitz/Upper Silesia. 

Erfurt, Feb. 12, 1942 
Subject: Your ref: Our department: D IV 
Crematorium, Prf. 
Cremation furnaces 


Quotation for the supply of 2 triple-muffle cremation furnaces and construction 
of chimney lining with cleaning port. 


Item |Qty | Description Unit pr. |Total 
I) 1 |Coke-fired triple-muffle incineration furnace 

With the following services and supply: 

The necessary fireclay materials consisting of 

normal, wedge-type and shaped bricks and mono- 

lite tamping material with the corresponding mor- 

tar. For the insulation of the furnaces the neces- 

sary bricks of diatomaceous earth, rock wool and 


478 


Topf, Kostenanschlag for Zentralbauleitung dated 12 February 1942 concerning two triple-muffle 
cremation furnaces of simplified type. APMO, BW30/34, pp. 27, 32, 29 (sic). 
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Item |Qty | Description 


Unit pr. \Total 


II) 


diatomaceous-earth mortar. 


Cast- and wrought-iron fittings such as: 
Wrought-iron blocking dampers lined with Mono- 
lite, including one corrugated-metal plate covering 
on front side of damper and installation of an ob- 
servation port, 

Cast-iron chain rollers, 

Cast-iron bearings 

Cast-iron wall cranks for loads of 500 kg each, 
The necessary cables and 4 chains for the dampers, 
Cast-iron air-channel closures, 

Cast-iron ash-removal doors, lined with fireclay, 
Cast-iron gasifier-loading-shaft closure, with insu- 
lating cover, 

Cast-iron ash container, 

Cast-iron smoke-channel damper sliding in air- 
tight guide, including rollers, cable and counter- 
weight, 

The necessary stokers for the gasifier, 

The horizontal grate made of wrought-iron square 
bars including supporting bars, 

Wrought-iron coffin-introduction device consisting 
of a stretcher and 6 pcs. rollers with fixation bar, 
Delegation of builder for construction of furnace 
and of one engineer for hand-over of furnace. 
Price of Item I) for I furnace RM 


Price of Item I) for 2 furnaces RM 


The fireclay lining for the chimney up to a height o 
6 m, thickness 12 cm: 

1,400 normal refractory bricks, Seger Cone 30, 
700 kg of refractory mortar M 2 

1 cast-iron manhole for cleaning. 

Price of Item IT) RM 


The anchor bars necessary for the furnace must be 
manufactured by the client, at no cost to us, as per 
our drawing. Furthermore, for each furnace, the 
client will supply, at no cost to us: 

about 4,000 pcs. bricks 

6 m3 of construction-type sand 

1,200 kg of lime 

500 kg of cement 

These materials belong to the outer brick casing. 
For the duration of the job our builder must be 


7,106.- 
14,212.- 


440.- 
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Item |Qty | Description Unit pr. |Total 
supplied by the client with 3-4 helpers, at no cost to 
us. 
Total authorization-code weight 3,450 kg 
Our prices are ex works, without packing 


This furnace is characterized by the presence of only one gasifier — the cost es- 
timate, in fact, speaks of only one grate (Planrost) and one closure for the load- 
ing shaft of the gasifier — and mentions only a single flue duct — there is only 
one flue-gas damper — and muffle doors running vertically like those in a single- 
muffle furnace (Document 163). 

The parts, as listed in the cost estimate, seem to be those of a furnace with 
the gasifier located behind the center muffle, as shown by the respective draw- 
ing (Document 229): the gases from the generator first flow into the center muf- 
fle, then through the openings between the muffles, on into the outer muffles; 
the spent-gas system could be similar to the one of a single-muffle furnace 
(Document 229a) or to the system of the Auschwitz-type double-muffle furnace 
(Documents 229b & 229c). The air-feed system for the combustion air was sim- 
ilar to that of the triple-muffle furnaces at Buchenwald and Birkenau, with their 
ten closures for the air channels instead of eleven, because the furnace had only 
a single gasifier. 

The fact that five ash-removal doors are listed (instead of four — three for the 
muffles and one for the gasifier) is explained by the fact that this figure includes 
the closure for the loading shaft of the gasifier as well, it being identical to the 
ash-removal doors in this case. This type of furnace had neither a blower nor a 
draft enhancer. The coffin-introduction device consisted of three pairs of rollers 
mounted on a bar like the rollers of the Topf 8-muffle furnace (see the next sub- 
chapter) and a stretcher as described above. 


7.3. The Coke-Fired 8-Muffle Furnace 


This furnace was designed by Engineer Priifer probably towards the end of 
1941. Its original concept is described in a Topf cost estimate dated 16 Novem- 
ber 1942 (Document 230):1” 


Quotation for one Topf 8-muffle cremation furnace 


# Description 


Supply and construction of a Topf 8-muffle incineration fur- 
nace 

including: 

For the outer brick coat 

approx.. 9,000 bricks (normal size) 

approx.. 14 m3 sand, construction type 

approx.. 3,000 kg of building lime 

approx.. 500 kg of cement 

(These materials must be made available to our builders free 


4” Topf, Kostenanschlag iiber einen Topf-Achtmuffel-Eindscherungs-Ofen dated 16 November 1942. 
RGVA, 502-1-313, pp. 72-74. 
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of charge). 


The fireclay materials, viz.: 

1,600 wedge-type fireclay bricks, Seger Cone 33/34 
3,000 normal fireclay bricks, Seger Cone 33/34 
1,500 normal fireclay bricks, Seger Cone 32 

3,000 kg refractory mortar MI 

35 fireclay grate bricks, special shape 

35 fireclay plates, special shape 

2,000 kg Monolite caulking mass. 


The cast- and wrought-iron fittings, such as: 

4 Hearths for wood firing consisting of their cast-iron inclined 
grate, cast-iron flat grates, loading-shaft covers of corrugated 
metal with reinforcing bars, and the wrought-iron supporting 
bars for the grates, 


2 Cast-iron flue-gas-channel damper running in its air-tight 
guide, including rollers, cables and counterweights 
& Wrought-iron muffle-blocking dampers with chains and sus- 


pension bars (these dampers will be lined with Monolite), 
10,000 \kg of diatomaceous-earth insulating mass, 


16 Cast-iron chain rollers and the necessary cast-iron bearings 
with wrought-iron shafts, 

2 Wrought-iron stokers, consisting of scraper and stoking rods, 
The necessary cables, chain and cable rollers as well as 
counterweights, 

1 Supporting bars for fixation of cable and chain rollers, 

4 Wrought-iron ash boxes with reinforcing bars and 2 handles 
each, 

20 Cast-iron closures for the air channels, 

& Cast-iron ash-removal doors, fireclay lined, with frame and 
coil handles, 

2 Coffin-introduction devices, each consisting of a wrought- 
iron stretcher, and rollers with their fixation bars for each 
muffle. 


Supply of builder(s) for construction of the furnace, including 
daily rates, social security contributions and travel expenses. 


Price of the furnace RM 12,972. -- 


Authorization-code weight 3,600 kg. 

The price is quoted f.0.b. Erfurt Station. 

For the duration of the construction, our builder must be sup- 
plied with a sufficient number of helpers at no cost to us. On 
arrival [of the parts] on site, the foundations must have been 
made ready by the client. If supervision of the furnace founda- 
tion by our builders is desired, we would provide the latter at 
daily rates at your expense. 


In the Topf bill of lading (Versandanzeige) of 8 September 1942, there is a list 
of parts for two 8-muffle furnaces (Document 231). The document is translated 
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below, with the exception of the first two columns, which contain the name of 


the company and the order number: 


480 


Number|Packing| # |\Object weight in kg| 
of cases| Type net| gross 
2 |Complete 8-muffle incineration furnaces 
consisting of: 
16 loose | 16 |\Cast-iron fire doors 280/350 mm 736| 736 
24 " 24 |Cast-iron air-channel closures 108/126 
mm, Model 31 la 180 180 
16 “ 16 |\Cast-iron air-channel closures 232) 232 
4 4 |Cast-iron smoke-channel dampers (800 mm 
high, 700 mm wide) consisting of: 
4 “ 4 guides 280| 280 
4 . 4 Cast-iron dampers 342| 342 
4 ” 4 Damper rods & & 
1 pack | 8 |Cable rollers, fig.2 13 13 
17 loose | 17 \Cast-iron chain rollers, 210 mm segment 
diameter, bore O35 mm 90 90 
16 * 16 |Muffle-blocking dampers 736| 736 
4 % 4 |Introduction stretchers 204| 204 
15S é 15 |Cable roller with support 60 60 
2 “ 2 |Cast-iron covers, Model 8973 for closing 
of gasifier-loading shaft 23 23 
& é & |Closures for gasifiers 252} 252 
4 - 4 |Angle bars 60/60/6, each 2,300 mm long 44 44 
4 % 4 |Ash receptacle, metal plate 24 24 
4 é 4 |Stokers 22 22 
4 “ 
Subtotal 3,246 
4 “ 4 |Stoking rods 13 13 
& : & |Gas piping 2,” each 1,250 mm long 44 44 
8 “ & |Angle irons 80/80/10, each 1,250 mm long 100 100 
105 “ 105 \Cast-iron bars for horizontal grate, each 
600 mm long, Model 15377 525 525 
235 7 235 |Cast-iron bars for inclined grate, each 
940 mm long, Model 8735 1,504| 1,504 
16 7 16 |\Cable rollers diam. 152/190 mm Figure 6 114| 114 
16 a 16 |Angle bars 70/25 mm, each 1,200 mm long | 272 272 
I metal drum |260|Angle supports 20/20 each 150 mm extend- 
ed length 131) = 133 
8 loose | 8 \Angle bars 60/60 mm, each 1,200 mm long | 256| 256 
8 " & |U-bars NP 10, each 2,600 mm long 636| 636 
1 box | 16 |Angle bars 60/60/8, each 150 mm long 16| = 343 
265 |Square holders 10/10 mm, each 260 mm 
extended length 47 


480 Topf, Versandanzeige for Zentralbauleitung dated 8 September 1942. RGVA, 502-1-313, pp. 143f. 
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Number |Packing| # |\Object weight in kg| 
of cases| Type net| gross 
64 64 |Lag bolts 3/4” x 250 mm with nuts 39 
16 |Grommet thimbles, for cable 8 mm 0.5 
16 |Dto., clamps 2 
65 |Grommet thimbles, for cable 10 mm 3 
65 |Dto., clamps 10 
32 |Angle bars 100/50/8 mm, each 180 mm 
long 35 
16 |Shafts, 40 mm Z each 510 mm long 80 
32 |Rollers 60 mm G each 50 mm long 34 
32 |Blank spacers 43 2 
32 |collars 42 with screws 73 
64 |Lag bolts 16 mm @ each 170 mm with nuts 22 
5 |Star-type 3-way switches for 3-hp motor 20 
20 bags Monolite 1,000| 1,000 
60 loose | 60 \Fireclay bricks for grate, 140/250/650 mm 
40 if 40 |Fireclay bricks for grate 120/250/850 mm ¢-|4,000| 4,000 
30 3 30 |Fireclay bricks for grate 120/250/850 mm 
12,186 


The final invoice, drawn up by Topf on 5 April 1943 (Document 232) lists the 


parts actually supplied to the Central Construction Office: 


481 


Item 


Number | Amount 


[Invoice] concerning supply and services for erection of 2 
Topf large-size incineration furnaces having & muffles 
each, viz.: 
a. Supply 
of normal, shaped and wedge-type fireclay bricks, fire- 
resistant mortar and fire-resistant Monolite packing mass, 
additional anchoring bars for damper-suspension and gas- 
ifier-loading shafts, of cast- and wrought-iron fittings for 
wood-fired hearths, muffle- blocking dampers with rollers, 
cables and hand cranks, stokers, ash boxes, ash-removal 
doors, air channel-closures with their frames, introduction 
device, 
b. Provision of our builder for construction of furnace 
As per our letter of 8 December 1941 and our letter of 9 
December 1941 for 1 furnace 

for 2 furnaces 
Expenses for freight for our shipment of 29 March 1943 
Reference: letter with order from Reichsfiihrer SS dated 4 
December 1941 II/7/3 Wi/FI. 
Payment from Amtskasse Waffen-SS Posen on 5 May1942 
RM 27,600.--. 


13,800.-- 


27,600.-- 


32.30 


27,632.30 


Topf, Schlussrechnung Nr. 380 for Zentralbauleitung dated 5 April 1943. RGVA, 502-1-314, pp. 29- 


29a. 
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This list is completed by Topf’s Final Invoice No. 322, of 12 July 1944, but 
back-dated to 23 March 1943 (Document 233) as far as the additional equip- 
ment ordered by the Central Construction Office goes:**” 


Item Amount 


We supplied on 25 January and on 19 March 1943 


4 cast-iron doors with cast-iron frame, coil handles for fireclay lin- 


ing 360 

7,500 kg of rock wool instead of 5,000 insulating bricks and 

1,200 kg of rock wool 1,218 

4 gasifier grates made of square bars 40/40 each 1,200 mm long 1,680 
3,258 


As per our cost estimate of 2 September and letter of 22 September 
1942 concerning your order of 15 September 1942 


Your payment of 2 February 1944 
RM 3,258.--. 


As mentioned in Chapter 6, there were actually eight cast-iron closures. 

The above documents, the Drawings of the Birkenau Crematorium IV (and 
hence, of Crematorium V, its mirror image) 1678, 2036 and 2036(p) (Docu- 
ments 234-236) — which show the foundations and the vertical section of the 8- 
muffle furnace — the photos of the crematorium ruins taken by the Poles in 
1945, as well as an inspection on-site allow us to re-establish the design of this 
furnace with satisfactory precision. Its overall dimensions can be deduced from 
the list of anchoring bars etc. drawn up by Topf on 4 September 1942 (Docu- 
ment 237) for the 8-muffle furnace: 


Dimensions of the Auschwitz 8-muffle furnace (see Illustrations 3f.): 
Muffle block (each with 2 x 2 muffles; two of them): 


height 2,450 mm 

length 4,430 mm 

width 2,545 mm 
Length of parapet housing the muffle damper 720 mm 
Distance between two opposing muffle-damper parapets 2,990 mm 
Gasifier block (2 x 2 generators): 

height 2,060 mm 

length 3,225 mm 

width 2,290 mm 


The furnace, including the gasifier, thus measured 4.43 m x [(2.545 x 2) + 
2.290 =] 7.38 m. 

Judging from the dimensions of the steel bars still apparent at Crematorium 
V, these overall dimensions of this furnace complex were followed during con- 
struction. 


48 Topf, Schluss-Rechnung Nr. 322 for Zentralbauleitung dated 23 March 1943. RGVA, 502-1-327, p. 
2a 
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The description p— BBO 4 4m ism ___4 
which follows is based | Yl) tlwimalr Tiff 
on the documents men- eS SS OO 
tioned in this section, | ee —— | 
on the Polish photos of Fe oma a 
1945, and on our visual ome B home ws _— nt 

ae ee eee ee 
observation of the ru- | ¢ é va a 7 | oN 
ins of Crematorium V. | 3° | Te 
For greater clarity, the [= me | °° |) a 
description is illustrat- = | see ee 
ed by three drawings ume me a | 7 sea — 

jz i} 6 Ww 

prepared by ourselves eee 1 ao 
(Documents 238-240). | | | |) G2 | Geo | 
The numbers in paren- | ~ &£ . ; 4 


theses which appear in 
the description refer to 
these documents. 

The Topf  coke- 
fired 8-muffle furnace 
was made up of eight 
single-muffle furnaces 
as per Topf Drawing 
D58173 (Document 
163) arranged in two 
groups of four furnac- 
es; each group consist- 
ed of two pairs of fur- 


naces opposing each _ /llustrations 2+3: Schematic drawings of the Topf eight-muffle 
: furnace; top: cross-section at the level of the muffle grate; 

other in such a wey bottom: longitudinal section through a lateral muffle 

that they shared their (Documents 239 and 240) with dimensions added. 


rear walls and the cen- 

tral walls of the muffles (Document 238) in a manner already used in the 
Ptaszow Crematorium (cf. Document 175). The two furnace groups were con- 
nected to four gasifiers coupled in the same way (Document 238, Generator I- 
4) and thus formed a single 8-muffle furnace, also called “Grofraum-Ein- 
dscherungsofen,” literally “large-scale incineration furnace.” 

The furnace was contained in a solid brick structure by means of anchor and 
retaining bars still clearly visible on the Polish photos of 1945 depicting the ru- 
ins of Crematorium V (Photos 222-225) and still visible half a century later 
(Photos 228-230). 

The muffles (No. 1) had doors (No. 2) weighing 46 kg and running vertically 
in a frame set into the frontal brickwork (No. 3) above each pair of muffles. The 
doors were operated by means of pulleys attached to the roof beams, cables and 
counterweights. 

In the outside wall of each of the four outer muffles, in their rear portion, 
was an outlet for the spent gases (No. 4) leading into a vertical duct (No. 5) in 
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such a way as to form two parallel pairs of ducts — one for each group of two 
muffles. Each was housed in a brickwork structure (No. 6) located on either side 
of the furnace. The two pairs of ducts fed each separately into two horizontal 
ducts (No. 5a) which merged into a single one (No. 7) with its damper operated 
by means of a pulley with its cable and counterweight. Each damper measured 
0.8 m x 0.7 m and weighed 85.5 kilograms. 

The two ducts ran horizontally in opposite directions below the floor of the 
furnace hall and ended in a chimney, having a square cross-section of 0.8 m x 
0.8 m and a height of 16.87 m (photo 233). The flue ducts did not have inspec- 
tion manholes. The chimneys had no draft enhancers. 

The interior wall of each pair of muffles had connecting openings (No. 8), 
probably three in number as in the double- and triple-muffle furnaces. The rear 
walls of the muffles were totally closed by refractory brickwork. The floors of 
the muffles consisted of a fireclay grate (No. 9), probably made up of five fire- 
clay bars as in the single-muffle furnace. In this respect, the information sup- 
plied by the bill of lading of 8 September 1942 is unclear, because this docu- 
ment speaks of 60 bars 140 mm x 250 mm x 650 mm and 40 bars 120 mm x 
250 mm x 850 mm for a total of 16 muffles, but dividing the total number of 
bars by the total number of muffles does not result in an integer (100+16 = 
6.25). It is thus likely that this supply item included spare bars. The width of the 
grate, and hence that of the muffle, must have been 700 mm as in the double- 
muffle furnace, which had bars of the same length. If the width had been 850 
mm, then the 650-mm bars would have been too short. The difference in length 
between the two different types of bars can perhaps be explained by assuming 
that the 650-mm bars may have rested on protruding specially shaped bricks at 
the edge of the ash chamber, whereas the 850-mm bars extended into the muffle 
wall by 75 mm on either side. 

Below the muffle grate was the post-combustion chamber (ash chamber; No. 
10) closed at the front end by the ash-removal door (No. 11). This type of door, 
280 mm x 350 mm, was the same as used for the gasifier hearths, therefore, in 
the bill of lading of 8 September 1942, these ash-chamber doors are labeled 
“Feuertiiren.” 

Combustion air was fed to the individual furnaces and to the gasifiers 
through 20 air channels having an equal number of raisable closures, twelve 
standard closures (108 mm x 126 mm, weight 7.5 kg) and eight larger ones 
(14.5 kg) like those mistakenly installed in the side walls of the poorly recon- 
structed double-muffle furnaces of today’s Crematorium I (cf. Photos 87 and 
96). These closures were arranged as follows: 

— one, standard type, next to the ash-chamber door as shown on Photos 226f. 

(= 8 closures); 

— one, large type, next to the muffle door as on the Topf Mauthausen furnace 

(= 8 closures); 

— four, standard type, next to the gasifier-hearth grate (= 4 closures). 
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The use of air channels to the muffles larger than those on the two- and triple- 
muffle furnaces was probably meant to at least partly compensate for the ab- 
sence of blowers. 

On the outer part of the post-combustion chamber was a horizontal air chan- 
nel running parallel to it and linked to it by means of transverse openings. This 
channel let out at the front of the furnace, next to the ash-removal door, and was 
closed by a standard-type raisable cast-iron closure already mentioned. The 
channel constituted the air feed for the post-combustion chamber. 

On the inner sidewall of the post-combustion chamber of the four inner muf- 
fles one or two openings were located (No. 12) which were connected to the 
gasifiers, as in the Gusen Furnace (Photos 16, 27). 

The furnace was equipped with two pairs of gasifiers (No. 13) located on 
opposite sides between the two groups of four muffles. Each pair fed the two 
muffles next to it. 

As far as their lateral position and their connections to the muffles are con- 
cerned, the gasifiers were structurally similar to those of the Gusen Furnace 
(Photo 1): the Auschwitz pair of furnaces plus gasifier on the left compares to 
the two furnaces plus only the right-hand gasifier of the Gusen Furnace, while 
the Auschwitz pair of muffles plus gasifier on the right compares to the two 
muffles and only the left-hand gasifier of the same Gusen Furnace, meaning that 
at Auschwitz the gasifiers were housed one beside the other in a single brick 
structure. To visualize it, I have prepared a Foto composition (Document 241), 
realized on the basis of the Gusen Furnace, which reflects rather well the con- 
cept of the eight-muffle furnace and shows clearly to what extent this furnace 
was inspired by the furnace at Gusen. 

As opposed to this, the gasifiers were probably similar to those of the Topf 
Furnace at Mauthausen (Photos 75, 77f.) with a sloping plate, on which was 
placed the gasifier-loading-shaft door. Furthermore, the four gasifiers of an 8- 
muffle furnace possessed a rather light-weight (11.5 kg) “cast-iron lid Model 
8973 for closing the loading shaft of the gasifier,” whose mechanics are unclear. 
The service pits (No. 14; Photos 222, 224, 232) — which allowed access to the 
gasifiers with their loading doors (No. 15) the hearth doors — were located in 
front of the gasifiers. 

The hearth frames were attached to the anchoring bars of the gasifiers by 
means of two rods still visible in the rubble of the furnace (Photo 230f.). The 
steps shown on drawings 1678 and 2036 were replaced by a ladder with 
wrought-iron rungs, visible on Photos 230 and 232. 

As I have explained in Chapter 6, the 8-muffle furnace for Mogilev, which 
were taken over later by the Central Construction Office at Auschwitz had 
hearths with inclined grates for wood firing (without lids). For the grates of the 
furnaces shipped to Auschwitz, both inclined and level bars for coke firing were 
used. The available documents diverge as to the number and the lengths of these 
bars; it is certain, however, that the throughput capacity of the grates was 35 kg 
of coke per hour (see Document 264). 

The corpse-introduction system consisted of a stretcher for the corpses as 
described in the preceding section, clearly shown on Photo 222, and by two 
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rollers of simplified design. These rollers consisted of a metal cylinder rotating 
around an inside axle which was attached to two vertical bars bolted onto an an- 
gled anchoring bar at the level of the fireclay grate of the muffle as shown in 
Photo 226. 

At the two extremities of the cylinder, guide disks were welded, 6 cm wide 
and 10 cm in diameter, supporting the lateral tubes of the corpse stretcher, and 
with the entire cylinder rotating around its own axle. Photo 226 shows further- 
more four steel servicing tools resting on the anchoring bar of the furnace, and 
on the ground, below them, several square bars that were part of the gasifier 
grates. 

Originally, 2,500 insulating bricks and 600 kg of rock wool had been fore- 
seen for the insulation of one 8-muffle furnace,**’ but later, as can be seen on 
the final invoice No. 322 backdated to 23 April 1943 (Document 233), the 2,500 
insulating bricks were substituted for by 3,750 kg of rock wool; hence each one 
of the two 8-muffle furnaces was insulated by 4,350 kg of rock wool. 

The brickwork of one 8-muffle furnace was composed of: 

— 1,600 wedge-shaped refractory bricks ~ 5,300 kg 
— 4,500 normal refractory bricks ~ 15,800 kg 
— 3,000 kg of refractory mortar, 

for a total weight of about 24,100 kg. 

Assuming for the four gasifiers a total weight of the brickwork of 8,000 kg, 
the refractory brickwork of each muffle weighed some 2,000 kilograms. Judg- 
ing by its flimsy structure, the 8-muffle furnace was the least-reliable of the fur- 
naces built by the Topf Co. 


7.4. The Plans for Mass Cremations at Auschwitz-Birkenau 
7.4.1. The Furnace Designed by Fritz Sander 


In Chapter 3 of this unit, I presented the uncommented translation of a patent 
application by Fritz Sander dated 4 November 1942 concerning a “Continually 
operating corpse-combustion furnace for large-scale operation.” I will now dis- 
cuss the significance and the scope of such a device in the light of another doc- 
ument. 

On 14 September 1942, the Topf engineer Fritz Sander wrote a letter to the 
brothers Topf, owners of the firm in which he worked, explaining to them the 
“new design” of a furnace he had invented. Of this letter, only the first page and 
some excerpts of other pages have been published (Schiile 2011, pp. 443-447): 

“The great demand for cremation furnaces for concentration camps which has 

lately manifested itself especially in the case of Auschwitz and which has, ac- 

cording to the report by Herr Priifer, led to a further order for 7 triple-muffle 
furnaces,*4) has prompted me to look into the question of whether the concept 


483 Letter from Zentralbauleitung to Topf dated 15 September 1942. RGVA, 502-1-312, p. 22. 

484 We can see from K. Priifer’s note of 8 September 1942 (cf. Subchapter 8.2) that besides the five tri- 
ple-muffle furnaces of Birkenau Crematorium II, the SS- WVHA had ordered another three 8-muffle 
furnaces, but still, the number of muffles was insufficient. Actually, for Crematorium III, another five 
triple-muffle furnaces were ordered, and another two for the crematorium at Gross-Rosen, so twelve 
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of muffle furnaces used so far at the places mentioned is indeed the most-sui- 
table one. 

In my opinion, in a muffle, the cremation does not proceed quickly enough to en- 
sure the elimination of a great number of corpses at a desirably high rate. As a 
makeshift solution, one has tried to use a series of furnaces or muffles and by 
loading them with more corpses, but this does not solve the basic problem, i.e. 
the drawbacks of the muffle system. These drawbacks of the muffle furnace, 
which cannot be solved even by assembling more muffle furnaces (triple- or 8- 
muffle furnaces) and loading more corpses into an individual muffle, are in my 
judgment the following: 


1) Discontinuous operation. 

Each muffle, at regular intervals, must be loaded, cleaned, then loaded again 
and cleaned again, and this goes on for the [whole] duration of the operation of 
the furnace. Each time [a cremation is undertaken] it is necessary to open the in- 
troduction door at the front, and the corpses must be loaded into the muffle 
through this front door. While this goes on, cold air flows into the furnaces, 
cooling the muffle, which not only reduces its service life, but also causes heat 
losses which have to be made up by additional fuel. 


2) Problems of introduction. 

In any case, it is difficult and unpleasant work to insert the corpses into the muf- 
fle in the longitudinal direction, especially if several corpses have to be packed 
into the muffle at the same time. In the long run, it will also be impossible to 
avoid damaging the delicate muffle masonry. 


3) Large space requirement of the multi-muffle furnaces. 
In terms of floor space, the multiple-muffle furnaces take up quite a bit of room 
and require a considerable amount of material for their construction. Moreover, 
the corpses to be cremated have to be transported each time in front of the open- 
ing of the respective muffle, i.e. they have to be distributed over a number of 
such places. They are thus scattered over the entire floor space of the cremation 
room. The same applies to a certain extent to the fuel. 
To overcome the above disadvantages, and in my opinion as the ideal solution 
with regard to the design of a cremation furnace for the purpose of a concentra- 
tion camp, I consider a furnace with continuous loading and_also_ continuous 
operation, ” 
This is followed by a discussion of the options for such a continuously operat- 
ing furnace and a detailed description of a furnace which over wide areas reads 
like an anticipation of the later patent application (see Document 242). After de- 
scribing the furnace he had invented, Sander continued: 


“I realize very well that this kind of furnace must be considered a mere device of 
destruction and that one has to cast aside all considerations of piety, separation 
of the ashes, or any sentimental factor. But all this is already with us in the case 
of multi-muffle furnaces. After all, we have special conditions in the concentra- 
tion camps due to the war which force [us] to adopt such a procedure. [...] 

In view of the considerations set out above, it is to be assumed that the authori- 
ties in charge will also approach other furnace manufacturers for the supply of 


in total. 
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cremation furnaces functioning quickly and well. These [firms], too, will look for 
the best design of furnaces for the applications mentioned. I must therefore as- 
sume that this question is now being addressed by all sides, and that ideas for 
new types of such furnaces are thus emerging in other furnace-construction 
companies as well. For this reason, I believe it to be urgent to apply for a patent 
for my proposal in order to protect our priority.” 
This patent application concerning a “cremation furnace for corpses in continu- 
ous operation for mass application” was drawn up by Sander on 26 October 
1942, and then revised by him on 4 November 1942. The patent application of 4 
November 1942 confirms Sander’s ideas as described in the letter of 14 Sep- 
tember 1942: 

“The collection camps in the occupied eastern territories set up on account of 
the war and its consequences with their inevitably high mortality do not permit 
the interment of the large number of deceased camp inmates. There is, on the 
one hand, a shortage of space and labor, and, on the other, the risk of exposing 
the vicinity, near or far, to the dangers presented directly or indirectly by any 
burial of the deceased, many of whom have succumbed to infectious diseases. 

The need thus exists to eliminate safely, quickly, and hygienically the corpses 

generated continuously in large numbers.” 

Sander explained that this task could not be accomplished in accordance with 
the legal requirements applicable within the Reich territory, for it imposed the 
need to burn such corpses jointly and concurrently, with the flames and com- 
bustion products striking the corpses directly throughout the entire process; 
thus, one could not speak of a proper cremation but rather only of a combustion 
of the corpses. He continued: 

“For the execution of this combustion — in line with the viewpoints exposed 

above — in some of these camps multiple-muffle furnaces were erected which ob- 

viously had to be loaded and operated serially. For this reason, these furnaces 
are not entirely satisfactory, as the combustion in them does not proceed quickly 
enough to permit the elimination of the large number of corpses generated con- 
tinually within a short period of time.” 
Sander’s design was nothing but an adaptation of Topf’s waste incinerator 
“Miill- Verbrennungsofen MV,” which was practically copied from Kori’s “Ofen 
mit doppelten Verbrennungskammern” (Furnace with two combustion cham- 
bers).*8° The idea of a vertical cylindrical combustion chamber, on the other 
hand, was taken from the patent of Adolf Marsch, which I discussed in Chapter 
10 of Unit I (Documents 96 & 96a). 

The reference to the “multi-muffle furnaces” is clearly to Topf’s own dou- 
ble-, triple- and eight-muffle furnaces already built at Auschwitz, Buchenwald 
and Mogilev. The reference to high mortality in the “collection camps in the oc- 
cupied eastern territories” and of the corpses who “have succumbed to infec- 
tious diseases” concerns the concentration camps, Auschwitz in particular, 
where mortality was extremely high because of the typhus epidemic ravaging 
the camp at that time. 


485 Cf. Chapter 11 and Document 225a&b. 
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What is most-significant in the patent application and the letter mentioned 
above is that the very inspiration for the new design was the fact that Topf’s 
chief engineer rated the mass cremation in multi-muffle furnaces — of which 
Topf was the only manufacturer — to be rather unsatisfactory. 


7.4.2. Crematorium VI 
In early 1943, Topf elaborated two mass-cremation devices for Auschwitz- 
Birkenau. A letter written by the head of the Auschwitz Central Construction 
Office, SS Sturmbannfiihrer Bischoff, to the camp commandant, SS Obersturm- 
bannfiihrer Hoss, dated 12 February 1943, explains the idea of “Crematorium 
VI” in the following way (Document 243):*°° 
“With reference to the discussion of the undersigned with engineer Priifer of 
Topf & Séhne Co. on 29 January 1943, the project of a sixth crematorium (an 
open combustion chamber 48.75 by 3.76 m) was considered. The Central Con- 
struction Office had therefore requested Topf & Séhne Co. to prepare a sketch 
of this open combustion chamber, which is attached. 
If the construction of this sixth crematorium were to be undertaken, it is request- 
ed to forward the respective application to Office Group C via Office Group D. 
In case of a possible realization of this installation, more manpower than pres- 
ently employed must be provided by the command. For this, one would require: 
150 detainee bricklayers 
200 detainee helpers 
The realization of the building project depends on the availability of the man- 
power mentioned above.” 
The sketch of the device has not been preserved. In my opinion, the design of 
Crematorium VI was based on F. Siemens’s field furnace described in Chapter 
10 of Unit I. In the Siemens drawing (Document 93) the width of the installa- 
tion (Section C-D) was about 3.90 m, the length about 5.50 m; the thickness of 
the walls, Section a-b, was about 35 to 40 cm, the internal dimensions about 3 m 
x 4.80 m. The “open combustion chamber” of the Crematorium VI Project 
measured 48.75 m x 3.76 m, which corresponds to a Siemens field furnace of 
the same width but 10 times longer, i.e. of the following dimensions: 
— width: 3 m (clear width) + 2 x 0.38 m (outside walls) = 3.76 m. 
— length: 10 m x 4.80 m (clear space) + 2 x 0.375 m (outside walls) = 48.75 
meters. 
The use of bricks for this furnace was an option, but engineer Priifer could have 
simplified matters by placing the corpses directly on the grates constituting the 
top part of the hearth. Separating the individual hearths as in the Siemens fur- 
nace, Crematorium VI would have had 60 hearths with a usable surface of 144 
square meters, sufficient for the concurrent cremation of some 150 corpses. 


486 Letter from Zentralbauleitung to the camp commandant dated 12 February 1943. APMO, BW 30/34, 
p. 80. 
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7.4.3. The Annular Incineration Furnace 


Topf’s letter to the Central Construction Office of 5 February 1943 ends as fol- 


lows:*87 


“You will receive the cost estimate for the large ring incineration furnace on 
Tuesday of next week at the latest. In case a purchase is planned, we kindly ask 
for an order to be placed soonest to enable us to order the cast-iron and 
wrought-iron parts right away or start with their fabrication [ourselves]. ” 
A ring furnace (Ringofen) is usually used for the sintering of bricks, laid out as 
shown in Document 244. It consists of a ring-shaped sintering channel (Brenn- 
kanal), some 2 to 4.5 m wide, 2.5 m high and 60 to 120 m long, into which the 
material to be sintered is placed. Heating is effected by means of hearths with 
grates, until the material becomes incandescent. The spent gases leave the sin- 
tering channel through flue ducts below, flow into a collection channel and then 
on into a smoke duct, which takes them into the chimney. 

Some 12 to 20 openings are arranged in the side walls of the furnace for the 
loading and removal of the material to be sintered. The sintering channel is di- 
vided into an equal number of chambers linked to one another. The actual sin- 
tering takes place in two or three chambers, whereas in the others there is a pro- 
gressive preheating in one direction and a gradual cooling in the other.*** 

Because of the structure and the technical characteristics of such a device 
which, among other things, operated intermittently, and also because such a de- 
vice had never been manufactured by Topf, we may exclude that the “ring in- 
cineration furnace” suggested by Topf was of this type. The designation would 
rather refer to the “cremation furnace for corpses in continuous operation for 
mass application” devised by Fritz Sander with its cylindrical combustion 
chamber. 


7.4.4. The Furnace of the Quotation Dated Ist April 1943 

Another project for a mass cremation device appears in a Topf cost estimate, of 
which R. Schnabel presents only the last page (Document 245; Schnabel 1957, 
p. 351): 


JA. Topf & Séhne 
Quotation of I April 1943 for Auschwitz 


reg. no. |# | Object 


I |Cast-iron damper for smoke channel with rollers, metal cable and 
hand crank, 

The necessary stokers. 

Provision of builders for construction of the furnace including travel- 
ling expenses, daily rates, and social security contributions. 


Price of furnace: RM 25, 148.-- 
Weight for authorization code: 4,037 kg 


487 Letter from Topf to Zentralbauleitung at Auschwitz dated 5 February 1943. APMO, BW Aull 
30/4/34, D-Z-Bau/2544/2 (illegible page number). 
488 Hiitte 1938, vol. IV, pp. 739f. 
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For the duration of the construction our builders must be supplied 
with a sufficient number of helpers at no cost to us. 

All construction materials such as bricks, sand, lime and cement must 
be provided at the site in time; these materials must likewise be sup- 
plied at no cost to us. 

They concern: 

about 19,000 bricks 

about 20 m3 of sand 

about 800 kg of cement 

about 6,000 kg of lime. 

Our price is given FOB railway freight car at station 


By order. J.A. Topf & Séhne 
signed: Sander, Erdmann. 


We do not know where the original of this document might be. When compar- 
ing it to the known Topf estimates, we see that it is the last page of an estimate: 
there is no letterhead of the firm, no addressee, no description of the device, and 
the data which do appear are those normally shown at the end of estimates. It is 
certain, in any case, that the furnace described in this estimate was a real crema- 
tion furnace, even if of a special type. The presence of a flue-duct damper 
(Rauchkanalschieber) leaves no room for doubt in this respect. 

A comparison of this device with the constituents of the 8-muffle Mogilev 
Furnace shows that it was an even-bigger furnace: 


8-muffle furnace | Furnace of estimate of 1st April 1943 


Bricks 9,000 19,000 
Sand 14 m3 20 m3 
Lime 3,000 kg 6,000 kg 
Cement 500 kg 800 kg 
Metal 3,600 kg 4,037 kg 
Price 12,972 RM 25,148 RM 


The comparison shows that the number of bricks for the outer facing of the fur- 
nace in question was twice as large as that of the 8-muffle furnace, and one may 
thus suppose that the outer surface also was roughly twice the size. 

The enormous price difference between the two devices, even if the weight 
of the metal is not very different, can probably be explained by a most-relevant 
difference in weight for the refractory and the insulating material and would 
hence confirm the gigantic dimensions of this furnace. These dimensions agree 
much better with a special furnace such as the one invented by Fritz Sander 
which, incidentally, also had only one smoke duct. 

The devices described in this section were never built, probably because 
conditions had changed. In January of 1943, the Birkenau crematoria were still 
being erected; by the end of March, Crematoria II and IV were in operation, 
with Crematorium V joining them in early April. 

The cost estimate of Ist April 1943 certainly responded to a request by the 
Central Construction Office made a few weeks earlier when the sanitary situa- 
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tion in the camp was disastrous because of a resurgence of the typhus epidemic 
which had struck the previous year. Between 2 March and Ist April of 1943, a 
total of 7,300 detainee deaths were recorded in the Sterbebiicher.“° From April 
onwards, mortality went down considerably, and that is probably the reason 
why the Central Construction Office abandoned these projects. 


8. The Duration of the Cremation Process in the Topf 
Furnaces at Auschwitz-Birkenau 


8.1. The Documents 


In this chapter, we will consider the controversial question of the cremation ca- 
pacity of the Topf furnaces from the point of view of the duration of the pro- 
cess. There are four documents on this topic, which, however, yield rather di- 
verging data. 

In the Topf letter sent to the New Construction Office of KL Mauthausen on 
1 November 1940, with an attachment of a cost estimate concerning “one coke- 
fired Topf double-muffle cremation furnace, with compressed-air system” as 
well as one concerning a “Topf draft-enhancing device” (Document 194), we 
read:*°° 


“Our Herr Priifer had already informed you that in the furnace previously pro- 
posed [on 31 October 1941] two corpses per hour can be incinerated.” 
As we are dealing here with the Auschwitz-type double-muffle furnace, Priifer’s 
statement refers to the cremation of one corpse in one muffle in one hour. This 
corresponds to a theoretical cremation capacity of 48 corpses in 24 hours. 
A few months later, on 9 July 1941, the SS New Construction Office at KL 
Mauthausen sent Topf the following request:*”! 
“This office asks to be informed about the number of cremations which may be 
carried out in one furnace per day without danger to the equipment (coke- 
firing). Furthermore, we ask you for the supply of 2 service instructions for the 
furnaces.” 
Topf replied on 14 July by the following letter (Document 247): 
“Re: Your letter of 9 July 1941. Cremation furnace. 
In pursuance of our [sic] letter mentioned above we are sending you the re- 
quested instructions in triplicate and ask you to exhibit one at a visible spot 
close to the furnace hall. The other two may be placed in your files. 
In the Topf coke-fired double-muffle cremation furnace, 30-36 corpses can be 
cremated in about 10 hours. This number may be cremated daily without undue 
strain on the furnace. It is not harmful either to carry out cremations day and 


48! 
491 


Rad 


Staatliches Museum... 1995, Vol. I, p. 236. 

Letter from Topf to $$-Neubauleitung at Mauthausen dated 1st November 1941. BAK, NS 4/Ma 54. 
Cf. Document 246. 

Letter from Topf to SS$-Neubauleitung at Mauthausen dated 9 July 1941. BAK, NS4/Ma 54. 

Letter from Topf to SS$-Neubauleitung at Mauthausen dated 14 July 1941. SW, LK 4651. 
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night, one after the other, if operations require this. It is a fact that the refracto- 

ry lasts longer if a uniform temperature is constantly maintained in the furnace. 

We hope to have been useful to you in the best way in this matter and salute you 

Heil Hitler 

By proc. J.A. Topf & Séhne 

Sander, Erdmann.” 

On the basis of what is said in this letter, the duration of one cremation in one 
muffle would have been some 33 to 40 minutes, and the theoretical capacity of 
the furnace would therefore have been 72 to 86 corpses per 24 hours. 

The third document is the following letter, dated 28 June 1943 and sent by 
the head of the Auschwitz Central Construction Office (SS Sturmbannfiihrer 
Bischoff) to the head of Office Group C of WVHA (SS Brigadefiihrer Kammler; 
Documents 248, 248a):17 

“28 June 1943. 
31550/Ja./Ne.— 


Re: Completion of Crematorium III 
Reference: none 


Attachments: -/- 
To the 


SS Economic-Administrative Main Office, Head of Office Group C 
SS Brigadefiihrer and Major General 

Dr.-Ing. Kammler 

Berlin — Lichterfelde — West 

Unter den Eichen 126 — 135 


I [hereby] inform you of the completion of Crematorium III on 26 June 1943. 
Therefore all crematoria ordered have now been completed. 


Performance of the crematoria presently existing 
over an operating period of 24 hours: 


1.) old Crematorium I 


3 x 2-muffle furnaces 340 persons 
2.) new Crematorium at PoW Camp IT 

5 x 3-muffle furnaces 1440 persons 
3.) new Crematorium IIT 

5 x 3-muffle furnaces 1440 persons 
4.) new Crematorium IV. 

8-muffle furnace 768 persons 
5.) new Crematorium V. 

$-muffle furnace 768 persons 
at 24-hour operation a total of 4756 persons 


The Head of Central Construction Office 
of the Waffen-SS and Police Auschwitz. 
SS Sturmbannfiihrer.” 


3 RGVA, 502-1-314, p. 14a. 
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Thus, on the basis of this document, the average duration of one cremation was 
25 minutes in the double-muffle furnace, and 15 minutes in the furnaces with 
three or eight muffles. 
The fourth document is an internal memo (translated below) written by En- 
gineer Priifer, dated 8 September 1942:4%4 
“TOPF 
To: J. A. TOPF UND SOHNE Erfurt, 8 September 1942 
Department D IV 
Our reference: D IV/Prf-/hes 
Concerning: Reichsfiihrer SS, Berlin-Lichterfelde-West. 
Subject: Crematorium-Auschwitz. 
Confidential! Secret! 
8 September 1942: Obersturmfiihrer Krone called and informed us that he has to 
report to Brigadefiihrer Kammer [Kammler] and that he has to give an account 
of his visit to the Auschwitz Crematorium, from which he came back yesterday. 
He has not been told anything about the Auschwitz installation and would there- 
fore like to know exactly how many muffles are presently in operation and how 
many muffle furnaces we are presently building for forthcoming delivery. 
I explained to him that 3 furnaces with 2 muffles are now in operation with a 
[cremation] capacity of 250 [corpses] per day. Furthermore, 5 furnaces with 3 
muffles are now under construction for a [cremation] capacity of 800 [corpses]. 
Today and over the next few days the 2 furnaces with 8 muffles will be shipped, 
taken from the Mogilev [job], with a [cremation] capacity of 800 [corpses] each. 
Herr K. declared that this number of muffles was still insufficient; we are to 
supply yet more furnaces as soon as possible. It is therefore advisable for me to 
go to Berlin on Thursday morning to discuss with Herr Krone any further or- 
ders. I am to bring with me documents concerning Auschwitz so that these ur- 
gent calls would stop once and for all. 
I have announced [my] visit for Thursday.” 


If we follow this document, the average duration of a cremation in the double- 
muffle furnace was 34 to 35 minutes, in the triple-muffle furnace 27 minutes 
and in the 8-muffle furnace 14 to 15 minutes. The corresponding cremation ca- 
pacities of each type of furnace were about 83, 160, and 800 corpses per 24 
hours, respectively. 

Summarizing, the capacities claimed in these four documents are as listed in 
the following table, with the time given in minutes and the capacity in corpses 
per muffle and per 24 hours of operation per day: 


Furnace Document | Document 2 Document 3 Document 4 
capacity apacity | time capacity | time | capacity 


time time 


eight muffles 


44 K. Priifer’s memo of 8 September 1942. EMS/Erfurter Méilzerei- und Speicherbau, 241, I 80 Tech. 
Abteilung D IV. Published online at: http://veritas3.holocaust-history.org/auschwitz/topf/. Cf. Docu- 
ment 249. 
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It is obvious that at best only one of these numbers can be correct. 

The first document stems from the copious correspondence between Topf 
and KL Mauthausen, held at the Bundesarchiv at Koblenz; the second one was 
originally part of this correspondence, but it is no longer there, having been 
transferred to the Weimar Staatsarchiy. It is unclear how the document arrived 
at the Weimar Staatsarchiv, which is all the more strange, as it is not Topf’s 
own filed copy but the original of the letter directed to Mauthausen, as we can 
see from the in stamp it bears. 

The photocopy sent to this author (Document 247) shows, on the left, sever- 
al vertical lines whose ink has faded; on the lower-left-hand corner we have, at- 
tached to the sheet, a slip of paper with the hand-written entry “in 1943, up to 
300 corpses were burned in such a [im gleichen] furnace in 10 hours.” The au- 
thor of this hand-written remark is unknown; the remark must, in any case, be 
considered worthless from a technical point of view and false from a historical 
point of view. Actually, the incineration of 300 corpses in 10 hours in a double- 
muffle furnace is equivalent to a time of 4 (four) minutes for each cremation, 
which is technically impossible. On the other hand, the “such a furnace,” i.e. the 
double-muffle furnace, Auschwitz Type, had not yet been installed at Mau- 
thausen in 1943. The authenticity of the typed letter is not in doubt, but the 
hand-written note was certainly added to it after the war. 

The third document, which comes from the Moscow Archives, presents seri- 
ous problems of form and content which will be treated in Subchapter 9.6. 

The fourth document was discovered by Jean-Claude Pressac in 1995 during 
a search of the archives of the firm EMS / Erfurter Mdlzerei- und Speicherbau, 
successor to Topf & Séhne at Erfurt. After Pressac’s death, part of the documen- 
tation on this company which he had collected, including the documents from 
the above archives, were donated, as he had wished, to the Thiiringisches 
Hauptarchiv at Weimar, where it is now held. 

In our effort to judge the factuality of the data given in these four docu- 
ments, and to ascertain the average duration of a cremation in the Topf furnaces 
at Auschwitz-Birkenau, we shall use three objective criteria, all based on practi- 
cal conditions: the results of the experimental cremations with coke carried out 
by R. Kessler on 5 January 1927, a fragment of the list of cremations in the 
crematorium of the Gusen Camp, and the numerous fragments of such lists con- 
cerning the crematorium at the Westerbork Camp (Netherlands). 

A further important experimental criterion is provided by the experiments 
with the incineration of animal carcasses and offal from slaughterhouses run on 
Kori furnaces. The technical assessments carried out by the Soviets and the 
Poles on the Majdanek (August 1944), Sachsenhausen (June 1945) and Stutthof 
Furnaces (May 1945) have yielded still more useful indications. 

The lists of cremations in the crematorium of the Terezin Ghetto — which 
was equipped with four oil-heated Ignis-Hiittenbau furnaces, undoubtedly the 
most-productive of all the furnaces built during the Second World War — pro- 
vide us, finally, with an essential benchmark allowing us to set the lower limit 
of the cremation time achievable in plants operated in German concentration 
camps and ghettos in the 1940s (see Subchapter 11.4.). 
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8.2. Richard Kessler’s Cremation Experiments 


As we have explained in Chapter 6 of Unit I, the duration of the cremation pro- 
cess involving one corpse depends essentially on the constitution and the chem- 
ical composition of the body, but — to a not-irrelevant extent — also on the fur- 
nace system and the operational procedure of the cremation. 

Since the Auschwitz-Birkenau furnaces had a coke-fired gasifier, the exper- 
iments carried out by the engineer Richard Kessler in the Dessau Crematorium 
on 5 January 1927 can be used as a yardstick, if we want to understand how the 
cremation process unfolded in the furnaces of Auschwitz-Birkenau (cf. Chapter 
4 of Unit I). However, if we want to stay in line with actual conditions, we must 
look at the design differences between the Gebriider Beck Furnace used by R. 
Kessler and the Topf double-muffle furnace, Auschwitz Type, the furnace 
which resembled most-closely the furnaces for civilian use. 

The Beck Furnace had a refractory mass of at least 12,000 to 13,000 kg, 
which allowed for a considerable amount of heat to be stored in the walls, and 
which reduced the temperature fluctuations during the cremation. The Topf 
Furnace had a refractory mass of some 10,000 kg, i.e. 5,000 kg per muffle and 
gasifier, hence they stored less heat, which in turn led to more-pronounced tem- 
perature fluctuations. 

On account of its recuperator, the Beck Furnace possessed an efficient sys- 
tem of preheating the incoming combustion air to high tempertaures, which 
supported supported the mixing process of the combustion air with the combus- 
tible gases coming from the gasifier and from the decomposing corpses, thus 
reducing the amount of Excess Air and increasing the combustion temperature. 
Furthermore, the recuperator supported the post-combustion of the heavier hy- 
drocarbons leaving the cremation chamber uncombusted, thus returning part of 
their heat to the furnace. 

The Topf Furnace had no recuperator and no preheating system and thus 
worked with an air-feed system which had already been tried out in the 1930s 
and had been found unsatisfactory from the point of view of heat economy. 
Here, the cold air entered the muffle through four openings set into its vault and 
was fed into both muffles by means of a single blower, which did not allow con- 
trolling the air-feed to individual muffles (cf. Schlapfer 1938, p. 155). 

The Beck Furnace, moreover, could be switched over to a smoke-combus- 
tion mode which reduced the heat loss through otherwise-uncombusted gases 
and thus attenuating a corresponding reduction of the muffle temperature at a 
point in the process at which the Topf Furnace (having no smoke-combustion 
mode) experienced a more-pronounced temperature drop in the muffle (and 
concomitant greater formation of smoke). 

Both furnaces worked with direct combustion, allowing the combustion 
products of the gasifier to enter the muffle. 

We will now consider the results of Kessler’s cremation experiments, which 
I have summarized in Documents 250f. On average, the initial temperature of 
the cremations was around 800°C (Column 2); the maximum temperature dur- 
ing the combustion of the coffin was around 1,000°C (Column 3), the tempera- 
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ture at the start of the combustion of the corpses was around 780°C (Column 5), 
and the maximum temperature during the combustion of the corpses wass 
around 900°C (Column 7). As far as the durations are concerned, the average 
time taken for the temperature to reach its maximum after the coffin had been 
introduced was 12 minutes, the average time for the evaporation of the corpse 
water was 27 minutes, and, finally, the average time taken for the combustion of 
the corpses to reach the highest temperature was 28 minutes, whereas the aver- 
age duration of the entire process up to the second peak temperature was 55 
minutes. 

Here we must underline the fact that the above times taken for the coffin and 
for the corpse to be consumed, respectively, are merely measured up to the 
point where the highest temperature is reached. In both cases, the combustion 
obviously continues even after the peak temperature has been reached, albeit at 
a lower rate (Document 251). This is why we have taken 55 minutes to be the 
average duration of the entire combustion process in Documents 250f., whereas 
in Kessler’s experiments it was taken to be 86 minutes. Hence, even after the 
most-active combustion phase of the corpses, the combustion process continues 
for another 31 minutes. 

These considerations are important because the Topf cremation furnaces at 
Auschwitz-Birkenau, or more-precisely their method of operation, was different 
from Kessler’s: on account of both professional ethics and legal requirements as 
discussed in Chapter 8 of Unit I, Kessler no doubt waited for the ashes to stop 
burning before moving them into the ash chamber; as opposed to this, the oper- 
ating guidelines for Topf’s furnaces at Auschwitz-Birkenau allowed for the in- 
troduction of the next corpse as soon as the remains of the former corpse had 
fallen through the muffle grate. Thus, the duration of a cremation in the Topf 
furnaces ended once the remains of the corpse had fallen through the muffle 
grate bars into the post-combustion (or ash) chamber, where they would go on 
burning for another 20 minutes, as indicated by the operating instructions. 

In both furnaces, however, combustion of the corpses took place primarily 
within the muffles. 

When we look at the chart summarizing Kessler’s experiments (Document 
251), we see that at the very moment when the combustion temperature of the 
corpses reached its maximum, i.e. after 55 minutes, the corpses themselves were 
still in the muffle, as is borne out by the fact that the muffle temperature contin- 
ued to rise as high as 900°C. Therefore, the duration of the combustion process 
in the muffle up to the point where the remains of the corpse fall through the 
grate bars into the ash chamber was necessarily longer than the 55 minutes. 

When comparing Kessler’s cremations and those carried out in the Topf 
double-muffle furnace at Auschwitz, we must take two more relevant points in- 
to consideration: 

First of all, cremations in the Beck Furnace were done with coffins, whereas 
at Auschwitz the corpses entered the muffle unboxed.*” The coffin has a nega- 
tive (i.e. lengthening) effect on the duration of the cremation, because, for sev- 


#5 At the beginning of WWII, the use of coffins was provided for. Cf. Chapter 12. 
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eral minutes until it breaks down under the heat, it acts as a heat shield for the 
corpse, thus delaying the evaporation of the corpse water. But after the coffin 
has broken down, it has a positive effect and speeds up the evaporation process 
of the corpse water, because the burning wood increases the muffle temperature. 
Finally, part of the heat contributed by the combustion of the coffin accumulates 
in the muffle walls and is released again when the thermal conditions in the 
muffle allow this. This contribution, though, becomes ever-less-significant as 
the refractory mass of the muffle increases. 

Second, the Beck Furnace possessed all measurement devices needed for a 
continuous observation of the cremation process at any moment of the crema- 
tion, and the cremations were carried out under the eye of an expert engineer, 
and were thus performed in the best possible manner. 

From the first, negative, effect we may draw the following conclusion: since 
the maximum temperature of the coffin’s combustion was reached after 12 
minutes, we may assume that the evaporation of the corpse water began after 
some 5 to 6 minutes, which means that the cremation of a corpse without a cof- 
fin would take about 50 minutes up to the maximum of the main combustion 
phase. 

In Kessler’s cremation experiments, the minimum duration of the cremation 
process up to the high point of the main combustion phase — 40 minutes — was 
registered for the last two cremations; the average duration and the temperatures 
reached in the individual phases were as follows: 


— from the moment of introduction (at 805°C) up to the highest temperature 
(1015°C) reached during the combustion of the coffin: about 14 minutes; 

— from the introduction until the end of the desiccation of the corpse (810°C): 
30 minutes; 

— from the end of the desiccation up to the highest temperature reached during 
the combustion of the corpse (955°C): 40 minutes. 


As the combustion of the coffin reached its highest point after 14 minutes, we 
may assume that vaporization of the corpse water begins after six to seven 
minutes, which brings us to a minimum duration of the main combustion phase 
under optimum conditions of 32 to 33 minutes. 

In modern furnaces, the main combustion phase lasts about 30 to 40 min- 
utes.*°° On this point, the engineer L.G.A. Leonard of the French company 
Tabo, manufacturer of cremation furnaces, gave an account of his experiments 
at the meeting of the Cremation Society of Great Britain in 1975, saying (Jones 
1975, p. 83): 

“After about half an hour, whether the furnace has got up to a temperature of 

1,100° C or whether it is 900° C, there is a rapid fall away, and I think the in- 

vestigations should be concerned with the last twenty minutes or so of the cre- 
mation cycle. At that time you have in the cremator a very very small quantity of 
body material in the shape of chest and lung material, roughly the size of a rug- 


46 Te. the time from the introduction of the corpse into the muffle up to the end of the main combustion 
phase. 
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by football, about twenty minutes from the end of the cremation, and this is the 

thing which is most-difficult to remove.” 

A chart summarizing the phases of the cremation process in a modern cremato- 
rium attributes 34 to 38 minutes to the duration of the main combustion (cf. 
Document 252). 

However, actual experiments show longer durations. In the 1990s, Michael 
Bohnert et al. observed fifteen cremations carried out in a modern Etagenofen 
(multiple-hearth incinerator) as part of a study in forensic medicine (Bohnert et 
al. 1998). The gas-fired furnace had a cremation chamber with a post-combus- 
tion chamber underneath. The latter had a rotatable grate. The ash chamber was 
located further below. 

The corpses concerned were those of seven men and eight women, between 
68 and 100 years of age. The cremation process was observed through a view- 
ing port 13 cm x 11 cm set into the muffle. The phenomena occurring during 
combustion were recorded at intervals of 10 minutes. The average duration of a 
cremation in the muffle (main combustion) was about one hour,*”” after which 
the remains were moved into the post-combustion chamber, where they burned 
out over another hour. 

After 30 minutes, the skull and the trunk were still recognizable: the thorax 
was open, and the internal organs could be seen (cf. Document 253). After 40 
minutes, the ribs had lost their soft tissue, and the base of the skull was visible 
(cf. Document 254). After 50 minutes, combustion was still intense, and the ap- 
pearance of the corpse was as follows (ibid., p. 16): 

“The facial bones had mostly disintegrated. The base of the skull was visible. 

The upper parts of the spinal column tended to extend. The vertebrae were cal- 

cined and the disks between the vertebrae were missing. The shape was main- 

tained primarily by the remains of the strongly deformed neck muscles. The in- 
ternal organs, meanwhile, showed a considerable shrinkage. In most cases, only 
the liver was still recognizable, even though it had been reduced to a sponge- 
like structure. The soft tissue of the basin which had been protected for a long 
time had now been consumed by the fire, and the iliacus presented only sparse 
remains of carbonized soft tissue adhering to the bone. The arms had been com- 
pletely destroyed. The upper thighs had been reduced to calcined bone stumps.” 
The cremation in the muffle went on for another 15 minutes on average. 

In conclusion it may be said that, as a reference point, the duration of the 

main combustion phase is about 50 minutes. 


8.3. The List of Cremations in the Gusen Crematorium 


Among the few documents concerning the crematorium at the Gusen Camp to 
have been preserved, there is a record drawn up by SS Unterscharfiihrer 
Wassner, head of the crematorium, which lists the number of detainees cremat- 
ed, and the corresponding consumption of coke, for the period of 26 September 


“7 Bohnert et al. 1998, p. 12. From Table 1 shown on this page we obtain an average duration of 66 
minutes. The average temperature in the muffle was about 750°C. 
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through 12 November 1941.*”8 The list contains four columns. The first column 
shows the time; next to it we have the number of cartloads of coke supplied. 
The second column gives the date of the cremation, the third the number of 
corpses cremated, and the fourth the total number of cartloads of coke (1 cart- 
load = 60 kg). The coke figures in the first column are listed cumulatively, so 
that the last figure in the first column is the same as the figure in the fourth col- 
umn. 
The document poses some problems, though: 


1. Does the date column really indicate the days on which the cremations were 
carried out? At three points (entries for 31 October, 7 November, and 8 No- 
vember) the cremations cycle into the early hours of the following day, 
hence rather than speaking of cremation days, we should rather speak of 
cremation cycles or series. Each cycle comprises the number of corpses 
shown in the record and may extend into the following calendar day. 

2. Does the number of coke cartloads registered in the first column correspond 

to the coke /oaded into the generators at the hour indicated? This possibility 
must be discounted for the following reason: 1 m? of loose coke has a weight 
of 380 to 530 kilograms (Hiitte 1931, vol. I, p. 718). Let us assume the max- 
imum value of 530 kilograms. 
The two gasifiers at Gusen had a flat grate of 50 cm x 50 cm, like the 
Auschwitz double-muffle furnace. The loading port of the gasifier stood at a 
level of 80 cm above the grate. The effective volume of one gasifier was 
thus 0.5 m x 0.5 m x 0.8 m = about 0.2 m3, which means that each gasifier 
could load (530x0.2=) 106 kg of coke, i.e. 212 kg for both gasifiers. Now, in 
the above record, the first figure in the first column is, in several cases, be- 
tween 11 and 16, or between 660 to 960 kg of coke, but in order to take in 
(960+2=) 480 kg of coke, each gasifier would have had to have an effective 
volume of about | m3; hence the number of cartloads of coke does not refer 
to the coke loaded into the gasifiers for the hour indicated. 

3. Does the number of coke cartloads shown in the first column refer to the 
coke consumed up to the hour indicated? This hypothesis must be excluded 
as well, because, for 11 November, at 8:00 PM, 23 cartloads of coke are 
mentioned (=1,380 kg). The following entry, at 9:20 PM, speaks of 32 cart- 
loads (=1,920 kg). Hence within the 80 minutes between the two entries 
(1,920 — 1,380=) 540 kg (or 405 kg per hour) would have been consumed, a 
technically impossible amount. The same reasoning also applies to other cy- 
cles, e.g. for 6 November we have 600 kg of coke between 10:25 and 14:45 
hours, i.e. over 4 hours and 20 minutes, or 138 kg/hr, for 7 November: 420 
kg of coke between 3:30 and 5:00 AM, i.e. over 90 minutes = 280 kg/hr; for 
12 November: 420 kg of coke between 15:20 and 18:15 hours, i.e. over 175 
minutes = 144 kg/hr; etc. 

4. Do the times shown in the first column refer to the beginning (first figure) 
and to the end (last figure) of the cremations carried out on that day? This 
question is closely related to the preceding one. If the first figure really re- 


498 Cf. Document 255; ODMM, Archiv, B 12/31. 
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ferred to the beginning of the cremations, the figure for the number of cart- 
loads shown next to it would concern the amount loaded into the gasifiers, 
which cannot be the case. 


Moreover, this hypothesis would lead to technical impossibilities, as we can 
gather from the explanatory table (Document 256). In this table, Column 1 indi- 
cates the date of the various cremation cycles, Column 2 the total consumption 
of coke, Column 3 the total number of cremations, Column 4 the average coke 
consumption for each cremation, Column 5 the total time for each cycle (based 
on the first column of the list of cremations), Column 6 the average duration of 
each cremation (provided the first and last figures of the list refer to the begin- 
ning and the end of the cremations), and Column 7 gives the hearth grate’s 
throughput rate under the same conditions. 

We see immediately that the duration of the cremations (Column 6) in cer- 
tain cases would be only 13, 12 or even 8 minutes, but if we follow Kessler’s 
experiments, these times would not even be sufficient for the complete evapora- 
tion of the corpse water. 

Next, the average duration of discontinuous cremations (26 September — 15 
December) — 17 minutes — would be less than the duration of cremations run 
continuously (31 October — 12 November) — 23 minutes — whereas the contrary 
should be the case. 

Finally, for this hypothesis the coke consumption for each hearth would be 
163 kg/hr for the cremations between 26 September and 15 October (Column 7) 
and 80 kg/hr for those between 31 October and 12 November. 

According to the Colombo Engineering Handbook, the throughput of a 
hearth grate under natural draft is about 90 to 120 kg of coal per hour per square 
meter (Colombo 1926, p. 398). For the Topf Furnaces, the maximum figure ap- 
plies, as we can gather from the file memo (Aktenvermerk) of 17 March 1943,” 
which gives the grate throughput for the triple- and 8-muffle furnaces: 35 kg of 
coke per hour. 

As the surface area of the hearth grates for the triple-muffle furnaces was 0.3 
m? (cf. Subchapter 7.2.), the unit throughput on 1 m? was (35+0.3=) 116.7 kg or 
about 120 kg per hour. 

As far as forced draft is concerned, the following data are found in Colom- 
bo’s engineering handbook (Colombo, p. 366; in the third column the data for 
the furnace of the Gusen Camp is shown): 


Draft Throughput | Gusen Furnace (one hearth) 
[mm water column] | [kg/(hrxm7?)] Throughput [kg/hr] 
10 — 20 120 — 150 30.0 — 37.5 
20 — 30 150 — 180 37.5 — 45.0 
That is to say: 

10 120 30.0 
20 150 37.5 
30 180 45.0 


#9 APMO, BW 30/7/34, p. 54; cf. Subchapter 10.8. and Document 264. 
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According to Heepke, chimneys of the cremation furnaces operated with a max- 
imum draft of 30 mm of water column (Heepke 1905b, p. 71). Even the three 
draft enhancers initially installed at Crematorium II of Birkenau operated with a 
draft of 30 mm of water column for a flow rate of 40,000 m/hr of flue gas and a 
380-V motor of 15 hp each (see invoice quoted on p. 269). 

The forced-draft device for the Gusen Furnace was a standard device, also 
installed at the Auschwitz Crematorium, with a throughput of 4,000 m3/hr and a 
3-hp engine. The working pressure is not known, but could not have been more 
than 30 mm of water column in any case. 

Looking at the summary (Document 256), it is obvious that a daily average 
throughput of 163 kg/hr of coke on each grate — even a lower one of 78 kg/hr 
for November 1941 — would have been technically impossible, because even at 
maximum draft of 30 mm water column, the Gusen Furnace could only have 
handled 45 kg/hr of coke each. 

The only conclusion we can draw from the above considerations is that the 
individual entries for the coke supply refer neither to the coke loaded into the 
gasifiers nor to the amount consumed up to the time mentioned in the lists, but 
to the coke brought from time to time to the gasifiers from the coke storage area 
of the crematorium so that the attendants would always have a sufficient amount 
of coke available. 

As in any change of shifts, the attendant took over the unloaded coke and 
was responsible for its use, indicating the time and the number of cartloads 
when the unloading ended, not when it began. The furnace, though, would be 
operated as soon as the first load had arrived. Hence the indication “time” on 
the document in question does not by itself refer to the beginning of the crema- 
tion but to the end of the delivery of the first batch of cartloads. 

This, again, means that the times recorded in the first column of the list cor- 
respond neither to the beginnings nor to the ends of the cremations, which there- 
fore began before the first hour entered and ended later than the last. 

As far as the average coke consumption is concerned, it is likely that a cer- 
tain amount of coke was left over after the end of a cremation cycle and was 
used for the beginning of the following series of cremations, but it is just as 
likely that this amount was always more or less the same (an amount necessary 
for restarting the furnace) in such a way that, overall, what remained at the end 
of the day was used for the start-up of the furnace for a new cycle of crema- 
tions. 

Here, however, we run into the fundamental problem: how can we determine 
the times of the beginnings and the ends of the cremations? 

To solve this problem, one can use the duration of the combustion of coke in 
the gasifier hearths. First, though, we must determine the total time over which 
the 677 cremations were carried out. If we assume that they began at 7:00 AM 
on 31 October and ended at 11:00 PM on 12 November (i.e. 12 7% days), we 
have a total time of 304 hours or 18,240 minutes. The time needed for the com- 
bustion of 20,700 kg of coke actually consumed obviously depends on the 
throughput rate of the gasifier grates; as the time taken for the consumption of 
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the coke is inversely proportional to the throughput rate of the grate, with the 
shortest time corresponding to the highest throughput rate. 

We have seen that the highest throughput rate for the two hearths obtainable 
with a forced draft of 30 mm of water column was about (2x45=) 90 kg/hr of 
coke overall and we thus find: 


— total combustion time of the coke: 20,700 kg + 90 kg/hr = 230 hours or 
13,800 minutes 

— average daily activity of the furnace: 230 hrs + 12.67 days ~ 18 hr/day 

— average time of coke combustion for each corpse (30.6 kg/corpse + 45 kg/hr) 
x 60 min/hr ~ 41 minutes 

— average daily shut-down time of the furnace: ~ 6 hours 

—heat loss from the furnace during shut-down: ~ 200,000 kcal*° 

— time spent daily on reheating the furnace to operating temperature (with an 
efficiency of n ~ 0.54):>"! 


200,000 kcal - 60 min/hr 


90 kg/hr 6,470 kcal/kg 0.54 ~ 40 minutes; [109] 


— daily coke consumption for preheating the furnace to operating temperature: 

90 kg/hr x (40 min + 60 min/hr) = 60 kg of coke; 

— total preheating time of the furnace: 40 min/day x 12.67 days ~ 510 minutes; 
— total amount of coke used for reheating the furnace: 60 kg/day x 12.67 days 
= 760 kg; 
— average duration of the cremation of a corpse: (13,800 min — 510 min) + 677 
corpses x 2 muffles ~ 40 minutes/corpse 
— daily operating time of the furnace: about 18 hours, of which about 17 hr 20 
min for cremations and about 40 min for preheating 
— average coke consumption for each cremation: ~ 30.6 kg, of which (20,700 
kg — 760 kg) + 677 =~ 29.5 kg for the corpse and 1.1 kg for preheating the 
furnace. 
These data represent minimum theoretical values; if, in fact, a grate throughput 
rate halfway between the maximum (90 kg/hr) and the minimum (20,700 kg + 
304 hrs = 68 kg/hr) is assumed, i.e. ca. 80 kg/hr, we obtain the equivalent of an 
average daily operating time of the furnace of about 20 hours, and the average 
duration of a cremation would be 45 minutes, while the average amount of coke 
for preheating the furnace would drop to 0.8 kg for each cremation. 

As the heat balance as calculated in Chapter 10 will be based on minimum 
theoretical values corresponding to an average daily operating time of 18 hours, 
the amount of coke would go down negligibly for an operating time of 20 hours 
per day: (1.1 — 0.8 =) 0.3 kg per cremation, i.e. by about (0.3+30.6=) about 1 
percent. 

According to the Topf operating instructions for the double- and triple-muf- 
fle furnaces, the post-combustion of the corpse residues took about 20 minutes; 
adding to this the time needed for the main combustion — 40 minutes — one ob- 


°° Calculated on the basis of a heat loss of 41,709 kcal during the operation; cf. Subchapter 10.2. 
%°! The calculation is explained in Subchapter 10.3. 
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tains for the total duration of the cremation process a time of 60 minutes, which 
represents the limit called “thermal barrier” by Dr. Jones, i.e. the minimum du- 
ration which cannot be pushed any lower (cf. Unit I, Chapter 6) by any practical 
means. 

This duration is valid for the furnace of the Gusen Camp and, as I shall ex- 
plain in Subchapter 8.5., cannot be applied directly to the inferior Auschwitz 
double-muffle furnace, to which the Topf letter of 14 July 1941 refers explicitly. 


8.4. The List of Cremations at the Westerbork Crematorium 


The crematorium of the Westerbork Camp in the Netherlands was equipped 
with a coke-fired Kori Furnace. The “operating instructions for cremations” 
which exist in the camp documentation refer to the oil-fired Kori Furnace (cf. 
Document 286) and make sense only if the furnace worked initially with this 
fuel. 

The furnace was, without doubt, a mobile oil-fired furnace that was later 
converted into a coke-fired furnace by the addition of a gasifier, probably as 
shown on the Kori Drawing J. Nr. 9239 of 15 February 1944.°° The crematori- 
um went into operation on 15 March 1943 at a time when the mortality was still 
very low but rising sharply. In 1943, the number of deaths rose to 593 from 108 
in the second half of 1942 and then went down drastically: to 50 in 1944 and 4 
in 1945.°° A number of documents concerning this crematorium have survived. 
The most-important ones are: 

—a large fragment of the “Krematorium Betriebsbuch” indicating the names of 
the persons deceased between 23 June 1943 and 31 March 1944, with dates 
of birth and death and consecutive registration numbers (277 to 510) corre- 
sponding to the number on the urn used; 

— numerous cremation lists giving the number of corpses cremated, the dura- 
tion of each cremation, and the total coke consumption (cf. Documents 
257f.). 

There is also a “name list of Jewish persons who died in the concentration 
camps of Westerbork and Buchenwald and were buried in Dutch cemeteries,” 
drawn up by the Dutch Red Cross, giving an alphabetical list of the Jews who 
died at Westerbork, complete with their dates of birth, of death and of crema- 
tion, as well as the urn number.°” 

As the cremations were carried out in the order of the entries, these docu- 
ments allow us to personalize the cremation lists by linking each number with 
the corresponding name list. For the first three months, the lists have many 
gaps. Hence we can only identify the day of a cremation and the number of 
cremations carried out. The day with the highest activity, of 17 cremations, was 


°° H. Kori, drawing J.Nr. 9239 “Anbau einer Kohlenfeuerung am élbeheizten Krematoriumsofen” dated 
15 February 1944. ODMM, Archiv, N 17, Nr. 6. 

5° Rapport over de sterfte in het Kamp Westerbork in het tijdvak van 15 Juli 1942 tot 12 April 1945 
(Report on the mortality at camp Westerbork over the period from 15 July 1942 through 12 April 
1945). ROD, C[64] 514, p. 1 

54 ROD, C[64] 292. 

5 ROD, C[64] 314. 
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14 May 1943. The first list we have covers 27 April 1943, followed by the list 
for 10 May after a gap of four operating days.*”° 

The lists of individual cremations are listed in the Appendix, although with- 
out the names. I have omitted the small number of lists for 1943 in which there 
are only five cremations or fewer (with one exception to be explained later) and 
those for 1944, a year with very few cremations. The list shows: 


— the number of cremations 

— the consecutive registration numbers 

— the sex of the deceased 

— the age of the deceased 

— the date of birth of the deceased 

— the date of death of the deceased 

— the beginning and the end times of the cremation 
— the duration of the cremation. 


In order to allow the proper interpretation of the data presented, we must give 
some further explanations. 

Cremations were not carried out every day, but only when a sufficient num- 
ber of corpses had been collected in the morgue. This was done to save fuel. 

In the Westerbork Camp, there was a very high infant mortality, with peaks 
of 25% in May and June of 1943, and even 40% in August.*”” It concerned for 
the most part babies who were a few months and at times only a few days old, 
and who were normally cremated by placing two small corpses into the muffle, 
or at times one infant and an adult corpse. 

A few small corpses were introduced between two consecutive cremations 
of adults in such a way that their cremation overlapped the final phase of the 
preceding corpse and the initial phase of the following corpse. 

In the cases of double cremations, entries concerning the corpse of the infant 
are marked with an x. In Document 258, this is the case for the seventh and the 
eighth cremations (a 90-year-old woman and a baby girl two months of age) and 
for the eleventh and twelfth cremations (a 46-year-old man cremated together 
with a child of ten months). 

Even though the cremations generally followed strictly the consecutive order 
of the morgue entries, there are some gross anomalies which lead us to believe 
that the order was mixed up in these cases. For example, the seventh cremation 
on 26 May 1943 lasting 25 minutes cannot possibly have referred to a man of 
72, but obviously concerned a child of two months listed as No. 9. Similarly, the 
third and the fifth cremations on 4 June must have been swapped, as it is diffi- 
cult to see how the cremation of a 78-year-old woman should have taken 35 
minutes, whereas that of an 18-month-old child extended over one whole hour. 
A similar switch must also be assumed for the fourth and fifth cremations on 11 
June where the cremation of the corpse of a one-year-old child is said to have 
taken an unlikely 55 minutes, and that of an 81-year-old man only 35 minutes. 


°° Although there are 13 days between 27 Apr. & 10 May, the crematory operated only on four of these 
days. 
°°? Rapport... op. cit. (note 503), p. 2. 
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Also, the first and third cremations on 18 October 1943 (lasting 20 minutes), re- 
ferring respectively to a man of 45 and a woman of 59, must obviously take the 
place of the second and fourth cremations attributed to a child aged one month 
and another child aged two months. 

After these cases have been corrected accordingly, we can interpret the ta- 
bles in the Appendix in a valid manner. 


8.4.1. Adults Cremated Individually 

There are altogether 128 individually cremated adults. In the table below I have 
listed the number of corpses cremated in the order of the duration of the crema- 
tions. The average duration of one of these 128 cremations was 50 minutes: 


Duration [min] # of corpses Duration [min] # of corpses 
30 6 65 3 
35 5 70 2 
40 19 715 2 
45 24 80 3 
50 21 90 2 
55 15 95 1 
60 25 Total: 128 


8.4.2. Infants Cremated Individually 

As explained above, children’s corpses were, as a rule, cremated together with 
another child or an adult. There are only seven individual cremations of chil- 
dren, as listed in the table below, together with the respective ages of the in- 
fants: 


Duration [min] | #of corpses [Ages 
2 months 
20 2 1 day 
30 1 5 months 
18 months 
35 e 12 months 
1 month 
“ 2 2 months 
Total: 7 


8.4.3. Infant Double Cremations 


The lists mention seven cremations of this type, four of which, however, are ob- 
viously abnormal. Let us first consider the regular cases: 
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Duration [min] 


# of corpses 


Ages 


20 


30 


40 


2 


2 


2 months 
1 day 

1 month 
5 months 
3 months 
3 years 

2 years 


The other four cases s 


how obviously abnormal data: 


Duration [min] # of corpses |Ages 

8 months 

#3 2 10 months 
2 months 

50 2 1 day 

70 7 17 months 
4 years 

75 2 8 months 
14 months 
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When comparing these entries with those in the table above, one can see that 
these cremations should have taken 20 or 30 minutes. Nothing justifies such 
long durations, unless we assume errors in the entries of the dates of birth or 
that each pair of corpses consisted of one adult and one child. The latter hypoth- 
esis seems to be the most-reasonable explanation, which we will therefore adopt 


in this case. 


8.4.4. Mixed Double Cremations 


There are 56 corpses to be considered here, or 28 pairs. The average age of the 
adults was 70 years, that of the children about 1 year: 


Duration [min] # of corpses_| # of cremations Total min 
40 2 1 40 
45 16 8 360 
50 8 4 200 
55 4 2 110 
60 14 7 420 
70 4 2 140 
75 4 2 150 
80 2 1 80 

105 2 1 105 
Totals: 56 28 1605 
Average: 1605 min + 28 = 57.32 min 
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8.4.5. Staggered Cremations 


There are four instances of cremations in the course of which an additional 
corpse was introduced before the cremation of the preceding one had ended. We 
shall consider the cases one-by-one. 


a) 10 May 1943 


Cremation order | Time | # of corpses |Age 
Second 09:15 — 10:10 1 65 years 
Third 09:50 — 10:30 1 27 months 
Fourth 10:10 — 11:00 1 69 years 


The corpse of a child 27 months old was introduced into the furnace 35 minutes 
after the introduction of the corpse of a 65-year-old man; the child’s cremation 
lasted 40 minutes and overlapped the cremation of the latter corpse for the first 
20 minutes; for the remaining 20 minutes, it overlapped the cremation of the 
corpse of a 69-year-old woman, introduced at 10:10 AM. 


b) 26 May 1943 


Cremation order _| Time | # of corpses |Age 
Seventh 13:15 — 13:40 1 2 months 
Eighth 13:30 — 15:30 1 4 years 
Ninth 13:30 — 15:30 1 72 years 


The cremation of the corpse of a child of two months took 25 minutes; ten 
minutes before it ended, two corpses were introduced simultaneously into the 
furnace, the corpse of a woman aged 72 and that of a child of four years of age. 
The cremations took two hours altogether. 


c) 1st September 1943 


Cremation order Time * of corpses |Age 
Fourth 10:40 — 11:35 1 50 years 
Fifth 11:00 — 11:35 1 1 day 


At 10:40 AM, the body of a 50-year-old woman was introduced into the fur- 
nace; 20 minutes later, the corpse of a baby who had died at birth was added. 
Both cremations were over by 11:35, the cremation of the woman lasted 55 
minutes, that of the baby 35 minutes. 


d) 22 June 1943 


Cremation order _| Time | # of corpses |Age 
Third 10:20 — 11:20 1 81 years 
Fourth 10:20 — 10:50 1 14 months 


Fifth 10:55 — 11:35 1 84 years 
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At 10:20 AM, the corpse of an 81-year-old woman was introduced into the fur- 
nace, together with the body of a girl aged 14 months; 35 minutes later, another 
corpse was added, the cremation of which ended at 11:35 AM. Hence the bodies 
of two adults and one infant were cremated within 75 minutes. This would be an 
exceptional case for two reasons, both on account of the short overall duration 
of the cremation, and because in the available documents no other case involv- 
ing the concurrent or staggered cremation of two adults can be found. 

If we are not dealing with a mistake in the log entries, this would be a most- 
unusual event; on both accounts, we may discard this case. 

The only case of a concurrent cremation of two adult corpses apparently 
took place on Ist July 1943, the day on which the eighth and ninth corpses were 
introduced into the furnace at the same time, i.e. 1:30 PM; according to the Be- 
triebsbuch of the crematorium, the cremation concerned a man of 73 and a 
young man of 20. However, in the cremation list for that day, the ninth corpse is 
marked with an x and was therefore the corpse of a child. This is borne out by 
the fact that the other two corpses marked in the same manner — the fifth and the 
eleventh — do concern the corpses of a one-year-old child and that of a child 20 
months old. This suggests that the second body was not a 20-year-old male, but 
a 20-month-old boy. 

In the Westerbork Crematorium, the end of the cremation corresponded to 
the moment when the corpse residues went into the ash compartment, and the 
muffle was thus ready for a fresh corpse. As we have seen, the average duration 
of cremations involving individual adults was 50 minutes. This confirms basi- 
cally the value derived from Kessler’s experiments, except for the fact that 
Kessler’s value referred to the average duration of the cremation process up to 
the maximum point of the main cremation; hence, the average value for the 
Westerbork cremations is a little lower. This difference may have been caused 
by various factors, such as the modal type of corpse or the structure of the muf- 
fle grate. 

The 600 cremations carried out in the crematorium of the Pére-Lachaise 
Cemetery in Paris between 1889 and 1893 (cf. tables pp. 100f.) provide us with 
the following data: The cremation of a child nine years old or less took some 39 
minutes on average, cremations of children ten and over and of adults took 
some 61 minutes. 


8.5. Conclusions 


From an analysis of the data given above, we may draw the following conclu- 

sions: 

1. The minimum duration of the main combustion of a corpse introduced with- 
out coffin into the muffle is approximately half an hour under optimum con- 
ditions, i.e. when the cremation chamber is constantly maintained at a tem- 
perature of at least 850°C; at lower temperatures, the process takes longer. 

2. The minimum duration of the cremations carried out in the Gusen Furnace 
over the period mentioned was 40 minutes on average with the furnace in 
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3. 


4. 


thermal balance™”® and in continuous operation. This duration is valid for the 
Gusen Furnace. It cannot be applied directly to the Auschwitz double-muffle 
furnace, to which the Topf letter of 14 July 1941 refers explicitly. In support 
of this, we may cite the following facts: 


— The Gusen Furnace had a refractory grate of three transverse bars, placed 
about 30 cm from each other, as well as a longitudinal bar in the center; 
thus, the plane of the grate had eight openings some 30 cm x 25 cm in 
size, whereas the grate of the Auschwitz furnaces consisted of five trans- 
verse bars (Schamotte-Roststeine) placed 20 cm from each other (or even 
of bars with an opening of hardly 5 cm). This means that the grate of the 
Gusen Furnace allowed larger corpse remnants to drop into the ash cham- 
ber. Hence the muffle emptied itself more rapidly, with the main combus- 
tion finishing not in the muffle but in the ash chamber below. 

— Although the Auschwitz crematorium possessed a forced-draft system of 
the same type as the Gusen Furnace, the latter served only two muffles, 
whereas the Auschwitz device served six. Hence, when all the three fur- 
naces were in operation, each one was allotted only a third of the draft 
available for a single furnace. Therefore, under forced-draft conditions, the 
Auschwitz Furnaces could not attain the performance of the Gusen Fur- 
nace. In the summer of 1942, this draft enhancer was even completely re- 
moved at Auschwitz when the chimney of the crematorium was rebuilt (cf. 
Subchapter 6.1.). 


The duration of the cremations at Westerbork was 50 minutes, which is in 
rough agreement with Kessler’s experiments. 

On account of the greater amount of heat available in the Kori Furnace at 
Westerbork with its hearth grate of 0.8 m x 0.6 m and a coke throughput rate 
of some 58 kg/hr®” — as compared to the hearth grate of 0.5 m x 0.5 manda 
coke throughput of some 30 kg/hr for the Auschwitz double-muffle furnaces 
— and also taking into consideration the Topf letter of 1st November 1940 
mentioned above, one may assume an average duration of one hour for cre- 
mations of normal corpses in the Topf Furnaces at Auschwitz-Birkenau. 


This duration — which includes the time needed for the introduction of a corpse 
into the muffle, some three minutes (cf. Subchapter 9.3. below), and the time for 


cleaning the muffle after the cremation 


510 __ was confirmed by two Topf engi- 


neers during their interrogation by the Soviet counter-espionage service 
(SMERSH). On 5 March 1946, the Soviet interrogator Shatanovski asked 


Priifer: 


511 


“How many corpses could be cremated at Auschwitz in one crematorium in one 
hour?” 


The Topf engineer replied: 


5°8 Thermal balance is the state of the furnace where the furnace brickwork no longer absorbs any addi- 


tional heat to reach the operating temperature. 


5 H. Kori Drawing J.Nr. 9239. 
5!0 This procedure is mentioned by Fritz Sander in his letter of 14 September 1942; cf. Section 7.4.1. 
511 Interrogation of K. Priifer on 5 March 1946. FSBRF, N-19262, pp. 33f. 
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“In a crematorium of five furnaces or fifteen openings [muffles] fifteen corpses 
were cremated in one hour.” 
This amounts to the cremation of one corpse in one muffle in one hour. The 
previous day, the Topf engineer Karl Schultze, who was thoroughly familiar 


with the triple-muffle furnaces because he had designed their blowers, had stat- 
ed:>!? 


“In each of two crematoria there were five furnaces and three corpses were in- 
troduced from time to time into each furnace, i.e. there were three openings 
[muffles] in one furnace. In one hour, fifteen corpses could be burned in a 
crematorium with five furnaces.” 
Hence, Schultze as well confirmed a cremation throughput rate of one corpse 
per muffle in one hour. 

We still have to explain why the Topf letter of 14 July 1941 speaks of a du- 
ration of 33 to 40 minutes per cremation. The answer lies in the forced draft for 
the furnace obtained by means of the forced-draft device (Saugzuganlage). That 
the duration of a cremation can actually be reduced in this manner is supported 
by experiments carried out in 1939 with a Topf Furnace, albeit a gas-heated 
model, in the Gera Crematorium. The engineer Heinrich Stenger says in this re- 
spect (Stenger 1939, pp. 17f.): 

“In the course of one shift, up to 8 incinerations are carried out. If needed, the 

incineration times may be shortened by switching on a suction device, thus al- 

lowing more than & incinerations. It has yet to be ascertained, however, whether 
it is more-advantageous to accept longer incineration times in order to maintain 
the service life of the furnace rather than reduce the service life by raising its 
throughput by means a suction device.” 

In coke-fired furnaces the effect of a forced draft was even greater.>'? 

The data given in the Topf letter of 14 July 1941 were probably based on the 
practical experiences with the Gusen Furnace, rather than the furnaces at Ausch- 
witz, and the maximum capacity of 30 corpses in 10 hours (or 40 minutes per 
cremation) can be considered to be the maximum capacity obtainable under 
forced-draft operation; the capacity of 36 corpses in 10 hours (or 33 minutes per 
cremation) may represent the theoretical limit of the installation, attainable only 
for a short period of time and under optimum conditions. 

Taking into account that the cremations of children under 9 in the Pére- 
Lachaise Crematorium took 39 minutes on average, we may also be dealing 
with somewhat-inflated figures as a sales pitch. 

As far as the Central Construction Office letter of 28 June 1943 is concerned 
(Document 248) and Priifer’s memo of 8 September 1942 (Document 249), we 
see right away that the cremation capacity mentioned for individual cremations 
is technically impossible. When we look at Priifer’s memo of 8 September 
1942, we must remember that at that time the furnaces with three and eight muf- 
fles had not yet been built at Auschwitz, and that the figures stated for the cre- 
mation capacities were not based on experience but rather on mere expectations. 


5! Interrogation of K. Schultze on 4 March 1946. FSBRF, N-19262, p. 52. 
513 Cf. Unit I, Section 2.2.4. 
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It is true that the first triple-muffle furnace had already been completed at 
KL Buchenwald on 23 August 1942, but between 23 August and 8 September 
the average mortality there amounted only to some 10 deaths per day.>!* There- 
fore the cremation capacity of (800+5 furnaces=) 160 corpses per day in a tri- 
ple-muffle furnace could in any case not be based on operational results 
achieved with the furnace but was simply an extrapolation. Furthermore, the 
memo in question presents inexplicable contradictions with other documents as 
well as with the facts. 

One such contradiction is the fact that the cremation capacities of the indi- 
vidual plants listed in the memo are in extreme and random disagreement with 
those given in the third document mentioned above, i.e. the Central Construc- 
tion Office letter of 28 June 1943. In the last document, as we have seen, the six 
muffles of Crematorium I are listed with a daily capacity of 340 corpses, the 
five triple-muffle furnaces at Crematoria II and III with 1,440 corpses, and the 
8-muffle furnaces at Crematoria IV and V with 768 corpses per day. 

Priifer’s memo instead gives the six muffles of Crematorium I a daily capac- 
ity of 250 corpses (73.5% of the above figure), the five triple-muffle furnaces at 
Crematoria II and III one of 800 corpses (55.5%) and the eight muffles of 
Crematoria IV and V a capacity of likewise 800 corpses (104.1%). 

Priifer’s memo contains yet another, even more-mysterious contradiction: it 
attributes to the eight muffles of the future Crematoria IV and V the same ca- 
pacity of 800 corpses per day as to the 15 muffles of the future Crematorium II. 
It follows that the 8-muffle furnace would have had a cremation capacity per 
muffle almost twice that of the five triple-muffle furnaces: (800+8=) 100 corps- 
es per muffle and day against (800+15=) 53. This is completely out of line with 
reality, because by its very design the 8-muffle furnace had an even lower effi- 
ciency than the triple-muffle furnace (cf. Mattogno 2019, Subchapter 12.3., pp. 
398-402, for a more details). 

We have yet to deal with the question whether and within what limits the 
Topf Furnaces at Auschwitz-Birkenau allowed multiple cremations (for exam- 
ple, of four corpses in one muffle within 60 minutes), in which case the capaci- 
ties given in the letter would have a foundation in reality. This problem will be 
analyzed in the next chapter. 


9. The Cremation Capacity of the Cremation Furnaces at 
Auschwitz-Birkenau 


The duration of the cremation process is an important factor for judging the ca- 
pacity of such installations, but it is not the only one. There are two more fac- 
tors which matter in this case: the duration of the “duty cycle” of the furnace as 
well as its load. It is easy to see that the overall cremation capacity rises with 


514 At Buchenwald, 335 detainees died between 3 and 30 August, and 203 detainees between 31 August 
and 27 September; Internationales Lagerkomitee Buchenwald 1949, p. 85. 
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the length of time the furnace operates over the span of a day and with the num- 
ber of corpses loaded into each muffle. 

In this chapter we will deal primarily with these technical problems and de- 
termine the maximum theoretical capacity of the furnaces at Auschwitz-Birken- 
au. Such an analysis would, however, be incomplete without a simultaneous 
treatment of the question regarding the normal cremation capacity of these fur- 
naces, which may be summarized by the following question: What was the ca- 
pacity for which the Birkenau Furnaces were designed?>'* This is a historical 
question which concerns the genesis, the function, and the purpose of the 
crematoria at Birkenau. 


9.1. Continuous Operation of the Furnaces 


In line with all solid-fuel (and fixed-grate) combustion plants, the operation of 
coke-fired cremation furnaces depended on the capacity of the hearth grate 
which inevitably decreases with time (since last cleaning) because of the for- 
mation of slag. For this reason, the Topf instructions for the operation of dou- 
ble- and triple-muffle furnaces specify (cf. Documents 210 & 227): 
“Each night, the gasifier grate must be freed from the coke slag and the ash 
must be removed.” 


Let us take a closer look at the problem. 


9.1.1. The Formation of Slag 
In a contemporary technical article on the subject of (boiler) grates, it is stated 
(Schulze-Manitius 1935, p. 89): 

“Any fuel, even washed coal, carries incombustible substances along into the 

hearth, which will liquefy if the temperature is high enough, flow through the 

fuel layers and solidify again underneath the grate under the effect of the cool- 

ing provoked by the combustion air. This slag must be removed because it ob- 

structs the feed of combustion air.” 
The formation of slag in gasifier hearths was an inevitable phenomenon, be- 
cause the melting temperature of the slag, while varying between 1000 and 
1500°C depending on the type of coal, is usually 1,100 to 1,200°C (ter Linden 
1935, p. 14), whereas the hearth temperature is around 1,500°C (H. Keller 1928, 
p. 3). The slag from the fossil coal of Upper Silesia used at Auschwitz had a 
melting temperature of 1,200 to 1,300°C (see Subchapter 9.7.). 

In order to gain an appreciation of the amount of slag forming on the grates, 
one may refer to Kessler’s experiments of 5 January 1927 which, for a load of 
436 kg of coke, yielded some 21 kg of (4.8 %) of “incombustible” material in 
the form of slag. If we apply this percentage to the Topf triple-muffle furnace, 
the same amount of slag would have been produced in each of the two gasifiers 
over an operation of 18 hours with normal corpses. 


515 This question does not arise for the history of Crematorium I at Auschwitz. 


316 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


9.1.2. Slag Removal 


The slag was removed from the grate’s surface by means of two tools: a poker, 
or straight rod, for breaking off the slag, and a scraper for pulling out the slag 
fragments (cf. Document 259 and Photos 366f.). This method of cleaning obvi- 
ously required that the grate was clear (and the gasifier hence not in operation), 
because the work was carried out from both above and below. 

The grates of the triple-muffle furnaces consisted of twelve square steel bars 
(Vierkanteisen) measuring 40 mm x 40 mm x 630 mm, and of two transverse 
supporting bars (Auflager-Eisen) 40 mm x 40 mm x 740 mm. As the bars were 
imbedded in the brick walls of the gasifiers, the grate dimensions were 600 mm 
x 500 mm. The steel bars were arranged in such a way as to form a central slot 
some 20 mm wide and ten lateral slots some 10 mm wide each. In front of the 
the grate, in the upper part of the hearth door, the brickwork had an arched 
shape, the center of which was about 10 cm above the grate (cf. Photos 167, 174 
and 177). 

The hearth doors (Feuertiiren) were set at floor level; the grate was some 20 
cm above floor level. Once the fire on the hearth had gone out, the attendant 
opened the ash-chamber door, removed any embers with the scraper, broke off 
the layer of slag with the poker, possibly using a curved rod to free the slots 
from beneath, and scraped out the residues with the scraper. 

The down-time depended not only on the duration of the cleaning operation 
as such, but also on the time needed for cooling the furnace down and restarting 
it later. 

According to the letter of 23 October 1941 written by Hans Kori to SS 
Sturmbannfiihrer Lenzer at KGL Lublin, the production of hot water — heated 
by means of the exhaust gas from the five-muffle furnace Kori had built for the 
crematorium — for 50 showers in continuous operation was based on a daily op- 
erating time of 20 hours.>!© As Kori in this case was aiming for maximum pro- 
duction, it is clear that he was taking a daily down-time of four hours for the 
furnaces into consideration, and this down-time could have no reason other than 
for cleaning the grates. We may thus assume that the continuous operating peri- 
od of the furnaces was 20 hours per day under normal conditions. 

This obviously does not mean that the furnaces could not operate continu- 
ously for a longer span of time than 20 hours, but that 20 hours was a duration 
which ensured their optimum performance; beyond this value, the efficiency of 
the grates gradually diminished, and eventually operation would cease altogeth- 
er. Greater amounts of slag would have caused considerable difficulties and 
longer down-times for their removal. The best way of running the furnaces was 
therefore to operate them continuously but with a daily interval for cleaning the 
grates. 


516 APMM, sygn. VI-9a, Vol. 1. 
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9.2. Concurrent Cremation of Several Corpses 


For an assessment of the performance of the Topf Furnaces, we must examine 
whether, and if so to what extent, it would have been possible to raise the cre- 
mation capacity by increasing the load by introducing two or more corpses at 
once into one muffle. 

In crematoria for civilian use this was prohibited by law; at the crematorium 
of the Westerbork Camp, it was done only in a limited number of cases by plac- 
ing the corpse of a small child next to an adult corpse. At the crematorium of 
the Terezin Ghetto with its four oil-fired furnaces (see Subchapter 11.4.), the 
simultaneous presence of two corpses in one muffle was normal, but they were 
and processed in a staggered manner. Such a procedure required a furnace de- 
sign totally different from that of the Topf Furnaces installed in concentration 
camps. The performance of the Terezin Crematorium therefore cannot be used 
as a reference point for the problem we are considering here. This question will 
be discussed at greater length in Chapters 11.5f. 


9.2.1. Experiments with Animal-Carcass-Incineration Furnaces 
From a merely technical point of view, what comes closest to the concurrent 
combustion of several corpses in one muffle is the operation of furnaces for the 
destruction of animal carcasses. Although such a comparison might appear dis- 
respectful,°!’ data collected with such furnaces provide reliable reference points 
for the cremation of corpses as well — from a purely technical point of view. 
Document 260 provides us with the operational results for eight carcass- 
destruction furnaces built by the Kori Co. as already described in Chapter 10 of 
Unit I. On the basis of this document, I have established the data given in Table 
4 below. 


Table 4: Features of Animal-Carcass-Incineration Furnaces 


Coal |Cremation} kg Coal] Time | kg Load 


la 0.83 
1b 0.86 
2a 0.88 
2b 0.94 
3a 0.95 
3b 1.03 
4a 1.04 
4b 1.11 


>!7 Although what happens in real life is at times even more-disrespectful. For example, the city of Gen- 
oa has been authorized to send to the municipal refuse incineration station the residues of exhuma- 
tions and of remains from mausolea at the Staglione Cemetery with the instruction that the “operation 
of the plant must be carried out in keeping with the legal norms for the elimination of refuse.” Bol- 
lettino... 1992. Regulation No. 22, Item f, of the Italian Region of Liguria, decreed on 22 February 
1997, defines as solid urban refuse “refuse stemming from exhumations and remains from mausolea, 
as well as other refuse stemming from cemetery activity [...].” Regione Liguria 1998. 
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The preheating of the furnace up to thermal balance (steady state) requires both 
time and fuel, and may be calculated in the following way (for Furnace Type 
la): 

— Mass of the brickwork: 950 kg 

— Hourly coke feed: 110+5 = 22 kg 

— Hearth efficiency (acc. to Heepke): 0.75 

— Lower heating value of hard coal: 7,500 kcal/kg 

— Coal required for heating the brickwork from 20°C to 800°C: 


950 kg - 0.21 kcal kg“! °C! - (800°C — 20°C 
7,500 kcal kg"! - mig ow ~ 28 kg [110] 
— Hard-coal consumption other than for preheating of furnace: (110 — 28) = 
82, or (82 + 250 =) 0.328 kg for 1 kg of organic substance. 
— Assuming that the first 28 kg of coal were used to preheat the furnace with- 
out any cremations taking place, this results in a maximum preheating time 
of (28 kg + 22 kg/hr) ~ 1.27 hr, yielding a minimum net cremation time of (5 
— 1.27) some 3.73 hours, which in turn yields a maximum cremation rate of 
(250 kg + 3.73 hr + 60 min/hr) ~ 1.12 kg/min. 
Applying this method to the other furnace models as well, we obtain the follow- 
ing data, where the last column gives the surface area of the combustion cham- 
ber: 


Table 5: Corrected Features of Animal- aaa ene Furnaces 


Teel! “ead Coal Cremation | kgCoal | kg Load | Chamber 
yP used time pond Load min Size 


250 kg | 110 kg 5 hr 0.328 1.12 0.68 m? 
is 310kg | 130kg 6 hr 0.325 1.12 0.90 m2 
2a 370 kg | 150 kg 7 br 0.310 1.15 1.11 m? 
2b | 450kg | 170kg 8 hr 0.295 1.20 1.38 m? 
3a | 540 kg | 200kg 9.5 hr 0.290 1.22 1.65 m? 
3b | 650kg | 225 kg 10.5 hr 0.275 1.30 1.97 m2 
4a | 750kg | 265 kg 12 hr 0.280 1.31 2.29 m? 
4b_ | 900kg | 300kg 13.5 hr 0.268 1.39 2.67 m2 


These data are useful as reference points for the subject of this section as well, 
because they deal with practical cases were several carcasses or parts thereof 
were incinerated in the same combustion chamber. 

Furnace Model 2b had a combustion chamber with a floor area of 1.38 m2, 
practically equal to that of a muffle of Topf’s triple-muffle furnace (1.4 m2); in 
this device, the cremation of several corpses of a total weight equal to the max- 
imum load (450 kg or 326 kg/m?) proceeded at a rate of 1 kg in 50 sec. If we 
apply this rate to a corpse of 70 kg, we obtain (70 kg x 50 sec/kg + 60 sec/min) 
~ 58 minutes, which is more-or-less the same time as for an individual crema- 
tion in the Topf Furnace (60 minutes). 

In the furnace with the highest throughput, Model 4b, the cremation of a 
corpse of 70 kg would have required (70 kg x 43 sec/kg + 60 sec/min=) 50 
minutes. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 319 


We may thus conclude that exceeding the thermal design limits of the Topf 
furnaces by overloading the muffles would not have led to any gain in produc- 
tivity. Quite to the contrary: the maximum cremation capacity of the Topf Fur- 
naces are based on the introduction of a single normal corpse into the muffle, in 
line with the design parameters. 


9.2.2. Experiences with the Westerbork and Gusen Crematoria 


The practical experience gathered for cremations carried out at Westerbork and 
Gusen fully bears out the above conclusion. 

As we have seen, cremations of two adult corpses together were never un- 
dertaken at the Westerbork Crematorium, except in one rather-dubious case, 
which carries no weight on account of its conditions. The only kind of double 
cremations at that location involved the concurrent incineration of one adult 
corpse grouped with the corpse of a small child, and it is clear that these crema- 
tions which go against of the ethics and esthetics of civilian crematoria were 
motivated only by reasons of thermo-technical economy. 

But then, if it had been thermo-technically economical to cremate two or 
more adult corpses simultaneously, why did the attendants of the crematorium 
never proceed that way? The answer is contained in the fact that during occa- 
sional cremations of one small child together with one adult corpse it had been 
observed that the small corpses had a significant effect on the cremation pro- 
cess, extending its average duration by 14% (from 50 to 57 minutes) beyond the 
average cremation time of single adult corpses. This effect shows in its tenden- 
cy that two normal adult corpses loaded concurrently would basically have dou- 
bled the duration of the cremation. 

This is in agreement with the cremations carried out in the crematorium of 
the Pére-Lachaise Cemetery mentioned earlier. In fact, the time needed for the 
cremation of children under nine years of age was around 39 minutes, whereas 
it took some 61 minutes to cremate children or adolescents aged ten or over — a 
rise of 56%. Thus, the concurrent cremation of several corpses in one muffle 
would have tended to lengthen the time needed in proportion to their weight. 

As far as the Gusen Furnace is concerned, we possess, for the period of its 
continuous operation (30 October through 12 November 1941), the actual num- 
ber of corpses cremated (677), the actual consumption of coal (20,700 kg) for 
these cremations, and the minimum duration of the cremations (221 hours and 
30 minutes, or 13,290 minutes). At that time, all the conditions favoring multi- 
ple cremations in one muffle existed at Gusen, viz.: 


— The furnace had been inactive between 16 and 25 October because of repair 
work, which meant that the corpses of detainees who had died in the mean- 
time were piling up in the morgue and it was most urgent to dispose of them. 

— The furnace was restarted under the supervision of a specialist, the Topf 
technician August Willing, who stayed at the crematorium until 9 Novem- 
ber.>!8 


58 Topf, Bescheinigung iiber besondere Berechnung geleisteter Tagelohn-Arbeiten for Bauleitung der 
Waffen-SS und Polizei Gusen, 12 October — 9 November 1941. BAK, NS 4/Ma 54. 
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The basic data set out above can refer only to two possible scenarios: Either on- 
ly single cremations were carried out or multiple cremations. 


1. In the first case, we would have 677 cremations in 13,290 minutes in two 
muffles, i.e., in rounded figures, 338 cremations in 13,290 minutes in one 
muffle, hence some 40 minutes for one cremation in one muffle. 

2. In the second case, assuming that two corpses were loaded jointly into each 
muffle in each case, 338 such double cremations would have taken place in 
the two muffles and lasted 13,290 minutes altogether, i.e. 169 double crema- 
tions in a single muffle over 13,290 minutes, the equivalent of a double cre- 
mation lasting 80 minutes in a single muffle. The same reasoning is valid for 
the coke consumption. 


Thus, if the above data refer to double cremations, the duration of the cremation 
of each such load would have required 80 minutes and the capacity of the fur- 
nace would not have been affected. 


9.2.3. Documents on Multiple Cremations 


On 4 February 1944, Hans Kori sent the following letter to the Waffen SS and 
Police PoW camp at Lublin Majdanek:>!” 


“Re: Crematorium 
In addition to our report of today’s date concerning the operation of the incin- 
eration furnaces at Konz.-Lager Lublin, we wish to inform you that, in the case 
of the operation of stationary crematoria, the fuel requirements can be reduced 
to a very low consumption if observation of the operation is carried out proper- 
ly, because the load to be incinerated contributes to fuel savings on account of 
its good combustibility, if the temperature of the crematorium is around 700°C. 

For the fuel supply for a given heating period one may assume that for preheat- 

ing the furnace 50 kg of coke are required, in addition to 25 kg of coke for each 

incineration. For 10 incinerations in one day, this leads to a total consumption 

of some 300 kg. It is of no importance whether coke is used exclusively or a mix- 

ture of coke and hard coal is used. In the latter case, one would operate with a 

mixture of 150 kg [of coal] and 150 kg [of coke]. An equal amount of 300 kg for 

one day would also allow 20 incinerations to be handled easily, if one abandons 

individual introductions.” 
The coke consumption stated for one cremation — 25 kg — confirms with satis- 
factory accuracy the consumption at Gusen. The fact that the fuel requirements 
were calculated for ten cremations in each muffle (or a total of 50 cremations 
per day) means that the duration of one cremation was at least one hour (two 
hours of preheating plus tne hours of cremation = one operating day of 12 
hours). 

The reference to abandoning “individual introductions” (Einzeleinfiihrun- 
gen) alludes to the simultaneous introduction of two corpses into one muffle, 
which would bring about fuel savings of 50%, i.e. ({300—-50]+20=) 12.5 kg of 
coke for each corpse. Yet the man responsible for this crematorium, SS Haupt- 


519 APMM, sygn. VI-9a, Vol. 1, p. 27; cf. Document 261. 
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scharfiihrer Erich Mussfeldt, declared with respect to the new crematorium at 
Majdanek during the Krakow Trial of the Auschwitz camp garrison:>”° 


“Only one corpse was introduced into each muffle, its cremation lasted one 
hour.” 


This duration, as we have seen, is confirmed by numerous sources and docu- 
ments and is therefore reliable. 

Also, one cannot imagine that Hans Kori would have made a statement 
which was in direct disagreement with the performance of his own furnaces for 
the cremation of animal carcasses. 

To the above letter, a report of the same date was attached on the subject of 
the crematoria. In it, Kori explained the reasons for some problems encountered 
in the operation of the furnaces:>7! 

“But if, on opening the hearth doors, a bright flame juts forth from the slots of 

the smoke dampers, this is caused by the pressure of ‘false air.’ It is merely nec- 

essary to fill the unnecessarily wide air gaps around the damper plates in order 
to prevent both cold air from entering the furnace and the appearance of such 
flames.” 
This inconvenience was due to the fact that it had not been technically possible 
to manufacture refractory dampers which could be hermetically closed — a gap 
of 4.5 mm*” remained through which cold air entered into the smoke duct. An- 
other problem concerned the temperature of the muffle: 
“Tf, as was noted during the trial runs, the temperature in the forward portion of 
the incineration chamber, i.e. directly behind the introduction door, is not high 
enough for a rapid incineration of the material placed at this point, this, too, is 
caused primarily to the leakage of ‘false air’ [into the muffle]. ” 
According to Kori, this inconvenience would also disappear with the elimina- 
tion of the gaps mentioned above. 

We should underline the fact that, if a temperature of 700°C in the front part 
of the muffle could not be maintained simply because “false air’ entered the 
smoke duct, the introduction of two normal corpses into the muffle would have 
brought about an even-greater temperature drop during the evaporation phase, 
with a significant degradation of the performance of the cremations. 

If it took one hour and 25 kg of coke to cremate a single corpse, an un- 
changed coke consumption in the case of two corpses would indicate that such a 
double-cremation would also have lasted only one hour, but this is in disagree- 
ment with the practical results discussed above. 

The hypothetical statement contained in the above letter is thus completely 
discredited by the facts. 

The document in question is the typewritten copy (“odpis”) of a (probably 
likewise) typewritten German copy (“Abschrift’) prepared at the request of the 
Polish-communist prosecutor Jan Grzybowski at an unknown point in time. 


20 APMO, ZO, sygn. D-pr-20/61la, p. 76: “Do jednej retorty wkladano tylko jedne zwloki, spalenie ich 
trwato okoto | godziny.” 

2! Attachment to the letter from Hans Kori to Kommandantur of KL Lublin dated 4 February 1944. 
APMM, VI-9a, Vol. 1, pp. 25f. 

>? The text actually states 45 mm, but that is probably an error. 
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Neither the original nor even 
the German-language copy 
has been published, and one 
must therefore regard the 
Polish-language version with 
great suspicion. 

There is also a Topf doc- 
ument on the subject of the 
concurrent introduction of 
several corpses into a muffle, 
the letter of Fritz Sander of 14 
September 1942 already men- 
tioned (Section 7.4.1.): 

“As a makeshift solution, 


; : Illustration 4: Muffle door of the Topf double-muffle 
one has tried to use a series furnace at the Mauthausen Camp, identical to those of 
of furnaces or muffles and _ the double-, triple- and 8-muffle furnaces at Auschwitz. 


by loading them with more _© ©. Mattogno 


corpses, but this does not 

solve the basic problem, i.e. the drawbacks of the muffle system. These draw- 
backs of the muffle furnace, which cannot be solved even by assembling multi- 
ple-muffle furnaces (triple- or 8-muffle furnaces) and loading more corpses into 
the individual muffles, are in my judgment the following:” 


Sander greatly underestimated the problem of introducing multiple adult male 
corpses into a muffle. The loading system of the double- and triple-muffle 
furnaces was in fact constrained by the dimensions of the muffles’ introduction 
openings, which measured 60 cm x 60 cm, with the lower half having the shape 
of a 30 cm x 60 cm rectangle, while the upper half was a semicircle with a radi- 
us of 30 cm. 

Illustration 4 gives all the relevant measurements. The top part of the intro- 
duction stretcher, whose side tubes ran over the guide rollers, was 12 cm above 
the bottom of the muffle door and the refractory grate; the two horizontal lines 
show the height of a first (18 cm) and a second emaciated corpse (18 cm) intro- 
duced one on top of the other into the muffle; the remaining space clearly would 
have been insufficient for a third emaciated corpse. Loading the second corpse 
sideways (with the shoulder line vertical instead of horizontal), and then a third 
one horizontally, would have required the tilting of the stretcher by at least 45°, 
an extremely complicated operation, not to say impossible. It is clear that the 
simultaneous loading of two normal corpses would have at least presented great 
difficulties; introducing three or four corpses at once would have been absolute- 
ly impossible. 


°3 Tt should be kept in mind that back then, the future Crematorium II was still planned for a PoW camp 
for 125,000 Soviet PoWs, which would have included no women or children. The capacity indicated 
in the “Explanatory report for the preliminary project for the new construction of the Waffen-SS PoW 
camp at Auschwitz, Upper Silesia,” of 30 October 1941 (60 corpses in one hour, hence four corpses 
per muffle in one hour; cf. Document 211) is impossible already because of the insurmountable prob- 
lems of loading the muffles as shown here. 
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From Sander’s letter we can glean that “the cremation did not proceed 
quickly enough to ensure the elimination of a great number of corpses at a de- 
sirably high rate” even when “loading more corpses into the individual muf- 
fles,” clearly meaning such multiple cremations evidently did not produce ap- 
preciable improvements with respect to productivity of cremations. 


9.2.4. Thermal Inadequacy during Water Evaporation 
The essential condition for good cremation performance is that the muffle tem- 
perature never drops below 600°C, because below that temperature the corpses 
merely carbonize, but are no longer cremated. 

Let us look at the heat phenomena associated with a triple-muffle furnace in 
the normal case of the cremation of a single adult corpse in each muffle, and in 
the hypothetical case of two corpses per muffle. 


Single Adult Corpse 


A body of 70 kg contains, on average, some 45.5 kg of water. Hence the energy 
needed to heat, vaporize and superheat this water from 10°C to 600°C for three 
corpses is (cf. p. 124):°*4 


3 -45.5 kg - [633 kcal kg '+0.487 kcal ke °C '(600°C-100°C)] = 119,600 kcal [111] 


The evaporation process, as determined experimentally, required about one-half 
hour. The coke throughput rate for the triple-muffle furnace was 70 kg/hr (two 
hearths with a throughput rate of 35 kg/hr each), hence the theoretical heat 
available in half an hour was 6,470 kcal/kg x 35 kg = 226,450 kcal. 

The heat actually available was much less, because much of the heat pro- 
duced in the gasifiers was lost. In the evaporation phase, the most-important 
heat losses were those by radiation and by conduction, which amounted to about 
62,500 kcal/hr at 800°C, and which we may assume to be around 46,900 kcal/hr 
at 600°C, or 23,450 kcal in half an hour. This corresponds to (23,450/226,450 x 
100 =) 10.3%. The sensible heat of the exhaust gases at 600°C can be calculated 
to be 31.3%. The unburnt gases contributed 4%, and the incombustibles on the 
hearth about 3.1% to the total loss. 

The efficiency of the furnace was therefore (100 — [10.3 + 31.3 + 4 + 3.1] =) 
51.3%. Hence the effective yield of the coke was (6,470 x 0.513) ~ 3,320 kcal, 
and the available heat was (35 kg x 3,320 kcal/kg =) 116,200 kcal. To maintain 
the furnace at 600°C, a heat supply of (116,200 — 119,600 =) 3,400 kcal would 
therefore have had to be provided by the radiation from the muffle walls, where 
it was readily available in this phase of the process. 


Two Adult Corpses 

Let us now examine the second case. All values go up by a factor of two with 
respect to the previous case. The water content of the corpses would be 273 kg, 
and the heat of vaporization at 600°C about 239,200 kilocalories. 


4 On average 0.487 kcal kg '°C"' between 100°C and 600°C; see www.engineeringtoolbox.com/water- 
vapor-d_979.html. 
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Available heat remained constant at 116,200 kcal in 30 minutes, hence the 
heat deficit is (116,200 — 239,200=) 123,000 kcal or 41,000 kcal per muffle. 
Would the radiation from the muffle walls have been enough to make up for this 
deficit? It is difficult to establish precisely the heat supply to the corpse from the 
radiating muffle, both for reasons of geometry and because of the progressive 
cooling of the muffle wall. 

The problem was treated in the 1930s in a specific article by Professor 
Schlaépfer, one of the most-eminent specialists in the field of cremation at the 
time, and the article provides us with a credible estimate of the heat radiated 
from the muffle walls onto a corpse at various wall temperatures. Schlapfer 
gives a chart, from which we can draw the data given in the following table 
(Schlapfer 1938, p. 153; cf. Mattogno 2019, Document 47, p. 651):°* 


Temperature of | Heat radiated onto the corpse 


muffle walls (per Schlapfer) 
800 °C 1,400 kcal/min 
700 °C 930 kcal/min 
600 °C 600 kcal/min 
500 °C 360 kcal/min 


In the case of radiation towards a hypothetical load of two corpses in one muf- 
fle, the geometry obviously changes. Most importantly, the surface/volume ratio 
of such a load would be less favorable than for a single corpse, because the two 
corpses would cover each other partly. But even aside from this consideration, 
the heat required to evaporate and superheat the water contained in two corpses, 
ca. 79,700 kcal, would become available only over a period of (79,700 kcal + 
600 kcal/min =) some 130 minutes at a constant temperature of 600°C. Howev- 
er, the wall temperature of the muffle would not stay constant for such a long 
time but would drop rather significantly. Hence the thermal conditions would 
soon become very unfavorable, because, as we can see from Schlapfer’s chart, 
the radiation heat flow drops rapidly with decreasing surface temperatures. At 
500°C, the heat transfer would be cut to a mere 60% of the value at 600°C. 
The engineer Hans Kori, speaking about a similar problem, noted (Kori 
1924, p. 117): 
“Tf the internal wall of the cremation chamber has a surface area of about 4 m? 
with a specific gravity of 2.1, a layer 5 cm in thickness weighs about 420 kg. 
Specific heat of refractory is about 0.2 [kcal kg"! °C~']; if a layer of 5 cm were 
to give up its heat in a sufficiently rapid and complete manner, with a tempera- 
ture drop from 1000° to 800°[C], its heat contribution would be only 200 x 0.2 
x 420 = 16,800 [kilo]calories. Actually, not even this is possible, because the 
wall does not release the stored heat as fast as the temperature drops.” 
In the triple-muffle Topf Furnace, the weight of the radiating brickwork of one 
muffle was about (0.15 m thick x 5 m? surface x 2,000 kg/m? density =) 1,500 
kg. In order to supply the heat lost by the evaporation of the water from two 


5 Radiation heat transfer is proportional to the fourth power of the temperature difference, cf. 
http://www.engineeringtoolbox.com/radiation-heat-transfer-d_431.html. 
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corpses, each muffle would have had to contribute 79,700 kcal, which would 
mean that the average wall temperature of the muffles would have had to drop 
by (79,700 kcal + 0.2 kcal kg"! °C"! = 1,500 kg =) about 265°C. Hence, if the 
muffle temperature had been at the required 800°C during the introduction of 
the corpses, it would have dropped down to some 535°C during the evaporation 
phase, slowing the evaporation process drastically. 

Of course, the massive heat loss of the muffle walls during the evaporation 
of the corpse water would have had to be compensated for later on. In order to 
re-establish the thermal conditions for subsequent cremations, a period of re- 
heating would therefore have been required. The heat supplied to each muffle in 


one minute was:>”° 


3,320 kcal/kg - 70 kg/hr _ ¢ 
5 --60sanilhr = 1,291 kcal/min [112] 


Hence 79,700 kcal + 1,291 kcal/min ~ 62 minutes or one hour would have been 
needed to get the muffles back into thermal shape for the next load. 

I have simplified here the evaporation process, which is more-complex in 
reality, because other factors come into play, but these factors apply in the same 
way both to individual and to multiple cremations; therefore, the enormous dif- 
ference of the order of magnitude of the heat involved in each case remains val- 
id as calculated and demonstrated. 

The Topf design of the triple- and 8-muffle furnaces was also inadequate for 
simultaneous multiple cremations not only for the reasons of thermodynamics 
set out above. In addition, the introduction of two or three corpses into a muffle 
would have caused an obstruction of the combustion-gas flow through the three 
openings which connected the lateral muffles to the center muffle in the triple- 
muffle furnace or those linking the inner to the outer muffles in the 8-muffle 
furnace. Several corpses placed on the refractory grate of the center muffle in 
the triple-muffle furnace or on that of the lateral muffles of the 8-muffle furnace 
would have, moreover, partially blocked the slots between the grate bars, im- 
peding the flow of the combustion gases toward the flue ducts. This would have 
led to a decrease in the draft of the chimney and that of the gasifier with a corre- 
sponding decrease in the heat supply to the muffle. 

Furthermore, the introduction of several corpses into a single muffle would 
have reduced the free muffle volume. As a result, the dwell time of the combus- 
tion gas flowing through the muffle would have been reduced to the point where 
it would have partially burned in the smoke duct rather than in the muffle, re- 
sulting in a lower heat transfer to the corpse and the muffle walls, resulting in 
even-lower temperatures during the evaporation phase, and potentially causing 
heat damage to the flue ducts. 

All this proves that the triple- and 8-muffle furnace were conceived for the 
cremation of one corpse at a time in each muffle and that the introduction of 
two or more corpses into a muffle would inevitably have extended the duration 


°°6 3,320 kcal/kg: effective heating value of coke; 70 kg/hr: coke consumption of the two gasifiers; 3: 
number of muffles. 
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of the cremation considerably more than by the simple factor contributed by the 
number of corpses introduced, i.e. considerably more than twice as long for two 
corpses. 


9.2.5. Thermal Overload during Main Combustion 


The concurrent cremation of several normal corpses in one muffle brings into 
focus another insurmountable thermal problem: the increased thermal load on 
the combustion chambers (muffle and ash chamber) during the main combus- 
tion phase of the corpses after their water has evaporated. 

The refractory walls of a combustion chamber can be damaged by slag and 
molten ash, and their temperature must therefore be kept below the melting 
point of slag and ash, which, as we have seen, normally lies between 1100 and 
1200°C. If such a temperature is reached, encrustations and adhering particles 
will form on the grates and the walls as well as along the flue ducts. Such foul- 
ing will affect the geometry of the furnace and result in a lowered performance. 

The problem is of particular importance in the design of solid-fuel hearths 
for boilers.**’ The specific thermal loads used for the design of coal-fired com- 
bustion plants vary greatly, depending on the combustion system used, the type 
of fuel, and the type of combustion chamber. In practical design work, the ther- 
mal loads permitted for powdered-coal firing, over a very wide range of sizes, is 
between 100,000 and 200,000 kcal m3 hr!. Thermal loads of gas-fired installa- 
tions are normally the following: 


For lean gases 150,000 kcal m? hr“! 
For methane 140,000 kcal m? hr“! 
170,000 kcal m hr“! 
For rich gases 220,000 kcal m? hr! 
300,000 kcal m hr“! 


For steam generators with an average output of 2,500 kg hr', one may use spe- 
cific thermal loads of 150,000 kcal m3 hr! for the combustion chambers (all 
data from Fornasini 1960, pp. 225, 232f.). 

For urban-waste incinerators “the volume of the combustion chamber, in- 
cluding the volume of a possible post-combustion chamber, must be such that 
the specific thermal load does not exceed a value of 630,000 kJ m? hr! 
(150,000 kcal m? hr“) in normal continuous operation” (Manuale... 1990, p. 
E740). We may hence base ourselves, for the triple-muffle furnace, on a maxi- 
mum thermal load of 150,000 kcal mhr! or 225,000 kcal hr! for the combus- 
tion chamber (muffle and ash chamber).*”* 

Theoretically, for each one of the outer muffles, we have a heat supply of 
(23.5 kg/hr x 6,470 kcal/kg) ~ 152,050 kcal/hr from the coke combustion plus 
146,100 kcal/hr from the combustion of the corpse, for a total of 298,150 
keal/hr. Actually, however, part of the heat of the coke is lost with the unburnt 


*7 Cf. in this respect ter Linden 1935, who gives a detailed calculation of the hearth walls and discusses 


various systems for cooling them. 
528 The volume of the combustion chamber was ~ 1.5 m3. 
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materials (6.8% ~ 9,900 kcal/hr), another loss is brought about by the heat lost 
through radiation and conduction (calculated to be ~ 22,500 kcal/hr for each of 
the two outer muffles), and finally part of the available heat is taken up by the 
evaporation of the corpse water (~46,300 kcal/hr). Adding the various other 
losses entering into the heat balance — some 28,000 kcal/hr — we see that the ac- 
tual heat supplied does not exceed (298,150 — 9,900 — 22,500 — 46,300 — 28,000 =) 
191,450 kcal/hr, or ~ 127,600 kcal m3 hr. 

The effective heat produced by the corpse is (146,100 — 46,300 — 11,400 — 
9,900 =) 78,500 kcal, that produced by the coke is (191,450 — 78,500 =) 
112,950 kcal. 

Even if we assume that the heat from the corpse is produced entirely during 
the last half-hour, the maximum heat generation would be ((78,500x2] + 
[112,950+2]) ~ 213,500 kcal per hour and per combustion chamber, or 
(211,850+1.5) ~ 142,300 kcal m? hr!, which confirms that the maximum heat 
load was around 150,000 kcal m3 hr!. 

On the basis of what has been stated above, we can see that the simultaneous 
cremation of two normal corpses in each one of the two lateral muffles would, 
in any case, have required twice as much fuel and considerably more than twice 
the time. /f, hypothetically speaking, the cremation of two corpses had taken 
place within only one hour, with a main combustion phase of one half-hour, 
then the maximum amount of heat so generated during the main combustion 
phase would have been (141,200x2 =) 282,400 kcal m3 hr!, or nearly twice the 
permissible thermal load. This would have inevitably damaged the furnaces in 
the long run. 


9.3. Soviet and Polish Technical Investigations 


After the occupation of the concentration camps in Eastern Europe, the Soviets 
set up a number of “Commissions of Inquiry,” which produced, i.a., technical 
reports on the cremation furnaces at such locations. I will present the full trans- 
lation of the investigations concerning the furnaces at Majdanek and Sachsen- 
hausen, and brief excerpts from the report on the furnace at the Stutthof Camp. 
A detailed description of the furnaces will follow in Sections 11.2.5/6. The re- 
port on Majdanek was written in August of 1944, the one on Sachsenhausen in 
June of 1945, and the one on Stutthof in May of 1945. 


9.3.1. The Soviet Report on the Kori Cremation Furnaces at KL 
Lublin-Majdanek 
“Productivity of the cremation furnaces. 
The cremation capacity of the cremation furnaces depends on: 
1) the temperature of the cremation chamber 
2) the time needed for loading 
3) the amount of corpses loaded 
4) the cremation time of a single load 
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1. The temperature in the cremation chamber 

The cremation chamber, lined with standard refractory,©”! was designed for a 
temperature of 1300-1400°C. On inspection, the blocks of the cremation furnac- 
es showed: in all cremation chambers, the standard brickwork presented notice- 
able fusion, and the standard [refractory] bricks of the grate bars [of the hearth] 
showed intensive fusion of the ash and a change of the silica. The cast-iron 
dampers of the horizontal [smoke] collection duct are deformed in their lower 
part on account of fusion. 

The fusion of the standard refractory of the cremation chambers and the chang- 
es in the silica demonstrate that the temperature of the cremation chamber was 
higher than 1500°C. The deformation and fusion of the cast-iron dampers 
demonstrate that the temperature of the off-gases was around 1200°C. 

2. The time needed to load the corpses into a chamber. 

Loading of corpses into the cremation chamber could be carried out from only 
one side of the block of cremation furnaces. At the time of inspection of the block 
of cremation furnaces, some corpses with their limbs cut off and heavily dam- 
aged by fire were encountered on the loading side of the cremation chambers, 
which indicates a preliminary piling up of corpses in the space in front of the 
furnaces to speed up the loading [operation]. 

The iron stretchers in front of the furnaces were used only to load the corpses 
into the cremation chambers, which is confirmed by the presence of rails and 
rollers in front of each furnace. 

On account of the high temperature of the furnaces, loading of the corpses may 
have been carried out in the following manner: 

a) the corpses were laid out on the iron stretcher placed on the rails and the 
rollers; 

b) the doors of the cremation chamber were opened; 

c) the corpses on the stretcher were pushed via the rollers toward the [grate] 
bars and then placed on the [grate] bars of the cremation chamber by means of a 
rod. 

All the operations for loading the furnaces outlined above, with a pile of ‘treat- 
ed’*!1 corpses in front of each cremation chamber, could be executed within 2 
to 3 minutes. 

3. The quantity of corpses loaded into one cremation furnace. 

The presence, at the time of the inspection, of a large amount of bone ash in the 
cremation chamber, in the space below the bars of the hearth and on the bars of 
the hearth [used] for heating the furnaces, as well as that of a pile of corpses 
with their limbs cut off and in front of the line of furnaces, demonstrates the 
simultaneous combustion of several corpses in each furnace. In practice, two 
complete corpses or four corpses with their limbs cut off could be loaded into 
each furnace. 


%° Dinasovo, literally: in accordance with DIN norms (DIN = Deutsches Institut fiir Normung, German 


Institute for Standardization). It is a word coined by the Soviet experts on the basis of the abbrevia- 
tion DIN. 


3° Pererogdenie modifikatsii, litterally “denaturation of the [silica] modification.” 
%3! Te. with their limbs cut off. 
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4, The time needed for the cremation of a single load of corpses. 

In order to establish the time needed for the complete cremation of the corpses, 
we will take as a base for calculation the cremation of one corpse in one fur- 
nace. We will assume: 

a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3% of fat 
and protein, and 5.6% of ash; 

b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg of fat and protein 
and 2.8 kg of ash; 

c) the organic part, essentially fat and protein, is made up roughly by carbon 
and hydrogen in a ratio of 4:1, i.e. 80% carbon and 20% hydrogen, leaving 
aside the oxygen content of the carbohydrates as well as the sulfur and nitrogen 
in the organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

In the course of the combustion of the corpse, 11.2 kg of carbon will produce 41 
kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 
For the combustion of 11.2 kg of carbon, a theoretical amount of 29.5 kg of oxy- 
gen is required, and for 2.8 kg of hydrogen, 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess air [ra- 
tio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in air. 

The composition by weight of the combustion products generated during the 
cremation is as follows: 


water vapor 58.2 kg 
carbonic anhydride 41.6 kg 
oxygen 15.6 kg 
nitrogen 225.9 kg 
or, in volumetric terms: 
water vapor 72.4 m3 
carbonic anhydride 21.2 m3 
oxygen 10.9 m3 
nitrogen 180.9 m3 


In total, the cremation of one corpse produces 285 m? of combustion products. 
Under normal conditions, we assume an exit temperature for the cremation 
products leaving the chimney of 400°C. At that temperature, the volume of 
smoke from one corpse is about 685 m3. 

On the basis of the attached chart, which shows the cremation time required in 
various cremation furnaces as a function of temperature, [we have] a cremation 
time for one corpse in a furnace with standard lining, with a temperature of the 
cremation chamber of 1400°C, of not more than 20 minutes. 

Assuming, for the smoke in the smoke channel — without a forced draft — a veloc- 
ity of 3 m/sec and an operation of both furnaces at the same time, the cross- 
sectional area of the lower part of the smoke duct is 0.36 m?, which is in agree- 
ment with the cross-sectional area of the smoke duct of the cremation furnaces 
inspected in the concentration camp of the City of Lublin, without taking into 
account the two powerful ventilators present with a capacity of 168 m? per mi- 
nute. 
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The simultaneous operation of the two ventilators induced a considerably more- 
rapid progress of the cremation and allowed to maintain a temperature in the 
cremation chamber [not] lower than 1500°C at full load. 

Therefore, taking into account the attached chart for the determination of the 
cremation time, we conclude that the cremation of the corpses did not take long- 
er than 10-12 minutes. 

Our calculation is also confirmed by the fact that with a [forced] suction of the 
fumes the furnace operated in an abnormal manner because of the absence of 
temperature differences, as we can see from a letter dated 8 January 1943 by the 
H. Kori Co. and addressed to Hauptamt CII of the Reichsfiihrer SS and Chief of 
the German Police in connection with the crematorium of the concentration 
camp at the City of Lublin. In this letter, it is recommended to install large de- 
vices for the production of hot water in order to ensure proper control of the 
smoke temperature. 

On the basis of the above calculations, we see that: 

a) the temperature of the cremation chambers was maintained at 1500°C; 

b) cleaning of the lower container and loading the furnace with corpses did not 
take more than 3 minutes; 

c) four ‘treated’ corpses including their cut off limbs could be loaded simultane- 
ously into one furnace; 

d) the time needed to cremate one load was less than 12 minutes. 

Hence, for an operation of the cremation furnaces over 24 hours, their crema- 
tion capacity in 24 hours was 


24% OO X4%2 — 1,920 corpses. [113] 


The president of the commission of experts 
Architectural Engineer Krauze 

Members: 

Engineer, Major, Instructor Telyaner, 


Engineer, Major, Instructor, Candidate in Technical Science Grigor’ev.””>** 


9.3.2. The Soviet Report on the Kori Cremation Furnaces at KL 


Sachsenhausen 


“Capacity of the cremation furnaces. 

The cremation capacity of cremation furnaces depends: 
1. on the temperature of the cremation chamber, 

2. on the time needed for loading the furnace, 

3. on the number of corpses loaded into the furnace 

4. 

di 


on the duration of the cremation of a single load. 

The temperature of the cremation chamber. 
The cremation chambers were lined with standard refractory bricks and were 
designed for a temperature of 1400-1450°C. Inspection of the block of the cre- 
mation furnaces in the crematorium showed that in all cremation chambers the 
standard [refractory] brickwork did not show considerable fusion and that the 


532 GARF, 7021-107-9, pp. 245-249. The original text of the report is published in Graf/Mattogno, p. 


318. 
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standard [refractory] bricks of the bar grate [of the hearth] showed minor fusion 
of the ash and a very small alteration of the silica. All this goes to show that the 
temperature in the furnaces of the stationary crematorium did not exceed 1200- 
1300°C. 
The furnaces of the mobile crematoria worked with forced draft. Inspection of 
these furnaces revealed that in all cremation chambers the standard [refractory] 
brickwork showed minor fusion and slag with a surface covering of inorganic 
salts, and that the standard [refractory] bricks of the [hearth] grate showed pro- 
found fusion of the ash and an alteration of the silica. 
All of this demonstrates that the temperature of the cremation chamber was not 
maintained below 1400°C. 
2. The time needed for loading one [cremation] chamber with the corpses. 
Loading of the corpses into the cremation chamber could be effected only from 
one side of the aligned row of furnaces, in the following sequence: 
a) the corpses were placed on an iron stretcher; 
b) the doors of the cremation chamber were opened and the gate was raised;>**! 
c) the corpses on the stretchers were pushed via a series of rollers into the cre- 
mation chamber and were arranged on the standard bars by means of an iron 
rod; 
d) the gate was lowered and the doors were closed. 
The execution of all loading operations of the furnaces as described above did 
not require more than 5 minutes. 
3. The number of corpses loaded. 
Within 5 minutes it was possible to load 4-6 corpses into the cremation chamber 
of the furnace, depending on their sizes, according to the sketch attached: 

(6) Sketch showing the maximum 

(5) (4) manner of loading of a cremation 

(3) (2) (1) chamber 
4. The time needed for the cremation of a single furnace load. 
In order to determine the time needed for the complete cremation of the corpses, 
we will base ourselves on the indicative chart for the determination of the cre- 
mation times in various cremation furnaces as a function of temperature, on file. 
From the chart, we can see that the cremation of a single load of corpses in the 
furnaces lined with standard [refractory] bricks, for a temperature of 1200°C in 
the cremation chamber, was about one hour. At a temperature of 1400°C it was 
half of that, i.e. about 30 minutes. 
C. Calculation of the cross-sectional area of the chimney ducts for the purpose 
of control. 
For the verification of the [cross-sectional area] of the smoke ducts for the off- 
gases of the combustion products we will assume: 
a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3% of fat 
and protein and 5.6% of ash; 
b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg of fat and protein 
and 2.8 kg of ash; 


°33 The refractory closure of the muffle (Schamotteabsperrplatte); cf. Chapter 11. 
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c) assuming that the organic part, essentially fat and protein, is made up rough- 
ly by carbon and hydrogen at a ratio of 4:1, i.e. 80% carbon and 20% hydrogen, 
leaving aside the oxygen content of the carbohydrates, as well as the sulfur and 
nitrogen in the organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

In the course of the combustion of the corpse, 11.2 kg of carbon will produce 41 
kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 
For the combustion of 11.2 kg of carbon a theoretical amount of 29.5 kg of oxy- 
gen is required, and for 2.8 kg of hydrogen 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess air [ra- 
tio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in air. 

The composition by weight of the combustion products generated during the 
cremation is as follows: 


water vapor 58.2 kg 
carbonic anhydride 41.6kg 
oxygen 16.6 kg 
nitrogen 225.9 kg 
or, in volumetric terms: 
water vapor 72.4 m3 
carbonic anhydride 21.2 m3 
oxygen 10.9 m3 
nitrogen 180.8 m3 


In total, the cremation of one corpse produces 285 m3 of combustion products. 
For one furnace, assuming a single load of 6 corpses, we have 285 x 6 = 1,710 
me? of combustion products. 

Furthermore, the cremation of 6 corpses requires 60 kg of coke — or, in the mo- 
bile furnaces, 42 kg of oil. 

During the combustion of coke, 790 m3 of combustion products are formed, if we 
assume an excess air [ratio] = 1.3. 

Thus, for one furnace: 


1,710 + 790 = 2,500 m? of combustion products, 


for two furnaces: 2,500 x 2 = 5,000 m*¥hr. 

If we assume a combustion temperature at the entrance of the chimney ducts of 
1000°C and a smoke-flow rate of 3 m/sec, the lower cross-section of the chimney 
duct is 


5,000/273 + 1/273 x 1,000 _ _23,000 


eds eatin CR 2 [534] 
3,600 x3 =F 600x372 1. [114] 


This corresponds to an effective cross-sectional area of half of a chimney duct — 
2.0 m? — and enables the simultaneous cremation of 12 corpses in one hour or 
24-25 corpses in 4 furnaces. 


534 


The equation used here is wrong, and it does not result in 2.1 m? either. The proper equation would be 
5,000 méhr = (1 + 1,000°C/273°C) _ 5 16 12 
3,600 sec/hr x 3 m/sec =4.it0 mM", 
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If the stationary furnaces were in continuous operation, the crematorium could 
cremate 4 x 6 x 24 = 576 corpses per day. 
In continuous operation of the mobile furnaces [as well], one could thus cremate 


JXOx OX = 864 corpses per day. [115] 


The experts: Engineer, Major Telyaner 
Engineer, Major Grigor’ev.”>*> 


9.3.3. The Soviet Report on the Kori Cremation Furnaces at KL 


Stutthof 


The Soviet report on the Kori Furnaces at KL Stutthof is part of a more- 
extensive report on the general situation in this camp, dated 14 May 1945, from 


which we have selected the following pertinent passages: 


536 


“The internal volume of a cremation furnace is 0.5 x 0.5 x 3.2 = 0.96 m3. Con- 
sidering the extreme state of meagerness of the corpses which caused one corpse 
to occupy, on average, a space of 0.25 x 0.2 x 1.56 = 0.8 m?, the furnace could 
contain 0.96 + 0.8 = 12 corpses. Running it at full capacity, one could therefore 
lodge 12 corpses in the furnace, introduced lengthwise in two layers. The design 
of the furnace allowed it to reach 900 — 1,000°C with coke firing, and at those 
temperatures the cremation process took 56-60 minutes. [...] 

In the concentration camp, there were three cremation furnaces. Starting from 
the assumption that, as stated, 12 corpses could be introduced at one time, that 
the cremation process lasted 50 minutes and that 10 minutes were needed to 
load the furnace, we find a total cremation capacity of 


= x 12 x 3 = 864 corpses in 24 hours. [116] 


If the temperature is lower, i.e. 450-500°C, the cremation process naturally 
takes twice as long, or one hour and forty minutes, and we would thus have a 
capacity of 


24 , 


3 x 12 x 3 = 432 corpses.’ [117] 


9.3.4. Discussion of the Soviet Reports on the Kori Furnaces 
The reports assume that the cremation capacity depended on four factors: 


1. 


the temperature of the cremation chamber; 


2. the time needed for loading the furnace; 


3. 


the number of corpses loaded into one cremation chamber; 


4. the duration of the cremation of one load of corpses. 


As these factors are interdependent, we must examine them together. 


The Soviet experts claim that the coke-fired furnaces at Majdanek normally 


operated at a temperature of 1,500°C; those at the Sachsenhausen crematorium 


35 GARF, 7021-104-3, pp. 26-31. 
°36 “Minutes of the technical report on the SS concentration camp at Stutthof,” 14 May 1945. GARF, 


7021-106-216, pp. 5f. 
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at 1,200 to 1,300°C (for the 4 coke-fired furnaces) or at 1,400°C (for the 2 oil- 
fired furnaces). These statements are technically unsound. On this subject, the 
engineer Richard Kessler noted (Kessler 1930, p. 136): 
“Introduction temperatures of 1,200-1,500°C, as they often appear in reports on 
the operation of crematoria (in the journal ‘Die Flamme’, a temperature as high 
as 2,000°C was reported) are probably estimated values which, however, were 
never measured. At such temperatures, both the refractory and the bones would 
melt and adhere to each other. At the Dessau Trials, the most-suitable tempera- 
tures were found to be between 850 and 900°C.” 
As far as the Majdanek Furnaces are concerned, I have already noted that ini- 
tially, in the front portion of the cremation chamber, it was not possible to main- 
tain a temperature even as low as 700°C because of the entry of false air into the 
flue duct through a gap of 4.5 mm. A “normal” operation at a temperature of 
1,500°C can have no factual basis, nor technical possibility. Furthermore, the 
refractory wall of these furnaces showed completely negligible traces of melting 
(cf. Section 11.2.6.). Hence the statements of the Soviet experts have no founda- 
tion in reality. 

The Soviet experts derived the duration of cremations from a self-concocted 
“indicative chart for the determination of the combustion time of corpses in var- 
ious cremation furnaces as a function of temperature” (Document 262), which 
has the “time in minutes” as its ordinate and as its abscissa the “temperature in 
°C.” This chart starts at a muffle temperature of 800°C and goes up to a temper- 
ature of 1,500°C. The relationship between temperature and duration of crema- 
tions is shown as follows: 

800°C: 120 min. 1. (Klingenstierna Furnace) 
900°C: 105 min. 
1,000°C: 90min. 2. (Siemens Furnace) 
1,100°C: 75 min. 
1,200°C: 60min. 3. (Schneider Furnace) 
1,300°C: 45 min. 
1,400°C: 30 min. 
1,500°C: 15 min. 
We do not know the sources from which these specifications were drawn, but it 
is certain that, for temperatures in excess of 1,000°C, these data are completely 
untrustworthy. 

The chart in question assigns to the Klingenstierna Furnace a duration of 120 
minutes for a temperature of 800°C, as against 90 minutes at 1,000°C for the 
Siemens Model and finally 50 minutes at 1,200°C for the Schneider Furnace. As 
I have explained in Chapter 3 of Unit I of this study, the three above devices all 
operated on the principle of indirect cremation employing hot air: the regenera- 
tors or recuperators, after having been heated to 1,000°C, were fed atmospheric 
air that entered the muffle at the listed temperature and then caused the combus- 
tion of the corpse. According to Architect Beutinger, the duration of a cremation 
was 90 minutes for the Siemens Furnace at Gotha operating at 900°C, 60 to 90 
minutes for the Klingenstierna Furnaces operating at 1,000°C, and 45 to 90 
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minutes for the Schneider Furnaces, which reached 1,000°C as well (see table p. 
100). 

According to a report of the Stuttgart City Building Administration, covering 
48 cremations carried out between 20 July and 15 September 1909 in a Wilhelm 
Ruppmann Furnace, the briefly attained maximum temperature in the cremation 
chamber was 1,120°C (Nagel 1922, p. 37). 

In the cremation experiments carried out by the engineer Richard Kessler at 
the Dessau Crematorium between 1 November 1926 and 12 January 1927 using 
a Beck Furnace (an improved version of the Klingenstierna Model), the highest 
temperature reached in the cremation chamber was 1,100°C, but this maximum 
was attained only for a few moments during the combustion of the coffin (cf. 
Document 48). 

In the analysis proffered in Chapters 5f. of Unit I, I referred to various cre- 
mation charts for operation with coke, gas, and electricity which all show that 
the temperature of the muffle never reached a point above 1,100°C. 

In the three charts known to me describing the operation of the electrical 
Topf Furnaces at Erfurt (Documents 142, 146 & 148) the highest temperature 
reached momentarily was around 1,120°C. 

It is thus a fact that, in the furnaces for civilian use referred to by the Soviet 
experts, cremation-chamber temperatures higher than 1,100°C had not been es- 
tablished; effective temperatures of 1,500°C occurred only on the hearth grates 
(H. Keller 1929, p. 3). 

It follows that the Soviet chart, to the extent that it covers temperatures 
higher than 1,000°C, is based on an inadmissible extrapolation. This is con- 
firmed by the experiments carried out in England in the 1970s which I discussed 
in Chapter 6 of Unit I: in the chart illustrating the time-temperature relationship 
(Document 87), the temperature describes a wave-like curve: the minimum 
cremation time — 61 minutes — occurred at a temperature of 800°C; as the tem- 
perature rose up to 1,000°C, the time increased as well: 65 minutes at 900°C, 
and 67 minutes at 1,000°C. Then it started decreasing again, reaching 65.5 
minutes at 1,100°C. At higher temperatures, unreached by experiments, Dr. 
Jones surmised that the duration should diminish further and should go below 
the thermal barrier at some threshold temperature. If one wanted to reduce the 
cremation time in this manner for example to 20 or 15 minutes, it would be nec- 
essary to design a furnace operating at around 2,000°C (see pp. 108f.). 

The Soviet experts made another inadmissible extrapolation with respect to 
the furnace load. As the cremation of several corpses simultaneously in the 
same cremation chamber was prohibited for civilian cremations, no experi- 
mental data exist in this regard. Hence the Soviet chart necessarily rests on data 
for individual cremations. The Soviet experts therefore illicitly assign data valid 
for individual cremations to loads of two to twelve corpses in one muffle. Load- 
ing twelve corpses into one muffle is merely an arithmetical maneuver in order 
to artificially raise the furnaces’ capacity. In this way, the three Stutthof Furnac- 
es were attributed a capacity identical to the six furnaces at Sachsenhausen! 

However, in the preceding section we have seen that increasing the load in a 
cremation chamber inevitably leads to a longer duration of the incineration and 
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that, for a furnace designed for individual cremations, this increase in time is 
such that no practical advantage can be gained from such a procedure. 

The coke consumption purported by the Soviet experts — 60 kg for six ema- 
ciated corpses of 50 kg each — is mere conjecture without any technical basis. 
Let us recall the fact that in the Model 1b Kori Furnace, the incineration of 310 
kg of organic substance — the equivalent of six corpses of some 51 kg each — 
necessitated, at steady-state conditions, a supply of some 130 kg of solid fuel, 
the equivalent of 140 kg of coke altogether, or 23 kg per corpse. 

On the subject of the loading of corpses at the Lublin Crematorium, the So- 
viet experts really allow their imagination to run wild: the claim that, in front of 
the furnaces, they had found corpses without legs and without arms, “heavily 
damaged by fire” (mnogo obgorebshich), does not prove that the limbs of these 
corpses were cut off before being loaded into the furnace, it rather demonstrates 
that the last cremations were not carried out to the end, and when the carbonized 
corpses were later pulled out, they no longer had any arms or legs simply be- 
cause the limbs burned faster than the trunks (as indeed they do). 

The Soviet experts’ assertions are technically untenable also with respect to 
the discharge gases and the cross-sectional area of the chimney at the Lublin 
crematorium. 

First of all the experts misread Kori’s letter of 8 January 1943.°3” The docu- 
ment merely states that the two forced-draft devices were necessary in order to 
be independent of weather conditions. The chimney draft was in fact affected by 
the fact that the exhaust gases cooled noticeably when they lost some of their 
heat in the two recuperator chambers for the purpose of preparing hot water for 
inmate showers. As a result of high outside temperatures during the summer 
months (the document says “especially on hot summer days”), the natural chim- 
ney draft could be reduced too much, which should be quite obvious. 

The calculation of the cross-section of the two smoke ducts — the experts 
give only the result — is wrong, first of all because of the erroneous assumption 
that cremation proceeded with an excess-air ratio of 1.3. This is only half of 
what is actually needed. Furthermore, the result of the computation itself is 
wrong. As we can see from the Soviet experts’ report on the furnaces at the 
Sachsenhausen Camp, the calculation of the chimney section carried out by the 
experts was based on the following formula (cf. page 43): 


__ Vd +at) 
= 3,600 sec/hr - v 
where q = cross-sectional area of chimney 
V = volume of off-gas in Nm? per hr 
a = "553°C! 
t = temperature of the off-gas in the chimney, °C 
v =velocity of the off-gas in the chimney in m/sec. 


[118] 


Assuming a load of four corpses in each muffle, a duration of the cremation of 
12 minutes, a generation of 285 m3 off-gas per corpse, an off-gas temperature in 
the chimney of 400°C, and a gas velocity of 3 m/sec as assumed by the Soviets 


337 GARF, 7021-107-9, p. 250; Dokument published in Graf/Mattogno, p. 313. 
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(see p. 329), we obtain for the required cross-section of one chimney duct col- 
lecting the gases of 2.5 muffles (there were two ducts for five muffles): 


ee 285 Nm*hr - 4 corpses/muffle - 2.5 muffles/duct (1 +a - 400°C) _ 60 min/hr 
i 3,600 sec/hr - 3 m/sec 12 min/corpse 


= 3.25 m2. [119] 


In other words, the calculated hourly generation of 35,100 m3 of off-gas would 
have required a cross-sectional area of 3.25 m? for each of the two chimney 
ducts, or nine times the actual dimension (with the actual cross-section, the gas 
velocity would have had to amount to 27 m/sec, or 60 mph — a true storm!). But 
in their computation the Soviet experts did not even consider the gas stemming 
from the combustion of the coke — as if the corpses underwent a process of au- 
to-combustion! 

In conclusion we may say that, as no cremation furnace actually operated at 
average temperatures higher than 1,000°C, and as any loading of several copses 
into one muffle would at least have multiplied the time taken in proportion to 
the number of corpses loaded, the chart produced by the Soviet experts is coun- 
ter factual or totally afactual. 

In fact, the Kori furnaces at Sachsenhausen, Majdanek and Stutthof, if we 
assume an average operating temperature of 800°C and a duration of 50 minutes 
for a single cremation (as in the Kori Furnaces at Westerbork), had cremation 
capacities of 144, 115, and 58 corpses in 24 hours, respectively. 

This means that the Soviet experts, by using a technical sleight of hand, mul- 
tiplied the actual cremation capacities by a factor of five for Sachsenhausen, a 
factor of thirteen for Majdanek, and a factor of ten for Stutthof! What should be 
stressed here, though, is that not even the Soviet experts ventured so far as to at- 
tribute to any actual cremation temperature a duration of less than 60 minutes 
for the cremation process: even to the highest temperature, 1100°C, occurring 
only for a few moments, they assigned a substantial duration of 75 minutes. 


9.3.5. The Soviet and Polish Reports on the Topf Cremation Furnaces 
at Auschwitz-Birkenau 

In February of 1945, the Soviet commission of inquiry investigating Auschwitz 

assigned the task of giving an expert opinion on the subject of the cremation 

furnaces at that camp to the engineers Dawidowski, Dolinskii, Lavrushin and 

Shuer. The experts, however, limited themselves to furnishing the following 

very-sparse data without any technical explanation:>** 


Crematorium I 
— 3 to 5 corpses were loaded simultaneously into each muffle; 
— cremation took 90 minutes; 
— the number of corpses cremated amounted to 300 to 350 per day. 


%38 “Akt 14 February — 8 March 1945. City of Oswiecim.” GARF,7021-108-14, pp. 2-7. 
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Crematoria I/II 


— 3 to 5 corpses were loaded together into each muffle; 

— the cremation of which took 20 to 30 minutes; 

— at full capacity, 6,000 corpses per day could be cremated in the 30 muffles of 
the two crematoria. 


Crematoria [V/V 


— 3 to 5 corpses were loaded into each muffle; 

— the cremation took 30 to 40 minutes; 

— at full capacity, 3,000 corpses per day could be cremated in the 16 furnaces 
of these crematoria. 


On 26 September 1946, the engineer Roman Dawidowski, an expert witness 
with the court conducting the Rudolf Héss Trial, drew up a long opinion on the 
crematoria at Auschwitz-Birkenau.*? Dawidowski was a mechanical engineer 
in the field of heat and combustion technology, but his opinion shows only a 
very rudimentary knowledge with respect to cremation furnaces. His documen- 
tation on the civilian crematoria in Germany consists of an excerpt of the “Law 
on Cremation” of 15 May 1934 (pp. 13-16) and of three drawings of cremation 
furnaces of the Siemens type (p. 16) — similar to those published here (Docu- 
ment 21) — as well as of the Didier (p. 17) and Gebriider Beck Furnaces (p. 18), 
identical to those published here (Documents 59f.) and stemming from the same 
source. 

On the subject of the Auschwitz-Birkenau Furnaces, Dawidowski merely re- 
iterated the statements made in the report of the Soviet experts mentioned above 
without any further explanation: 


Crematorium I 


“The cremation of a load in 4 muffles took about one half-hour, therefore, in 
continuous operation over 14 hours per day, the cremation capacity of Crema- 
torium I in its original state [with two furnaces] was more than 200 corpses per 
day. [...] After this enlargement [i.e., after adding the third furnace], the crema- 
tion capacity of Crematorium I rose to some 350 corpses per day.” (pp. 24f.) 


Crematoria I/II 


“On average, five corpses were loaded into each muffle at one time. Cremation 
of such a load took 25-30 minutes. The 30 muffles of the two Crematoria IT and 
III could cremate 350 corpses per hour. In the expert's opinion, for a continuous 
operation in two shifts of 12 hours per day and setting aside 3 hours of inactivity 
per day for the extraction of the slag from the gasifiers and for other minor 
work, with the unavoidable interruptions of continuous operation, the average 
number of corpses actually cremated in the two crematoria in 24 hours was 
5,000 corpses. This figure agrees with the testimonies of the eye-witnesses 
Tauber and Jankowski.” (p. 47) 


53° AGK, NTN, 93, pp. 1-57; subsequent page numbers from there unless stated otherwise. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 339 


Crematoria [V/V 


“In these crematoria, too, 3-5 corpses were loaded into each muffle. Cremation 
of such a load took about 30 minutes. In the expert’s opinion, the two Cremato- 
ria IV and V, at full capacity with 2 shifts of 12 hours, considering stoppages for 
the removal of slag from the gasifiers, unforeseen incidents, bottle-necks etc., 
could cremate 3,000 corpses per day on average. This figure is in agreement 
with the depositions of eye-witnesses.” (p. 48) 
In order to attain such performances — if we follow the Soviet chart discussed 
above — the furnaces at Crematorium I would have had to be operated at 
1,000°C, those at Crematoria III and IV at more than 1,400°C, and those at 
Crematoria IV and V at more than 1,300°C. Yet only the first temperature men- 
tioned is in any way feasible. As I have already stated, Topf’s operating instruc- 
tions for the triple-muffle furnaces recommended not to exceed a temperature of 
1,000°C in the muffles. Even Dawidowski himself, during the fourteenth ses- 
sion of the Hoss Trial, declared explicitly that™“° 
“the cremation process for corpses is very difficult, requiring a precise tempera- 
ture of 1,000°C; if the temperature is higher, the ash does not remain loose but 
attaches itself to the slag [forming] a compact mass. If the temperature is less 
than 1,000°C, the muscles will not burn....” 
A duration of the cremation process of 25 to 30 minutes is without any technical 
foundation as well, while the simultaneous cremation of three to five corpses in 
each muffle would at least have multiplied the duration of the process by a fac- 
tor of 3 to 5. 

Just like the Soviet expert opinions, Dawidowski’s did not have a scientific 
character, but a political one, as it was to back up the wild exaggerations of the 
witnesses regarding the claimed aggregate number of cremations. The crema- 
tion capacities averred by the experts were not the result of an investigation, but 
of its afactual premises. 

Summarizing our findings, we see that the practical performance of the dou- 
ble-muffle Topf Furnace at Gusen and of the Kori Furnace at Westerbork, the 
practical experience with the Kori Furnaces for the destruction of animal re- 
mains, the thermal load on the muffles, the calculation of the chimney cross sec- 
tion, as well as, indirectly, the findings of the Soviet and Polish experts concur 
to demonstrate that in the Topf Furnaces at Auschwitz-Birkenau a good and ef- 
ficient cremation (with respect to time and fuel consumption) of several corpses 
in one muffle was technically impossible and any cremation of several corpses 
in one muffle would not have boosted the cremation performance of the furnac- 
es in any way. As a matter of fact, it most-likely would have reduced the per- 
formance, in particular for more than two corpses per muffle. 


9.3.6. The Presence of Child Corpses 

For completeness’s sake we must also consider the possibility that there were 
children and undersize adults among the corpses. The number of Jewish chil- 
dren and adolescents deported to Auschwitz has been estimated at about 


40 AGK, NTN, 111, p. 1572. 
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216,300 (Kubica 1999, p. 349) out of 1,095,000 deported (Piper 1993, p. 200), 
which amounts to 19.75%, or about one child among five deportees. The per- 
centage, however, is calculated in relation to those presumed murdered — about 
607,800 (Mattogno 2019, pp. 471f.) — and corresponds to about every third such 
deportee. The average weight of children up to the age of 16 is about 35 kg 
(Graf/Kues/Mattogno, pp. 138-141), so the average weight of two adults and 
one child is [(70+70+35)+3=] 58 kg. In the Westerbork Crematorium the cre- 
mation of an adult corpse alone and that of an adult and a child corpse together 
lasted on average [(50+57)+3=] 35 minutes per corpse. Considering, however, 
that an average cremation of an adult corpse lasted 60 minutes in the Topf Fur- 
naces (not 50) and that the ages of the children ranged from one day to 16 years 
(and not merely from one day to one year), it is evident that the average crema- 
tion at Auschwitz lasted well over 35 minutes. Reasoning by analogy with the 
furnaces for the destruction of animal carcasses, we can assume that the simul- 
taneous cremation of an average adult of 70 kg and an average child of 35 kg in 
one muffle lasted [(70+35) kg x (50 sec/kg + 60 sec/min) =] 87.5 minutes, and 
that the average duration of the cremation of the bodies of two adults and one 
child lasted (175 kg x °/6 min/kg ~) 146 minutes, or on average 48.6 minutes per 
corpse. This duration appears credible given the fact that, as mentioned earlier, 
in the Paris crematorium of Pére-Lachaise the average duration of the cremation 
of the bodies of children up to 9 years was about 39 minutes. Therefore, the 
presence of children among the cremated corpses would have enhanced the ca- 
pacity of the cremation furnaces only marginally by some 20%, yet even that 
would not even get close to the capacities claimed in the letter by the Central 
Construction Office of 28 June 1943 and in Priifer’s memo of 8 September 
1942. 


9.4. Maximum Theoretical Cremation Capacity 


Our final task is to present the general conclusions concerning the performance 
of the Topf Furnaces at Auschwitz-Birkenau. 

Assuming an average operating time of the furnaces of 20 hours per day and 
an average cremation time of 60 min per normal corpse, resulting in 20 crema- 
tions per day and muffle, the maximum cremation capacities of these devices 
were as follows: 


Table 6: Maximum Daily Cremation Capacity* 


Crematorium | #of muffles | # of cremations 


I 6 120 
I 15 300 
Il 15 300 
IV 8 160 


Vv 8 160 


1,040 


* assuming lhr cremation time per corpse and 20hr/day operation 
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9.5. Normal Cremation Capacity 


The cremation capacities as given in the preceding subchapter are purely theo- 
retical, as they do not take into account one crucial element: according to the 
Aktenvermerk of 17 March 1943 (cf. Document 264), which will be analyzed in 
Chapter 10, the normal activity of the crematoria was set at 12 hours per day, 
which took into account the inevitable wear and tear of the equipment. The 
normal cremation capacities thus correspond to 60% of the above values, or: 


Table 7: Normal Daily Cremation Capacity* 
Crematorium | #of muffles | # of cremations 
6 


I 72 
II 15 180 
Ill 180 
IV 96 
Vv 96 
ItoV 624 
II to V 552 


* assuming lhr cremation time per corpse and 12hr/day operation 


The last row shows the total after deducting Crematorium I, which was replaced 
by the new Crematoria II to V.-“! 

Was this an excessive capacity? To answer this question, we must go more 
deeply into the history and the function of the Birkenau Crematoria. The “new 
crematorium” with its five triple-muffle furnaces (the future Crematorium ID) 
was designed for a camp with 125,000 Soviet prisoners of war. Thus, a detai- 
nee-to-muffle ratio of (125,000+15 =) 8,333 was assumed. The explanatory re- 
port (Erlduterungsbericht) of 30 October 1941 set forth that each muffle was to 
cremate two corpses concurrently, thus enabling the cremation of 60 corpses in 
one hour or two corpses in one muffle every 30 minutes (see p. 266). 

For a daily operating period of 12 hours, the daily cremation capacity would 
thus have been (60x12=) 720 corpses. Actually, though, as we have noted in 
Chapter 7, the type of triple-muffle furnace that was eventually built did not 
correspond to the technical characteristics of the devices considered in the file 
memo. Hence the capacity mentioned in the file memo did not correspond to the 
later reality, all the more so as even the cremation of a single corpse in one muf- 
fle within 30 minutes (on average) would have been technically impossible. 

This observation, however, does not touch in any way on the intentions of 
the Auschwitz SS who, for a crematorium built without any criminal aim, 
counted on a normal cremation capacity of (720x30=) 21,600 deaths per month, 
or a mortality of (21,600+125,000x100~) 17.3% of the total camp strength per 
month. This high level of mortality had occurred in October of 1941.*4” The 
above computation is presented only as a concrete point of reference. 


>4! Tn this context we also ought to consider the concept of reserve furnaces; for example, at the new Lu- 
blin Crematorium, the central furnace (one out of five) was specifically labelled “Reserveofen.” Cf. 
Section 11.2.6. Assuming that every fifth furnace served as a reserve, this would further reduce the 
contemplated capacity to 552x0.8 = 442 corpses in 12 hours. 

> Between 7 and 31 October 1941, 2,128 detainees died; the average strength for that month was 
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Obviously, as we shall see presently, the camp administration did not expect 
to see a loss as high as 21,600 detainees per month throughout the entire year; 
the camp headquarters — in line with the initial estimates — merely wanted to be 
able to cope with emergency situations of a daily mortality of up to 720 detain- 
ees for short periods of time. 

The origins of the other three crematoria at Birkenau had two causes: the 
outbreak of a disastrous typhus epidemic, and the plans for the enlargement of 
the camp (see Mattogno 2010). The August of 1942 was the month during 
which the typhus epidemic took on horrifying proportions. This was also the 
month during which the decision was taken to build the other three crematoria. 

In the course of the month, a total of 8,354 detainees (6,829 men and 1,525 
women) died, 269 per day on average.**? Over the first 19 days of the month of 
August, 4,113 deaths were registered in the men’s camp alone. Between 10 and 
19 August, 2,824 detainees would die, 282 per day on average, with daily max- 
ima of 390 deaths on the 18th, 324 on the 13th, and 301 on the 11th.*“* Consid- 
ering the fact that mortality was 49 per day in the women’s camp, it is not over- 
ly adventurous to say that in August of 1942 the daily death rate exceeded 300 
per day, with high points above 400 cases. 

This catastrophic scenario unfolded at a time when high-flying plans for the 
Birkenau Camp were being mulled over. As early as June of 1942, the WVHA 
planned to raise the PoW camp strength to 150,000 detainees,**> and in August 
this planning figure had reached 200,000 detainees.*“° Of course, the planned 
installation of appropriate hygienic and sanitary facilities as well as disinfesta- 
tion plants would help to suppress another virulent outbreak of such an epidem- 
ic, but how could one be sure? 

The decision to build more crematoria practically imposed itself, along with 
the choice of a sufficient number of muffles for the new installations, or in prac- 
tical terms their cremation capacity. It was influenced by the two facts men- 
tioned above: the excessive mortality among the detainees, and the plans for en- 
largement of the Birkenau Camp, which would have brought about an enormous 
increase in the number of inmates. 

Available statistics allow us to say that in August 1942 the detainee mortali- 
ty reached a level of 29.8% of the average camp strength in the men’s camp 
(some 22,925 detainees), hitting highs of 37.9% of the average strength of 
23,142 detainees between the 10th and the 19th of that month.**” 

If then — for the men’s camp alone with an average strength of 23,000 in- 
mates — there were 6,829 deaths equivalent to a momentary rate of 37.9% of the 
camp strength, what would or could happen with a camp strength of 150,000 or 
200,000 detainees? 


12,500 detainees, which yields a mortality rate of about 17%. 
+3 PRO, HW 1/929 xc 11768. 
“4 Starkebuch, analysis by Jan Sehn. AGK, NTN 92, pp. 82f. 
545 Radiomessage from Kammler to Bischoff dated 22 June 1942. GARF, 7021-108-32, p. 32. 
6 Letter by Bischoff to Kammler dated 27 August 1942. GARF, 7021-108-32, p. 41. 
547 Stérkebuch, analysis by Jan Sehn. AGK, NTN 92, pp. 82f. 
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At that level, the effective cremation capacity of 624 corpses per day (of 12 
operating hours) or some 19,000 in one month would have corresponded to a 
mortality of 12.5% for a camp strength of 150,000 and no more than 9.4% for a 
strength of 200,000 detainees; in other words, only one third or one quarter, re- 
spectively, of the levels reached in August of 1942. 

These considerations help us in understanding the problems which affected 
the SS’s choice for a suitable capacity for the new crematoria. Fortunately, a 
Central Construction Office document of 10 July 1942 furnishes us with the cri- 
teria of that decision: On 15 June 1942, the Construction Office of the Stutthof 
Camp sent a request to the Central Construction Office at Auschwitz regarding 
information concerning the installation of a crematorium. On 10 July, Bischoff 
answered with the following letter (Document 263):**8 

“In the attachment, we are sending you the plans for a crematorium for 30,000 

detainees. The plant consists of 5 triple-muffle cremation furnaces. According to 

information supplied by Topf & Séhne Co. of Erfurt, a cremation takes about 
one half-hour. 

The basement has been raised because the ground-water level at the construc- 

tion site is high. Concerning technical installation, we refer you to Topf & Séhne 

Co. of Erfurt.” 

The duration of half an hour for one cremation was nothing but an extrapolation 
on Topf’s part, because at that moment no triple-muffle furnace had yet been 
built. What is important in this letter, however, is the ratio of muffles to detain- 
ees established by the Central Construction Office, viz. (30,000+15=) one muf- 
fle for 2,000 detainees. 

This clearly shows that the Central Construction Office did, in fact, not trust 
the data of the explanatory note of 30 October 1941 (which Topf had provided), 
because on the basis of such data, and assuming an operation of 12 hours per 
day, the crematorium would have been able to handle (720x30=) 21,600 corpses 
per month or [(21,600+30,000)x100] = 72% of the camp strength for which it 
was designed. 

In practical terms, the Central Construction Office approved an enormous 
reduction of the new crematorium’s capacity when it set the effective cremation 
capacity to be sufficient no longer for 125,000 inmates, as stated in the explana- 
tory report, but rather for 30,000 inmates, or at (30,000+125,000x100=) 24%; 
i.e. in numerical terms, at (720x0.24~) 173 cremations per day. 

On the basis of the ratio of muffles to detainees set by the Central Construc- 
tion Office, the 46 muffles of the four crematoria at Birkenau were sufficient for 
(46x2,000=) 92,000 detainees. This computation by the Central Construction 
Office formed the basis for the later decision to build the other three crematoria 
and constituted the criterion for the choice of the number of muffles. 

The increase of the camp strength to a level of 200,000 detainees was mere 
conjecture and turned out to be increasingly illusory over the following months. 
The layout of the PoW camp of 15 August 1942 (Pressac 1989, p. 203), though 
based on a population of 200,000 detainees, showed only two crematoria (the 


8 Letter from Bischoff to Bauleitung of Stutthof dated 10 July 1942. RGVA, 502-1-272, p. 168. 
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future Crematoria IJ and III), or a ratio of muffles to detainees of (30+200,000=) 
1:6,666. The drawing of 22 September 1942 (ibid., p. 209), still showing merely 
the two crematoria just mentioned, was elaborated for a strength of only 
140,000 detainees or a ratio of (140,000+30=) one muffle for 4,667 detainees. 

The final drawing of 6 October 1942,>”° including all four crematoria for an 
unchanged camp strength of 140,000 detainees, yielded a new ratio of 
(140,000+46=) 1 muffle for 3,043 detainees. Taking into account the slow pro- 
gress of the construction of the camp, the strength of 140,000 remained purely 
theoretical;>~° it was reached only as late as August 1944 under the enormous 
overload caused by the deported Hungarian Jews.>*! 

Considering the fact that the projected strength for the Birkenau Camp stood 
at 140,000 detainees and the normal strength of the Auschwitz Camp amounted 
to 10,010 in November of 1942,°>? i.e. a total of 150,000 detainees, we may say, 
based on the Central Construction Office calculations, that the crematoria even- 
tually installed were most inadequate for the aimed-at increase of the camp 
strength, which would indeed have necessitated (150,000+2,000=) 75 muffles as 
compared to the 46 eventually built. 

The conclusion of the matters discussed above is that the Birkenau Cremato- 
ria were conceived only on the basis of registered detainees, without any crimi- 
nal intentions, and were to allow for possible future emergency situations with 
considerable peaks in mortality, in line with the experience gathered in August 
of 1942. They reflected an effective cremation capacity of only 50% of the theo- 
retical, and thus an effective average operating time of 12 hours per day. 

Although the projected strength of the Birkenau Camp was 140,000, the four 
crematoria — which were really designed for a strength of only 92,000 — were 
not used to full capacity for two reasons: first of all, the actual strength stood 
nearly always below this limit.°°? Secondly, the actual construction of the camp 
with all the projected sanitary, hygienic, and medical installations, led to a con- 
siderable drop in mortality. After the 1942 typhus epidemic, such a drop oc- 
curred as early as April of 1943, and over that year the mortality dropped steadi- 
ly, reaching a low of 2.3% in October 1942 (Langbein 1965, vol. 1, pp. 100f.). 


9.6. Discussion of the Zentralbauleitung Letter of 28 June 1943 


At the end of the preceding subchapter, we left in suspension the technical ex- 
amination of the cremation capacity as indicated in the Central Construction Of- 
fice letter of 28 June 1943. Now, having ruled out — in terms of economy and 
duration — the efficient simultaneous cremation of multiple corpses in one muf- 
fle in the Auschwitz-Birkenau Furnaces, we can state with certainty that such a 
capacity is technically impossible. 


* VHA, OT 31(2)/8. 

5° Tt is known that Bauabschnitt III was never finished. 

%1 According to information gathered by the Polish resistance movement, the camp strength of the 
Auschwitz-Birkenau Camp was 135,168 detainees in August of 1944 (Czech 1989, p. 860). 

582 “Normale Block-Belegstiirke im K.L.Auschwitz.” 3 November 1942. RGVA, 502-1-272, p.56. 

°3 Tn 1943, the maximum camp strength was 88,251 detainees (1st December). Ubersicht iiber den Haft- 
lingseinsatz im K.L. Auschwitz. Dezember 1943. APMO, D-Aul-3a/370, pp. 438, 448. 
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This judgment is strengthened further by the fact that, as we shall see in 
Chapter 10, the minimum theoretical fuel requirement of a Topf triple-muffle or 
8-muffle furnace for the type of corpse which demanded the lowest amount of 
fuel was 16 and 12 kg of coke per corpse, respectively. In view of the fact that 
the furnaces of Crematoria II and II of Birkenau could burn (35 kg/hr/hearth - 2 
hearths/furnace - 5 furnaces - 24 hr =) 8,400 kg of coke in 24 hours and those of 
Crematoria IV and V (35 kg/hr/hearth - 4 hearths/furnace - 24 hr =) 3,360 kg, if 
the Crematoria II and III did in fact have a capacity of 1,440 corpses in 24 
hours, the average coke consumption per corpse would have been a mere 
(8,400+1,440=) 5.83 kg; for Crematoria IV and V, a capacity of 768 corpses in 
24 hours would have meant an average consumption of only (3,360+768=) 4.37 
kg of coke, but such figures would be only about one third of the minimum the- 
oretical requirements. 

The capacity indicated in the letter of 28 June 1943 is, therefore, technically 
impossible to attain. How can we explain this dilemma? 

Jean-Claude Pressac has shown correctly (1989, p. 244) that the cremation 
capacity given in the document, as far as Crematoria II-V are concerned, is 
closely linked arithmetically to the capacity mentioned in the previously men- 
tioned explanatory report of 30 October 1941 (Document 211), i.e. two corpses 
in one half-hour in one muffle or four corpses per hour per muffle, which match 
precisely the numbers in the letter: 

4x 15x24 = 1,440 corpses in 24 hours in Crematoria I-III 

4x8x24 = 768 corpses in 24 hours in Crematoria [V-V 
However, there is no direct relationship between the five triple-muffle furnaces 
mentioned in that report and the furnaces that would eventually be installed in 
Crematoria II and III at Birkenau. In October of 1941, the triple-muffle Topf 
Furnace was still on the drawing boards, and the only determined basic design 
fact was that it would consist of three muffles which were linked in one way or 
another. The reference which appears in the explanatory report of 30 October 
1941 therefore concerned an elusive project in Kurt Priifer’s mind, different 
from what was later realized, in the same way as the project described in the 
“quotation for the delivery of two triple-muffle cremation furnaces” of 12 Feb- 
ruary 1942 (Document 228), in which the triple-muffle furnace still had a single 
gasifier situated behind the center muffle. 

The link between the projected cremation capacity of the triple-muffle fur- 
naces in the explanatory report of 30 October 1941 and the letter of 28 June 
1943 was thus purely formal. But what was the basis for such a link? The doc- 
ument in question allows us to formulate a plausible answer. The document, in 
fact, betrays certain anomalies, the most-important of which are the presence of 
a bureaucratic element which should not be there and the absence of one which 
should be there. 

The letter of 28 June 1943 refers to the “completion of Crematorium III.” A 
report about the completion of a construction site (or building) was an official 
document sent to the WVHA in compliance with a specific order by Kammler of 
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6 April 1943.°°* What was required in this case was the notification of the com- 
pletion of a construction project and a report about the respective hand-over ne- 
gotiation (Ubergabeverhandlung). 

For this reason, the “list of construction projects already handed over to the 
camp administration,”>> drawn up by Bischoff in accordance with Kammler’s 
directives, contains, i.a., the registration number of the letter by which the hand- 
over negotiation for the four Birkenau Crematoria had been reported to the 
camp commandant of the Auschwitz Camp, and the handover date and registra- 
tion number of the letter of notification to the head of Office Group C at the 
WVHA. 

Now, even though the report about the hand-over negotiation of Crematori- 
um III was drawn up on 24 June 1943°°° and passed on to the Kommandantur 
probably on the same day’ and even though the garrison administration had 
taken over Crematorium III officially on 25 June,>** the letter of 28 June does 
not address this state of the matter at all, and that is what should be there but is 
not. 

The notification of completion was a purely formal act simply conveying the 
fact that a construction project had been finished, but it never gave any technical 
details of the project, which means that the listing of cremation capacities in the 
letter of 28 June 1943 makes no sense, bureaucratically speaking, and this is the 
element which should not be there. 

What is even odder is the fact that this notification of completion is only 
about Crematorium III, but the letter mentions the cremation capacity of all 
crematoria. One would have to surmise that Bischoff must have been requested 
explicitly the supply of such information to Kammler. But in that case, bureau- 
cratic practice would have required that he reply by a specific letter mentioning, 
in the line Bezug (reference) the registration number and the date of Kammler’s 
letter. Instead, the letter of 28 June 1943 merely states Bezug: ohne (reference: 
none). 

The letter shows two more anomalies. First of all, the use of the word Per- 
sonen (persons) as the cremation units. This term is somewhat odd, as one 
would rather expect the term “corpses” (Leichen) or at least “detainees” (Hdft- 
linge). Furthermore, in the letter in question, the cremation capacity is given for 
a continuous operation of 24 hours per day, but — as we have explained in Sub- 
chapter 9.1.— this was not feasible with coke-fired furnaces. It is not by acci- 
dent that the file memo of 17 March 1943 has a “daily operation” of 12 hours. 

It is highly unlikely that Bischoff, in a formal official document, would have 
made so many gross mistakes. 

Another strange thing worth noting is that the letter in question is a unique 
document, unrelated to others: no other document exists which mentions or in 


4 Letter from Kammler “to all building inspectorates and building sections” (an séimtliche Bauinspekti- 
onen und Baugruppen) dated 6 April 1943. WAPL, Zentralbauleitung, 54, p. 68. 

°° APMO, 30/25, p. 14. 

556 RGVA, 502-2-54, p. 84. 

557 Bischoff’s letter of transmittal erroneously has the date of 23 June 1943. RGVA, 502-2-54, p. 21. 

558 APMO, 30/25, p. 14. 
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any way refers to the cremation capacities claimed in it. The matter is even 
more mysterious, as it is an official document addressed to the Head of Office 
Group C of the WVHA, SS Brigadefiihrer und Generalmajor der Waffen-SS 
Kammler. Office C/III handled technical matters and encompassed four main 
departments, among which we have one for civil engineering (C/III/1) and one 
for mechanical and electrical engineering (C/III/3) which also included a sub- 
section for heating and ventilation (C/III/3a).°°? 

Since the cremation capacities mentioned in this letter were technically im- 
possible, how can we believe that the engineers of Office C/IIL, in the face of 
such obviously erroneous statements, would not have asked Bischoff for more 
information? Bischoff would have had to answer, and a correspondence would 
have ensued of which there is, however, not the slightest trace. 

The most-obvious conclusion we may draw from the remarks made above is 
that the author of this letter was completely unfamiliar with the technical ques- 
tion of the capacity of the cremation furnaces, and not very familiar with the bu- 
reaucratic practices in place here either, something which certainly does not ap- 
ply to Bischoff and makes us rather think of someone from another branch of 
the Central Construction Office*™ and with a still-limited knowledge of the pro- 
cedures followed in this office, possibly SS Sturmmann Nestripke, whose ini- 
tials appear in the registration number of the document. 

The author of the letter, being inexperienced, left out the data required for a 
report about the hand-over transaction, and added to the notification of comple- 
tion, on his own initiative, the unrequired data about the crematoria’s capacity, 
based on the explanatory report of 30 October 1941, because he might have 
thought that for bureaucratic reasons — as Pressac has pointed out — the furnace 
capacities had to correspond to the 1941 explanatory report.**! In that case, we 
would not be dealing with an intentional “exaggeration”, a bragging about unat- 
tainable performances (as Pressac believed), but with a simple case of incompe- 
tence within bureaucratic procedures. 

That this might be true is demonstrated by Bischoff’s letter to the Construc- 
tion Office of the Stutthof Camp of 10 July 1942, which we have discussed ear- 
lier. It is obvious that Bischoff could not reasonably have recommended an in- 
stallation with an actual capacity of 1,440 corpses in 24 hours for a camp with a 
mere 30,000 detainees, because this would have corresponded to a capacity of 
(1,440x30=) 43,200 corpses per month, i.e. 13,200 more than the number of de- 
tainees concerned. 

Hence, Bischoff would have been fully aware of the erroneous character of 
the cremation capacity given in the letter of 28 June 1943, which is yet another 
confirmation of the utter strangeness of this document. 

We have yet to look at one more point: was the letter of 28 June 1943 ever 
sent to the WVHA? As we have already pointed out, this would have undoubted- 


°° RGVA, 502-1-4, p. 28. 

° In January of 1943, the Zentralbauleitung at Auschwitz comprised 14 departments (Sachgebiete) and 
was divided into 5 Bauleitungen. Cf. C. Mattogno 2015. 

%6! However, the cremation capacity attributed to Crematorium I had no relationship either with the 
above document or with reality and it is very difficult to say where the figure came from. 
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ly led to an exchange of letters, of which there is neither a trace in the Central 
Construction Office archives nor in the records of the Pohl Trial (Pohl was the 
head of the WVHA). 

The fact that the letter bears no signature could mean that Bischoff, noticing 
the double error it contained, refused to sign it and had it retyped in a corrected 
version mentioning the hand-over transaction and omitting the capacity of the 
furnaces. There are instances of documents thrown out and retyped correctly 
with the registration number unchanged, for example the file memo of 13 Sep- 
tember 1943, of which we have one version full of mistakes corrected by 
hand°® and a retyped and corrected version signed by Kirschnek and Bis- 
choff.°° The fact that no copy of the corrected version of the document dis- 
cussed here exists in the Moscow Central Construction Office archives may of 
course have been caused by the selection of the documents as practiced by the 
Soviets. The fact that the archives of the Central Construction Office, kept part- 
ly in Moscow and partly in Auschwitz, do not contain any drawings of the Topf 
Crematoria is undoubtedly due to this selection process. 


9.7. The Durability of Refractory Lining 


Due to the thermal stresses to which it is subjected, the refractory lining of a 
cremation furnace undergoes inevitable wear and tear that seriously compro- 
mises the efficiency of the plant eventually. 

In an article published on 25 October 1941, engineer Rudolf Jakobskotter 
described the third electric furnace at the Erfurt Crematorium and noted in this 
context (1941, p. 583): 

“Since over 3000 cremations have been performed in the second electric fur- 

nace in Erfurt, while the muffles had previously only withstood about 2000 cre- 

mations, depending on their design, it can be claimed that the design has fully 

proven itself in terms of durability. The manufacturing company expects a ser- 

vice life of 4000 cremations per muffle in the future.” 
In the municipal crematorium of Erfurt, three electric furnaces had been built in 
succession. The first (1934-1935) had performed 1,294 cremations, after which 
it was dismantled; after 2,910 cremations conducted between 1936 and 1939, 
this second furnace was replaced by the third furnace, which performed 1,417 
cremations in the period from 1940 to April 1941 (ibid., p. 586). The 3,000 
cremations mentioned above referred (with some exaggeration) to the second 
furnace, the 4,000 cremations were an expectation relegated to the future, per- 
haps connected to the third furnace, while the 2,000 cremations concerned the 
coke and gas furnaces. 

For the furnaces at the concentration camps, the problem of wear and tear on 
the refractory lining was more serious, both because of the lower mass and the 
low quality of the refractory lining, and because of the greater stress on the 
equipment — both due to mechanical stress and also because the inmate staff 
was certainly not motivated to run the furnaces with great care. 


56 APMO, BW 30/25, pp. If. 
563 RGVA, 502-1-26, pp. 144-146. 
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How real the effect of these factors was is demonstrated by the case of the 
Topf double-muffle furnace at the Gusen Camp. This furnace was commis- 
sioned on 29 January 1941,°™ but after only eight months, it was already seri- 
ously damaged. On 24 September of 1941, the Mauthausen Construction Office 
asked Topf to send a technician to repair the furnace immediately.%° Topf sent 
the technician August Willing, the same man who had built the device. Willing 
arrived at Gusen on 11 October 1941 and started work the next day. The re- 
ceipts for the work show that the work was carried out from 12 October to 9 
November 1941. In the week of 16 to 22 October, he replaced the refractory lin- 
ing of the furnace in 68 hours of work. The following week, during 68 hours of 
work, he completed the reconstruction of the outer brick sheathing of the fur- 
nace and performed a test cremation. Willing remained in Gusen until 9 No- 
vember to fine-tune the furnace and supervise its operation.*° 

From 1| February to 15 October 1941, the day on which the last cremations 
were carried out before the furnace was shut down for repairs, hence within 260 
days, 2,876 inmates had died and had been cremated at the Gusen Camp, in ad- 
dition to about 14 more inmates between 29 and 31 January, hence a total of 
2,890 inmates. Therefore, 1,445 cremations had been carried out in each muffle 
(Marsalek 1980, p. 156). 

This confirms that the average duration of the refractory lining of a muffle 
was of the order of magnitude of 2,000 cremations. The attainment of 3,000 
cremations mentioned above referred to the second electric furnace in Erfurt. 
However, an electric furnace, because of the uniform distribution of the heat it 
provided, had a longer life span than coke-fired furnaces, because its refractory 
lining was subjected to less thermal stress. Therefore, this figure is not applica- 
ble to coke-fired furnaces. 

Replacing the entire refractory linings of the cremation muffles at the 
Auschwiz crematoria would have required an enormous amount of material and 
labor, inevitably producing a large number of documents, but there is no trace 
of any such documents in the voluminous correspondence between the Topf 
Company and the Central Construction Office of the Auschwitz Camp. The ex- 
tant documents do not even contain passing hints or references to them. More- 
crucially, such a massive replacement project is not part of the activities carried 
out by the Topf Company at Auschwitz-Birkenau, which we were able to recon- 
struct completely thanks to the complete set of invoices. 

From these documents, as I mentioned earlier, it appears that only one rail- 
way car of refractory material was sent to Auschwitz as replacement material: 
on 9 December 1941, the Central Construction Office had ordered a rail-car 
load of refractory material “as spare materials for repair work.” They were used 
for the repair of the second furnace at the crematorium in the Auschwitz Main 
Camp. Taking into consideration this single replacement of the refractory ma- 


°64 Data taken from the list of coke deliveries to the Gusen Crematorium. ODMM. B 12/31, p. 352. 

°® Letter of the SS Bauleitung of the Mauthausen Camp to Topf of 24 September 1941. BAK, NS 4 
Ma/54. 

%6 J.A. Topf & Sdhne, “Bescheinigung iiber besondere Berechnung geleistete Tagelohn-Arbeiten” by the 
SS Bauleitung of the Gusen Camp, 12 October to 9 November 1941. BAK, NS 4/Ma 54. 
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sonry of two muffles, the furnaces of this crematorium could have cremated a 
maximum of (2,000 x 6 + 2 x 2,000 =) 16,000 corpses. Therefore, the total 
number of corpses that could have been cremated in the furnaces at Auschwitz 
and Birkenau together was approximately (46 x 2,000 + 16,000 =) 108,000 
corpses. 

For a more-detailled discussion of this topic, I refer the reader to a separate 
study (Rudolf/Mattogno 2017, pp. 144-150). 


9.8. The Effective Equivalent Operating Time of the Birkenau 
Cremation Furnaces 


Due to the Topf Furnaces’ oversimplified and in-part-flawed design — with their 
refractory masonry being too light and their lack of regulating devices for the 
individual muffles — they constantly experienced breakdowns and had damaged 
components in need of repair, which frequently interrupted their activity, some- 
times even for long periods, as we have documented in Chapter 6 of Unit II. We 
summarize here the relevant data with the necessary explanations. 

In 1943, Crematorium II operated at reduced capacity at least from 9 April 
to 16 May, hence for at least 38 days. In view of the caution that the damage to 
the old chimney of Crematorium I (which had to be demolished and rebuilt) 
must have inspired in the Central Construction Office, for this period we can as- 
sume a 50% operation time (= 10 hours per day), which is equivalent to a shut- 
down time of 19 days. From 17 May to 31 August, hence for 107 days, this 
crematorium was completely closed for major repairs. 

The inactivity of individual furnaces of Crematoria I and II in connection 
with the repair of the furnace doors or closures, considering that a triple-muffle 
furnace had ten doors and/or closures and that twenty were being repaired for 
294 days and seven of them for 30 days, which is equivalent to ten doors and/or 
closures for about 600 days, and considering that there were ten furnaces in 
these crematoria, this all corresponds to about 60 more days of inactivity for 
these two crematoria. 

On 2 February 1944, damage to the refractory masonry of “furnaces” (plu- 
ral) of Crematoria II and III was discovered, which was repaired after 22 Febru- 
ary. Therefore, the damage concerned at least two furnaces (in each of the two 
crematoria), which remained idle for at least 25 days, which is equivalent to a 
shut-down time of (1 x 25/5 =) five days of activity for each crematorium. 

Rudolf Héss stated after the war that Crematorium IV “failed completely af- 
ter a short time and later ceased to be used altogether” (Héss 1959, p. 143). Alt- 
hough various documents mention repairs made to this crematorium, there is in 
fact no documentary evidence that it was in operation in the second half of 1943 
and in 1944, 

At the beginning of May of 1944, damage to the refractory masonry of the 
smoke ducts or chimneys of Crematoria II, III and IV was discovered. In the ab- 
sence of reference points, we can assign a minimum time of three days for the 
repair work for each crematorium. 
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Altogether, therefore, Crematoria II and III were idle for at least (60 +5 +5 
+3 +3 =) 76 days in 1944, an average of 38 days per crematorium; Crematori- 
um IV for at least 3 days. 

From the available documents, the following picture of the activity and inac- 
tivity of the crematoria at Birkenau emerges: 


1943 TIMEPERIOD EXISTENCE | ACTIVE INACTIVE 
Crematorium IT {14 March—31 December | 293 days | 167 days 


Crematorium IV |22 March — 31 December | 285 days |__ 50 days | 


Crematorium V_[4 April — 24 June 272 days 82 days 
TOTAL: 1,040 days | 489 days | 551 days 


1944 TIME PERIOD EXISTENCE | ACTIVE INACTIVE 
Crematorium II |1 January — 30 October 304 days 266 days 38 days 


Crematorium V_|1 January - 30 October 304 days | 144days | 160 days 
TOTAL: 912 days | 676days | 236 days 


These two tables do not take into account the days of inactivity caused by the 
failures of individual furnaces as mentioned in Chapter 6. The duration of activ- 
ity considered here stops in 1944 on 30 October because at that time the alleged 
murderous function of the crematoria is said to have ceased. 

The total number of days the crematoria at Birkenau were in operation can 
now be calculated: 


Crematorium Total Days in Service 
Crematorium II 

Crematorium | 
Crematorium IV 276 


Crematorium V 


However, these figures are a purely theoretical maximum, because it is not 
known for how many days which and how many furnaces were actually in op- 
eration. It should also be mentioned that, according to a note by civilian em- 
ployee Jahrling dated 17 March 1943 on the “Estimation of coke consumption 
at Crematorium II, KGL, based on data received from the Topf & Séhne Co. 
(builders of the furnaces) on 11 March 1943,” the daily service time of the 
crematoria was calculated only for 12 hours. 


9.9. The Auschwitz-Birkenau Crematoria in the General 
Operation of the Camp 


In the preceding section we investigated the question of the design and con- 
struction of the Birkenau crematoria. To round out our treatment, we have yet to 
look into the importance which the camp administration attributed to them. 

The documents tell us not only that the Auschwitz-Birkenau Crematoria 
never played a major role in the history of the camp, but that they did not even 
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enjoy the same degree of attention which the Central Construction Office de- 
voted to a much more prosaic combustion plant: the local heating plant (Fern- 
heizwerk), BW 161. We will limit ourselves to a few significant aspects. 

On 27 June 1942, Friedrich Boos, the contractor for this installation, in- 
formed the Central Construction Office that the firm Walther & Co. Dampfkes- 
selwerk at Cologne, which he had contacted, required the following data for an 
offer concerning the steam boilers it manufactured:>” 


type of fuel 

moisture content of the fuel 

ash content of the fuel 

volatiles in the fuel 

granularity of the fuel 

melting point of the slag from the fuel 
softening point of the slag 

. analysis of the feed water. 


DON ONE GOD 


The installation required 45 to 50 tons of coal daily! 
As the district heating plant was to use hard coal from Upper Silesia, the 
Central Construction Office forwarded the questions to the Mining and Metal- 


lurgical Association of Upper Silesia,*°® and received the following infor- 
mation” 
Lump coal, Types IN/IV_ [Ground coal 
Size 10/20 mm, 20/30 mm 0-—10mm 
Humidity 8 — 12% 10-14% 
ash 7—10% 10-15% 
volatiles 35 — 40% 33 — 38% 


Ash melting point: in general 1,200 to 1,300°C. 


To assess the suitability of various types of coal, specific combustion experi- 
ments were carried out.*”° For the district heating plant, four “Holland” type 
boilers were to be installed with a heating-surface area of 150 m? and a total 
consumption of hard coal of about 400 to 500 kg/hr, depending on size,°’' but 
probably only three boilers were eventually installed, because on 13 October 
1944 the Central Construction Office ordered from Friedrich Boos “3 pcs. suc- 
tion and fly-ash-removal devices” for three “Holland boilers” with a heating 
surface of 150 m? at a price of 21,909.50 RM each.°” The chimney to which 


°67 Letter from F. Boos to Zentralbauleitung dated 27 June 1942. RGVA, 502-1-138, pp. 513-513a. 

56 Letter from Zentralbauleitung “an den Oberschlesischen Berg- und Hiittenméinnischen Verein” with 
its seat at Kattowitz, dated 14 July 1942. RGVA, 502-1-138, p. 508. 

Letter from Oberschlesisches Steinkohlen-Syndikat G.m.b.H. to Zentralbauleitung dated 20 July 
1942. 

Letter from F. Boos “an die Vereinigten Kesselwerke Aktiengesellschaft Diisseldorf’ dated 24 May 
1943 on the subject of “fuel trial at the home for the handicapped at Beuthen on 5 and 6 May 1943” 
“Brennstoffversuch im Kriippelheim in Beuthen am 5. und 6.5.43.” RGVA, 502-1-138, pp. 126-126a. 
Lieferungsumfang without a date but originating from the first half of 1943. RGVA, 502-1-138, pp. 
119-121. 

Letter from F. Boos to Zentralbauleitung dated 27 October 1944. RGVA, 502-1-138, p. 5. 
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these devices were to be connected had a height of 22.2 m and three ducts 0.70 
by 0.70 m each.>” 

Boos’s proposal for the forced-draft devices took into account all pertinent 
physical data. For the Saugzuganlage Type H 13 serving a boiler of 150m? heat- 
ing surface, the proposal specified:*”* 


— volumetric flow rate of the gases: 13,000 m?/hr 

or 3.75 m/sec 
— gas temperature: 310°C 
— density of the gas: 0.62 kg/m3 
— static pressure at blower exit: 40 mm water column 
— margin of 10% as requested: 4 mm water column 
— margin for flow resistance: 55 mm water column 
— difference in static pressure: 99 mm water column 
— power requirement for blower: 10 hp 
— speed of blower: 1,435 rpm 


In the documentation concerning the Birkenau Crematoria there is no instance 
of comparable diligence. 


10. Heat Balance of the Topf Furnaces at Auschwitz- 
Birkenau 


10.1. Remarks on the Method Used 


In Subchapter 8.3 we analyzed the list of cremations carried out in the cremato- 
rium at the Gusen Concentration Camp, which possessed a coal-fired Topf dou- 
ble-muffle furnace. Among other things, this list contains the consumption of 
coke for each cycle of cremations. This allows us to calculate the average coke 
consumption for each corpse. As these consumptions represent data obtained 
under actual conditions of operation, they constitute a valuable point of depar- 
ture for the calculation of the overall heat balance of the Topf Furnaces at 
Auschwitz-Birkenau. 

These data will be used to arrive at reliable results, to the greatest extent 
possible, by means of the method employed by engineer Heepke as described in 
Chapter 7 of Unit I, but with the considerable advantage — in the case of the 
Gusen Furnaces — that we know in advance what the actual result of the heat 
balance should be. Without this knowledge, such a heat balance might be in 
agreement with furnaces for civilian use, but not for those erected in the concen- 
tration camps, whose main feature was their greater economy as compared to 
the civilian furnaces, both in terms of price and fuel economy. 

The Topf Furnace at Gusen was similar in design to the Topf double-muffle 
furnace at Auschwitz, although it had structural differences which had a certain 


°° Zentralbauleitung, Kosten-Berechnung iiber den Neubau eines Schornsteines (cost estimate for the 
new construction of a chimney) for BW 161. 1943. RGVA, 502-1-139, p. 7. 
°™ Letter from F. Boos to Zentralbauleitung dated 24 May 1943. RGVA, 502-1-138, pp. 218-218a. 
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bearing on the heat balance: due to a different structure of the muffle grate and 
the availability of a draft enhancer which brought about a higher heat availabil- 
ity, the Gusen Furnace’s average duration of a cremation was around 40 
minutes; thus, the average temperature of this furnace was higher than that of 
the Auschwitz-Birkenau Furnaces, for which we have calculated an average du- 
ration of 60 minutes for the cremation of one normal corpse. 

The operating temperature of the Auschwitz furnaces being 800°C, as im- 
posed by the applicable operating instructions and in line with civilian furnaces, 
we may assume an average temperature of 850°C for the Gusen Furnace. Since 
we have no operational data about the off-gas temperature of the Auschwitz- 
Birkenau Furnaces, we must use the highest values encountered in civilian fur- 
naces, because the furnaces in the concentration camps had no recuperators and 
would thus necessarily have had a higher off-gas temperature than civilian fur- 
naces. 

Operational data for the Berlin GerichtsstraBe Crematorium tell us that it op- 
erated with an off-gas temperature of 700°C at the flue-gas damper, with an ex- 
cess-air ratio three times the volume of the theoretical combustion air (Tilly 
1926b, p. 190). The four gas-fired Volckmann-Ludwig Furnaces, built in 1932 
by the H.R. Heinicke Co. at the Hamburg-Ohlsdorf Crematorium, functioned 
with an average temperature of 800 to 900°C; the flue-gas temperature, meas- 
ured directly behind the damper, was normally 100°C lower (Manskopf 1933, p. 
775). These furnaces did not have a recuperator, which means that the flue-gas 
discharge was comparable to the Topf Furnaces at Auschwitz-Birkenau. 

Consistent with these documents, one may also assign to the Topf Furnaces 
an off-gas temperature some 100°C lower than that of the furnace itself, hence 
750°C for the Gusen Furnace and 700°C for the furnaces at Auschwitz-Birken- 
aio 

For comparison, we also present two other series of coke-consumption fig- 
ures obtained during actual operation, meaning those for the Kori Furnace at 
Westerbork (Subchapter 8.4) and the Kori Furnaces for slaughterhouses already 
analyzed in Section 9.2.1. 


10.2. Technical Data 


Following German contemporary literature, we will subsequently use the abbre- 

viations used in the pertinent literature for the following physical properties: 

Vsch = Verlust durch Schornstein, chimney losses (sensible heat of the flue gas- 
es; see Eq. 65, p. 120) 

Va_ = Verlust durch Asche, ash losses (incombustibles of the hearth; see Eq. 75, 
p. 121) 

Vun = Verlust Unverbranntes, losses due to unburnt gases (see Eq. 74, p. 120) 

Rg = Rauchgasgewicht, weight of discharge gases (see Eq. 69, p. 120) 


575 The irreparable damage to the chimney of Crematorium I and to the flue ducts of Crematorium II (cf. 
Chapter 6) confirm the high flue-gas temperatures. The replacement of the refractory lining of the 
chimney’s inner walls was carried out when the temperature of the smoke exceeded 500°C (Colombo 
1926, p. 400). The new chimney for Crematorium I was lined with bricks having a Seger value of 
26/28, which withstood temperatures up to 1,200-1,300°C (RGVA, 502-1-318, p. 1). 
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n= = Wirkungsgrad, efficiency 

nH = Wirkungsgrad, unterer Heizwert, lower heating value as a function of ef- 
ficiency (see Eq. 83, p. 122) 

Vis = Verlust durch Leitung/Strahlung, loss through conduction and radiation 
(see Eq. 81, p. 121) 


10.2.1. Basic Data on Coke 


a. The chemical composition of the coke most-likely used was:*”° 


C 78.84% 
H 0.51% 
O 1.00% 
S 0.91% 
water 8.21% 
ash 10.53% 

100.00% 


b. Theoretical combustion air (see Eq. 3, p. 25): 

8.93 x 0.7884 + 26.79 x (0.0051 — 0.01/8) + 3.35 x 0.0091 = 7.17 m3/kg [120] 
c. Theoretical smoke volume (dry, see Eq. 7, p. 25): 

8.93 x 0.7884 + 21.17 x (0.0051 — 0.01/8) + 3.35 x 0.0091 = 7.15 m3/kg [121] 
d. COs: content (see Eq. 21, p. 31): 

0.7884 x 1.867 = 1.472 m3/kg; 1.472x100+7.17 = 20.50% [122] 
e. Lower heating value (see Eq. 1, p. 24): 

8,100 x 0.7884 + 28,700 x (0.0051 — 0.01/8) + 2,210 x 0.0091 — 600 x 0.0821 

= 6,470 kcal/kg. [123] 


10.2.2. Basic Furnace Data 
1. Auschwitz Double-Muffle Furnace 


Dimensions 

— surface area: 32 m? 
— surface area of gasifiers: 7 m? 
— surface area of furnace body: 25 m? 


— weight of refractory brickwork: 10,000 kg 
— average brickwork composition: 


thickness [cm] | 4 (800°) 
refractory bricks: 15 0.73 
thermal insulation: 7 0.13 
ordinary bricks: 20 0.45 
total: 42 — 


with 4, = thermal conductivity [kcal m7! °C"! hr!] 


57° According to the chemical analysis given by Heepke; cf. Unit I, Chapter 7. 
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— average smoke temperature: 700°C 

— load: 2 corpses 

— average duration of a cremation: 60 min 
— heat loss by radiation and conduction: 


: . Surface area 
nn [m?| 


2 vaulted muffle doors (Einfiihrungstiiren) 0.60 x 0.60 0.64977 
2 hearth doors (Feuertiiren) 0.28 x 0.35 0.20 
2 ash-chamber doors 

(Ascheentnahmetiiren) Dee 0.2? et 
2 gasifier closures 
(Generatorfiillschachtverschliisse) 
6 combustion-air-channel closures 
(Luftkanalverschliisse), four in furnace 0.108 x 0.126 0.08 
body, two in gasifier 


0.27 x 0.34 0.18 


total surface area 1.30 
Muffle doors 

thickness 

packing mass thickness (Stampfmasse) 

packing mass surface area ~ 0.32 m? 
surface area of solid metal ~ 0.32 m? 
surface area of frames (solid metal) ~ 0.23 m2 


total surface area of solid metal Po ~ 0.55 m2 


Muffle-Door Losses 


Following Eq. 54 (p. 117) and using a thermal conductivity of 40 kcal m! °C! 
hr! for the 0.02 m of cast iron, we calculate the thermal transmittance K for the 
muffle doors: 


= 2.6 kcal m2 °C! hr! [124] 


Other-Door Losses (hearths, ash chambers and gasifiers) 


— total thickness: 0.080 m 
— thickness of packing mass: 0.065 m 
— thickness of cast iron: 0.150 m 
— total surface area: 0.580 m? 
K =o gos © 2-7 kal m=? °C hr [125] 


1 
7° 073" 40 "7 


Brickwork Losses 


~ 0.68 kcal m? °C 1 hr! [126] 


577 The upper half of the doors was a semi-circle, hence: 0.6 m x 0.3 m+ 2 x 0.3? m?/2 = 0.321 m? each. 
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Losses by Conduction and Radiation (Vis) 


i) 


ii 


wm 


Furnace body: 
a) Muffle doors: 
Vis (tamping mass) = 0.32 m? - 2.6 kcal m? °C! hr! - (800°C — 20°C) 
= 649 kcal/hr 
Vis (solid metal) = 0.55 m2 - 40 kcal m2 °C! hr! - (800°C — 20°C) 
= 17,160 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.20 m2 - 2.7 kcal m2 °C! hr! - (800°C — 20°C) = 421 kcal/hr 
c) Combustion-air-channel closures: 
Vis = 4° (0.108 m - 0.126 m) - 40 kcal m? °C! hr! - (800°C — 20°C) 
= 1,698 kcal/hr 
d) Brickwork (surface area of furnace body minus aggregate door surface a) 
to c)): 
Vis = (25 — 1.1) m? - 0.68 kcal m=? °C! hr! - (800°C — 20°C) 
= 12,677 kcal/hr 
Gasifiers: 
a) Doors (hearths and gasifiers): 
Vis= 0.38 m?- 2.7 kcal m2 °C? hr! - (1000°C — 20°C) = 1,005 kcal/hr 
b) Combustion-air-channel closures: 
Vis= 2 - (0.108 m - 0.126 m) - 40 kcal m2 °C hr - (1000°C — 20°C) 
= 1,066 kcal/hr 
c) Brickwork (surface area of gasifiers minus doors a) & b)): 
Vis = (7 — 0.39) m2 - 0.68 kcal m=? °C"! hr! - (1000°C — 20°C) 
= 4,405 kcal/hr 


iii) Total losses: 


2. 


649+17,160+421+1,6984+12,677+1,005+1,066+4,405 ~ 39,000 kcal/hr [127] 


Gusen Double-Muffle Furnace 


— surface area: 28 m2 
— surface area of gasifiers: 16 m? 
— surface area of furnace body: 12 m? 


Losses by Conduction and Radiation (Vis) 


i) 


Furnace body: 
a) Muffle doors: 
Vis (caulking mass) = 0.32 m?- 2.6 kcal m2 °C! hr! - (850°C — 20°C) 
= 690 kcal/hr 
Vis (solid metal) = 0.55 m?- 40 kcal m=? °C! hr! - (850°C — 20°C) 
= 18,260 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.20 m2: 2.7 kcal m2 °C! hr! - (850°C — 20°C) = 448 keal/hr 
c) Combustion-air-channel closures: 
Vis = 0.054 m2: 40 kcal m? °C! hr! - (850°C — 20°C) = 1,793 kcal/hr 
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d) Brickwork: 
Vis = (12-1.1) m2: 0.68 kcal m? °C"! hr! - (850°C-20°C) = 6,152 kcal/hr 
ii) Gasifiers: 
a) Doors (of hearths and gasifiers): 
Vis = 0.38 m2: 2.7 kcal m2 °C! hr! - (1,150°C — 20°C) = 1,159 kcal/hr 
b) Combustion-air-channel closures: 
Vis = 0.027 m2: 40 kcal m? °C! hr! - (1,150°C — 20°C) = 1,220 keal/hr 
c) Brickwork: 
Vis = (16-0.4) m2 - 0.68 kcal m? °C! hr! - (1,150°C-20°C) = 11,987 
kcal/hr 
ili) Total losses: 


690+18,260+448+1,793+6,152+1,159+1,220+11,987 = 41,709 kcal/hr [128] 


3. Auschwitz Triple-Muffle Furnace 


Dimensions 

— surface area: 43 m? 
— surface area of gasifiers: 10 m? 
— surface area of furnace body: 33 m? 


— weight of refractory brickwork: 11,500 kg 
— average brickwork composition: 


thickness [cm] i (800°) 
refractory bricks: 15 0.73 
thermal insulation: 7 0.13 
ordinary bricks: 20 0.45 
total: 42 


with = thermal conductivity [kcal m7! °C? hr!] 


— average off-gas temperature: 700°C 

— load: 3 corpses 

— average duration of cremation: 60 min 
— heat loss by radiation and conduction: 


Doors Surface area [m7] 
3 muffle doors (Einfiihrungstiiren) 0.65 x 0.65 1.13°78 

2 hearth doors (Feuertiiren) 0.28 x 0.35 0.20 

3 ash-chamber doors 

(Ascheentnahmetiiren) 2a A02 O30 
2 gasifier-feed-shaft closures 
(Generatorfiillschachtverschliisse) 
8 combustion-air-channel closures 
(Luftkanalverschliisse) 

total surface area 


0.27 x 0.34 0.18 


0.108 x 0.126 0.11 


578 The upper half of the doors was a semi-circle: 0.65 m x 0.325 m+ 2 x 0.325? m?/2 = 0.377 m? each. 
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Muffle Doors 

thickness 

packing mass thickness 

(Stampfmasse) 

caulking mass surface area = 0.565 
surface area of solid metal = 0.565 
surface area of frames = 0.460 
total surface area of solid metal = 1.025 


Door and Brickwork Losses 


Due to identity in their features, these coefficients are the same as for the 
Auschwitz Topf double-muffle furnaces (see there). 


Losses by Conduction and Radiation (Vis) 


i) Furnace body: 
a) Muffle doors: 
Vis (packing mass) = 0.565 m?- 2.6 kcal m? °C! hr! - (800°C — 20°C) 
= 1,146 kcal/hr 
Vis (solid metal) = 1.025 m? - 40 kcal m2 °C! hr! - (800°C — 20°C) 
= 31,980 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.30 m? - 2.7 kcal m2 °C! hr! - (800°C — 20°C) = 631 kcal/hr 
c) Combustion-air-channel closures: 
Vis = 0.08 - 40 kcal m=? °C"! hr“! - (800°C — 20°C) = 2,496 kcal/hr 
d) Brickwork: 
Vis = (33 — 2.1) m? - 0.68 kcal m=? °C! hr! - (800°C — 20°C) 
= 16,389 kcal/hr 
ii) Gasifiers: 
a) Doors (hearths and gasifiers): 
Vis = 0.38 m? - 2.7 kcal m2 °C hr! - (1000°C — 20°C) = 1,005 keal/hr 
b) Combustion-air-channel closures: 
Vis = 0.03 - 40 keal m? °C™! hr! - (1000°C — 20°C) = 1,176 keal/hr 
c) Brickwork, identical with double-muffle furnace: 
Vis = (10 — 0.4) m? - 0.68 kcal m=? °C"! hr! - (1000°C — 20°C) 
= 6,397 kcal/hr 
iii) Total losses: 


1,146+31,980+631+2,496+16,389+1,005+1,176+6,397 
= 61,220 kcal/hr [129] 


Heat loss from the center muffle: 


i) Furnace body: 
a) Muffle door: one door, of three total, hence a third of the total value: 


Vis (muffle door) = 240 Keathr 51.080 eal — 11,042 kcal/hr 
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b) Ash-chamber doors: one of three total, hence a third as well: 
Vis (ash door) = oot Reale = 210 kcal/hr 
c) Combustion-air-channel closures: two out of a total of eight: 


2,496 kcal/hr - 2 


Vis (air channel lids) = 8 =~ 624 kcal/hr 


d) Brickwork: roughly 8 m? out of a total of 30.9 m2: 
16,389 kcal/hr - 8 


Vis (brickwork) = 30.9 = 4,243 kcal/hr 
ili) Total losses: 
(11,042 + 210 + 624 + 4,243) kcal/hr ~ 16,120 kcal/hr [130] 
Heat loss from both lateral muffles: 
61,220 kcal/hr — 16,120 kcal/hr ~ 45,100 kcal/hr [131] 


10.2.3. Basic Data on Corpses 


1. Normal Corpse 
Weight: 70 kg; chemical composition (cf. Unit I, Subchapter 1.2.): 


Compound Fats 

C 13.2846 kg 6.6402 kg 6.6444 kg 
H 1.8060 kg 0.8694 kg 0.9366 kg 
O 3.8178 kg 2.9988 kg 0.8190 kg 
S 0.1512 kg 0.1512 kg 0.0000 kg 
N 1.9404 kg 1.9404 kg 0.0000 kg 

water 45.5000 kg 
ash 3.5000 kg 


Total: 70.0000 kg 12.6000 kg 8.4000 kg 


Using the pertinent equation as indicated, we obtain the following values: 


QUANTITY VALUE EQUATION 
theoretical combustion air: 155 m3 3, p. 25 
theoretical dry-smoke volume: 149 m3 7, p.25 
theoretical moist-smoke volume: 226 m3 11, p. 26 
water vapor: 77 m3 9, p. 26 
upper heating value: 146,100 kcal 105, p. 126 


2. Lean Corpse 
The influence of the combustibility of a corpse on the amount of fuel required 
for a cremation (as well as on its duration) has been demonstrated repeatedly. 


An important observation was made by the engineer Hans Keller, who said (cf. 
Unit I, Subchapter 5.3.): 
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“Corpses burning easily will initially produce up to 16%, even 17% of CO2; 

with corpses that are difficult to burn, this value goes down to 4%.” 
Experimental data collected in Germany in the 1930s show that 65% of all 
corpses burned normally, 25% poorly and 10% burned with difficulty (Jakobs- 
k6tter 1941, p. 587). Speaking of the electric furnace at Biel in Switzerland, H. 
Keller says in this connection (H. Keller 1935c, p. 3): 

“The great majority by far [of the corpses] will burn within two hours for an ini- 

tial temperature of 700°C. Cases for which the cremation is complete within an 

hour and a half are very rare. A little more common are cases in which the 

corpse does not burn easily and cremation requires up to five hours.” 
The bodies of registered detainees who died in the concentration camps, in 
Auschwitz-Birkenau in particular, belonged to the category of corpses which 
burned poorly or with difficulty, because the highest mortality struck detainees 
whose bodies had been diminished by epidemics, hunger or deprivation. Ex- 
treme cases of this nature were described as “Muselmdnner” [Moslems] in the 
camp jargon. For our purposes, we will assume a corpse of this type, with a 
weight loss of 30 kg — from 70 kg down to 40 kg*”? — and a proportional loss of 
its proteins of 50% (3.5 kg) and 60% of its body fat (1.8 kg), as compared to a 
normal corpse, which means that it would have had the following composition: 


Chemical composition: 


Water: 31.2 kg 
Proteins: 3.5 kg 
Fat: 1.8 kg 
Incombustibles (Ash): 3.5 kg 
Total: 40.0 kg 


The combustible portions of the corpse are (3.5 + 1.8 =) 5.3 kg and have the fol- 
lowing chemical composition: 


C=3.5 - 0.527 + 1.8 - 0.7910 = 3.27 kg 
H=3.5 - 0.069 + 1.8- 0.1115 = 0.44 kg 
O=3.5 - 0.238 + 1.8 - 0.0975 = 1.01 kg 


N=3.5-0.154= 0.54 kg 
S=3.5 - 0.012 = 0.04 kg 
Total 5.30 kg 


The upper heating value of the combustible substances amounts to (see the ca- 
loric values for fat and protein in Eq. 16, p. 29): 


u.h.v. = 3.5 kg - 5,422 kcal/kg +1.8 kg - 9,257 kcal/kg ~ 35,600 kcal = [132] 
The theoretical volume of combustion air is (see Eq. 3, p. 25): 


8.93 - 3.27 + 26.77 - (0.44 — 1.01/8) + 3.35 - 0.04 = 38 m3 [133] 


>” A weight loss of 35-40% is normally fatal (McPhee/Papadakis/Tierney 2008, p. 1085). Here, we are 
looking at a lethal weight-loss as high as 42.8%. 
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3. Average Corpse 


For the sake of completeness, we will also consider an intermediate case be- 
tween the two extremes of a normal and an emaciated corpse, i.e. a corpse with 
a loss of 25% of its proteins and 30% of its fats as compared to a normal corpse. 
This would thus have the following composition: 


Water: 39.6 kg 
Proteins: 7.3 kg 
Fat: 4.6 kg 
Incombustibles (Ash): 3.5 kg 
Total: 55.0 kg 


This amounts to a loss of 15 kg or half the weight loss assigned to an emaciated 
body. 

The combustible substances of such a body amount to 11.9 kg, with the fol- 
lowing chemical composition: 


C=7.3 - 0.527 + 4.6 - 0.7910 = 749 kg 
H =7.3 - 0.069 + 4.6 - 0.1115 = 1.01 kg 
O =7.3 - 0.238 + 4.6 - 0.0975 = 2.19 kg 
N=7.3 - 0.154 = 1.12 kg 
S=7.3 + 0.012 = 0.09 kg 
Total 11.90 kg 
The upper heating value is: 
u.h.v. = 7.3 + 5,422 + 4.6 - 9,257 = 82,200 kcal [134] 


The theoretical amount of combustion air is (Eq. 3, p. 25): 


8.93 - 7.49 + 26.77 (1.01 — 2.19/8) + 3.35 - 0.09 = 87 m3 [135] 


10.3. Heat Balance of the Double-Muffle Furnace at Gusen 


A total of 677 corpses were burned at the Gusen Crematorium with an average 
specific consumption of 30.6 kg of coke per corpse. I summarize the results of 
these operations in the following table for the 13 pertinent cremation series: 
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Table 8: Coke Consumption of the Gusen Crematory 


CREMATION START OF TOTAL COKE 
SERIES SERIES CONSUMPTION 


1 31/10/1941 
2 01/11/1941 
3 02/11/1941 
4 03/11/1941 
5) 04/11/1941 
6 05/11/1941 
ei 06/11/1941 
8 07/11/1941 
9 08/11/1941 
10 09/11/1941 
11 10/11/1941 
12 11/11/1941 
13 12/11/1941 


Total | = -— | 20,700kg 


2,100 kg 
1,260 kg 
1,260 kg 
1,140 kg 
1,380 kg 
1,320 kg 
2,040 kg 
2,700 kg 
2,100 kg 
1,140 kg 

840 kg 
1,920 kg 
1,500 kg 


CORPSES 


KG COKE 
PER CORPSE 
33.3 kg 
33.1 kg 
30.0 kg 
27.1 kg 
28.1 kg 
29.3 kg 
35.7 kg 
28.7 kg 
29.1 kg 
33.5 kg 
28.0 kg 
33.1 kg 
28.3 kg 
30.6 kg 
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Subsequently the heat balance is calculated for the three types of corpses men- 
tioned before. I use the following abbreviation for the respective quantities: 


— W = Warme, heat. 


— W2 = heat of vaporization of the corpse water and its heating up to flue gas 
temperature (750°C; see Eq. 95, p. 124°°°). 
— W2, = heat required for heating up to flue-gas temperature the water vapor 
formed by combustion of the hydrogen contained in the dry substance of the 
body. Equation as before, but here a factor of 9 is applied because water (18 


g/mol) has nine times the mass of the hydrogen contained in it (2 g/mol). 


— W3= heat used for heating of ash to operating temperature (850°C; see Eq. 


50, p. 117). 


— W7= upper heating value of the corpse, explained in each instance below. 


Physical units are given only for the first case, thereafter omitted for brevity’s 


sake. 


Two Lean Corpses: 


W2: 2 - 31.2 kg - [633 kcal kg! + 0.50 kcal kg! °C - (750°C — 100°C)] = 


Waa: 2: 0.44 kg - 9 - 0.50 kcal kg! °C! - (750°C — 100°C) = 
W3;: 2 - 0.2 kcal kg"! °C"! - 3.5 kg: (850°C — 20°C) = 


W7 (see Eq. 132, p. 361): 


58 The average heat capacity of steam between 100°C and 750°C is roughly 0.50 kcal kg"! °C, see 


Wwww.engineeringtoolbox.com/water-vapor-d_979.html. 


59,779 kcal 
2,574 kcal 
1,162 kcal 

71,200 kcal 
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Two Average Corpses: 

W2: 2 - 39.6 - [633 + 0.5 - (750 — 100)] = 75,874 kcal 
Waa: 2° 1.01 -9- 0.5 - (750 — 100) = 5,909 kcal 
W3: 2° 0.2 - 3.5 - (850 — 20) = 1,162 kcal 
W7 (see Eq. 134, p. 362): 164,400 kcal 


Two Normal Corpses: 


W2: 2: 45.5 - [633 + 0.5 - (750 — 100)] = 87,178 kcal 
Wa: 2 + 1.806 «9 - 0.5 - (750 — 100) = 10,565 kcal 
W3: 2° 0.2 - 3.5 - (850 — 20) = 1,162 kcal 
W7 (see Eq. 105, p. 126): 292,200 kcal 


Heat Losses from the Furnace: 


I have here used the abbreviations and equations as indicated at the beginning of 
Subchapter 10.2. 


Vaen= (0.32 - 7355-737 * 0.0048 - (9 0.51 + 8.21)) + (750-20) - F479 
= 39.4% 
2.8 8,100 _ 
V,=49.5 - 16.470 ~ 2.8% 
0.01 - 78.84 


g= B7+05403 ~ 10.1 kg 


0.536 - 24 


_ 10.1 (3,050 - 0.5 + 2,580 - 0.4) 


Van 6,470 


=4% 


This results in an efficiency of: 
n = 100 — (39.4 + 2.8 + 4) = 53.8% 
and thus an effective lower heating value of coke of: 


nHu= 6,470 - 0.538 = 3,480 kcal/kg 


Heat Balance for an Average Corpse 

As the average consumption of the furnace is known (30.6 kg per corpse, or 
61.2 kg for two of them), we will develop the heat balance as an equation in 
which the unknown stands for the heat needed to heat the combustion air for the 
corpse and to compensate for the other heat losses not treated by Heepke which, 
so far, we had not taken into account because they have no effect on the heat 
balance as such, but only on the volume of the combustion air and hence on that 
of the off-gas: 


30.6 kg - 2 - 3,480 kcal/kg ~ 213,000 kcal [136] 
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X + Wo + Waa + W3 + Vis — W7 = 213,000 kcal [137] 
x + 75,874 + 5,909 + 1,162 + 27,806°*! — 164,400 = 213,000 kcal 
X = 266,649 kcal 

And hence, vice-versa, the heat balance for one average corpse is as follows: 


x + W2 + W2a + W3 + Vis—W7 _ 
2° Hu - 


266,649 + 75,874 + 5,909 + 1,162 + 27,806 — 164,400 
ee egg = 30.6 kg of coke [138] 
10.4. Heat Balance of the Double-Muffle Furnace at Auschwitz 


10.4.1. Heat Losses for the Corpses 


Two Lean Corpses 


W2: 2: 31.2 - [633 + 0.49 - (700 — 100)] = 57,845 kcal 
Waa: 2 - 0.44 -9 - 0.49 - (700 — 100) = 2,328 kcal 
W3: 2° 0.2 - 3.5 - (800 — 20) = 1,092 kcal 
W2: 71,200 kcal 
Two Average Corpses 

W2: 2 - 39.6 - [633 + 0.49 - (700 — 100)] = 73,418 kcal 
Waa: 2° 1.01 -9 - 0.49 - (700 — 100) = 5,345 kcal 
W3: 2° 0.2 - 3.5 - (800 — 20) = 1,092 kcal 
W7: 164,400 kcal 


Two Normal Corpses 


Wo: 2: 45.5 - [633 + 0.49 - (700 — 100)] = 84,357 kcal 
Wa: 2 + 1.806 - 9 - 0.49 - (700 — 100) = 9,557 kcal 
W3: 2° 0.2 - 3.5 - (800 — 20) = 1,092 kcal 
W2: 292,200 kcal 


10.4.2. Heat Losses from the Furnace 


Vash = (0.32. sets + 0.0048 - (90.51 +8. 21)) «(700 20)] a0 
~ 36.7% 
2.8 8,100 _ 
Ve= 495 S56 '479 © 31% 
Van = 4% 


%8! The total heat loss by radiation and conduction over 40 minutes is: 41,709 kcal/hr x 
(40min+60min/hr) = 27,806 kcal; see Eq. 128. p. 358. 
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1 = 100 — (36.7 + 3.14 4) = 56.2% 
nHu = 0.562 - 6,470 ~ 3,640 kcal/kg 


Heat Balance for an Average Corpse 


For the double-muffle furnace at Auschwitz, the heat loss associated with the 
combustion air of the corpses is lower than that for the Gusen Furnace, because 
for Auschwitz we have assumed a somewhat lower exhaust-gas temperature of 
700°C, thus resulting in an energy requirement of:>* 

266,649 - 0.328 - (700 — 20) 


0.329 (750-20) ~~ 247,630 kcal [139] 


This corresponds to the heat needed for some 1,123 m? of air to be brought to a 
temperature of 700°C. The coke required for the cremation of an average corpse 
is therefore: 
X + W2 + W2a + W3 + Vis—W7 _ 
2° nHu re 
247,630 + 73,418 + 5,345 + 1,092 + 39,0005%3 — 164,400 


EN ~ 27.8 kg [140] 


Heat Balance for Lean and Normal Corpses 


Before we proceed to lean and normal corpses, some further remarks on the 
Gusen cremation statistics are due. 

In Table 8, I have list the cremations in the Gusen crematory with their re- 
spective coke consumption. Listing the same data sorted by increasing average 
coke consumption per corpses yields the following table: 


Table 9: Ranked Gusen Coke Consumption for Cremations 


coke/corpse [kg] | no. of corpses_| coke/corpse [kg] no. of corpses 

27.1 42 30.0 42 
28.0 30 33.1 38 
28.1 49 33.1 58 
28.3 53 33.3 63 
28.7 94 33.5 34 
29.1 72 35.7 57 
29.3 45 


The differences in consumption are too large to be attributable simply to the 
furnace itself. They are no doubt due to differences in the types of corpses cre- 
mated. This is confirmed by the observation that the amount of coke used per 
corpse is not inversely correlated to the number of cremations, as one would ex- 
pect. For example, on 3 Nov.>*4 we have 42 cremations with an average con- 
sumption of 27.1 kg of coke per corpse, yet on the next day we have, for a total 


°® The factors 0.328/0.329 are a minute correction for the changed heat capacity of the exhaust gases at 
the lower temperature per Recknagel-Sprenge, p. 47. 

583 See Eq. 127, p. 357, assuming a cremation took an hour, see Subchapter 8.5. 

584 For reasons of convenience, I use the date corresponding to the beginning of the series. 
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of 49 cremations (seven more than the day before), an increase to 28.1 kilo- 
grams. The following day, the average consumption for 45 cremations rose still 
further to 29.3 kg, and hit a maximum value of 35.7 kg on 6 Nov. for 57 corps- 
es. On 8 Nov., after 94 cremations, consumption rose from 28.7 to 29.1 kg, and 
on 9 Nov., after 72 cremations, it rose again from 29.1 to 33.5 kg; the minimum 
consumption of 27.1 kg was obtained on 3 Nov., with 42 cremations performed 
after the equally 42 cremations of the previous day, and the maximum value of 
35.7 kg occurred on 6 Nov., with 57 cremations performed after the 45 crema- 
tions of the previous day. On 10 Nov., we have 33.5 kg/corpse for 34 corpses, 
yet the following day (11 Nov.), the average coke consumption sank to 28 kg, 
although the number of cremations also went down to 30. The next day (12 
Nov.) saw a drastic increase in coke consumption per corpse to 33.1 kg in spite 
of an almost doubling of the number of cremations from 30 to 58. 

If the higher consumption, compared to the general average, depended es- 
sentially on the furnace (accumulation of heat in the refractory masonry), more 
cremations would correspond to lower consumption, but the opposite happens at 
times in the cases mentioned above. 

These differences in the specific consumption cannot be attributed to the 
handling of the furnace either, because up to 9 November the cremations were 
carried out under the supervision of Topf Technician August Willing.** Thus, a 
higher or lower consumption depends essentially on the type of corpse predom- 
inantly cremated. 

The average coke consumption as a function of the type of corpse cremated 
can be split into two main groups: 

— Between 27.1 and 30.0 kg: 427 corpses, or 63% 

— Between 33.1 and 35.7 kg: 250 corpses, or 37% 
It is easy to see that one may attribute to the first group primarily the corpses of 
an average to normal type, while those of an average to lean type would fall into 
the second category. 

On a weighted-average basis, the former group has an average consumption 
of 28.6 kg of coke per corpse, the latter of 33.8 kg. The consumption of coke for 
the average corpse thus becomes [(33.8 + 28.6): 2=] 31.2 kg, essentially the 
same figure as the average specific consumption of 30.6 kilograms. 

On the basis of these data, one can calculate the heat balance for each one of 
these groups to a fair degree of accuracy: 


Heat Balance of the First Group (Normal to Average Corpses) 
28.6 kg - 2 - 3,480 kcal/kg ~ 199,100 kcal [141] 
X + Wo + Waa + W3 + Vis — W7 = 199,100 kcal 


Using the data as listed on p. 364 we obtain: 
X + 87,178 + 10,565 + 1,162 + 27,806 — 292,200 = 199,100 kcal [142] 


* Topf, “Bescheinigung iiber besondere Berechnung geleisteter Tagelohn-Arbeiten fur Bauleitung der 
Waffen-SS und Polizei Gusen,” 12 October — 9 November 1941. BAK, NS 4/Ma 54. 
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xX = 364,589 kcal 
This results in an energy requirement of: 


364,589 - 0.328 - (700 — 20) _ 
0.329 - (750-20) 338600 kcal [143] 


and by using the values for the Auschwitz furnace (p. 365) thus a coke require- 
ment of: 


338,600 + 84,357 + 9,557 + 1,092 + 39,000 — 292,200 


2 - 3,640 ~ 24.8 kg [144] 


Heat Balance of the Second Group (Average-to-Lean Corpses) 


33.8 kg - 2 - 3,480 kcal/kg ~ 235,200 kcal [145] 
X + 59,779 + 2,574 + 1,162 + 27,806 — 71,200 = 235,200 [146] 
xX = 215,079 


215,079 - 0.328 - (700 — 20) 


0.329 (750-20) ~ 199,740 kcal [147] 


and thus a coke requirement of: 


199,740 + 57,845 + 2,328 + 1,092 + 39,000 — 71,200 


2- 3,640 ~314kg [148] 


As the two groups comprise average-to-normal and lean-to-average corpses re- 
spectively, coke consumption for one normal corpse is somewhat less than 24.8 
kg, and that of a lean corpse somewhat higher than 31.4 kilograms. 

In the Kori Furnaces for the destruction of animal remains, lowest consump- 
tion was 0.268 kg of hard coal for 1 kg of organic substance, thus the minimum 
coke consumption for a normal corpse should be: 


70 kg - 0.268 kg coal/kg «7,500 kcal/kg hard coal _ 
6,470 kcal/kg coke = 21.7 kg [149] 


We may therefore assume the average value of about [(24.8 + 21.7) + 2 =] 23.3 
kg of coke for one normal corpse. Consumption of coke for the cremation of 
one lean corpse is thus [27.8 + (27.8 — 23.3) =] 32.3 kg, because the value for an 
average corpse is 27.8 kg and that of a normal corpse is 23.3 kilograms per 
corpse. 

Based on these values, the heat balance is as follows: 


Heat Balance for a Normal Corpse: 
The energy stemming from the fuel is: 


23.3 kg - 2 - 3,640 kcal/kg ~ 169,600 kcal [150] 
The total energy requirement x is hence: 


X + 84,357 + 9,557 + 1,092 + 39,000 — 292,200 = 169,600 kcal [151] 
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xX © 327,800 kcal 


Heat Balance for a Lean Corpse: 


Again, the energy stemming from the fuel is: 
32.3 kg - 2 - 3,640 kcal/kg ~ 235,150 kcal [152] 
and hence the total energy requirement x: 
X + 57,845 + 2,328 + 1,092 + 39,000 — 71,200 = 235,150 kcal [153] 
x = 206,100 kcal 


Summarizing, then, we have the following coke consumptions for the Ausch- 
witz type Topf double-muffle furnace: 


Table 10: Coke Consumption of the Auschwitz Double-Muffle Furnaces 


TYPE OF CORPSE COKE/CORPSE 
Normal 23.3 kg 
Average 27.8 kg 
Lean 32.3 kg 


10.5. Remarks on the Heat Balance 


66,99 


If the heat loss covered by the unknown “x” were entirely assignable to the 
combustion air, the following values would be valid for the three cases under 
consideration: 


Table 11: Combustion-Air Requirement for the Cremation of Vari- 
ous Types of Corpses 


THEORETICAL EXCESS-AIR 
586 

Normal | 327,800] 1,970 Nm? 3.06 
Average | 247,630} 1,708 Nm? 2.99 


Lean 206,100 | 1,627 Nm3 3.01 


As we can see, the excess-air ratio would be the same as for civilian crematoria, 
which appears too high; actually, there are heat losses not taken into account by 
Heepke in his calculation but which are here included together with the combus- 
tion-air losses: 


1. heat loss due to incombustibles of the corpse; 


°86 Equation used for normal corpses, e.g.: [327,800 kcal/0.328kcal°C-'m'3 (700°C — 20°C)] + 23.3 kg - 
2[corpses] - 1. 5[Excess-Air Coefficient, see p. 116] - 7.17 Nm3/kg ~ 1,970 m?. 

Total theoretical air volume = volume needed for the corpse + volume needed for the fuel (coke); for 
corpse: Eq. 3, p. 25, with corpse data from Section 10.2.3, resulting in: 155 Nm} (normal), 87 Nm3 
(average) and 38 Nm (lean) (see Section 10.2.3). 

For coke: Eq. 120, p. 355 (Ay = 7.17 Nm3/kg), with coke consumption following Table 10, resulting 
in: 167 Nm (normal), 199 Nm3 (average) and 232 Nm (lean). 

Hence for two muffles/corpses in the double-muffle furnace: normal: 2 (155+167) Nm? = 644 Nm3; 
average: 2 (87+199) Nm? = 572 Nm; lean: 2 (38+232) = 540 Nm? 


587 
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2. heat loss due to heating of the dry matter of the corpse up to muffle tempera- 
ture; 

3. heat loss due to heating of coke up to its ignition temperature; 

4. heat loss due to the muffle heat absorbed by the corpse introduction device. 

These heat losses may be calculated with sufficient accuracy in the following 

manner: 

1. The heat loss through incombustibles of the corpse may be taken to be of the 
same order of magnitude as those of the coke (7% of the upper heating value 
of the corpse),°** which gives us (Gusen Furnace; see Subchapter 10.3): 


normal: 292,200 kcal - 0.07 20,450 kcal [154] 
average: 164,400 kcal - 0.07 11,500 kcal 
lean: 71,200 kcal: 0.07 =~ 5,000 kcal 

2. H. Keller based his calculations on a value of the specific heat of 1 kcal kg! 
°C, as applies to water (H. Keller 1929, p. 3), which appears to be too high, 
however (see H. Keller’s own remark to that effect quoted on p. 111 and 
marked with “[sic]”). Assuming a specific heat of 0.8, we get for the various 
types of corpse’s combustible dry matter (see Subsection 10.2.3.3): 
normal: 2 -21.0kg- 0.8 kcal kg! °C! - (850°C — 20°C) = 27,900 kcal [155] 
average: 2-11.9kg- 0.8 kcal kg! °C! - (850°C — 20°C) = 15,800 kcal 
lean: 2-5.3 kg: 0.8 kcal kg! °C"! (850°C — 20°C) = 7,000 kcal 

3. As the heating value of coke is not something obtained by precise calorimet- 
ric measurements, but the result of a theoretical calculation, the coke will 
absorb, up to the ignition temperature,’ a certain amount of heat®”° which, 
in our case, is: 
normal: 2-25.6kg- 0.24 kcal kg! °C! - (700-20)°C~ 8,400 kcal [156] 
average: 2-30.6kg- 0.24 kcal kg! °C! - (700-20)°C = 10,000 kcal 
lean: 2 - 35.5 kg - 0.24 kcal kg"! °C! - (700-20)°C = 11,600 kcal 

4. In the Gusen Furnace, as in those at Birkenau, the corpse was introduced by 
means of a metal stretcher as described in Chapter 7, which weighed about 
50 kilograms. As the device went into the muffle for the equivalent of 75% 
of its mass and stayed there for several minutes, we may assume, taking into 
account the low thickness of the metal parts, that this portion heated up to 
about 300°C,*”! hence this heat loss, independent of the kind of corpse, is: 


X 


X 


588 “The experiments done by Debette show that the heat loss due to incomplete combustion is around 
2% when the smoke is perfectly clear, but may reach 10% when the smoke is black and dense.” Bor- 
doni 1918, p.39. 

The ignition temperature of coal is around 700°C. 

“We must remember that on introduction the coal is cold and must be heated to ignition temperature 
by draining heat from the hearth; if all of the coal is added at once, the heat so drained may even per- 
turb the combustion of the coal already burning.” Cantagalli 1940, p. 111. As an internet search re- 
veals, the heat capacity of coke varies with the type of coal, the degree of coking, and significantly 
with the temperature. The value used here (0.24 kcal kg"! °C') is an average. The Gusen coke con- 
sumption for normal and lean corpses was taken from Table 10 multiplied by a factor 1.1 resulting 
from the average coke consumption in the Gusen Furnaces (30.6 kg/corpse) being 10% higher than 
that calculated for the Auschwitz Furnaces (27.8 kg). 

Heat radiation to the underside of the stretcher, a surface area of some 0.5 m? resting on the grate bars 
of the muffle, was the equivalent of about 650 kcal/min or 1,300 kcal within 2 minutes, which would 
have resulted in heating the stretcher to about 300°C. For the heat capacity of iron see 


58 
59 


aN) 


59 
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2 - 0.75 - (50 kg) - 0.11 kcal kg"! °C! - (300°C — 20°C) = 2,300 kcal [157] 


Assuming a duration of an hour for the cremation, the total value of these heat 
losses is therefore roughly: 


normal: 20,450 + 27,900 + 8,400 + 2,300 ~ 59,000 kcal/hr [158] 
average: 11,500 + 15,800 + 10,000 + 2,300 = 39,600 kcal/hr 
lean: 5,000 + 7,000 + 11,600 + 2,300 = 25,900 kcal/hr 


In percent of the unknown value x in the heat balance of the Gusen Furnace 
(Eqs. 142, 137, 146) this is: 
normal: 59,000 + 364,589 = 16.18% [159] 
average: 39,600 + 266,649 = 14.85% 
lean: 25,900 + 215,079 = 12.04% 


As the above figures are approximations, we assume rounded figures when cal- 
culating the heat loss due to the combustion air: 


normal: 364,600 — 59,000 = 305,600 kcal/hr [160] 
average: 266,600 — 40,000 = 226,600 kcal/hr 
lean: 215,100 — 26,000 = 189,100 kcal/hr 
This amount of heat is needed to heat the following amount of air from 20°C to 
750°C: 
normal: 305,600 kcal + 0.329 kcal°C-'m? - 730°C = 1,272.4Nm? [161] 
average: 226,600 kcal + 0.329 kcal°C 'm> - 730°C = 943.5 Nm3 
lean: 189,100 kcal + 0.329 kcal°C !m? - 730°C = 787.4 Nm? 
In the Topf double-muffle furnace at Auschwitz the heat needed to raise this 
volume of air to 700°C amounts to: 
normal: 1272.4 Nm3- 0.328 kcal°C-'Nm > - 680°C ~ 283,800 kcal [162] 
average: 943.5 Nm?- 0.328 kcal°C-'Nm > - 680°C ~ 210,400 kcal 
lean: 787.4 Nm} - 0.328 kcal°C ‘Nm? - 680°C = 175,600 kcal 
Expressed in percent of the x values listed in Table 11: 
normal: 283,800/327,800 ~ 86.6% [163] 
average: 210,400/247,630 = 85.0% 
lean: 175,600/206,100 = 85.2% 
We may therefore conclude that the total volume of combustion air for the Topf 
double-muffle furnace at Auschwitz was: 
normal: 1272.4 Nm? +2 - 23.3 kg- 7.17 Nm3/kg - 1.557! = 1,774 Nm3[164] 
average: 943.5 Nm? + 2 - 27.8 kg - 7.17 Nm?/kg - 1.5 = 1,541 Nm? 
lean: 787.4 Nm? + 2 - 32.3 kg - 7.17 Nm*/kg - 1.5 = 1,482 Nm? 


The excess-air ratio was therefore:>”? 


1,542 m3 


2[corpses] - 87 m?/corpse + 2[corpses] - 27.8 kg - 7.17 Nm/kg © 2.7 [165] 


The initial table must therefore be corrected as follows: 


www.engineeringtoolbox.com/specific-heat-metals-d_152.html. 
°° ‘Excess-Air Coefficient, see p. 116. 
°° For the theoretical combustion volume per average corpse of 87 m3 see p. 362. 
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Table 12: Corrected Total Combustion Air Need for Various Corpses 


TYPE OF CORPSE TOTAL AIR THEORETICAL EXCESS-AIR 
AIR VOLUME FACTOR 


Normal 2.75 
Average 2.69 
Lean 2.74 


10.6. Heat Balance of the Topf Triple-Muffle Furnace 


The triple-muffle furnace consists of a furnace with two muffles to which a cen- 
ter muffle has been added. The two outer muffles operated as in a double-muffle 
furnace but discharged their off-gases into the center muffle. As the furnace op- 
erated with a rather high excess-air ratio, the off-gas contains a certain amount 
of oxygen which could be used for the combustion of the corpse in the center 
muffle, thus bringing about a certain saving in coke consumption. The follow- 
ing table gives the volume of air which passed on into the center muffle from 
the outer ones (available air): 


Table 13: as Table 12, plus Available Uncombusted Air for Center Muffle 


TYPE OF CORPSE TOTAL THEORETICAL | EXCESS-AIR | AVAILABLE 
AIR AIR VOLUME RATIO AIR 


Normal 1,774 m3 644 m3 215 1,130 m3 
Average 1,541 m3 572 m3 2.69 969 m3 
Lean 1,482 m3 540 m3 2.74 942 m3 


In the case of a normal corpse, for example, 1,130 Nm? of uncombusted air en- 
tered the center muffle, whereas the combustion air of the corpse and the coke 
for each of the outer muffles amounted to only (1,774+2 =) 887 Nm} of air. 

However, the amount of coke consumed by the two outer muffles could not 
be less than in the double-muffle furnace; rather, it had to be slightly more, as 
they had greater heat losses by radiation and conduction (see Eq. 127, p. 357, 
compared to Eq. 131, p. 360). For example, the cremation of a normal corpse in 
the outer muffles required this much coke: 


45,100 kcal/hr — 39,000 kcal/hr 


23.0 Ke + 2 - 3,640 kcal/kg 


~ 24.1 kg [166] 


Furthermore, in the center muffle, there are various other sources of air: 

— Air entering the muffle during the introduction of the corpse. 

— False air entering through the cracks around the doors and closures. 

— Air coming from the blower (Druckluftgebldse) which could not be individ- 

ually controlled and thus fed air simultaneously into all three muffles. 

On the other hand, a possible overheating of the center muffle does not affect 
the overall heat balance in a significant manner, because, while the center muf- 
fle heats up essentially by radiation, the two outer muffles heat up mainly by 
conduction. Thus, even if the center muffle had been 200°C hotter than the out- 
er muffles (1000°C instead of 800°C), the heat loss through conduction (Vj) 
would be minor: 
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XA: F- AT 
er [167] 


With the heat conductivity of refractory brick 4 = 0.73 (see Subsection 
10.2.2.1), the internal contact surface F = (2 - 2 m- 0.3 m =)" 1.2 m2, the 
thickness of that material d = 0.25 m, and the assumed temperature difference 
AT of 200°C, we obtain: 


0.73 kcal m=! °C"! hr! - 1.2 m? - 200°C 


025m = 700 kcal/hr 


to the outer muffles while, at the same time, leading to a drastic drop in furnace 
efficiency due to the high temperature of the exhaust gases°”> and a correspond- 
ingly drastic increase in coke consumption. 

Other factors also have a negative effect on the heat balance: 


— As will be explained in Subchapter 10.10., the dwell time of the off-gases in 
the muffle is insufficient for a complete combustion of the unburnt gases, 
which means that the gases generated by the gasification of the corpse either 
burn in the flue ducts or leave the chimney unburnt in the form of smoke. 

— Furnace management was effected by means of a single flue-gas damper for 
all three muffles. The combustion of the corpses thus cannot be controlled 
individually for each muffle, and thus leads to an increase in the portion of 
unburnt gases. 


From the above it can clearly be seen that the combustion air was not propor- 
tional to what was available in the double-muffle furnace. Hence one cannot 
calculate a heat balance along the same lines. However, knowing, as we do, that 
consumption of coke for three corpses could not have been less than what can 
be observed for the two outer muffles, we are able to calculate a minimum theo- 
retical limit for the consumption. 

We know that the triple-muffle furnace’s heat loss by radiation and conduc- 
tion was 61,220 kcal/hr, and that of the center muffle was 16,120 kcal/hr [Eqs. 
129 & 130, p. 359]. Theoretically, the triple-muffle furnace behaved like a dou- 
ble-muffle furnace with the center muffle inserted, hence resulting in an addi- 
tional heat loss of 16,120 kcal/hr. The triple-muffle furnace’s theoretical mini- 
mum consumption of coke was therefore equal to that of the double-muffle fur- 
nace plus that of the center muffle. We therefore add to the double-muffle fur- 
nace’s coke consumption that caused by the additional heat loss of the triple- 
muffle furnace due to its center muffle, and apply this to three instead of just 
two corpses: 


Normal Corpse 


(233+ om _ 16,120 kcal/hr_ 


2 - 3,640 keal/kg ) ‘7% = 17 kg per corpse. [168] 


4 2 muffle walls, 2 m long, 0.3 m high from the muffle grate to the beginning of the vaulted muffle 
ceiling. 
°°5 For a smoke temperature of 900°C, the efficiency would be around 45%. 
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Average Corpse 


(278+ 8 _16,120 keal/hr _ 


2 - 3,640 kcal/kg ) ‘7s = 20 kg per corpse. [169] 


Lean Corpse 


(32.3 + _ 16,120 kcal/hr_ 


2 - 3,640 kcal/kg ) ‘7s = 23 kg per corpse. [170] 


The amount of coke for lean corpses corresponds well to the maximum hourly 
coke throughput rate of the two gasifiers, split up for the three muffles: 


2-35 kg/hr 


3 lean corpses 


= 23.3 kg per hour and corpse [171] 


As previously explained, the above calculation of the coke consumption is the 
theoretical minimum. In practice, if the hourly coke consumption was 70 kg, and 
if the cremation lasted one hour on average, 23.3 kg of coke was also the real 
consumption for the cremation of a normal corpse. In this case the excess heat 
(since by hypothesis the furnace was in thermal equilibrium and did not absorb 
additional heat) was lost in the fireplace and through the chimney. 

In practice only the cremation of a normal corpse lasted one hour, though. 
We know from experience that the cremation of lean corpses lasted longer, as 
much as 1.5 hours or more. As a result, the actual coke consumption during the 
cremation of lean corpses was closer to (1.5 hr - 23.3 kg ~) 35 kg or even higher 
in the triple-muffle furnaces. 

We clearly have reached here the limits of our extrapolations, but we may 
assume that additional heat losses due to excess air in the center muffle are mi- 
nor compared to the contribution of the two lateral muffles. 

Hence, for simplicity’s sake I abstain from listing any concrete contribution 
to the excess air by the center muffle in the following table, and indicate only 
that it would be greater than zero. We thus obtain for the triple-muffle furnace 
the following minimum excess-air ratios: 


Table 14: Combustion-Air Availability in Auschwitz Triple- 
Muffle Furnace 

CORPSE MUFFLE AIR MUFFLE AIR} AIR RATIO 
Normal 1,774 m3 > 0 m3 >2.19 


Average | 1,541 m3 > 0m > 2.30 
Lean 1,482 m3 > 0 m3 > 2.52 


In the letter Kurt Priifer wrote on 15 November 1942 to the owners of the Topf 
Firm, Ludwig and Ernst-Wolfgang Topf, he stated that the triple-muffle furnac- 
es designed by him, which had been set up in the Buchenwald Crematorium, 
had shown a performance one third higher than what he had expected.°”° The 
cause of this decrease in coke consumption can only be what we have set out 


56 APMO, BW 30/46, p. 18. 
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above. As Priifer had based himself on a grate-throughput rate of 70 kg of coke 
per hour for the two gasifiers under natural draft, a reduction of one third corre- 
sponds to 46.67 kg of coke per hour, or 15.5 kg of coke for each muffle. In view 
of the fact that a cremation lasted one hour as well, this consumption also refers 
to one cremation in one muffle and is thus close to what we have calculated for 
a normal corpse. 


10.7. Heat Balance of the Topf 8-Muffle Furnace 


The 8-muffle furnace consisted of four pairs of independent muffles, but the 
two muffles of each pair were connected. Because in this case, too, the combus- 
tion products of the first muffle passed on through the second, what I said earli- 
er for the triple-muffle furnace applies here as well: the off-gas from the first 
muffle contained an amount of oxygen theoretically high enough for the com- 
bustion of the corpse in the second muffle, as shown in the table below: 


Table 15: Combustion-Air Data for Auschwitz 8-Muffle Furnace 


TYPE OF CORPSE | TOTAL AIR* | THEORETICAL AIR*| AVAILABLE AIR 
normal 887 m3 — 322m? = 565 m3 
average 771 m3 — 286m = 485 m3 
lean 741 m3 — 270m? = 471 m3 


* Half of values of Table 12, p. 372 


In this case as well, a possible overheating of the second muffle could not af- 
fect, in a relevant manner, the overall heat balance, because the coke consump- 
tion could not be less than for the first muffle. We will therefore assume also for 
this furnace a minimum theoretical consumption corresponding to half of that 
for the double-muffle furnace: 

23.5/2 = 11.75 kg, rounded to 12 kg 

28.0/2 = 14.00 kg 

32.5/2 = 16.25 kg, rounded to 16 kg 


— Normal corpse: 
— Average corpse: 
— Lean corpse: 


Table 16: General summary of the coke consumption 


TYPE OF CORPSE |DOUBLE-MUFFLE |TRIPLE-MUFFLE| 8-MUFFLE 
normal 23.3 kg =17 kg 212 kg 
average 27.8 kg >20 kg =14kg 
lean 32.3 kg 223 kg 216 kg 


10.8. Observations on the Coke Consumption of the Triple- and 
8-Muffle Furnaces 


The Aktenvermerk (file memo) of 17 March 1943, written by the civilian em- 
ployee Jahrling and established “according to data supplied by Topf & 
Séhne”*”’ contains an estimate of the coke consumption of the four Birkenau 
Crematoria. This document requires some explanations. 


°7 APMO, BW 30/7/34, p. 54. Cf. Document 264. 
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The heading “JO Feuerungen = 350 kg/stdl.” (10 hearths = 350 kg/hr) means 
that the five triple-muffle furnaces located in each of the Crematoria II and III 
had a total of 10 gasifier hearths, two per furnace, each with a grate throughput 
rate of 35 kg/hr of coke, just as the 8-muffle furnaces of Crematoria IV and V 
had four hearths each, each one with a throughput of 35 kg of coke per hour. 

The reduction of coke consumption by 1/3 “bei Dauerbetrieb” (in continu- 
ous operation) is based on the fact that, in this case, consumption was consider- 
ably lower than what was needed in discontinuous use. 

The letter by Topf giving the data mentioned by Jahrling has not been found, 
but it is improbable that it contained a calculation similar to the one presented 
by the Central Construction Office employee. The computation, although basi- 
cally correct, is, in fact, somewhat misleading, as it refers to the grate through- 
put rather than to the number of corpses cremated, which would have been 
more-pertinent and more-useful in practice, as was the case in the chart giving 
coke consumptions as a function of the number of cremations in civilian crema- 
toria which was presented in Unit I (cf. Document 90). 

In line with such a chart, applicable only to a few civilian furnaces, Topf 
would surely have referred to a reduction of coke consumption with an increas- 
ing number of corpses cremated and an increasing frequency of cremations, as 
was shown in actual operation for the Gusen Furnace. 

Between 26 September and 15 October 1941, over a total span of 20 days, 
193 corpses were cremated in the Gusen Furnace on ten days of operation. On 
average, cremations took place every other day, with 19 corpses cremated dur- 
ing each cycle and a consumption of 47.5 kg of coke per corpse. 

Between 26 and 30 October, over a span of five days, 129 corpses were 
cremated in the Gusen Furnace. Cremations took place each day, with 26 corps- 
es being cremated daily on average, leading to a coke consumption of 37.2 kg 
per corpse. 

Between 31 October and 12 November, a span of 13 days, 677 corpses were 
cremated in the Gusen Furnace. Cremations took place each day, for an average 
number of 52 corpses cremated daily and a consumption of 30.6 kg of coke per 
corpse. 

Thus, moving from a discontinuous operation (cremations every other day) 
and relatively few cremations (19 per day)°** to a continuous operation (daily 
cremations) with many cremations (52 per day), specific coke consumption 
dropped from 47.5 to 30.6 kg, i.e. to [(30.6+47.5) - 100 =] 64.42%, for a saving 
in coke of a little more than one third.°” In practice, if the cremation of 20 
corpses required (20 - 47.5 =) 950 kg of coke in the first case, only (950 - 0.6442 
=) 612 kg — or (30.6 - 20 =) 612 kg — were needed in the third case. The differ- 
ence of 950 — 612 = 338 kg was consumed in heating up the furnace after it had 
cooled for more than 24 hours. 


8 The reader should remember that the furnace had two muffles and 19 cremations per day, thus corre- 
sponded to about 10 loadings per muffle. 

5” For an intermediate case of daily, but not-very-numerous cremations, coke saving would have been 
about 1/6. 
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In the same way, in the file memo of 17 March 1943, the reduction in coke 
consumption of one third in 12 hours of operation — from 4,200 to 2,800 kg — 
can only mean that the difference of 1,400 kg was used for heating the five fur- 
naces,° and the remainder of 2,800 kg concerned the cremations themselves. 
This does not mean, however, that the normal grate-throughput rate would drop 
by one third in continuous operation. 

We must remember that the gasifiers could not be controlled like a gas burn- 
er, which can easily be turned on and off in line with the cremation demand at 
hand. The coke on the grates burned continuously for the whole duration of the 
cremations. This can be seen very clearly in Document 47, in which the line 
“D” shows the hearth draft, curve “C” the chimney draft and the figures for “G” 
indicate the degree and duration of the opening of the combustion-air inlets of 
the gasifier. 

After the preheating phase, when the furnace had reached its operating tem- 
perature, the curve of the hearth draft, logically, follows the curve of the chim- 
ney draft; the one maintaining itself, with minor fluctuations, around 10 mm of 
water column, the other, in a similar manner, around 5 mm. In line with the 
brief periods during which the gasifier door was open, the chimney draft then 
touched a level of 15 mm; that of the hearth, 10 mm of water column. In the 
long intervals in between, when this door stayed shut, the chimney normally had 
a draft of 10 and the hearth of 5 mm water column. This demonstrates that the 
normal combustion rate of the hearth was about 33.3 kg of coke! per hour all 
through the cremation, without major differences between preheating and cre- 
mating periods. 

As I explained in Subchapter 8.3, the normal grate-throughput rate of 120 kg 
h-! m=? could be increased by increasing the draft by means of a draft enhancer, 
but it could not be reduced to any significant degree. It follows that, although 
the triple-muffle and the 8-muffle furnaces theoretically had an average coke 
requirement of [(17+20+23)+3 =] 20 and [(12+14+16)=3 =] 14 kg of coke per 
hour respectively, actual consumption in continuous operation was as follows: 


Table 17: Actual Coke Consumption of Triple- and 8-Muffle Furnaces 


GRATE-THROUGHPUT COKE PER HOUR, 
RATE OF HEARTHS MUFFLE & CORPSE 
Triple-muffle furnace 70 kg/hr 23.3 kg 
8-muffle furnace 140 kg/hr 17.5 kg 


If, for greater coke economy, one had wanted to slow down the combustion on 
the hearths, it would have been necessary to reduce the chimney draft, but that 
would have affected the cremation as well and lengthened it, which would, in 
turn, have led to an increase in the consumption of coke per cremation in pro- 
portion to the increasing duration of the cremation. 


600 By this, we mean preheating all of the furnace brickwork to a steady state. 
! This is obtained by dividing the coke consumption (457 kg) by the total operating time of the furnace 
(13 hours and 42 minutes). 
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10.9. A Comparison with the Kori Furnace at the Westerbork 
Camp and the Kori Slaughterhouse Furnaces 


Thanks to its design, the Kori Furnace at the Westerbork Camp showed a better 
performance than the Topf Furnaces. As there were many corpses of children 
among the corpses cremated, it is not possible to deduce with certainty the 
amount of coke needed for an average adult corpse. If we base ourselves on the 
cremations listed in Subchapter 8.4. for which the coke consumption is docu- 
mented, we find a total weight of 3,170 kg of coke for 163 cremated corpses, 43 
of them children who together could be considered the equivalent in weight of 
six adult corpses. This yields an average coke consumption of about (3,170 + 
(163-43+6) =) 25.2 kg per adult-corpse equivalent. 

The minimum consumption is shown for 7 June 1943, 150 kg of coke for 13 
corpses, among them two babies of 2 and 10 months, respectively. Such a low 
value can only be explained by assuming the use of a light-weight coffin of raw 
boards, such as the one shown in Photo 362. 

This does not affect the heat balance of the Topf Furnaces, however, as the 
latter is based on the effective consumptions of the Topf Furnace at Gusen. 

On the other hand, the data from the Kori Furnaces for slaughterhouses 
agree rather well with the data from the Topf Furnace at the Gusen Camp and 
with those for the double-muffle furnace at Auschwitz, not only as far as con- 
sumption is concerned, but also with respect to duration of the cremations, as 
we can gather from the table below in which the results for different models of 
Kori Furnaces refer to an equivalent corpse of about 70 kilograms (see Section 
9.2.1.): 


Table 18: Kori slaughterhouse-furnace performance data for an 


average 70 kg corpse 
FURNACE TYPE |COAL CONSUMPTION | DURATION OF CREMATION 
la = 23.0 kg = 63 min 
1b = 22.7 kg = 62 min 
2a =21.7kg = 60 min 
2b = 20.6 kg = 58 min 
3a = 20.3 kg = 57 min 
3b =19.2kg = 54 min 
4a ~19.6kg = 52 min 
4b = 18.8 kg = 50 min 


The consumption figures refer to fueling with hard coal, which has a higher 
heating value than coke (7,500 kcal/kg on average). For coke, they would have 
to be increased by 3 to 3.7 kg in each case. Thus, the equivalent consumption of 
coke would become about 26.7 kg for a Type 1a Furnace, or 21.8 kg for a Type 
4b Furnace. 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 379 


10.10.Some Thermal Aspects of the Triple-Muffle Furnace 


In Chapter 2, the fact was mentioned that the first electrically fired Topf Fur- 
nace set up in the Erfurt crematorium immediately presented a problem in that 
smoke formed during the cremations. An investigation of this phenomenon re- 
sulted in the following assessment (Weiss 1934, pp. 454f.): 


“The smoke was not due to the fact that the carbon particles could not burn 
completely because of a lack of oxygen. The muffle had been designed to the 
lowest possible dimensions for avoiding waste of heat during preheating, and 
the carbon particles therefore had to burn in the flue ducts. On account of the 
very-strong enhanced draft of 12-24 mm of water column, the flue-gas velocity 
was high, and the dwell time of the particles in the flue ducts was thus too short. 
This residence time was insufficient to allow the particles to burn out complete- 
ly; instead, immediately on entering the flue ducts they cooled down far enough 
to stop burning. This strong cooling of the fumes was aggravated by other fac- 
tors. First of all, because of the high velocity in the narrow tubes of the preheat- 
er, the combustion air was insufficiently preheated, which meant that, from the 
very beginning, high flame temperatures could not be maintained at such a high 
excess air ratio. 

Secondly, because of the strong draft, the furnace drew in large amounts of false 

air through the cracks around the closures and on account of other defects of 

caulking which caused further cooling of the fumes. Thirdly, during the decom- 
position of the corpse, large amounts of water vapor were generated, which ab- 
sorbed from the fumes the heat necessary for vaporization and cooled them still 
more. Thus, the oil vapors generated at the same time could no longer burn. 

Measurement of the discharge-gas temperatures proved conclusively that the 

flames, at best, were extinguished even before entering the flue duct.” 

This phenomenon had already been observed by the engineer H. Keller who had 
noted, in connection with the Ruppmann Gasifier at the Biel Crematorium (H. 
Keller 1928, pp. 27f.): 

“When combustible gases are generated by these processes, such as light or 
heavy hydrocarbons as they are called in the language of chemical engineering, 
they are immediately sucked up by the chimney and, for the most part, can no 
longer burn in the cremation chamber or the post-combustion chamber, but in- 
stead move on into the recuperator. If this part is hot enough, [the hydrocar- 
bons] will ignite, and combustion will take place there. 

The lighter hydrocarbons will certainly finish their combustion in the post-com- 

bustion chamber, but for the heavier ones, present in larger quantities, at times 

even the recuperator is insufficient, and they will exit the chimney into the at- 
mosphere in the form of smoke.” 
To make matters clearer, we have to take a closer look at the thermal phenome- 
na encountered here. 

The intensity in space of a combustion, expressed as kcal per m? and h, is es- 
sentially a function of the amount of fuel burnt per hour, and the maximum in- 
tensity is controlled by the rate of combustion, which can be defined as the vol- 
umetric velocity of the spread of the flame per unit area; therefore, the combus- 
tion time must always be equal to or less than the residence time of the fuel in 
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the cremation chamber. If this condition is not fulfilled, the flame will extend 
beyond the cremation chamber, provided, of course, that conditions for combus- 
tion can be found there (Salvi, p. 217). 

Thus, if the flow rate of a combustible-gas mixture in a combustion chamber 
is higher than its rate of combustion, the mixture will not completely burn in the 
cremation chamber but will continue to burn downstream of it if conditions 
there are favorable, or it will leave the installation unburnt if conditions are un- 
favorable. 

In order to prevent any such emission into the atmosphere, modern crema- 
tion equipment has a post-combustion chamber for any such fumes.°°” 

As an example, we may look at incinerators for urban waste. The operating 
temperature for such furnaces must be between 900 and 1000°C, with an opti- 
mum value around 950°C. The slag and the ash have softening points between 
1050 and 1150°C;° if such a temperature is reached and maintained for a suf- 
ficiently long time, deposits and incrustations will form on the grates, on the 
walls of the incineration chamber and along the flue ducts, affecting the geome- 
try of the installation and lowering its combustion performance. 

The combustion products must remain in the post-combustion chamber for 
at least two seconds; the latter must be equipped with an auxiliary combustion 
device with automatic control in order to ensure that a minimum temperature of 
950°C is maintained (Colombo, p. E740f.). 

During the decomposition of a corpse in a cremation chamber, combustible 
gases such as carbon monoxide or light and heavy hydrocarbons will form, in 
addition to volatile carbon particles. The maximum ignition rate of most hydro- 
carbons in air under atmospheric conditions varies between 25 and 100 cm/sec, 
or, volumetrically, between 0.25 and 1 m%/sec (Enciclopedia della Scienza... 
1963, vol. IIL pp. 365f.). In normal practice, however, higher values will be 
used. This is true not only for incinerators, but also for crematoria. For the 
most-recent electrically heated cremation furnaces built by the Brown Boveri 
AG Co., a dwell time of 1.3 to 2.3 seconds in the post-combustion channels is 
maintained, with preheating to 800°C (see Unit I, Chapter 11). For the Therm- 
Tec Models SQC 300 and 400 Furnaces (Sherwood, Oregon, USA), this dwell 
time is 1.5 seconds (see Document 109a).°™ 

Hence, for the necessary minimum dwell time of the gases generated during 
the decomposition of a body, we may assume 1.3 seconds. 

The experiments carried out by the engineer H. Keller on the electrically 
heated furnace at Biel are an excellent example to illustrate this problem of heat 
engineering. During the cremation of a corpse weighing 110 kg on 26 Septem- 
ber 1940, a maximum generation rate of 3,570 m? of exhaust gas per hour at an 


6 Even the refuse-incineration furnace installed at the cemetery of Frankfurt/Main in Germany at the 


end of the 1930s had a post-combustion chamber for the fumes, located above the combustion cham- 
ber. Heinemann 1940, pp. 189f. 
° Since ash is an amorphous mixture of various compounds, it does not have a sharply defined melting 
point, but softening occurs continuously over a wide temperature range. 
64 https://web.archive.org/web/20190218153821/http://thermtec.com/sites/default/files/pdf-library/SQC- 
400%20SPECS. pdf; .../SQC-300 SPECS_0.pdf 
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exhaust temperature of 380°C was observed 50 minutes after introduction of the 
corpse into the furnace (cf. Document 54). This rate corresponds to: 


273°C 


Sea Laas ILCE DELS 


= 1,492 Nm*/hr [172] 
At 800°C inside the muffle, this corresponds to a volumetric rate in the muffle 
of: 


800°C + 273°C 


1,492 Nmhr - S336 


= 5,864 m/hr [173] 


or 


5,864 m?/hr 


3,600 secihr’ = 1.63 m/sec. [174] 


The cremation chamber of the furnace in question, including the space below 
the grate, had a volume of some 2.5 m3, hence the average residence time of the 
fumes in the cremation chamber was 2.5+1.63 = 1.53 seconds. 

If we apply the same reasoning to the Topf double-muffle furnace, we ob- 
tain, for one muffle with one normal corpse and a cremation time of 60 minutes 
(see Table 12, p. 372), 1,774 Nm? + 2 = 887 Nm of dry fumes, which at 800°C 
becomes: 


800°C + 273°C 


887 Nmihr FE 3,486 mi/hr [175] 
or on average: 
SABO MIDE = 76:97 nidisee: [176] 


3,600 sec/hr 


This yields an average dwell time of: 


1.4 m3 


0.97 m/sec = 1.44 seconds [177] 


This is the average time for the passage of the combustible gases through the 
cremation chamber.®° This issue points out a serious flaw in the design of the 
Topf triple-muffle furnace. 

We have seen in the preceding section that Engineer Priifer, when designing 
the triple-muffle furnace, did not realize initially the advantage in heat con- 
sumption brought about by the passage of the fumes from the two outer muffles 
into the center one; but the fact that he gave to this muffle exactly the same di- 
mensions as he had used for the outer muffles shows, moreover, that he had also 
not noticed a serious drawback of his design, directly related to the advantage it 
had: The gas volume which passed through the center muffle was more than 
twice that going through one muffle of the double-muffle furnace. As we have 
seen, the dwell time for such a muffle already touched the minimum of the 
combustion time of these gases; therefore, if one wanted to maintain in the cen- 


65 The varying intensity of smoke generation during a cremation could be compensated by a possible 
staggering of cremations. 
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ter muffle a dwell time equal to that applying to the double-muffle furnace, it 
would have been necessary to at least double the volume of the center muffle, in 
a similar fashion as, during the design of the smoke ducts of Crematoria I/II, it 
was provided that the cross-section of the smoke ducts was increased from 60 
cm x 70 cm to 80 cm x 120 cm when two individual furnace flues merged into 
one chimney duct, as mentioned before, precisely because the exhaust gases 
from two furnace flues merged in each duct. 

Priifer, however, had not recognized this bottleneck. If he had wanted to ob- 
tain a complete combustion of all the gases in the center muffle of the designed 
size, he would have had to reduce the combustion rate of the corpse in that muf- 
fle by half. Taking the calculated minimum total gases flowing through the cen- 
ter muffle during the cremation of a lean and a normal corpses (see Table 14, p. 
374), these 1,482 m3 and 1,774 m3? Nm*/hr speeds of dry fumes, respectively, 
became at 800°C: 


800°C + 273°C 


Normal: 1,744 Nm3/hr - 773°C = 6,855 m3/hr [178] 
Lean: 1,482 Nm/hr- POSE AIEE _ 5 895 mine 
This is equivalent to: 
Normal: Soo ae = 1.90 m3/sec [179] 
Sere 1.62 m/sec 


Lean: ~"600 sec/hr 


This led to an average residence time in the center muffle of: 


Normal: Tae = 0.79 sec [180] 


m3/sec 


ja 42 0.93 sec 


1. 
Lean: 1.62 m3/sec 


This means that the heavier hydrocarbons which formed during the decomposi- 
tion of the corpse located in the center muffle did not have enough time to burn 
out completely and left the muffle unburnt. If the temperature in the flue duct 
was lower than the ignition temperature of these gases, smoke would have been 
generated. But if the temperature was high enough, the off-gas could burn out in 
the duct, potentially damaging it, as in fact happened at the end of March 1943. 


10.11.On Claims of Flaming Chimneys 


The question of flaming chimneys, which some witnesses claim to have ob- 
served, is directly linked to the matters dealt with in the preceding subchapter: 
could the combustion of unburnt gases have moved through the flue ducts to the 
atmosphere and thus given rise to the appearance of flaming chimneys? Let us 
first look at this question in connection with Crematoria II and III. 
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A calculation based on the actual conditions in these crematoria shows that 
the phenomenon could not occur, even under the most favorable conditions, i.e. 
in the case of three normal corpses in the pair of furnaces having the shortest 
flue duct, without taking the volume of the cremation chamber into account. 
The third and fourth furnaces of these crematoria had flue ducts of a cross-sec- 
tional area of 0.42 m? (0.6 m x 0.7 m) and respective lengths of some 6.5 and 
10.5 m. Both opened into the duct of the central forced-draft device, which had 
a length of 2 m and a cross-section of 0.8 m x 1.2 m, which itself opened into 
the central duct of the chimney. The latter was 15.46 m high and had a cross 
section of 0.8 m x 1.2 meters. 

Hence, the average section of the shortest duct was: 


17.5 m - 0.96 m? 


6.5m: 0.42 m*+ 5) 


vie = 0.46 m?. [181] 
In this calculation, we have divided by two the cross-sectional area of the duct 
common to the forced-draft device and the chimney duct, because the gas vol- 
ume doubled on account of the gas coming from the fourth furnace; we have al- 
so given the chimney an approximate height of 15.5 meters, so that the overall 
length of the flue duct plus the chimney duct is 24 meters. 

Three normal corpses and the necessary amount of coke will generate 1,774 
Nm of dry fumes and 230.5 Nm? of water vapor, for a total of almost 2,005 
Nm? of moist gas, which, at 700°C, had a volume of about: 


700°C + 273°C 


2,005 Nms - 


= 7,146 m3. [182] 
If that gas is discharged over a time span of one hour, the average gas velocity 
thus becomes: 


7,146 m3/hr 


0.46 m? - 3,600 sechhr ~ 4-3 m/sec. [183] 


Hence the dwell time of the gas within the discharge ducts is: 


24m 


4.3 m/sec — 5.5 sec. [184] 


This time is more than sufficient for the combustion of any unburnt gases, all- 
the-more-so as we have not even included the volume of the three cremation 
chambers themselves. 

In order to verify experimentally the validity of this calculation, I have car- 
ried out a number of experiments involving the incineration of animal fats in a 
field furnace which gave rise to the phenomenon of a flaming chimney. The 
field furnace had two grates, the lower one for wood (the hearth), and the upper 
one for the fat. Photo 368 shows the result of an experiment carried out on 21 
October 1994. 


66 See list on page Error! Bookmark not defined.: 3 corpses - (20.23 Nm? + 56.60 Nm’) = 230.5 Nm’. 
For a simplification of the calculations, we assume the dry fumes to be the equivalent of the combus- 
tion air. 
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On the upper grate of the field furnace, the author placed an aluminum tray 
(33 cm x 25 cm x 5 cm) containing 400 grams of lard (pork fat). Then he lit the 
wood piled up on the lower grate, partly blocking the opening of the combustion 
chamber with a block of tuff. 

After melting, the lard started to boil, and the vapors caught fire immediate- 
ly. The flames were visible a few centimeters above the surface of the boiling 
fat, with the latter remaining clearly visible. In the most-intense phase of com- 
bustion, the flames shot out of the chimney to a height of one and a half meters 
above its mouth and more than two meters above the tray with the boiling fat. 
Combustion took about five minutes. 

The explanation of the phenomenon is as follows: the volumetric velocity of 
the gases which developed from the decomposition of the fat was higher than 
their combustion velocity, i.e. their residence time in the combustion chamber 
was lower than the time needed for their complete combustion, which then took 
place outside the combustion chamber and even above the chimney. 

In order to verify this explanation, the author then carried out two more 
combustion experiment with animal fat: 


1. Combustion Chamber with a Short Chimney (10 January 1995) 


The experiment was carried out in a field furnace of tuff blocks with two grates, 
the lower one for wood as fuel, the upper one for the fat. The combustion 
chamber measured about 0.05 m3, and possessed a chimney 0.54 m high with a 
cross-sectional area of 0.27 m x 0.27 m, set at a level of 10 cm above the upper 
grate. The author placed an aluminum tray (17 cm x 22 cm) containing 200 
grams of lard on this grate. He then loaded the lower grate with wood and lit it. 
After a few minutes, the boiling fat caught fire, and tall flames shot out of the 
chimney up to a level of 70 cm above its mouth (Photo 369). Combustion of the 
fat took three minutes, and was most-intense for about two minutes and 45 sec- 
onds. 


2. Combustion Chamber with a Long Chimney (10 January 1995) 


The author then removed one layer of tuff blocks from the chimney and placed 
there an ordinary stove pipe of a length of 2.10 m and a cross-section of 40 cm 
x 20 cm, thus obtaining a total volume of some 0.2 m3 for the combustion 
chamber. He then placed on the upper grate an aluminum tray identical to the 
one used in the preceding experiment, but containing 300 grams of lard. He then 
loaded the hearth grate with wood and lit it, whereupon the fat again caught fire 
rapidly, but this time without any flames or isolated flame jets above the chim- 
ney (Photo 370). Combustion of the fat took three minutes and 45 seconds, in- 
cluding three minutes and 30 seconds of intense combustion. 


3. Conclusions 


The two experiments were carried out under similar conditions, except, of 
course, for the presence of the stovepipe in the second case. In spite of the fact 
that in the latter experiment more fat was used, no flames appeared above the 
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chimney, because the gases which developed during the decomposition of the 
fat had at their disposal a combustion chamber four times as large and were thus 
able to burn out completely within the chimney. 

As we are dealing here with physico-chemical phenomena, the results are 
applicable mutatis mutandis to the Birkenau Crematoria. 


4. Crematoria II and III 
Volume of shortest flue duct (including chimney duct): 


0.46 m? - 24 m= 11.04 m3= 11 m3 [185] 


Combustion chamber: 
1.5 m3-3 = 4.5 m3 [186] 
Total volume: 


(11 m3 + 4.5 m3) = 15.5 m3 [187] 


a) For the First Experiment: 


During the first experiment we had 0.2 kg of fat in a total combustion volume of 
0.05 m? burning within three minutes, which amounts to 4 kg of fat burning 
within an hour in this volume, and to 80 kg of fat per hour and m°. 

Hence, the appearance of flames out of the chimneys of Crematoria II & I 
would have required at least the combustion in the triple-muffle furnace closest 
to the chimney of 


80 kg/hr/m3 - 15.5 m3 = some 1,240 kg of fat per hour [188] 


b) For the Second Experiment: 


During the second experiment we had 0.3 kg of fat in a total combustion vol- 
ume of 0.2 m? burning within four minutes, which amounts to 4.5 kg of fat 
burning within an hour in this volume, and to 22.5 kg of fat per hour and m3. 

In this case, no appearance of any flames out of the chimneys of Crematoria 
II & II would have occurred in case of the combustion in the triple-muffle fur- 
nace closest to the chimney of 


22.5 kg/hr/m? - 15.5 = 350 kg of fat per hour. [189] 


Hence, when burning some 350 kg of fat per hour in the three muffles of the 
furnace mentioned, no flames would have formed above the chimney. 

We are speaking here of pure fat, which means that from the cremation of 
three corpses in one hour in the three muffles of the furnace mentioned, it would 
not have been possible to cause the appearance of flames above the chimney. 
Actually, the fat content of a body of 70 kg is about 25 kg, and 350 kg would 
thus have corresponded to the fat content of 42 corpses, or 14 per muffle and 
hour. 

We are not taking into account here the protein content of the corpses, be- 
cause proteins have a considerably lower combustion rate than fats. 
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5. Crematoria IV and V 


Crematoria [TV and V had two chimneys each. Each chimney was linked to a 
group of four muffles. The total volume available to the combustion gases 
(combustion chamber, flue duct, chimney duct) was about 18 m%. In line with 
the preceding calculation, we would have: 


a) For the First Experiment: 


80 kg of fat per 1 m? of the combustion chamber in one hour means for Crema- 
toria IV & V: 


80 kg/hr/m? - 18 m? = 1,440 kg of fat per hour for four muffles [190] 


Appearance of flames would have been possible, if some 1,440 kg of fat or 
more had been burned in one hour. 


b) For the Second Experiment: 


22.5 kg of fat per 1 m3 of the combustion chamber in one hour means for Crem- 
atoriaIV & V: 


22.5 kg/hr/m? - 18 = 405 kg of fat per hour for four muffles [191] 


Flames would therefore not even have appeared above the chimney if over 100 
kg of pure fat had been burned in each of the four muffles in one hour, corre- 
sponding to the fat content of 12 corpses per muffle and hour. 


6. Final Remarks 


The above calculations are based on a time of one hour, but it is obvious that the 
combustion of all of the fat contained in the corpses would have taken much 
less time than one hour. We must however take into account that the combus- 
tion of the corpse fat did not take place continuously, unlike the combustion in 
the above experiments; outer and inner fat would liquefy, gasify and burn in line 
with the processes of vaporization and combustion, therefore the combustion of 
all of the fat contained in a corpse required less than 1 hour, but at least 30 
minutes. 

This does not affect the results, however, as for Crematoria II and III the up- 
per limit for visible flames above the chimney would still be 175 kg of fat in 30 
minutes, as opposed to 25 kg actually burned; for Crematoria IV and V, the fig- 
ures would be 202.5 kg of fat in 30 minutes against some 34 kg actually availa- 
ble. 

What we have tried to show here does not mean that flames visible above 
the chimneys were altogether impossible, but that this was impossible in direct 
relation to a cremation, i.e. as a function of corpses being cremated. It was, on 
the other hand, possible in an indirect relation with the cremation, namely in 
connection with the coke on the furnace grates. 

It is known that the incomplete combustion of carbonaceous fuel will gener- 
ate carbon particles which will adhere to the walls of the chimney ducts in the 
form of soot. Under favorable conditions (a sufficiently thick layer of soot and a 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 387 


temperature high enough), the soot will ignite and lead to the phenomenon of a 
flaming chimney. 

Before World War Two, when domestic heating was done almost exclusive- 
ly with wood and coal, this phenomenon was so widespread that on occasion it 
was caused intentionally to be studied from a scientific point of view. Experi- 
ments of this kind were, for example, carried out in a chimney duct of a nearly 
abandoned four-story building in Berlin in early 1933 (Kristen 1933, pp. 83-85). 
The temperature chart for this experiment (Document 265) shows that 95 
minutes after the ignition of the soot on the ground floor, at a level of 1 m above 
the chimney base, the temperature in the chimney duct reached 1060°C. 

This is not really surprising, because soot is essentially carbon, which has an 
ignition temperature of 700°C. 

Obviously, the phenomenon would not be continuous, but occur only on oc- 
casion when, after a certain time, the soot layer had once again become thick 
enough. 


11. The Cremation Furnaces Built by Other German 
Companies: Kori, Ignis-Hiittenbau and Didier 


11.1. Historical Remarks Concerning the H. Kori Co. of Berlin 


Topf’s most active competitor in the field of cremation furnaces for the German 
concentration camps was the Hans Kori Co. located in Berlin. The historical re- 
view of Kori’s cremation furnaces presented below, besides being of a certain 
value as far as the history of this technology is concerned, is also a useful means 
for assessing the technical status of the Topf furnaces. 

Founded in 1887, the Kori Co. specialized in the design and construction of 
furnaces for the disposal of animal residue (Tierleichen-Verbrennungsé6fen). 
The first such device was built in 1892 at the Nuremberg municipal slaughter- 
house. By 1901, the company had become so well-known that Dr. Weyl from 
the medical association of the Prussian province of Brandenburg turned to Kori 
for solving the sanitary problems which had arisen in connection with a typhus 
outbreak in that province (cf. p. 148). In 1905, Kori could already boast of hav- 
ing built 55 furnaces for the disposal of animal carcasses, a figure which would 
rise to 160 over the nine years to come (Kori 1924, p. 115). 

I have described the main models of this type of equipment manufactured by 
Kori at that time in Chapter 10 of Unit I (cf. Documents 98-100). Later on, the 
firm branched out into the field of incineration plants for all types of refuse. In 
1927, Kori sold some 3,500 such units (Documents 266-268). 

Although Hans Kori had made an important contribution to the cremation of 
human corpses in Germany when he managed to get the Prussian Ministry of 
the Interior to change the law on cremations of 14 September 1911 by the De- 
cree of 24 October 1924 (cf. pp. 63f.), his own company went into the market 
segment of cremation furnaces rather late, at a time when the German market 
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was solidly dominated by four companies: Richard Schneider/Didier of Stettin, 
Gebriider Beck of Offenbach, J.A. Topf & Sohne of Erfurt, and the Wilhelm 
Ruppmann Company of Stuttgart. While the first two were in clear decline, 
Topf experienced a steep rise in sales. 

Kori managed to break into the market, albeit with some difficulty, and in- 
stalled five furnaces during its first five years of activity: two furnaces at the 
crematorium of Hagen in Westphalia in 1926, one at the Weissenfels Cremato- 
rium in 1927 and two furnaces at the crematorium of Schwerin in 1930.7 In 
the early 1930s, Topf was the leader in the field, while Kori came in last, after 
Gebriider Beck, Schneider-Didier and Ruppmann (Hellwig 193 1a, p. 370). 


11.2. The Coke-Fired Kori Cremation Furnaces for the 
Concentration Camps 


The H. Kori Co. came into its own after the outbreak of the Second World War 
when the SS decided to set up crematoria in the concentration camps. The firm 
succeeded in placing its products at many locations, such as Bergen-Belsen, 
Blechhammer, Dachau, Dora-Mittelbau, Ebensee, Flossenbiirg, Gross-Rosen, 
Lublin-Majdanek, Mauthausen, Natzweiler-Struthof, Neuengamme, Ravens- 
briick, Sachsenhausen, Stutthof, Trzebinia, Vught, and Westerbork. 


11.2.1. The Furnace at the Mauthausen Crematorium 


The coke-fired Kori Furnace at KL Mauthausen, which went into operation on 4 
May 1940 (Photo 247), is probably the first furnace designed by Kori for con- 
centration camps. This furnace is set on a brick platform with its right side 
placed against the wall of the furnace hall (Photo 236). The front part has the 
typical double-leaf muffle closure. 

The muffle had a grate consisting of three transverse bars and one longitudi- 
nal bar in the center, like the grate of the Topf Furnace at Dachau (Photo 239); 
on the inner left sidewall are three rectangular apertures connected to a channel 
for the combustion-air feed. In the front part of the furnace, this channel bent 
downward by 90°, then again by 90° to the horizontal, and let out below the left 
edge of the muffle door, where it had a butterfly valve (Photos 236f.). A similar 
valve was also located below the right edge of the muffle door (Photo 236), but 
the muffle wall on the right had no openings (Photo 242). This air inlet was 
probably used to supply combustion air to the flue duct for the post-combustion 
of the unburnt gases. 

The ash chamber (Photo 243) was located below the grate and had its door 
in the front part of the furnace (Photo 236). The gasifier was located in the rear 
portion of the furnace. The door of the gasifier’s loading shaft and the hearth 
door below it were on the left side of the furnace (Photo 245). 

The hearth grate consisted of 14 bars and 2 transverse supporting bars. The 
loading shaft of the gasifier had an oblique grate of bars at its end, suitable for 


6°7 Verband... 1928, p. 82; Eindscherungsofen System “Kori” im Krematorium der Stadt Hagen/Westf. 
(Document 269); Eindscherungsofen System “Kori” im Krematorium der Hauptstadt Schwerin 
(Document 270), company brochures from the 1930s, APMM, sygn. VI-9a, Vol. 1. 
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wood use (Photo 246). No service provisions were located in the rear wall of the 
furnace. 

The gas-discharge system consisted of an opening in the vault of the muffle, 
toward the front, and of a horizontal flue duct, which could be closed by a metal 
damper (Photo 238). 

The corpse-introduction device consisted of a stretcher, guide rollers and the 
necessary support and blocking frame. We shall come back to this point when 
we describe the cremation furnaces at the Dachau Camp. 

Similar furnaces were set up in the crematoria at KL Flossenbiirg (Photo 
335) and KL Ebensee (Photo 336). 


11.2.2. The “Reform-Eindscherungsofen” 


The next model of the Kori Furnaces was an improved version, as it is also ex- 
pressed in its designation (Reform-Eindscherungsofen). 

A Kori letter of 18 May 1943, addressed to Office CHI of the WVHA con- 
tains the following description as part of an offer for this type of furnace (Doc- 
ument 271):8 


“Re: Cremation furnaces 

In pursuance of the conversation we had with you concerning the supply of a 
cremation device of a simplified nature, we propose our coal-fired ‘Reform’ 
cremation furnaces, which so far have shown very good results in actual opera- 
tion. For the project in question, we propose two cremation furnaces, but we 
suggest ascertaining, in a further discussion, whether these two furnaces will be 
sufficient for the task. It is also necessary to clarify the positioning of these fur- 
naces, because the fabrication of the fittings and of the anchoring structure de- 
pends on this question.— If at all possible, these furnaces must be placed into a 
closed building and connected to a chimney which may exist at the site. If such a 
building has already been identified, we beg you to send us a drawing to allow 
us to propose to you a suitable positioning. From the enclosed drawing, you can 
gather the space needed for the furnaces with their control station and stoking 
station. Drawing J.Nr.8998 shows the placement of two furnaces, whereas four 
furnaces were built for the construction project Dachau shown in Drawing 
J.Nr.9112. Another drawing with J.Nr.9080 shows the Lublin device with five 
cremation furnaces and two built-in recuperators. 

Concerning the purchase prices for two crematoria [furnaces], we offer the fol- 
lowing: 

1) 2 ‘Reform’ cremation furnaces of latest design with vaulted coffin chamber 
and horizontal floor of the ash chamber, including all fittings, doors for intro- 
duction, operation and cleaning, air valves, accessories for the main hearth and 
the post-combustion grate, complete anchoring structure consisting of strong, 
angled and U-shaped iron bars connected to by anchoring rods, all building ma- 
terials a first-class standard and specially shaped refractory bricks, refractory 
mortar, bricks for the front and rear walls, mortar and cement for brickwork as 
well as complete installation by one of our technicians for combustion devices, 
while supplying all necessary helpers, each for 4,500 Reichsmarks. 


608 Letter from H. Kori dated 18 May 1943 to Engineer Waller, at Amt C III of SS-WVHA. KfSD, 660/41. 
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If the second furnace is installed together with the first, the price of the second 
furnace would be reduced to 4,050 Reichsmarks. 

This amount, however, does not include loading and shipment costs free on Site, 
nor the traveling cost and expenses for our technician and the daily allowance. 
We will invoice these expenses separately in a specific list. 

Our offer likewise excludes secondary construction work on site, such as earth- 
work, furnace foundation, construction of the furnaces room as well as the flue 
ducts to the chimney and the chimney itself. 

However, as soon as the arrangement question for the furnace system has been 
clarified, we will be happy to provide you with a specific offer for building the 
smoke ducts. 

For the introduction of the corpses into the combustion chamber we offer fur- 


thermore: 
1) 2 cremation carts, concave, with rollers and handles, each 
at RM 160.- RM 320.- 
2) stands with rollers for placement of the introduction cart, 
each at RM 75.- RM 150.- 


RM 470.- 

We guarantee the efficiency of the cremation furnaces supplied, as well as their 

durability and the supply of the best materials and first-rate labor. 

The shipment of the cast-iron fitting and anchoring parts, as well as the special- 

ly shaped refractory bricks, can take place at short notice, provided Wehrmacht 

freight papers are placed at our disposal. 

For the shipment of the metal parts of the furnaces we need 1,460 kg per fur- 

nace, i.e. 2,920 kg for two furnaces. We enclose the forms for the iron require- 

ments for these parts. 

Awaiting your further decisions we salute you 

Heil Hitler! 
H. Kori Ltd. 
Enclosures: 3 drawings — J.Nr.8998, J.Nr.9122, J.Nr.9080 — 
Forms for iron requirements.” 
The Reform-Eindscherungsofen was essentially characterized by a positioning 
of the gasifier on the side of the furnace, a secondary hearth next to it, and an 
upward flue-gas discharge through the muffle vault. Kori adapted this type to 
the requirements at the various crematoria, and supplied single furnaces or as- 
sembled two, four, or five furnaces in a single brick structure. 

The three drawings attached to the above letter are preserved in the Belgrade 
Archives of the State Commission for Crimes of the Occupiers and Their Col- 
laborators. Our request for the supply of photocopies received no reply. The 
drawings which we show here (Documents 272f. & 277) are photocopies sup- 
plied by the above commission to the Soviets for use at the Nuremberg Trial.°” 

Drawing J.Nr. 8988 (Document 272) is a layout for the crematorium of the 
New Construction Office at KL Neuengamme, with two furnaces connected to 
the chimney via a common flue. 


609 GARF, 7445-2-125, pp. 89-91. 
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Drawing J.Nr. 9122 is the design on the basis of which the furnaces in the 
new crematorium at Dachau were built (“Baracke X”’, Photo 248). These fur- 
naces were structurally the same as those in the Sachsenhausen Crematorium — 
of which there exist some post-war drawings prepared by the Soviets — but dif- 
fered from the latter in the design of the flue-gas discharge system. The Soviet 
drawings and a visit to the site allow us to describe with sufficient accuracy the 
structure and operation of the Reform-Eindscherungs6fen in the various crema- 
toria. The numbers given subsequently in parentheses preceded by the letters 
“No.” refer to the numbers contained in Documents 274-276. 


11.2.3. The Furnaces in the Crematorium at the Dachau Camp 


The four furnaces are arranged as shown on drawing J.Nr. 9122 (Document 273 
and Photo 249). The two central furnaces have a common wall, but their muf- 
fles are not directly interconnected. This pair of furnaces is almost identical to 
the one installed at the Stutthof Crematorium, from which it differs in secondary 
aspects which we will discuss later. In its front portion, the furnace is designed 
like the Mauthausen Furnace and similar to the one installed at the Sachsen- 
hausen Camp. 

It presents the typical double-leaf introduction door (Einfiihrungstiir) with 
the characteristic round openings for viewing and combustion-air feed (65 mm 
in diameter; Photos 250f.; see No. J in the drawing of the Sachsenhausen Fur- 
nace. Documents 274f.; all subsequent numbers refer to these documents). Be- 
low it is the ash-chamber door (Ascheentnahmetiir; No. 4) with the rosette- 
shaped combustion-air inlets (Luftrosetten; No. 5; Photo 251). These rosettes 
close the two combustion-air channels (Luftkandle; No. 6) set into both side 
walls of the muffle, leading to the three rectangular apertures in the muffle walls 
(Photos 253f.; No. 7). 

The muffle itself (Eindscherungskammer, No. 8) is 2.20 m long, 0.65 m high 
and 0.80 m wide. The muffle grate (Schamotterost; Photo 268; No. 9) consists 
of 24 transverse refractory T-bars which are flat at the top but arched on the un- 
derside, thus forming a flat grate on top and the vault of the ash chamber below, 
as we can see in Photos 313f. 

The gasifier (Generator; No. 11) is located in the rear portion of the furnace. 
The gasifier loading door with its two leaves (Generatorfiillschachtverschluss; 
Photo 261; No. 13) and the ash-chamber door below (Feuertiir; No. 14; Photo 
262) with its air-inlet rosette are positioned on one side wall of the furnace 
(Photo 257). This rosette (Luftrosette; No. 15) closes the combustion-air-feed 
channel (Luftkanal; No. 16) which enters into the hearth above the hearth grate 
(Luftoffnung; No. 17). 

The grate of the main hearth (Hauptfeuerung) consists of eleven double bars 
(Photos 263f.) and measures some 80 by 40 cm (Planrost, No. 12). The grate 
throughput rate is around 38 kg of coke per hour. 

Next to the gasifier is an auxiliary hearth equipped with the ash-chamber 
door with an air-inlet rosette at the bottom and a single-leaf loading door on top 
(Photo 260; Nos. 1&f.) connected to the post-combustion chamber (ash chamber) 
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via a suitable opening (No. 20). We will discuss the connection system of the 
gasifier and auxiliary hearth to the muffle and post-combustion chamber in the 
section devoted to the furnaces at Stutthof. 

The gases coming from the gasifier enter the muffle and the ash chamber 
from the rear portion of the furnace (Photo 268), strike the corpse from above 
and below, and enter the vertical smoke duct, which is located above the for- 
ward portion of the muffle (Rauchkanal; No. 21). The gas-discharge system is 
shown very clearly in the vertical section of the furnace in Drawing J.Nr. 9122 
(Document 273, “Schnitt c-d”, upper right): the muffle vault, in its front part, 
has an opening for the gas discharge leading into a smoke duct, which runs 
above the muffle within the brickwork of that part of the furnace (Photo 257) 
and then drops down, first vertically then at an angle, past the gasifier within the 
rear brickwork of the furnace. It finally runs below the floor of the furnace hall 
and continues horizontally toward the chimney. At the rear of the furnace is a 
door for cleaning the smoke conduit (Photo 259). Beneath this door, in the floor, 
is the flue-gas damper (Rauchkanalschieber) which moves vertically by means 
of a metal cable (Drahtseil) and rollers (Rollen) mounted on the upper portion 
of the brickwork (Photo 259). The flue-gas channels (Rauchkanal) set below the 
floors of Furnaces 1-2 and 3-4 converge as two conduits which lead, respective- 
ly, to the right and left chimney channels, each one of the latter having an inter- 
nal cross-section of 0.60 m x 0.60 m. 

The corpse-introduction system consists of introduction stretchers (Tragbah- 
ren; Photos 249 & 253f.; No. 28) like those used for the Topf and Kori furnaces 
at Mauthausen, which moves on two rollers (Rollen; Photos 252 & 267; No. 30) 
set on a metal stand (Rollenbock, No. 31) whose horizontal elements are welded 
to the frame of the muffle door (Photo 250) with the vertical ones set into the 
floor (Photo 251). The corpse was placed on the stretcher, the side bars of which 
moved on the rollers, thus allowing it to be easily introduced into the muffle. 

The distinguishing feature of the Kori System was an ingenious system for 
blocking the corpse in the muffle. This device consisted of a refractory blocking 
plate (Schamotteabsperrplatte) running vertically, like a guillotine, along two 
guide rails set into the furnace brickwork behind the muffle door (No. 3). In the 
lower part, this plate had a metal frame in the shape which matched the vertical 
section of the stretcher with its convex upper edge (Photo 266). The plate nor- 
mally sat in a wrought-iron housing located above the front part of the muffle; it 
was moved by a metal cable and two pulleys with counterweights 
(Gegengewicht; Photos 255f.). The metal cable ended in a crank. When the 
plate was not utilized, the crank was held back by means of a hook set into the 
wall near the muffle door (Photo 265); when it was to be used, after the corpse 
had been introduced into the muffle, the cable was unhooked, and the plate (in 
the upper position in Photos 253 and 267) was lowered down to the muffle floor 
(Photos 265f.). The function of this plate was to retain the corpse in the muffle 
when the stretcher was withdrawn. 
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11.2.4. The Furnaces at the Stutthof Crematorium 


The Stutthof Crematorium was destroyed, probably by the SS prior to the arri- 
val of the Soviets. The chimney collapsed completely, but the cremation furnac- 
es remained almost unscathed. Photo 270 shows the two coke-fired furnaces as 
found by the Soviets on their occupation of the camp. At present, the furnaces 
are located in a building set up after the war (Photo 271). The furnaces are 
structurally identical to the middle pair of furnaces at the Dachau Crematorium, 
differing from the latter merely by the absence of blocking plates for retaining 
the corpse and by a different arrangement of the two rosette valves of the air in- 
let (next to the muffle doors, instead of being located next to the ash-chamber 
doors). The refractory brickwork of the muffle shows serious signs of wear 
(Photos 272 and 274). 

For these furnaces we were able to take photos of the way the two hearths 
are connected to the muffles and ash chambers. Photo 276 shows the two 
hearths of the right-hand furnace, with the main hearth to the right with the sin- 
gle-leaf door of the ash chamber below, and the double-leaf gasifier loading 
door above. The secondary hearth is on the left, with its ash-chamber door be- 
low and the hearth door above. Photo 277 shows the remains of the hearth grate. 

Photo 278 shows the upper portion of the gasifier chamber, which is con- 
nected to the ash chamber (lower chamber) and to the muffle (upper chamber). 
The two chambers are set apart from the refractory grate of the muffle, which 
appears near the center of the photo, to the left. The upper part of the gasifier 
chamber ends at the level of the refractory grate of the muffle. Photo 279 shows 
the muffle as seen from the gasifier outlet. In the upper background, in front of 
the introduction door, one can see the opening of the vertical conduit for the 
discharge gases. On the wall to the right, two of the rectangular inlets of the 
combustion-air feed are visible. 

The two auxiliary hearths, one for each furnace, are connected to the respec- 
tive ash chambers. Photo 280 shows the hearth of the furnace on the left; the 
upper door is missing. On the inside one can see a broken grate bar, held by a 
supporting bar. In Photo 281, showing the end of the grate bar in the fore- 
ground, one can see the opposite wall of the post-combustion chamber (ash 
chamber), where we can just perceive, in the lower portion on the right, a part of 
the ash-chamber floor. Photo 282 shows the post-combustion chamber seen 
from inside the left-hand auxiliary hearth. The white section appearing in the 
left-hand corner of the photo is the dislodged end of the grate bar. 

The grate of the auxiliary hearth is positioned at the floor level of the post- 
combustion chamber. It supplied extra heat to the muffle from below through 
the refractory bars of the muffle grate and also served as a post-combustion 
grate for those parts of the corpse which had dropped down from the muffle 
through the bars mentioned. Photo 283 shows the inside of the (destroyed) aux- 
iliary hearth of the furnace on the right. In the background, one can see the op- 
posite wall of the post-combustion chamber with a section of the vault formed 
by the refractory grate bars. The post-combustion chamber stretches to the right 
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and left of the auxiliary hearth. Its right-hand portion, seen in Photo 284, is the 
final portion and is connected to the gasifier chamber. 

The outlet of the auxiliary hearth appears on the lower left in Photo 273, 
which shows the ash/post-combustion chamber of the left-hand furnace. The 
opening is located at the far end of the floor of the chamber, with the end of the 
hearth grate bar sticking out at an angle (Photos 280-282). On the left, in the 
background, one notices the gasifier chamber with the vault formed above by 
the refractory-grate bars of the muffle grate. Photo 275 shows the ash/post-com- 
bustion chamber of the right-hand furnace. 


11.2.5. The Furnaces of the Crematorium at Sachsenhausen 


The four furnaces of the Sachsenhausen Crematorium (Document 274) were 
built along the same lines as the Dachau Furnaces, but — as we have mentioned 
earlier — were equipped with a different layout for the discharge gas. They were 
grouped together as a single unit 12.46 m long and 2.66 m high (Document 274, 
A & B). Document 275 shows the horizontal and vertical sections of Furnaces | 
to 3. The gas-discharge system, schematically illustrated in Document 275 (top) 
and 275a, consisted of a vertical flue channel (No. 2/) with a right-angle bend 
above the muffle (No. 22) which connected it to another horizontal channel per- 
pendicular to it (No. 24) and running within the brickwork above the unit (No. 
25). 

Furnaces 1 through 3 were equipped with a refractory damper set just ahead 
of the outlet of this channel (Document 274, Nos. 20a, b, c); the damper of Fur- 
nace 4 was instead placed in the transverse channel, ahead of Furnace 3 (No. 
20d). This channel was split in two by a central wall (Nos. 24a & b): the conduit 
on the left discharged the fumes coming from Furnaces | and 2, the conduit on 
the right, those of Furnaces 3 and 4. Both channels, via a right-angle bend, fed 
into two ducts (Nos. 26a & b), which each ended up in one of the two ducts 
(Nos. 28a & b) of the chimney (No. 29). Only the foundations of these furnaces 
are left (Photo 337). 


11.2.6. The Furnaces of the New Crematorium at Lublin-Majdanek 
The crematorium at KL Lublin-Majdanek were set on fire by the SS before they 
left the camp, but the furnaces and the chimney remained intact. The present 
crematorium building (Photo 285) is a post-war refabrication.®!° Photo 286 
shows the furnaces, open to the sky, as they stood at the time of the camp’s oc- 
cupation by the Red Army. 

The five furnaces of the Lublin-Majdanek Crematorium (Photo 287) were 
assembled into a single brick structure, in conformity with the original Drawing 
J.Nr. 9080 (Document 277), so as to constitute a single cremation plant with 
five furnaces. A Kori letter of 23 October 1941, addressed to SS Sturmbannfiih- 
rer Lenzer, describes the unit as follows:°!! 


610 On the crematoria at KL Lublin-Majdanek cf.: Graf/Mattogno 2012, pp. 95-116. 
®"! Letter from Kori Co. to SS-Sturmbannfiihrer Lenzer dated 23 October 1941. APMM, sygn. VI-9a, 
Vol. 1. 
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“Our drawing, Sheet 2 (J.Nr. 9079), shows the solution of the space issue for a 
total of 5 cremation furnaces, with Furnace Number 5, in the center, having 
been conceived as a reserve furnace. Thus, for normal operation, only Furnaces 
1-4 have been conceived, and these [furnaces] have a common recuperator 
placed between the two furnaces for utilizing the combustion gases. Each group, 
constituted by two furnaces with a recuperator, therefore occupies a floor space 
of 4.80 by 3.00 meters. The introduction doors are in the front portion and be- 
low [them] there is the access door for the removal of the ashes. At the other 
side, i.e. in the rear portion of the furnace, we have the hearths, operation of 
which is effected together from the service or stoking post. 

At this point, the floor is 0.40 m lower than the floor of the hall, with stone steps 
placed on the right and left sides of the furnaces. These steps at once also com- 
pensate for the difference in height. Above the furnaces is the common flue duct, 
provided with a by-pass for each one of the 2 [lateral] cremation furnaces, al- 
lowing the feeding of the gases either directly into the chimney or through the 
recuperator in order to make use of the [heat in the] discharge gases. The chim- 
ney for one group of furnaces will be built with an open passage 60 by 60 cm 
and a height of 8-10 meters. 

In order to be independent of atmospheric conditions which affect the draft of 
the chimney, a forced-draft device in suction will be installed ahead of the chim- 
ney. It will likewise have a by-pass for the off-gas to enable an operation with 
natural draft as well, if conditions are normal. The flue-gas duct itself which 
connects the furnaces to the chimney is located below the floor of the hall, as 
shown by the dotted lines, and can be controlled by means of a flue-gas damp- 


2” 


er. 


The structure of the plant is illustrated by several technical drawings prepared in 
August of 1944 by the Polish-Soviet expert commission which investigated it 
after the occupation of the camp (Documents 278-283, individual portions being 
indicated, as before, by ”no...”). 

The five-muffle cremation plant of KL Lublin-Majdanek consisted of two 
pairs of muffles, one pair on each side, (Document 279, B, Ofen 1-2 and 3-4) 
plus one central furnace (Ofen 5). Between the two pairs of the lateral furnaces 
were two recuperators (Heizkammer). Photos 288-294 show, successively, the 
front of the furnaces and the recuperators, starting from the left-most furnace 
(No. 1). 

The design of the individual furnaces shows some modifications with re- 
spect to those at Dachau and Sachsenhausen. In the front part, we have the typi- 
cal double-leaf introduction door (Einfiihrungstiir), 0.55 m x 0.65 m in size, 
with the usual round openings for inspection and air feed (Photo 290; No. /). 
This muffle door leads into a cremation chamber 0.77 m wide and 0.67 m high 
(Photos 295-301; No. 2), whose floor is made up by a refractory grate (Scha- 
motterost) consisting of nine pairs of standard transverse bars (Photo 296; No. 
3). The effective volume of the muffle is 2.17 cubic meters. The ash chamber 
(Aschenraum) is located below the refractory grate (Photos 313f.; No. 4) with a 
post-combustion grate (Ausgliihrost) in its front part (photos 303f.; No. 5). At 
the front, the ash chamber is closed by two doors (Photo 288): the upper 
(Ascheentnahmetiir 1), located immediately below the muffle door (Photo 303; 
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No. 6), permitted raking, by means of a special tool, the corpse residues which 
had fallen through the interstices of the refractory grate onto the post-combus- 
tion grate, where they would burn out completely; the lower one (Ascheent- 
nahmetiir 2), located below the former (Photo 304; No. 7), was used to remove 
the ashes of the corpse itself. This door had a rosette vane for feeding air to the 
post-combustion grate. On the sides of the upper door were two rosette vanes 
(Luftrosetten; Photo 294; No. 8) which closed off the two channels feeding 
combustion air to the muffle (Lufteintritt; No. 9). These channels (Luftkandile) 
ran horizontally through the furnace brickwork, then turned upward at a right 
angle (No. 10), bending once again into the horizontal at the level of the muffle, 
and now ran parallel to it (No. 11), feeding air to the muffle through four open- 
ings, 8 cm x 8 cm, two on each side (Photos 297-301; No. 12). 

The gasifier (Generator, No. 13) was located in the rear portion of the fur- 
nace; the hearth (Feuerung) consisted of a flat grate (Planrost; No. 14) 0.68 m x 
0.63 m or 0.43 m?. The coke throughput rate under natural draft was around 50 
kg/hr of coke. The double-leaf loading door of the gasifier (Generatorfiill- 
schachtverschluss; Photo 305; No. 15) was located in the rear part of the fur- 
nace, as was the single-leaf door of the hearth (Feuertiir; Photo 305; No. 16). 
The gasifier-loading door closed a vaulted opening located in the rear part of the 
furnace ahead of the refractory grate, as can be seen from Photos 313f. The 
vaulted top of this opening is also visible from the side of the muffle door (Pho- 
tos 295 and 301). 

The loading shaft of the gasifier had a fire bridge at its upper end, located 
just below the start of the refractory grate (clearly visible on Photo 313). Be- 
yond the fire bridge the shaft opened up to the vaulted plane of the gasifier neck 
linking the gasifier to the muffle in such a way that the combustion products 
leaving the neck struck the refractory grate — and the corpse resting upon it — 
both from above and below. 

The refractory lining of the furnace had a thickness of 12 cm (Schamotte- 
mauerwerk; No. 17). The gas-discharge system was similar to that of the fur- 
naces at KL Sachsenhausen except that the muffle, via a vertical conduit (Photo 
302; No. 18), was linked directly to the horizontal flue duct (Rauchkanal; No. 
79) in the brickwork of the unit (No. 20). The latter duct had two cleaning doors 
at either end (Reinigungstiiren; Photos 309f.; No. 2/). This duct contained six 
refractory dampers (Rauchkanalschieber; Nos. 22a-f), 0.60 mx 0.45 m in size. 

Dampers a and b controlled the flue-gas flow from Furnaces 1 and 2, respec- 
tively. Dampers c and d belonged to Furnace 5, the center furnace, and allowed 
the discharge of the flue gas to the right or to the left of both sections. Dampers 
e and f controlled the flow from Furnaces 3 and 4. The dampers were balanced 
by counterweights and moved by metal cables via pulleys suspended from the 
ceiling beams. The counterweights ran inside two metal rings mounted on the 
furnace’s brickwork next to the rosette vanes for the air, as shown in Photo 289. 

Between Furnaces 1-2 and 3-4 two recuperators were located (Heizkammer; 
No. 23) consisting of two chambers. Each of the chambers contained a heating 
coil for the production of hot water (Heizschlange; No. 24). The coils had an 
outside area of 15 m? and were linked to two horizontal tubes installed outside 
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of the chambers, in the rear part of the furnace, through eight vertical tubes of a 
smaller diameter (Photos 305-308; No. 25). Below the second tube was an in- 
spection door (No. 26). The two tubes were connected to two boilers located 
above the recuperator chambers in the manner shown in Drawing J.Nr. 9080 
(Schnitt c-f, upper right). Such a heat-recovery system for producing hot water 
had been used by Kori for several decades.°'” 

Document 284 shows the design of such a unit for a single recuperator 
chamber. When all four furnaces were in operation, they could make use of a 
heating surface of 30 m?, with an hourly capacity of 300,000 kilocalories. This 
was sufficient for 50 shower heads and could accommodate, over an operating 
period of 20 hours per day, some 5,000 to 6,000 persons in six shifts per hour 
for an effective showering time of five minutes each.°!! 

The discharge gases from Furnaces 1 & 2 (or 5) and 3 & 4 (or 5) passed 
through the recuperator downward (Document 284, 284a), heating the coil and 
thus heating water, and then flowed into two underground flue ducts (Rauch- 
kandle; No. 27) with a cross-section of 0.70 m x 0.75 m, which led to two draft 
enhancers in suction (Saugzuganlagen; No. 28). These devices consisted of a 
vertical branch (No. 29) and an angled branch (No. 29a) with a horizontal 
damper permitting the shutting off of the device; they had a blower (Geblése; 
No. 30) with its electric motor (No. 3/1). The two blowers were each linked to 
one of the two chimney ducts (Ziige; No. 32) into which the chimney was split 
(Schornstein; No. 33). Document 283 shows the flue-gas course for the gases 
from Furnaces 3 & 4. 

The corpse-introduction system consisted of the introduction stretcher with 
rollers and their stand (Photo 288), but had no corpse blocking plate. 

An explanatory sign in five languages, now shown in the reconstructed fur- 
nace hall of the crematorium (Photo 317), states: 

“The crematorium was built in the autumn of 1943. It was heated by coke. The 

bodies were cremated at a temperature of 700°C. The daily yield was about 

1000 bodies.” 

This alleged capacity exceeds the actual capacity by a factor of seven. 

Contrary to what was asserted by the experts of the Soviet investigative 
commission, the brickwork of the muffles shows only minor traces of melting 
of the refractory parts (Photos 297-301); they appear, moreover, only in the 
vault of the gasifiers. The negligible character of these traces becomes obvious 
when compared with the obvious appearance of fusion in the gasifier walls of 
the double-muffle furnace at Gusen (cf. Photo 5), which had been exposed to 
temperatures of 1,200 to 1,300°C. 

Another two Reform-Eindscherungs6fen were set up in the crematorium of 
KL Ravensbriick (Photo 338). 


6 Cf. Document 266, illustration at the bottom left, which is a “Verbrennungsanlage mit anges- 
chlossener Warmwasserbereitung” — incineration device with connected warm-water generation. Cf. 
also Kori Drawing J.Nr. 7181 “Warmwasserbereitung zum Verbrennungs-Ofen fiir die Charité Ber- 
lin” of April 1932. APMM, sygn. VI-9a, vol. 1. 
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11.3. The Oil-Fired Kori Cremation Furnaces for the 
Concentration Camps 


The structure and the operation of the mobile oil-fired Kori cremation furnaces 
are well described in a drawing by the Krakow “Technical Institute for Heat and 
Fuel” of the Krakow Mining Academy concerning the furnace at Trzebinia®™ 
(Photos 330f.), an Auschwitz subcamp. In all probability, the original Kori doc- 
uments (Document 285)°'* were used for this purpose. 

Furnaces of this type were set up at Stutthof (Photos 328f.), Lublin-Majda- 
nek (Photos 318-327), Gross-Rosen (Photos 332-334), Blechhammer (another 
Auschwitz subcamp; Photo 331a), Bergen-Belsen (Photo 339), Dora-Mittelbau 
(Photo 340), Natzweiler-Struthof (Photo 341), Neuengamme (two furnaces; 
Photo 342), Sachsenhausen (two furnaces; Photo 343) and at Vught in Holland 
(Photo 344). 

The subsequently given numbers in parentheses preceded by “No.” refer to 
Document 285a. 

The furnace was shaped like a muffle, and on its sides, lined with sheet met- 
al (Photo 318; No. /0). At the front, we have the typical double-leaf door (No. 
5) with the ash-chamber door below (No. 6) and the two rosette-type air vanes 
(No. 7) next to it for the air feed to the muffle as in the coke-fired models (Photo 
319). The two air channels set inside in the side walls of the muffle were con- 
nected to the muffle by three square openings (Photo 320; No. 2°'>). The muffle 
(Photo 320; No. 1) was 1.95 m long, 0.60 m high, and 0.70 m wide. 

In the rear portion of the muffle was the jet of the main burner (Photo 320; 
No. 21). The muffle grate consisted of twenty refractory bars arranged in two 
rows and connected in the center (Photo 322; No. 3). Below the grate was the 
post-combustion chamber (ash chamber; No. 4) which had the jet of the second- 
ary burner at its far end (Photo 323; No. 22). Above the furnace, on the left side, 
we have the blower (No. 14; only the support rack left in Photos 325, 327) with 
its electric motor (No. 15), which fed combustion air to the two burners located 
at the far end of the furnace (Photo 327; No. 19: main burner; No. 20: secondary 
burner) via a system of pipes (No. 17). 

On the right side of the furnace was the oil tank (No. /6), clearly visible on 
the Stutthof Furnace (Photo 329), from which the fuel was fed to the burners 
through smaller pipes (No. 18). On the lower right-hand side of the furnace was 
an inspection port for the secondary burner (n. 8) and above it, a rosette vane for 
combustion-air feed to the post-combustion chamber (Photo 326; No. 7). The 
off-gases left the muffle through an opening located in its vault (No. //), in the 
forward portion of the furnace (Photo 321), and through a short flue duct of 
wrought iron which rose above the furnace as a small square wrought-iron 
chimney duct (Photos 324-326) which in turn had a conical wrought-iron 
shroud bolted onto it (Photos 330f.; No. 12; no longer present on the other fur- 


keg “Aussenlager Trzebinia” was located near the Trzebionka Hamlet, and therefore it is at times referred 
to by that name. 

°'4 Obozowe krematorium w Trzebionce (crematorium of the Trzebionka Camp). APMO, no. Neg. 6671. 

615 Only two openings are shown in the Polish drawing. 
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naces). The shroud was surmounted by the chimney proper, a wrought-iron tube 
(No. 13) as on the Gross-Rosen Furnace (Photo 332). The introduction system 
consisted of a stand (No. 24) with rollers (No. 25), as for the coke-fired furnac- 
es. 

The cremation furnace installed at KL Gross-Rosen (Photo 332), which 
started operating as early as June of 1941,°!° differed from the other types by 
the absence of a refractory grate of the muffle, instead of which it had a stretch- 
er in the form of a concave iron grate. The stretcher moved along an iron guide 
on either side by means of four rollers, likewise made of iron (Photos 333f.), in 
such a way as to be able to move up to the door of the muffle where the corpse 
would be introduced. 

During the cremation process, the stretcher remained inside the muffle. At 
present, the furnace is shown without its refractory lining, which was removed 
at an unknown time (Photo 334). 

Document 285 (numbered by me in Document 285a) also shows a schematic 
drawing of a burner (No. 25), manufactured by the Kubitz Co. in Berlin. It con- 
sisted of: a jet injecting the combustible mixture (oil sprayed by compressed air; 
No. 26), the combustion-air ducting with its damper (Luftklappe; No. 27), a con- 
trol lever (Regulierhebel;, No. 28), the oil-feed tubing (Vo. 29) and its control 
valve (Regulierventil; No. 30). 

According to professor Dawidowski, the main burner had a feed rate — de- 
pending on the control setting — of 4, 6, 9.5, and 13 kg of oil per hour. The sec- 
ondary burner operated at 1.5, 2.5, and 3.8 kg/hr of oil. Dawidowski’s state- 
ment, however, that the furnace operated at a temperature of 1,500 to 1,800°C is 
absolutely unfounded.°'” 


Document 286 contains the operating instructions for this type of furnace:°!® 


“Operating instructions for the incineration. 

Lighting the burners: 

A. If the furnace is still warm and the control setting of the burners has not been 
changed from the previous utilization, no change is necessary, if the fuel is simi- 
lar. 

Lighting is carried out in the following order: 

1.) Turn on ventilator 

2.) Close damper for burner air 

3.) Open on-off valve for oil 

4.) Introduce burning wick 

5.) Open air damper 

As soon as lighting has taken place, close air damper slowly until flame no 
longer spurts but burns in a stable manner without generation of smoke. If light- 
ing does not take place right away, turn control valve to the left about one quar- 


°'6 Letter from the head of administration of the Gross-Rosen Camp to Reichsfiihrer-SS — Inspekteur der 


Konz.-Lager-Verwaltung-Oranienburg, dated 24 June 1941 on: “ash urns.” APMGS, sygn. 2593/DP. 
Cf. Chapter 12. 

617 AGK, NTN, 145, p. 8, report by Jan Sehn about the Trzebionka camp dated 8 August 1945. This re- 
port contains the drawing Obozowe krematorium w Trzebionce and various photographs of the ruins 
of the cremation furnace. 

618 “Betriebsvorschrift fiir die Einascherung.” ROD, C[64]392. 
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ter turn with the vertical control lever, then, when burner lights up, turn it slow- 
ly to the right again. When the furnace has warmed, try feeding more air by 
opening the air damper. After 5 minutes, open the air rosette on the furnace by 
about 3 centimeters. 

B. If the furnace is cold, or if the control setting of the burners has been 
changed, control of the burners must be done as follows: 

1.) Raise cross stroke by about one half 

2.) Turn on blower 

3.) Close air feed to burner 

4.) Set control lever to an upright position 

5.) Open upper control valve by about 2 turns, lower control valve by about one 
and one-half turns 

6.) Introduce burning wick 

7.) Open oil on-off valve 

&.) Close air damper completely. 

If lighting does not take place immediately, open control valve a little more. A 
few minutes after lighting, close it until flame burns well. If flame smokes, raise 
cross stroke a little toward ‘closed’ position. Once the burner has been in op- 
eration for a few minutes, the control lever must be turned all the way to the 
right. If the flame burns well, link control lever to control valve. 

If needed, control once more by raising if smoke forms in case of large-scale 
production [cremation]. [f flame goes off and on again intermittently (sputter- 
ing), there is too much air. In that case, close air damper until flame burns 
steadily. When the furnace has warmed up, the air vane may be opened. After 5 
minutes, open air rosette vane of furnace air by about 3 centimeters.” 


11.4. The Oil-Fired Cremation Furnaces Built by Ignis- 
Hiittenbau A.G. at the Terezin Crematorium 


In the course of 1942, at Terezin, then called Theresienstadt, a crematorium was 
built for the ghetto’s populace. On 10 October 1941, during a meeting on the 
subject of establishing the ghetto, the governing proposal had already been de- 


fined in the following terms:°!” 


“The Jews must not, in any case, be buried, but it is instead necessary to carry 
out a local cremation within the ghetto on the smallest scale possible, not acces- 
sible to the public.” 
On the construction of the crematorium, a detailed cost estimate exists which 
was made on 2 April 1942 by the firm Ignis-Hiittenbau A.G. of Teplitz-Schén- 
au, now Teplice in the Czech Republic, most parts of which at the time be- 
longed to the German Protectorate of Bohemia and Moravia. 


I will translate here merely the part which concerns the cremation devices:°”° 


619 “Notizen aus der Besprechung am 10.10.41 iiber die Lésung der Judenfrage,” German text in Kryl 
1983, p. 41. 

60 Letter and cost estimate from Ignis-Hiittenbau A.G. of Teplitz-Schénau dated 2 April 1942 “An die 
Zentralstelle fiir jiidische Auswanderer, z.Hd. des Kommandos der Waffen-SS in Theresienstadt” con- 
cerning “Errichtung eines Krematoriums in Theresienstadt.” PT, A 7-856. 
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“Based on the delivery conditions as set out below, as well as on Drawing No. 
10986, we offer you a gas- or oil-fired cremation furnace as follows: 

Our supply includes: 

a) the supply of all refractory bricks and insulating materials for a weight of 
18,000 kilograms; 

b) the supply of the complete anchoring system of the furnace made of steel, as 
well as the cast-iron doors, the door panels" and various parts of the furnace, 
with the iron damper and its handling device, as well as the supply of an intro- 
duction cart, with its rail, a hand-winch including the cable for the handling of 
the furnace door, for a weight of about 3,000 kilograms; 

c) the supply of a blower for the combustion air with an output of about 8 m? per 
minute, 400 mm water column, including a motor of about 2 hp, as well as the 
supply of an exhaust device for removing the flue gases with an output of 60 m? 
per minute and a motor 3 hp, including the supply of the ducting and smaller 
tubing'®?! for the furnace, as well as the fittings for the air-control valves for a 
weight of about 950 kilograms: 

d) the oil or gas burners with their controls, for a weight of about 50 kilograms; 
e) the instrument panel about 800 by 800 mm in size, including temperature in- 
dicator, switch, and two thermocouples, as well as dynamometer, for a weight of 
about 60 kilograms; 

J) the complete construction of the furnace as well as the mounting of the metal 
parts by our technicians. 

On the basis of the above conditions, the price of a complete oil-fired furnace, 
complete with oil tank 600 mm in diameter and 900 mm high and its preheater, 
electrical heating cartridge and fittings, excluding shipment, excluding loading, 
with assistants supplied, without wood supply for drying in the furnace, with 
start-up and training of operators, amounts to 15,200 Reichsmarks. 

The price of the furnace does not include the flue-gas conduit up to the chimney, 
nor lighting and water for the construction, but includes the supply of all scaf- 
folding. 

The weight needed for the supply [of metal] for the gas-fired furnace is 4,600 kg 
of iron materials. 

For the consumption of gas, we attach Sheet 1741. 

The consumption of gas thus depends essentially on the number of cremations. 


Delivery time. 
Delivery time for the oil-fired furnace is presently — for a case of maximum ur- 


gency — about 8-10 weeks after receipt of the iron. 


Warranty. 
As shown on Sheet 1741, consumption of oil or gas depends on the number of 


cremations. In the case of continuous operation, day and night, the furnace can 
carry out 15-20 cremations in 24 hours, and for the number of cremations men- 
tioned, oil or gas consumption is minimal and thus insignificant. 

In the case of an uninterrupted operation and with 250 cremations per year, oil 
consumption is about 5 kg per cremation, if cremations are carried out every 10 
days. 


©! Te, the doors of the muffle itself. 
2 Read “Leitungen’” instead of a meaningless “Leistungen” in the German original. 
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Normal duration of a cremation is 1-1.5 hours, preheating time of the furnace 

from a cold state is around 3 hours, from a warm state around I hour. 

The furnace in this specific case has been chosen to have the simplest possible 

structure, and no effort has been made to present a particularly attractive con- 

struction or cladding. It does, however, fulfill completely all conditions regard- 
ing its construction or its appearance.” 
On account of a rapid increase in mortality registered at the Theresienstadt 
Ghetto — from 256 deaths in April of 1942 to 2,327 in May and 3,941 in June 
(Terezinska Iniziativa 1995, vol. I, p. 33) — the crematorium was eventually 
equipped with four furnaces of the type described in the cost estimate. 

The furnaces, each one 1.60 m high (front), 1.90 m wide and 3.40 m long, 
were set up in the four corners of the furnace hall and formed two pairs of mir- 
ror images as shown in Photos 345, 345a. 

In the front portion of the furnaces was the muffle door with its two leaves 
(100 cm x 90 cm) which was at the level of the pavement to allow manipulation 
of the low cart for the introduction of the coffin (Photo 346). Behind this door 
was a refractory closure (Tiirplatte) which ran vertically along two guide bars 
set into the furnace brickwork and which allowed closing the mouth of the muf- 
fle completely (Photos 346 and 359). The muffle was 100 cm high, 90 cm wide 
and 2.60 m long. 

At the rear portion of the furnaces (Photo 348) was the service area on a 
lower level that could be accessed via five steps. At that part of the furnace were 
installed, from top to bottom, the oil burner, the inlet for the removal of the 
cremation residues, the door of the post-combustion chamber, and the door of 
the ash compartment. 

Two metal tubes fed into the burner, one for the fuel (smaller section), and 
the other for the combustion air (larger section). Each pair of furnaces had an oil 
tank set on a metal stand attached to the upper portion of the right-hand wall of 
the cremation hall, as shown in Photo 345. From each tank, a tube went down 
along the wall and then branched out into two tubes: one continued along the 
wall and went to the furnace nearest the wall, the other ran horizontally through 
the furnace hall up to the opposite wall and fed the furnace located there. Both 
tubes, before reaching their respective burner, passed through an oil preheater 
located on a stand between the furnace and the wall (Photo 349). 

The combustion-air tube passed beneath the floor and went to a blower set 
into the service pit along the wall flanking the furnace (cf. Photos 356 and 358). 
Re-emerging from the floor near the furnace, this tube ran vertically along the 
rear wall of the furnace, then turned at a right angle and ran horizontally along 
the upper part of the furnace, made another right-angle turn and ran down verti- 
cally. From both vertical portions which ran along the two edges of the furnace, 
eight parallel pipes of smaller diameter left towards the outside and one towards 
the inside (cf. Photo 348). 

The sixteen outer tubes, each with a valve for control of the air flow, bent at 
a right angle and ran along the sidewall of the furnace (Photo 347). Each tube 
went through the brickwork of the furnace at a certain interval from the others, 
and was connected to a jet inside the muffle. The two inner tubes went through 
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the brickwork at the rear of the furnace and emerged from the rear wall of the 
furnace as two lateral jets located between the burner and the door for the re- 
moval of the cremation residues. This air-feed system was copied from the 
Volckmann-Ludwig Furnace, as was the elliptical vault of the muffle (cf. Photo 
352) and the muffle floor, which was not a grate but a solid refractory plate 
(Photo 353). 

In the front part of the furnace, the floor was level with the introduction 
door; at the rear, on the other hand, it ended in front of the door for the removal 
of the combustion ash in a kind of deep step, and the resulting space constituted 
the post-combustion chamber. The floor of this chamber, in turn, ended in 
something like a step, ahead of the rear wall of the furnace, thus creating the 
space of the ash chamber itself. The ash chamber held a movable sheet-metal 
box (Photos 351 and 355). 

The corpse-introduction device consisted of a metal cart running on rails 
(Photo 361). The muffle door was moved by a hand winch with metal cable, 
counterweight and pulley (Photo 360). The corpses were burned in lightweight 
coffins of rough wooden boards (Photos 361a, 362). 

The crematorium had two chimneys running along the side walls of the fur- 
nace hall as shown in Photo 345a. Each chimney had its forced-draft device 
with a blower with an output of 60 m? of smoke per minute set up at its base. 
The device positioned at the base of the chimney on the left (adjacent to the 
main door of the crematorium) served the first pair of furnaces (the pair situated 
near the main entrance), while the device at the base of the chimney on the right 
was connected to the second pair (the one near the rear door of the crematori- 
um). 

According to the supplier, if the furnace was operated properly, each furnace 
would have permitted 15 to 20 cremations in 24 hours. However, the crematori- 
um personnel had devised an operating procedure which, while being illegal, al- 
lowed reaching a maximum capacity with a minimum of fuel consumption. This 
practice was made possible by the unusual length of the muffle and ran as fol- 
lows: 

After preheating, the first corpse was introduced into the furnace. The coffin 
was placed in the front part of the muffle, where it was struck by the combus- 
tion air coming from the eight air jets located there, and it burned rapidly. At 
that time, drying of the corpse began. When, after something like 30 to 35 
minutes, the desiccation process had reached an advanced stage or had come to 
an end, the desiccated and dismembered corpse would be pulled into the rear 
portion of the furnace close to the burner by means of a 4-m-long rake (clearly 
showing in Photo 349) introduced from the opening at the far end of the fur- 
nace, and the main combustion phase took place in that area of the furnace. 
Here, the corpse was directly exposed to the adjustable flame of the burner and 
to the combustion air coming from the ten air jets located there. When the main 
combustion was complete, the corpse residues were raked down into the post- 
combustion chamber, where they burned out, and then, reaching through the 
door of the post-combustion chamber, the operator raked the ashes into the ash 
chamber, where they cooled down. 
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Operating in this manner continuously, there were two corpses in the furnace 
at any given time, one in the drying phase, and the other in the combustion 
phase. Hence the duration of the cremation generally coincided with the time 
taken by the desiccation of a corpse. 

From the point of view of heat management, the heat generated by the com- 
bustion of the corpse in the rear part of the muffle was partly used for the desic- 
cation of the corpse in the forward section, with a considerable portion of the 
heat needed for this being contributed by the coffin’s combustion. This reduced 
fuel consumption even further. 

The operating results of the Terezin Furnace demonstrate the great efficiency 
of such a procedure. In Appendix 1.2., I present a statistical analysis of a part of 
the cremation lists recorded for this crematorium. This analysis is based on a 
sample of 717 cremations carried out between 3 October and 15 November 
1943 on 41 operating days. In addition to the table showing the summary of my 
results (Table 1, App. 1.2.), I also present 11 tables with all original documents 
(cf. Documents 289f.), except for the names of the persons cremated, for whom 
I only mention the gender. For reasons of space, the tables refer only to days on 
which at least 24 cremations were carried out. Document 289 shows the manner 
in which the lists of cremations in the Terezin Crematorium were kept. 

The minimum average duration of cremations on any single day was about 
32 minutes in Furnace No. III (9 November 1943, with 23 cremations) and 31 
minutes in Furnace No. IV (on 10 October 1943, with 17 cremations). The aver- 
age duration of a cremation was about 36 minutes for both furnaces. 

For the 682 cremations where the duration is indicated,°* a total of 491, or 
some 72%, took 35 minutes or less, 148 cases, or about 22%, took between 35 
and 45 minutes, 42 lasted between 45+ and 60 minutes, and one cremation took 
longer than 60 minutes, as shown in the following table:°* 


Table 19: Duration of Cremations at the Terezin Crematorium 


DURATION DURATION 
FEMALES 
[MIN] [MIN] 

15 16 
25 26 
30 0 
35 1 
40 0 

374 


The average duration of a cremation of a female corpse was around 35 minutes, 
that of a male corpse 36/2 minutes. Each furnace, hence, was usually able to 
cremate 40 corpses in 24 hours, with highs of around 45 to 46 corpses. 


3 T have left out the data concerning Furnace II because only 22 cremations took place there. 

64 At times, the documents give only the time of the beginning of the last cremation but not that of its 
completion. 

©5 Two cremations, on 7 October 1943, had an exceptionally long duration (one and a quarter hours and 
three and a quarter hours) because of a failure of the electric power supply. 
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In order to save fuel, cremations were carried out in a single furnace which, 
in this manner, would always stay warm. After a certain number of cremations, 
another furnace would be used, and so on, in a rotating cycle of operations. 

The crematorium staff normally worked two shifts, one from 6 AM to 1 PM, 
the other from 1 PM to 8 PM (cf. Document 290). 

Over the 41 days of activity analyzed here, Furnace No. II was used twice 
(22 cremations), Furnace No. III 17 times (298 cremations), Furnace No. IV 22 
times (397 cremations). Overall, there were nine cycles with up to ten crema- 
tions, 16 cycles involving between 11 and 20 cremations, 16 cycles of more 
than 20 cremations, up to a maximum of 27. 


11.5. The Didier Cremation Furnaces for Concentration Camps 


The Berlin company Didier-Werke AG likewise built cremation furnaces for the 
concentration camps. A letter from this company addressed to a certain 
Boriwoje Palitsch in Belgrade on 25 August 1943 contains the following offer 
(Document 287):°”° 


“Cremation unit for SS at Belgrade 

With reference to the visit of your esteemed son and to the meeting our section 
manager Storl had with him, we take note of the fact that the SS unit at Belgrade 
intends to build a cremation plant for a rather-large concentration camp and 
that you have been requested to design and build the plant, together with an ar- 
chitect stationed there. 

As you have no experience with furnace construction, you would like to obtain 
the necessary drawings. 

We declare to be ready to execute the drawing of the furnace with its anchoring 
system and the drawings of the fittings limited to this particular case exclusively. 
The corresponding costs would be 600 RM, 

payable one half with the confirmation of the order and one half on notification 
that the drawings have been completed. 

In the design of the furnace, we have paid particular attention to the fact that the 
inner structure can be built with normal refractory bricks, avoiding the use of 
bricks of special shape, in order to enable a rapid erection of the unit. The metal 
parts will be designed with this point in mind as well. 

For the introduction of the corpses into the furnace, we propose a simple fork 
made of tubing, running on two rollers. 

The furnaces will each have a cremation chamber only 600 mm wide and 450 
mm high, because coffins are not intended to be used. 

For the transportation of the corpses from the holding location to the furnaces 
we recommend using a transfer cart and will provide you with a sketch also giv- 
ing the dimensions for this device. 

The chimney necessary for the operation of the furnaces must have an open 
cross-sectional area 500 by 500 mm and must be built to a height of 14-16 me- 
ters. If, for special reasons, such a chimney cannot be built, it will be necessary 
to install a draft enhancer in suction between the furnace and the chimney. 


66 Letter from Didier-Werke AG to Boriwoje Palitsch dated 25 August 1943. Document USSR-64. 
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As the furnaces operate at elevated temperatures, the wall of the combustion 
chamber must not be too thin in order to avoid excessive heat loss by radiation. 
For this reason, the furnaces must have an outside width of about 2,000 millime- 
ters. For the same reason, we have suitably altered the building project which 
has been supplied to us and send you a sketch No. 0913, on which we have indi- 
cated the minimum dimensions needed. 
In order to enable you to draw up a preliminary estimate as soon as possible, 
please note that the requirements for one furnace are: 
1,100 kg vault bricks, Seger Cone No. 33 
5,500 kg normal bricks, Seger Cone No. 33 
1,000 kg_ fireclay mortar 
5,000 pieces ordinary bricks for the outer brickwork of the furnace 
100 kg lime 
3.6 m? sand 
2 m> argillaceous earth 
For the steel parts: 
500 kg iron for anchoring 
60 kg round anchor bars 
85 kg muffle-door frame with counterweights and cable pulley 
40 kg smoke-duct damper frame with counterweights and cable pulley 
25 kg 2 air inlets 
200 kg one hearth, slag-removal and ash-removal door each'®” 
25 kg pokers 
10 kg 2 ash boxes 
160 kg cast-iron bars of the grate 
60 kg supporting bars of the grate. 
One must add the same quantities for the second furnace and the building mate- 
rial for the flue duct and the chimney. The flue duct as well as the lower part of 
the chimney up to a height of 3-4 m must be lined with refractory bricks. For this 
purpose, however, a lower grade may be used. 
The hearth of the furnaces will be designed in such a way that besides coke, coal 
or wood may be used as well. 
Respectfully yours 
Didier-Werke A.G.”’ 
Drawing No. 0913 (Document 288),°"8 prepared by Didier-Werke on 23 August 
1943, shows two cremation furnaces 2,000 mm x 2,000 mm x 2,800 mm 
(length) with introduction doors running vertically and manipulated by means of 
a metal cable and two pulleys, suspended from the ceiling, and balanced by a 
counterweight next to the furnace. The furnaces are connected to a chimney 
with an internal open cross-sectional area of 500 mm x 500 mm and a height of 
16 meters. 


7 This weight is too high by comparison and obviously in error. 
©8 GARF, 7445-2-125, p. 92. 
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11.6. Comparison of the Designs by Kori, Ignis-Hiittenbau, 
Didier and Topf 


The coke-fired Kori Furnaces are more massive than the multi-muffle Topf fur- 
naces. A single-muffle Kori Furnace has, in fact, a volume more or less the 
same as a double-muffle Topf Furnace. One must assume that the refractory 
brickwork of the furnace was heavier as well. A comparison with the Didier 
single-mufle furnace — with its refractory brickwork of 7,600 kg — shows in any 
case that the Topf Furnaces with two, three and four muffles had a very light- 
weight brickwork: some 10,000 kg for the double-muffle furnace, 10,500 kg for 
the triple-muffle furnace, and some 12,000 kg for the four-muffle furnace; or 
per muffle: 5,000 kg for the double-, 3,500 kg for the triple-, and 3,000 kg for 
the four-muffle furnace (including their share of the generators). This led to a 
greater heat loss by radiation and a shorter service life of these Topf Furnaces. 

The Kori Furnaces, furthermore, had a much more-advantageous arrange- 
ment of the gasifier and the flue duct as far as heat economy is concerned, but 
the Topf triple- and eight-muffle furnaces had a lower fuel consumption. 

Another very positive feature of the multi-muffle Topf Furnaces was their 
decidedly more-competitive price: While a single Kori Furnace, without extras, 
would cost 4,500 RM in 1943, a triple-muffle Topf Furnace, without extras, 
sold for 6,378 RM in 1941, or 2,126 RM per muffle; an eight-muffle furnace, in 
1941, was priced at only 13,800 RM, including the introduction device, or bare- 
ly 1,725 RM for one muffle. 

Kori had offered to reduce the price from 4,500 to 4,050 RM for the second 
furnace if two furnaces were built side-by-side, thus having a common central 
wall, like the two central furnaces at the Dachau Crematorium or the two fur- 
naces at Stutthof. An even larger price reduction was offered if several furnaces 
were grouped in a single brick structure, like the furnace with four muffles at 
KL Sachsenhausen or the five-muffle furnace at Lublin-Majdanek. But it seems 
that they never went so far as to design a furnace with several interlinked muf- 
fles such as the Topf Furnaces with two, three or eight muffles. 

In my opinion, Kori felt that their design was more profitable, even though 
the Topf multi-muffle furnaces were not protected by any patents. Actually, 
their designer, Engineer Kurt Priifer, had simply taken over and adapted an idea 
which had been around since the end of the preceding century with respect to 
collective crematoria (cf. Unit I, Chapter 10). 

The Ignis-Hiittenbau Furnaces set up at the Terezin Crematorium cannot be 
compared directly to the Topf Furnaces, because of their different design and on 
account of the fuel used. As explained earlier, these furnaces were much more 
like civilian furnaces, especially in the case of the Volckmann-Ludwig types, 
than like furnaces designed for concentration camps. For that reason, the operat- 
ing performances of these furnaces are unique. Cremation procedures such as 
those performed normally at the Terezin Crematorium could not have been rep- 
licated in any of the coke-fired furnaces built by Topf, Kori or Didier. 

Even though the operating instructions for the double- and triple-muffle 
Topf Furnaces allowed for the simultaneous presence of two corpses in one fur- 
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nace, they were in separate chambers and in different stages of cremation: One 
corpse was in the final phase of post-combustion in the ash chamber, while the 
other, located in the muffle, was in the early stages of the drying phase. For that 
reason, the time for which the two cremations overlapped was actually the peri- 
od of post-combustion (some 20 minutes), and the average duration of the cre- 
mation process was therefore the time needed to reach the high point of the 
main combustion in the muffle (about one hour). 

As against this, the management of the Ignis-Hiittenbau Furnaces allowed 
the simultaneous presence of two corpses in the same chamber (muffle), the 
first one in the combustion phase and the second one in the desiccation phase. 
Hence the time for which the two overlapped was the total time needed for the 
combustion and the post-combustion, and the actual cremation time thus corre- 
sponded to the duration of the desiccation. 

It is obvious that such a mode of operation was impossible in Topf Furnaces, 
because the muffle was too short to allow placing two corpses, one behind the 
other, and because the grate operated vertically: the muffle was free for the in- 
troduction of a fresh corpse only when the remains of the previous corpse had 
dropped into the ash chamber through the openings in the grate, which occurred 
only after the high point of the main combustion. The floor of the Ignis-Hiitten- 
bau Furnaces, because of its unusual length, operated in a horizontal fashion in- 
stead. 

To carry out such a procedure in a furnace with a grate operating vertically it 
would have been necessary to use a device such as the one designed by Martin 
Klettner. Here, the muffle no longer is a cremation chamber, but a drying cham- 
ber, whereas the post-combustion chamber becomes the combustion chamber as 
such. The muffle grate consists of only two supporting bars for the coffin, set 
apart widely at some 40 cm, and 65 and 50 cm from the start of the inclined 
plane on either side. 

The inventor proposed that the corpse, once the coffin has burned, will first 
of all dry out and fall apart in the muffle in such a manner that its combustible 
parts, still having an appreciable mass, fall into the combustion chamber where 
they will then burn actively. If, at that point, another corpse is introduced into 
the muffle, the furnace will contain two corpses concurrently, one in the drying 
phase and one in the combustion phase, exactly as in the crematorium at Te- 
rezin, and that explains the extremely short duration of cremations undertaken 
in the Martin Klettner Furnace (cf. Document 137). 

The results of the operation of the Terezin Crematorium indirectly confirm 
our conclusions concerning the cremation of several corpses in one muffle (cf. 
Subchapter 9.2.), because they demonstrate that the simultaneous cremation of 
two corpses in one furnace (with a staggered way of introduction), while being 
possible, required a design and a heating system different from what was used 
for the Topf Furnaces, in which such an operation would not have been techni- 
cally feasible. 
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12. The Topf Furnaces and Regulations on Cremations in 
Greater Germany at the Outset of World War IT 


When the first concentration camps were set up in Germany, the SS did not 
even have the slightest notion of the high level of mortality which would strike 
these camps in later years and, for that reason, they never worried about cremat- 
ing, within the camps, the corpses of any detainees who died there. Initially they 
simply let nearby civilian crematoria take care of these matters, and only when, 
against all expectations, mortality began to get out of hand, they decided to 
build crematoria within the camps themselves. 

Originally, the Buchenwald Camp used the State Crematorium at Weimar 
for this purpose.©”? Between 5 September 1938 and 3 May 1940, the corpses of 
detainees who had died at the Mauthausen Camp were sent to the Municipal 
Crematorium at Steyr.%° At least until December of 1941, the Wewelsburg 
Camp relied on the Bielefeld Crematorium (cf. Document 86), while the PoW/ 
labor camp at Gross-Rosen used the Liegnitz Municipal Crematorium.™! Even 
the Auschwitz Camp, in its early days, sent its deceased to the civilian cremato- 
rium of Gleiwitz (today Gliwice; Piper 1994, p. 158). 

When the first crematoria began to be set up in concentration camps later on, 
they were subject to strict regulations, perfectly complying with current legisla- 
tion applying to civilian crematoria. In this respect, Himmler’s “Decree con- 
cerning the execution of cremations in the Sachsenhausen Concentration 
Camp,” promulgated on 28 February 1940, is of particular importance, hence I 


present the translation of the entire text:°°? 
“Copy 
The Reichsfiihrer SS 
and Head of the German police Berlin, 28 February 1940 
IV — 509/40g 


Decree concerning the execution of cremations in the Sachsenhausen_Concen- 
tration Camp. 


I. General principles 

(1) The detainees deceased in the camp will, in principle, be cremated in the lo- 
cal [i.e. in the camp] crematorium. 

Only in exceptional cases and with the approval of the Head of the Security Po- 
lice and the Security Service may the corpse be handed over to relatives for bur- 
ial. 

At times (e.g. in times of war) when the handing over of corpses to relatives for 
the purpose of transfer to the country of origin is prohibited, all deceased de- 
tainees will be cremated in the camp crematorium. 


©° NO-4353. Letter from Bauleitung of KL Buchenwald to SS-Gruppenfiihrer Eicke dated 18 June 1938. 
6° ODMM, Archiv, 7, 4. 

631 Czuj/Kempisty 1977. During that time, the corpses of 3,591 detainees from that camp were incinerat- 
ed at the crematorium at Liegnitz (p. 113). The article is based on the Eindischerungslisten (incinera- 
tion lists) of this crematorium. 

“Erlass tiber die Durchfiihrung von Eindscherungen im Krematorium des Konzentrationslagers 
Sachsenhausen.” BAK, NS 3/425. 


632 
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II. Official certificate by the camp physician, autopsy, release by public prosecu- 
tor. 

(1) After each case of death, the camp physician must establish an official certif- 
icate on the cause of death. 

(2) In cases of violent death (e.g. an accident causing immediate death or death 
after a longer period of illness, suicide, death by shooting during an escape) the 
camp physician, together with another SS physician, must carry out an autopsy 
of the corpse and establish, in the usual manner, a detailed report on the results 
of the autopsy. 

(3) An SS Fiihrer, appointed by the camp commandant, must be present at the 
autopsy and countersign the report. The SS Fiihrer appointed to participate in 
the autopsy must be appointed in advance, for a considerable period and for all 
cases which may occur. 

(4) Furthermore, in cases of violent death, the competent public prosecutor must 
be informed immediately. The camp commandant may issue the incineration or- 
der (IV,4) only after the receipt of the release notice from the public prosecutor. 


III. Notification of relatives. 

(1) In all cases of death, the camp commandant must immediately notify the rel- 
atives of the deceased detainee by telegraph, if the address of the relatives is 
known at the camp. 

(2) If the address is not known, the camp will get in touch as quickly as possible 
with the (directing) office of the State Police which ordered the internment of the 
deceased. The (directing) offices of the State Police are charged to forward the 
notification without delay. 

(3) If (e.g. during war) it is not possible to hand the corpse as such over to the 
relatives, they must be informed in the notification that the deceased will be 
cremated. At the same time, they must be informed — unless particular reasons 
forbid this — that, at their request — to be expressed telegraphically within 24 
hours — they will be given the possibility, up to a certain point in time, to view 
the detainee in the camp one last time. 

(4) The permissible time span given to the relatives for a possible last visit of the 
deceased must be set in such a way that the relatives have enough time to travel 
to the camp. As a rule, the time span must not exceed 3 days. 


IV. Operating rules for the crematorium at the Sachsenhausen Camp. 

1. 

Responsible head. 

(1) The camp commandant is responsible for the management of the crematori- 
um and for the execution of the cremation in accordance with the rules. 
(2) He must designate a crematorium head immediately responsible and subor- 
dinated to him. The latter may receive orders only from the camp commandant. 
If the orders of the camp commandant violate the provisions of this decree, he 
must so inform the camp commandant. 
If necessary, a decision from the Inspector of the Concentration Camps must be 
requested. 
For fundamental questions, the decision of the Head of the Security Police and 
the Security Service must be requested. 

2. 
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Keeping of the list 
(1) The camp commandant must maintain a special death register of the de- 
ceased detainees to be cremated. In this list, each deceased detainee must be as- 
signed a consecutive registration number. Furthermore, the list must mention 
his [family] name and first name, ID number, place and date of birth, last resi- 
dence, profession, brief mention of reasons of internment, date and cause of 
death. 
(2) This registration number must appear on the other documents (official medi- 
cal certificate, autopsy report, cremation order of camp commandant). 
3. 
Corpse handling 
(1) The corpses must be taken to the morgue of the crematorium and be ar- 
ranged there in such a way as to be able to be possibly viewed there by the rela- 
tives. 
(2) The corpses must be lodged in wooden coffins. The coffins must not have any 
incombustible metallic decorations, handles etc., and must be of a size and a 
kind so as not to impose difficulties for the subsequent cremation. No pitch may 
be used for filling out any joints. 
(3) At the head of the coffin must be attached a metal tag with the embossed or 
imprinted number of the death register (cf. 2). 
(4) Any objects of value still present (e.g. rings) must be removed from the 
corpse and handed over to the relatives together with other things left [by the 
dead person], against receipt. 
(5) Special legal dispositions apply for the treatment of detainees who may have 
died of an infectious disease. Any measures necessary in such cases (e.g. prohi- 
bition of opening the coffin and possibly prohibition of visits by relatives) must 
be decided by the camp physician. 
4. 
Cremation 
(1) The cremation may take place only after [issuance of] the order of the camp 
commandant. The camp commandant may give this order only after an official 
medical death certificate and/or possibly an autopsy report have been issued 
and after the relatives have viewed the deceased or after the permissible time 
span for such a visit has elapsed, as the case may be. 
(2) The camp commandant must give the cremation order in writing, and this 
order, together with the official medical death certificate or autopsy report, and 
with the release notice by the public prosecutor in the case of violent death, and 
possibly with the police dispositions on the part of the camp physician (which 
may exclude visitation by the relatives) must be transmitted to the head of the 
crematorium. 
(3) The head of the crematorium may undertake the incineration only after these 
documents have been received. 
(4) The cremation must take place not later than 24 hours after the cremation 
order has been issued. If this time limit cannot be maintained, the head of the 
crematorium must request an extension and give the reason for the delay. 
(5) In one incineration chamber only one corpse may be incinerated at one time. 
(6) Before the introduction of the corpse, the cremation furnace must be heated 
until the walls of the [cremation] chamber are glowing, so that the incineration 
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process may take place without further or supplemental heating. Only in excep- 
tional cases may additional heat be provided during the incineration process. 
(7) During the incineration process, care must be taken so that, if at all possible, 
no smoke escapes from the chimney. 
(8) The observation of the incineration itself is not permitted either to the rela- 
tives or to any third persons, but only to the employees of the crematorium. In 
special cases, the camp commandant may personally issue permission to indi- 
vidual persons to view the process, if such permission is required for special 
reasons. 
(9) After the end of a cremation, the incineration chamber must be thoroughly 
cleaned. 
2: 
Treatment of the ashes 
(1) After the cremation, the ashes must be removed from the furnace, cooled, 
freed by means of magnets of any metallic parts and then collected together with 
the identification tag in a strong and durable container, air- and water-tight, 
and then closed. The ashes of each corpse must be collected in a separate ash 
container. The lid of the container must be made of durable material as well. A 
durable metal tag attached to the container must contain the following data: 
1) Cremation sequence number agreeing with the cremation register (cf. No. 6) 
and with the numerical tag [placed at the head of the coffin], 
2) Last name and first name 
3) Date and place of birth 
4) Date of death 
5) Day of cremation. 
(2) The containers are to be in conformity with DIN Standard 3198 ‘Ash Cap- 
sules for Urns’ set by the German Standards Institute in Berlin. 
6. 
Register of cremations 
(1) For the cremations performed, a register must be kept by the personnel con- 
taining the same data as the corresponding list of deaths concerning the corpses 
taken to the crematorium kept by the command in accordance with Item 2.). 
Here, however, mention must also be made of the day of the cremation and of 
the administration of the cemetery to which the ashes have been sent. The regis- 
ter must be closed at the end of each calendar year and must be checked against 
the book kept by the administration.3| This counter-check and the agreement 
must be certified in the closing note. 
vp 
Interment of the ashes. 
(1) The ashes, if at all possible, must not be interred in the camp cemetery or in 
the Municipal Cemetery of Sachsenhausen, but shall — if no particular reasons 
speak against it in the case in question — in principle be sent to the place of resi- 
dence of the relatives to allow them [i.e. the ashes] to be interred in the local 
cemetery. 
(2) Before shipping the ashes of a prominent detainee, the decision of the Head 
of the Security Police and the Security Service must be awaited. 


633 The word Verwaltung (administration) is struck out and replaced by the handwritten entry Polit. Ab- 


teilung (Political Department). 
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(3) In case the interment of the urns in the local cemetery of the relatives pre- 
sents any difficulties, the relatives must be requested to indicate the cemetery to 
which the ash container is to be sent. 
(4) The ashes must not remain in the possession of the relatives, even temporari- 
ly. Therefore, they or their appointees must not be given custody of the contain- 
er, not even for interment at some other location. The ashes must rather be sent 
to the administration of the cemetery where interment is to take place. 
(5) If no relatives of the deceased exist, it should be verified whether the inter- 
ment of the ashes in the cemetery of the last place of residence does not present 
any difficulty. If interment is possible there, the ashes are to be sent to the ad- 
ministration of that cemetery. 
In all cases where the shipment to the administration of the cemetery at the last 
place of residence is not advisable, the ashes must be transferred to one of the 
cemeteries of Greater Berlin after notification to the municipal administration of 
the Reich capital Berlin. In doing so, care must be taken to the effect that the 
urns are distributed evenly throughout all cemeteries concerned in the Greater 
Berlin area. 
(6) Shipment of the ashes is to be made, in principle, at the expenses of the rela- 
tives. 
(7) If the relatives are not in a position to bear such expenses, it is necessary to 
request reimbursement of the costs by the competent local aid association. Cre- 
mation fees must not be charged to the relatives. 
8. 

Final report. 
(1) After the execution of the cremation and shipment of the ashes, the head of 
the crematorium must transmit to the camp commandant a final report. 
(2) The official medical certificates, the reports on the autopsy, the release no- 
tice from the public prosecutor and similar documents sent together with the 
cremation order must remain in the crematorium office. 


V. Exceptions 
(1) In individual cases, the Reichsfiihrer-SS and Head of the German Police 


may order deviations from the above provisions. 


VI. Supervision. 
(1) Once a year routine scheduled inspection and once a year an unannounced 


inspection of the crematorium service must take place. The performance of these 
inspections is under the authority of the Inspector of Concentration Camps then 
in charge. A report on the individual inspections and their results must be pre- 
sented to the Reichsfihrer-SS. A copy of this report must be sent to the Head of 
the Security Police and the Security Service. 


Sgd. H. Himmler 


Authenticated: 
(Office stamp) sed. Schmidt 


chancellery employee 


Certified copy: 
[illegible signature] 
SS Untersturmfiihrer.” 
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The close similarity of this text to the “Operating regulations for cremation 
equipment” of 5 November 1935 is obvious (see p. 127). There is reason to be- 
lieve that, at least within Greater Germany, such regulations remained in force 
up to the end of the war. 

On 17 October 1942, SS Obersturmbannftihrer Liebehenschel, head of Of- 
fice Group D at the WVHA, sent to all commandants of concentration camps a 
circular entitled “Advice to relatives of detainees deceased in concentration 
camps” in which he stated with reference to Himmler’s above-mentioned de- 


cree:°4 


“Several camp commandants have requested to prohibit viewing of the corpses 
by relatives during the summer months for hygienic reasons. After consultations 
with the RSHA, you are informed that a change in the RFSS decree is not possi- 
ble at the moment.” 
Fritz Sander’s patent application of 26 October 1942 tells us that the “Law on 
cremations” of 15 May 1934 and the “Operating regulations for cremation 
equipment” of 5 November 1935 as well as the “Decree concerning the applica- 
tion of the law on cremations” of 10 August 1938 were still in force in the Reich 
at that moment. On 13 March 1942, these laws were extended to the Reichsgau 
Sudetenland (Roland 1942, p. 62). 

The official form concerning the transfer of the body to the head of the 
crematorium of a concentration camp also refers to the “Law on cremations” of 
15 May 1934. In line with the rules regarding civilian cremations, the regula- 
tions concerning the transfer stipulate that “the cremation of the corpse must be 
carried out within 24 hours.” At Stutthof Camp, this practice has been con- 
firmed up to December of 1944 (cf. Document 292). This type of form was also 
in use at Auschwitz.°°> 

The head of the crematorium had to keep a register in which were recorded 
the number of the funeral service, the last and first name of the deceased, the 
file number, the type of the detainee, his date of birth, his origin (town and 
county), the date of death, the number of the death certificate of the public reg- 
istrar’s office in charge of the place where the death had occurred — at the de- 
tainee hospital or elsewhere — the cause of death, the cremation date, the ceme- 
tery to which the urn was sent for burial, and any possible criminal record of the 
deceased:° 

“The corpse will be cremated in the state crematorium. There are no objections 

to a shipment of the urn provided that a certificate of the administration of the 

local cemetery is issued to the effect that a regular interment will be carried out. 

Such a certificate is to be sent as soon as possible to the crematorium of Stutthof 

Concentration Camp near Danzig. The urn will be shipped free of charge. The 

death certificate is attached. You may request an official death certificate from 

the registrar's office of Stutthof Concentration Camp near Danzig. The personal 
belongings will be shipped presently. 

The camp commandant” 


34 NO-1510. 
635 Reproduced in Blumental 1946, Vol. I, pp. 106f.; cf. Document 293. 
636 AMS, I-VD-1; cf. Document 295. 
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Shipment of urns is also documented for the Mauthausen Camp, at least until 
March of 1942 (Document 296). At the Buchenwald Museum, a number of urns 
of various shapes are still preserved in a display case (Photos 364f.). Urns of a 
simpler type are also kept in a pavilion of the Mauthausen Museum (Photo 363). 

The use of urns for the ashes of incinerated detainees was still mandatory in 
1941. On 24 June, the head of the administration of the Gross-Rosen Camp sent 
to the Inspectorate of the Concentration Camps, which had its seat at Oranien- 
burg north of Berlin, a request for “1,000 pcs. ash urns” to “preserve in an or- 
derly fashion the corpse ash resulting” from the cremations.” 

In the reply, dated 27 June, the Inspectorate of Concentration Camps advised 
that the purchase of ash urns was centralized with the company “Grosskopf, 
Ludwig & Co. of IImenau in Thuringia,” to which the Gross-Rosen administra- 
tion was to address their request for urns (as per DIN Standard 3198).°* The 
letter asking for shipment of “1000 pcs. ash urns” was sent by this office on 11 
July 1941.9 

Initially, the Sachsenhausen legal requirements were applied also at Ausch- 
witz. One of the first letters Topf sent to the New Construction Office opened 
with the following words (Document 297): 

“For the start-up of the crematorium, you furthermore require ash urns, an im- 

printing device for the urn lids, and fireclay markers.” 

For the immediate needs of the crematorium, Topf offered the supply of 500 ash 
urns DIN standard, of black sheet metal with a sheet-metal lid of the same color 
for the price of RM 675; 500 fireclay markers numbered 1 to 500, priced RM 
65, and an imprinting device at 150 Reichsmarks.” 

The numbered fireclay markers identified the ashes of the incinerated 
corpse. This manner of operation indicates a procedure in accordance with the 
applicable legal norms. The creation of a room for the urns (Urnenraum) within 
Crematorium I is already mentioned in the New Construction Office letter of 21 
January 1941;°4' it was implemented by partitioning off a section of the 
morgue.” 

On 29 April, the Political Department of the camp, which had authority over 
the crematorium, sent the following request to the New Construction Office 
(Document 298): 

“In line with the requirements of the Inspector of Concentration Camps, ap- 

proved by RSHA, the ashes of the deceased detainees must be held in one of the 


°37 Letter from head of administration of the Gross-Rosen Camp to Reichsfiihrer-SS — Inspekteur der 


Konz.-Lager-Oranienburg dated 24 June 1941. APMGR, sygn. 2593/DP. 

Letter from Leiter der Verwaltung der Inspektion K.L. at Verwaltung des Konz.-Lagers Gross-Rosen 

dated 27 June 1941. APMGR, sygn. 2594/DP. The price was RM 95 for 100 pieces, with a 2% dis- 

count for payment within 30 days. 

Letter from Leiter der Verwaltung des Konz.-Lagers Gross-Rosen to Grosskopf, Ludwig u. Co. Il- 

menau/Th. dated 11 July 1941. APMGR, sygn. 2595/DP. 

4° RGVA, 502-1-327, pp. 226f. 

41 RGVA, 502-1-327, pp. 185-185a. 

* Topf Drawing D 57999 of 30.11.1940 (RGVA, 502-1-312, p. 134) and Zentralbauleitung Drawing 
No. 1241 of 10 April 1942 (RGVA, 502-1-146, p. 21). The room for the urns (Urnen) appears on this 
drawing for the first time. Cf. Documents 204 and 206. 

68 RGVA, 502-1-314, p. 1. 
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buildings [of the camp]. For that reason, the camp commandant has ordered 
that a room in the attic of the infirmary building be used for that purpose. In or- 
der for the urns to be collected in that room in an orderly fashion, appropriate 
shelves must be provided together with some other minor modifications. A spe- 
cialist is requested for the inspection of the room and for the necessary prepara- 
tions.” 
Jean-Claude Pressac shows the photo of an urn from the Auschwitz Crematori- 
um which contains the ashes of Karl Witalski, who died on 28 March 1941 and 
was cremated on 2 April (Pressac 1989, p. 133). These data are imprinted on the 
lid of the urn, which is of the same type as those shown in Photo 7 of Document 
PS 2430, which depicts an urn repository at the crematorium at Natzweiler 
Camp UMT, Vol. 30, p. 429; see Photo 365). For Auschwitz, the use of urns is 
documented until November of 1941. From the few documents to have sur- 
vived, we can gather that, since 6 January 1941, the Political Department of the 
camp requested from the carpentry workshop of the New Construction Office 
the fabrication of hundreds of “cases” and “boxes” for urns.° The latest known 
request, dated 27 November 1941, refers to 50 “urn-shipment boxes’ (Docu- 
ments 299f.). 

The cases or boxes for the urns were used as packing cases for the shipment 
of urns to the cemetery of the place of residence of the relatives or to some other 
cemetery, in keeping with Section 4, Paragraph 7 of Himmler’s decree of 28 
February 1940, after telegraphic notification by the camp commandant of the 
death of the detainees, as per Section 3, Sub-Section | of this decree.™° 

In some cases, shipment of urns was prohibited by the SS authorities for rea- 
sons of public order. 

On 28 May 1941, the Befehlshaber der Sicherheitspolizei und des SD in the 
Government General informed the camp commandant at Auschwitz that he had 
submitted to the RSHA, on 21 April, a proposal concerning the “shipment of ash 
ums of deceased persons.” The proposal contained, i.a., the following proce- 


dure: 


“Shipment of urns to the Government General will no longer be effected; in- 

stead, the relatives will be informed immediately that an interment of the urns 

has taken place at the urn cemetery.” 
This measure was intended to prevent the urns from being turned into objects of 
anti-German propaganda, as the head of Office Group D of the WVHA makes 
clear in a circular to the commandants of all concentration camps dated 12 Sep- 
tember 1942. In this letter, which concerns the “Shipment of urns of detainees 
who died in the concentration camps,” SS Obersturmbannfiihrer Liebehenschel 
noted that urns with the ashes of Czechs or Jews sent back to the Protectorate of 


4 Up to 27 November 1941: 575. 

6 §S-Neubauleitung, Arbeitskarte. Auftrag Nr. 1009 of 27.11.1941 and Werkstéttenauftrag Nr. 212. 
Beleg-Nr. 1009 of 27.11.1941. RGVA, 502-2-1, pp. 34-34a & 31-31a. The work was carried out be- 
tween 28 November and 13 December. For the other orders, cf.: RGVA, 502-2-1, pp. 28, 29, 41, 45- 
48. 

66 Cf. telegram of 19 January 1942 announcing the death of detainee Aleksander Glodek, deceased two 
days earlier, in: Staatliches Museum Auschwitz 1995, Vol. 1, p. 132 of Appendix of documents. 

47 AGK, NTN, 94, p. 166. 
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Bohemia and Moravia had provoked demonstrations, processions, etc. For that 
reason, he prohibited, with immediate effect, the shipment of such urns to the 


Protectorate, adding:** 


“The urns will be preserved in the concentration camps. In case of doubt con- 

cerning the preservation of the urns, oral instructions are to be requested from 

this office.” 
Aside from the system of completely direct incineration which, in actual opera- 
tion, was also frequently practiced in civilian crematoria, we can say that the 
Topf Furnaces for concentration camps were designed and built in accordance 
with the ethical and legal norms applicable at the time. In fact, in the cost esti- 
mates for the double- and triple-muffle furnaces, carts or devices for the intro- 
duction of coffins into the muffle were specifically mentioned, which means 
that cremation with a coffin was provided for.&” 

This is confirmed by the operating instructions of these furnaces (Docu- 
ments 210 and 227), which specified the start-up of the blower immediately af- 
ter the introduction of the corpse into the muffle and maintaining it for some 20 
minutes. This practice is completely consistent with corpses introduced into the 
muffle in coffins, because the rapid and intensive combustion of the coffin re- 
quired large amounts of air,°°° whereas it is wasteful for a cremation without a 
coffin, because feeding large amounts of cold air into the muffle during the va- 
porization phase of the corpse water — a period during which a considerable 
amount of heat was drained from the furnace — would only have impeded the 
cremation process. 

The coffins used were probably similar to those used in the Terezin Crema- 
torium (cf. Photo 362). 

We may also deduce from Topf’s operating instructions that the double- and 
triple-muffle furnaces were designed to cremate a single corpse at a time and to 
ensure, if the instructions were correctly applied, segregation of the ashes of the 
corpses cremated. 

We must, therefore, accept as a fact that, with regard to the design of their 
furnaces, the Topf Company and Engineer Priifer in particular took into account 
the usual requirements of decorum and respect. 


648 NO-1510. 

Even the metal stretcher of simplified design which succeeded these devices was called Sar- 
geinfiihrtrage, stretcher for coffin introduction. 

65° For this reason, the first electric furnace built by Topf at Erfurt was equipped with a blower having a 
capacity of 1,000 m?/hr for a pressure of 200 mm of water column; Jakobskotter 1941, p. 580. 
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Appendices 


1. Tables 


1.1. List of Cremations at the Westerbork Crematorium 


Date format: dd/mm/yyyy 
Table I: 27 April 1943 


# Duration 


16/05/1883 23/04/1943 : 10:10 | 40 min 


24/07/1884 23/04/1943 : 12:50 | 60 min 


11:00 | 50 min 


26/07/1942 08/05/1943 : 13:00 | 45 min 
16/10/1863 09/05/1943 


Duration 
17/11/1865 21/05/1943 
13/09/1881 21/05/1943 


26/01/1939 26/05/1943 : : 120 min 
19/03/1943 26/05/1943 : : 120 min 
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Table Le 4 June 1943 


02/12/1941 01/06/1943 : 12:30 | 60 min 
16/05/1883 02/06/1943 : 13:30 | 60 min 


Table V: 7 June 1943 
Duration 


12:10} 40 min 


13:35 | 45 min 


20/01/1877 07/06/1943 | 08:30 | 09:20 | 50 min 


12/11/1941 12/06/1943 


24/07/1942 14/06/1943 
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# 


Table Vil: 18 June 1943 


Duration 


25/10/1942 
21/04/1942 


07/01/1880 
23/05/1881 


28/04/1858 
21/12/1941 


24/06/1943 
25/06/1943 


25/06/1943 
26/06/1943 


27/06/1943 
27/06/1943 


11:30 | 60 min 
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Table XI: 1 July 1943 


Duration 


Duration 
09/07/1900 05/07/1943 | 08:15 | 09:15 
24/03/1897 05/07/1943 


23/01/1868 06/07/1943 


03/12/1887 06/07/1943 : : 150 min 
12/05/1943 06/07/1943 : : 95 min 


12/10/1877 07/07/1943 
06/12/1861 07/07/1943 


05/07/1878 08/07/1943 


31/03/1861 09/07/1943 
28/10/1863 09/07/1943 


Table XV: 16 July 1943 


29/06/1874 12/07/1943 
29/10/1852 13/07/1943 


24/04/1942 14/07/1943 


30/01/1942 16/07/1943 
03/11/1853 16/07/1943 
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Table XVI: 22 July 1943 


# Date of Birth | Date of Death Duration 


11:25 | 40 min 


27/08/1862 01/08/1943 


20/07/1872 02/08/1943 


26/05/1921 07/08/1943 
05/03/1943 06/08/1943 


16/05/1859 14/08/1943 
23/08/1941 16/08/1943 
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Table XXI: 20 August 1943 
24/09/1884 19/08/1943 
31/12/1890 18/08/1943 


19/08/1940 17/08/1943 
31/08/1941 18/08/1943 


14/02/1872 21/08/1943 
07/07/1875 22/08/1943 


12:15 | 40 min 


20/01/1873 02/10/1943 
06/12/1866 04/10/1943 


23/12/1908 09/10/1943 
10/04/1885 10/10/1943 


11:50 | 65 min 
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Table XXVII: 18 October 1943 


# Date of Birth | Date of Death Duration 


Duration 
27/4/1855 19/10/1943 | 08:30 | 09:00 
22/1/1874 19/10/1943 : 10:00 | 60 min 


Duration 
18/02/1885 31/10/1943 | 08:35 | 09:15 | 40 min 


01/06/1867 02/11/1943 : 13:00 | 55 min 
24/04/1918 01/11/1943 : 14:00 | 60 min 


1.2. List of Cremations at the Terezin Crematorium 


A) Summary Data 


Table I: Summary of Daily Cremations 
Furnace No. ae Durakon Coffin numbers 
[min] 
19597-19620 __ 
19651-19667 _ 


19718-19741 


19749-19754 


19793-19816 
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Furnace No. — Aybiage Diane Coffin numbers 
[min] 
IV 


21/10/1943 19865-19874 _ 


19907-19931 


19951-19968 _ 


20024-20039 _ 
20064-20080 _ 


20121-20142 _ 


20166-20187 _ 


15/11/1943 27 12} 15 35 20216-20242 — 


[717 [332/385] 


B) List of Cremations at the Crematorium at Terezin 


Containing at least 24 consecutive cremations. 
aes II: ess ET ae — No. IV 


: Sex | Coffin number 
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: Sex | Cofin nanbe 


428 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


: Sox | Cofin munbe 
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: Sex [Ca nana 


Average Duration ~33 min = =] 
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Tt Vill: = October aS = —— No. IV 


: Coffin number 


C. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART I 431 


: ee 


Average Duration ~35 min = 


Te XI: sel — 1943 — No. IV 


: Coffin number 


432 C. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ, PART 1 


: Sex_[ Coffin number 


Average Duration ~35 min a 
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1.3. Summary of the Topf Company’s Activities at Auschwitz- 
Birkenau 


The Topf Company’s area of activities was not strictly limited to cremation fur- 
naces, as outlined in Unit II of this study. It extended into two other important 
areas: ventilation systems and disinfestations with hot air. The table below lists 
almost all deliveries ever made, and projects carried out, by Topf at the Ausch- 
witz-Birkenau Camp. These activities yielded a turnover of more than 240,000 
Reichsmarks to this Erfurt firm. Where data are unknown, the respective cell is 
left blank. Date format is dd/mm/yyyy. 


Invoice Order No. | Amount | Date of Cost |Object Building* 
Date RM Estimate 


ZTO8IN 940 | 10,679 | V7/A/1940  |Purmace NO. dfn KI 
40 D 945 146 9/10/1940 |11 muffle-grate bars, 200 kg KI 
(A) of compressed Monolite 


7/01/1941 41 D 38 300 KI 


41 D291 300 KI 
16/12/1941) 41D 1980 | 7,518.10] 25/9/1941 [Furnace No.3 KI 
41 D 2434/2 71 repair work — 27/11 to 


4/12/1941; 18 to 26/12/1941 KI 


installation work 


41 D 2435 sending a technician for the 
20/11/1942 1045.50 foundation of K IV KIV 
22/02/1943} 42 D 243 7,820 ventilation system KI 
22/02/1943} 42 D 243/1 921.60 Messing — installation of KI 
I ee neh ey Mel stl POORER DIOWOUS sal cette! 
22/02/1943} 42 D 1454 112 Koch — installation work 
cenafan AON 18 to 2UM1943 
23/03/1943 | 42 D 1422/3 | 3,258 — 4 ash chamber doors — KIV& V 


8,700 kg of rock wool — 4 


28/04/1943} 42 D 1454 1,128 installation work 1- 
28/4/1943 


27105/1943| 42D 1520 | 7,820 | [ventilation system | KIT 
27/05/1943 |41 D 2249 & 916 Messing 
42 D 243 


27/05/1943 : steel types (Stahltypen) 
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Order No. | Amount | Date of Cost |Object 
RM Estimate 


Invoice Building* 


Date 
11/06/1943] 43 D219 1,070 Warm-air-supply duct KI 
Teoei94 ae cae aT 


30/06/1943 | 42 D 243/1 Messing — installation work 


1 through 30/4/1943 


eT TTC TC a a a 0 
ASIOTIN9AB | fe P68 | housing for blowers |. KU GM 
23/08/1943] 43D 150 5,791 5/2/1943 | waste incinerator (Miill- K Ill 
Oa Ne ee ell ee een | Verbrennungsofen) ud nmosnsnnn 
23/08/1943 365 installation & travel expens- KI 
es 
19/10/1943} 43 D 204/1 | 39,192 5/2/1943  |disinfestation facility Zk * 


(Entwesungsanlage) 


28/10/1943 installation work 


2275572 | 


* K = crematorium. ** Z = Zentralsauna 


1.4. Patents (and Patent Applications) by J.A. Topf & Sohne 


Patents on cremation furnaces are in italics.°! 


Country Object 


/ Germany 324252  |Sargeeinfiihrvorrichtung fiir Verbrennungs6fen mit heb- 
und senkbarem Fahrgestell fiir den Sargtrdger 


/ Germany 493042  |Vorrichtung zum Nachverbrennen der Riicksttinde in 
Leichenverbrennungs6fen 


28/2 Germany 494136 |Ausfahrbarer Schlackenrost fiir mit Unterwind betriebe- 


Germany 561643 


Germany 587149 |Verfahren u. Ofen zur Zuriickgewinnung von Blei und 
Kupferdraht aus Kabeln 


608462 
Germany 612193  |Verfahren z. gliechzeitigen Weichen und Ankeimen von 
Malz 


32/3 Germany 621449 |Luft- Zu- u. -Abfiihrungs-Vorrichtung an drehbaren Tro- 
ckentrommel m. Geschlossenem Aussenmantel 


Germany 633197 |Kegelformige Absperrvorrichtung 


Germany 651506 | Beliiftungs-Einrichtung fiir staubformige oder staubhal- 


tige Massengiiter 


651 Thiiringische Verwaltungsstelle — Kreisstelle Erfurt, Erfurt, Hindenburgstrasse. Patente der Firma 
J.A. Topf & Séhne, Erfurt, 20 November 1945. SE, 5/411 A 172. The list was completed with the re- 
sults of our research. 
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7 Beschickungseinrichtung fiir Eindscherungséfen _ 


721513 


Germany Gutbehilterauslauf fiir Saugférderanlagen in Speichern 


ctiaf{ennenit Mehreren Gutbehalterm 


41/7 Germany 724940 |Verfahren und Vorrichtung zur selbsttatigen Beliiftung 
von Getreideweichen mit mehreren Weichge- fassen 


41/4 Germany 724941  |Vorrichtung zur selbsttatigen Regelung der Arbeitsvor- 
_|gange von Kasten-Keimtrommeln 


728529  |Vorrichtung zum selbstandigen Regeln des Bewegungs- 
vorganges von Malzwendern, insbesondere von Keim- 


kasten 


733328 |Vorrichtung zum Pressen und Impragnieren von Malz- 
ee ee: ere keimen oder anderen landwirtschaftlichen Abfallstoffen 


patent appl. |Kontinuierlich arbeitender Leichen-Verbrennungsofen 
tir Massenbetrieb 


Germany 756205 __|Riickmelde- oder Sicherheitsschalter 


Germany 861731  |Verfahren und Vorrichtung zur Verbrennung von Lei- 
chen, Kadavern und Teilen davon 


USA 1596977 |Kastentrommel 


Switzerland 65465 Kastentrommel 


Switzerland| 216678 |Mehrhorden-Malzdarre 


1.5. Patent Applications by Department “DE” of J.A. Topf & 
Sohne 


Date format: dd/mm/yyyy.°” 


Ref. No.| Protocol No. _|Object Request Date 
D 39/1 | T 52 739 V/24 f |Mechanischer Stufenrost m. Wasserlaufkiihlung 25/08/1939 


T 52 961 V/24 f |Rostbelag zu mechanischen Stufenrosten 


PP. 
D 41/4 | T 56 022 V/24 f |Mechanischer Vorschubrost mit gekriimmten 05/08/1941 
Rostplattentragern 


D 42/3 | T 58 240/V 24 d|Kontinuierlich arbeitender Leichen- 05/11/1942 


D 42/4 | T 58 282/V24 f |Luftgekiihlte Rostplatten fiir mechanische Vor- 16/11/1942 
es | SCHUDTOSCE en 
D 42/6 | T 58 411 /V82 a |Querstromtrockner fiir kornige Brennstoffe u. an- | 17/12/1942 
dere Schiittgiiter mit vor- u. nachgeschalteten- 


Mahlgan 


D 43/1 | T 58 825 V/24 1 |Schornstein und Entliiftungsaufsatz 10/03/1943 


652 J.A. Topf & Sohne, Erfurt, Z. Zeit laufende Patentanmeldungen “D”, 20 November 1945. Source: 
www.topfundsoehne.de/media_de/ 
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D 44/1 / Verfahren zur mechanischen Langs- und Quer- 10/03/1944 
schiirung des Brennstoffbettes bei mechanischen 
Schiirrosten 


¢ Description of patents sent to the patent office of the German Reich: 
— Hochleistungsofen mit Aschendrehrost D.R.P. angem., 1934. 
— Elektrisch betriebener Topf-Eindscherungsofen D.R.P. angem., 1935. 
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2. Glossary 


Abfall-Vernichtungs-Ofen 
Abgase 

Abgaskanéile 
Abgasventilator 
Absperrschieber 
Absperrventil 
Achtmuffel-Eindscherungsofen 
Anker 

Armaturen 

Asche-Urne, Ascheurne 
Ascheabkiihlkammer 
Ascheausbrennkammer 
Aschebehiilter 
Aschedrehrost 
Ascheentnahmerost 
Ascheentnahmetiir 
Aschekapsel 

Aschekasten 
Aschenaufnahmebehditer 
Aschenraum 
Aschenschrége 
Aschentransportvorrichtung 
Auflager-Eisen 
Ausbrennraum 

Ausgliihrost 

dusseres Ziegelmauerwerk 
Befestigungs-Eisen 
Beharrungszustand 
Beheizung 

Beladung 

Belastung 
Beschickungseinrichtung 
Beschriftungs-Apparat 
Betriebsvorschrift 

Brenner 

Brennereinstellung 
Brennkammer 

Brennstoff 

Brennstofflager 
Brennstoffverbrauch 

Brikett 

D.R.P. (Deutsches Reichspatentamt) 
Dauerbetrieb 

DIN (Deutsche Industrie-Norm; Deut- 
sches Institut fiir Normung) 
direkte Eindischerung 
Doppelmuffel Eindscherungsofen 
Drahtseil 


Waste-disposal incinerator 
exhaust/smoke/flue gas 
exhaust/flue-gas channels 
exhaust fan 

closing slide/damper 

closing valve 

eight-muffle cremation furnace 
anchor irons/rods, drawing rods 
fittings, displays 

ash urn 

ash-cooling chamber 

ash post-combustion chamber 
ash container 

tiltable ash grate 

ash-removal grate 

ash-removal door 

ash capsule, urn 

ash container 

ash container 

ash chamber 

ash slope 

ash-transport device 
supporting iron bars (transverse) 
chamber to complete combustion 
post-combustion grate 

external brick masonry 

holding iron bar 

steady state 

heating 

loading 

load, strain 

loading device 

labeling device 

operating instruction 

burner 

burner adjustment 

cremation chamber 

fuel 

fuel storage 

fuel consumption 

briquette 

patent office of the German Reich 
continuous operation 


437 


German industrial standard; since 1975: German In- 


stitute for Standardization 

direct cremation 

double-muffle cremation furnace 
wire cable 
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drehbare Asche-Sammelplatte 
Drehklappe 

Drehrost 

Drehrostplatte 

Drehscheibe 
Dreimuffel-Eindscherungsofen 
Druckluftleitung 

Dunsthaube 

Eindscherung 
Eindscherungsanlage 
Eindscherungskammer 
Eindscherungsofen 
Eindscherungsraum 
Eindscherungsverfahren 
Ejinfiihrrollen 

Einfiihrtrage 

Einfiihrtiir 
Einfiihrungsschieber 
Einfiihrungstiir 
Einfiihrungswanne 
Einmuffel-Eindscherungsofen 
Entaschung 

Entwesungsofen 

Essengas 

Essenkanal 

Etageofen 

Exhaustor 

fahrbarer Ofen 

Fahrgestell 

Falschluft 

Feldofen 

feuerbestdndig 
Feuerbestattung 
Feuerbestattungsofen 
Feuerbestattungsanlage 
Feuerbriicke 

feuerfest 

Feuertiir 

Feuerung 

Flachbettofen 
Flugaschefreie-Verbrennungsgase 
Flugasche 
Flugaschen-Entstaubungsanlage 
Formstein 
Frischluftventilator 

Fuchs 
Fuchseinsteigeschachtverschluss 
Fiihrungsrollen 
Fiillschachtverschluss 
Gasabzug 

gasbeheizt 

Gaserzeuger 

Gasfeuerung 

Gaskanal 


tiltable ash-collection grate 
rotary vane 

tiltable grate 

tiltable grate panel 
rotatable platform 
triple-muffle cremation furnace 
compressed-air conduits 
fume (extractor) hood 
cremation 

cremation facility 
cremation chamber 
cremation furnace 
cremation room/hall 
cremation method 
introduction rollers 
introduction stretcher 
introduction door 
introduction 
introduction door 
introduction tub 
single-muffle cremation furnace 
ash removal 
disinfestation furnace 
flue gas 

flue channel 

multi-story furnace 
exhauster, extraction fan 
mobile furnace 

chassis 

unwanted air 

field furnace 
fire-resistant 

cremation 

cremation furnace 
cremation facility 

fire bridge 

fire-proof 

fire door/hearth door 
firing/firebox 

flatbed furnace 
combustion gases free of fly ash 
fly ash 

fly-ash-removal device 
cinder block 

fresh-air fan 

flue 

lid of flue access shaft 
guide rollers 

closure of loading shaft 
gas/smoke/exhaust duct 
gas-fired 

gas generator/gasifier 
gas-fired system 

gas channel 
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Gaskoks 

Gebléise 
Gegengewicht 
Generator 
Generatorfiillschacht 


Generatorfiillschachtverschluss 


Generatorfiilltiir 
Generatorgase 
Generatorhals 
Generatorschacht 
geruchlos 
Gewolbe 


Gleis zur Beschickung der Ofen 


Gleis zur Kokszufuhr 
Gleittiir 

halbindirekte Eindscherung 
Halbwélber 
Handwinde 
Hauptbrenner 
Hauptbrennraum 
Hauptfeuerung 
Hauptkanalschieber 
Hauptverbrennung 
Heisslufteindscherungsofen 
Heizfldche 

Heizgase 

Heizkammer 
Heizschlange 
Heizspirale 

Heizspule 

Heizung 

Heizversuch 
Hochheizung 
Holzfeuerung 
Hiittenkoks 

indirekte Eindscherung 
TIsolierabsperrschieber 
Tsolierm6rtel 
Tsolierstein 

Tsolierung 
Kamineinband 
Kaminfeuer 

Keilstein 
Kieselgurmértel 
Kieselgurstein 
Klemme 


Kohlenbeschickungsvorrichtung 


Kohlensduregehalt 
Kohlentransportwagen 
Koks 

koksbeheizt 
Koksfeuerung 
Koksofen 

Kratze 


gas coke 

fan, blower 

counter weight 
generator/gasifier 
generator-/gasifier-loading shaft 
closure of generator-/gasifier-loading shaft 
door of generator-/gasifier-loading shaft 
generator gas, producer gas 
generator/gasifier neck 
generator/gasifier shaft 
odorless 

vault 

rails for loading the furnaces 
rails for coke delivery 
sliding door 

semi-indirect cremation 
semi-wedge bricks 

hand crank 

main burner 

main combustion chamber 
main hearth 
main-channel/duct/flue damper 
main combustion 

hot air cremation furnace 
heating surface 

heating gases 

heating chamber, of recuperator 
heating coil 

heating coil, heating element 
heating coil 

heating 

heating experiment 
heating/firing up 

wood-fired system 

foundry coke 

indirect cremation 

insulating damper 

insulation mortar 

insulation brick 

insulation 

chimney framing 

chimney fire 

wedge brick 
diatomaceous-earth mortar 
diatomaceous-earth stone 
clamp 

coal-loading device 

CO content 

coal transportation cart 

coke 

coke-fired 

coke-fired system 

coke furnace 

scraper 
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Kremation 
Kremationsofen 
Krematorium 

Laufrolle 

Laufschiene 
Leicheneindscherungsofen 


Leicheneinfiihrungs-Vorrichtung 


Leichenhalle 
Leichenkeller 
Leichenraum 
Leichentrage 
Leichenverbrennung 
Leichenverbrennungsofen 
Leistung 

Lockfeuer 
Luftabschlussklappe 
Luftabschlussschieber 
Luftaustrittdiisen 
Luftdiisen 

Lufteintritt 
Lufterhitzer 
Lufterhitzrohr 

Luftgas 

Luftkammer 

Luftkanal 
Luftkanalverschluss 
Luftklappe 

Luftrosette 
Luftschieber 
Luftiiberschuss 
Luftverteiler 
Luftzufiihrung 
Luftzutritt 
Mauerwerksmantel 
mm WS (Wassersdule) 
Monolit 

Motor-Raum 

Muffel 
Muffelabsperrschieber 
Muffelgewélbe 
Miillverbrennungsofen 
Miillverbrennungsraum 
Nachbrennkammer 
Nachbrennraum 
Nachgliithraum 
Nachverbrennungskandile 
Nachverbrennung 
Nachverbrennungsrost 
Nebenbrenner 
Normalstein 
Normalverbrennung 
Notkrematorium 
Oberluft 

Ofenanlage 


cremation 

cremation furnace 
crematorium 

guide roller/wheel 

guide rail 
corpse-cremation furnace 
corpse-introduction device 
corpse hall, morgue, mortuary 
corpse basement, underground morgue 
corpse room, morgue 
corpse stretcher 

corpse cremation 
corpse-cremation furnace 
power, performance 

pilot flame 

air shutter 

airclosing slider/damper 
air-exhaust nozzle 

air nozzle 

air-feed opening 

air heater 

air-heating pipe 

air gas 

air chamber 

air channel 

closure for air channel 

air shutter 

air rosette 

air damper 

air excess 

air manifold 

air supply 

air intake 

outer brickwork 

mm water column (pressure) 
Monolite 

engine room 

muffle 

sliding muffle closure 
muffle vault 

waste incinerator 

waste incinerator room 
post-combustion chamber 
post-combustion chamber 
post-combustion chamber 
post-combustion channels 
post-combustion 
post-combustion grate 
auxiliary burner 

standard brick 

standard combustion 
makeshift crematorium 
upper air supply 

furnace facility 
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Ofengruppe 

Ofenmantel 

Ofenschieber 

offene Verbrennungskammer 
offene Verbrennungsstitte 
Olbeheizt 

Olbrenner 

Olfeuerung 

Olvorwérmer 
Patentanmeldung 
Patentanspruch 
Patenterteilung 
Patentschrift 

Pfanne 

Planrost 

Planroststtibe 

primdre Luft 
Probeeindscherung 
Prunktiir 

Rauchabzug 
Rauchgasabzug 
Rauchgasausnutzung 
Rauchgase 
Rauchgasnachbrennkammer 
Rauchgasventilator 
Rauchkanal 
Rauchkanalschieber 
Rauchkanalschieberrahmen 
rauchlos 
Rauchverbrennung 
Reform-Eindscherungsofen 
Regenerator 
Regulierhebel 
Regulierventil 
Reichspatentamt 
Reinigungstiir 
Rekuperation 
Rekuperator 

Reserveofen 
Ring-Eindscherungsofen 
Ring-Ofen 

Rohrgabel 

Rohrleitung 

Rollenbock 
Rost-Auflager 
Rostauflagerbalken 
Riicksttinde 
Rundeisenanker 

Sarg 

Sargbriickenstein 
Sargeinfiihrtrage 
Sargeinfiihrungsvorrichtung 
Sargeeinfiihrungswagen 
Saugzug-Anlage 


furnace group 

furnace 

furnace damper 

open combustion chamber 
open cremation site 
oil-/naphtha-fired 
oil/naphtha burner 
oil/naphtha firing 
oil/naphtha pre-heating 
patent application 

patent claim 

patent issuance 

patent specification 

pan 

flat grate 

flat-grate bars 

primary air supply 
cremation experiment 
decorative door 

smoke duct 

smoke-gas duct 

exploitation of smoke gas (heat) 
smoke/exhaust/discharge gases 
smoke-gas post-combustion chamber 
smoke-gas fan 

smoke duct/flue 

smoke-duct damper 

frame of flue damper 
smokeless 

smoke combustion 
improved cremation furnace 
regenerator 

control lever 

control valve 

Reich Patent Office 
cleaning door 

recuperation 

recuperator 

back-up furnace 

ring cremation furnace 

ring furnace 

tube yoke 

piping 

roller stand/stretcher support 
grate support 

beam for grate support 
remnants, remains 

round iron anchors 

coffin 

coffin-support stone 
coffin-introduction stretcher 
coffin-introduction device 
coffin-introduction cart 
forced-draft device 
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Saugzug-Geblise 
Schacht 

Schamotte 
Schamotteabsperrplatte 
Schamotteausmauerung 
Schamottefutter 
schamottegefiittert 
Schamottemarken 
Schamottemauerwerk 
Schamottem@rtel 
Schamotterost 
Schamotteroststeine 
Schau-Offnung 
Schauloch 
Schauluke 
Schieberplatte 
Schlacke 
Schlackenwolle 
Schlangensystem 
Schornstein 
Schornsteinmantel 
Schornsteinrohr 
Schrdgrost 
Schragroststtibe 
Schiirgeréite 
Schiirstange 
Schwadenabsaugung 
Seilkausche 

Seilrolle 

Seitenluft 

sekundére Luft 

SK (Segerkegel) 
Sohle 
Spannschraube 
Spiralenrekuperator 
Stampfmasse 
Steigeisen 
Stundenleistung 
T-Eisen 


termisches Gleichgewicht 
Tierleichen-Verbrennungs6fen 


Trage 

Trockenheizung 
Trocknung 

Tiirplatte 

U-Eisen 
Umfiihrungsrauchkanal 


Umleitung der Kohlenoxydgase 


Urne 
Urnenkasten 
Urnenkisten 
Urnenraum 
Ventilator 
Verankerung 


forced-draft blower 
shaft 

refractory clay, fireclay 
refractory damper 
refractory lining 
refractory lining 

lined with refractory clay 
refractory tags 
refractory masonry 
refractory mortar 
refractory grate 
refractory grate bars 
inspection opening 
inspection hole 
inspection port 

damper plate 

slag, cinder 

slag wool 

coil system 

chimney, smokestack 
outer chimney masonry 
chimney pipe 
slanted/sloping grate 
slanted/sloping grate bars 
poker 

poking bar 

fume extraction 

rope thimble 

cable pulley 

lateral air (supply) 
secondary air 

Seger cone 

bottom, floor 
clamping/tension screw 
coil recuperator 
caulking/packing mass/mix 
climbing/step iron 
hourly performance 
T-iron 

thermal equilibrium 
animal-carcass-incineration furnace 
stretcher 

heat drying 

drying out, desiccation 
(refractory) door plate 
U-iron 

flue/smoke duct 
diversion of CO gases 
um 

urn case 

urn box 

urn room 

ventilator, fan 
anchoring, bracing 
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Verankerungs-Eisen 
Verbrennung 
Verbrennungsgase 
Verbrennungsgegenstand 
Verbrennungsraum 
Versandkasten 
Verschiebwagen 
Vierkanteisen 
Vierkantstéibe 
Vorheizung 
Vorwdrmer 
Warmebelastung 
Warmebilanz 
Warmespeicher 
Wasserbehdilter 
Wassergas 
Windleitung 
Winkeleisen 
Wirkungsgrad 
Wolbstein 

Zentner 

Zug 

Zugmesser 
Zugstdrke 
Zugverstdrkungs-Anlage 


anchoring/bracing (iron) bar 
combustion 

combustion gases 
combustion object 
combustion chamber 
shipping box 

relocation cart 

square iron 

rectangular bars 
preheating 

preheater 

thermal load/stress 
heat/thermal balance 

heat accumulator/reservoir 
water container 

water gas 

blast pipe 

angle iron 

efficiency (rate/factor) 
arch brick 

50 kg 

chimney duct or draft 
draft gauge 

draft strength/intensity 
Draft-improvement device 
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3. Symbols 


Not included are chemical (element) symbols. 


a = Heat-transfer coefficient (Wédrmeiibergangszahl) = '/273 °C"! 
y = specific density 

n = efficiency factor (Wirkungsgrad) 

X = thermal conductivity (Wdrmeleitzahl; in kcal m7! °C! hr!) 
fo} = radiation ratio (Ausstrahlungsverhdiltnis) 

A = ashes (Aschen) 

B- = fuel (Brennstoff) 

BTU = British Thermal Unit (1 BTU = 0.252 Kcal) 

Cp = specific heat (spezifische Wdrme) 

Cpm = average specific heat (mittlere spezifische Wdrme) 

F = surface, area (Fldche) 

G_ = weight (Gewicht) 

Ho = u.h.v., upper heating value (oberer Heizwert) 

hp = horsepower 


Hu = Lh.v., lower heating value (unterer Heizwert) 

Hua = lower heating value of ashes (Unterer Heizwert Asche) 
i = heat, enthalpy (thermal contents) 

K _ = thermal transmittance (Wdrmedurchgangszahl) 

L = air (Luft) 

m = Excess-air ratio (Luftverhdiltnis) 

q = cross-sectional area of chimney (Querschnitt) 

PS = horsepower (Pferdestérke) 

R= smoke gas (Rauchgase) 

Rg = weight of smoke gas (Rauchgase Gewicht) 

Ry = heat loss via smoke gas (Rauchgase Verlust) 

U = uncombusted (Unverbranntes) 

V_ = heat loss (Verlust) 

V.a__= heat loss via ashes and slag (Verlust Asche) 

Vis = heat loss via masonry by conduction and radiation (Verlust Leitung-Strahlung) 
Vsch = heat loss via chimney (Verlust Schornstein) 

Vun = heat loss via uncombusted gas (Verlust unverbrannt) 
W~ = heat (Wdrme) / water (Wasser) 

WS. = water column (Wassersdule): 1 mm WS = 1 kg/m? 

Z = time (Zeit) 
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4. Abbreviations of Archive Names 


AGK 


Archiwum Gtownej Komisji Badania Zbrodni Przeciwko 
Narodowi Polskiemu Instytutu Pamieci Narodowej (Archive of 
the Central Commission for the Investigation of Crimes against 
the Polish People, National Memorial) now Jnstytut Pamieci 
Narodowej (Institute for national Commemoration), Warsaw 
Archiv des Kuratoriums fiir Siihnemal KZ Dachau (Archive of 
the Foundation for Atonement at KZ Dachau) 

Archiwum Muzeum Stutthof (Archive of the Museum at Stut- 
thof) 

Archiwum Panstwowego Muzeum Gross-Rosen (Archive of 
National Museum of Gross-Rosen), Walbzrych 

Archiwum Panstwowego Muzeum na Majdanku (Archive of 
National Museum at Majdanek) 

Archiwum Panstwowego Muzeum w Oswiecimiu (Archive of 
National Museum at Auschwitz) 

Bundesarchiv Koblenz 

Deutsches Patentamt, Berlin 

Federal’naja Sluzba Bezopasnosti Rossiskoi Federatsii, 
(Federal Security Office of the Russian Federation), Moscow 
Gosudarstvenni Archiv Rossiskoi Federatsii (National Archive 
of the Russian Federation), Moscow 

Trial of the Major War Criminals before the International Mili- 
tary Tribunal, published in Nuremberg 1947 

Kuratorium fiir Siihnemal KZ Dachau 

Offentliches Denkmal und Museum Mauthausen 

Public Record Office, London 

Pamatnik Terezin (Terezin/Theresienstadt Monument) 
Rijksinstituut voor Oorlogsdocumentatie (National Institute for 
War Documentation), Amsterdam 

Sennefriedhof Bielefeld 

Stadtarchiv Erfurt 

Staatsarchiv Weimar 

Rossiysky gosudarstvenny voyenny arkhiv (Russian State War 
Archive), Moscow 

Vojensky Historicky Archiv (Archive of Military History), 
Prague 

Wojewoddzkie Archiwum Panstwowe w Lublinie (National 
Provincial Archive, Lublin) 
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berg’s book, 302 pages, bibliography, 
index. (#8) 


Jewish Emigration from the Third 
Reich. By Ingrid Weckert. Current 
historical writings about the Third 
Reich claim state it was difficult for 
Jews to flee from Nazi persecution. 
The truth is that Jewish emigration 
was welcomed by the German authori- 
ties. Emigration was not some kind of 
wild flight, but rather a lawfully de- 
termined and regulated matter. Weck- 
ert’s booklet elucidates the emigration 
process in law and policy. She shows 
that German and Jewish authorities 
worked closely together. Jews inter- 
ested in emigrating received detailed 
advice and offers of help from both 
sides. 2nd ed., 130 pages, index. (#12) 


Inside the Gas Chambers: The Exter- 
mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial per- 
secution can stifle revisionism. Hence, 
in early 2011, the Holocaust Ortho- 
doxy published a 400-page book (in 
German) claiming to refute “revision- 
ist propaganda,” trying again to prove 
“once and for all” that there were hom- 
icidal gas chambers at the camps of 
Dachau, Natzweiler, Sachsenhausen, 
Mauthausen, Ravensbriick, Neuen- 
gamme, Stutthof... you name them. 
Mattogno shows with his detailed 
analysis of this work of propaganda 
that mainstream Holocaust hagiogra- 
phy is beating around the bush rather 
than addressing revisionist research 
results. He exposes their myths, dis- 
tortions and lies. 2nd ed., 280 pages, 
b&w illustrations, bibliography, index. 
(#25) 


SECTION TWO: 
Specific non-Auschwitz Studies 


The Dachau Gas Chamber. By Carlo 
Mattogno. This study investigates 
whether the alleged homicidal gas 
chamber at the infamous Dachau 
Camp could have been operational. 
Could these gas chambers have ful- 
filled their alleged function to kill peo- 
ple as assumed by mainstream histori- 
ans? Or does the evidence point to an 
entirely different purpose? This study 
reviews witness reports and finds that 
many claims are nonsense or techni- 
cally impossible. As many layers of 
confounding misunderstandings and 
misrepresentations are peeled away, 
we discover the core of what the truth 
was concerning the existence of these 
gas chambers. 154 pages, b&w illus- 
trations, bibliography, index. (#49) 


Treblinka: Extermination Camp or 
Transit Camp? By Carlo Mattogno and 
Jiirgen Graf. It is alleged that at Treb- 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, Diesel- 
exhaust fumes etc. Holocaust histori- 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 8rd ed., 384 pages, b&w illus- 
trations, bibliography, index. (#8) 


Belzec: Propaganda, Testimonies, Ar- 
cheological Research and History. By 
Carlo Mattogno. Witnesses report that 
between 600,000 and 3 million Jews 
were murdered in the Belzec Camp, 
located in Poland. Various murder 
weapons are claimed to have been used: 
Diesel-exhaust gas; unslaked lime in 
trains; high voltage; vacuum cham- 
bers; etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus, 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblin- 
ka, forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 142 
pages, b&w illustrations, bibliography, 
index. (#9) 


Sobibor: Holocaust Propaganda and 
Reality. By Jiirgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibor camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se- 
lective use of contradictory eyewitness 
testimony. Archeological surveys of 
the camp are analyzed that started in 
2000-2001 and carried on until 2018. 
The book also documents the general 
National-Socialist policy toward Jews, 
which never included a genocidal “fi- 
nal solution.” In conclusion, Sobibér 
emerges not as a “pure extermination 
camp”, but as a transit camp from 
where Jews were deported to the oc- 
cupied eastern territories. 2nd ed., 456 
pages, b&w illustrations, bibliography, 
index. (#19) 


Free Samples 


nce reracanan 
anceraewens erstuece 
carters marina rrmeert 


A mesromscas ine Pieeameae STeHY 


T™e 


NEUENGAMME 


AND 
SACHSENHAUSEN 


1 , 
GAS CHAMBERS 


The “Operation Reinhardt” Camps 
Treblinka, Sobibér, Betzec. By Carlo 
Mattogno. This study has its first fo- 
cus on witness testimonies recorded 
during World War II and the im- 
mediate post-war era, many of them 
discussed here for the first time, thus 
demonstrating how the myth of the 
“extermination camps” was created. 
The second part of this book brings us 
up to speed with the various archeo- 
logical efforts made by mainstream 
scholars in their attempt to prove that 
the myth is true. The third part com- 
pares the findings of the second part 
with what we ought to expect, and 
reveals the chasm between facts and 
myth. 402 pages, illustrations, bibliog- 
raphy, index. (#28) 


Chelmno: A Camp in History & Pro- 
paganda. By Carlo Mattogno. At 
Chelmno, huge masses of Jewish pris- 
oners are said to have been gassed in 
“gas vans” or shot (claims vary from 
10,000 to 1.3 million victims). This 
study covers the subject from every 
angle, undermining the orthodox 
claims about the camp with an over- 
whelmingly effective body of evidence. 
Eyewitness statements, gas wagons 
as extermination weapons, forensics 
reports and excavations, German 
documents — all come under Mat- 
togno’s scrutiny. Here are the uncen- 
sored facts about Chelmno, not the 
propaganda. This is a complementary 
volume to the book on The Gas Vans 
(#26). 2nd ed., 188 pages, indexed, il- 
lustrated, bibliography. (#23) 

The Gas Vans: A Critical Investiga- 
tion. By Santiago Alvarez and Pierre 
Marais. Did the Nazis use mobile gas 
chambers to exterminate 700,000 peo- 
ple? Are witness statements believ- 
able? Are documents genuine? Where 
are the murder weapons? Could they 
have operated as claimed? Where are 
the corpses? In order to get to the 
truth of the matter, Alvarez has scru- 
tinized all known wartime documents 
and photos about this topic; he has 
analyzed a huge amount of witness 
statements as published in the litera- 
ture and as presented in more than 
30 trials held over the decades in Ger- 
many, Poland and Israel; and he has 
examined the claims made in the per- 
tinent mainstream literature. The re- 
sult of his research is mind-boggling. 
Note: This book and Mattogno’s book 
on Chelmno were edited in parallel to 
make sure they are consistent and not 
repetitive. 2nd ed., 412 pages, b&w il- 
lustrations, bibliography, index. (#26) 


The Einsatzgruppen in the Occupied 
Eastern Territories: Genesis, Mis- 
sions and Actions. By C. Mattogno. 
Before invading the Soviet Union, 
the German authorities set up special 
units meant to secure the area behind 
the German front. Orthodox histo- 
rians claim that these units called 
Hinsatzgruppen primarily engaged 
in rounding up and mass-murdering 
Jews. This study sheds a critical light 
onto this topic by reviewing all the 
pertinent sources as well as mate- 
rial traces. It reveals on the one hand 
that original war-time documents do 
not fully support the orthodox geno- 
cidal narrative, and on the other that 
most post-“liberation” sources such as 
testimonies and forensic reports are 
steeped in Soviet atrocity propaganda 
and are thus utterly unreliable. In ad- 
dition, material traces of the claimed 
massacres are rare due to an attitude 
of collusion by governments and Jew- 
ish lobby groups. 2nd ed.., 2 vols., 864 
pp., b&w illustrations, bibliography, 
index. (#89) 


Concentration Camp Majdanek. A 
Historical and Technical Study. By 
Carlo Mattogno and Jiirgen Graf. At 
war’s end, the Soviets claimed that up 
to two million Jews were murdered 
at the Majdanek Camp in seven gas 
chambers. Over the decades, how- 
ever, the Majdanek Museum reduced 
the death toll three times to currently 
78,000, and admitted that there were 
“only” two gas chambers. By exhaus- 
tively researching primary sources, 
the authors expertly dissect and repu- 
diate the myth of homicidal gas cham- 
bers at that camp. They also critically 
investigated the legend of mass ex- 
ecutions of Jews in tank trenches and 
prove it groundless. Again they have 
produced a standard work of methodi- 
cal investigation which authentic his- 
toriography cannot ignore. 3rd ed., 
358 pages, b&w illustrations, bibliog- 
raphy, index. (#5) 


The Neuengamme and Sachsenhau- 
sen Gas Chambers. By Carlo Mat- 
togno. The Neuengamme Camp near 
Hamburg, and the Sachsenhausen 
Camp north of Berlin allegedly had 
homicidal gas chambers for the mass 
gassing of inmates. The evaluation of 
many postwar interrogation protocols 
on this topic exposes inconsistencies, 
discrepancies and_ contradictions. 
British interrogating techniques are 
revealed as manipulative, threaten- 
ing and mendacious. Finally, techni- 
cal absurdities of gas-chambers and 
mass-gassing claims unmask these 
tales as a mere regurgitation of hear- 
say stories from other camps, among 
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them foremost Auschwitz. 178 pages, 
b&w ill., bibliography, index. (#50) 


Concentration Camp Stutthof and Its 
Function in National Socialist Jewish 
Policy. By Carlo Mattogno and Jiirgen 
Graf. Orthodox historians claim that 
the Stutthof Camp near Danzig, East 
Prussia, served as a “makeshift” ex- 
termination camp in 1944, where in- 
mates were killed in a gas chamber. 
Based mainly on archival resources, 
this study thoroughly debunks this 
view and shows that Stutthof was in 
fact a center for the organization of 
German forced labor toward the end of 
World War II. The claimed gas cham- 
ber was a mere delousing facility. 4th 
ed., 170 pages, b&w illustrations, bib- 
lography, index. (#4) 


SECTION THREE: 
Auschwitz Studies 


The Making of the Auschwitz Myth: 
Auschwitz in British Intercepts, Pol- 
ish Underground Reports and _ Post- 
war Testimonies (1941-1947). By 
Carlo Mattogno. Using messages sent 
by the Polish underground to Lon- 
don, SS radio messages sent to and 
from Auschwitz that were intercepted 
and decrypted by the British, and a 
plethora of witness statements made 
during the war and in the immediate 
postwar period, the author shows how 
exactly the myth of mass murder in 
Auschwitz gas chambers was created, 
and how it was turned subsequently 
into “history” by intellectually corrupt 
scholars who cherry-picked claims 
that fit into their agenda and ignored 
or actively covered up literally thou- 
sands of lies of “witnesses” to make 
their narrative look credible. 2nd edi- 
tion, 514 pp., b&w illustrations, bibli- 
ography, index. (#41) 


The Real Case of Auschwitz: Robert 
van Pelt’s Evidence from the Irving 
Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt, a 
mainstream expert on Auschwitz, be- 
came famous when appearing as an 
expert during the London libel trial 
of David Irving against Deborah Lip- 
stadt. From it resulted a book titled 
The Case for Auschwitz, in which 
van Pelt laid out his case for the ex- 
istence of homicidal gas chambers at 
that camp. This book is a scholarly 
response to Prof. van Pelt—and Jean- 
Claude Pressac, upon whose books 
van Pelt’s study is largely based. Mat- 
togno lists all the evidence van Pelt 
adduces, and shows one by one that 
van Pelt misrepresented and misin- 
terpreted every single one of them. 
This is a book of prime political and 


scholarly importance to those looking 
for the truth about Auschwitz. 3rd ed., 
692 pages, b&w illustrations, glossa- 
ry, bibliography, index. (#22) 


Auschwitz: Plain Facts: A Response 
to Jean-Claude Pressac. Edited by 
Germar Rudolf, with contributions 
by Serge Thion, Robert Faurisson 
and Carlo Mattogno. French phar- 
macist Jean-Claude Pressac tried to 
refute revisionist findings with the 
“technical” method. For this he was 
praised by the mainstream, and they 
proclaimed victory over the “revision- 
ists.” In his book, Pressac’s works and 
claims are shown to be unscientific 
in nature, as he never substantiates 
what he claims, and historically false, 
because he systematically misrepre- 
sents, misinterprets and misunder- 
stands German wartime documents. 
2nd ed., 226 pages, b&w illustrations, 
glossary bibliography, index. (#14) 


Auschwitz: Technique and Operation 
of the Gas Chambers: An Introduction 
and Update. By Germar Rudolf. Pres- 
sac’s 1989 oversize book of the same 
title was a trail blazer. Its many docu- 
ment repros are valuable, but Pres- 
sac’s annotations are now outdated. 
This book summarizes the most per- 
tinent research results on Auschwitz 
gained during the past 30 years. 
With many references to Pressac’s 
epic tome, it serves as an update and 
correction to it, whether you own an 
original hard copy of it, read it online, 
borrow it from a library, purchase a 
reprint, or are just interested in such 
a summary in general. 144 pages, 
b&w illustrations, bibliography. #42) 


The Chemistry of Auschwitz: The 
Technology and Toxicology of Zyklon 
B and the Gas Chambers — A Crime- 
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Scene Investigation. By Germar Ru- 
dolf. This study documents forensic 
research on Auschwitz, where mate- 
rial traces reign supreme. Most of the 
claimed crime scenes — the claimed 
homicidal gas chambers — are still 
accessible to forensic examination 
to some degree. This book addresses 
questions such as: How were these gas 
chambers configured? How did they 
operate? In addition, the infamous 
Zyklon B is examined in detail. What 
exactly was it? How did it kill? Did it 
leave traces in masonry that can be 
found still today? Indeed, it should 
have, the author concludes, but sev- 
eral sets of analyses show no trace of 
it. The author also discusses in depth 
similar forensic research conducted 
by other scholars. 4th ed., 454 pages, 
more than 120 color and over 100 b&w 
illustrations, bibliography, index. (#2) 
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Auschwitz Lies: Legends, Lies and 
Prejudices on the Holocaust. By Carlo 
Mattogno and Germar Rudolf. The fal- 
lacious research and alleged “refuta- 
tion” of revisionist scholars by French 
biochemist G. Wellers (attacking 
Leuchter’s famous report, #16), Polish 
chemist Dr. J. Markiewicz and U.S. 
chemist Dr. Richard Green (taking on 
Rudolf’s chemical research), Dr. John 
Zimmerman (tackling Mattogno on 
cremation issues), Michael Shermer 
and Alex Grobman (trying to prove it 
all), as well as researchers Keren, Mc- 
Carthy and Mazal (who turned cracks 
into architectural features), are ex- 
posed for what they are: blatant and 
easily exposed political lies created to 
ostracize dissident historians. 4th ed., 
420 pages, b&w illustrations, index. 
(#18) 


Auschwitz: The Central Construc- 
tion Office. By Carlo Mattogno. When 
Russian authorities granted access to 
their archives in the early 1990s, the 
files of the Auschwitz Central Con- 
struction Office, stored in Moscow, 
attracted the attention of scholars 
researching the history of this camp. 
This important office was responsible 
for the planning and construction of 
the Auschwitz camp complex, includ- 
ing the crematories which are said to 
have contained the “gas chambers.” 
This study sheds light into this hith- 
erto hidden aspect of this camp’s his- 
tory, but also provides a deep under- 
standing of the organization, tasks, 
and procedures of this office. 2nd ed., 
188 pages, b&w illustrations, glos- 
sary, index. (#13) 


Garrison and Headquarters Orders 
of the Auschwitz Camp. By Germar 
Rudolf and Ernst Bohm. A large num- 
ber of the orders issued by the various 
commanders of the Auschwitz Camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in them pointing at anything sinister 
going on. Quite to the contrary, many 
orders are in insurmountable contra- 
diction to claims that prisoners were 
mass murdered, such as the children 
of SS men playing with inmates, SS 
men taking friends for a sight-seeing 
tour through the camp, or having a ro- 
mantic stroll with their lovers around 
the camp grounds. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
185 pages, b&w ill., bibl., index (#34) 


Special Treatment in Auschwitz: Ori- 
gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger- 
man wartime documents, terms like 
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“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show- 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the prac- 
tice of deciphering an alleged “code 
language” by assigning homicidal 
meaning to harmless documents — a 
key component of mainstream histori- 
ography — is untenable. 2nd ed., 166 
pages, b&w illustrations, bibliogra- 
phy, index. (#10) 


Healthcare at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch- 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide health care 
for the inmates. Part 1 of this book an- 
alyzes the inmates’ living conditions 
and the various sanitary and medical 
measures implemented. It documents 
the vast construction efforts to build 
a huge inmate hospital insinde the 
Auschwity-Birkenau Camp. Part 2 
explores what happened to registered 
inmates who were “selected” or sub- 
ject to “special treatment” while dis- 
abled or sick. This study shows that 
a lot was tried to cure these inmates, 
especially under the aegis of Garri- 
son Physician Dr. Wirths. Part 3 is 
dedicated to this very Dr. Wirths. The 
reality of this caring philanthropist 
refutes the current stereotype of SS 
officers. 398 pages, b&w illustrations, 
bibliography, index. (#33) 


Debunking the Bunkers of Auschwitz: 
Black Propaganda vs. History. By 
Carlo Mattogno. The “bunkers” at 
Auschwitz-Birkenau, two former 
farmhouses just outside the camp’s 
perimeter, are claimed to have been 
the first homicidal gas chambers at 
Auschwitz specifically equipped for 
this purpose. They supposedly went 
into operation during the first half 
of 1942, with thousands of Jews sent 
straight from deportation trains to 
these “gas chambers.” However, doc- 
uments clearly show that all inmates 
sent to Auschwity during that time 
were properly admitted to the camp. 
No mass murder on arrival can have 
happened. With the help of other war- 
time files as well as air photos taken 
by Allied reconnaissance aircraft in 
1944, this study shows that these 
homicidal “bunkers” never existed, 
how the rumors about them evolved 
as black propaganda created by re- 
sistance groups in the camp, and how 
this propaganda was transformed into 
a false reality by “historians.” 2nd ed., 
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292 pages, b&w ill., bibliography, in- 
dex. (#11) 


Auschwitz: The First Gassing. Rumor 
and Reality. By Carlo Mattogno. The 
first gassing in Auschwitz is claimed 
to have occurred on Sept. 3, 1941 in 
a basement. The accounts report- 
ing it are the archetypes for all later 
gassing accounts. This study ana- 
lyzes all available sources about this 
alleged event. It shows that these 
sources contradict each other about 
the event’s location, date, the kind of 
victims and their number, and many 
more aspects, which makes it impos- 
sible to extract a consistent story. 
Original wartime documents inflict 
a final blow to this legend and prove 
without a shadow of a doubt that this 
legendary event never happened. 4th 
ed., 262 pages, b&w illustrations, bib- 
lography, index. (#20) 


Auschwitz: Crematorium I and the 
Alleged Homicidal Gassings. By 
Carlo Mattogno. The morgue of Cre- 
matorium I in Auschwitz is said to 
be the first homicidal gas chamber 
there. This study analyzes witness 
statements and hundreds of wartime 
documents to accurately write a his- 
tory of that building. Where witnesses 
speak of gassings, they are either very 
vague or, if specific, contradict one an- 
other and are refuted by documented 
and material facts. The author also 
exposes the fraudulent attempts of 
mainstream historians to convert 
the witnesses’ black propaganda into 
“truth” by means of selective quotes, 
omissions, and distortions. Mattogno 
proves that this building’s morgue 
was never a homicidal gas chamber, 
nor could it have worked as such. 2nd 
ed., 152 pages, b&w illustrations, bib- 
hography, index. (#21) 

Auschwitz: Open-Air Incinerations. By 
Carlo Mattogno. In 1944, 400,000 Hun- 
garian Jews were deported to Ausch- 
witz and allegedly murdered in gas 
chambers. The camp crematoria were 
unable to cope with so many corpses. 
Therefore, every single day thousands 
of corpses are claimed to have been in- 
cinerated on huge pyres lit in trenches. 
The sky was filled with thick smoke, if 
we believe witnesses. This book exam- 
ines many testimonies regarding these 
incinerations and establishes whether 
these claims were even possible. Using 
air photos, physical evidence and war- 
time documents, the author shows that 
these claims are fiction. A new Appen- 
dix contains 3 papers on groundwater 
levels and cattle mass burnings. 2nd 
ed., 202 pages, b&w illustrations, bib- 
lography, index. (#17) 


The Cremation Furnaces_of Ausch- 
witz. By Carlo Mattogno & Franco 
Deana. An exhaustive study of the 
early history and technology of crema- 
tion in general and of the cremation 
furnaces of Auschwitz in particular. 
On a vast base of technical literature, 
extant wartime documents and mate- 
rial traces, the authors establish the 
nature and capacity of these cremation 
furnaces, showing that these devices 
were inferior makeshift versions, and 
that their capacity was lower than 
normal. The Auschwitz crematoria 
were not facilities of mass destruction, 
but installations barely managing to 
handle the victims among the inmates 
who died of various epidemics. 2nd 
ed., 3 vols., 1201 pages, b&w and color 
illustrations (vols 2 & 3), bibliogra- 
phy, index, glossary. (#24) 


Curated Lies: The Auschwitz Muse- 
um’s Misrepresentations, Distortions 
and Deceptions. By Carlo Mattogno. 
Revisionist research results have put 
the Polish Auschwitz Museum under 
enormous pressure to answer this 
challenge. They've answered. This 
book analyzes their answer. It first ex- 
poses the many tricks and lies used by 
the museum to bamboozle millions of 
visitors every year regarding its most 
valued asset, the “gas chamber” in the 
Main Camp. Next, it reveals how the 
museum’s historians mislead and lie 
through their teeth about documents 
in their archives. A long string of 
completely innocuous documents is 
mistranslated and misrepresented 
to make it look like they prove the 
existence of homicidal gas chambers. 
2nd ed., 259 pages, b&w illustra- 
tions, bibliography, index. (#38) 


Deliveries of Coke, Wood and Zyk- (jy 
lon B to Auschwitz: Neither Proof 
Nor Trace for the Holocaust. By Car- 
lo Mattogno. Researchers from the 
Auschwitz Museum tried to prove 
the reality of mass extermination by 
pointing to documents about deliver- 
ies of wood and coke as well as Zyk- 
lon B to the Auschwitz Camp. If put 
into the actual historical and techni- 
cal context, however, as is done by 
this study, these documents prove the 
exact opposite of what those orthodox 
researchers claim. This study exposes 
the mendacious tricks with which 
these museum officials once more de- 
ceive the trusting public. 184 pages, 
b&w illust., bibl., index. (#40) 


Mis-Chronicling Auschwitz. Danu- 
ta_Czech’s Flawed Methods, Lies 
and Deceptions in Her “Auschwitz 
Chronicle”, By Carlo Mattogno. The 
Auschwitz Chronicle is a reference 
book for the history of the Auschwitz 
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Camp. It was published in 1990 by 
Danuta Czech, one of the Auschwitz 
Museum’s most prolific and impact- 
ful historians. Analyzing this almost 
1,000-page long tome one entry at a 
time, Mattogno has compiled a long 
list of misrepresentations, outright 
lies and deceptions contained in it. 
They all aim at creating the oth- 
erwise unsubstantiated claim that 
homicidal gas chambers and lethal 
injections were used at Auschwitz for 
mass-murdering inmates. This liter- 
ary mega-fraud needs to be retired 
from the ranks of Auschwitz sources. 
324 pages, b&w illust., bibliography, 
index. (#47) 


The Real Auschwitz Chronicle. By 
Carlo Mattogno. Nagging is easy. We 
actually did a better job! That which 
is missing in Czech’s Chronicle is 
included here: day after day of the 
camp’s history, documents are pre- 
sented showing that it could not have 
been an extermination camp: tens 
of thousands of sick and injured in- 
mates were cared for medically with 
huge efforts, and the camp authori- 
ties tried hard to improve the initial- 
ly catastrophic hygienic conditions. 
Part Two contains data on trans- 
ports, camp occupancy and mortality 
figures. For the first time, we find out 
what this camps’ real death toll was. 
2 vols., 906 pp., b&w illustrations 
(Vol. 2), bibliography, index. (#48) 


Politics of Slave Labor: The Fate of 
the Jews Deported from Hungary 
and the Lodz Ghetto in 1944, By 
Carlo Mattogno. The deportation of 
the Hungarian Jews to Auschwitz in 
May-July 1944 is said to have been 
the pinnacle of this camp’s extermi- 
nation frenzy, topped off in August 
of that year by the extermination of 
Jews deported from the Lodz Ghetto. 
This book gathers and explains all 
the evidence available on both events. 
In painstaking research, the author 
proves almost on a person-by-person 
level what the fate was of many of the 
Jews deported from Hungary or the 
Lodz Ghetto. He demonstrates that 
these Jews were deported to serve 
as slave laborers in the Third Reich’s 
collapsing war economy. There is no 
trace of any extermination of any of 
these Jews. 338 pp., b&w illust., bib- 
liography, index. (#51) 


SECTION FOUR: 
Witness Critique 


camp autobiography Night. The au- 
thor proves that much of what Wiesel 
claims can never have happened. It 
shows how Zionist control has al- 
lowed Wiesel and his fellow extrem- 
ists to force leaders of many nations, 
the U.N. and even popes to genuflect 
before Wiesel as symbolic acts of sub- 
ordination to World Jewry, while at 
the same time forcing school children 
to submit to Holocaust brainwashing. 
This study also shows how parallel to 
this abuse of power, critical reactions 
to it also increased: Holocaust revi- 
sionism. While Catholics jumped on 
the Holocaust band wagon, the num- 
ber of Jews rejecting certain aspect of 
the Holocaust narrative and its abuse 
grew as well. This first unauthorized 
biography of Wiesel exposes both his 
personal deceits and the whole myth 
of “the six million.” 8rd ed., 458 pages, 
b&w _ illustration, bibliography, index. 
(#80) 


Auschwitz: Eyewitness Reports and 
Perpetrator Confessions. By Jiir- 
gen Graf. The traditional narrative 
of what transpired at the infamous 
Auschwitz camp during WWII rests 
almost exclusively on witness testi- 
mony from former inmates as well as 
erstwhile camp officials. This study 
critically scrutinizes the 30 most im- 
portant of these witness statements 
by checking them for internal coher- 
ence, and by comparing them with 
one another as well as with other 
evidence such as wartime documents, 
air photos, forensic research results, 
and material traces. The result is 
devastating for the traditional nar- 
rative. 372 pages, b&w illust., bibl., 
index. (#36) 


Commandant of Auschwitz: Rudolf 
Héss, His Torture and His Forced 
Confessions. By Carlo Mattogno & 
Rudolf Hoss. From 1940 to 1943, Ru- 
dolf Héss was the commandant of the 
infamous Auschwitz Camp. After the 
war, he was captured by the British. 
In the following 13 months until his 
execution, he made 85 depositions of 
various kinds in which he confessed 
his involvement in the “Holocaust.” 
This study first reveals how the Brit- 
ish tortured him to extract various 
“confessions.” Next, all of Héss’s de- 
positions are analyzed by checking 
his claims for internal consistency 
and comparing them with established 
historical facts. The results are eye- 
opening... 2nd ed., 411 pages, b&w 
illust., bibliography, index. (#35) 


Elie Wiesel, Saint of the Holocaust: 
A Critical Biography. By Warren B. 
Routledge. This book analyzes sev- 
eral of Wiesel’s texts, foremost his 


An _ Auschwitz Doctor’s _Eyewit- 
ness Account: The Tall Tales of Dr. 
Mengele’s Assistant Analyzed. By 
Miklos Nyiszli & Carlo Mattogno. 


Nyiszl, a Hungarian physician, 
ended up at Auschwitz in 1944 as Dr. 
Mengele’s assistant. After the war he 
wrote a book and several other writ- 
ings describing what he claimed to 
have experienced. To this day some 
traditional historians take his ac- 
counts seriously, while others reject 
them as grotesque lies and exaggera- 
tions. This study presents and ana- 
lyzes Nyiszli’s writings and skillfully 
separates truth from fabulous fabri- 
cation. 2nd ed., 484 pages, b&w illus- 
trations, bibliography, index. (#37) 


Rudolf Reder versus Kurt Gerstein: 
Two False Testimonies on the Belzec 
Camp Analyzed. By Carlo Mattogno. 
Only two witnesses have ever testi- 
fied substantially about the alleged 
Belzec Extermination Camp: The 
survivor Rudolf Reder and the SS 
officer Kurt Gerstein. Gerstein’s 
testimonies have been a hotspot of 
revisionist critique for decades. It 
is now discredited even among or- 
thodox historians. They use Reder’s 
testimony to fill the void, yet his 
testimonies are just as absurd. This 
study thoroughly scrutinizes Reder’s 
various statements, critically revisits 
Gerstein’s various depositions, and 
then compares these two testimonies 
which are at once similar in some 
respects, but incompatible in others. 
216 pages, b&w illust., bibliography, 
index. (#43) 


Sonderkommando Auschwitz I: Nine 


Free Samples 


Sonderkommando Auschwitz II: The 
False Testimonies by Henryk Tauber 
and Szlama Dragon. By Carlo Mat- 
togno. Auschwitz survivor and former 
member of the so-called “Sonderkom- 
mando” Henryk Tauber is one of the 
most important witnesses about the 
alleged gas chambers inside the cre- 
matoria at Auschwitz, because right 
at the war’s end, he made several ex- 
tremely detailed depositions about it. 
The same is true for Szlama Dragon, 
only he claims to have worked at the 
so-called “bunkers” of Birkenau, two 
makeshift gas chambers just out- 
side the camp perimeter. This study 
thoroughly scrutinizes these two key 
testimonies. 254 pages, b&w illust., 
bibliography, index. (#45) 


Sonderkommando _ Auschwitz _ IIT: 
They Wept Crocodile Tears. A Criti- 
cal Analysis of Late Witness Tes- 
timonies. By Carlo Mattogno. This 
book focuses on the critical analysis 
of witness testimonies on the alleged 
Auschwitz gas chambers recorded 
or published in the 1990s and early 
2000s, such as J. Sackar, A. Dragon, 
J. Gabai, S. Chasan, L. Cohen and S. 
Venezia, among others. 232 pages, 
b&w illust., bibliography, index. 
(#46) 


Auschwitz Engineers in Moscow: The 
Soviet Postwar Interrogations of the 
Auschwitz Cremation-Furnace Engi- 


Eyewitness Testimonies Analyzed. 


neers. By Carlo Mattogno and Jiir- 


By Carlo Mattogno. The 1979 book 
Auschwitz Inferno by alleged former 
Auschwitz “Sonderkommando” mem- 
ber Filip Miller has a great influ- 
ence on the perception of Auschwitz 
by the public and by historians. This 
book critically analyzes Miiller’s var- 
ious post-war statements, which are 
full of exaggerations, falsehoods and 
plagiarized text passages. Also scru- 
tinized are the testimonies of eight 
other claimed former Sonderkom- 
mando members: D. Paisikovic, 
S. Jankowski, H. Mandelbaum, L. 
Nagraba, J. Rosenblum, A. Pilo, D. 
Fliamenbaum and 8. Karolinskij. 
304 pages, b&w illust., bibliography, 
index. (#44) 


gen Graf. After the war, the Soviets 
arrested four leading engineers of the 
Topf Company. Among other things, 
they had planned and supervised the 
construction of the Auschwitz crema- 
tion furnaces and the ventilation sys- 
tems of the rooms said to have served 
as homicidal gas chambers. Between 
1946 and 1948, Soviet officials con- 
ducted numerous interrogations 
with them. This work analyzes them 
by putting them into the context of 
the vast documentation on these 
and related facilities. The appendix 
contains all translated interrogation 
protocols. 254 pages, b&w illust., bib- 
liography, index. (#52) 


For current prices and availability, and to learn more, go 
to www.HolocaustHandbooks.com — for example by simply 
scanning the QR code on the right. 
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Three decades of unflagging archival 
and forensic research by the world’s 
most knowledgable, courageous and 
prodigious Holocaust scholars have | 
finally coalesced into a reference 

book that makes all this knowledge 


readily accessible to everyone: 


HOLOCAUST ENCYCLOPEDIA 
uncensored and unconstrained 


Available as paperback (b&w) or hardcover (color), 634 pages, 
8.5”*11”; as eBook (ePub or PDF) and eBook + audio (ePub + 


mp3); more than 350 illustrations in 579 entries; introduction, 
bibliography, index. Online at www.NukeBook.org 


We all know the basics of “The Holo- 
caust.” But what about the details? 
Websites and printed encyclopedias 
can help us there. Take the 4-volume 
encyclopedia by Israel’s Yad Vashem 
Center: The Encyclopedia of the Ho- 
locaust (1990). For every significant 
crime scene, it presents a condensed 
narrative of Israel’s finest Holocaust 
scholars. However, it contains not one 
entry about witnesses and their sto- 
ries, even though they are the founda- 
tion of our knowledge. When a murder 
is committed, the murder weapon and 
the crime’s traces are of crucial impor- 
tance. Yet Yad Vashem’s encyclopedia 
has no entries explaining scientific 
findings on these matters — not one. 

This is where the present encyclope- 
dia steps in. It not only summarizes 
and explains the many pieces that 
make up the larger Holocaust picture. 
It also reveals the evidence that con- 
firms or contradicts certain notions. 
Nearly 300 entries present the es- 
sence of important witness accounts, 
and they are subjected to source criti- 
cism. This enables us to decide which 
witness claims are credible. 

For all major crime scenes, the 
sometimes-conflicting claims are pre- 
sented. We learn how our knowledge 
has changed over time, and what evi- 
dence shores up the currently valid 


narrative of places such as Auschwitz, 
Belzec, Sobibor, Treblinka, Dachau 
and Bergen-Belsen and many more. 

Other entries discuss tools and 
mechanisms allegedly used for the 
mass murders, and how the crimes’ 
traces were erased, if at all. A few 
entries discuss toxicological issues 
surrounding the various lethal gases 
claimed to have been used. 

This encyclopedia has multiple en- 
tries on some common claims about 
aspects of the Holocaust, including a 
list of “Who said it?” This way we can 
quickly find proof for these claims. 

Finally, several entries address fac- 
tors that have influenced the creation 
of the Holocaust narrative, and how 
we perceive it today. This includes 
entries on psychological warfare and 
wartime propaganda; on conditions 
prevailing during investigations and 
trials of alleged Holocaust perpetra- 
tors; on censorship against historical 
dissidents; on the religious dimension 
of the Holocaust narrative; and on mo- 
tives of all sides involved in creating 
and spreading their diverse Holocaust 
narratives. 

In this important volume, now with 
579 entries, you will discover many 
astounding aspects of the Holocaust 
narrative that you did not even know 
exist. 


BOOKS ON THE HOLOCAUST AND FREE SPEECH 


On the next six pages, we list some of the books available from ARMREG that 
are not part of the series Holocaust Handbooks. For our current range of prod- 
ucts, visit our web store at www. ARMREG.co.uk. 


The Holocaust: An Introduction. By 
Thomas Dalton. The Holocaust was 
perhaps the greatest crime of the 20th 
Century. Six million Jews, we are 
told, died by gassing, shooting, and 
deprivation. But: Where did the six- 
million figure come from? How, exact- 
ly, did the gas chambers work? Why 
do we have so little physical evidence 
from major death camps? Why haven’t 
we found even a fraction of the six mil- 
lion bodies, or their ashes? Why has 
there been so much media suppres- 
sion and governmental censorship on 
this topic? In a sense, the Holocaust is 
the greatest murder mystery in histo- 
ry. It is a topic of greatest importance 
for the present day. Let’s explore the 
evidence, and see where it leads. 128 
pp. pb, 6”x9”, ill., bibl., index. 


Auschwitz: A Three-Quarter Century 
of Propaganda: Origins, Development 
and Decline of the “Gas Chamber” 
Propaganda Lie. By Carlo Mattogno. 
Wild rumors were circulating about 
Auschwitz during WWII: Germans 
testing war gases; mass murder in 
electrocution chambers, with gas 
showers or pneumatic hammers; liv- 
ing people sent on conveyor belts into 
furnaces; grease and soap made of 
the victims. Nothing of it was true. 
When the Soviets captured Auschwitz 
in early 1945, they reported that 4 
million inmates were killed on elec- 
trocution conveyor belts discharging 
their load directly into furnaces. That 
wasn’t true either. After the war, 
“witnesses” and “experts” added more 
claims: mass murder with gas bombs, 
gas chambers made of canvas; crema- 
toria burning 400 million victims... 
Again, none of it was true. This book 
gives an overview of the many rumors 
and lies about Auschwitz today reject- 
ed as untrue, and exposes the ridicu- 
lous methods that turned some claims 
into “history,” although they are just 
as untrue. 125 pp. pb, 6”x9”, ill., bibl., 
index, b&w ill. 


Auschwitz: A Judge Looks at the Evi- 
dence. By Wilhelm Staglich. Ausch- 
witz is the epicenter of the Holocaust, 
where more people are said to have 
been murdered than anywhere else. 


The most important evidence for this 
claim was presented during two trials: 
the International Military Tribunal of 
1945/46, and the German Auschwitz 
Trial of 1963-1965. In this book, 
Wilhelm Staglich, a former German 
judge, reveals the incredibly scandal- 
ous way in which Allied victors and 
German courts bent and broke the law 
in order to come to politically foregone 
conclusions. Staglich also exposes the 
superficial way in which historians 
are dealing with the many incongrui- 
ties and discrepancies of the historical 
record. 3rd edition 2015, 422 pp. pb, 
6“x9", b&w ill. 


Hilberg’s Giant with Feet of Clay. By 
Jiirgen Graf. Raul Hilberg’s major 
work The Destruction of the European 
Jews is generally considered the stan- 
dard work on the Holocaust. The criti- 
cal reader might ask: what evidence 
does Hilberg provide to back his the- 
sis that there was a German plan to 
exterminate Jews, to be carried out 
in the legendary gas chambers? And 
what evidence supports his estimate 
of 5.1 million Jewish victims? Jurgen 
Graf applies the methods of critical 
analysis to Hilberg’s evidence, and ex- 
amines the results in the light of revi- 
sionist historiography. The results of 
Graf's critical analysis are devastat- 
ing for Hilberg. Graf’s analysis is the 
first comprehensive and systematic 
examination of the leading spokes- 
person for the orthodox version of the 
Jewish fate during the Third Reich. 
8rd edition 2022, 182 pp. pb, 6“x9“, 
b&w ill. 


Exactitude: Festschrift for Prof. Dr. 
Robert Faurisson. By R.H. Countess, 
C. Lindtner, G. Rudolf (eds.)_Fauris- 
son probably deserves the title of the 
most-courageous intellectual of the 
20th and the early 21st Century. With 
bravery and steadfastness, he chal- 
lenged the dark forces of historical 
and political fraud with his unrelent- 
ing exposure of their lies and hoaxes 
surrounding the orthodox Holocaust 
narrative. This book describes and 
celebrates the man and his work dedi- 
cated to accuracy and marked by in- 
submission. 146 pp. pb, 6”x9”, b&w ill. 
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Auschwitz — Forensically Examined. 
By Cyrus Cox. Modern forensic crime- 
scene investigations can reveal a lot 
about the Holocaust. There are many 
big tomes about this. But if you want 
it all in a nutshell, read this book- 
let. It condenses the most-important 
findings of Auschwitz forensics into 
a quick and easy read. In the first 
section, the forensic investigations 
conducted so far are reviewed. In the 
second section, the most-important re- 
sults of these studies are summarized. 
The main arguments focus on two top- 
ics. The first centers around the poi- 
son allegedly used at Auschwitz for 
mass murder: Zyklon B. Did it leave 
any traces in masonry where it was 
used? Can it be detected to this day? 
The second topic deals with mass cre- 
mations. Did the crematoria of Ausch- 
witz have the claimed huge capacity? 
Do air photos taken during the war 
confirm witness statements on huge 
smoking pyres? This book gives the 
answers, together with many refer- 
ences to source material and further 
reading. The third section reports on 
how the establishment has reacted to 
these research results. 2nd ed., 128 
pp. pb., b&w ill, bibl., index. 


Ulysses’s Lie. By Paul Rassiner. Ho- 
locaust revisionism began with this 
book: Frenchman Rassinier, a pacifist 
and socialist, was sent first to Buchen- 
wald Camp in 1944, then to Dora-Mit- 
telbau. Here he reports from his own 
experience how the prisoners turned 
each other’s imprisonment into hell 
without being forced to do so. In the 
second part, Rassinier analyzes the 
books of former fellow prisoners, and 
shows how they lied and distorted in 
order to hide their complicity. First 
complete English edition, including 
Rassinier’s prologue, Albert Paraz’s 
preface, and press reviews. 270 pp, 
6”x9” pb, bibl, index. 

The Second Babylonian Captivity: 
The Fate of the Jews in Eastern Eu- 
rope since 1941. By Steffen Werner. 
“But if they were not murdered, where 
did the six million deported Jews end 
up?” This objection demands a well- 
founded response. While researching 
an entirely different topic, Werner 
stumbled upon peculiar demographic 
data of Belorussia. Years of research 
subsequently revealed more evidence 
which eventually allowed him to 


propose: The Third Reich did indeed 
deport many of the Jews of Europe 
to Eastern Europe in order to settle 
them there “in the swamp.” This book 
shows what really happened to the 
Jews deported to the East by the Na- 
tional Socialists, how they have fared 
since. It provides context for hitherto- 
obscure historical events and obviates 
extreme claims such as genocide and 
gas chambers. With a preface by Ger- 
mar Rudolf. 190 pp. pb, 6”x9”, b&w 
ill., bibl., index 

Holocaust_Skepticism: 20 Questions 
and Answers about Holocaust Revi- 
sionism. By Germar Rudolf. This 15- 
page brochure introduces the novice 
to the concept of Holocaust revision- 
ism, and answers 20 tough questions, 
among them: What does Holocaust 
revisionism claim? Why should I take 
Holocaust revisionism more seriously 
than the claim that the earth is flat? 
How about the testimonies by survi- 
vors and confessions by perpetrators? 
What about the pictures of corpse 
piles in the camps? Why does it mat- 
ter how many Jews were killed by the 
Nazis, since even 1,000 would have 
been too many? ... Glossy full-color 
brochure. PDF file free of charge avail- 
able at www.HolocaustHandbooks. 
com, Option “Promotion”. This item 
is not copyright-protected. Hence, you 
can do with it whatever you want: 
download, post, email, print, multi- 


ply, hand out, sell... 20 pp., stapled, | 


8.5“x11“, full-color throughout. 


Bungled: “Denying the Holocaust” 
How Deborah Lipstadt Botched Her 
Attempt to Demonstrate the Grow- 
ing Assault on Truth and Memory. By 
Germar Rudolf. With her book Deny- 
ing the Holocaust, Deborah Lipstadt 
tried to show the flawed methods 
and extremist motives of “Holocaust 
deniers.” This book demonstrates 
that Dr. Lipstadt clearly has neither 
understood the principles of science 
and scholarship, nor has she any clue 
about the historical topics she is writ- 
ing about. She misquotes, mistrans- 
lates, misrepresents, misinterprets, 
and makes a plethora of wild claims 
without backing them up with any- 
thing. Rather than dealing thoroughly 
with factual arguments, Lipstadt’s 
book is full of ad hominem attacks 
on her opponents. It is an exercise 
in anti-intellectual pseudo-scientific 
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arguments, an exhibition of ideologi- 
cal radicalism that rejects anything 
which contradicts its preset conclu- 
sions. F for FAIL. 2nd ed., 224 pp. pb, 
6”x9”, bibl., index, b&w ill. 


Bungled: “Denying History’. How 
Michael Shermer and Alex Grobman 
Botched Their Attempt to Refute 
Those Who Say the Holocaust Never 
Happened. By Carolus Magnus (C. 
Mattogno). Skeptic Magazine editor 
Michael Shermer and Alex Grobman 
from the Simon Wiesenthal Center 
wrote a book claiming to be “a thor- 
ough and thoughtful answer to all the 
claims of the Holocaust deniers.” As 
this book shows, however, Shermer 
and Grobman completely ignored 
almost all the “claims” made in the 
more than 10,000 pages of more-re- 
cent cutting-edge revisionist archival 
and forensic research. Furthermore, 
they piled up a heap of falsifications, 
contortions, omissions and fallacious 
interpretations of the evidence. Fi- 
nally, what the authors claim to have 
demolished is not revisionism but a ri- 
diculous parody of it. They ignored the 
known unreliability of their cherry- 
picked selection of evidence, utilized 
unverified and incestuous sources, 
and obscured the massive body of 
research and all the evidence that 
dooms their project to failure. 162 pp. 
pb, 6x9”, bibl., index, b&w ill. 


Bungled: “Debunking Holocaust De- 
nial Theories”. How James and Lance 
Morcan Botched Their Attempt to Af- 
firm the Historicity of the Nazi Geno- 
cide. By Carolus Magnus. The novel- 
ists and movie-makers James and 
Lance Morcan have produced a book 
“to end [Holocaust] denial once and for 
all” by disproving “the various argu- 
ments Holocaust deniers use to try to 
discredit wartime records.” It’s a lie. 
First, the Morcans completely ignored 
the vast amount of recent scholarly 
studies published by revisionists; they 
don’t even mention them. Instead, 
they engage in shadowboxing, creat- 
ing some imaginary, bogus “revision- 
ist” scarecrow which they then tear to 
pieces. In addition, their knowledge 
even of their own side’s source mate- 
rial is dismal, and the way they back 
up their misleading or false claims is 
pitifully inadequate. 144 pp. pb, 6x9”, 
bibl., index, b&w ill. 


Stalin’s War of Extermination 1941- 
1945. By Joachim Hoffmann. A Ger- 
man government historian documents 
Stalin’s murderous war against the 
German army and the German people. 
Based on the author’s lifelong study of 
German and Russian military records, 
this book reveals the Red Army’s gris- 
ly record of atrocities against soldiers 
and civilians, as ordered by Stalin. 
Since the 1920s, Stalin planned to in- 
vade Western Europe to initiate the 
“World Revolution.” He prepared an 
attack which was unparalleled in his- 
tory. The Germans noticed Stalin’s ag- 
gressive intentions, but they underes- 
timated the strength of the Red Army. 
What unfolded was the cruelest war 
in history. This book shows how Stalin 
and his Bolshevik henchman used un- 
imaginable violence and atrocities to 
break any resistance in the Red Army 
and to force their unwilling soldiers to 
fight against the Germans. The book 
explains how Soviet propagandists 
incited their soldiers to unlimited ha- 
tred against everything German, and 
he gives the reader a short but ex- 
tremely unpleasant glimpse into what 
happened when these Soviet soldiers 
finally reached German soil in 1945: A 
gigantic wave of looting, arson, rape, 
torture, and mass murder... 428 pp. 
pb, 6“x9“, bibl., index, b&w ill. 


Who Started World War IT: Truth for 
a War-Torn World. By Udo Walendy. 
For seven decades, mainstream his- 
torians have insisted that Germany 
was the main, if not the sole culprit 
for unleashing World War II in Eu- 
rope. In the present book this myth 
is refuted. There is available to the 
public today a great number of docu- 
ments on the foreign policies of the 
Great Powers before September 1939 
as well as a wealth of literature in the 
form of memoirs of the persons direct- 
ly involved in the decisions that led 
to the outbreak of World War II. To- 
gether, they made possible Walendy’s 
present mosaic-like reconstruction of 
the events before the outbreak of the 
war in 1939. This book has been pub- 
lished only after an intensive study of 
sources, taking the greatest care to 
minimize speculation and inference. 
The present edition has been translat- 
ed completely anew from the German 
original and has been slightly revised. 
500 pp. pb, 6”x9”, index, bibl., b&w ill. 
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The Day Amazon Murdered Free 
Speech. By Germar Rudolf. Amazon is 
the world’s biggest book retailer. They 
dominate the U.S. and several foreign 
markets. Pursuant to the 1998 decla- 
ration of Amazon’s founder Jeff Bezos 
to offer “the good, the bad and the 
ugly,” customers once could buy every 
title that was in print and was legal to 
sell. However, in early 2017, a series 
of anonymous bomb threats against 
Jewish community centers occurred in 
the U.S., fueling a campaign by Jew- 
ish groups to coax Amazon into ban- 
ning revisionist writings. On March 
6, 2017, Amazon caved in and banned 
more than 100 books with dissenting 
viewpoints on the Holocaust. In April 
2017, an Israeli Jew was arrested for 
having placed the fake bomb threats. 
But Amazon kept its new censorship 
policy: They next culled any literature 
critical of Jews or Judaism; then they 
enforced these bans at all its subsidia- 
ries, such as AbeBooks and The Book 
Depository; then they banned books 
other pressure groups don’t like; fi- 
nally, they bullied Ingram, who has a 
book-distribution monopoly in the US, 
to enforce the same rules by banning 
from the entire world-wide book mar- 
ket all books Amazon doesn’t like... 
3rd ed., 158 pp. pb, 6”x9”, bibl., color 
illustrations throughout. 


The First Ztindel Trial: The Tran- 
script. In the early 1980s, Ernst Ziin- 
del, a German living in Toronto, was 
indicted for allegedly spreading “false 
news’ by selling copies of Harwood’s 
brochure Did Six Million Really Die?, 
which challenged the accuracy of the 
orthodox Holocaust narrative. When 
the case went to court in 1985, so- 
called Holocaust experts and “eyewit- 
nesses” of the alleged homicidal gas 
chambers at Auschwitz were cross-ex- 
amined for the first time in history by 
a competent and skeptical legal team. 
The results were absolutely devastat- 
ing for the Holocaust orthodoxy. For 
decades, these mind-boggling trial 
transcripts were hidden from pub- 
lic view. Now, for the first time, they 
have been published in print in this 
new book — unabridged and unedited. 
820 pp. pb, 8.5“x11“ 


The Holocaust on Trial: The Second 


spreading false news about the Holo- 
caust” took place in Toronto. This book 
is introduced by a brief autobiographic 
summary of Ziindel’s early life, and an 
overview of the evidence introduced 
during the First Ziindel Trial. This is 
followed by a detailed summary of the 
testimonies of all the witnesses who 
testified during the Second Ziindel 
Trial. This was the most-comprehen- 
sive and -competent argument ever 
fought in a court of law over the Holo- 
caust. The arguments presented have 
fueled revisionism like no other event 
before, in particular Fred Leuchter’s 
expert report on the gas chambers 
of Auschwitz and Majdanek, and the 


testimony of British historian David | 


Irving. Critically annotated edition 


with a foreword by Germar Rudolf. | 


410 pp. pb, 6“x9“, index. 


The Second Ziindel Trial: Excerpts 


from the Transcript. By Barbara Ku- 
laszka (ed.). In contrast to Ernst Ztin- 
del’s book The Holocaust on Trial (see 
earlier description), this book focuses 
entirely on the Second Ziindel Trial by 
exclusively quoting, paraphrasing and 
summarizing the entire trial tran- 
script... 498 pp. pb, 8.5“x11“, bibl., 
index, b&w ill. 


Resistance Is Obligatory! By Germar 
Rudolf. In 2005, Rudolf, dissident 
publisher of revisionist literature, 
was kidnapped by the U.S. govern- 
ment and deported to Germany. There 
aa show trial was staged. Rudolf was 
not permitted to defend his histori- 
cal opinions. Yet he defended himself 
anyway: Rudolf gave a 7-day speech- 
proving that only the revisionists are 
scholarly in their approach, whereas 


the Holocaust orthodoxy is merely | 


pseudo-scientific. He then explained 


why it is everyone’s obligation to re- | 
sist, without violence, a government | 


which throws peaceful dissidents 
into dungeons. When Rudolf tried to 
publish his defence speech as a book, 
the public prosecutor initiated a new 
criminal investigation against him. 
After his probation time ended in 
2011, he dared publish this speech 
anyway... 2nd ed. 2016, 378 pp. pb, 
6x9", b&w ill. 


Hunting Germar Rudolf: Essays on a 
Modern-Day Witch Hunt. By Germar 


Trial against Ernst Ziindel 1988. By 
Ernst Ziindel. In 1988, the appeal 
trial of Ernst Ziindel for “knowingly 


Rudolf. German-born revisionist ac- 
tivist, author and publisher Germar 
Rudolf describes which events made 


Germar Redolt 


For prices and availability see www. ARMREG.co.uk 


him convert from a Holocaust believer 
to a Holocaust skeptic, quickly rising 
to a leading personality within the 
revisionist movement. This in turn 
unleashed a tsunami of persecution 
against him: lost his job, denied his 
PhD exam, destruction of his family, 
driven into exile, slandered by the 
mass media, literally hunted, caught, 
put on a show trial where filing mo- 
tions to introduce evidence is illegal 
under the threat of further prosecu- 
tion, and finally locked up in prison 
for years for nothing else than his 
peaceful yet controversial scholarly 
writings. In several essays, Rudolf 
takes the reader on a journey through 
an absurd world of government and 
societal persecution which most of us 
could never even fathom actually ex- 
ists in a “Western democracy”... 304 
pp. pb, 6“x9*, bibl., index, b&w ill. 


Love: The Pursuit of Happiness. By 
Germar Rudolf. Rudolf’s autobiog- 
raphy on the sensual and emotional 
aspects of his life: love, affection, ro- 
mance and erotica, as well as the lack 
of it. It tells about his human relation- 
ships with parents, siblings, friends 
and girlfriends, wives and children — 
and with a little puppy called Daisy; 
about his trials and tribulations as 
a lover and husband, and most im- 
portantly as a father of five children. 
This book might assist many readers 
to understand themselves and to help 
resolve or avoid relationship conflicts. 
It is an account filled with both humil- 
ity and humor. Ca. 230 pp. pb, 6”x9” 
(to appear in late 2024) 


The Book of the Shulchan Aruch. 
By Erich Bischoff. Most people have 
heard of the Talmud-that compendi- 
um of Jewish laws. The Talmud, how- 
ever, is vast and largely inscrutable. 
Fortunately, back in the mid-1500s, a 
Jewish rabbi created a condensed ver- 
sion of it: the Shulchan Aruch. A fair 
number of passages in it discuss non- 
Jews. The laws of Judaism hold Gen- 
tiles in very low regard; they can be 
cheated, lied to, abused, even killed, if 
it serves Jewish interests. Bischoff, an 
expert in Jewish religious law, wrote 
a summary and analysis of this book. 
He shows us many dark corners of the 
Jewish religion. 152 pp. pb, 6”x9”. 


Hitler’s Revolution: Ideology, Social 
Programs, Foreign Affairs. By Rich- 
ard Tedor. Defying all boycotts, Adolf 


Hitler transformed Germany from a 
bankrupt state to the powerhouse of 
Europe within just four years, thus 
becoming Germany’s most popular 
leader ever. How was this possible? 
This study tears apart the dense web 
of calumny surrounding this contro- 
versial figure. It draws on nearly 200 
published German sources, many 
from the Nazi era, as well as docu- 
ments from British, U.S., and Soviet 
archives that describe not only what 
Hitler did but, more importantly, why 
he did it. These sourcs also reveal the 
true war objectives of the democracies 
—a taboo subject for orthodox histo- 
rlans — and the resulting world war 
against Germany. This book is aimed 
at anyone who feels that something is 
missing from conventional accounts. 
2nd ed., 309 pp. pb, 6”x9”, index, bibl. 


Hitler on the Jews. By Thomas Dalton. 
That Adolf Hitler spoke out against 
the Jews is beyond obvious. But of the 
thousands of books and articles writ- 
ten on Hitler, virtually none quotes 
Hitler’s exact words on the Jews. The 
reason for this is clear: Those in po- 
sitions of influence have incentives to 
present a simplistic picture of Hitler 
as a blood-thirsty tyrant. However, 
Hitler’s take on the Jews is far more 
complex and sophisticated. In this 
book, for the first time, you can make 
up your own mind by reading nearly 
every idea that Hitler put forth about 
the Jews, in considerable detail and in 
full context. This is the first book ever 
to compile his remarks on the Jews. 
As you will discover, Hitler’s analysis 
of the Jews, though hostile, is erudite, 
detailed, and — surprise, surprise — 
largely aligns with events of recent 
decades. There are many lessons here 
for the modern-day world to learn. 200 
pp. pb, 6x9”, index, bibl. 


Goebbels on the Jews. By Thomas 
Dalton. From the age of 26 until his 
death in 1945, Joseph Goebbels kept a 
near-daily diary. It gives us a detailed 
look at the attitudes of one of the 
highest-ranking men in Nazi Germa- 
ny. Goebbels shared Hitler’s dislike of 
the Jews, and likewise wanted them 
removed from the Reich. Ultimately, 
Goebbels and others sought to remove 
the Jews completely from Europe— 
perhaps to the island of Madagascar. 
This would be the “final solution” to 
the Jewish Question. Nowhere in the 


! ] 


weil) 
kc 


| 


; 


The Pursuit D 


of Happines 


HITLER’S 
REVOLUTION 
[inka Sd rapes Homes ater | 


ee: 


A\ 
Hitler, 
‘oD Jews 


For prices and availability see www. ARMREG.co.uk 


diary does Goebbels discuss any Hitler 
order to kill the Jews, nor is there any 
reference to extermination camps, gas 
chambers, or any methods of system- 
atic mass-murder. Goebbels acknowl- 
edges that Jews did indeed die by the 
thousands; but the range and scope 
of killings evidently fall far short of 
the claimed figure of 6 million. This 
book contains, for the first time, every 
significant diary entry relating to the 
Jews or Jewish policy. Also included 
are partial or full transcripts of 10 
major essays by Goebbels on the Jews. 
274 pp. pb, 6”x9”, index, bibl. 


The Jewish Hand in the World Wars. 
By Thomas Dalton. For many centu- 
ries, Jews have had a negative repu- 
tation in many countries. The reasons 
given are plentiful, but less-well- 
known is their involvement in war. 
When we examine the causal factors 
for wars, and look at their primary 
beneficiaries, we repeatedly find a 
Jewish presence. Throughout history, 
Jews have played an exceptionally 
active role in promoting and inciting 
wars. With their long-notorious influ- 
ence in government, we find recurrent 
instances of Jews promoting hard-line 
stances, being uncompromising, and 
actively inciting people to hatred. Jew- 
ish misanthropy, rooted in Old Testa- 
ment mandates, and combined with a 
ruthless materialism, has led them, 
time and again, to instigate warfare 
if it served their larger interests. This 
fact explains much about the present- 
day world. In this book, Thomas Dal- 
ton examines in detail the Jewish 
hand in the two world wars. Along the 
way, he dissects Jewish motives and 
Jewish strategies for maximizing gain 
amidst warfare, reaching back centu- 
ries. 2nd ed., 231 pp. pb, 6”x9”, index, 
bibl. 


Eternal Strangers: Critical Views of 
Jews and Judaism through the Ages. 
By Thomas Dalton. It is common 


knowledge that Jews have been dis- 
liked for centuries. But why? Our best 
hope for understanding this recurrent 
‘anti-Semitism’ is to study the history: 
to look at the actual words written by 
prominent critics of the Jews, in con- 
text, and with an eye to any common 
patterns that might emerge. Such a 
study reveals strikingly consistent 
observations: Jews are seen in very 
negative, yet always similar terms. 
The persistence of such comments is 
remarkable and strongly suggests 
that the cause for such animosity re- 
sides in the Jews themselves—in their 
attitudes, their values, their ethnic 
traits and their beliefs.. This book 
addresses the modern-day “Jewish 
problem” in all its depth—something 
which is arguably at the root of many 
of the world’s social, political and eco- 
nomic problems. 186 pp. pb, 6”x9”, in- 
dex, bibl. 


Streicher, Rosenberg, and the Jews: 
The Nuremberg Transcripts. By 
Thomas Dalton. Who, apart from Hit- 
ler, contrived the Nazi view on the 
Jews? And what were these master 
ideologues thinking? During the post- 
war International Military Tribunal 
at Nuremberg, the most-interesting 
men on trial regarding this question 
were two with a special connection to 
the “Jewish Question”: Alfred Rosen- 
berg and Julius Streicher. The cases 
against them, and their personal tes- 
timonies, examined for the first time 
nearly all major aspects of the Holo- 
caust story: the “extermination” the- 
sis, the gas chambers, the gas vans, 
the shootings in the East, and the “6 
million.” The truth of the Holocaust 
has been badly distorted for decades 
by the powers that be. Here we have 
the rare opportunity to hear firsthand 
from two prominent figures in Nazi 
Germany. Their voices, and their ver- 
batim transcripts from the IMT, lend 
some much-needed clarity to the situ- 
ation. 330 pp. pb, 6”x9”, index, bibl. 


ETERNAL 
STRANGERS 


e 


Critidal Views 
of Jews\and Judaism 
through the Ages 


Themes Dalton, PRD 


Streicher, 


Rosenberg, 


Jews 


The Nuremberg Transcripts 


For current prices and availability visit www.ARMREG.co.uk 
Academic Research Media Review Eduction Group Ltd (ARMREG) 
86-90 Paul Street, London, EC2A 4NE, UK 


HOLOCAUST HANDBOOKS - VOLUME 24 


CARLO MATTOGNO & FRANCO DEANA 


The 
CREMATION 
FURNACES 


AUSCHWITZ ) 


ATECHNICAL AND HISTORICAL STUDY “ 


, aby 2: DOCUMENTS, ir . " a 


THE CREMATION FURNACES OF AUSCHWITZ, PART 2 


The Cremation Furnaces 
of 
Auschwitz 


A Technical and Historical Study 


Part 2: Documents 


By Carlo Mattogno 


With Contributions by Dr.-Ing. Franco Deana 


armus 


regis 


Academic Research Media Review Education Group Ltd 
January 2024 


HOLOCAUST HANDBOOKS, Volume 24: 

Carlo Mattogno: 

The Cremation Furnaces of Auschwitz: A Technical and Historical Study. 
Part 2: Documents 

With Contributions by Dr.-Ing. Franco Deana 

2nd, revised edition, October 2021 

Originally published in Italian in 2011 as I forni crematori di Auschwitz: 
Studio storico-tecnico, by Effepi, Genoa. Translated from the Italian by Henry 
Gardner and Germar Rudolf 


Published and distributed by: 

Academic Research Media Review Education Group Ltd 

86-90 Paul Street, London, EC2A 4NE, United Kingdom 
Published under a license granted by Castlehill Publishing LLC 
January 2024 


ISSN: 1529-7748 

Part 1: History and Technology 
ISBN: 978-1-911733-80-5 

Part 2: Documents 

ISBN: 978-1-911733-81-2 
Part 3: Photographs 

ISBN: 978-1-911733-82-9 


www.HolocaustHandbooks.com 
© by Carlo Mattogno 2011, 2015, 2021 
Set in Times New Roman 


Cover Illustrations: left: file memo by Engineer Kurt Priifer of the Topf Com- 
pany regarding the capacity of the Auschwitz cremation furnaces (Document 
249); center: promotional brochure by the Topf Company for its electric and 
gas-fired cremation furnace (Document 140); right: blueprint (cross section) 
for anew crematorium at the Auschwitz camp (the later Crematorium II at 
Birkenau; Document 224). 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Contents 


Part 1: History and Technology (separate book) 
Preface to the First Edition 
Preface to the Second Edition 


Unit I: Modern Cremation 
1. The Cremation 
1.1. General Principles of Combustion Technology 
1.2. The Chemical Processes during Cremations 
1.3. The Cremation Process 
2. Cremation Technology of Coke-Fired Furnaces 
2.1. Structure and Operation 
2.2. General Theoretical and Structural Principles 
Origin and Development of Modern Cremation Furnaces 
Cremation Experiments in Germany in the 1920s 
5. Technical Developments of Cremation Furnaces in Germany in the 
1930s 
5.1. Furnaces with Coke-Fed Gasifiers 
5.2. Furnaces Heated with City Gas 
5.3. Electrically Heated Furnaces 
6. The Duration of the Cremation Process 
6.1. Cremation Furnace with a Coke-Fed Gasifier 
6.2. Cremation Furnace with Briquette-Fed Gasifier 
6.3. Cremation Furnace Heated with Gas 
6.4. Cremation Furnace Fired Electrically 
7. Heat Balance of a Coke-Fed Cremation Furnace 
8. Legal, Ethical and Professional Standards for Cremations in 
Germany 
9. Cremation Statistics 
9.1. Statistics for Germany (1878-1939) 
9.2. Statistics of Other Countries 
10. Mass Cremation for Hygienic and Sanitary Purposes 


11. Notes on Present-Day Cremation Furnaces 


Unit II: J.A. Topf & Séhne 
1. Historical Notes on the Topf & S6hne Company 
2. The Topf Cremation Furnaces for Civilian Use 
2.1. The Cremation Furnace with a Coke-Fed Gasifier 


2.2. The Gas-Fired Cremation Furnace 
2.3. The Cremation Furnace with Electrical Heating 


The Topf Patents of the 1920s and 1930s 
Topf Waste Incinerators 


5. Topf Cremation Furnaces for Concentration Camps 
5.1. The Coke-Fired Cremation Furnace with One Muffle 
5.2. The Oil-Fired Mobile Cremation Furnace with Two Muffles 
5.3. The Coke- or Oil-Fired Cremation Furnace with Two Muffles 


Pee 


aaa 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


5.4. The Coke-Fired Cremation Furnace with Two Muffles Placed Opposite 
Each Other 


6. The Topf Co. and the Construction of the Cremation Furnaces at 
Auschwitz-Birkenau 
6.1. The Furnaces of Crematorium I at Auschwitz 


6.2. The Furnaces of Crematoria II and III at Birkenau 
6.3. The Furnaces of Crematoria IV and V at Birkenau 


7. Structure and Operation of the Topf Cremation Furnaces at 


Auschwitz-Birkenau 

7.1. The Coke-Fired Double-Muffle Furnace Auschwitz Type 
7.2. The Coke-Fired Triple-Muffle Furnace 

7.3. The Coke-Fired 8-Muffle Furnace 

7.4. The Plans for Mass Cremations at Auschwitz-Birkenau 


8. The Duration of the Cremation Process in the Topf Furnaces at 


Auschwitz-Birkenau 

8.1. The Documents 

8.2. Richard Kessler’s Cremation Experiments 

8.3. The List of Cremations in the Gusen Crematorium 

8.4. The List of Cremations at the Westerbork Crematorium 
8.5. Conclusions 


9. The Cremation Capacity of the Cremation Furnaces at Auschwitz- 


Birkenau 

9.1. Continuous Operation of the Furnaces 

9.2. Concurrent Cremation of Several Corpses 

9.3. Soviet and Polish Technical Investigations 

9.4. Maximum Theoretical Cremation Capacity 

9.5. Normal Cremation Capacity 

9.6. Discussion of the Zentralbauleitung Letter of 28 June 1943 

9.7. The Durability of Refractory Lining 

9.8. The Effective Equivalent Operating Time of the Birkenau Cremation 
Furnaces 

9.9. The Auschwitz-Birkenau Crematoria in the General Operation of the 
Camp 

10. Heat Balance of the Topf Furnaces at Auschwitz-Birkenau 

10.1. Remarks on the Method Used 

10.2. Technical Data 

10.3. Heat Balance of the Double-Muffle Furnace at Gusen 

10.4. Heat Balance of the Double-Muffle Furnace at Auschwitz 

10.5. Remarks on the Heat Balance 

10.6. Heat Balance of the Topf Triple-Muffle Furnace 

10.7. Heat Balance of the Topf 8-Muffle Furnace 

10.8. Observations on the Coke Consumption of the Triple- and 8-Muffle 
Furnaces 

10.9. A Comparison with the Kori Furnace at the Westerbork Camp and the 
Kori Slaughterhouse Furnaces 

10.10. Some Thermal Aspects of the Triple-Muffle Furnace 

10.11. On Claims of Flaming Chimneys 


11.The Cremation Furnaces Built by Other German Companies: Kori, 
Ignis-Hiittenbau and Didier 


11.1. Historical Remarks Concerning the H. Kori Co. of Berlin 
11.2. The Coke-Fired Kori Cremation Furnaces for the Concentration Camps 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


11.3. The Oil-Fired Kori Cremation Furnaces for the Concentration Camps 
11.4. The Oil-Fired Cremation Furnaces Built by Ignis-Hiittenbau A.G. at the 


Terezin Crematorium 
11.5. The Didier Cremation Furnaces for Concentration Camps 


11.6. Comparison of the Designs by Kori, Ignis-Hiittenbau, Didier and Topf 
12.The Topf Furnaces and Regulations on Cremations in Greater 


Germany at the Outset of World War II 


Appendices 


1. 


Arica 


Tables 
1.1. List of Cremations at the Westerbork Crematorium 
1.2. List of Cremations at the Terezin Crematorium 


1.3. Summary of the Topf Company’s Activities at Auschwitz-Birkenau 


1.4. Patents (and Patent Applications) by J.A. Topf & Sohne 
1.5. Patent Applications by Department “DE” of J.A. Topf & Sohne 
Glossary 

Symbols 

Abbreviations of Archive Names 

Bibliography 

5.1. Alphabetical Listing 

5.2. Subject Listing 

Indices 

6.1. Names 

6.2. Concentration Camps 

6.3. Crematorium Locations (Civilian) 


Part 2: Documents (this book) 


List of Documents 
I. 
II. 
Ill. 


Civilian Cremation Furnaces ............ccccccccccecessesssceeeeeceesssssseeeees 
TOPF, Civilian ACtivities .....000..ccccccccccccccccccessssssseceeceessseesseeeees 
TOPF, Correspondence with the SS wo. eeeeeeeeeeeees 


Part 3: Photographs (separate book) 


I. 
Il. 
IIL. 


Photographs 1-35: Gusen 
Photographs 36-50: Dachau 
Photographs 51-85: Mauthausen 


IV. Photographs 86-110: Auschwitz Main Camp 


V. 
VI. 


Photographs 111-215: Buchenwald 
Photographs 216-235: Auschwitz-Birkenau 


VIL. Photographs 236-332: Kori Cremation Furnaces 
VUI. Photographs 335-344: Kori Furnaces in Other Camps 
IX. Photographs 345-362: Terezin 


X. 


Photographs 363-365: Urns 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


XI. Photographs 366-367: Stoking Tools 
XII. Photographs 368-370: Cremation Experiments 
XII. Color Documents from Part 2 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 9 


List of Documents 


page 
List of DoCumenttss..............s.sscssssscoscsessssssssscssssscescessnessssnesscssossescesssessssnessessessesseees 9 
I. —_ Civilian Cremation Furnaces .............ccscccscsccccssecsssccscsssccsscssssesssesesseeseeees 31 
Document 1: W. RUPPMANN coke-fired cremation furnace at Biel (1911). ........... 31 
Document 2: W. RUPPMANN coke-fired cremation furnace at Biel (1911). Fig. 
3: vertical section V-V; Fig. 4: section along the post-combustion 
chamber. Source: aS Doc. 1, p. 22. occ eeeceecceecesecesecesecesecesecsaecneeeseeeaeeeeeees 32 


Document 3: Standard dimensions of the cremation chamber and the coffin. 
Source: W. Heepke, Die Leichenverbrennungs-Anstalten (Die 
Krematorien). Verlag von Carl Marhold. Halle a.S., 1905, p. 59.0.0... eee 33 


Document 4: A 1799 project for a French crematorium. Source: B. Reber, Un 

crématoire du temps de la Révolution frangaise, in: Société de créma- 

tion de Genéve. Bulletin VIII. Geneva, Imprimerie Centrale, 1908, p. 29....... 34 
Document 5: A 1799 project for a French crematorium. Source: as Doc. 4........... 34 
Document 6: POLLI gas-fired cremation furnace. Source: Wegmann-Ercolani, 

Ueber Leichenverbrennung als rationellste Bestattungsart. Casar 

Schmidt, Zurich, 1874, illustration outside of text. .......0ccccceeseceesseeeeenees 35 
Document 7: Fig. 4: POLLI-CLERICETTI gas-fired cremation furnace in a 

fancy urn shape. Source: M. De Cristoforis, Etude pratique sur la 

crémation. Imprimerie Treves Fréres, Milan, 1890, p. 68. ..........::cessesseeeeees 35 
Document 8: Figs. 8 & 9: CADET cremation furnace. Source: as Doc. 7, p. 77. ....36 
Document 9: Fig. 10: MULLER-FICHET coke-fired cremation furnace. Source: 


AS: DOCH T Pe LO iiss etesteehe voce Slevess Reh ae ee AAG Ata va he eS 36 
Document 10a & b: Figs. 11 & 12: LAGENARDIERE cremation furnace. 
Source:as: Doc. 75 PSO niceties dle ashe ia alanis 37 


Document | 1a through c: GORINI direct-combustion cremation furnace. Fig. 

13: vertical section; Fig. 14: horizontal section; Fig. 15: chimney 

damper. Source: as Doc. 7, pp. 83f........cceeceseseeesecseeeecneeeecsaeeeeeaecaeesesneeeeesaees 37 
Document 12: GORINI direct-combustion cremation furnace, inaugurated on 

15 December 1887 at the crematorium of the Pére-Lachaise Cemetery 

in Paris. Source: “La crémation des morts et |’ édifice crématoire du 

Pére-Lachaise”, in: La Science Illustrée, vol. I, année 1888, premier 

semesttes pil 3ic4 tasks Bose Aah aes Glatt ae GI Reg 38 
Document 13: VENINI coke-fired cremation furnace. Source: G. Pini, La 

crémation en Italie et a l’étranger de 1774 jusqu’a nos jours. Ulrich 


Hoepli Editeur Libraire, Milan, 1885, illustration outside of text. ................ 38 
Document 14: REY direct-combustion cremation furnace. Source: as Doc. 7, 
Ps LOO se seoss accsbeatsk cet esncatcstvck eat eeas eaves vecstes lates aveact ec lteeetuabaessdoncdetcet venereal 39 


Document 15, 15a (below): KUBORN-JACQUES mobile cremation furnace. 
Soutce:as Doc: 135:p: 14 Oe sivescusctscessecieeesecotessedesasissvestiesssesvbasbesatesscusssesebects 39 


10 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Document 16: GUZZI coke-fired cremation furnace. Source: as Doc. 7, p. 104..... 40 
Document 17: SPASCIANI-MESSMER coke-fired cremation furnace. 

Longitudinal section. Source: as Doc. 7, p. 106.0... esseeecseeeceseeeeeeeeeeeeeene 40 
Document 18: TOISUL-FRADET coke-fired cremation furnace. Fig. 89: vertical 

section; Fig. 90: longitudinal Section a-b; Fig. 91: horizontal section. 

source: as: Doc. 17D, pe VOD ssiccsci ates scsses hesseen  seteseeseueseg beesesceb abe ssnasean seis 43 
Document 19: TOISUL-FRADET coke-fired cremation furnace. Source: Préfec- 

ture du Département de la Seine. Direction des Affaires Municipales. 

Note sur la crémation a Paris au 1*T novembre 1893, drawing outside 

tOXt.-c ase thuisch waist Heat ne anne oti Baaletiehe leet 44 
Document 20: SIEMENS experimental coke-fired cremation furnace. Source: 

F. Kiichenmeister, Die Feuerbestattung. Verlag von Ferdinand Enke, 


Stuttgart, 1875, illustration outside text. ..........cceceeseeseesseeeceeeceeeeeeeeeeeeeteenees 44 
Document 21: SIEMENS coke-fired cremation furnace at the Gotha Cremato- 
rium (1878). Source: as Doc. 17b, p. 104. ooo. eeceeseeseeeeeeeeeeceeeeeteenseenneeeeens 45 


Document 22: SIEMENS coke-fired cremation furnace at the Gotha Cremato- 

rium (1878). Source: William Eassie, Cremation of the Dead. London, 

1875; drawing OUtSIde:tEXt easiest eons casiaccesilinsiasieiti wa tecke nee eceeaaeeesehe 46 
Document 23: Vertical section of the Gotha Crematorium showing the 

funeral hall and the cremation furnace. Source: William Eassie, 


Cremation of the Dead. London, 1875, drawing outside text. «0.0.0.0... 47 
Document 24: KLINGENSTIERNA coke-fired cremation furnace, original 
model: Sourtce:.as8 Doc. 7): po VIA: ccseessetuses eestroecssitesstadberseesdi enseuseereenteaewvee 48 


Document 25: GEBRUDER BECK-DOROVIUS coke-fired cremation furnace. 

Source: K. Weigt, Almanach der Feuerbestattung. self-published, 

Hannover) 1909; pA O vacicccicisscev sctestecduss lov Geeteooents seve vagitee sdehitvteneteoenstash vou 49 
Document 26: KLINGENSTIERNA-BECK coke-fired cremation furnace. Fig. 95: 

longitudinal section; Fig. 96: vertical section; Fig. 97: horizontal section 

at the height of the hearth; Fig. 98: horizontal section at the height of 

the cremation chamber. Source: as Doc. 17b, p. 108. 0... eee eee eee eee eneeeee 50 
Document 27: R. SCHNEIDER coke-fired cremation furnace. Source: F. Schu- 

macher, Die Feuerbestattung. J. M. Gebhardt’s Verlag, Leipzig, 1939, 

Pi DBE seb Saesesessesl te havegteteten Sunk tvvensepacn sive yessrouetits teal pesbeese talent nesteverachiesbtes 51 
Document 28: W. RUPPMANN coke-fired cremation furnace. Fig. 100: longi- 

tudinal section; Fig. 101: horizontal section at the height of the crema- 


tion chamber. Source: as Doc. 17b, p. 114... cee ee eeesecseeeecneeeeceseeeeeseeaeeeeens 52 
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1911). Source::as Doc: 32. ps 57 secs sescsecseusseessessesseseistn cs easseepestoee deokeees es 
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Document 37: “Cremation furnace for corpses with regenerator recuperator” 
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Fig. 2 Schnitt durch den Verbrennungsraum 


Document 1: W. RUPPMANN coke-fired cremation furnace at Biel (1911). 

Fig. 1: vertical section W-W; Fig. 2: section through the cremation chamber. 
Source: H. Keller, Mitteilungen iiber Versuche am Ofen des Krematoriums in 
Biel. Bieler Feuerbestattungs-Genossenschaft in Biel (Schweiz). Jahres- 
Bericht 1927/28. Biel, 1928, p. 21. 
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Fig. 4 Schnitt durch den Nachglihraum 


Document 2: W. RUPPMANN coke-fired cremation furnace at Biel (1911). Fig. 3: 
vertical section V-V; Fig. 4: section along the post-combustion chamber. Source: as 
Doc. I, p. 22. 
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Der Sarg ist zu bemessen (Abb. 12) 
init einer fiusseren maximalen Breite vyn 750 mm 
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» 8 Po ‘i Liinge , 2250, 
Verschiedone Krematoricn-Verwaltungen bestiminen sogar nur: 
die fiussero maximale Hihe zu 700 und-650 mm und 
” ‘ ‘ Lingo , 2000 mm, 
welche MaBe aber als zu knapp anzuschen sind. 
Man kano Holz- und Metallsiirge verwenden. 


—— ee 


Me.” 


Abb. 12. Sarg- und Verbrennungskammerprofile; yro~ste Sarglinge 
2250 mm, mittlero Kammerliinge 2500 mn, 


Zur Erleichternng des Verbrennungspruzesses sul! dor 
Holzsarg aus leichtem Holz wie von Tanne oder Pappol 
hergestollt werden. Die Stiirke der Holzbretter kann betragen: 

hichstens 18 mm flr den Unterteil und 
” 15 , »  » Deckel. 

Zum Zusammonfiigen der Bretter sind keine Nigel, 
sondern Holzpflicko von chensolchem weichen Hola zu ver- 
wenden; auch sind Metallbeschliige fortznlasson, _ 

Metallsiirgo sollen aus 1 mm = starkem Zinkblech vor- 
fertigt werden. Um wiihrend des Transportes Deformationan 


Document 3: Standard dimensions of the cremation chamber and the coffin. 
Source: W. Heepke, Die Leichenverbrennungs-Anstalten (Die Krematorien). Ver- 
lag von Carl Marhold. Halle a.S., 1905, p. 59. 
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Document 4: A 1799 project for a French crematorium. Source: B. Reber, Un cré- 
matoire du temps de la Révolution frangaise, in: Société de crémation de Genéve. 
Bulletin VIII. Geneva, Imprimerie Centrale, 1908, p. 29. 


Document 5: A 1799 project for a French crematorium. Source: as Doc. 4. 
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Document 6: POLLI gas-fired cremation furnace. Source: Wegmann-Ercolani, 
Ueber Leichenverbrennung als rationellste Bestattungsart. Casar Schmidt, Zurich, 
1874, illustration outside of text. 


Fig. 4. — Urne crématoire. 


Document 7: Fig. 4: POLLI-CLERICETTI gas-fired cremation furnace in a fancy urn 
shape. Source: M. De Cristoforis, Etude pratique sur la crémation. Imprimerie 
Treves Fréres, Milan, 1890, p. 68. 
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Document 8: Figs. § & 9: CADET cremation furnace. Source: as Doc. 7, p. 77. 


Fig. 10, 


Document 9: Fig. 10: MULLER-FICHET coke-fired cremation furnace. Source: as 
Doc. 7, p. 79. 
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Fig. 11. 


Vig. 12, 
Document 10a & b: Figs. 1] & 12: LAGENARDIERE cremation furnace. Source: as 
Doc. 7, p. 80. 


Document Ila through c: 
GORINI direct-combustion cre- 
mation furnace. Fig. 13: verti- 
cal section; Fig. 14: horizontal 
section; Fig. 15: chimney 
damper. Source: as Doc. 7, pp. 
83f. 
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Document 12: GORINI direct-combustion cremation furnace, inaugurated on 15 
December 1887 at the crematorium of the Pére-Lachaise Cemetery in Paris. 
Source: “La crémation des morts et l’édifice crématoire du Pére-Lachaise”’, in: La 
Science Illustrée, vol. I, année 1888, premier sémestre, p. 13. 
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Document 13: VENINI coke-fired cremation furnace. Source: G. Pini, La crémation 
en Italie et a l’étranger de 1774 jusqu’a nos jours. Ulrich Hoepli Editeur Libraire, 
Milan, 1885, illustration outside of text. 
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Fig, 18, 


Document 14: REY direct-combustion cremation fur- 
nace. Source: as Doc. 7, p. 100. 


Document 15, 15a (below): KUBORN-JACQUES mobile 
cremation furnace. Source: as Doc. 13, p. 140. 
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Fig. 19, 


Document 16: GUZZI coke-fired cremation furnace. Source: as Doc. 7, p. 
104, 


ruaeaecuecse 


Fig. 20, — Conpe lungitudinele, 
Document 17: SPASCIANI-MESSMER coke-fired cremation 
furnace. Longitudinal section. Source: as Doc. 7, p. 106. 
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Fig. 21. — Coupe verticale 


Document 17a: SPASCIANI-MESSMER coke-fired cremation furnace. Vertical section. 


Source: as Doc. 7, p. 107. 
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Schnitt A—B, 


Abb. 92. Ofen von Spasciani-MeBmer (n. Spasciani-MeBmer.) 


Pe sae 
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Schott E—F Abb. 93. Sennitt J—L. 


Document 17b: SPASCIANI-MESSMER coke-fired cremation furnace. Fig. 1: Section 
C-D; Fig. 2: Section A-B; Fig. 3: Section E-F; Fig. 4: Section J-L. Source: E. Beu- 
tinger, Handbuch der Feuerbestattung. Carl Scholtze Verlag, Leipzig, 1911, p. 102. 
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Abb. 89. Querschnitt. 
Ofen von Toisul-Fradet, Paris 


a re 


Abb. 90. Langenschnitt a—b. 


Abb. 91. Horizontalschnitt gh ijk L 


Document 18: TOISUL-FRADET coke-fired cremation furnace. Fig. 89: vertical sec- 
tion; Fig. 90: longitudinal Section a-b; Fig. 91: horizontal section. Source: as Doc. 
17b, p. 101. 
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Document 19: TOISUL-FRADET coke-fired cremation furnace. Source: Préfecture du 
Département de la Seine. Direction des Affaires Municipales. Note sur la crémation 
a Paris au 1“ novembre 1893, drawing outside text. 
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Document 20: SIEMENS experimental coke-fired cremation furnace. Source: F. 


Kiichenmeister, Die Feuerbestattung. Verlag von Ferdinand Enke, Stuttgart, 1875, 
illustration outside text. 
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Ofen von Siemens. 
Document 21; SIEMENS coke-fired cremation furnace at the Gotha Crematorium 
(1878). Source: as Doc. 17b, p. 104. 
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Document 22: SIEMENS coke-fired cremation furnace at the Gotha Crematorium 
(1878). Source: William Eassie, Cremation of the Dead. London, 1875, drawing 


outside text. 
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Document 23: Vertical section of the Gotha Crematorium showing the funeral hall 
and the cremation furnace. Source: William Eassie, Cremation of the Dead. Lon- 
don, 1875, drawing outside text. 
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Fig. Qi, 


Document 24: KLINGENSTIERNA coke-fired cremation furnace, original model. 
Source: as Doc. 7, p. 114. 
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Document 25: GEBRUDER BECK-DOROVIUS coke-fired cremation furnace. Source: 
K. Weigt, Almanach der Feuerbestattung. self-published, Hannover, 1909, p. 46. 
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Abb. 95-98, Der Einascherungsofen System Klingenstierna-Beck. 
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Abb. 95. Langenschnitt durch den Ofen. : Abb. 96. Querschnitt. 
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Abb. 97, Grundri® in der Hohe der Feuerung 0. 93. aoe in der Hohe des Ver- 
: rennungsraumes. 


Document 26: KLINGENSTIERNA-BECK coke-fired cremation furnace. Fig. 95: longi- 
tudinal section; Fig. 96: vertical section; Fig. 97: horizontal section at the height 
of the hearth; Fig. 98: horizontal section at the height of the cremation chamber. 

Source: as Doc. 17b, p. 108. 
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Abb, 14, Hei®luftofen. 


Document 27: R. SCHNEIDER coke-fired cremation furnace. Source: F. Schuma- 
cher, Die Feuerbestattung. J. M. Gebhardt’s Verlag, Leipzig, 1939, p. 23. 
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Der Ofen System W. Ruppmann 


Abb. 100. Ofen von W. Ruppmann. Lingenschnitt. 
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Document 28: W. RUPPMANN coke-fired cremation furnace. Fig. 100: longitudinal 
section; Fig. 101: horizontal section at the height of the cremation chamber. 
Source: as Doc. 17b, p. 114. 
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Abb. 103. Grundri® durch den Nachelithraum 


Document 28a: W. RUPPMANN coke-fired cremation furnace. Fig. 102: vertical sec- 


tion; Fig. 103: horizontal section along the post-combustion chamber. Source: as 
Doc. 17b, p. 115. 
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Document 29: KNOS coke-fired cremation furnace. Longitudinal section. Source: 
as Doc. I7b, p. 118. 


Abb. 104. Ofensystem Knés. Langenschnitt. 
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Abb. 106. Grundri8 C—D. 


Document 29a: KNOS coke-fired cremation furnace. Fig. 105: horizontal Section A- 
B along the cremation chamber; Fig. 106: horizontal Section C-D. 
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Document 30: FICHET cremation furnace, inaugurated on 19 January 1 891 at the 


crematorium of the Pére-Lachaise Cemetery in Paris. Source: as Doc. 19, drawing 


outside text. 
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Abb. 108. Langenschnitt_des Leuchtgasofens Toisul und Fradet. 
Document 31: TOISUL-FRADET gas-fired cremation furnace. Fig. 107: horizontal 
section at the height of the cremation chamber; Fig. 108: longitudinal section. 
Source: as Doc. 17b, p. 123. 
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Abb.{. LeichenverbrenBungsofen von Rothenbach & (o., Abb. 2. 
Bern, Schweiser. Patent 88583. (Ld&ugsschultt.) Querschnitt su Abb. 1. 


Document 32: ROTHENBACH & Co. naphtha-fired cremation furnace (Swiss Patent 
No. 86533). Fig. 1: longitudinal section; Fig. 2: vertical section. Source: Georgius, 
“Neuere Leichenverbrennungstechnik, “ in: Gesundheits-Ingenieur, 46. Jg., 1923, 
Heft 5, p. 56. 
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Fig. 2, 


Document 33: PROMETHEUS experimental electric 
cremation furnace. Source: Phoenix. Blatter fiir 


wahlfreie Feuerbestattung und verwandte Gebiete, Vi- 


enna, 1910, Nr. 10, p. 399. 
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Abb. 6. Lefohonverbrennungsofen von Conley, amerikan. Patent 985 882. 
(Ldingsach nitt.) 8 
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Abb.7. Quorschnitt su Abb. 6. 


Document 34: CONLEY electric cremation furnace (U.S. patent no. 988862, 1911). 
Source: as Doc. 32, p. 57. 
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Document 35: “Cremation furnace with a regenerator and a gas generator con- 
nected at the front to the combustion chamber.’”’ W. SAUERLAND Patent No. 284163, 
of 12 March 1915. Fig. 1: longitudinal section; Fig. 2: vertical section; Fig. 3: 
horizontal section. 
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rator” (Leicheneindscherungsofen mit Regeneratoren und einem Gaserzeuger). 


Document 36: “Cremation furnace for corpses with regenerator and gas gene- 
Patent F. SIEMENS, no. 258066, of 18 August 1911. Fig. 1: longitudinal section; 


Fig. 2: vertical section along the cremation chamber; Fig. 3: vertical section 


along the hearth. 
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Document 37: “Cremation furnace for corpses with regen- 
erator recuperator”’ (Leichenverbrennungsofen mit Reku- 
perator). Patent M.J. KERGEL, no. 218581, of 4 October 
1908. Fig. 1: longitudinal section; Fig. 2: horizontal Sec- 
tion A-A along the cremation chamber. 
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Zu der Patentschrift 
M 218581. 


Document 37a: as above. Fig. 3: vertical Section B-B. 
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Document 38: “Procedure and device for the cremation of corpses with 
combustion gases and heated air with a heat source” (Verfahren und Vor- 
richtung zur Eindscherung von Leichen mit Verbrennungsgasen und 
erhizter Luft mit einer Warmequelle). Patent of BUNZLAUER WERKE LENG- 
ERSDORFF & COMP., No. 263725, of 6 September 1913. Fig. 1: vertical sec- 
tion. 
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Document 38a: as above. Fig. 2: longitudinal section. 
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Document 38b & c: as above. Fig. 3: horizontal section. Fig. 4: vertical Section I-I 
along the gasifier; Fig. 5: vertical Section H-II along the combustion-air channel 
and the smoke flue. 
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Document 39: “Naphtha-fired Cremation Furnace for Corpses” (Lei- 
chenverbrennungsofen mit Olfeuerung). Patent GEBRUDER KORTING AKTI- 
ENGESELLSCHAFT in Linden, No. 257576, of 30 June 1911. 
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Document 40: “Naphtha- or gas-fired cremation furnace for corpses with an ash 
receptacle beneath the slanted cremation chamber” (Leichenverbrennungsofen mit 
Ol- oder Gasfeuerung mit einem unter dem schréag abfallenden Verbrennungsraum 

liegenden Aschenaufnahmebehiiter). Patent W. BUESS, no. 279830, of 22 August 

1913. Fig. 1: longitudinal section. 
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Document 41; “Electric cremation furnace for corpses” (Elektrischer Leichenver- 
brennungsofen). Patent L.H.GIDDINGS, No. 244887, of 11 April 1911. 
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Document 42: GEBRUDER BECK coke- or gas-fired cremation furnace at the Dessau 
Crematorium: thermotechnical improvement to closures by engineer R. Kessler 
(1926). Source: R. Kessler, “Rationelle Warmewirtschaft in den Krematorien nach 
Massgabe der Versuche im Dessauer Krematorium, ” in: Die Warmewirtschaft, 
1927, no. 8, p. 136; original air flap; Fig. 2: improved air flap; Fig. 3: original in- 
troduction damper; Fig. 4: improved damper; Fig. 5 (see Doc. 43, top left): origi- 
nal damper of the smoke conduit; Fig. 6 (Doc. 43, top right): improved damper. 
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Abb. 7 Abb. 10 


Document 43: as above. Operational furnace instruments. Fig. 7: control levers of 
the shutters and doors; Fig. 10: thermotechnical devices for controlling the com- 
bustion. Source: as Doc. 42, p. 137. 
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Abb. 9 


Document 44: as above. Fig. 8: rear parts of the gas burners; Fig. 9: Gauges for 


CO and CO, and for draft and gas pressure. Source: as Doc. 42, p. 138. 
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Abb. 12 
Tafel mit sdmitlichen Instrumenten fiir die Luithompressor-Anlage 


Document 45: as above. Fig. 11: control lever; Fig. 12: Instruments’ Position, Fig. 
13: electric switch board of the air compressor. Source: as Doc. 42, p. 139. 
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Document 46: as above. Location and arrangement of sensors and gas nozzles. 
Source: as Doc. 42, no. 9, p. 149. 
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Adjustable air vent of the hearth 

Hearth door (ash chamber) 

Water basin 

Hearth grate 

Gasifier 

Muffle 

Muffle grate 

Inclined plane of post-combustion chamber 

Lateral upper left-hand channel connecting the post-combustion chamber to 
the recuperator (12: inlet; 13: outlet) 

Recuperator 

Discharge channel for the smoke combustion and smoke valve 

Discharge channel for normal combustion and normal valve 

Flue duct 

Chimney 

Ash-chamber door (to take out the ashes of the corpse) 

Adjustable air vent for normal combustion 

Adjustable air vent for combustion of smoke 

Measuring point for muffle temperature (°C) 

Measuring point of discharge gas temperature (°C) during normal combus- 
tion and of primary air temperature (°C) during combustion of smoke in lat- 
eral upper-right-hand channel 

Measuring point of primary air temperature (°C) during normal combustion 
and of discharge-gas temperature (°C) during combustion of smoke in lateral 
upper-left-hand channel 

Measuring point of temperature of gasifier air 

Measuring point of temperature of discharge gas (°C) in flue duct 

Measuring point of draft in normal combustion 

Measuring point of draft in combustion of smoke 

Measuring point of draft in hearth 
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Document 47: as above. Cremation experiment with coke, conducted on 5 January 
1927 by Engineer R. Kessler. Chart of furnace condition. Source: as Doc. 42, no. 


9, p. 154. 


The horizontal gives the duration of the various phases of the preheating (Vorhei- 
zung) of the furnace and of the subsequent eight cremations, for each one of which is 
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shown the combustion of smoke (Rauchverbrennung) and the normal combustion. 
The vertical axis shows the measured property (from bottom to top): 

0-20 Pressure difference in mm water column (= 0.1 mbar) 

1-9 Zentner (= 50 kg) of coke loaded into gasifier 


A 


DANS DADS AQ 


M 


Consumption of coke between 7:18 a.m. and 9 p.m. with 0.42 Zentner of in- 
combustibles: 8.72 Zentner (= 436 kg) 

Draft in the flue duct during normal combustion, in mm water column (meas- 
ured between the furnace and the damper at f and at g) 

Draft in the flue duct during combustion of smoke, in mm water column, 
(measured between the furnace and the damper at f and at g) 

Draft of the hearth, in mm water column (measured at h) 

Indication of type of smoke (hell: light, dunkel: dark, schwarz: black) 
Opening of air vent for air feed to hearth, mm 

Opening of air vent for air feed to gasifier, mm 

Opening of smoke damper in flue duct during normal combustion, mm 
Opening of the corresponding smoke damper during same combustion, mm 
Opening of smoke damper during combustion of smoke, mm 

Opening of corresponding air vent of primary air during same combustion, 
mm 

Opening of ash-chamber door (hearth), in mm 


The above figures refer to the vertical cross section of the corresponding openings 
and dampers 
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Document 48: as Doc. 47. Temperature chart. Source: as Doc. 42, no. 9, p. 155. 
The horizontal axis gives the duration of the various preheating and cremation phases, as in 
the previous chart. The vertical axis shows the temperatures: 

A Temperature of the muffle (°C) measured in the center of the vault of the muffle of the 
furnace (measured at a). 

B Temperature of the discharge gas (°C) in normal mode, in the lateral upper right-hand 
channel (measured at b). 

C Temperature of primary air (°C) during smoke combustion mode, in the same channel 
as in B. 

D Temperature of primary air (°C) during normal mode in lateral upper left-hand channel 
(measured at c). 
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Temperature of discharge gas (°C) during smoke combustion mode, in the same channel 
as in D. 
Temperature of gasifier air (°C) at outlet of gasifier (measured at d). 
Temperature of discharge gas (°C) in flue duct (measured at e). 
Room temperature (°C) on ground floor. 
Room temperature (°C) in basement. 
Outside temperature (°C). 
Above the temperature chart, we have indicated the CO2 + O2 content, the CO2 content and 
_partly the CO content at various times of the preheating and cremation phases. 
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Brikett-Heizversuch am 12. Januar 1927 im Krematorium Dessau 
Abb. 19 
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Document 49: as above. Cremation experiment with briquet, conducted on 12 Jan- 
uary 1927 by engineer R. Kessler. Chart of furnace condition. Source: as Doc. 42, 
no. 9, p. 156. 
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Document 50: as Doc. 49. Temperature chart. Source: as Doc. 42, no. 9, p. 157. 
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Gas-Heizversuchh am 1. November 1926 im Krematorium Dessau 


Abb, 15 
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Erklarung der Kurven, 
A) Gasverbraudh in chm. (Verbraudht sind 202 chm Gas), 
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Cy Gasdruck in mm W. 5S, 
D) Zehl der in Betrieb ewesenen Diisen, 
E) Zugstarke im Fuchs Normal-Verbrennung, in mm W, S. \ Gemessen ewischen ote und 
F) Zugstérke im Fuchs bei Rauch-Verbrennung, in mm W. S. Schieber bet f) und ¢ 
G) Darstellung der Rauchentwicklung, 
H) RauchschieberSfinung im Fuchs bei Normal-Verbrennung, in cm, 
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Document 51: as above. Cremation experiment with gas, conducted on I Novem- 
ber 1926 by engineer R. Kessler. Chart of furnace condition. Source: as Doc. 42, 
no. 9, p. 150. 
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Document 52: as Doc. 51. Temperature chart. Source: as Doc. 42, no. 9, p. 151. 
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Document 53: Cremation furnace of the crematorium at Biel as used by engineer 
H. Keller for his cremation experiments in 1927. Fig. 1: longitudinal Section A-B; 
Fig. 2: vertical Section C-D; Fig. 3: horizontal Section E-F; Fig. 4: horizontal Sec- 
tion G-H. Source: H. Keller, “Versuche an einem Feuerbestattungsofen, ” special 
reprint from the journal Archiv fiir Warmewirtschaft und Dampfkesselwesen, 
1929, no. 6, p. 1. 
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Document 54: Chart of cremation experiments conducted by Engineer H. Keller in 
the electric BROWN, BOVERI & Co. furnace at the Biel Crematorium on 2 October 
1940. Hourly exhaust-gas volume expelled by the exhaust fan during the crema- 
tion; first data set. Source: H. Keller, “Ursache der Rauchbildung bei der Krema- 
tion,” in: Bieler Feuerbestattungs-Genossenschaft in Biel, Jahresbericht pro 1944. 
Biel, 1945, illustration outside text. 
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Document 55: as Doc. 54, second data set. 
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Document 56: as above, experiments of 25 January 1943. Hourly exhaust-gas vol- 
ume expelled by the exhaust fan during the cremation. Source: as Doc. 54. 
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Fig. 3 


Document 57: as above, experiments of 2 and 6 January 1943. Exhaust-gas ana- 
lysis during the cremation. Source: as Doc. 54. 
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Document 58: as above, experiments of January 1943. Temperature chart. Source: 
as Doc. 54. 
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Abb. 3. Beck-Koksofen mit Dreiecksrekuperator, 


« = Findseherungemafel, 6 = Koksgenerator, ¢ = Rekuperator, ¢, = Rauchgarkanale, 
e, = Luftkanile, d= Leichenaschea-Sammeciraum, ¢— Nechverbreususgsrost. 


Document 59: perfected BECK coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: W. Heepke, “Die neuzeitlichen 
Leicheneindscherungs6fen mit Koksfeuerung, deren Warmebilanz und Brennstoff- 
verbrauch, ” in: Feuerungstechnik, XX7. Jg., 15 August 1933, no. 9, p. 124. 
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Abb. 4. Didier-Koksofen. 


Document 60: perfected DIDIER coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: as Doc. 59, p. 125. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Zu der Patentschrift 506 627 
Kl.24d Gr. 1 


“Ujliix 4 


es aie 


> ae 


ee we E> wm ates 


Document 61: “Procedure and device for cremation” (Verfah 

zur Eindscherung). Patent H. an 

ber 1928. Fig. 1: longitudinal section along the cremation chamb 
zontal section alo ion cham 
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Schematifche Darftellung der Ocfen im Schnitt, 


Ofen 1 Ofen 2 


Document 62: VOLCKMANN-LUDWIG gas-fired cremation furnaces at the Hamburg 
crematorium (prototype). Source: R. Kessler, “Der neue Eindscherungsofen Sys- 
tem Volckmann-Ludwig,”’ in: Zentralblatt fiir Feuerbestattung, 1931, no. 3, p. 34. 
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Document 63: VOLCKMANN-LUDWIG gas-fired cremation furnaces: design of 
combustion-air intake. Source: Stort, “Der menschliche K6rper als Heizstoff,”’ in: 


Die Umschau in Wissenschaft und Technik, 1931, no. 26, p. 513. 
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Abb. 15 u. 16. Gasbeheizter Ofen. System Volckmann-Ludwig 


Document 64: as above (standard model). Fig. 1: longitudinal section; Fig. 2: ver- 
tical section. Source: as Doc. 27, p. 24. 
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Abb. 3, Liingsschnitt durch den V.-L.-Eluiischerungsefenu. 


Document 65: as above. Longitudinal section. Source: H. Manskopf, “Gas als 
Brennstoff fiir Eindscherungs6fen, ” in: Das Gas- und Wasserfach, 1933, no. 42, p. 
773. 
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Abb. 4. Langs- und Querschnitte des V.-L.- Ofens, 


Document 66: as above, device at the Stuttgart Crematorium (1931). Fig. 1: longi- 
tudinal Section g-h; Fig. 2: vertical Section c-d; Fig. 3: horizontal Section a-b; 
Fig. 4: vertical Section e-f. Source: H. Wolfer, “Der neue ‘Volckmann-Ludwig’- 

Eindscherungsofen im Stuttgarter Krematorium, ” in: Gesundheits-Ingenieur, 1932, 

no. 13, p. 151. 
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Zu der Patentschrift 669 645 
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Document 67: “Corpse-Cremation Furnace” (Leichenverbrennungsofen). Patent 
W. RUPPMANN, No. 669645, of 23 June 1936. Fig. 1: vertical section (cremation 
chamber and combustion-air intake system); Fig. 2: longitudinal section (crema- 
tion chamber and construction system of the grate). 
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Fig. 1. Schnitt durch den Kremationsofen. 


Document 68: E. EMCH & Co. gas-fired cremation furnace at the Ziirich Cremato- 
rium (1932). Vertical and longitudinal sections (cremation chamber and recupera- 
tor). Source: R. Henzi, “Die Ziircher Eindscherungs6fen mit Gasfeuerung, ” in: 
Schweiz. Verein von Gas- und Wasserfachmannem, Ziirich, March 1934, no. 3, p. 
64. 
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Fig. 2. Ofen II], Krematorium Zirich. Konstruktion 1935. 


Document 69: E. EMCH & Co. gas-fired cremation furnace at the Ziirich Cremato- 
rium (1935). Vertical and longitudinal sections (cremation chamber and recupera- 
tor). Source: P. Schlapfer, “Betrachtungen tiber den Betrieb von Eindscherungs- 
Ofen,”’ in: Schweiz. Verein von Gas- und Wasserfachménnern, Ziirich, July 1938, 
no. 7, p. 150. 
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Document 70 & 71: Fig. 9: Chart of 5 cremations conducted on 30 November 1932 
in Furnace II at the Ziirich Crematorium. “Variation of CO2 content, muffle tem- 
perature and combustion-gas temperature in the flue of Furnace II during 5 crema- 
tions.” Fig. 10: Chart of 8 cremations conducted on 27 February1936 in Furnace 
III at the Ziirich Crematorium. “Variation of CO2 content, muffle temperature and 
combustion-gas temperature in the flue of Furnace III during 8 cremations.” 
Source: as Doc. 69, p. 156. 
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Fig. 11. 
Abgasverluste in kcal/min und in % der durch die Ver- 
—. gleichzeitig zugefiihrten Wairmemenge in Ab- 
angigkeit des c s-Gehaltes der Abgase. 


Document 72: Fig. 11; “Flue-gas losses in kcal/minute and in % of the amount of 
heat concurrently added by combustion as a function of the CO2 contents of the 
combustion gas”. Source: as Doc. 69, p. 156. 
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der Anzahl der Verbrennungen pro Tag. 


Document 73: Thermal balance of Furnaces I and III at the Ziirich Crematorium. 
“Variation of the caloric needs per cremation as a function of the number of cre- 
mations per day”’. Source: as Doc. 69, p. 157. 
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Abb. 13,.. Elektrischer Ofen. 
Ingenieur, 193/, no. 25, p. 397. 


Source: F. Hellwig, “Vom Bau und Betrieb der Krematorien, ” 


Document 74: E. EMCH & Co. electric cremation furnace (1930). Vertical section. 
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Abb. 4. Quersehnitt durch die Ofenanlage 
A. Koksofen, 8. Elektriseher Ofon 


Document 75: Fig. A: vertical section of the old W. RUPPMANN coke-fired crema- 
tion furnace at Biel; Fig. B: vertical section of the BROWN, BOVERI & CO experi- 
mental electric cremation furnace. Source: H. Keller, “Der elektrische Eindsche- 
rungsofen im Krematorium Biel,” in: Bieler Feuerbestattungs-Genossenschaft in 
Biel, Jahresbericht pro 1933. Biel, 1934, p. 5. 
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Abb. 2, Lingsschnitt durch die Ofenanlagen 
A. Koksofen, B. Elektrischer Ofen. 


Document 76: A (bottom): horizontal section of the old W. RUPPMANN coke-fired 
cremation furnace at Biel; B (top): horizontal section of the BROWN, BOVERI & CO 
experimental electric cremation furnace. Source: as Doc. 75. 
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Document 77: BROWN, BOVERI & Co electric cremation furnace (standard model). 
“Schematic representation of an electric cremation furnace with related recupera- 
tor, fresh air and flue gas fan.” G. Keller, “Die Elektrizitdt im Dienste der Feuerbe- 
stattung,”’ Aktiengesellschaft Brown, Boveri & Cie, Baden (Switzerland); special re- 
print of Brown Boveri Mitteilungen, no. 6/7, 1942, p. 3. 
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Document 78: Temperature chart of 3 cremations in a coke-fired cremation fur- 
nace. Source: as Doc. 59, no. 8, p. 110. 
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Fig. 4. Temperaturdiagramme, 26./27. Oktober 1933. 


Documents 79 & 80: Top: temperature chart of 5 cremations conducted on 26 Oc- 
tober 1933 in Furnace III (E. EMCH & Co.) at the Ziirich Crematorium. Bottom: 
temperature chart of 7 cremations conducted on 27 October 1933. Source: as Doc. 
68, p. 66. 
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Abb. 6. Tagesdiagramm vom 23. Okt. 1931 vor Erretehung dex 
Bebarrungszustandes. (5 Eifiascherungen). 
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Abb. 7. Tagesdiagramim vom 30, O8f. 11 nach Eerelehunes des 
Beharrungszustandes, (5 Kinascheriuigen) 


Documents 81 & 82: Fig. 6: Temperature chart of 5 cremations conducted on 23 
October 1931 in the VOLCKMANN-LUDWIG gas-fired cremation furnace at the 
Stuttgart Crematorium. Fig. 7: Temperature chart of 5 cremations conducted on 30 
October 1931 in the same furnace. Source: as Doc. 66, no. 14, p. 163. 
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2 so —— 4 Std. 30 M4 34 
Abb. 4. Krensatiun vom 24. April 1934 


Die Abbildungen 4 und 5 zeigen dcn Verlauf der Temperaturen 

an 6 verschiedenen Messtellen. Es bedeuten: 

Kurve 1: Temperatur im Verbrennungsraum, 

Kurve 2: Temperatur im Nachverbrennungskanal, 

Kurve 3: Temperatur der Abgase nach dem Ofen und vor dem 
Rekuperator, 

Kurve 4: Temperatur der Abgase nach dem Rekuperator, 

Kurve 5: Temperatur der Verbrennungsluft nach dem 
Rekuperator, 

Kurve 6: Temperatur der Verbrennungsluft nach den Heiz- 
spiralen und vor Eintritt in den Verbrennungsraum. 


Document 83: Temperature chart of a cremation conducted on 24 April 1934 in the 
BROWN, BOVERI & Co. electric cremation furnace at the Biel Crematorium. Source: 
as Doc. 75, p. 13. 
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Abb '5. Kromationes vom $9 April 1994 


Document 84: Temperature chart of 2 cremations conducted on 19 April 1934 in 
the same furnace as above. Source: ibid., p. 14 


Abb. 2. — Wirmediagramm eines Spirairets- 
perstere, 3—4 Tempereterveriau! der Recch- 
pee, O58 Temperaturreriaul der Friechiult. 


Der metatiische Spirairekuperstor erentglicht 
Gane setiat Gartadag Gianmmeconion ced pris Abb. 3. — Voilatingigas Temperaturdiagremm vou vier aufelnander folgenden Eindache 
Wirrmaleitianighall eine sugenblicktiche Warme. ruagen im Kremetorium St. Gatien, 

Obertragung. 


Am Temparetur in der Verorennuagetem 
B am Temperater der Rauchgase Salm Clavie in den tor, 
C am Tempersiur cer vorgewarmien Frischiult beim Einirtt! in dex Ofen. 
1M. Mund i¥> Dawer cer etereinen Kremationen 
Document 85: Fig. 2 (left): Temperature chart of a metallic-coil recuperator; Fig. 
3 (right): Temperature chart of 4 cremations conducted in 1942 in the BROWN, Bo- 
VERI & CO. electric cremation furnace at the St. Gallen Crematorium. Source: as 


Doc. 77, p. 4. 
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Document 86-la: List of cremations at the Bielefeld Crematorium (5-23 December 
1941). Source: Sennefriedhof Bielefeld. 
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Document 86-1b: continued. 
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Document 86-2a: continued. 
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Document 86-2b: continued. 
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Document 86-3a: continued. 
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Document 86-3b: continued. 
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Factors which affect the process 


ed 
GENERAL TREND AND RELATIONSHIP BETWEEN 
MEAN INCINERATION TIMES AND PEAK FURNACE TEMPERATURE 


“MEAN” INCINERATION 


THERMAL 
BAARIER 


7 T T 
400 §00 600 700 800 800 1000 1100 
PEAK FURNACE TEMPERATURE, “C 


Both “times” and “temperatures” have been rounded up 


FACTOR ANALYSIS 


FEMALE YOUNG o.oo MALIGNANT | NON-MALIGNANT 


Larger size More fat Greater | Deaths trom Less fat 
More tissue elasticity of skin | debélitating Tissue wasting 
Heavier skeleton Superficial Winess 
Ole younger tegues are firmer | Less fat 
Meawer bones 


MAJOR FACTORS 


1 Protein nature of skin and human tissue 


2 Composition of skeleton 


Document 87: Duration of a cremation as a function of the temperature in a mod- 
ern gas-fired cremation furnace. Source: E.W. Jones, “Factors which affect the 
process of cremation.” Extract from the Cremation Society of Great Britain’s An- 
nual Cremation Conference Report, 1975, p. 88. 
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Fig. 6. 
Temperaturverlauf in einer schlecht isolierten Muffel- 
wandung zu verschiedenen Zeiten des Anheizens. 


Document 88: Fig. 6: Behavior of wall temperature in a badly insulated muffle at 
various points of heating it up. Source: as Doc. 69, p. 154. 
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Document 89: Fig. 7: Behavior of wall temperature in a well-insulated muffle at 
various points of heating it up. Source: as Doc. 69, p. 155. 
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ke Koks je Einii-cherung 


Einischerungen hintereinander. 


Fig. 25. 


Koksverbruuch je Einigeberung fiir mehrere Einiischerungen hintercinander. 


Document 90: Coke consumption per cremation for several consecutive crema- 
tions. Source: P. Schldpfer, “Ueber den Bau und den Betrieb von Kremations- 
ofen.” Special reprint from the Jahresbericht des Verbandes Schweizer. Feuerbe- 
stattungsvereine, Ziirich, 1937, p. 36. 
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Abb. 3. Durchschnittilecher Koksverbrauch im Monat je Leiche. 
a obere, 6 untere Grenze des moglichen Brennstoffverbrauches. 


Document 90a: Monthly average coke consumption per corpse as a function of the 
number of cremations per month. (a) and (b) give the maximum and minimum fuel 
consumption, respectively. Source: ibid. 
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Die neuzeitlichien Leicheneinischerungsdfen mit Koksfeuerung, 
deren Wirmebilanz und Brennstoffverbrauch. 
Voe Wilbelm Heepke, Mittweida. 
MM secht Abbilduspen. 
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Document 91: Article by engineer Wilhelm Heepke, “Die neuzeitlichen Leichen- 
eindscherungs6fen mit Koksfeuerung, deren Warmebilanz und Brennstoffver- 
brauch”’, in: Feuerungstechnik, XX7. Jg., 15 August 1933, no. 8, pp. 123-128. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Tsiaiaekpanter | Bere Lufterhitzunger: bie B00" and 
mehr erzielt. Als weitere Newerwng ist die Anbringung mehr- 
facher Kanalmindungen far die Leichenverbren: in 
dem Deckengewilbe Sargrouffel anzusehen. 


Der Beek-(fem hat den Vorzog, dal die Feue: 
vorn nach hintee gerogen werden Beim Gifinen des Hawpe- 
schieters cur Einfuhrung des Sarges koonen also keine Gase 


Abb 2. ee 


Dreiecksevkuperatce, 


“eit need rice Ebene gale ted wi mf tae 
bewnebaren Teilen , 6 wird se auf des Nachwer 
breni « » WO se in sich reetion verbrennt 


befirdlichen Aso 
Didser-Ofer ist eine fir groBere Krematoren und far Deuer: | 
betrieh vorgerehene schwere Odenbauart. Pur Anstalten mit 
nur 
seimern Unterbau darch 


‘et Maffel eiten ru konmen und so an Hrennstof! fur das 
A pose bargin ~ahecemenecary no nichsten 
Lrareb die Trenneng von Generator } und Meffel a 


Py 


N S 
: ‘a: fa’ uy 


wie tic pamend erecheimen, cugrumde gelegt werden. 

Des Gewicht der Letehe einer erwachsenen Person kann 
70 Oe betragen. Hiervon entialien 65%, auf den Waaser- 
somit 25%, aut die Trockensu! henswbétane, vou der 5% 

Sielamigieaes (Asche) find Die 36— fm 20%, beenn- 
bare Substance wetet sich rusuminen aus 12%, Fett, 16%, , Ei. 
wribmoticon 


= 0,5 {70+ 300) — 85 re 
rt rari ato mcs hes 
meht aus 


O12 85 w 10.20k¢ Fou 
oie: e - Boe FEoweid 


ane 


rr A ma 


ober: 


wteht cane LuttaberschnBeahl m = 2. Rt a BA 
fungen kann OO, 12%, geertet werden, somét w= =it 
Zer vollkommenen Verbrennung dieser Bestundtedie ast rine 
wirkliohe Verbrennungsiufimenge mbtip vor: 

La meet t Bhs eo 


2.67 + 13,260 + B+ 1, 7&5 + 0,055 — 5,865 
— 7.30 


= 220,305 = no 220 mm won O° und 760 mm 
mel! 


soll daber t= 90 
| Semeeminne omnes 

Die Luft wird im Rekuperator roe der Anfang oder 
Raumtemperatur {, 10° auf ¢,— 360" rorgewarmt. E+ 
wird dalet ¢ = 350° worsusgesetst. da die Entrandangsiem 
peratur des Sarzbolees bei 325—350 liegt. Es iet dann fur 
die Luft poch expe Warmemenge vorzuseben vom: 

W, = 6.31 -L-( — 4) — 0.31 - 2p (800 — 3) 

= 37510 = ~ 38000 keal, 


Die in der Leiche enthaltene 65 pros Waseermenge von 
O65 SS = 55.95 ke ist ebenfallk aul r= #00" su 
| Prtions des heils in Sattdam: Ce 
danach bes auf 900° 2u Mit cite 
wiirmoe i = 640 keal/kg bel lata und c= 048 stm her 
hitzungewirme ergita Lich oon fOr disse’ Wamserrerdamptong 
erforderlicher Warmrasiwand yoo: 


W, = 9° [i = cp — ti] — 58.25 [640 — 0.48 (200 — 
= 6896S = HOON heal 


16)) 


Document 91; continued 


124 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


oe ete, Adee 


« Enochen vos 0,08» 85 
~ 426 kg Gewnht, ward walneal dea 
gesses bei 0,2 spez. Warme eime Warmemenge: 

Wi, = O.2 + 4,25 (900 — 10) me 740.5 — ~ 800 koal 
hinden, die mit Herausnahee der Asche wus dem Semmel- 
wehalter ab Verluet eu bechen ist 

Das Schamattefutter des Oberbaues dee Ofens mit Muffel, 
Rost, Kandlen und Aschesammelraum kann mit ~~ 3m an- H 
yonommen werden. besitzt also bei 1800 kg/m? «pez. Gewscht can | 
Ge@iedtG, om 3 - 1800 ~ S400kg 
lite Temperatur diewe Sche- 
jaottemaserwerices betrigt nach 
MeGversuchen etwa nfo aX 


so dab bei einer 
von 0,21 fir dn Erearmang 
” 


Wy = =O, 48 — 4} 
= 0,21 «6400+ (RO — 10) 
= 805860 = ~ 900000 eal. 


Der untere Ofentel) mut dem 
Rekuperator umfait «<4 m* 
Schamotremsuerwerk, bat also 


dic mittlere Rauchgustempers- 


tar zu 
T.+7 
T.- = = 


= 600°, 
die mittlere Lufttemperatur ro: 


Aft - = = 1504 


600 — 300 


> 


SOS 


SOLIS 


bes iii ll 


Schamottesteine, Abb. 6. Dicdier-Kokenden. 
= 1,0) bei 400 + S00"; 
a Warmeti far rauhe Wandoberilache, | 


bergangsesh! 

— 9.0 bei eS 5 mnie Geechwindigkeit (noch Jurges) | 
wird dir aca eaaaaaas der Temreerate: 
i om aay ~ 258 heal, 
a oe 7 


Damit erbalt man die beiden Oberflachentempernturen 
der Rekuperatorsteine xo: } 


& = T.— (7, — t+ = 400 — (400 — 160) 33 = 318’, 


2,1 
ey 


Pau +iT-4)5= ino — 1400 — 180) go" 


apd die mitthere Steintemperatur: 
4-3". S84 0 = 290 
De a= a'= a" 80 goes nm a 
ie 40) = 180 . t 
#0 FEZ = IL sH0" | 


Meer pet, dee wrwccilucnen =rcvesnncrronaecyapaiaee-aroer GU Rueslourt tig aw. 


SHAE EAS See aw 


baw 


Mit 6, = ~ 300° sind dans fir die Anwarinung dee Re- 

keperators ectorderiich : 

Wy = 6 Gee = O21 7200+ 900 — 453600 — ~ 454000 keal, 

die war Erbobung der Ladttemperatur won 1° wef 350+ dhienen, 
Ds nus die Ofentecnperstur tiber der Eotrondungetem- 

peratur dee Sargmateriales liegt, so werden bei Eindahren 


des Sarges dieser wie ovch danach die Leiche unter Ein« 
wirkung der heiSem Luft baw. deren Sawermodfer alkbald eur 
Verbrennung Sommes. 


u Ime Eindscherunpssarg bet can 
Gewicht ron G,= 40 kg und konnte 
bei H, = WOO koslikg dee Holzer 
eine Warmemenge H, « *G, — MwO0- 40 
= Lm00e keal entwickeln. Diese 


< 


W, = 12000) — 0.33 - 120000 = RO4O0 
= ~ 80000 koal 
Da die bremnbare Substanz der Letcher nee denmeliben or- 
hen Bestandteikes benebt wit ein fester Brennstofi, « 
sich die bel der Verbrenmumg Ger Leche entwickehe 
Warmemengr nsch det tblichen Verbandsforme) bestim- 
men ru’ 


Wy = S100. 6 + 28000 k — £)+ DMs — 100+ ¢ 


= 8100 15.26 + 29000 (1,785 — 28° 


+ SAM - 0255 — fH - 55,25 = sen'ens keal, 


Hechnet man mit dem Fetthertandteil der Leiche end 
nimmt den Heezwert des Fettes mit 8000 keallke und den 
der Etweil- unel ibrigen Stofte mit 1500 keal/kg om, so er- 


| bait man 


W, = S000 10,2 + MOE 2.75 = 2.55) = 1S kool 


Man kann aber oweb cur Ermittlung von W, bewabrie Er- 
fabrungyoerte yoo terechen Verbrensungetden 


heranzithen 
besarte apical Ofen rechnet man mit eimem Koble- oder 
yon 0,450< 0,375 kp sum Vertresten vou 


Document 91; continued 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


125 


tou 


Peuerungeeuuiion 


danrgueg AAI, Malt 


1 kg Pheiseh in 1 Minute. Mit y = 0,5 und H, — 1000 keal/kg 
far Koks wird: 
Wy = 0.5 1000-0300 + 83 = 104125 heal 
Man kann muithin endgultig setzen: 
W, = 105000 keal. 
Iie ie Qeshorennne sale ANGLES HE Slee mE HX 


Vetbrennungsdauer yon 
usd 35 Minton eitig. Dies ist cine 


Zeit, die work in den peuseitlichen Lescheneinischerungsofen 


Voraususctzen 1%. 
Fir cine erste Eimbecherung mit Hochbeizen dee kalten 
Ofens erhah man nunmebr folgunde Warmebiiaze: 
Aufsowendende Warmemengen: 


y= age kewl 


bBS00 how! 


p= Lams m0 kee! | 


Als Brennstoff kommt Koks als Gas oder Hittenkoks 
in Frage. Fur nachetehende wird etn Zochenkoks 
eagrunde gelegt, dersen chemitche Analvew eryebon hat: 
C=76.4; H= 6.51) O— 1,0; 80,0), We 621; A= 10,595, 

Dafir findet sich det untere theoewtincke Hetewert zu: 


#=¢+20(8-%) 428-0" 


— 1.78.84 = 200 (0,61 — 42°) — 25 


= 647138 = ~ 6270 keal Ke. 


Zor Bestimmung dee Neteefinktor bew, W: 0 
sind die Warmeverlucte dee Ofmne so erfanen. die ack aus 
dem Schornsteinyeriust, dem Retake durch or und 

Strahtung, durck unvollkommene Verbrennune end durch 
Herdréckstinde (Asche) susammensetzen. Fur die Er- 
benutzt, die dureh — 


0.91 — 6-8,21 


usd dee epee. Warm der Rauchpese, 


Sp 0,218 + O,KKHMG| Ty — hy} = 0.328 — 0.000040 (2K ~ 10) 


= O27 


+ 1 — 


(Tp = i) 100 
Te G70 


10,7 4,85 HO}. 100 


zur 
nee 
= 0%, 
Oder mit dem Luftuberschal w, = 15 im Generator, 
dem Rauchgasgewiclit 
H, a 
R,=3 ae = 15,57 ky, 
dem Attalangreiii » o— O15, der sper, Warme Ger 
Gase c= ~0.24 und dem 
Wirkungegrad dex Goneta- 
tors 9 = < 0,00, der Foor 
lemperatar re: 
T=a+% Byt-s! 
#4700) — O10) 
10+ 0 oss 
= 1516 = ~ 1500" 
wnd damit nach Abb. & mit 
deo genapereh xpex. War- 
men von c= 1,282 be 
7 = 1500" upd cp= 0,235 
bes Ty — 200° x0 


13° H470 
e000 


wan Fe 
00+ 0.299 
~ oS 

= J1,14%. 


Oder scbheBlich 
Siegert ze: 


100 
O s 66 OE Moe a 
Abb, 5. Spetifieche Waeme wan 
i kg Rauchges bee om & 10%. 


nach 
(eed Dr, Barner s, tak! tnd Bears One! 


s ~~ , 
Sy = 1,70 aa = 0.50 Ts w= 10,50", 


Dee Verlust durch unverbrannte Gace (unvallkom 
mene Vi ) entetent durch dem Geholt cer Abgese 
an Unveroranntem a& OO) und CH, and ist be-timimt ec: 


£13050. 00 = 2380 By) = 10,7 (3058 0.5 + 2nd 0.4) 
i, 


wurden: die Fuchsven Sn z wi 
tur Ty — 2XKI°, die Raumiemperatur beim Anieizen f, = Wo" = 625%, 
und nach paseo ag 20", die Analveenwerte des R 5 
| CO, = 33, ‘6, = 725. CO = 4.5, B, oder angenihert nach Brouse ru: 
= O04, cH, = 0.3 und N= 70,6 Val-%,. dir- Roissachen 70. (OO — Hy — T6105 = 04} 53° 
enge einer ersten Heioung A” — 12 ke mit Amalyenwenen | “=~ “UG, —CO> Hives sea ~ 
Oy = 474, Wee 01. So 16 und C cocrbrouniiiwen 50.8%., 
also Unvesbreantes upd noch Brennbares in der Asobe Den Verloet durch Herdrickstande (Arche, Sehlacke| 
U,=(C,+ > &) = 478 — 0,1 + 1b 49.85,, erhah man mit otogen Angalen und mit einer rocisufigen An- 
Der ot Set von Cy war nach Vv ter. | hime des Brennstofiverbrauches (nach Ertahrungen| on 
socbung in der Berthelot-Manierteohen Bombe fi,, | & = ~ BO kg au: 
= 360 koal/ke A gy 5 JE ans 
Hiermit erhiit man als Schornsteinverlust: B= U- = ee 300 tte" as 
| c 10 | Oder: 
oe i —- - ) — + : 
Baa (0,32 ise 7RU, 000466 (8H ml, 4! a po Ae Ha 10012-38900 100 5 age 
Th. he wa oe 
= lose sie Ty + 0048 18-0,51 = 2219) 200 - 16) 2% 
pees aan 0 Der Vertust durch Warmelritung und -sirahlong 
= 10,80%,. dew Ofer me vielfach als in di Hilanzrechnung 
Oder mit dem Volumeti der trockenen Verbrenmmngygare: | fingesetzt werden Heer laiét er meh jedvol mit Hille der 
001+ 0). 78,84 Wikceseciiccbpinagyebniwng | Achepen: 
R= eS 1s Sho! panst ireistehemde Cfemmauerkbot: besitet ite 
0,590 02s COT CH, osu Poe 2 AuSentlache vou F = # m" ceed iF der 
100 rt +#s 600 — HK af 
= 10,7 m/kg Speetete tome, a8 Fae aa 
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Jabrgeng XX1, Melt ® — Heepke, Div nvazeitlichen Leicheneinkscherungesion mit Kokeewerang uew. 1 
k vfpgesetst werden, Par die Warmedurchgangseah! gilt mit Far die write Einascherung snd ules =a 
he ee ey eae 6. W pp = (95.800 + 400 200) — 197250 = UTI 
el 
t= 


1 

Ci S4 8, 8,1 Tt eo om i Wy  wTtH0 

j Hh yt & ae 7770? Be +oa573 Bu = iy ~ ~aaag 7 72 *- 

Zia ee \ De sich mut jeder weiteren Betriebsstunde der Warmever- 
= iy 7978 kealne"Ch. het durch die Absorption des Ofenmauerwerkes verringert, 


= ke POS = Ge — 0.76: BO (O00 — 20) de Loe Tao kcal sateen. bie 2 ‘der wntereten Bebarr me von 15%, 

rater 

. W,-100 108756100 
os mm i = 300. tate “G ~ 580%,, 


dchanete 
Abb. & Dewicameng der Warmedurstgangeeal! 2. 


durob Falschiaft und erage age bm Mawerwerk, in 
Klappes und Schiebern, so ; 
B, = 1,3 - 5,60 = 7.28%, 


Mit dem 
tiann der Gesamtnutzefiekt (sitbe aorh Abb 2}. 


100 — (Boy + B+ B+ By) m 100 — (9514 = 425+ 2.484728) 
= 100 — 25,15 = 74,85 = 75%, 
und der Wirkungagrad ; 
= 0.55, Fur anschlieende drisse bie fonfte Einischerang 
also der wirkliche Heizwert des Kokses: komt tan etwas mit dem Mittel zwischen %! und 15%, also 
nH — 0,75 6476 = 4850 koallkg. mit ~ 22%, aus, eo dal man erbalt: 
Par eine erate Exndecherung ist mithin der Brennetodf. | Vor = 0.22( 0, + Wi = (6, — 0, +) — ORS -( = Wy 
autwand = 0,22 - 1354 000 — 96 800 — 157 250 = 239 430 heal 
W, _ 1207800 a und) 
eit? et ee Fim 230490 


By = = = = 40,4 = WU ke, 
Fer Ojon schwerer Bauart erhében aich (und G, und amet 7 
demit W, and W, derart, dad 8, auf 300—$i ke und mehr Von der fantten oder sechaten Biniecherang an wird 
ae wd ae Se Se Verhustwhrme- 
‘tr cine sweite anschliebende Eindscherung wol- | ebgabe snndhernd erreicht sein. so daS man yom jetzt an um 
tubringen einmal dic Warmemengen fir die Verbrenmunge- Sectincn salt doe enmen Grenawert ron 15°, rechnen 
luttvorwirmang, Wasserverdunstung umd Aschenabsorp derf Semit gelten dann flr eine weitere ete Eknkecherung: 
Honewtitme: sais: W, — 0,15 - 1354000 + 96800 — 197250 — 144636 koal 
WL = W + W, — 38000 + 60000 + soo — 96800 keal, 


und: 
dann ~= 30%, far Deckung der Warmeveriuste dee Ofens. her- W 14460 
vorgerufen durch Atwarption. Lei ee , Palech- 3. = ir - Gage 7 Oe 
taft, Sargeinfihrung. Kisppen und Schiebe wre iieo: Vio . ; 
0,30(W, + Wi) < Fi + = Alle Giese Reckn' nies decken sich put mit prak- 
30 CFF oe BP) = 0,30 (900000 + 456000) — 406200 keal | feet; Eerfahram: voelen Krematorien ward mit einem 
Dureb die Sarg- und Leichenverbrenneng werden; tagisehen oder jbhrlicken Durchschnittewert je nach der In- 
Wet Wy = 80000 + 105000 — 165000 keal unspruchmahme der Anstalten So findet man fur 
treat, von welcher Wirmemenge ~ 15%, mit den Abgawn tine erste Eindechecong cissehieeSlich Anheinen- 
durch den Sehornstein als Verlus entwechen, B= 175=275 kg fr einen normalen mittleren (fen, 
Somit stehen sur Vertagung: = 300-48 kg fir einen schweren Ofen mit Daverbetried, 
0,85 (1, + WW) = 0,85 - 185000 — 157 280 keal = 75280 kg fir eine weitere anechiieSende Eindecherang. 
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LE EE eae EE Ei 
i i i ; it eS i ‘nat ait vii iu i fi : 
ii ee : | ine it he He ‘ilu shi 
r fi iii | rane quel ui ia il id tf : 
fae id EB i iif ei na i i i 1 
dirk gee be te hth dial | Hue ! fie! Chile 3 
Hee | Eee al ie 
le 2 HEY ait i HE ih util i i ais 
ee ae ee nee 
v H iF ao j i ith it adh , al 
Higkiais Ha ‘44 i nae eles (Hae 
a nt | bi tate A hl f Hi . ; 
eel | Wit nn al i i a nil 
if PEELE tH i a H at ie vant 
a tatty Mt HH a Hit 
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1000 


Berordming 
pur Durhfihrung des Feucrbdejtattungegejebes *). 
Bom 10. Magujt 1938, 


Mnf Grund ded § 10 des Gefehes ber bie Feuer 
beftattung voi 15. Mai 1934 (Reidpege(thbl. 1S. 380) 
wird verorbdnet; 

§1 


Die vor SnFrofttecten bes Gefeses auf jyormblatt 
eines Feuerbefiattunasvercins abyegebent, cigenbintig 
unteriGiciebene Ceflivung, bweds die ber auf Feuer> 
beftattung gqericicte Wille Gefundet ift, bleibt, much 
toenn fie nicht cigenixindig gejdeieben ijt, mittiam. 


§2 

(1) Die Bolijeibchorbe de3 Cinafderungiortes hat 
fiber alle von ihr gemehmigten Feurrdeftattungen, 
gegebenenfalla fic jrde felbftanbige Mnlage gejontert, 
tin Serzeidnid ju fahren, in 603 unter fortiasjenten 
Rummecn einjuteagen find; 

Sw und Borname de3 Verftorbenen, 
2. Geburt8eag und Geburtsort, 
. Todestag und Sierbeort, 
. fetter Wohnort, 
. Stand oder Benj, 
. Ronfefjion, 
. Tobesurjache, 
, Tag und Stunde der Cindfderung, 
. Musftellungstag und Nummer ber 
@®enehinigungsurtunte, 
10. Beifehung3ort ber fdenefte, 
11. Unbderungen bet Beifebungsortes ber 
Ufchenrefte (§ 10 Mbf. 2). 

(2} Dod Berjeidhnis it mit den der Genehmigaag 
gugtunte fiegenden Befdheinigungen und Sadaweijen 
30 Sabre mad) ber febter im Bergeichnis exfolgten 
Ginteagung aufjubrroaberen. 


_ 
’ 


om-iao we & 


§3 

(1) Die nad) $3 Mb], 2 Rv. 2 bed Gefekes vor: 
ge[Griebene amtiargtliche Befdeinigung ift durch ben 
flr ben Gterbeort oder fiir ben Ort dex Eindfdecung 
\_- guftindigen Mints. ober Geridhidargt mad anfiegendem 
® Muster auszuftetlen. 

2) Die oberflen Lanbesbehirden fonnen, foweit 
ndtig, jut Vornahme ber Leidenfhau und gue Mus 
firtlung der Befheiniguig auch andere Urgte erinid- 
tigen, die die amtsarjtlidje Driifung als sreis., 
Bejirés ober Geridtsargt Seftanden ober an einem 
Sonterkehygang mit Erfolg teilgenommen haben, 
burch ben die fiir bie gevidhtliche Leidhenfdjau erforter- 
lidhen Stenntrijfe vermittelt werden, oder die bereits 
vor Snfrafttreten be3 Gefebes mit Wahenehimung 
diefer Gervichtingen betraut waren. 


*) Betrijft night das Land Oplerreig, 


Reichagefeghlatt, Gabrgang 1938, Teil 1 


§4 

Bei Leiden, dee aud dem AuHand guy Cindfderung 
cingelicfert werden, enticdeidet bie Polizetbehdrde bes 
Cindjderungzortes, ob dee gemaf den Seftimmungen 
bed Sntecnationalen N6fomumens ber Leidenbefsy- 
derung auzgeftellte Seichenpaf fic ben Nadpoeld ber 
Toderurfade ausreicht. Chua beftehende Srweifel find 
turd Bornahme ter amtsargtlidem Ceiden{Gan ge 
naj $3 Abj. 2 Mr. 2 bed Gefehed gu flaven. 


§5 
Die auf Feuerbeftattung gerichtete Willendbefun. 
tung fann widereuftn werden, Dev Widercuf mags 
timpandfvet nacigewiejen werden; af3 einioandfrei 
nachgermicfen gilt ber Widereuf imsbejonbere banu, 
toenn ev in einer ber fjormen O68 $4 Ren. 1 bis 3 


bed Gefebes exflict ift § % = 


ar Sle Feuerbefiattunasanlage muf eine Leiden. 
halle vorbanten fein, in ber bie Yeiden bor dec Cin- 
Gjdecung untergebradt werden fonnen. Auperdem 
muf cin Roum fiir die Bornahme ber Leidien 
Ofinungen guc Berfaigueg ftehen, ter bie fire dicjen 
Smed erforbdertichen Cincictungen gu enthalten hat, 


$7 
Die Feurrdeftattungzanlage und beren Betrich 
unterlicgen dee Mufficht dex Polizeibehorde be3 Ortes, 
in bem die Unlage fic befinbet. Der Betcieb regelt 
fid) nad einer von ber oberften Gandesbehirbde pu 
genchmigenten Setriehterdnung, in ber aud) die Ge- 
ihren feftjufeben find, §8 


Dee fie den Getvied dex Feuerbeftattungsanlage 
perantwortliche Beiter iit von dee dic Mufficht fiihren- 
den Dolipeibehirde aushriidlich im Hplicht yu mehmen, 


§9 

Die Cind{hecung dar ecfterfolgen, wenn dic fHrift- 
lide Genehmigung der Poligeibehorke bes Cindfche- 
tungiortes ($3 bed Gefeged) dem fie ben Betried 
ter jjeuerbeftattungsanlage verantworiliden Leiter 
vorgelegt morden Eft. Die Cindfdjerung it innerhalb 
breimal 24 Stunden. nad) erfolgter poliseilidier Ge- 
nehmigung vorjunebmen, Rann die Frift nicht eine 
sae werben, fo hat ber fiir ben Betvied ber 

cuerbeftattungsantage verantwortlide Leiter unter 

Angabe bed Grunbdes pi gs bei ber Dolijei- 

beborde cine Verlingerung der Hrift gu beantragen. 
§10 ; 

(i) Der fire die Hjeuerbeftattungsanfage vevant- 
wortliche Betriebsteiter hat die Cindfderung fowie 
die Beifeguny ober Berfendung der Ajdenrefte un- 
verziglich bey juitindigen Polizeibeborde mitzuteilen. 
Hierbei find anjugeben: Sue und Gorname be3 Cin 
aedidjecten, Numuter und M ber poli- 
geilidhen Genefmigungsactunde, Qeitpuntt ter Cin 


Document 92a: “Ordinance for the Implementation of the Cremation Act” of 10 
August 1938. Source: Reichsgesetzblatt, Jahrgang 1938, Teil I, pp. 1000f. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Sjdecung fowie Scit und Oxt ber Beifehung der 
Ujdiencefte, im fale ihrer Gevfendung Anferift, 
uuter ber die Ujehenvefte verjandt worken find, Der 
Serjand bow Niderrejten barf erft erfolgen, wenn 
dem Betvielsieitee cine Befdeinigung der Friedhofs- 
veTivaltung Hbee die Genehmigung su eer Veifepung 
borliegt. 

(2) Cind die Michruvefie jwed3s. Veijeana nad 
cine anbeven Orte verjaubt worten, jo fat die 
Hriedhofzveriattung oder die Volizibehirde diefea 
Ortes ber Violijeibehiordes be3 Cind{cherungdortes bie 
erfolgte Beifehung anjusigen. Nudd cine Berjendung 
bereits beigejegter Ajchtmrefte iit der Voligeibehorde 
de3 Cind[dhecungiortes mityuteilen. 

(a) Die Mudindigung der Ajchenrejte an die Mn 
gebdrigen ober beren Beaujtragte, aud pues Vei- 
febuing an cintem anderen Oete, ijt vorbdehalilich der 
Musnahme im $9 Hj. 3 bed Gejekes nicht julajfig. 

(3) Die Rubejrift fiir die Njdenrefle beteigt 
20 Fabre, wenn far die Erdbejtatiung am gleidien 
Orre eine Nubefeit von 2OFahren oder sehr vor 
geiehen ijt) in allen Gbrigen Fallen ift bie Rubefrift 
far Ujdenrefte mintefters auf dea al3 Rubefrijt bei 
Erdbepattungen am gleicen Octe vorgejebenen Spit- 
rauim gu bemefjen, Rac Ablaut ber NubeFrijt find 
die algdann nod) vorfantynen und alé jolie ecfent: 
Baren Mfdjenrefte und ihre Behiltniffe in einer Ge 
meinjdhaftzqrabjirlle dem Crbboten einjuverteiten. 


§1l 
(1) Boer die te dex Feuerbeftattungseiage vor 
genomimentn Einafderungen it ein Bergeichnié nod 
= beigefiigtem Nufter (Eindjdjerungioerjeicinis) yu 
fahren, Dad Verqeidinis ijt am Cade jede3 Salenter- 
jobs absujdliefien und mit dem wom ber Yolizi- 
Geborbe gefiirten Herjeidinis ($ 2) absuftimmen. 

(2) Das Cindjderungtuergeidmis mit den igin ju 
grunde fiegenden Genehmigungsurtunden iff 30 Fabre 
nary ber Legter im Verzeichnis exjolgten Einteagung 
aufjuberoahiren, 

g12 

(1) Die Geichen find i dee Sorgen oder Einjaks 
fargen cingudjdjerm, in denen fie ur Feuerbefiattungs- 
anlage. gelomgen. Die Sarge miifien aus dimen 
Holy ober Sinthirch beftehen und frei von Metall: 
befdlagen jein. Ged) darf jur Mbbidstung dev Fugen 
nicht berwenhet merden, Ald Unterlage far die Pride 
forwie als Hillmaffe fir rags Kiffen find Sage 
ober Hobelipine, Goljwoile ober Torfmull gu be 
ruben. Die Neafleibung be8 Garged fowie die Be: 
Heidung ber Geidie fann in der dblichen Weife exfotgen, 
Bod} find jar Sefeftiqung der Muafteibung Metall. 
frifte und jum Sahliejien der Rieibung Rodeln, Saten 
oder Sjen unjuldjfig, dagegen einfade umjponnene 
Sndpfe gefattet. 

(2) Dee Reidsminifier bes Smnere tana pur Her+ 
fielfung con Sirgen formic al Unterfage fiir bie 


Reidgeiepbl. 1993 1 
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Cride und als Fpiillmaffe fie bie Riffen an Stelle ber 
im %bj_1 genannten Stoffe aud antere Stoffe iv: 
fajfen. 
g13 

Su jeder Cindjdierungdfammer dar} femeilig nur 
cine Seiche cingeafrhert werter. Yn den Sargen if 
bor ter Cinbringung in ten Verbrennungiofen ein 
duvdy die Ojenbige nid jerftdrbares Schild anju 
biingen, auf weldem dic Nummer, unter dec die 
Cintragung in ba3 Cindjdecungaverseidjais erfolyt 
ijt, forwie ter Mame ter Freurrbeftattwnadanlage beut- 
lid fidtbar cingeffagen fein mug. Die Michencefte 
jeder Geidhe fied mit dem Nummernjhild in einem 
witvrflandafahigen, Cauerhaften, lujt- web wajjer: 
didter Behaltnia ju fammeln, $a3 bard eine antlich 
beftcilte Beefom su verfeliesen ft. Dee Deed bes 
Bediltnifes ijt mit einem jefijipenten, dauerhajeen 
Srhitd gu verjehen, da3 in deutlidher geprigter Sarit 
folgenty Angaben su enthalten bat: 

1. die mit dem Cindfderangeversidnis und bem 
Rummernf[hild in ber Ajche Abereinftimmende 
Cimifderunginummer, 

. Su-undBSorname fotwic Stand de3Serjtorbenen, 
. Ort, Lag und Saher jeiner Geburt, 
. Ort, Lag und abr jeined Todes, 
. Det und Tog der Cindjderung, 
§14 
(1) Die burch bie amtirgtliche Geidenfdjau ent: 
fiehenten Stoften find mad) den Minbeffagen bec 
Gebahrenordnung far amti- ober geridpteirjtlide 
Secvidhungen iu berechnen. Muferbem find bie not- 
toendigen Reifefoften gu exftatten. Die entitehenden 
Roften fallen dem Beftattungspflidjtigen yar Lajt, 
(2) Conwit fix bos polijeiliche Wenehmigungd- 
berfahven Gebiifver erhoben twerben, follen fie ben 
Betrag von drei Neidjamart nicht dberfeigen. 
$15 
(1) Dieje Berorbuang tvitt mit bem auf hie Ber 
finding folgenden Tage tu SeaFt. 

(2) @Meichyitig treten aufer sraft: 

bie Berordmung jue Durhfitheung tes Fewer 
beftattungsgejeked bom 26. Suni 1934 (Reidhe- 
geiebbi, TS. 519), 

bie Berordnung tibet die Andecung ber Ber 
orbnung gar Durdfihrung bes feuerbeftat: 
tungigeieked tom 16. Dftober 1936 (Reids- 
gtickbl I S. 884) und 

bie Sweite Sevorinung fiber die Anderung der 
Verordrung suv Curdifahrung bed Feuer 
beftattangsgefesed wom 13. OftoSer 1937 
(Nelagefeghl. 1S. 1132). 

Berlin, den 10. Auguit 1938. 


Deer Meidhsminifter bes Janern 
Je Geeieeteng : 
Dr. Studart 


Om en 
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Berzeidynis 
det in der Gewerbeftattungsaniage ye 
im Stalenderjahr porgenemmtencn Gindicherungen 


Sh6t Mee ny sachet 29 Pee — onl 


: 


Document 92b: Reproduction of a cremation register. Annex to the “Ordinance for 
the Implementation of the Cremation Act.” Source: ibid., p. 1003. 


Bailage (Ba Pag 27) Tak 


Sebwitta h_ Bohrvitt 3 
Fawn finttadoney 


{ose aufguachichlte Feldteine 


Feldofer fiw Leichenverhrenms 


Fuster Fried: Siernersn. 


lil 1 tot 


Document 93: Field cremation furnace, system FRIEDRICH SIEMENS. Source: as 
Doc. 20, illustration outside text. 
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Fig. 24. 


89 


Querjdynitt bes Ofemhaufes file Maffenverbrenmung vom Leidjen, 
Document 95: ADOLF MARSCH shaft cremation furnace for mass cremations; verti- 
cal section. Source: “Masseneindscherung von Kriegerleichen im Felde als Schutz 


gegen Seuchengefahr und spdter fiihlbar werdende Verkehrhindernisse, ’’ Phoenix. 
Blatter fiir wahlfreie Feuerbestattung und verwandte Gebiete, Vienna, XXX. Jg., 


1917, Nr. 2, columns 39f. 
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41 1917. Phoeniz. Nr. 2, 42 


Rehlen-and 
Gesbaits raw . 


Geundrif des Ofenhaufes file Mtalfenverbrennung von Leiden. 


Document 95a: as above, horizontal section. Source: ibid., columns 41f. 
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SELLE 


Un, 


Document 96: “Shaft furnace for the simultaneous cremation of a larger number of 
human corpses or animal carcasses” (Schachtofen zur gleichzeitigen Eindscherung 
einer grdsseren Anzahl von Menschenleichen oder Tierkadavern). Patent ADOLF 
MarscH, No. 331628, of 30 September 1915. Fig. 1: vertical section; Fig. 4: a load 
of 9 cadavers; Fig. 5: loading grate. 
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Zu der Patentschrift 331628 
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Document 96a: as above. Fig. 2: horizontal section along Line A-B of Fig. 1; Fig. 
3: horizontal section along Line C-D of Fig. 1. 

— Figure I (Doc. 96) is an axial section of the furnace. 

— Figure 2 (Doc. 96a) is a section of the base along Line A-B, in Figure 1. 

— Figure 3 (Doc. 96a) is a section of the base along Line C-D, in Figure 1. 

— Figure 4 (Doc. 96) represents a pile of corpses constituted by three layers of 
three corpses each placed one on top of the other. 

— Figure 5 (Doc. 96) shows the wooden grate on which the pile of corpses is ar- 
ranged and on which it is introduced into the furnace. 
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5 ERENT LLIN TNA MOL I MOTRIN EAN SAD VD ANH SOL POLLS SPRL IANO 


Abb. 7 


Document 97: FEIST furnace for mass cremations (standard model). Source: W. 
Heepke, Die Kadaver-Vernichtungsanlagen, Verlag von Carl Marhold, Halle a.S., 
1905, p. 46. 


€ WV 
‘ta0y woeyskc ‘uosy org 


Document 98: H. KoRI cremation furnace for incinerating animal carcasses and 
Slaughterhouse refuse. Source: as Doc. 97, p. 39. 
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Document 99: H. KORI cremation furnace for incinerating animal carcasses and 
slaughterhouse refuse at Liegnitz. Source: as Doc. 97, p. 41. 


Abb. 5b 
Abb, 5s 


Document 100: H. Kor! cremation furnace for incinerating animal carcasses and 
slaughterhouse refuse for combined operation (connected to the flue of a boiler 
system). Source: as Doc. 97, p. 44. 
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1 Dunsthaube 9 Tir fir Mutfel 

2 Eintihrungsschieber 10 Absperrschieber zur Nachverbrennung 
3 Thermoelement 11 Nachbrennkammer 

4 Luftaustrittsdlsen 12 Gas- oder Olbrenner 

5 Brennkammer (Muffel) 13 Rost 

6 Schamotte und Isolierung 14 Entaschung 

7 Gas- oder Olbrenner 15 Rauchabzug 

8 Schauloch 


ISS 
LUA 


H.R.HEINICKE 


Document 101: H.R. HEINICKE gas-fired cremation furnace, system VOLCKMANN- 
Lubwic. Longitudinal section. Source: Heinicke Feuerungs- und Schornsteinbau, 
H.R. Heinicke Einascherungsofen, undated commercial brochure. 

1; Extraction hood; 2: Introduction door; 3: Thermocouple; 4: Exit air vents; 5: 
Combustion chamber (muffle); 6: Refractories and insulation; 7: Gas or naphtha 
burner; 8: Inspection hole; 9: Muffle damper; 10: Closure of post-combustion 
chamber; 11; Post-combustion chamber; 12: Gas or naphtha burner; 13: Grate; 
14: Ash removal; 15: Smoke discharge. 
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Document 102: ASEA BROWN BOVERI electric cremation furnace, operating princi- 
ple. Documents 102-104b were kindly provided by that company. 

1; Furnace; 2: Furnace door; 3: Cremation chamber; 4: Ash plate and post-combustion channels; 5: 
Observation of temperature and of draft; 6: Ash removal; 7: Blower for primary air; 8: Blower for sec- 
ondary air; 9: Blower for air on ash plate; 10: Cupola: deaeration; 11: Door control; 12: Introduction 
trolley; 13: Discharge gas channel; 14: Observation of discharge gas; 15: Chimney damper; 16: Chim- 

ney-damper-raising device; 17: Damping chamber; 18: Chain curtain; 19: Electricity-control board; 
20: Ash-preparation cabinet; 21: Injector blower; 22: Control valve; 23: Injector tube; 24: Electrostat- 

ic dedusting device; 25: Closure; 26: Inspection port; 27: Chimney 
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Document 103: ASEA BROWN BOVERI electric cremation furnace, model RK1-S. 
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5S ve 1990 _ 


12 Asehenkutbasieo 


1 Asehengetess Sy eee 
1S Areheneytfang 

ly % = Putrattingen 
7 Frischultventdetoren 

ie 18 Alamnrmiterworhoy 
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20. Gitterrost { beasevtg? 
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Massbild HIBV 210046 


Document 103b: Doc. 103 enlarged, right-hand half. 
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Document 104a: Cremation hall equipped with two ASEA BROWN BOVERI electric 
cremation furnaces. 
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Document 104b: ditto. 
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CONCEPTION 
MONOBLOC 


') Pore 
d introduction 
Commante manualle 
de seouurs 
Erdleut 
de préchautiage 
* Tuyeres 
de soutfiege 
\ Porte de service 
Griteur de 
Posl-comiustion 
Foyer secondaire 
*) Grille motite 
Broyeur mecarpord 
Ure 
Circuit 
te réchautfage dar 
Tableau de commande 


SES AVANTAGES : 


© La tour eSt eNntie@rament Congtull dans notre using 
de Gaillon puis s&ché et testé sur plote-forne 
d'essais. L’eansemble des Gquipements ect les 
sequences de fanctionnement et de sécurité sant 
sins! complétement contrélés et véritiés avant 
lvraison, Ine re olus 4 eff yer BUF Sete Que 
les branchernents ce combustiite et d' dlecticté 


Tle Conception, permetiant ta livratson sur site 
m ensemble complet, andlor a qualité finale 
du matene!, réduit la durée des travaux sur site et 
les aides de montage et de mise en route. De plus 
elle limite considérablernent les pertubations qu'urt 
Chantier de cette nature peut apporter sur |'expio) 
tation dur crematorium 


Fear C S'T ov 


cours de fatincahorn 


Four C 401) ow dy plte-fonee 


Document 105: FERBECK-VINCENT gas-fired cremation furnace, Model C411. 
Source: Fours de crémation. Modulaires, Type C 411. Undated promotional bro- 
chure kindly provided by that company. 

1; Introduction door; 2: Manual emergency control; 3: Preheating burner; 4: Air- 
feed tubes; 5: Manhole; 6: Post-combustion burner; 7: Secondary hearth; 8: Mo- 
bile grate; 9: Built-in grinder; 10: Urn; 11: Air-heating circuit; 12: Control panel. 
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LA CONCEPTION DU FOUR TABO 


Vossature métallique, 

renforcée du four est réalisée & partir de profilés 
également utilisés pour la distribution de lair primaire, 
secondaire et tertiaire. 


La structure réfractaire et isolante, 
du four est constituée de 3 parties essentielles : 
~ la chambre de crémation 
- les chambres de mélange 
~ la chambre de post-combustion 


De la chambre de crémation, 

les gaz issus de l'autocombustion sont, selon un 
procédé exclusif, intimement mélangés 4 l'air 
secondaire dans la double paroi du four pour 
permettre un processus pyrolitique contrélé par la 
sonde 4 oxygéne, lair tertiaire et le broleur dans la 
chambre de post-combustion. 


utilisation de réfractaires denses, 
contenant de 42 % & 64% d'alumine, de matériaux 
isolants modernes, et de I'échangeur de chaleur 

introduit par TABO, assurent une crémation parfaite 
dans des conditions économiques d’exploitation. 


1. Porte d'introduction 
2. Vote de la chambre 


3: Air secondaire 


emmagasinnage de la chaleur 6. Porte de service 


@ Air primaire (supérieur) 
de combustion 5. Air primaire (inférieur) 


Les équipements électriques, 


mécaniques et thermiques sont regroupés de facon 
rationnelle et facilement accessibles du caté service. 


L'utilisation de bréleurs, 


industriels permet de déplacer les ventilateurs dans un 
local approprié. 


La conception, 


du four TABO permet indifféremment son assemblage 
sur place ou en usine. 


11. Sole du four 


7. Lucarne d'inspection 
8. Trémie 12. Registre 


9, Grille mobile 13. Commande gaz 
10. Cendrier ou fioul 


Document 106: TABO gas-fired cremation furnace. Source: Equipements de créma- 
tion Tabo. Undated advertising brochure kindly provided by that company. 
1; Introduction door; 2: Vault of the combustion chamber, heat accumulation; 3: 
Secondary air; 4: Primary air (upper); 5: Primary air (lower); 6: Manhole; 7: In- 
spection window; 8: Funnel; 9: Mobile grate; 10: Ash container; 11: Oven floor; 
12: Register (smoke damper); 13: Gas or oil supply. 
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NOTES 
LPUEL ret maTUNAL 648 


SIDE ELEVATION 


1900 CUFTVER eC PetEronE 


KP G49 YOQDOS BTWHR bt we PaEaSURE. 


2 CLECTAMAL <220 VOLTS SPMASE GO NZ FROM SO AMP BREAKER te rHace Eo amr) 


NG VATS | PMARE 60 HE PeOoe oh Ae BREAKER 
fu, Dee BHAA ATAS OF Dene 
CAPABLE OF PASSING 2200 CFM OF FREE AIR (96% 24 vERT) 


« RAIN-QOteTE KouvtAs 


Document 107: ENER 


TEK II gas-fired cremation furnace. Source: Fred A. Leuch- 


ter, An Engineering Report on the Alleged Execution Gas Chambers at Auschwitz, 
Birkenau and Majdanek Poland, Fred A. Leuchter, Associates, Boston, Mass., April 


5, 1988, p. 122. 
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Mt A | 


=aenen 


Document 108: Multi-storey furnace (Etagenofen, left) and flat-bed furnace 
(Flachbettofen, right) with market share in Germany (73.9% versus 26.1%). 
Source: R. Sircar, “Untersuchung der Emissionen aus Eindscherungsanlagen und 
der Einsatzmoglichkeiten von Barrierenentladungen,”’ PhD thesis, University of 
Martin-Luther, Halle-Wittenberg, 28 June 2002, p. 14. 
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Document 109: RUPPMANN cremation furnace (with- 
out smoke filter). Source: G. Schetter, H. Burk, “Das 
Krematorium Dresden. Ein Beispiel fiir umweltge- 
rechte Eindscherung unter betriebswirtschaftlichen 
Gesichtspunkten, ” Friedhofskultur, Jg. 96, October 
2006, in PDF, p. 5. 
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(890) 292-9163 or (503) G2S-IS7S FAX (S03) 625-6161 
E-MAIL: ugithersice cons 


© Latest Design For Efficient Cocmation. Not A "Hint Hewth* Design. 
@ Backed By Over 0 Years Of Curstustion Technology. 

@ Mais Bamer Positioned For Direct Flame Comact To Case, 

@ Rapid Heat Up And Col Down Cycles. Low Noiee Operation, 

@ Tile Floce For Biase OF Replmcoment. Low Replacement Cat. 

@ Refractury Lined Stack For Longevity, 


@ Low Load Height OF 21", Detige To Be Used With "Church Truck”. 
No Need Fur Elevating Table, 


@ 220 Volts, 40 Arep, 60 He, Low 2.7 Horse Prrwer 
@ Nataral Gas. Operating @ 2 10 $ Lbs 6 3.9 Million BTU 
@ 1.5 Seconds Dwell Tiree In Final Combention Chamber 


Document 109a: THERM-TECH gas-fired cremation furnace at Tualatin, Oregon, 
USA. Source: http://thermtec.com/sites/default/files/pdf-library/SQ C- 


400 SPECS. pdf. 
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Il. Torr, Civilian Activities 


LA = , j yy oe 
S00LI COE DIES RS YL ae 7 Linctony ay 
y Za ,, 7 


Die Griinber der Firma. 


Document 110: The founders of the company J.A. Topf & Séhne: J.A. Topf and 
his sons Julius and Ludwig. Source: Stadtarchiv Erfurt, 5/411 A-76. 
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Document 111; Description of the Topf Company’s activities. Source: Deutsch- 
lands Staédtebau: Erfurt, Bearbeitet im Auftrage des Magistrats von Stadtbaurat 
Boegl, Erfurt. “Dari”, Deutscher Architektur- und Industrie-Verlag. Berlin- 
Halensee, 1922. 
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Ubersicht iiber die 


1) Friedrich Siemens, Dresden 
2) Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach a. M, 
Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach a. M, 
Klingenstierna (Gebr, Beck), Offenbach a. M. 
Richard Schneider, Dresden 

Richard Schneider, Dresden 

Klingenstierna (Gebr. Beck), Olfenbach a, M. 
Nichard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Olfenbach a, M, 


1) Klingenstierna-Beck 

2) 3 Gebrider Beck \ Offenbach a. 
2 Richard Schneider, Dresden 

2) Gebr. Beck, Olenbach u, M, 

yi] 1) Kilngenstierna-Beck, Offenbach a, M, 
2\ 2) Alfred Schmidt, Bremen 


gf) Klingenstierna-Beck, Offenbach a, M. 
2) Wilhelm Ruppmann, Stuttgart 


Gotha 


Heidelbery 
Hamburg” 

Jena 
Offenbach u. M. 
Mannheim 
Lisenach 
Mainz 
Karlsruhe 
Hetlbroun 


Ulin 
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Chemunits 


Bremen 


Stullgart 


15 | Coburg 2/Gebr. Beck, Offenbach a, M, 
10 | P6Sneck 1 |Gebr, Beck, Offenbach u, M. 
17 | Zittau 1 | Rich. Schneider, Techn.Olenbaubiro, Berlin 
18 | Baden-Baden 1 | Gebr. Beck, Offenbach a. N 
19 | Zwickau 2 |Gebr. Beck, Offenbach a, M., . 
20 | Leipzi 3 |B. Schneider, Stettiner Chamotte-Fabrik 
21 Liibec 2 |Gebr. Beck, Offenbach a. M. 
: 1) Toisul & Fradet, l’aris 
22 | Dessau 2f 2) Gebr. Beck, Offenbach a. M. 
23 | Gera 2 |Gebr. Beck, Offenbach a. M. 
24 | Reutlingen 1 | Wilhelm Ruppmann, Stuttgart 
' 2) R. Schneider, Stettiner Chamotle-Fabrik 
2% | Dresden af} 7 i) 3, A. Topf & Soehne, Erfurt 
26 | Géppingen 1 | Wilhelm Ruppmana, Stuligart 
27 | Meiningen 1 | Gebr, Beck, Offenbach a. M, 
1) F.Schnelie. Stettiner Chamotte-Fabrik 
28 | Weimar 2) 3 A. Topt & Soehne, Erfurt 
20 | Sonneberg i. Th. ebr. Beck, ae pe ae 
30 | Hagen i. W. one Lemuase 
$1 | Frankfurt wo. M. 2 | R. Schneider, Stettiner Chamotte-Fabrik 
32 | Berlin Gerichtsstr] 28. 11.12] 3 | 1. Sebneider, Stettiner Chamotte-Fabrik 


Document 112: The German crematoria as of 1927. Source: IV. Jahrbuch des Ver- 

bandes der Feuerbestattungs-Vereine Deutscher Sprache 1928. Herausgegeben zum 

22. Verbandstage am 4. bis 8. Juli in Bremen vom Verbandsvorstande. Kénigsberg 
Pr., 1928, pp. 82-87. 
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Document 112: continued. 
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Document 112: continued. 
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20 600,— 12 80),— Rit R04 26,— ah 
(4 0,— 600),— 62 685 0,— 39 
120 000,— 8 8O0,— 258 2358 35,— bis W5,— | 40 
10) 000,— - 110 1315 81,— 41 
3 000,— 10 000),— 1083 1 025 (U,— baw, 7i— | 42 
15) 000,— 26 5M),— 614 3 32) = 43 
— 11 (XX), 74 710 03,75 41 
201 KOO,— 22 400,— 1238 5610 20,50 45 
125 000,— 13 300,— 1H2 1 626 12,— 46 
76 2,— 11 K),— 25 1305 70— 47 
850) OK — 17 (0,— 80 4701 45,— 48 
88 O0),— 9 450,— 240) 1 633 70,— 4 

= « = Einheim, 30,.— 
30 00),— 617,07 w 518 Auswiirtige 3.— | 
- 15 000,— ‘114 1 261 105,— BY | 
O78 00,— 1) 500,— 4700 2731 60,— ay 
1300 000,— 5 O000,— 400) 3 050 ha,— bis 176— | 53 
Inflation Inflation aS 203 48,— bis S&— | 34 
desgl. desgl. 200 1126 83,— bis R7— | 
desgl, desgl. SSRI 17 426 40,— Mi 
desgl, desu. 133 O72 50,— 7 
desgl, desyl. 627 1730 16,-— as 
desgl. desgl. 5 2075 71,70 mM) 
desgl. desgl. 110 471 i (w 
desgl. desg). 130 2 586 W0,— til 
desgl. desgl. 27 87 70,— bis Mh— | U2 
desgl. desgl. 463 §87 03,— bzw, 66,— }| 65 
52. 000,— _ 1) 620 103,— 64 
-_ 12 0),— 220 401 60,— 6A 
105 500,— _ 102 439 80,— 6 
55 000,— 14.000,— 240 30) 27 67 

Stft. (L. Ofen- p = 

70.000,— baufirma wy 71 46,— 08 
- -- 1A 321 46,— oy 
24900,— 14 850,— {Ks 101 45,— 70 
225 (000), — 12 50),— 477 5d2 ih— 71 
~ 14 O1),— 148 215 ah 72 
_ 15.000,— 32 4) 63,— 73 
44 040,— 12 000,— #1 121 W,-- 74 
60 000,— 14 2),-— 70 104 40,— 75 
400. 000,— 16 000,— 213 255 62,— 76 
ans 2 62 2 40,— u. 21,40 77 
150.000 — 21 ),— 1G ; 16 _ 78 
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Tag 
der 
Eréff nung 


Ofensystem und Baufirma 


A 
is 
a 
= 
ee 
ous 
ay 
Bo 
a 
Oy 
28 
Ried 
c 
tt 


79 | Kisfeld 29. 9.27] 1 |J. A. Topf & Soehne, lirfurt 
80 | Ludwigsburg 22, 10.27) 1 | Wilhelm a artes Stuttgart 
81 | Hildburghausen | 27.10.27] 1 [J. A. Topf &’Soehne, Erfurt 
82 | Freiberg 1. S. 2, 3.281 1 |Gebr. Beck, Offenbach a, M. 
83 | Quedlinburg 10. 3.28] 1 [J. A. Topf & Soehne, Erfurt 


Durch nachtraglichen Ofeneinbau wurden Friedhofskapellen in Kremaz 
torien umgewandelt in Jena, Offenbach, Eisenach, Reutlingen, Goppingen, 


Weimar, Sonneberg i. Th., Frankfurt a.M., Minchen, Wiesbaden, Pforzheim, 
Konstanz, Ilmenau, Erfurt, Suhl, Magdeburg, Grinberg, Arnstadt i. Th., Berns- 
burg, Stettin, Apolda, Wilbelinshaven, Liegnitz, GieBen, WeiSenfels, Lisfeld, 
Ludwigsburg und Quedlinburg. 
Als Heizmaterial verwenden die meisten deutschen Krematorien Koks; 
(Gas-, Kammerofen-, Zechen-, Schmelz-, Hitten-, Grob-, Destillations-Koks),. 
Braunkohle und Koks vermischt findet in Gotha Verwendung. Koks und Holy 
werden verfeuert in Géppingen, EBlingen, Preiburg i, Br. ~— Mit Gas werden 
Krematoriumsdéfen beheizt in Dessau, Dresden, Ludwigsburg und Freiberg i. Sa. 


LLL 


Reine laakosien 
des Gebsauidles bew, 


(eeloittiven far «tie 
Einiseherung nelst 


A ‘ shebesec he 
der durch den Kosten «er . ape Kit 2 ns : Aussclumfekung und [Ltd 
j iffe 1 bAe 
Ofencinbau not- Ofenanlage rae we ‘nem a Heleveltnag cer | Ne 
’ ’ - 1 as un, ~ . 
weinligen Un ‘ nung Truuerhalle sowie 


Ionuates 


Orgelspicl 


13 700,— 
000,— 18 000,— 50,— 80 
24 000,— 13 000,— fi, — Bi 
145 000,— 1:3 500,— 200, — R2 
30 000,— 133.519, —- 70,— «J 


Die Zeitdauer der Kinischerung sehwankt zwischen 45 Minuten bis zu 
3 Stunden. An Koks werden verbraucht 1'/p bis $1/, Zentner fir die Lin- 
ascherung, an Gas 33 bis 260 cbm. Die gewaltigen Unterschiede der Zahlen 
sind dadurch zu erkliren, da® seitens der Krematorien zwischen der [loch- 
heizung des Ofens und der Nachheizung des noch warmen Ofens bei den 
Zahlenangaben nicht unterschieden worden ist. 

Die Tabelle verdanken wir zum gréBten Teile dem Volksfeuerbestattungs- 
verein V. V.a,G. in Berlin, der den Nachdruck gitigst gestattete. For die 
Zweoke des Johrbuchs wurde die Tabelle vereinfacht und zuligenD ergiinat, 
a T. unter Benulzung der Slatisuk der ,Deutsche Miamme*, 
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Einascherungs6fen fiir 
Krematorien 


System Topf 


Modernste Konstruktion 
Kontinulerlicher Betrieb, 


Fisf honalacter Temperaivrhhe gehaltene Verbrenmungslat 
} und eater scheellate Einischerung = Vollwommete Ver- 
brensung rvitiels hocherhitzter asbnospharischer 
Lott. Volstindig faut. und gerechics. 
Hypglenisch enwandireier Getrieb, Ge- 
ringster Brenemaleristecfuand 
Eintachse Bedietueg, 


AF 


J. A. Topt & Séhne, Erfurt 


Maschinenfabrik co Feuerungstechnisches Baugeschaft. | 


LLL EE LOL L EEL EO oroer 


TOPF'sche 


| Feuerbestattungs-Ofen 


entsprechen allen neuzeitlichen 
Antorderungen bezOglich rauch., 
geruch- u. gerduschlosem Betrinb 


Umbeu bestehender Aniagon 
nach nevesten Erfehrungen, 
auch besanders (Or Gasbehelzung 


§ Uber 60 Oien seit 1922 ausgefihrt 


Orw @ Aulirag erhalies, demnach test sdmt- 
che neserbavien Krometorian suspestotiet 


* 


Wir Nelarn farner fir oe Eirsegrunprallon 
Luftheizungs -Anlagen 

(huneatrung cer MRauchgase) 
. 


arden Sis 
Realeeten ural sdaertdert lee Vorscblige, Projects und 


Herken ittte Serechrurger sowie bgeeimerimnan | 
ph i Lk ak 


J. A. TOPF & SOHNE, ERFURT 


Maschinenfabrik, feverungstechnisches Beugeschstt 


Document 113: “Cremation 
Furnaces for Crematoria, System 
Topf.” Advertisement from just 
before Word War I. Source: Il. 
Jahrbuch des Verbandes der 
Feuerbestattungs-Vereine Deutscher 
Sprache. Druck von Carl Wull, 
Heilbronn a. N., 1913, p. 175. 


Document 114: “Topf Cremation 
Furnaces.” Advertisement from the 
early 1930s. Source: R. Nagel, Die 
Vorziige der Feuerbestattung. self- 

published, Vienna, 1931, p. 27. 
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Topf'sche 
Feuerbestattungséfen 


erlaprechen silen neuzeltikhen Anlordermgen 


bexegich ravch.. goruch. u gorkuschioser: Setriab 
Neweste AuRrige: Potsdam, Kolberg, Pineck, Sondershausen 


Umbau bestehender Anlagen nach 
nevesien Erfahrungen, auch 
besonders fir Gasbeheizung 


Teréers Sip bevlerios crt erverttedteh Versetige, Fre- 
Jone rd Reslsntsbubereimsongen oder lngewmerterns 


J.A.TOPF & SOHNE, ERFURT 


Maschinenfabrik, feverwngstechnisches Baugeschatt 


StadtDresden 


Derwoltungs- 
sielle: 
Stddisches 
Bestatungs- 
omt 


Mehanijde 
Feuerbeflattungsdjen 


tir cfefirifthen, Chae wad Motedeteieh 


entiperder afer eramittihens Se fordoreegen 
depaghd rosd-, gered und gerdeOiofom 
Pitteied. Forttal tes EQdrgerdta 


3a den fetten 10 Sebren 
elteis Gber 00 Ofen sesgetibrt 
bre. te Sufteeg cedatten 


Umbau trilehender Betagen ned ecariten 
Griehrangm, befenters ter Gor and eit 
triften Butricd, 


Derten Cos trbeeded med etverinNad Deeruige Dor 
[of ocd Aemtod Dd Do trues rer Wegeteurti (ee 


3.4. Zopf & Sohne 


Watdinrefateil, feurruagsicda, Bengeiace 
Grfurt rege, 1978 


: = Pt . 
wS af 


Soren # 


Document 115: “Topf Cremation Fur- 
naces.”’ Advertisement from the early 
1930s. Source: V. Jahrbuch des Verban- 
des der Feuerbestattungs-Vereine Deut- 
scher Sprache. Kénigsberg Pr. 1930. 


Document 116: “Mechanical Cremation 
Furnaces for Operation with Electricity, 
Gas and Coke”. Advertisement from the 
mid-1930s. Source: 
www.topfundsoehne.de. 
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remationsofenbau~ 15.0" 2 
== Geselischalt = tinea 


Lust wlcty war Austibeseg berepintiar Krematioce-Aslager rit 


1. Kaosionbopen Ofer ity beschiewsigte abeelut rauch- und geruct~ 
lee Verbrennung) — 2. hydrestweber Versentucg usd inanctiieelie 
Sargetrittireng direkt wou der Verseakung in Gen Ofen, 
Viellnch yon geech — bestees enepiiotion 


Ofen fur Feuerbestattung 


eigenen Systems fir Osl- und fir Koksteuerung 
cast aster Usrarile 


Dr. Ernst Asbrand, "*tiesssoses inc 
HANNOVER-LINDEN 


ane Formeprecher BEL 


Spezialitat: Oviteverungen Generatorteverumgen u. Otentau 

hon ono0co000ono0 nooo noon Do UODOOOIOOOI00 
Seere>, Feuerbestattungs-Ofen 

py System RUPPMARM 


EES 
¥. Holmeister  ¥rankfurt a. Mm. 


Stelnwerke, Hortgestein-Drehere! 


Spezialitat: Asche-Urnen. 


<< Blne groBe Anzahl Medelle setect Ueterbear. ~ 

| Kotaloge, Pretalisten. 
Teltegr-Ade; Syenitwerk tHolmetster, Pranktertmatn. 

| Tel, 794, Amt |. 

‘SOS0S00s0s0s0s0NE0E0s0s080s080EE 


“Feservestuttanat- -Oten : 
System RUPPMANN © 


seit Jahren bewihrte Konstruletion 


Sicherer, Rsthetiacher, 


derchaus rauch- usd geruct- 


tomer freier Betrieh, —: 


Qedsdherung in githenéem Cettatcom, Anlagen bn 
Ins und Reslonde tm Beteied, Rusilbriidhe Drea- 
ies sachea sithea zu Diensten at 


Wilhelm Ruppmann, Stuttgart. 


SdiorniteindDau Cuitodis 


aA8 8 


”. Disseldori 


Eindidierungséien 
Komplette Anlagen 


Document 117: Advertisements by vari- 
ous companies active in the cremation 
sector at the beginning of the 20th cen- 


tury. Source: I. Jahrbuch des Verbandes 


der Feuerbestattungs-Vereine Deutscher 
Sprache. Vereinsbuchdruckerei, Pyr- 
mont 1912, p. 147. 


Document 118: “Cremation Furnaces 
System Ruppmann.” Advertisement from 
just before Word War I. Source: as Doc. 

113, p. 176. 
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SYSTEM RUPPMANN 


terwt! oul den Printie, Ge Ver@eenneng in rem atmesphireecter und hochertritzter Left, 
prakitech raweh. wed gervoblos yor sich gehec qu lense, an dees dees detheliechen Em- 
plieden in volistem Messe Recheung getragen wird. 


RUPP Mane 
Sota tert 


Die in alles Tefen sorgilitip derchgesrbetate, au! 26 jibriger Meeerusqeteckniacher Erishreng 
berutende Keratrektion, de grwissenhall sctide Ausibreng und die eeaschilesnlicne Verworteng 
Eveckenaprebenden Matera geedhrinieten cis puter Eigenechattes eines zeilgernisees Ver~ 
bewenangselens 

Volikormmene Verbrennung in rein olGhender Luft 

ohne Einwirkung von Fevergasen aus der Feverung! 


Gerivschiceer, reinticher. duerchaws sicharar und sinwandireler Betried! 


Feuerbestattungs- 


SVSTEM RUPPMANN 


Der Ofer ist el omer Seetbewtiesen 
Koks-Generator -Gasfeverung 


Dar eiguraticthe 


Verbrennungsraum 


Oreite ené 720 mm Nome (Ausceemasse). 


Ofen 


auypestatet, welche oul neszedicter Grendtage contirviert end met soliden, gul bearbeileter Armaturen 
auagestatict ist, Ge eine Weicton, tequere wad sohere Gedienuag in jeder Hingikcht armigichen. 

Der Generawrechscht ist in seinen Dimeraionen so bemeasen, dass er diejenige Koksmenge 
fasst, weiche notweniig iat, um den Verérennengs: und Mechgithraum nermalerweiee, doh. wean 
Ger Olen durcteirem isi. innerte 3 Sounden van etwe 300° act O50 bis 1000" Cots hockewhelzen. 


scbliesst sich oben diet! an den Getersior an Er entapricht dee vom Keegress Mr Feverte- 
Mattuegswasen fesigelegion Dimersionen, tet 2500 mm lasg. 850 mm breil usd 950 mem hoch ued 
bistet sommit genDgenden Maun (Or die grdssine vorkommendes Sirge yon 2250 mm Liege, 750 em 


Lanrwmgintr darcesintia Chen wards Antang U9CD erbest ven Ger Flees 
WILHELM SUPP MANK, STUTTGART 


Der ent pottinater Ein! 


” Advertising bro- 


“The Cremation Furnace System Ruppmann. 


Document 119: 


chure published around 1918. 
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Der Sarg wird mit Handwagen oder 
mittelst_ mechanischer Einf0hrungs-Vor- 
richtung eingefahren und automatisch aut 
einen Schamotierost abgesetzt,woraufder 
Wagen sofort wieder zurickgelOhrt wird. 

Zum Verschluss des Verbrennungs- 
raumes dient ein zuveriassiger, in Eisen 
armierter, vollstandig gasdicht abschlies- 
sender Schamotte-Schieber. Ausserdem 
wird als Abschluss nach aussen noch ein 
schwerer Winkelrahmen mitzweifllgeliger 
Tire in Kunstschmiedearbeit angebracht. 


Unter dem Verbrennungsraum ist ein 


Nachglihraum 


angeordnet, auf dessen Herd die durch 
den Schamotterost fallenden Aschentoile 
des menschlichen Kérpers ausgliihen. 

Vom Nachgitthraum aus gélangen die 
Feuergase in eine warmeausgleichend 
wirkende Rackheizkammer,.dureh'waiche.. 
der Herd des ersteren auch von unten 
grindlich beheizt wird, warauf die Abgase 
in den Rekuperator eintreten. 


a) Verbrennungaraum i) Rekuperatar g) Kokeascheargum | infdheung 


__Einer der wichtigsten Ofentelle ist der | °) Maerslihrawn —e) Eletsliaticung h) Abgazkansi 2 Labaench Extrhne 
ore ] Racthelekammer f) Gat Generator, {) Schomattischabor m) bs 


Rekuperator 


System Ruppmann 


welcher durch eine- “grossere Zahi enger. Luttkandle und weiter Feuerkanale’ neben- und Gbereinander 
gebildet wird, Dersélbe’. dient * ‘dazu, die Abhitze des Ofens, soweit praktisch Irgend méglich, zur 
Vorwarmung der Verbrennungsiuit auszuniltzen. 


Bei dem im Gegenstromprinzip arbeitenden Ruppmannschen Rekuperator wird die Luft in 
enge Berfhrung mit den githenden Schamotte-Wanden gebracht, wodurch allein die Gewahr fir hohe 
Erhitzung grésserer Luitmengen geboien ist. 

Um auch die nach aussen dringende Strahiwarme des oberen Verbrennungsraumes fir die 
Verbrennungsluft zu gewinnen wird letziere zu beiden Seiten des Verbrennungsraumes hin- und her- 
geleitet und dann als hochtemparierte Luft in den Gasbrenner, gleichmdssig verteilt, eingefihrt. 

Deregesamte Ofen ist 4usserst kraftig konstruiart und wird durch nur eigenes, gutgeschultes 
Baupersonal unter Verwendung erstkfassiger Materialien -sorgfaltig aufgebaut und solid verankert. 


Zur“ genauen Einregulierung des Ofenbetriebs sind verschiedene Schieber in bewahrter 
Anordnung eingebaut. 


Allgemeines. 

Die Verbrennung spielt sich in der 
Weise ab, dass nach Einfdhrung des 
Sarges der Kirper infalge Einwirkung der 
Strahiwarme auigelést und in Gasform 
Uberftihrt wird. Die dabei erzeugten Gase 
werden in gliihendem Luftstrom vall- 
standig zur Verbrenmung gabracht. 

Da bei Beginn des 
prozesses die Koksiillung im Generator 
(2 Stunden vor einer Kremation wird kein 
Brennstoff mehr nachgefilit) bis auf einen 
Weinen glihenden Rest verzehrt ist, wer- 
den keine Gase und Flammen im Gene- 
rator mehr entwickelt. Der Kérper kommt 
demzufolge mit irgendweichen Feuer- 
gasen iberhaupt.nicht in Berdhrung, wird 
vielmehr in rein glithender Luft verzehrt, 
welche in reichlicher Menge von meinem 
Rekuperator geliefert wird. 

Mein Ofensystem bietet dadurch die 
sicherste Gowahr fir eine volistindig 
einwandtreie Feuerbestattung in denkbar 
Astnetischster Form. 


CENTRAL 


eaeeae 


Ansicht des Verbrennungsoien im Keematorium Esslingen 3. N. 
Erbaut yon der Firme WILHELM RUPPMANN, STUTTGART : i 
[eae Die sich im Nachglibraum sammein- 


den Ueberreste verolithen auf dessen Herd zu rein weisser Asche, weiche nach Veriauf von 2 Stunden 
dem Ofen entnommen werden kann. Die Daver der Verbrennung betragt normal 1'/4—1%/4 Stunden. 


NS Ausgefiihrie Anlagen: iat 


AUGSBURG, BERN, BIEL, ESSLINGEN, GOPPINGEN, KONIGSBERG, LUGANO 
PFORZHEIM, NORNBERG (2 Oefen), REUTLINGEN, STUTTGART, WINTERTHUR. 


fas “thee 
nn od 
——eEEESEEe=eE=SoEeelleE=ES>S>~o~—ESE=SSSSSSNSS 
Ingenieurbesuch und Projekt-Ausarbeitung bereitwillig und kostenlos. 
Gegebenenfalls wird die velistandige Ofenanlage in bereits vorliegende Baupiane eingezeichnet. 
Eigenes Qualitats-Schamottewerk. wan Elgenes, geschultes Baupersonal. 
Eigene Armaturen-Werkstatten. 


ABTEILUNG HI: SCHAMOTTEWARENFABRIK VAIHINGEN AFILDERN. 
ABTEILUNG Ili; WERKSTATTE FUR OFENBAU-ARMATUREN UND EISENKONSTRUKTIONEN 


Hochfeuerteste Steine fir 
ale Verwendungszwecke 


Qualitaten fir grisste 
Dauerbeanspruchung 


inued. 


continue 
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Neueste 
patentierte Konstruktion 


tiir Leuchtgas, Ol oder Koks 


Das neue parcnterte Eintischerungsverfahren nach 
‘com Ruppmann™ zeichnet sich aus durdh 
Verkirzung der 


gsien Brennstofverbraud, 


vine SE Se eee ec 


cherunpszeit und rauch- u. geradilosen Betrich. 


Feuecbestattungséfen System Ruppmana 


sind in nachgenannten Krematoricn in Betrich: 
Augsburg, Bern, Biel, Rremerhaven, Chur, Ef- 
lingen, Gappingen, Riel, Kanigsberg, Lugano, 
Luchvigsburg, Néirnbers, Ploraheiny, Neullingen, 
Stuttgart, Wiaterthur. 


Anfragen erbeten an: 


Withelm Rauppmaaw. ~ Stattgact 


Postfach 54 


tit 


NS cami sees NN ROI SESE = 


lielere ich 


samtliche 
maschinelle Zubehére: 


Sargeinfibrongs-Wagen mit Handbetrich 

Automatishe Sargeinfiihrung mit elck- 
trishem Antrich : 

Sargversenkungseinrichtungen, elektrisch 
oder hydraulisch angetrichcn 


Komplettc Saugzuganlagen (geriiusdiloser 
Betrich) 


Endiftangsanlagen 
Anlagen zur Ausnitzung der Abwarme 
Saémtlidic Kontroll- und McfSapparate 


Komplette Entwiirfe und Dispositions- 
anlagen fi Krematorien 


Anfragen crbeten an: 


Withelm Rappmanu-— ~ Stuttgact- 


Postfach 54 


ES ET A SS SS eee eer ee ae ee ee 


imei! 


Document 120: “Cremation Furnace 
System Ruppmann.” Advertisement 
from the early 1930s. Source: as Doc. 
114, p. 28. 


Document 121: “Cremation Facilities 

System Ruppmann.” Advertisement 

from the early 1930s. Source: as 
Doc.114, p. 29. 
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ee ee re 


: Die Ausilhrasg V0 


Apparaten aur Fenerhestafai 


nach Kilngenatiemna + BeeWachem, dem In Deutschland am melat 

verbreiteteten System, mit matiirlicherm oder Saugzug, wit 

Koksgas, Leuchtgase oder Geifenerung, Wbernimmt die hie 
zu allein berechtigte Firma: 


Gebriider Beck, Olfenbach a. Mm. 


y y Spezisigeschift fiir Feuerkestattungsantlagen. 


PURO TTT Ie Wace CaR ogg 8 OC oe 


Apparaten | zur 
Seuerbestattung 


noch Klingensiierna-Beck'schem System, dem in Deutschland 

am meist verbreitetster: System, mitnatiriiciemader Saugzug, 

mit Hoksgas-, Ceuchtgas- oder OMeuccung, tbernimmt die 
hierzu alicin bereditigte firma: 


Gebrilder Beck, Offenbach a. H. 


Spezintgeschilit flr Feuetbestattenesanlesen 


2 Bisher auagelithrte Appasale: 
Heldetberg Bremen 2 Osten } Ulm 2 Osien ‘uObeck 
Oltenbach Chemnitz Pobnack Gera 2 Qelen 
Bergen & Rarw, | Hetlbrono Zwichus Stockholm 
Giafax 2 Oafen | Coburg 2 Oalea j Stuttgart Mtalaingen 
Baden-Bades =f Jena 2 Osten Sonseberg 


‘Ansarbeiten von Projekten, Voranschligen etc. 
OUbernahme von mechanischen BinfUhrungsvorrichtungen 


[send eashaeanseneRseeeenes: 
[Eluesnuvanessnsunnsexusensesnes 


Bisher ausgefiihete bezw. in der Ausfahrung 


3 

4 

+ 

‘4 

* 

3 

4 

« 

3 

> 

3 

* 

+ 

. 

+ 

AN ASN ee RRR ; 
begriffene Apparate “in folgenden -Stadten: 3 
* 
i 
4 
¢ 
* 
; 
i 
3 
* 
+ 
2 
a 


, Feuerbestattungs-Ofen 
# System RICH. SCHREDER 


Reidelberg Chemnig 
Jena (2 Oefen) Baden-Baden 
Gffenbach a. Zwickay (2 Oefen) 


Mainz (2 Gefen} Gera (2 Cefen) 


Rellbronn Cibeck (2 Qefen} 
das beste und Dewabrieste, daber verberel- Ulm a. D. (2 Gefen) Meiningen 
Terste System der Welt, dher 45 Austibrangen, Stuttgart Sanneberg 
baut unter Garanticleistung: Bremen (2 Oefen) Berlin-Treptam (2 Oefen) 
Caburg (2 Gefen) Greifswald 
Bureau fiir technische Feuernngsantagen Bergen in Norwegen Darmstadt 


Rich. Schneider 


Gom.b B Sotn 
Stettin om Peary 


Bassneck Sriedberg 


Rusarbeiten von Projehten, Voransdildgen etc, 
tibernahme von mecianischen Elnfihrungsverricitungen, 


Verbyennung nur vernittelot glitbender Luft, voll. 
homme yvauch- wud geruchtoa. 
Einfadwoter und billigatey Betvies. 


ahd hh dba bhaih i hhh hh hp aaahihinhid dich pihahidiap inane n hii | 


TOO OF 604666946006F00066F0S OSS C008 


Document 122: “Cremation devices” | Document 123: “Cremation Devices” 
by GEBRUDER BECK and “Cremation by GEBRUDER BECK. Advertisement 
Furnaces System RICHARD SCHNEI- __| from the early 20th Century. Source: as 
DER.” Advertisement from the early Doc. 113, p. 172. 
20th Century. Source: as Doc. 117, p. 
146. 
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i fir lechoisebe Peueruays -Anlajen 
Rich. Schneider 


Sktin core oe 
erbaut unter Guranticleistung 
Feuerbestattungs-Oefen 


System Rich. Schneider. 
Ex int diex das Deate, bewShrieste, 
Gaber verbreitetste System der Welt 
BO Ausfihrungen 


ISIS ALS LATED PEEL ELL 
SSS SSS 


Hamburg (2 Oeten) Braunschweig 
Marien Sariite 

Bertin Crefeld 
Citerexch Kaperhagen 
Karlsrube Ceristiasia 
Munchen (2 Osten) | Gert 

Gotte (Olen ty Basel (2 Celen) 
emit eles 

Zithos Bem 

Mischee Lassanee 
Leipaig © Celenj | La Owe de fonss 
Oresden (2 Oeten} | Farau 

Werrer Owrece 

Praskiet a M2 Ovten) Valence 


Wiesbaden (2 Osler) & Francisco (5 Oeleny 
Gerla (2 Ceten) Dabland (2 Defes) 
Tit Mesko Gly (2 Geten) 

Dke Verbermaungen ettolgna fur vernitieet ghee 

der Luft, reech- ond peruckke 

Aumer dew obengenannien Ofern-Anlages tiefert wir 

wach dic Sarg-Einrichiunga-Vorrichtungen, sows de 

bei dew eeisien Krematorsen ntige Versenicungen, 
Acsunie, Projeise vod Hosenvorerechige 
steles zu Ditnstes 


PIO aS * 


aS 


Danubian A.G. 


FUR GASWERKS.BELEUCHTUNCS. U MESSAPIARATE 
WIEN, XIX, 
* KROTTENBACHSTRASSE 82-88 


Einascherungsofen 


sowie samtliche 
Industriedfen 


Te eee ee ee eS ee ee ae eS tiene ans 


mit Gas-, Ol- 


und elektrischer Feuerung 


Document 124: “Cremation Furnaces 

System RICHARD SCHNEIDER.” Adver- 

tisement from the early 20th Century. 
Source: as Doc. 113, p. 173. 


Document 125: “Cremation furnaces 
as well as all industrial furnaces” by 
Danubia A.G. Advertisement from the 
early 1930s. Source: as Doc. 114, p. 
30. 
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ING. JULIUS SCHMALZ 


TECHNISCHES THERUNG UN ALISUHBUNG 
INDUSTRIE OPEN, FABRICSSCHORNSTE INE KESSELEIWMALERLUINGEN 


OLMOTZ 6 


—— ms 
TEL EPHOM Wet asp 


LEICHENVERSRENNUNGSEINRICHTUNGEN CIGENEN SYSTEMS 
ECSTE seman O8P 


TSCMICHOSLOWACE! 


SSHERCE OFENBAUITEN IM FOLOCUNDON OrTIN 
PRAG, MAHE..OSTRAU, PARDUBITZ, B. BUD WEIS, NYMBURK 


IN OLMUTZ EIN OFEN FUR LEUCHTGASFEVERUNG 


FEUERUNGSTECHNIK 
SPIAL-EACANTEIMEAANG CES OM. 

WIEN, IX., GRONE TORGASSE 2 

Abtets 
~~ Schormtcn- und bidustiestenhan 

Bau vor KILEMATOWIUMSOFEN (Bourn 

Schumakk! Gr hoks«, Gese ued Ibehitinwerung, 
Auspilthets Aalgon: 
Bob -lludwet, Mibe-Ouree, Nieherk, Pardebins, Prag = a. 2. 


WILHELM WOLLMANN 
3 KUPFER-URNEN -ERZEUGUNG 
: SSE NR. 98 


INGENIEUR 
~ r ) 
Franz Cart W.Gaas 
DUSSELDORF-OBERK ASSEL 
TELECS.-ADWINGENIEUR CAABDOSSSLDONT-COEMEASSEL 
BUERO roe Tecuniscux FEUERUNGS-ANLAGEN 
PROJEKTIERUNG | BAUAUSFUEHRUNG 
uxo INBETRIEBSETZUNG vow 
KREMATORIEN 


Eigene Entwerfe ffir Hebetsungs und Ureen-Hallen 
Eigenes Ofensystem beater Koestraktion fir Kokw 
Gas- und Celfeucrung, sowie mit nattrlichem oder mit 
Saugmg 
Bimdscherung nur lo glihender Luk 
Vermeldung vou Rauch wad Geruck 


Document 126: Cremation Furnaces 
System JULIUS SCHMALZ. Advertise- 
ments from the early 1930s. Source: as 
Doc. 114, p. 31. 


Document 127: Cremation Furnaces 

System FRANZ CARL W. GAAB. Adver- 

tisement from the early 20th Century. 
Source: as Doc. 113, p. 174. 


Document 128: Photo of the Topf engineer 
Kurt Priifer probably dating to the 1930s. 
Source: www.topfundsoehne.de. 
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Zeitschrift eur Forderung der Feuerbestattung 
Monatliches Insertions-Organ 


Verantwortlicher Schrtfttetier: Hermana Findeisen, Meifien 
Fae dem Anteigenteit: Thieme, Mcifier, Fernruf 2804 
Zaschrilen fiir den textiiches Teil sind an Herm. Pindeleen, 
Meiflen, Melzerstratie 3, ru ichnen. 


Setheng tu ne 


Iie .Zentravblatt fdr Feuerbestattueg™ Jabepang 130 No. § 
erschien cin Autsate des Hern Obertaural Dipl.-Ing. Volkmann 
Hamberg, aber .Eia neucs Eietscherungsvertaieen,” aul den 
im Imteresse der Feuerbestattungs-Sacke niher vingegangen 
werden mud. 

Zanachsl, wer ist der Veriasser, cer den Nichtein 
alé der ideale moutrale Verfeckter einer neuzeiilichen Entwick- 
bang der-Feverbestatiungs-Ofen ericheinen maf, wenn ihm die 
mneres Zusammenhange nicht bekasat sind. Here Otberbaurat 
Dipi-feg Votkmann ist dienstich Dezernent tte dic Feuerbe- 
stathing in Hambarg end mit Herm Dipt-Ing. Ludwig Usser- 
ochiner eines Patentes Uber cin Einkscherengsverfahrem. Beide 
versuchen Gas Patent zu verwerten oad ewar gegen eine Ver- 
gilung, wie sie aul diesem Gebieve nicht @tich~war (pro Jahr 
wurde cine Mindestlicenz von 30000 AM vertaagt),— 

Der Titel des Artikels ist ieréfulend “dese . Ein senes 

* steht nicht 2ur Detalte, wenn der 
Verfasser nicht wesentiiche Punkte verschweigt. Dat man die 
Eindecherong mit mepglichst geringers Luftiberschuf ausfitt, 
fat allgenieia Dekannt und engiht sich schon aes dem Bestrehen, 
den Gasverbrauch niedeig zu hatten und mit geringem Zag 
aeszukoermen, Die Wee ist also durckaus nicht new und wenn 
man hister aul Methodes, wie.sit in Hamburg angeweadet 
werden, verzichict hat, so geschah dies wohl aes dem He- 
sireben heraus, die Feverbestattuug nicht auf die State der 
Cadaverversichtung sinkem tu lassen, sondem hierbei nicht 
aie: den Breenstolt-Verheameh, sondern wor allem Gritade 
der Hygiene und der Pictet 2@ bericksicttipen. Dall letzieres 
io Hamberg nicht ausreichesd peschich|, erpitt sich schon 
daraes, dai wahrend des Eintxhcrungsworganges ein Gas- 
rohr bis an die schwer verbrennharen Kiepertetic —— 
schoben und tetztcre mit Drockldt angeblasen werden Pin 
weilerer Kommentar trertu ist-mobl tiberti 

Der Vertasser mime das Verdenst Nir sich in Ansproch, 
dat seine Umtersuchwagen den Nachwes crheacty hitten, von 
der Vergiekharkeil der wirtschaliticher Greedsdtre Me Bn- 
Aschesungs~ end andere Olen Wenn dex Verlasser diese Uter- 
tragharkest der tir die Wirtschaftlichbeit Grand- 
Séze  laisichich berausgeanden halle, so wise das keme 
Oberwaltigesde Entdeckung Man mo8 aber sebr vorsichlig 
sein wens man Krematoriemshewicde emit industrieiien Fewe- 
runges_ader ayit Kadaver-Vermichtangsilen vom Standpaskte 
Ger Wirtschaftlichkeit in Vergleich sett. Dee Vergleich wird 
aber game bedenktich im punkio Lohifterschu6, ateo wom rein 


Mailien, Miz 1931 


Die Urne 


Nachrichtenblatt des Fewerbestattungsvereins 
Meifen und Umpebung 


mit acinen Ortegruppen Weinbdhtla, Coawig, Lammatesch, 
Messen, Ricea und deren Umgebong Fingetragener Verein 


vewsenrnsnsnsas, 


Meifen, Neugasse Nr. iS ii 
cher Ami Meiflem Nr att 


Redaktionctic Rinsendumgen und Ineetate ble spitestens 20, jeden Monats erbeten Reman Inseratenprets: « Feld (65:25 mm) 5 RM, 
Der Verein ist politisch and kirchlich seuteat 


Ein neues Einischerungsverlahren. 


De wir mnsere Lester won dem seen Elsdscherungs' 
rwecks Kiireng dee Frage anch che Gegenseite re Worte kommen 
Dies af renkeket sock eme Angelegenbet der Macklewe 


wertahren bereits unterriehiet haben, mexven wir 
. Ohee tur Sache selher 
Ohne Schrittietung 


lechetchen Gesichtspenkie, dean min kann selbstverstindtich 
die Einlscterung ¢imer Leche mit Gem Heiricbe eines Indu- 
sticalens nicht vergleichen, weil die Materic xu grode Ver- 
schiedenheiten aulweist 
Aal Seite G6 Absaiz ¢ weist ier Verlasser darau! hin, defi 
in den Ofen der bekanmten Systeme die Verleilung der Ver- 
brennungsiuft imsofern mangethalt wire, als Cfiers gerade dort 
Lultmangel herrsche, wo Sauerstotl deiagend benotipt wlirde 
wed an anderen Stellen zum Schaden der Warme—eonomie 
¢in Oberschu® daran festrustetion sei Dae Milirt der Veriesser 
aul cine bet den Industeie-Olen beew. Feuerungen beobachtote 
Erscbeinung nftinlich de mangelhatte Durclumechung der Feaer- 
gase mit der Verbrenmenysivlt curtck, Die Darstellung der la- 
minaren StrOmungen - paralietes nebeneinandertieten von Feaer- 
Rasen and Verbremnunysiedt - est praklisch gang atwegiy. In 
cincss Eieischerumgsolen treten durch die vielen Unilenkengen 
der Stromungsrichtung ganz Gherwiegend terbulente Stroman- 
gen af die cin geniigendes Darcheinaniermischen der Gase 
= haben 
tes Absatz 2 gebt der Verfasser ndher aud den Verhrcnnunps> 
vorgamg seliet em Er behauptet, nach Zerfallen des Sanges 
verschiechtere sich die Laftzutuhr mar Leiche ved damit deren 
Verbecanang, deshalb, weil vor da ab der in der Mullet fur 
die Lufl verfagbare Raum umgicich gritler geworden sei und 
mit bortecbreitender Eintscherung weiter wachse. Dieser Satz 
Zeugt von ganz verschwommenen feuerangsiechnischen Kennt- 
nissen. Es maiite eine Explosion, alse cine bbitrachnelie Ver- 
breneeag statifinden, wenn man nicht im Stamde sein sollte, 
das Lufiquaetum, weiches dem Sagrrolimes enisprictt, ire 
nbpend school ze eesetees. AuBeriiein tent ja der Sans won 
wornheseia auch Lultinhalt: 
Am meisten antectthar et der tolyende Sate 
Da aber von der durch die Matic! sircichenden Luft 
war ein verschwindend kleiner Teil mit der Loxhe settee 
ie Rerthreng bomen ken, so met dhe chemische Ver 
bendomy diet Aulisungsaroneses medwendyerwictve en- 
vollkommen veraufon und wir urhalien das Gild thes 
raucheadce Schoenstows ” 
Dies warde genau ratrefien, wenn man lie Leiche aul eine 
massive Matte legt und Kattiaft fotar Rekuperation) oben 
daeuber streiches Lt. Lunn ergitt sich naturgemaf om Schwel- 
jen und kets Verbreanee Das dition aloo die Frtahrumgen 
sein, die man mit einem rosGosen Ofen oline Rekeperation 
machen madse. 


Document 129: “A Novel Cremation Procedure”’. Article by Kurt Priifer. Source: 
Die Urne, 4. Jg., Nr. 3, March 1931, pp. 27-29. 
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See 28 


(iwas gaz anderes iat es, wean die Leiche im podem Str 
dim dee Etmtscherwng allscitig von Fesergasen nimspait 
ward, weil sie auf ciaem Rost liegt, wil wean mem iator 
sorgt, dall diese Fowergase cine won Lut haben, 
der tue cestioses Verbrenaweg der aus der Leicke selbst ent- 
wickelten Kalien-Wasserstolle ausreicht, Wares soll sian das 
der Mullet certckiiiivende Leftquantess nicht pease repulicres 
konnen ? 

Es wird bekauptel, dal in Hamburg 3500 Ejstscherungen 
vorgenomenen worden stad mil ciness Gasverbeauch won inp~ 
gesane! mer 100 cin Gas. Dies mad cemichs! besirities wenden, 


Di URNE 


Nr. 


denn nach den Auésagen, Ge mur in Mambarg persintich 
durch 2 dem Clea bedieneade Heixer vollig unabhdagiy von 
vinander pegeben worden sind, wenden in allgemeimen ca 
7 chee Gas zgesetel, wielleicht auch etwas melir. 

Use diese Frage zu_priten, oul man sich etwas cingehen- 
der wit dem Propiem befassen, ob eine menachliche Leiche 
80 viel brenubare Bestandteile enthalt, dab bel koulinwier- 
Hchem Betriebe des Ofews mach dem Anheizen und Er- 
reichamg des Betsarrengse: i 
auben nutwendig ist. Nach mehreren mediziniaches Autoren 
enhit der menschliche Kéeper durchscheitifich : 


Ne 3 

Wasser G5'od bh. bei 70 ke Kiepergewicht 45 ky 

Fett 1M etacia?'s . Ba ke 

Eiweitstette GSN: sé Z HOG kas 

and. chem. Stolle 35% 2 . , ¢ 45 ky 

Asche Ch i eee . 4,2 & 
Sa 100%» 3a. 0,7 bg 


Es (484 seach damact leicht errechnen, dat alicia der Petige- 
halt mit cinem Heizwert yon 7500 WE ausrcichen miifite, 
om das Wasser zu verdamplon und die tibeigen eile aud 
Entflaemungstemperatue za erwhnmen, wenn keine Ausstral- 
tung mech sullen in Frage kommt Es kann also in Krema- 
torien, bei denen die Einischerungen tafend hintereinander 
erfolgen und bei guter lsolierung der Olenwiade xr Herab- 
minderung der Warimeverheste mil nur ganz geringem Gastusatz 
gerechine! werden 
Das ist aber durchaus nichts newes, denn diese 
Ist.schon lange fm Kreenstorien mit bontinuiertichem EBbetricte 
worden. 


gemacht 

Wena die Behsuptung der rag Pat ht Gas- 
wesatz zutellen sollie, so matte dic peratur ~~ 
Raumtemperatur sein, was wobl emstlich ein Feueramgstechniker 
nicht behaupten wird, denn die unvermeidiichn Abgasverluste 
ved die beim Einithren des Sanges ecinstramende kaite Luft 
sind gewisse Passivposien in dex Warmehilanz, die sich miclt 
uengehen lassen 

ich hatic tbnigens Gelegenbeit, den Olen nact 
cingeholter Genehmigung mu besichtigen umd mehreren Eine 
fischerunges beituwohmem afd koiiple hieran och Solgende 
Bemerkumgen. 

Im Ennascherungseaume befindet sich ein kleiner Ofen, der 
nach erhaltemer Erkiirumg den Versucksofen darstellt, terner 
ein in Baw befindlicher der bis mar halben Mulloethe 
fertiggeste™t ist Der new im Bau belindtiche Ofen weicht in 
seiner Konstruktion erheblich vom dem ersten ah, ist also 
ebenfalts wieder ein Versuchsofen, weil damit meines Erach- 
tens Betriehsertahrungen mock nicht vorkiegen. 

Im GroSen und Ganzen bielet der ere iy 
gesehen vom dem Wegtall der Rekuperation micht neues, 
sondern ef ist in seinen Eimzelheiten viellach yon Konkur- 


DIE_URNE 


Seite 29 


fenztden entielint Weshalh sind die Herren Volkmann und 
Lede bet dom im Row belindlichen (fen won der in ihrer 
Patentsciilt gekeanceacheeten Bauart hereils wieder ahye- 
hommes, denn Gavan tst nicht mehr viel fibeig geblicben? 
Doch wohl nur deshall, weil der Versuch maclit restios ge- 
gitckt ist, wie man erwartet hat! Der erste Ofen ist mit einem 
engen Rost werseben, walirend bei dem zweiten noch nicht 
fertiqen fen stalt les Hosdes ce Schametieplatic wangeselien 
ist, welch letters naheen das clipe ist, was vor der paten- 
Gerloe Eimeichiung each bebehaites st. 

Der nevesic Ofen tat am Koplende 4 Stick Hochdrock- 
renner, wie dies andere Systeme schon lange en 
wed an der Seite 2 senkrectit fer Muffel stehende ner 
fsagenannle Spesrhrenner); letztere sind in der Scliweiz be- 
Feats seit 1918 eogeordnet (siche Patentschrilt von Ludwig 
Heiter, ROli, Patenteummer 81680). Diese Einrichtong ist atsa 
alles andere ats nee! 

Asifallend ist, dab bei dem letzten Olen die Einlihrung der 
Luft yoo Obes nach untes angewendet ist, cine Amordeeng, 
die der Vertasser in Spalie 4 seimes Artikels als mibgiickten 
Versech einer anderen Firma vesurtedit. 


Shhoe, Exturt, berets bei evbtreichen Ofen anyewendet, ebenso 
der for den Hamburger Olen angewendete Nachverbren: 

Wenn in Hamborg angesirebt worden it, eine rauchfrele 
Verbrennung 2a érreichen, 50 mua dieser Versuch als geschel- 
tert werden, denn e3 koante bei der Besichtigung 
ein reitweise sehr starke i beobachtet 
werden, wie sit bei deajhisher bewaheten Topfschen Ofen 
nicht ib 
Die Eintscherung emer Leiche otmmt in Hemburg durch- 
schnilifich 8 —90 Mowaten in Aasprach, sodaB auch ie dieser 
Hinsicht cin Portscheitt oleh 2u verneichnen ist. 

Allies in Allem muf gb ge year hier ge swhorg 
Gen Erwartungeu, die ch nach den sensationetien Verditent- 
Sichungen gestelil hetle, nicht entspricht, ‘“ 


Document 129: continued. 
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. 4 7 
Document 130: “Topf around the world” during the 1930s. Source: 
www.topfundsoehne.de. 
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- GETREIDEPFLEG 


Sqaasaneenescessexan 


“ Robrleitungen: fiir Luft. und. Staub, sowie: Zyklon. 
-(Arbeitsweise kontinulerlich) wesccescesteees 

- Trocknungs~Anlagen,-. Spezial, ‘einschl.-Rohrlei- 
-tungen fiir Luft und- Staub, sowie ‘Zyklon, : 
Arbeitsweize periodisch), ‘Sees 


Silo-Begasungsanlagen. .. wesc aces 


 Bezogene Gegenstande (laut Piste les scevoss eee eS 


MOnbAGeN..ooscesesveracedecvaesececeresdensane ss 


EEIZUNG ° _Lirrung. : _GSBTASERAG 


ated tang “Boo? 


3 sengauendiagek( ond einzeRne. ‘sebetigebantes Gebiise, 
Luftverbesserungsanlagen i Elinin Raume=é -Entligt 


- 


Lo Luftheizungsanlagen. ease 
2 haa und Staubabsaugeanlégen. .: ? 


: Peoarr Sueno nsec 
. Bezogene Gegenstande (laut Liste). 
: Montagen.eseeeesereaseeeeeederes 


Document 7 31: Technical epunienk of the Topf Company jue the 1940s. 
Source: Stadtarchiv Erfurt, 5/411 A 174. 
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pees Roattéile, ‘Feuerungéaraturen. 
26 Uherhitzer, PAV. -ynd Anderes eigener. Bauart... +. : 


29 Dampfkessel,- EBconomiser und Zubehor * : F 
~. ( ohne MAMMSUSPUNg os. csgeescveese csi neden¥eede 


28 - Binmaugrungen und gonstige Bauarbeiten. fiir: DIL: * 
29 az PS Sennen o fir DIT... a 


‘Zo dénatiae: Brsatzteile’ ee : : 
( ohne Rost&tabe und Feuerungsguss).. vaca sade 


31 ‘ Bezogene Gegenstande (laut: oe 
32 “Schlosser-Montagen. +. c.scsissvecsestectepeeccebece | 
33 Auswarts pyerestans, BOLE sees sdeoesesth ade 


: settee eee 


* INDUSTRTESCHORNSTE INBAU 


sists age 5 pesmi ain aed 


““Abtedliing “DI 


Document 131: continued. 
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‘MABZERETBAU. 


at iabeirebeiaietcicied 


50° ‘nelnegonnel eens -Robrlestungéa aller “art. 
Sl. Keinkasten, . Wender, - 

52 Plandarren (Kompletter™ Neu ry , Usiban).: 

53 _Vertikaldarren : ‘(Kompletter: Neu~ ue! 

54. " Binzelne Darrwender, ‘Abrdumer.... ‘ 


“$5 -Zinzelne. Liiftungs- ‘und. ‘Heizapparate 
fiir’ Plan- und’ Nertikaldarren,. wa'ee 


“6: | Einzelne. Rost beschicker. far ‘Darren, : 


2 ‘Einzelne. Darrhorden,. ‘Durehotassuircas : 
e Call Paan- “ung. Nerstkalderren:. : 


65 : Besogene | Cogenstinae 


Document 131: continued. 
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ue re ‘Ben: g ne Gegensténte(1at Liste). wise sto-e'a 5.0 
aha oe Monteger : 


Turredapge-anracew: - 


“ Sbtedtung «8 IIT * 


97" Komplette: PisuaatveshS eine seed und Binz el- 2 me 
~organe’ fiir KOPMOR pees cere seer ee sesceescnees ay 


8 Komplette. Pueumatische—Forderanlagen. und Binzel- 
gene fhe andere. arn eee 


82° Komplete a ‘Bingelné: poreccndaunel ‘Sortier=. 
andEntstauburigsanlagen, einsctl. ‘Rebrieitungen 
(Holz: oder Eisen): mit. Zyklon- oder. Staubkammer ,: 
jedoch: ohne. ‘die Forderorgane... é 


Document 131: continued. 
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ubgilinrsouE BaD 


Seer eo =, EE SREB SSI 


Da Bekohiunggahiagen 

= Entaschungsanlagen, es 
; Transportanlagen fiir toe Giter. ae 
“Ersatateile.:c...see+s oer ier meray 


Bezogené Gegenstande (laut Liste)....e. 
Montagen. . 2 beh inernpdeecteesesewee tee 


EM IRED Sivemen? Yerrtehtuigen, « Lehren 
Werkzeuge: “and. dergt. ‘fir igenen Bedarft 


: Reparaturen : “and Tnstandsetzungen 
: arereree Unfangs , 
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ORGANISATION 

unreiciMunc MATALOG DER SONDERAKTEN op 
J. A. TOPF & SOHNE 
@RSCHAPTSLEITUNG 1 


GESCHAFTSINHABER 
GESCRAFTSLULYUNG 


BESRIESSPURRUNG 
u/s 
SEXRETARIAT 


(Hauptverbindunestel] e der Pihrung 
des Betriebes) 


Postleitstelle/Sonderaktenstelle/Reiseplan- 
stelle/Tagesprograrmstelie der Botriatee 
fihrer/Bosuch- und Besprechungstello/Konfe- 
ronzstelle ekanntuschungstalle/Rundschrei- 
benstelle/Korrespondenzstelle/Protokoll- 
stelle flr Entecheidungen und Anorduungen/ 
Berichtstelle fir Geschifts- und Hetriebs- 
geheinmisse/Ernennungen/Beauftragangen/ 
Personenauswais- und PaSstalle 


Vorschlacregisterstelle 


Vorwaltung der Auswertungen und Printen- 
stelle 


0 bee At -Topf-Fonda" 
Innerbetriebliche Unterstitzungon/Ronten/ 
Penaionierungen 


Stolle AuSenspendan 
Beitrige fir auberbotriebliche Sosiale Zwecke 


VERDINDUNGSTELLE DER DETRIZBSPUHRUNO 


GEFOLGSCHAPTSABTEILUNG 


Stelle far Bewerbung und Anstallung/ 

Arbeit sbuchst olle/abrechnung/Sozialversiche- 
rangstelle/@efolgschaftshauptrogister (Lohn- 
und Gehaltser:pfinger) Auftoilungsregister/ 
Eriegsversohrtenrogiator/Beurlaubungs~, ‘Ab- 
tind Anbeldestolle(Passiorschein) Pergonal- 
aktonstelle/Fanilienstand:oldestolle/Ausland- 
reisopaSetelia 


Document 132: General structure of the Topf Company during the 1940s. Source: 


Stadtarchiv Erfurt, E, 5/411 A 163. 
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ORGANISATION 
UNTERNIMUNG MATALOG DER SONDERAKTEN op 


J. A. TOPF & SOHNE 


GEGCHAFTSLEITUNS 


Bire fiir Botrowung 


Hirtschaftsstalle 


Workkichs/Gonuinittellagerstolle/Einkelle- 
rungsstolle/Geneinschaftsraun/Stelle Biro- 
reini zung/Reinigungsnaterialvervaltung 


Gartenstelle 


Landwirtschaftlichs und giirtnerischo 
Nutaung der Proifluichen Dreysestraie 
Nonnonrain 


Gartenstoils 
Hirngigameg 


Warb silun 


Bichorei/Fachzeitschriften/Drucksachen/ 
Ingerate/Fotearchiv/Dokunsntanarchiv 


Fo b 
und Lagerstelle fiir Negativ und Posaciv 


USLANDABTETLUNG 
Protokollstelle/Auslandpreiaprifstelle/ 


Kundenkorrespondonzatelle/Auslandangebot~ 
und Auftragvorwaltung/Vortragstsllo/Aus- 
landprovisionsvorprilfstelle/Auslandnarkt- 
beobachtung/Auslandvertreterkorrespondens/ 
Vorwaltungskorrospondenz/Prifungs- und Vor- 
prifstellen dor siirtlichen Wirtschafts- und 
Pachgruppen 


HAUPTSTELLE ALLGZMZINE VERS ALTUNG 
(Vexbindungstelle der Kaufnirmischen 
Abteilungen) 


Vorwaltunpskostenpriifstalis 
Plankostenstelle 


10 


il Karteistelle 


Provisionspriifstslle 
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ORGANISATION 
UNTEREHMUNG MKATALOG DER SONDERAKTEN 
J. A. TOPF & SOHNE 


GEGOWAFTSLEITUNG 


Ir/13 Pinanzstslls 


Zahlungsaittolbersitstellung/Bonititsbeob— 
achtung/Liguiditdt sbeobachtung 


14 Devisenstalie Handakten- 
allo 
15 Rochtstolle Handakten- 
(ProzoSbeobachtung und Verwaltung)' jtolle 
16 ftoverstells , Hendakter- 
(Finaneaxt ) peiie 
17 Versichorungestelle Handakten-= 
(Sach- und Parsonsnversicherung ) telle 
18 Kaufidinnische Lohrlingsausbildung 
Nachwuchslonkung und Ausleso 
19 Allgencsine Registratur Hondnkten~ 
atolls 
20 Telefonstellg — 
(Besuchsanzeldestslle) 


21 Echreibstelion 
(Schroibmaschinonkrifte siistlicher Abtailungen) 


22 Postausgang stolle 
23 Papier- und Drucksgachenlazerstello 
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ORGANISATION 
unreRNEHMUNG MATALOG DER SONDERAKTEN 


J. A. TOPF & SOHNE 


@RBCHArTSELEITUNG 


HAUPIVERBINDUNGSTILLE DER GASCHAFTSLIITUNG 
PUR _AUPTRAGVERPPL ICHTUNGRN 


(Flamsngateiie der Zrzougung/Korrespondens~ 
ad Frotokolistello siimtlichor Deschaf- 

funsstebbeten und Dienststellon/Reichs- 

anseigorauswertung) 


‘ STSLLE GENERALPLAN 


Kontingentstolle 
fir Roh- und Hilfsstoffo 


Equptuatsrialstolle 


(Hauptnstorialplanung) 
fiohtatorial, Halbfertigzteile und Dosogene 
Gogonstiinds . 


25 


fin tito tello 
(Haupttorninplanung/Pertiguizs~-Quartalplan) 


istorstello 
Unsoro dynanischen Register! 


1.) Hauptregistor Anfragon-Zinzanz 
Inland) - 


2.) Eauptregistor Anfragon-Eingsng 
(Augland). 


3.) Nebonrogister fir Anfragenabwick- 
lung der 12 Tochnischen Abteoilungen 


4.) Hauptregister Auftragbestand 


5,) Nobonragister der Auftragabwick- 
lung der 12 Tochnischen Abteilungen 


6.) Hauptrogister Fabrikanlieforung 
7.) Hauptrogister Warcnausgang 

8;) Nebonregister Yarenricklauf 

9,) Nebonregister Waranricksendwigen 


10.) Uauptregister Montageabwicklung dor 
12 Technischen Abtoilungen 


11.) Hauptregister M-Dostellungen 
* 12.) Hauptregister MR-Rostollungen 
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unteeneHMuNG MATALOG DER SONDERAKTEN 
J. A. TOPF & SOHNE 


@ESGCHAFTSLEITUNG 


29 


30 


3l 


15.) Heuptregister V-Bestellungon 
14.) Eouptrogister Rechnungssingang - 
15,) Hauptrogister Rechnunzsausgeng 


16,) Aufteilungsreqistor der Auftrag- 
werts (Wirtschaftscruppen) 


17.) Auftoilungsrogister in Breeugungs- 
katalog (Anfraze- und Auftregbostand) 


_ 18,) Provisionsrogistor 


19.) Rogister der 00-guftrigo und Gut- 
schriften 


20.) Fimansplan II (Voraussichtlicho 
Zahlungsoeingiingo) 


21.) Pinansplan IIZ (Voraussichtliche 
Zehlungsverpflichtwmizen) 


22.) Registor Fabrikplanungon 


23.) Register der Dotriebseigenen Be~ 
stollungen und fuftrigo 


24.) Register der Besucher 
25.) Roisoplamregister 


26.) Register Sonderberichte (thergaben, 
Abnshuon, Ausvortungen) 


27.) Register Verbrauch Wirtschaftsatelle 
28.) Royistor Vorbrauch Schroibstellen 
29.) Rogistor invontar (Mobilien) 

30.) Rowistor Zohle~ und Evergisverbrauch 


Stolle Statistik - 


Moldewason fir Hauptausschilsse, Sondoraus- 
schiisse, Arboitsausschiisse/Tirtschafts- 
und Pachgruppen/Gaunrboitsant/Arbeitsent/ 
Gauvirtschaftskexor/Innoreo Statistik/ 
Riistungsobsann/Wehrkreisbeauftragter 


Grundstiickstclle 
(Vorvaltung dor Grundatilcke) 


Invontarstelle 
(Verwaltung des Invontars) 
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ORGANISATION 
UNteeNEIMUNG «©. KATALOG DER SONDERAKTEN op 


J. A. TOPF & SOHNE 


GEGOCHAFTSLEITUNG 


Pabyikplanung 


(Vorwaltung dor Projektivrungon 
des Botrisbes) 


33 LETRIEBSABRECENUNG Handakt on- 
Kostonprifstollo/Zontenpianstslle/Dowor- he rtd 
tungsstelle/Invonturstello/Gemoinkosten= " Ne 
prafstolle/Nirtschaftlichkeitsstatistik “re 

uM Botriobsbuchfiihrun: Lagorbe- 

standkartoi 

25 Stello Rechnuncspriifung 

36 Stelle Nachkalkulation 

37 Allgeneine Lohnabrechnung 
Arbeit sbuchstollo/Sozialvorsicherungs- 
stcllo/Urlaubs- und Krankheitsvervaltunc/ 

Porsonenkartotetalle (Lohnewfdngor) 

38 EAUPTBUCHEALTUNG Handaktea- 
Pinongbuchfthrung/Silensstolle atoate 

59 Hsuptkasso + 

40 EICHNUNGSS TS LLE Handaktan- 

stolle 

4) HAUPTEINKAUF 
Anfrage ‘und Destollung(Lieforanton) Handakton- 

stolle, 
Kartei- 
stclle 

se | BAURIMar Bandakt on 

stolle, 
4nfroga und Sestollung(Lieferauton) Karteistalle 

43 VERSLND Hendakt on- 

stelle 


Stelle Pahrvoson 
Stelle Versandlagor 
Garage 
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TI/44 HAUPTVERDINDUNGSTELLE Handakten- 
BETHIBLSPURRUNG - DETRIZS stelle 
BETAIEDSDIASX2ION Kartei~ 


Betrisbsleitung/betriebsaskretariat/ 
Holdewesen Ristungskorr:ande und “ehr- 
bezirko/Fabrik-Einsatastelle/Detriebs- 
konferenzstelle/Stelle Bauaufsicht 
(Unbau - Naubau 


Stolle Botriobsoinrichtung Handakt en- 
Botriebs-Ingoniour/Reparaturstolle/ atelie 
Bigene Maschinemontage/tberwachung 

betriebseigener Anlagen/Instendhaltung/ 

Maschinen und Werkzeugkarteistelle 


Sotriehavormiitung Honda!:ten- 
Verbindungstello der Auslindereinsats~~ stelle, 


verwaltung/Arbeitskraftanforderung/ oat al 
Pabrikroinizung 


Lehrwerkstatt Handokieu- 


Stello Lokrlingsausbildung srpiite 
Pocharbeiternachruchsforderung/ stelle 
AnlorumaSnahnen/Unschuluzg ~ 


Haupt lanerverwaltunp Tandnrkten- 
Dispositions~Eartcistelle stelle 
Heuptlazorstellan 

twischenlagerstelle 

Hsulagersteile 

Hof~ und Transportstelle 

Bremnstofflager 


Botrisbsinspektion Honéakten- 
Naorketellen (Fertigungsstollen) 


, Stolle Unfallvorhiitung/Stolle 


Leistungssteigermmg/Qualitatspritfung/ 
Abnalme 


Wohlaver und Kiichs Handakter- 


Lagorfthrex/Zilchonleiter/Zvischen- Yortos— 
lagerstslle zy 


KATALOG DER SONDERAKTEN op 
J. A. TOPF & SOHNE 


GESOCHAFTSLEITUNG 


stelle 
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ORGANISATION 
DER 


UNTERNEHMUNG MKATALOG DER SONDERAKTEN 


J. A. TOPF & SOHNE 


SESONMAFTSLEITUNG 


Warkpfortner 


Werksanititsstelle 


ARDEITSVORSERDITUNG 


Planungstalle dog Setriebes 
(Varbindusgstolle dus General plones) 


Plankoatenstcllo 


Stelle Lohn 


Lohnvorkalkulation (Akkord) 
Lohngrupponvorwaltung 


$5 Stelle Material 


Materialauszug und Ooreitstellung/ 
Mleimaterial und Gufbostellung 


Stelle Tersin 
Pertigungsteruinkontrolle 


57 Stelle Konstruktion 


(Verbindungstelle dor Technischon 
Abteilungon) 

Einzellisten-und Stficklistonaufbersitung/ 
Zeichnungsbereitstellung 


58 Stelle Vorrichtung 


(Vorricktungs-onstruktion und Rate 
vorbercitung 


69 MONZAGEAUTTILUNG 


Tochnischoe Stolle 
59 Montagestellenloituns 
59 Torminstelle 
59 Ausristung 
$9 Tnspektion 
69 Einsstzstolie 


Handekten= 
stelle, 
Kartoistalle 


Eendakten- 
stelle, 
Tartoistelle 


Handakten- 
stelle, 
Dispositi- 
onszsrtgi- 
stollo 
Kartei- 
stelle 


Zartoi- 
stolle 


Kartei- 
stelle 


Kartei- 
stello 


Kartoi- 
stalle 


Tandakten- 
stollo, 
Disposi- 
tionskrr- 
teistello 
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INTERNENMUNG MATALOG DER SONDERAKTEN 
J. A. TOPF & SOHNE 


GESCHAFTSLEITUNG 


Montaceabtsilung Handakten- 
. stelle 
Abnahsestelle Zartai— 
60 a Zusamienbau/Montagefertigprifunz stelle 
0b Montagematorialvorbercituaz und 
Verkzeuginstandhalt ung 
Gl Lontageabtailung isndakten- 
Verwaltungs- und Abrechnungsst.lle eat 
stelle 
62 TECHNISCH? VSRTALTUNG Handakten- 
(Zentraletelle der Toctnischen Srernee 
Geschiftsleitung/Varbinduns- stclle 
stolle dor Technischen Abteilungen) see 
Frotokollatelle 
Hauptstslle Zoehnischa Organisation und 
Zentrale Ausrichtunz/Tschnische Hittei- 
lungstello/Stelle Rationalisiarung des 
Fabrikationsprorranms/Stelle Speziali- 
siorumg und Aktivierune des Srfahrungs- 
potentiala der 12 Technischen Abteilungen/ 
Stelle Unterlieferungsprogrmm der sesam- 
ten Industrio/fataloz dor Bezogenen Ge- 
genstindo/Natalog dor Halbfertizfabrikato/ 
Stelle Eisonerzsouyungskatalog/Stelle 
Technischer AuSenwottborerb/Stolls Inaer- 
betriobliche Vorschlagauswertung/Toch- 
nische Zeichner Anlernunz/Spesialisiorun; 
und Nachwuchsfirdoruny; der Technischon 
Abtailungon/Wbor- und innortstricbliche 
Tochnische Schulung/Touchnischys Ausstel~ 
lungswoson/Technische Schrifttuacuswortung/ 
Auswertung Technischor Verordnunjson 
63 Normenstelle Handakton= 
Typisierung/Norming/Yorknormonkatrlogstolle/ aia 
Zeichnung- und Stiicklistonpriifstalle % 
stolis 
G4 Entwicklungsstollo Tandaltune 
Erfahrungsauswortunysstolie dor Technischen at ft 
AbteSlungen/Vorechlagauswertung/Nowkonstruk- tate 


tionen 
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ORGANISATION 
unrernsimuNc KATALOG DER SONDERAKTEN 


TL/65 


66 


ce 


69 


70 


72 


73 


74 


J. A. TOPF & SOHNE 


SESCHAFTSLEITUNG 


Vorsuchstation 


Proisstatle 


Vorkalkulationspriifstelle far Maschinen- 
bau, Stahlbau und Bawuntornokcung/Nor- 
tnalisiorungsstalie Frageboren, Angobots- 
text und Goribrlsistungen/Preisbuch- 
atelle fir Kigenersourung und Bezogens 
Gogenstdnds 


Fotokopiat 


Licht pauastelle 


Zeichnungsregtstratur 


ELEKPROSTELLE 
Projektioruig, Ausftihrung und Entwicklung 
fir die Technischen Abteilungon/Prifungs- 
und Kontrollatelle des eiganon Detrisbs 
PATENTS TS LLE 


Patontamioldungs- und Dearboituntsstolle 
Patantvarvaltung/Laufende Patontzri 
Binspruchstelle 


AUSSHNSTILLEN 
Tachnische Zweigbiros 


AUSSRRSTELLEU 
Tochnischy Vurtrotungen 


che Abteil 


( Gotroidopflega-Apparatebau) 


Voranschlagung/Frojektierung/~o: struktion/ 
Ausfithrung/Montageplanang 


Handakt sn- 
stclle, 
Kartoai- 
stalle 
Handakton- 
stelle, 
Sartei- 
stelle 


Handnxton- 
stelle, 
Kartoistello 


Handaktva- 
stolls, 
Kartoistolle 


Handokten- 
atoalle, 
Kartoistollo 


Handaktea- 
stolle, 
Torteietzile 


Handsktan= 
stolle, 
Eartoi- 
stolle 


Handakton- 
stelle 


Handakton- 
stolle 


Handekton= 
stoll., 
Rartsi- 
stylis 
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ORGANISATION 


unrMenMUNG MATALOG DER SONDERAKTEN 


76 


77 


78 


80 


81 


J. A. TOPF & SOHNE 


SESCHAFPTSLEITUNG 


Tochiischo Abtcilun, 5b 


(Liftungs- und Heisunzsbau 
Ent stoubungsanlagea) 


Voranschlayung/Projoktierung/Xonstruktion/ 
Aust ntageplanung 


Technischo Abtellung C 
(Stahlbau) 


Voranschlagung/Projoktisrung/Zonstruktion/ 
Aus fihrung/ ost agepianung 
Zochaische Abtsilung DT 


@expfkossel-Anlazon, Pousrungsbau, 
Einnausrung) 


Verauschlagung/Trojoktiorung/Xonstruktion/ 
sus fihrung/iontageplannig 
Tochrische Abteilung D IT 
(Feuorungsbeu, Mach. TOPP-Rost) 
Veranschlacung/Projoktieruiz/Ronstruktion/ 
Aus fGhrung/ tageplanung 
Zechnischs Abteilw:: D Tit 
Sehornsteinbau) 
Veranschlazunyt/Projoktierung/Zonstruktion/ 
Aus ftih Hontageplanung 
Zochnische Abtcilunz Dp IV 
(Ofenbau) 
Veranschl. 2/PrejoktLorund/Ronstruktion/ 
Aus fUbrux ntaseplanung . 
Technischs Abteiluny Et 
(28tlz0reibau) 


Voranschlamung/Projoxtiorung/ionstruktion/ 
Auefthrung/Youtazoplanuns 


op 


Handckton- 
stello, 
Rartai- 
stolle 


Handaktou- 
stollo, 
Zartci- 
stullo 


Handokten- 
stallo, 
Zartui- 
stolloe 


Handaktan- 
atolle, 
Rartoi- 
stelle 


Handakt en- 
stelle, 
Xartoi- 
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ORGANISATION 
unrrmiMuNc MATALOG DER SONDERAKTEN op 
J. A. TOPF & SOHNE 


@EsCHAFPTSLEITUNG 


Tec:misohe Abteil'n: 5 ID Handakt en- 

tell 
{Speicherbau) cartel, 
Veransohl Projektierung/Zonstruktion/ stalle 
Ausftih ntageplanung 


echnische Abteijun III Handeakt on- 
(Luft férderanlagen) bade rbd 
Veranschl Projoktiorung/Fonstruktion/ stolle 
Aus Tih: ntageplanung 


Iechnische Abteiluns g Iv Handekton- 


(Xornbearbeitungs-haschinen) wreaasl 
Veranschl Projektierung/Tonstruktion/ stelle 
Ausfilhr ntageplanung 


Technische Abteilung F Handakt on- 
‘ (Mechanisehe Forderanlegen) Larger 
Veransgchlagung/Projektierung/Xonstruktion/ stelle 
Ausfiihr ntage 


HAUPTSTELLE VERKAUP: - XORRESPONDENZ Handalkt en- 


(Verbindungrstolle der Zwlf Toch- Manor 
nischan Abteilungen) 


stelle 
Stelle Laland-Angebotkorrespondenz und Funtsn~ 
Auft ragannahme/Angebotausstattung/ at. 
Inland~Angebot= und Verkaufbericht/Roiso~ tello 
berioht-Verwaltung/Inland-sngebot- und . 
Besuchterminstvlle/Stelle Referanzen- 
listen/RKundananerkennung/Kundenroklama- 
tion/Konkurronzbeobschtung/Inlandmark$- 


beobachtung 
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ORGANISATION 
ee eee, ee ee 
UNTEREEMUNG MATALOG DER SONDERAKTEN op 


J. A. TOPF & SOHNE 


BSEBCHAFTSELEITUNG 


Hauptstelle Sonderfertigung Handakt un- 


Arbeitsplanung reg , 
Portigungsloitung ae Lc 
Kontrolle aeenee 
Abnahme 


Sonderfertizung L I 
(Pertigungeme]dungen) 


Sonderfertigung L Il 
( Fortigungsmeldungon) 


Sonderfeytiguns H | 
( Fertiqungsseldungen) 


Sonderprogramna 
(Planungon und Ausfilhrungen 
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Absperr- Isolierung 
schieber tsolicrung 


Einascherungs- 


kammer 
Fullschacht 


Falsnecnt 


Luft-Eintritt 
hagft Ecrtrelt \ 


Rauchkanal 


Document 133: ToPF coke-fired cremation furnace (early 1920s). Source: B. Rei- 
chenwallner, Tod und Bestattung. Katakomben-Verlag/B. Reichenwallner, Munich, 
1926, p. 27. 

Isolierung: thermal insulation; Schauluke: inspection hole; Einascherungs- 
Kammer: cremation chamber; Absperrschieber: damper closing duct from gasifier 
to cremation chamber; Fillschacht: coke-loading shaft; Generator: gas genera- 
tor/gasifier; Asche-Entnahme: ash-extraction door; Rost: gasifier grate; Rekupe- 
ration: recuperator; Luft-Eintritt: air access to the recuperator; Rauchkanal: smo- 
ke duct. 
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OFEN FUR 
KREMATORIEN 


System Topf 


Krematorium Halle a. d. Saale 


J.A.TOPF & SOEHNE 
ERFURT 


Maschinenfabrik und feverungstechnisches Baugeschaft 


Document 134: “Furnaces for Crematoria System TOPF”. Promotional brochure 


of 1926. 
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or Fewerbestattungsolen System .Top!” ist das Ergebnis nahezu finfzigjdbriger Exfabrungen 

auf feuerungstechnischem Gebiet und ist sowohl flir direkte als awch indirekte Einischerung 

geeignet. Der Ofen besteht aus dem Koksgenerator mit Umleiteng der Kohlesoxydgase, dem 
fir sich abgeschlossenen Einascherungsraum (Mauffel) und dem daranter angeordneten Kanmalsystem 
(Rekuperstor), welches fie die Vorwirmung der fir die Einischerung erforderlichen Luft dient (siche 
Abb. 2). Diese vorgewirmte Luft kommt mit den Rawchgasen nicht in Beriibrumg, denn die Luft- 
kandle sind von den Rauchkanilen vollkommen getrenat, sodaBb also die Einkscherung bei indirektem 
Betrieb tatsachlich mit reiner atmosphirischer Luft, welche nur aul dem Wege cur Mullel hoch- 
gradig erhitat wird, erfobgt 


Abbddung 1. Krematorium Erfurt, Einsegnungshalle 
Austahren des Sarges im Mibe des Einfiihefutlbedens (ohne Versenkuag) 


Zwischen dem imneren und dufleren Ziegelmauerwerk wird Gber die ganze Linge und Hahe des 
Ofens cine starke lsolierschicht aus Kieselgursteinen angeordnet, durch welche die Warmeausstrahlung 
aul cin Mindestma beschriinkt wird. Bei der Durchbilduny weserer newesten Konstruktion haben 
wir gerade in dieser Hinsicht unsere warmewirtschaitlichen Erfahrungen entsprechend verwertet. Die 
sics hieraua ergebenden Vorteile kommen hauptsachlich dann zur Geltung, wean ein Olen nicht tig- 
lich benutzt wird. Die Kieselgur-lsolierschicht hilt den Ofem noch lange Zeit warm und bei Wieder- 
inbetriehsetzung wird eotsprechend weniger Heixmaterial bendtiyt, Auberdem verkaret sich auch die 
Hochbeimangsdauer ganz bedeutend. 

Das Auflenmawerwerk des Ofens wird mach dem bewahrten Topischen Bogensystem ausgefiibrt 
and xwar in der Weise, dalb das Mawerwerk in Form stebender Gewolbe xwischen kraftigen Winkel- 
and J-Ejises-Trigern singespanat wird. Diese Bawart gewiihrleistet eine sehr lange Lebensdauer und 
vermeidet Rissebildungen, die sonst infolge der hohen Temperaturen beicht aultreten wiirden, Die 
Armaturen werden aus feverbestiindigerm Gu hergestellt 
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In den letzten Jahren haben wir fir eine ganze Reihe Kleinerer Stidte Feverbestettungsaniagen 

im Anschluf an bereits vorhandene Einsegmungshallen oder dergl. errichtet. Diese Anordnung, bei 
der in den meisten Fallen auch keine Versenkungsvorrichtung notwendig ist, gibt allen den Stidten, 
die die Errichtang eines besomderen Krematoriums aes finanzicllen Granden immer wieder zarick- 
stellen mullten, nunmehr die Maglichkeit, sich cine Eimischerungsaniage mit verhiltniamibig geringen 
Mitteln xu schaffen, Nach diesem Prinzip sind die Krematories in 

Erfurt (siehe Abb, 1) 

Grinberg 

Gebes 

Hochst a. M, 

Jimenau 

Magdeburg 

Suhl (siehe Abb. 3—5) 


Abbildung 2. Liingsschnitt durch den Ofen 


Newerdings ordnen wir zur Ausnutzung der Abgase Lulterhitzer an; das sind Apparate, die in 
den Fuchs kurz vor dem Schornstele eingebaut werden, Sie bestehem aus cinem Wirmeaustausch- 
korper mit einer groBen Anzahl sogenannter Taschen, in denen Rauchgase and Luft separat zirkulieren, 
ein devor geschalteter Ventilator saugt Frischluft an und driickt dieselbe durch die Lulttaschen. Durch 
die danebenkiegdnden Taschen werden die Rauchgase guleitet, die Laft wird auf diese Weise erwirmt 
und kana in Robrleitungen nach der Eimsegnungshalle gefihrt werden und diel gleichzeitig zur biei- 
sung der Leteteren, Hierdurch wird eime besomdere Zentralheizungsanlage Gherfitiusig. Abgeschen 
davon, daf sich die Anschaffungskorten viel niedriger als diejentgen eimes besonderen Heizkessels 
stellen, entsteben durch den kieinen Ventilator so verschwindend geringe Betriebskosten, daB die 
Heizung fast kostenlos miglich ist. 


Document 134: continued. 
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Abbilduee 6 Krematorium Hannover 


) 


1926 


im Bau befindliche Krematorien mit Topi - 
schen Einischerungsiifen sowie der dazu 
gehéngen maschinellen Anlagen: 

Wilbeelen shader 

GieBen 

Mouhean 

Seit 1922 haben wir also 28 Olen aus- 

gefihrt bezw, in Auftray erhalten, eine 
bisher uniibertrofiene Leistung. 


oy 


Abbildung 7, Krematoriam Hannover 
Haupteinsegnungshallc 


Document 134: continued. 
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Die Abbildangen 8 und 9 stellen die 
Friedhodskirche des Donakoji-Friedholes 


in Moskau dar, in die x. Zt vom une 
2 Feuverbestattungéfen 


cingebaut werden 


Abbildung 9 


Document 134: continued. 
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Der Stadidirektor 
Arnstedt |. Th. 
Abtciting IV. 

Firma J. A Topt & Seehoe, Erfurt 

nL Cee bie for dee von der Firma ] A. Top! & poaies 

in E wasgeSihrte Einducherusgesten thergebes and in etric 
ommen worden. Bis heute hahen 57 Esahashe statigefunder, 
ie Liniischerungen finden uare att. dechals wt ‘Se Heat 
heizungedawer und der Keksvecbreah dis cteeleen Verberon- 
i crane Ale Heirmsterial findet Gaskoke Verwon- 

jochheizuag des Ofens erfolgt in 2...2'/, Stunden 
Anhsisen bis tur Hochglut und restleesn Veebresmeng ist 
folpender Kokesvertrwach festpestellt worden: 

163280 by | sett 


fiei Einiecherung cines Leitaarms 
° . ven 2 Leichen on cinere Tage ZM4—314 kg § baiteeg 
Die Einischer erfolgen reudh> und perectlee in einem Zettraun 
vou"), bis TY, Stunde fie fede Leiche. Der 18,0 m hohe, vor der 
Firms ] A. Topt & Soehe erbauite Schorrateis gibt xu Binwer 
dangee Reinerlei Verankesseng. Desselbe gilt vos der Versenkoage 
veoritrtung, die gleidifells von dee Fire elit iat. 

be Verteodeng mit dem Kena! fir die Abfutrang der Gese ven 
Eieiedarengeoten nach den Schorestele ot vor der ra ATapt 
& Sochne cine Lutterbetperanlage fiir die Detreinwng der Friedhote: 
kapelle sinpebeut wordes, Dir Ladttemperatur an den Austritte 
Gftaungen im der Ki betragt durshepnittiich 50°C. Bei Bier 
a en ist Be chow joden Aulwand flir Beeonstotfe in 

Dar Friedhofeart. 


eat erviret, 
ae: Unersdritt 


Asretadt, dew 10 Februar 1925, 


kurzer 


Garten- und Friedhotsamt 
der Stadt Erfurt. 


Firma J. A. Topt & Seehne, Ertert. 


wal hen a 


Ertert, 25, juni 1925 


1 & Sochie 


irgendwelder Art sind bie jetet vi 
eaBereedentlich eintache Bedienang der (Hen verdient hervergetaben 
tu werden 
Leider sind die Verbresmengsiien och oicht tiglich is Henutrong, 
an 35sec tie eine 


renererrg tnd rotabene der Aschereste, unter Heriiccexhsi; 
dal die Olen nicht tigtich geheiat werden. ale Verlramch fostgestalne 
1. Hei Einecheruagen won ! Letcke en cinew Tage /, Ztr. Gaskoke 
2. © « 2 Lebee Matereinn ued - 


» 7 


. * 0", « 
Die Einrichtung den Tophacden Systers gestattet oh dab die Lin- 
ache: vellstindig rwerh- und peruchles erfolpen, 3 
Die Hicketdaser siner Einkecherung betrigt | '/, Stuede, 
Das stiidtische Garten u. Friedhofsamt 
gez.: Unterachaift, 


Der Stadtdirektor : 
der Landeshauptstadt (Hausret} Weinar, 3, Mai 1925, 


Firws 5. A, Top! & Sorhee, Erfurt 

Aut The Avwuches vor 22, ¢ Mis, tellen wir Iheen mit. dal der 
vor lheen isle 2g Krematoriem erbaute Eintscherungsefes sick 
Va jet pt Die Exsdecherungen finden, am den Betrie® 
" icher u pestaltes, aur Dienviags ued Freitags stalt. Die 
: batrigt 2-3 Stuades, dic Zeit omer Linascherung 
1—1'\, Stunde, Zu den letzten 24 Exakecherunges warden ime Durch: 

seberitt fe 2,7 be Garkokes verbeaucht (oomph Fiesheinuse) 

Beipecedrmter 

pet: Unteracheilt, 


Verwaltung des 
Gertrauden-Friedhotes. Halle a. dS, 7. Oktober 1924, 
Fira J, A. Topf & Sochae, Erturt, 

Aut the Schreibee wom 3. ds. Mts heatiitigen wir thoes gern, da 
die ie Jaber 1915 won lhaen erbautes Einioc’: mr, ap leben mu 
Ueserer volbtes Zulricdenheit pearbeitet haben Aaloge qr 
15, U2. APL S ie Betriel genarmmen und sind bis heute in beiden Olea 
tusaen men 2670 Leichen ciegeiachert. Zur Erzisluag einer Terepe- 
atu vor 10001100 Gred Celts, bendtigen wir beim vorher kalten 
Ofeo oa TY, ten 4 Zir. Mittenkoks, wihhreed rum Hochheizen des 
im Botnet beflediidhen Ofens mer I Ztr, des gheicher Hrenastodies 
he werdes, Die Zetdauer der Eindocherung ricttet sich nach 
dee K ride des Versterhenen end Beecbatienbeit des Sarges, 
wie betringt hier *, bie Ty Stunde. peu: Unteredhritt. 


Stidiische Getriebswerke. 
Heizenge: ¥, Mseobinenwesen Hannover, 1, Oktober L924. 
Fiera J. A. Tapt & Sochwe, Erfurt. 

Auf the Schredben voon 3. de, Mis, tellen wir Bnew eit. dat der 
Betrieh sich in usserem Keremastariom nach micht eo entwidkelt hat, 
um Gber die Verbrennungaiten eit Zeugnis austelen ny kinaen wie 
es tir Sie crwimacht at Wir kinsen vorlietig aur bestitigen. del 
wir mit den gebeterten vefrieden sind und mech deo hisher 
vorgenommenen 300 V erbrennunges krine wearrthctes Abmatos 
festgestellt haben Infolge der schwachen uid ochv i 
tratnung werden orliulig fir jede Verbeensusg WOKib co 
hoke weebroecht Wir daB nach Fertigetellang der gaszen 
Bweenlage die Benuteung der Ofen cine atirkere werden and dant 
wh die Drenastalfreeege geringer wird. 

Jedeotalls sted wir mit den Ofer so sufrieden, dal wir auf die 
whoo wiederbod mn ons gerichteten Ashragen stets emplehiend Aus- 
bardt gegeben haben. gen) Uaterechritt, 


Der Cenaerems euisecersend. Tneewe i Th. 2 Augut 1924. 
Pieme J. A. Top! & Sockne, Erfurt, 

Wurachgemid bestitigen wit Ihnen gers, del wir mit der ven 
Theen ime Jabwe £922 errebteten Ofesenlage im hicsiges Krema- 
torius: vafrieden sind, Die Anlege hat sich te beeug aul die Ver 
adrifter der Levkeaverbrenmung end emer sparsemen Wirmewirt- 

Piepeny om Ger Anvwechner int 
Bediewong des Ofeas bis heute tod: nicht cinge~ 
tretes, Trote tellweleer starker Inenmprachnabene dew Ofers haben 
wich bisher keine Mingel an der Anlege geneigt. 
get.) Unterschritt. 


Verein fr Penthesieeng Ves Soht ML Oktober 1923. 


Firma J A. Topt & Seebos, Erfurt, -€&- 

Wir bestitiges germ, dad wir mit der yon lheer firma in unserer 
Krematoriem 1 in techuincher Hy aufrieden 
tind Der Oen arbeitet und hedarf sinex w inmbaig pe~ 
tingen Kekeverbeauches Die Arbeiteweiae der 5 oat 
vortiiglich und mit dieser verbuncden igt sich auch der Se@ora- 
ateie ders nedigend, Re: rt der qearen Fan- 
Mecherun, lage int ix exakter Weise eriedigt worden. 
= gra.) Unterscheift 


Magtstrat ah 
tu ttirsetborg L Seni. Hirechberg. 26, Mai 1923. 
Firma J A. Topt & Seehne, Erfurt 
Af thr Sctreiben vore 19, ds. Mx Seatiitiger wir Ihaen, da der 
™ aie 1914 gelieferte Emischerungsoten cer Lufriedenheit arbeitet. 
ic Bediesung int bequere tnd emia. Die Karatruktion hat 
sich gut bewihrt Beciiglich der Ausfihrung haber sich bee jetzt 
eine Miagel peceirt. 
Ase Koles werdier werbranckt- 
Par die crete Linascherung 5 Lesterr 
rweste ts 5 S 
+ « dritte ° | ae 


+ « Vierte - _ ” 

Die Eimiachere wer betragt ca ['/, Stunde. Fir die Hodi- 
heitimg sind 2—3 Stunden ich. Der Generstorschieber wird 
bet cinmaliger Mochheicung geachlesses, De eter bei Dawertin~ 
techecrusece bei jeder weiteren Limischerung Necechittungen er~ 
telgce wineen rub auch der Generatoreeschicber peafteet werden 

get. Uneiershrift, 


-“-* 
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Gasbencister Cinafcherungqsofen. | 
Jordenerkidruag: ; 


DR.Topf K5ihne [——} ferematt infaentd (—) Rourrwert 
Crfurt CJ toemitts C—_] Selon 
E—]J Nelletong tk 


——— 


Document 135: TOPF gas-fired cremation furnace, Model 1934. Source: H. Etz- 
bach, Der technische Vorgang bei einer Feuerbestattung. Johannes Friese, Colog- 
ne, 1935, p. 4. 
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ee ec he 


Bruciatore principale —> “<> ma 


Riscaldatore 
lsolamento, dell'aria \ 


© Deter 


teerinnd emrnne 
' 


Foro di ispezione — 


~~. ™~ 

PIANTERRENO * 

a 

Aperture del'ana_ 
di combustione 

Griglia girevole ._ 

di postcombustione 


SCANTINATO 


Griglia girevole 


Condotto del fumo. 


— a 


peeeeee .— Griglia della muffola 
- a ~~ Comando della griglia girevole 


<= 


‘ «— Foro di ispezione 


fe Aperture dell'aria di postcombustione 
> +— Bruciatore ausiliario 


“+ ~«—. Comando della gnglia girevole 


di postcombustione 
Carretlo per la cenere 


~_+> 


Abb, 17. 


Gasbeheizter Ofen, 
System 
J.A.Topf u. Séhne 


Document 136: “Gas-fired Cremation Furnace System J.A. TOPF & SOHNE”; new 


model. Source: F. Schumacher, Die Feuerbestattung. JM. Gebhardt’s Verlag, 


Leipzig, 1929, p. 26. 
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= EF, CAS aay iA 
" pers yg A Fete hens 49 


ee xe a yo , 


gistrat 33 
| Der Bbexda 
“ der.Stadt: Di 
‘nth oatadt Micsbaden 
a = : Je + ott fe ir Bo *. 

Der RERUNS ber 3 att Ticsveden ¥ Semmes. 5)” Doltlchechhonte : 
Vagistret ] go Sa wenne 
Firma | 2 ages 
4. To ¥2 u.Sthne i 
Lexdeseigener Betried j 

Le t i s 
orberweg } = 
—_ wee ——~-.+ Bei Antwortschretben 
Doe Zeiten Tor Sérelben vom ee eee ne 
Pe, e 19.22.1949 
‘Seteeff - ae. ae pS 
” Bintischerangsofen. » eae? : 
: « 


"Ss wird Ihnen hiermit besttitigt, dass Herr Obering.Eiettner 
den vorgevsienen Umben des Bintischerungsofens in 2 1/2 Woohen 
durchgefiihrt und hierbei Verbeaserungen nach Jhren nevesten Er 
ft en deriucksicht heat. ~ 

Herr Elettmer het dex Ofen im Betriebd Ls hap uré mach drei- 
tigigem Probebetrie mit insgesant 16 Scherungen zu unserer 
vollen 2ufricdezheit heute tbergebden. : 
Die Leistung des Ofens, insbesondere hinsicttlich ¢es srforter- 
lichen Brennstoffverbrauches, Gbertraf alle Brwarturger. Ax 
aritten Tage nach Inbetriebnehme wardes tereits Bictscherungezeiter 
ven 40 Minuten erzielt cx»: jegiickes Bremmstoffvertrauck susser 
gem fir des Anheizes erfcréeriickes. 


Ee steht Zhner frei, dex Ofer Interessexten nach verherizer 
rechtzeitiger Anmeicure vorzutihren, 


Bine Veriffentlic yorstchenien Schreibens ohne vorherige 
Gemsities ise ist nicht gestattet. 

eS ~ ’ 

Im Anftrage: 


z eat 
VA Uda» 


Document 137: Letter from the municipal administration of Wiesbaden to the Topf 
Company of 19 December 1949 regarding improvement work done by chief engi- 
neer Klettner. Document kindly submitted by J.M. Boisdefeu. 
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An _ die Stadtkommaondentur, Oberlt. Proskurin 6.4.48 =-2- 


Racherungstfen sind in jedem Falle in Verbindang mit den be 
stehenden Priedhofeanlagen besw. Einkocherungshallen einge- 
richtet worden. a | 


Diese Gesichtepunkte gelten in der heutigen Zeit mehr denn 
je, wee das groese Interesse aller Stadtverwaltungen Sm den 
Einkscherungstfen bereist. 


Bez‘glich des Fallea Wieubaden teilen wir Inmen mit, deas 

Lieferungen von unserem Werke nicht erfolgen, die sn- 
lage wird nur nach unserem Plan zebaut. Wir haben im Pebrua: 
dieses Jahres eine vorldufige Bauzeichnung ancefertigt, die 
aber eine Anderung erfahren hat. Die endgitltige Bauzeichnun, 
wird gegenwirtig ausgearbeitet. Irgenswelche Zeichnungen su 
diesem Gauvorhaben sind bei uns nicht in den Betrieb 

gegeben und ict dieses auch garnicht notwendig, weil uneer 

Erfurter Werk ffir eine Pabrikation nicht in Anspruch 

genommen vyird. Alle Lieferun-en und Fertigungsn. sind sus, de: 
Westzone vorgesehen. Unsere Laistung be teht also in diesem 
Palle im der Ingenieurarbeit. Fe liegt ein Bestellechreiben 
der Stadtverwaltung in Wiesbaden vor, das aber nicht endgiil- 
tig test. Von ums aus ist das Geschift noch nicht verbucht -, 
und auch die Auftragsannehme noch nicht sachriftlich bestiti; 


' Die Bearbeitung dieses Projektes ist bei une eine rein kom- 
mersielle Angelegenheit, de wir auf Verdienst zur Aufrecht- 
erhaltung unserer Firma angewiesen sind und bei Ablehnung 
unsere Pirma mit dem Projekt eine Konkurrensfirmpe -wahr 
scheig@lich aus dem Westom — beauftragt wirde mit dem Reaul- 

| tat, dass das Geochift unserer Firma tnd damit der Ortzone ] 


verloren geht. _ : ‘ead 


a 
~ 


Den Einkscherungsofenban bearbeiten in ereter Linie dow é 
fechniker Ginter Mann unter Leitung von Herrnm Ingeniour) ~ 


Hans Streichardt. Loma 


Eine Verpflichtung sur Meldung derertiger Auftrige, gieieh 
sie aus der Ost- oder Westzone stanmen, oder die Hinhaltung 
-b.w.- 


Document 138: Letter from the Topf Company of 6 April 1948 to the city comman- 
dant’s office, First Lieutenant Proskurin, Stadtarchiv Erfurt, 5/411 A 100. 
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Document 139: ToPF electric cremation furnace as installed at the Erfurt Crema- 
torium in 1933. Fig. 2: longitudinal section. Fig. 6: sketch of the combustion-air 
channels. Source: K. Weiss, “Der erste deutsche elektrisch beheizte Eindsche- 
rungsofen im Krematorium Erfurt,” in: Gesundheits-Ingenieur, 57. Jg., Nr. 37, 
1934, pp. 453, 455. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 199 


od - = ee 


TOPF-FEUERBESTATTUNGS-OFEN 1934 


Document 140: First TOPF electric- and gas-fired cremation furnace of 1934. 
Source: Stadtarchiv Erfurt, 4/411 A 97. 
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Topp-€indscherungs-Ofen 1934’ 


Document 141: as above. 
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Document 142: Temperature chart for cremations conducted on 17 and 18 April 


1934 in the first TOPF electric cremation furnace at the Erfurt Crematorium. 


9, p. 456. 


Graphs from top to bottom: 1: temperature at the center of the muffle; 2: tempera- 


Source: as Doc. 13 


ture in the rear portion of the muffle; 3: temperature of the inclined ash plane; 4: 
temperature of the combustion air; 5: temperature of the flue gases; 6: power con- 


sumption. 
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Document 143: Second ToPF electric cremation furnace at the Erfurt 
Crematorium of 1936. Fig. 1: longitudinal section. Fig. 2: vertical sec- 
tion. Fig. 3: horizontal Section c-d. Fig. 4: horizontal Section e-f. Source: 
K. Weiss, “Die Entwicklung des elektrisch beheizten Eindscherungsofens 
im Krematorium Erfurt,” in: Gesundheits-Ingenieur, 60. Jg., Nr. 11, 1937, 
p. 159. 
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Document 144: as above, longitudinal section. Source: R. Jakobskétter, “Die Ent- 
wicklung der elektrischen Eindscherung bis zu dem neuen elektrisch beheizten 
Heissluft-Eindscherungsofen in Erfurt,” in: Gesundheits-Ingenieur, 64. Jg., Nr. 43, 
1941, p. 581. 
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Bild 8. Querschnitt des swelten elektrischen Ofe1 


Document 145: as above, vertical section. Source: as Doc. 144, p. 582. 
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Abb. 5. Temperaturkurven. 


Document 146: Temperature curves of two cremations conducted in the second 
ToPF electric cremation furnace at the Erfurt Crematorium (1936 or 1937). 
Source: as Doc. 143, p. 160. a: first cremation; b: second cremation. The other 
curves indicate the temperature of the combustion air and that of the spent gases. 


Document 147: Vertical section of the 
second (and third) TOPF electric cre- 
Bild 9, Querschnitt des dritten elektrisehen Ofena. | /7Ation furnace at the Erfurt Cremato- 
rium. Source: as Doc. 144, p. 583. 
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Bild 14. Zeltlicher Verlauf, Zug und WA&rmegrade von 3 hintorein; 
andor folgenden Ein&acherungen. 


Document 148: Charts of three cremations conducted in the third 
TOPF electric cremation furnace at the Erfurt Crematorium of 1939. 
Source: as Doc. 144, p. 586. 

In the upper chart, the vertical axis shows the draft in mm water col- 
umn; the curves depict the course of the cremations. Letter a indi- 
cates the beginning of the cremation, b the end of the combustion of 
the coffin, and c the end of the combustion of the solid parts of the 
corpse. The temperatures shown at the top are those at the beginning 
of each cremation. 

The lower chart refers to the temperature of the spent gases in the 
flue-gas channel. 
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Document 149: ToPF electric cremation furnace. Standard model of the late 1930s. 
Source: as Doc. 144, p. 587. 

1. Prunktiir: decorative muffle door; 2. Isolierabsperrschieber: insulating closing 
slider; 3. Muffelabsperrschieber: muffle’s closing damper; 4. Lufterhitzer: air 
heater; 5. Rauchkanal: smoke duct; 6. Einéscherungskammer: cremation chamber; 
7. Heizspulen: heating coils; 8. Lufteintritte: openings of combustion-air channels; 
9. Aschewagen: ash cart; 10. Luftverteiler: combustion-air distributor; 11. 
Schauluke-: inspection hole; 12. Luftverteiler: combustion-air distributor; 13. 
Drehrost DRP: patented tiltable grate; 14. Schauluke: inspection hole; 15. 
Drehrost fiir die Nachverbrennung: tiltable grate for post-combustion; 16. 
Ascheentnahmetiir: ash-removal door. 
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DEUTSCHES REICH 


fm jv 


| Liv 


AUSGEGEBEN 
AM 24. AUGUST 1920 


EICHSPATENTAMT 


Ss TENTSCHRIFT 


J. A. Topf & Sohne in Erfurt. 


Sargeinfilhrvorrichtung fir Verbrennungséfen mit heb- und senkbarem Fahrgestell 
flr den Sargtrager. 


Patentiert im Deutschen Reiche vom 24. April [915 ab. 


Die Eriindung bezieht sich auf Sargeinféhr- 
vorrichtungen, bei denen ein beb- und senk- 
bares Fahrgestell fiir dem zor Einfiihrung in 


den Ofen dienenden Sargtrager tur Verwendung © 


kommt, Sie bezweckt eine ErhShang der 


Betriebesicherheit derartiger Vorrichtungen , 


durch Anwendung miéglichst einfacher und 
sicher wirkender Antriebsmitte], die von ¢einer 
einzigen Antriebswelle aus bewegt werden 
kdnnen. Diese Mittel sind im wesentlichen 
dadurch gekennzeichnet, daf ein entsprechend 
der Hin- und Riickfahrt des Sargtrigers in 
entgegengesetzten Drehrichtungen bewegtes 
Antriebsrorgelege einerseits mit ciner auf die 
Fahrgestellhebe- und senkvorrichtung anmittel- 


bar einwirkenden Zahntriebstange, anderseits ; 


mit einer Zugvorrichtung verbanden ist, dic 
nen ewischen zwei Anschligen des fahrbaren 
Sargtrdgers hin und her bewegten Mitnehmer 
besitr. Diese Teile wirken in der Weise 
zusammen, dai wihrend der toten Bewegung 
des Mitnehmers der whtung zwischen 
den Ansehligen des Sargtragers die Triebstange 
verschoben und dadurch die Hub- und Senk- 
vortichtung betitigt wind, jedoch beim Auf- 
treffen des Mitnehmers auf einen dex An- 


ger hewegte Zughebel zum selbsttitigen Offnen 


und SchlieBen der Ofenschieber wahrend der 
Fabrbewegung angebracht. 

Die Zeichnung reigt in Umrissen ein Ans- 
fihrungsbeispiel der Erfindung in Fig. 1 in 
der Seitenansicht ond in Fig. 2 und 3 in 
senkrechten Schnitten nach den Linien X-X 


‘und x-x, (Fig. 1). 


Die Hub- und Senkvornichtung far das 
Fahrgestell besteht aus vier paarweixe unter 
dem Fabrgleis H angebrachten ee 
Hebeln K, deren feste Drehpunkte K? 
am Auistellungsgerist 4 befinden. Die Seance 
Hebelenden tragen das Gleis, wabrend dic 
langeren durch Gelenke C mit der oberen 
Achse einer Rollenfihrung R* fir die Zabn- 
triebstange verbunden sad Die Rollenfiih- 
rung R* ist in einem Geristrahmen senkrecht 
verschiebbar und tragt ein infolge der Hebel- 
verbindung gleichmaBig auf das Fahrgestell 
einwirkendes Gegenzewicht ZL [hre Verschiebung 
und das dadurch mittels der Hebelbertragung 
bewirkte Heben“ und Senken des Fabrgestelk 
erfolgt durch cine Trebstange, dit als Zahn- 
stange Q mit ciner winkligen Verlingerung S 
ausgebildet ist. Letztere wirkt als schiefe 
Ebene fir die Rollenfihrung R* und veranlafit 
daher beim Verschieben der Stange das Heben 
oder Senken des Fahrgestells. Die Stange 
gleitet auBerdem an beiden Enden in Grad- 
fahrungen R. Der Antrieb erfolgt in weiter 
unten naher beschriebener Weise dutch die 
yon Hand oder mechanisch hetriebene Vor- 


4c 


55 


Document 150: Patent J.A. Topf & Séhne in Erfurt, No. 324252. “Device for the 


introduction of the coffin for cremation furnaces with support cart that can be 
raised and lowered.” 24 April 1915. Source: Deutsches Patentamt. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


209 


te 


415 


as 


gelegewelle & mittels einer Punktverzahnung P 
an der die Zugversichtung fiir den fatrbaren 
Sargtrager F betdrigenden Vorgelezetrommet T. 

Die Zugvornichtung wird von dem aber 
Rollen M und die TrommelT gefiihrten nach- 
spannbaren Zugglied D gebildet, weiches nicht 
fest mit dem Sargtrager F verbunden, sondern 
frei beweglich durch zwei in bestimmtem 
Abstande voneinander liegende Schlitze O am 


Sargtriiger hindurchgefihrt ist. Die Schlitz. | 
flichen witken gleichzeitic als Anschlage fir | 


einen zwischen beiden liegenden, am Sejl be- 


fest gien Mitnehmer N fir den Sargtriger. | 


Mitoehmer und Anschiige kinnen auch in 
anderer geeigneter Weise ausgebildet sein. Der 
Weg. den der Mitnehmer zwischen den beiden 
Anschligen zuriickrulcgen hat, entspricht der 
Linge der Verschiebung der Triebstange @, S. 
Das Zusammenwirken der Hub- und Senk- 
vorrichtung mit der Zugvorrichtung fir den 
fehrbaren Sargtrager geht durch Vermittelung 
des Vorgeleges wie folgt vor sich: Wahrend 
die Triebstange durch den Zahntrieb vorge- 
schoben und infotgedessen unter Senkung der 
langen Hebelenden K das ganze Fahrgestell 
angehcben wird (siehe die punktierten Stellan- 
gen in Fig, x), bewegt sich der Mitnehmer N 
frei sum gegenfiberliegenden Anschlag O des 
Sargtragers. Sobald er anf diesen trifft, ist 
die Versch-ebung der Trichstenge zu Ende 
und wird dadurch aufgehoten, daS die Zahoe 
der Vo-gelegetrommel an jedem Ende der ent- 
speechend lang bemessenen Verzahnung Q auf 
eine lose Zahnfatle g trefien, die durch Aus 
weichen eine Weiterverschiebung der Si! 
im gleichen Sinne verhindert, dagegen 
Verschieben im jeweiligen en’ tzten 
Sinne gestattet. Nach Stillsetrung der Stange 
wird der fahrbare Sargtriger F mit Hilfe des 
gegen den betrefienden Anschlag wirkenden 
Mitnehmers N in die Ofendfinung cingefahren 
und dadurch der Sarg Gber den Rost der 
Einischerungskammer gebracht. Diese Bewe- 
gung wird, eben so wie die Rickbewegung, 
durch Erdanschlage h des Gleises H begrenzt. 
Nachdem so der Sargtriger eingefahren ist, 
wird das Vorgelece in entgegengesetzter Rich- 
tung gedrebt, so daO sich der Mimmehmer N 
wieder frei zum anderen Anschlag O zurfick- 
bewegt, wahrend gleichzeitig dieTriebstangeQ,S 
zurickverscboben und dadurch unter Hebung 
der langen Hebelenden K das ganze Fahr- 
gestell gesenkt und hierbei der Sarg auf den 
Rost gesetzt wird. Inzwischen ist der Mit- 
nebmer zum anderen Anschlag zuriickgelangt, 
so dal, unte: Stibetzung der Triebstange in 
vorangegebener Weise, der Sargtrager wieder 
in die Anfangsstellung zurdc wird. 
Auf der Vorgelegewelle ist lose drehbar 
noch ein Hebelpaar W mit Rollen V am oberen 
Ende gelagert. Beim Verfahren des Sarg- 


travers F werden die Hebei W zur Scite pge- 
driingt, wobe: die Rollen V an den unte.en 
Flichen des die Gegengewichte des Sarg 
tragers F tragenden Eisengerd:tes entlang 
gleiten (s:ehe strichpunktierte Stullung in Fig_1), 
Der auf diese Weise lervo-gerufene Ausschlag 
der Hedet W wird durch Seil- oder Kettenz 
auf eine Rolle Y Obertragen, auf deren Achse 
die Scil:cheibe Y* zur Bewegung Jes unter 
| Gewichtswirkung stebenden Seilzuges fir die 
Ofenschieber sitet. Durch diese Einrichtung 
| witd bewirkt, dal die Ofenschieber mit Be- 
ginn des SargtrAservorschubes schnell gedfinet 
und sofort mach Wiederaus'ritt des Fabr- 
gestells aus dem Ofen schnell geschlossen 
werden. 


Patent-Ansraticue: 


I, Sargeinfiihrvorrichtung {Gr Verbren- 
nungsdfen, mit heb- und senkbarem Fahr- 
gestell fir den Sargtriger, dadurch gekenn- 
reichnet, da8 cin entsprechend den Fabhrt- 
richtungen des Sargtragers (F) bewegtes 
Antriebsvorgelege (B, T, P) durch cine 
Zahotriebstange(Q, S) auf die Hub-undSenk- 
vorrichtung (R*,C, KX) fir das Fabrgestell 
(A, F) wad durch ein, mit einem ewischen 
Anschligen (0) des Sargtragers (F} hin 
und her bewegten Mimehmer (N) versehenes 
Zugglied (D) auf den Sargtriger (F) ein- 
witkt, derart, da® wahrem! der toten Be- 
wegung des Mitnehmers (N)} zwischen den 
Anschligen (0) die Triebstange (@. 5) ver- 
schoben und dadurch die Hub. und Senk- 
vorrichtung (R',C, K) in Tatigkeit gesetzt 
wird, wihrend beim Auftrefien des Mit- 
nehmers (NV) auf einen det beiden Anschlage 
(O) die Triebstange (Q, S) in ihrer jeweiligen 
Grenzstellung bis zur Beendisung der Fabr- 
bewegung ausgeschaltet wird. 

2, Ausfihrangsform nach Anspruch 1, 
dadurch gekennzcichnet, daS das Vorgelege 
(B, T, P) cinerseits darch Punktverzahnung 
({P) anf eine Zahnstange (Q) einwirkt, de 
mittels einer schragen Verlangerung (5) 
eine das Fahrgleis (H) tragende Knick- 
hebelanordnung (K, C) mum Heben und 
Senken des Gleises bewegt und an den 
Triebenden beweglichen Zahnflanken (9) 
cur Begrenzung ihrer Weiterbewegung in 
gleicher Richtung besitzt, anderseits mit 
einer Zugvorrichtung (7, D) verbunden st, 
deren Seil oder Kette (D) einen Mitnelmmer 
{N) tragt, der sich wahrend der Bewe- 
gung der Hubvorrichtung ae in Pose 
zwischen zwei Anschligen (0) des = 
trigers (F) bewegt. 

3 Ausfihrungsform nach Anspruch x 
} und 2, dadurch gekennzeichnet, daf auf 
Ger Vorgelegeachse (B) lose drehbar ein 


fis 
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oder mehrere Hebel (W, ¥) angebracht des Sargeinfiihrens kurz vor Eintritt des 

sind, die durch cine Zugvorrichtung (Y, ¥") Sarges in den Ofen das schnelle Ofinen 

mit den Ofenschiebern in Verbindung stehen und gleich nach Wicderaustritt des Sarg- 

und durch den Sargtrager (F) bzw. das tragers aus dem Ofen das schnelle SchlieBen 
$s Fahrgestell bewegt werden, um wihrend der Schieber sclbsttatig zu bewitken 


Hierzu 1 Blatt Zeichnungen. 
Document 150: continued. 
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EUTSCHES REICH 


436. 
Pern iene 
¥“/PATENTSCHRIFT 


Nt 493 042 
KLASSE 24d GRUPPE 1 


T 76626 V'2gd 
Tag der Bekanntmachung tiber die Erteilung des Patents: 13, Februar 1930 


J. A. Topf & Soehne in Erfurt 


Vorrichtung zum Nachverbrennen der Riickstande in Leichenverbrennungsdfen 


Document 151: Patent J.A. Topf & Sohne in Erfurt, No. 493042. “Device for post- 
combustion of residues in corpse-cremation furnaces.” 13 February 1930. Source: 
Deutsches Patentamt. 
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J. A. Topf & Soehne in Erfurt 
Vorrichtung zum Nachverbrennen der Ruckstinde in Leichenverbrennungsifen 
Patentiert im Deutschen Heiche yom 24. Marz 1929 ab 


Die Ertindung bezieht sich auf eine Vor- 
richtung mum Nachverbrennen der Rackstande 
in Leichenverbrennungsdfen, hauptsachlich zu 
dem Zweck, die mit der Leichenasche sich 
mischende Holzasche tu verbrennen, Von be: 
kannten Nachverbrennungseinrichtungen unter- 
seheider sich der Erfindungsgegenstand da- 
durch, da® der am Ende der geneigten Sohle 
des Aschenfalls angeordnete, herausnehm- 
bare Sammelbehalter fir die Verbrennungs- 
Tuckstande mit cinern Sicbboden verschen 
und ber der Mundung einer regelbaren 
Verdrennungsluftzulearung aufgestellt — ist. 
Diese Anordnung besitzt den Vorzug der 
Einfachheit. Des weiteren ist Uber dem 
Sammelbehalter unterbalb der seitlichen Gas- 
abziige cin den Aschenfall des Ofens 
gegen den Behalter absperrender gasdurch- 
lissiger Schieber angeordnet, wodurch bei 
unmittelbar aufeinanderfolgenden Einische 
rungen die wahrenddessen im Sammelbchil- 
ter noch der Nachverbrennung ausgesetzten 
Rickstande von denen der nachsten Ein- 
ascherung getrennt gehalten werden konnen. 

Die Zeichnung zeigt schematisch ein Aus- 
fiihrungsbeispiel in Abb. + im Lingsschnitt 
durch den Ofen. Abb. 2 ist eine Stirnansicht 
der zur Nachyerbrennung dienenden Vorrich: 
tung. 

Am Vorderende des Ofens ist unterhalb 
des Aschenfalls / ein Behilter @ eingebaut, 
der mit ¢inem Siebboden & und einer unter: 
halb dessclben cinmindenden Verbrennungs- 
luftzuleitung ¢ versehen ist, Letztere ist durch 
Klappend o. dgl. regelbar. 


Die Verbrennungsrickstande werden kurz” 


vor Beendigung des anges 


Etnascherungsvorg. 
in den Behalter@ eingeholt und unrerliegen 


dort ciner Nachverbrennung, wobei die Ab- 
gate durch die seithichen Abziige g des Ofens 49 
entweichen. 

Damit in den Behalter a nicht zugicich 
die Riickstande aus zwei aufcinanderfolgen- 
den Einascherungen gelangen kénnen, ist 
iber dem Behalver a unterhalb der Abrigsg 4s 
eine ausziehbare Absperrplane ¢ angebracht, — 
durch die der Behilter gegen den Asc’ 
fall { abgeschlossen werden kann. 

Platte ist gasdurchlassig, z. B. fein gelocht, 

in der Weise. dai wohl die Nachverbren- 50 
nungsgase abiiehen, aber keine Rickstinde 
aus dem Aschenfall / in den Behilter a ge- 
Jangen kénnen. Infolgedessen kann mit einer 
weiteren Einascherung begonnen werden, be- 
vor die Nachverbrennung der Rickstande aus 55 
der vorhergehenden Einascherang im B+- 
halter e¢ beendet ist. 


PaTeExtTaNsprtcHe: 


1. Vorrichtung zum Nachverbrennen 
der Ricksuinde in Leichenverbrennungs- 
6fen, dadurch gekennzeichnet, dai der 
am Ende der gencigten Sohle des 
Fanart (/) angeordnete, herausuchm- ¢s 

bare Sammelbehalter (@} mit einem Sieb- 
boden (6) verschen und aber der Man- 
dung einer regelbaren Verbrennungslut 
ruleitung (c,d) aufgestell ist. d 

2. Vorrichtung nach Anspruch1, da- ‘jo 
durch gekennzeichnet, dai iiber dem 
Sammelbehalicr unterhalb der seitlichen 
Gasabriige (g) cin den Aschenfall des ~ 
Ofens gegen den Behilter absperrender 
gasdurchlissiger Schieber ‘¢. angeordnet 75 
ist. 


Hierze 1 Blatt Zeichmungen 
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DEUTSCHES REICH 


AUSGEGEBEN AM 


17. OKTOBER 1932 
REICHSPATENTAMT 
ENTSCHRIFT 

Ni 561 643 


KLASSE 24d GRUPPE 1 
Q 1735 Vjzqd 
Tag der Bekanntmachung siber die Erteilung des Patents: 29, September 1932 


umgeschrieben auf: 


__ Viktor QuehlirGera——s«7:8- TOPE & Sohne, 


Erfurt. 17.5.1934. 
Feuerbestattungsofen mit drehbaren Rosten 


Document 152: Patent Viktor Quehl in Gera, No. 561643, transferred to J.A. Topf 
& Séhne on 17 May 1934. “Cremation furnace with tiltable grates.” Source: 
Deutsches Patentamt. 
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Viktor Quehl in Gera 
Feuerbestattungsofen mit drehbaren Rosten 
Patentiert im Deutschen Reiche vom 15. April 1931 ab 


Bei den bisherigen Feuerbestattungsifen 
sind die den Sarg und die einzudischernden 
Leichenteile tragenden Ofenteile — der Muf- 
fel. und der Aschenrost — als fesistehende 
Ofenteile ausgefihrt. 

Dies hat den Nachteil, daf die Leichenteile 
nach ihrer Einascherung mittels eines Kratz- 
gerates von diesen Ofenfiachen herunterge- 
scharrt werden miissen. Ein derartiges Ein- 
greifen in den Ejinascherungsvorgang ent- 
spricht nicht einer wiirdigen Form der Feuer- 
bestattung. Weiterhin wird beim Einbringen 
des Kratzgerites in den Ofen durch das Off- 
nen von Tiiren ein betrachtlicher Warmever- 
lust durch die einstratmende kalte Luft her- 
vorgerufen. Auch treten leicht Beschidigun- 
gen des giiihenden Mauerwerkes durch die 
eisernen Kratzgerate cin, 

Nach der Erfindung wird die Anwendung 
von Kratz- und Schiirgeriten dadurch vermie- 
den, dafi der den Sarg tragende Muffelrost 
und der darugebérige Aschenrost von aufen 
schwenkbar um cine oder mebrere Achsen 
angeordnet sind, wobei die Roste in mehrere 
cinzeln abschwenkbare Flachen mit beliebiger 
Achsenanordnung unterteilt sein konnen. 

Es ist dadurch die Méglichkeit gegeben, 
ohne Zuhilfenahme von Kratz- und Schiir- 
geraten je nach Fortgang der Eindscherung 


dic verbleibenden Einascherungsreste von 
auBen ohne Offnen des Ofens durch einfaches 
Abschwenken der Flachen ganz oder teilweise 
von dem Muffelrost und dem Aschenrost 20 
entfernen. 

In der Zeichnung ist ein Ausfihrungsbei- 


spiel der Erfindung dargestellt. Es sind be- 


reichnet mit mr der um eine Achse @ dreh- 
bare Muffelrost, mit der in einzélne, fir sich 
schwenkbare Flichen/ unterteilte Aschenrost, 
wobei die Flichen / um die Einzelachsen ¢ 
geschwenkt werden kénnen. 

Der Erfindungsgegenstand kann in einzel- 
nen Teilen auch anders ausgebildet sein, so- 
lange das Wesen der Erfindung, die drehbare 
Ausbildung des Muffel- und des Aschenrostes, 
gewahrt bleibt. 


PATENTANSPRECHE: 


1. Feuerbestattungsofen mit drehbaren 
Rosten, dadurch gekennzeichnet, daf der 
den Sarg und die cinzuaschernden Teile 
tragende Muffelrost und der Aschenrost 
von aufen schwenkbar angeordnet sind, 

2. Feverbestattungsofen nach Anspruch 1, 
dadurch gekennzeichnet, dafi der Muffel- 
rest und der Aschenrost in mehrere ein- 
reln abschwenkbare Flachen unterteilt sind. 


Hierzu 1 Blatt Zeichoungen 
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DEUTSCHES REICH 


AUSCEGEBEN AM 
19. NOVEMBER 1936 


TSCHRIFT 


NM 638582 


KLASSE 24d GRUPPE 1 
B 162300 Vjzgd 
Tag der Bekanntmachung siber die Erteilung des Patents: 29. Oktober 1936 


umgeschrieben auf: 


Erfurt. 


Patentiert im Deutschen Reiche vom 9g, September 1933 ab 


Gegenstand der vorliegenden Newerung ist 
eine Einrichtung an Einascherungséfen. und 
es sol) damit u.a. erreicht werden, dafh durch 
cine besondere Zufilhrung der Verbrennungs- 
luft die Verbrennung yerbessert wird. 

Das Zufthren der Luft bei Einascherungs. 
éfen mit Rost oder geschlossener Grund- 
platte ist bekanntlich mit Mangeln verbun- 
den, und zwar sind diese Mangel durch die 
Feverfihrung im Einascherungsraum begriin- 
det, dic sich aus der konstruktiven Gestal- 
lung der Platte oder des Rostes ergibt. Die 
Grundplatie hat infolge ihrer Geschlossen- 
heit den Vorteil der Warmespeicherung. Sic 
hat aber dabei den grofen Nachteil, dab 
dic Verbrennungsluft nicht zu den mitticren 
Teilen des Verbrennungsgutes gelangen kann, 
weil der Zerfall desselben nur aufen statt- 
findet, wo der Saverstoff Zutritt hat, Da der 
Sarg mit seinen mittleren Teilen fest auf der 
Grundplate aufliegt, ist dort die Verbrennung 
eine unvollkommene brew. verlangsamte. Die- 
sen Nachieil vermeidet der Rost. Hiermit ist 
es mdglich. die Luft auch rur Mire des 
verbrennenden Sarges tu leiten und damit 
dic Einischerung zu beschleunigen. Aber 
auch hicrbei zeigten sich Nachteile: 

1. Weil der Rost offen ist, werden die Stré- 
mungsverhalinisse der Heizgase in der Muffel 
nicht mehr beherrscht, 

2. wihrend der Einascherung der mittleren, 
schwerer verbrennenden Teile des Eindsche- 
rungsgutes stromt weiterhin durch die seit- 
lichen Offmungen des Rosces nutzlos Luft zu, 
die den Ofen abkuhlt, 


3. der Kost hat eine geringe Wairme- 
~speicheriahigkeit. 

Man hat indessen auch Ofen mit geschlos- 
sener Grundplatte gebaut, bei denen die Zu- 
fihrung der Verbrennungsluft miele Diisen 
geschieht, die von der Seite wie von oben 
auf den Verbrennungsgegensiand” gerichtet 
sind, 


Diese Art der Luftzufihrung ist schon er- 
heblich wirksarmer, jedoch besteht auch hier 


der Nachteil, daB der Eindscherungsgegen-- 


stand zunachst nur oben und an den Seiten 
von der Verbrennungsluft umspiilt wird, dic 
Luftzufabrung an der Unterseite des Ein- 
lischerungsgegenstandes fehlt dagegen. Ge- 
rade an dieser Stelle ist aber die Luftzfih- 
rung besonders wirksam, weil die dort ent- 
sichenden Flammen um den ganzen Einasche- 
rungsgegenstand herumschlagen und diesen 
so in Flammen vollkommen ecinhillen. 

Die Erfindung sieht daher vor, dic Ver- 
brennungsluft durch in der Grundplatie an- 
gebrachte Ditsen rurufahren, Die Grundplane 
ist deshalb rut talformigen Verticfungen aus- 
gerisiet, so dab sie eine rostartige Oberflache 
erhalt, In die Verticfungen rwischen den 
Rosibalken miinden che Luftdiisen- 

Zweckmalig wird die Bodenplatte aus ein- 
selnen Steinen aufgebaut, die durch ihre 
Form und in ihrer Gesamtheu der Platte dic 
rostartige Gestalt geben. Zwecks Unterbrin- 
gung der Prebjufticisungen versicht man die 
Seine innen mit einer Aushoblung. Die Luft. 
zufahrung ru den Diisen kann so ausgebildet 


J.A. Topf & Sédhne, 
27.11.1937... 


45 


sein, dal jede Diise cinacln regelbar ist. Auch 7e 


Document 153: Patent Wilhelm Basse in Hamburg, No. 638582, transferred to J.A. 
Topf & Séhne on 27 November 1937. “Incineration furnace.” Source: Deutsches 
Patentamt. 
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kann man dic Dusen mu diesem Zweek su 
Gruppen rusammenfasscn, 

Bei der Anordnung nach der Erfindung er- 
reugt die ausstrimende PreGluft unter dem 
Sarg cine kraftige Flammenbildung. wodurch 
die Rostplatte dic starkste Beheisung er- 
fahrt und dic Warme infolge der geschiosse 
nen Ausfiihrung der Bodenplatte gut gespci- 
chert wird. Letzteres ist insofern von Wich- 
tigkeit, als hierdurch die Dauer der nach- 
folgenden Einascherungen wesentlich abge- 
kiirzt wird. 

In der Zeichnung ist ein Ausfihrungsbei- 
spiel dargesteilt. 

Fig.1 ist ein senkrechter Schnitt durch 
den Ofen, und 

Fig.2 ist eine Draufsicht auf die Grund- 
platre. 

Es bezeichnen darin a die die Rostplatte 
bildenden Steine, & den Unterbau der Ofen- 
konstruktion, ¢ die Muffelwiinde, d, d, die 
Preflufileitungen, @ die dazugehdrigen Konus- 
abdichtungen, f die in den Steinen ausgespar- 
ten Lufikanale, g die zum Ausstrémen der 
Luft bestimmten Disenlicher. 

In Fig. 2 sind die Steine mit den Ziffern 1 
bis 20 bezeichnet. 

Die Formsteine sind in der hier gezeigten 
Ausfihrungsart zu beiden Seiten dachformig 
abgeschragt, so da hierdurch die rostartige 
Gestalt der Bodenplare erseugt wird. In die 
— Vertiefungen twischen den cinzel- 


ebensheen Luftdiisen, und xwar sind diese 
so eingerichtet, daO die ausstrimende Luft 
unmitelbar auf deo Verbrennungsgegenstand 
trifft. Hierin liegt die Erziclung der wirk- 
samsten und zugleich sparsammsten Ausnutrung 
der Verbrennungsluft. Die Luftdiisen sind 
Gberdies versetzt rucinander an- 
geordnet, so daG dic Luftzufuhr zum Brenn- 
gut cine volikommene und gleichmaQige ist. 

Die Eimrichtung bietet noch den Vorteil, 
daO infolge der an den schrig liegenden Teil- 
flichen der Rostplatte befindlichen Mindun- 


gen der Diisen eincr ctwa durch das dariiber. 
liegende Brenngut entstehenden Verstopfung 
vorgebougt wird, Die Lage der Dusen kommt 
insofern noch zu statten, als man diesclben 
bei der Aschenentnahme samtlich anstellen 
und damit dic feine Flugasche, dic dann vom 


Schornsteinzug angesogen wird, fortblasen 
kann, 


Die in den Steinen befindliche kanalarti 
Aushoblung f kann sich (Fig. 2) auf die 
nur cines Steines, wie z, B/ bei Stein 6 und 10, 
erstrecken, jedoch auch tugleich auf mehrere 
Steine, wie etwa bei Steins und 5 baw. Srein 
13 und 17. 

Als PreBluftzuleitung kann in jedem dieser 
Falle nur eine einzige Leitungd, dienen, 
wahrend natirlich jeder einzelne Stein noch 
seinen eigenen Anschluf an die Luftzuleitung 
haben mull. 

Die einfach herzustellenden Formsteine 
kimnen bei etwaiger Ausbesserung, bedingt 
durch Abbrand oder mechanische Beschadi- 
gong (Absetzen des Sarges). leicht ¢inzeln 

t werden, ohne da® der Verband 
de Rostplate dadurch gelockert wird, 


PATENTANSPRI CHE: 


gerichtet 


Oberflache 
und dal in die Vertiefungen rwischen den 
Rostbalken die Luftdiisen (g) miinden. 
2. Einischerungsofen nach Anspruch 1, 
dadurch gekennreichnet, dai die Form- 
“ steine (a) rwecks Unterbringung der Prei)- 


Hierzs 1 Blatt Zeichoungen 
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Kl. 24d Gr.1 


Fig. 1 
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DEUTSCHES REICH 


AUSGECGEBEN AM 
4. MAI 1938 


Ni 659 405 


KLASSE 24d GRUPPE 1 
T 47769 Viz4¢d 
Tag der Bekanntmachung aber die Erteilung des Patents: 7. April 1938 


* Hans Geerhardt in Erfurt 3 
ist als Erfinder benannt worden. 


J. A. Topf & Sohne in Erfurt 


Beschickungseinrichtung fiir Einascherungséfen 


Document 154: Patent J.A. Topf & Séhne in Erfurt, No. 659405. “Loading device 
for incineration furnaces.” 7 April 1938. Source: Deutsches Patentamt. 
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J. A.Topf & Séhne in Erfurt 
Beschickungseinrichtung fiir Einascherungsofen 


Patentiert im Deutschen Reiche yom 20. November 1936 ab 


Gegenstand der Erfindung ist eine Be- 
schickungseinrichtung fur Eindscherungsifen 
tit am Sargeinftihrungswagen befestigter Sarg- 
tragplatte, durch die alle Mingel, die zur Zeit 
sowohl hinsichtlich der Vorhereitung als auch 
der Ausfihrung der SargeinfGtirung bestchen, 
leseitigt werden sollen, Durch die Erfin- 
sung konunen in Fortfall: 

i. dag -\uflegen von Holzlaiten oder Ejisen- 
suiben auf die Tragarme des Wagens, 

2. das Aussparen der Rosisteine fiir dic 
Teagarme des Wagens. 

3. das Entfernen der Sargfife, vor der 
\infiibrung des Sarges in dew Ofen, 

4. das Festhalten des Sarges (beim Heraus- 
iehen der Tragpiatte aus dem Ofen), durch 
dahintergelegte Siempel. gleich welcher An, 
mechaniseh oder yon Hand. 7 

Die Ertindung ist im wesentlichen dadurch 
gekennzcichner. dali mit dem Wagen eine 
Sargiragplatte verbunden ist. auf der cine 
vweite. verschiebbare Platte angeordnet ist, 
die bei Einfiihrung des Sarges das himere 
Sargende stiitzt und sowohl ein erschiine- 
rungsfreies Absetzen des Sarges auf dem 
Rost als auch das freie Herausziehen der 
Tragplaue erméglicht. 

Dic Zeichnung zeigt cin Ausfiihrungsbei- 
spiel in Abb.t im Ansicht, Abb.z ist cin 
Querschnitt durch die beiden Tragplatten. 
Abb, 3 bis 6 zeigen schematisch den Vorgang 
der Sargeinfihrung und der Entfernung der 
Tragplatte aus dem Ofen. 

Mit einem von Hand bewegbaren Wagen @ 
ist in bekannter Weise cine heb- und senk- 
hare Mangere Sargiragplatie 6 fest verbunden, 
ie cine rweite auf ihr verschicbbare kar- 
rere Matte ¢ triigt. Das Vorderende g der 


Haupuragplate 4 ist unter Beibchaltung 
einer einen Oberflache so gestaltet, dal 
es nicht unter der Hilfsplatte ¢ hindurch- 
gezugen werden kann. 

Der Sarg wird so auf die Platten gesteilt, 
da® der hintere Sargteil d auf die oberc 
Platte ¢ 20 stehen kommt. wahrend der Vor- 
derteil ¢ etwas Ober die llaupsragplatte b 
Ubersteht (Abb, 3). In dieser Lage wird der 
Sarg in den Ofen eingefahren (Abb. 4). Dar- 
auf wird die Platte 6 gesenkt, bis sie sich 
dicht Ger dem Ofenrost / befindet und der 
Vorderteil des Sarges sich auf den Rost 
stiitat (Abb. 5). Bei dem nun folgenden Her- 
auszichen der Tragplatte 6 aus dem Ofen 
bleibt die Lage der Hilfsplatte ¢ infolge des 
auf ihr rubenden Gewichts des hinteren Sarg- 
endes unverindert, bis sie durch das vorderc 
Ende g der Plane b nach vorn gerogen und 
dadurch aus dem Ofen mit berausgenommen 
wird (Abb. 6). Da die Platte ¢ nur diamn ist. 
macht das hintere Sargende beim Hervor- 
ziehen der Platte nur eine ganz geringe Senk- 
bewegung. Der Sarg wird also im ganzen 
ohne Erschitterung auf den ‘glatten Rost 
aufgesetzt. 

PaTENTANSPRUCH: 
Beschickungscinrichtung far Ejinasche- 

rungsdfen mit am Sargeinfilhrungswagen 
befestigter Sa: latte, dadurch ge- 
kennecichnet, daB auf der Tragplatte (6) 
verschiebbar eine kirzere Platte (c} an- 
geordnet ist, die beim Einfahren und Ab- 
setzen des Sarges auf den Rost das hin- 
tere Sargende stitzt und beim Zurick- 
ziehen der Platte (b) durch deren vorderes 
Ende (g) mit herausgenommen wird 


“Hierty t Bhate Zerchnutygen 
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Zu der Patentschrift 659 405 
Abb. 1 Kl. 24d Gr.l 
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ceedtecheRRiG0ING -! 
& LAtopr & SOHNE ERP RE ta es 


Perr Agose v4 CP ge . 0 4.11.42 1 
Aadsharatenient, derlin BF 61 
werent 
; RNS 


(Anlage 2 sum heutigen Antrag) 


4 roeitender Lei 


In den durch den Krieg und acine Polgem bedingten Semnellagem 
der besetaten Ostgebiete mit ihrer unvermeidbar hehen tert 
Aiehkeit ist die Erdbestattung der grofen Menge versterbener 
Lagerinsaseen nieht durehfUhrbar, Einerseite aus Bange] an 
Plats und Personal, andererseits wegen der Gefahr, die der 
miheren und weiteren Umgedung dureh die Erdbeatattung der viel- 
fech an Infektionskrankheiten Ye-stertenen unedttelber usd 
mittelbar dreht. 

o 
Es besteht daher der iwang, die atf@mdig mfallemée greSe Aneel) 
ven Leichem dureh Einischerung sehnell, sister und hygientesh 
eimeendfrei m Dbeseitigen. Dubei kann natiriieh aient aeéh den 
fir des reichedeutsche Gebiet geltenien geeetaliohen destiman- 
gen verfahren werden, Es kam also nisht jeweilig mr 1 ieiehe 
@ingedsghert'und dey Einkseherungeproses kamm nitht ohne -Rasti~ 
and Enshtshefsung durehgefthrt werden. Viclwehr wiissen fer 
leufend gleichseitig mehrere Ieichen guseinses eingekscbert 
werden und wihrend der Gseantdauer de¢ Einkesherungspresesses 
sflssen dic Plamen und die Poucrgase atf die sinshlochersidm 
Leieben unsittwlbar einwirkem. Eine Scheidung der Agehs dap 
wehreren, gleichseitig Bingedscherten kann aisht erfolgen, ie 
Teishenssehe kann nur gepeinsam verwehrt werden, Nm keen 8e- 
mit bei den Vorrishtungen, die sur vorgesehiléerten Bescitigag 
der Leiehen dienen, nicht ven einer “Einischerung® spreeben, 
senders os bendelt sich tateiehiich um cine Beienenvertrenming, 


tur Burchfthreng digser Verbrennepsg - uni grer meh vohen 
mach vergecenil¢erten Geatehtepunktem - surdes Gisher in einusl), 
nen Gerartiges kagern eine desgh] Kearfegh-eeffel-Gfen asfge 
stellt, See gees eee arbet tex 


Document 155: J.A. Topf & Séhne in Erfurt, patent application for “Continually 
operating corpse-combustion furnace for large-scale operation.” 4 November 
1942. Source: Deutsches Patentamt. 
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WF UATOPF & SOHNE ERFURT 1G LAT 

‘ 4.19,42 q 
Reiohepatentest, Berlin BY 61 
Infolgedessen befriediren diese Ofen noch aioht well, 7,16 


Verbrennung gett in diesen noch nicht eohmell genug ver sieh, 
um die laufand anfallende groge Anzahl von Leishen in migliohst 
Kurser Zeit su beseiticen. 


Letateres kann sur gesohehen dureh Ofem, die kontinufierlich be ~ 
sohie§t werden kinnen und dann ebense arbeiten, Su denken sire 
5.3, an solehe in Fors von Tumnel-Ofen. Bei diesen wirden die + 
Su verbremenden Leichen je am vordoren E_de eines leuggestreck tea 
inwendig veheinsten funnels auf cine bewegte Auflageverrientung aut 
gegeben werden, die sich in der LAngsriohtung durch den Ofen 
hinéufohbewect, dabei die Leichen dureh eine Anheis-fone in die 
Vertrennunge-fone filbrt und an hinteren Ende des Ofens die Lei- 
ohepesche austrigt. Eimer selchen Konstrukties steht aber die 

bei anderen Gelegenheiten oft festgestelite Echwierigkeit ent 
gegen, ma bewegende Metaliteile, die der Zinmwirkung von Feuer edex 
Rauchgasen susgesetst sind, auf die Beer beweglich su erhalten, 
such wem - wie is vyorliegenden Pall - die bewegten Teile seweit 
ale irgend pSglieh wit Sohamette- eder sonstigen feusrfesten 
Material verkleidet wiirden, AnSerdem bereitet es Erechwernizes, 
bei Peusrungesnlagen, die ~- wie auch is angenommenen Pall - ait 
fug, alee wit verechiedenes Laft—- besw, Gasdruek in den cinselaen 
Teilem arbeiten, die bewegten Tefle gegen die fastetehenden a 
wie metwendiz abmdiehten, Ferner wire ein stindiger Kraftbe- 
darf sum Antried der bewegten Auflageverrichtung metwendig, — 
SehhieSlich etre auch dic Anmerdwung der Rarchgsasiige uev. usstinéd- 
Lich, so 08 aus allem vergenamnten Grinden fumel-Ofea fir Lei~ 
chenverbremmmg nieht su empfehlen sind. 


Ue die vergenann tel “Wile vou Muffel- und Numel-Gfe mi wr 
weiden, dagegen aber alle Verteile der kentinuierlichen Beschib- 
kang und Arbeitsweise aush bei Leiebenverbrenmagedia, verbunien 
wit bestetglicher Auenutsung dee erfurderlichen Bremeucterials, 

ma erreishen, sehligt die Brfindung eine kentimierlich arbeiten- 
dem Ofen ver, dei welshem unter Fortfall von i= Feuer su beweguee 
don Kons truktionsteiles die Fertbewegang der an obeten Ende dee 


-3- 
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‘WF U.ATOPF & SOHNE ERFURT TAQ BLATT 
4.11.42 3 

Mai @opaten vent, Berlin AT 61 
2717 -reoees 


Qfems eingeflhrtem Leichen immerhald des Ofena sel be ttitig 
erfolgt. Die Leiohen gleiten dureh eigene Sehwerkraft auf 
eateprechend geneigten und gefermten Unterlagen in den dbeheis 
ten Ofen binein und dam weiter herab, geraten mf dissen Vege 
ins Brennen, um sohlieBlich an geeigneter Stelle des Ofenimere 
sussudremen und cu veraschen, 


Pig.1 seigt ein Ausfthrungsbeispiel in senkrechtem Sehnitt, 
Pig.2 ist ein Schnitt mech A-B, Pig .1. 


Bie Erfindung sicht beispieleweise cinen Ofen uit mehreren 

in der Langsrichtung gegem die Waagerechte geneigten imeren 
@leitbehnen vor - in der Seiehmung sind davon dred a,’al, af 
angenomeen -, die sick-sackb-artig aufeinander felgmm. Jede 
Gleitbahn besteht aus sehreren Sehamotte—Lingstlken », die 

sur besseren Haltbarkeit dureh darunter egesrénete Gent lbe- 
rippen ¢ unterstiltst aind, {wisehen den Sehamette-Lings belies & 
Sind Quertragsteine d angeorénet, so das jede Gleithaimfigeks 
restartig auagebildet ist. Die Sehamotte-Lingsbalken b lagen 
mit ihrem eberen Ende in Usfassungesaucrwerk ¢ des Ofens, wit 
dem unteren in entsprechenden Schanotte-Mamerwert-Querbigen f, 
Die oberen Gleitbahnen sind je ven einem in der Lingsrishtang 
ebenfalls gegen die Waagereehte geneigten Deckengewilbe g Ghet~ 
spennt, das sit DurGhbruchsdffnungen vereehem ist. Bic Ab- 
deckung Ober dem vorderen Teil der obersten Gleitbaim erkNlt 
keine Durchbru chet ffaungen. 


Oden, wo am Ofin cine entepe chende Flattform h oder dergl, 
mgeerinet ist, befindet sich am Anfang der obersten Geithae sé. 
eine geniigend weite Rinfihrdffnung i, die nernalerweise stete 
@ureh sime in den Vorraum ausweichendes, selbetschliesends 
Kiapptir & versohlessen ist, Dureh dices Rinfilhréftiumg wes 
den die su verbrennenéen Leichen quer sur Idngerichtung fat 
Kirpers aut die cberste Gleitbahn a eufgegeben. Ue dicse Gea 
aufgabe su ermiglichen, ist der Gfen wit enteprevhender Lithier 
Bacite magefihrt. Die seitlichen Abstinde der Binfthyung Gar 
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OU-ATOPF & SOHNE ERFUR! 


TG RATE 
ae 
Maishaps wa ios), Berlin SF f) ht 
; A> ¢ see 


eizrel nes =: vertremrenter leiodber it fen Ofer richte ish 
weet fem Ablmt der Geo urtverbremung, Cie ja durekh die Bice 
art des Ofene eS: lichst beschleunigt werden soll. 


Aw unteren Ende der ersten Gleitbahn « echlieSt aleh an der 
Uekshretelle in entgegengesetster Neigmg die aweite Gleit- 
bahn al am, an diese dice machste a2 und ap ube der letzten ~ 
ist der waagerecht liegende Schamotte-Ausbremmrest 1 mit der 
darunter vorgesehenen Asche—Sameclcaumer mw angeertnet, Yer? 
@ieoem Ausbremrost wird die Pevusrug m untergedrecht, die 
sntveder als Flanrost-, Treppenrost-, Ganeratam, gas, Ol- 
oder sonstigeys Peurrung ausgefuhrt werden kann, je nach i@@ 
Brenrmaterial, welehes vorheist werden wef, Bis Flammen— desu, 
Heingasfibrung ist se mgeorinet, def peweh] der dusbremnyest 1 
als auch die Bestartig susgebildeten Gleitbahnen a, al] af 


“und alle durchbrechenen DeckengewSlbe g den Flamwen und Beis~ 


gesen den Durchgang von untex mach oben exuiighichen, mm oberan 
Ende des Ofens, der Einfthrtfrnung i gegenffber, liegt die De 
trittesdfmmumg e fir die absuleitenden Ramehgase, die dort in 
geeigneter Veise in den Sehornstein p cintreten. Die Reveh- 
geese kinnen natirlieh ver dem Eintritt in dem Bohornstein 

gueh erst durch einen in der Seichnung nish} wit dargeste]) ten 
Res chgae-Luftvorwirmer entspreehenior Basart gvleitet werden, 
um @ie darin enthaltene Wirwe cum Yorvireen der Verbrenaunge 
luft aussunutsen. 


Die su verbremnenden Jeishes sind alse eaf ihrem Weg Gurch 

den Gfem stindig dem Einwirtungen der ibrep Bewegungerien mag 
entgegenstreichenden Flemeen besw, Heisgaseg autgedetst. perth, 
seitlien v-rechiebbare und ebense bediendare, am Aen Yaltehr-. 
stellen unter dem uxtermn Bade der obered Gleithaimas a, af, 
engvorinete aehrteiliges Sehanette-Schicver | kam eine Stammy 
oder Untertrechung des heichendurchgunges angeh dem Sfun or— 
folgen. Ferner kann ¢ureh etepr-chend eagnérinets Kyshsted- 
Sffrangen F dei einem evtl, Fostbackem oder Dautileben doy 
Yorvremungsedjekte ven ouBen nashgebelfen werden, Asuhe, Ge 
bein Verbrememagevergeng imnerhals des Ofems. sufEliy, sell 
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eoweit wie mdglieh @urch die Offnungen der Gleitbahnen a, al, 

a2, und Deekengewtlbe g nach unten bis sur dsche-Sammelkanner = 
@urohfallen. Asehs, die sich unt«.rwege evtl. auf der Riickseite 
Yon Neusrwerksteilen der @urchbrochenen Deckengewilbe g oder 
songwo absetst, kann duroh enteprechende Asche-Reini gingsdffnunges 
@ nach aufen abgesogen werden. Die Hauptasche @ameelt sieh 

unter dem Auebremrest 1 der sohon ervihnten ‘Asche-Semvelkameeor m 
wo sie an ihrer Oberfliche such dauernd der Einwirmung der Pouer~ 
gave unterliegt, se d4a8 evtl. nooh nieht gans susgebremnte Reste 
der Verbremungeebjekte meh in diesen Ascheraun moch mach- und 
musbrennen kOmen. Burch entspreohend angeordmete, nach dem 
Ofenimeren offense laftsuftihrungerankie t wird auf dem gesanten 
Vege der Verbrennungsebjekte durch den Ofen flilr mereichende tu- 
fuhr von Luft sur Forderung (es Verbremmungevorganges der leiehen 
geeorgt. Biese Luft kam vor dem Bintritt in das Ofeninnere 

moh in einem in der Zeiehmng nicht wit dargesteliten Raushgas- 
laftvorwireer vergerirs: verden, Die Sufubr sewehl der kaltes 
ale mich der vorgewiraten Luft kann aioh unter Druck erfolgen, 

um eine stindige gute Durvhwirbelung der Reuchgase su erreiehen, 


Der Ofen kann an dem Stellen, we in der Seichnung Fig.1 Nach 
etesSffeungen r mgeordnet sind, sueh mit je noeh einer Ein- 
fUbrSffnung 1 wit selbstechliesender Klappttir k versehen werden, 
um - ven dort ensuerdmenden Flattformen aus - den Ofen aush mer 
teilweise beschieken su betreiben su kinnen, webei je nach day 
Umfang des Teilbetriebes der eine oder beide mehrteilige Sche- 
wotte—Sehieber @ geschlessen werden.f 
‘ , 
- ‘ “ft oe . - 
: /\ Sh? éé ———— 


¢ 
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Zeecitsaohrirt 
‘WEUATOPF & SOHNE ERFURT TAG BLATT 
cele 4.11.42 4 
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1.) 


3.) 


4.) 


2,F20 


Patentanepriohe, 


--- — = ee 


Kontinuierlich arbsitender Leisnen-Verbrannungsefen 

fir Massenbetried, dadureh gekennseichnet, da8 in diesen 
mehrere, in der Langsrientung gegen die Waagerechte ge- 
neigte restartig susgebildete Gleitbahnen (a, a1, a2) 
angeordnet sind, die sick-sack-artig euSeinander foigen 
und suf denen die su verbrennenden Leienen, die dirak 
eine obere Rinflhruffmung (1) aufgeceben werden, infelgs 
ihrer eigenen Schwere in den Ofen hinein- und dem herab- 
gleiten, bei dem eselbstt&ticen Direhgang durch den Ofen 
~von dem ihrer Bewegungsrichtung mtgegenstreichenden 
Peuergasen her in Brand geraten, um auf dem am Ende dor 
untersten Gleitbahm (a2) angeordmetem Ausbremrest (1) 
aussubrennen und su verasches. 


Ofen nach Aneprueh 1,), dadurch gekemnselehnet, dal die 
Gleitbahnen je aus wehreren Schamette-Lingstjeken (bd) 
wit deswischen angeortneten Quertragsteinen (4) bestehen, 
wobei die Balken (b>) durch darunter mgeerdnete Sendlbe— 
Tipper (oc) unterstitst sind. 


Ofen nach Anspruch 1,) und 2.), dadureh gekennseichnet, 
das die oberem Gleitbabnem (a, a1) durch mit Bureh- 
vruchstffnungen versehene Declengewtibe (g) tberspamt 
aind, 


QOfen nach Anspruch 1.) - 35,), dadureh gekennseishnet, 


def fiber jedes DeckengewSlbe (g) Asche-Abuugtffvangen (e) 
angeerdnet sind, 


-~2?=- 
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StaTT 


(MPFANOLE 4.11.42 2 


Reichepatentamt, Berlin 5 61 


5.) 


6.) 


T3} 


G@fen nach Ansprueh 1.7 und 2,),dadureh gekemmssiohnet, dab 
am den Umkehrstellen anter dem unteren Bado der oberen 
Gleitbannen (a, a1) seitlioh su versehiebende und ebense 
gu vedienende Sghamette-Sehiebder (q) sur Stavung oder 
Unterbrechung des Leighendurchganges amgeordnet sind. 


Ofen nash Ansprush 1.) - 4.), dgd@ureh gekemmscichnet, 
daS is Bereieh der Gleitbahnen Kendle (4) flr Susateluft 
qucsinéden, 


Gfen naeh Anspruch 1.) - 6,), dadureh getennseishnet, das 
am Stelle der Eachete#ffuungen (r) Einfihréf:mngen (4) 
wit selbetechlieSender Klapptir (k) vergeschen werden, us 
von dort ansuerinenden Flattfereen ais den Ofen wieh may 
teilweise besehicken und betreiben m kimner yy 


Mai fbi 


27h] eT 
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Document 155: continued; schematic drawing of the furnace. 
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DEUTSCHES REICH LG 
AUSGECEBEN AM 
19. MARZ 1930 
REICHSPATENTAMT 
PATENTSCHRIFT 
Ni 494136 
KLASSE 24f GRUPPE 10 
T 35607 Vjagf 


Tag der Bekanntmachung iber die Erteilung des Patents: 6. Mar; 1930 


J. A. Topf & Soehne in Erfurt 
Ausfahrbarer Schlackenrost fir mit Unterwind betriebene Feuerungen 


Document 156: Patent J.A. Topf & Séhne in Erfurt, No. 494136. “Retractable 
slag-grate for hearths with air feed from below.” 6 March 1930. Source: Deutsch- 
es Patentamt. 
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494 136 
J. A. Topf & Soehne in Erfurt 


Patentiert im Deutschen Reiche vom 22. August 1928 ab 


Ausfahrbarer Schlackenrost fiir mit Unterwind betriebene Feuerungen 


Luftzafuhr getrennt ffir den Brennrost und gs 
Schiackenrost, , 


35 also unter verschiedenen Druck gesetst werden. wand des Aschenfalles 
Ist der Schlackenrost aus irgend platte (a} angelenkt ist, welche bei aus- &5 
einem wu stark bedeckt, so kann man, verhindert, dai 
um einen schnellen, goten Ansbrand 2a erziclen, Luft ans dem Windraum (A) durch dic 
den Luftdrack unterhalb des Schlackenrostes Ofimung ftr den Schlackenrost 

4 verstirken, ohne gleichzeitig den Drack unter- in den Fenerraum tritt. 
halb des Brennrostes steigern zu miissen. Um- 2. Ansfabrbarer Schlackenrost nach An- ge 
Scslechenrost, belopiloweio ‘emt Zim Haaptctot nod dam Schlechnncest, 

i ise unmittelbar nach Hauptrost und dem Schiackenrost, 

dem Abschlacken, den Winddrock dadurch da8 auch am vor- 

45 des Schlackenrostes yermindern oder ganz ab- deren Ende des Schlackenrostes cine solche 
stellen, um hierdurch i Luft- Abschiofiplatte (b) angelenkt ist, welche 95 
tiberschuB zu vermeiden. Es ergibt sich also den besonderen unterhalb des 
durch die der beiden Abschiu8- Schlackenrostes vom Hauptwi un- 
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Za der Patentschrift 494 136 
Kl. 24f Gr.10 


A 000 8 SS 


Z 
Z 
g 
Z 
Z 
Yy 
VA 


Ie 
WW 


SS 


LLULYTSTLLYSLTLLLLSLLLL LLL ED SL STS ESSAI AASLLTDSSL AMAA LTAS LST AA SSIDEA A MASS 


Document 156: continued. 


236 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


DEUTSCHES REICH 


24.5.1938, 


REICHSPATENTAMT 


PATENTSCHRIFT 


Nt 576135 


KLASSE 24f GRUPPE 120 
39364 Vi2st 
Tog der Bekanntmachung diber die Erteilung des Patents: 20. April 1933 


J. A. Topt & Sahne in Erfurt 
Diisenplattenrost 
Patentiert im Deutschen Reiche vom 27. August 1931 ab 


Ht 
a 
a 
Hl 
| 

Fes 
fee 


Fags 
re 


Abb. 
15 kirnigen Brennstoffes dazu, besondere Mittel Abb. 
vorzusehen, die <inen Durchfall des Brenn- | im Fig. 
den einzelnen Abb. 


j 


Document 157: Patent J.A. Topf & Séhne in Erfurt, No. 576135. “Plate-grate with 
nozzles.” 20. April 1933. Source: Deutsches Patentamt. 
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Plattenreihen 5 asw. eine Riickwartsbewegung 
ausfiihren, ‘ond umgekebrt, 


576 135 


PATENTANSPRUCH: 


Hierza 1 Blatt Zeichnungen 
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Zu der Patentschrift 576 135 
KL24f Gr. 120 
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Abb.2. Schnitt A-B. 
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DEUTSCHES REICH 


Bibilotheek AUSCECER 
Bur. ind. £igendom $1 OKTOBER ‘ie 
20 DEC. 1933 


REICHSPATENTAMT 


PATENTSCHRIFT 


Ni 587 149 


KLASSE 40a GRUPPE ]5e 
T 41416 Vilgoa 
Tag der Bekanntmachung iiber die Erteilung des Patents: 12. Oktober 1933 


J.A. Topf & Sdhne in Erfurt 
Verfahren und Ofen zur Zuriickgewinnung von Blei und Kupferdraht aus Kabeln 
Patentiert im Deutschen Reiche vom 29. September 1932 ab 


In Betricben, in weichen alte Kaba und Abfallwachsdraht in Brand gesetzt werden. 3 
Kabelreste werden itig die 


i 
i 
i 
i 
g 
i 
; 
af 


} 

f 

i 

§ 

i 
vel 


Fa% 
4 
Hl 
f 
ft 
E 
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fo xontalschnitt dargestellt. Fig. 2 zeigt eine Ab- unten auf cinen innerhalb des Ofens angeord- 
brennplatte im Ouerschnitt, © neten Abklopfrost g gezogen, hier von dem 

In den Ofen sind schrig Legende Abbrenn- soch aubafteaden idl wed donstigen Rade 


Document 158: Patent J.A. Topf & Séhne in Erfurt, No. 587149. “Process and fur- 
nace for the recovery of lead and pieces of wires from cables.” 12 October 1933. 
Source: Deutsches Patentamt. 
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587149 
Sffnung k mittels eines Schiirhakens aus dem 2. Ofen zur Ausfiihrung des Verfahréns 
Ofen entfernt. nach Anspruch 1, dadurth gekennz 
In der Zwischenzeit werden frische Kabel daB hinter einer Aufgabedffmung (f) fir 
durch die Aufgabei weiter zugelegt, so dai die Kabel geneigt liegende as 
5 der Ofen dauernd auf Temperatur und somit (a) angeordnet sind, auf welchen die Kabet 
in Betrieb gehalten wird. Durch die Aufein- unmittelbar cntziindet werden und an 
anderfolge der Teilea,c und g und das Gegen- welche hintereinander eine mit Uberdek- 
iberliegen der i,k wird ¢in un- kung (&) verschene {c), 
sowie cin gutes und die in einen aufen befindlichen Bleikessel 40 
se geschiitztes Bedienen des Ofens ermoglicht. miindet, und eine def Aufgabedfinung 
Die gebildeten Abgase steigen vor den Ab- (8) gegenitberliegende Entnahmedfinung 
brennplatten nach oben in einen seitwarts (hk) fiir deri Kupferdraht anschliefen. 
angeordneten Kanalim, werden in diesem a, 


streichen um den Bleikessel d herum, um das det sind. 
Bei fifissig zu halten und gelangen dann unter 4 Ofen nach Anspruch ge 
den Aschensack p zum Schornstein o. Durch Abbrennplatten (a) 


ten Ofen abgebrannt und 6. Verfahren zum Betriebe des Ofens 

Tesmeasee gavcont om ax Gon dal der ns (@) a Agua 
ise aus dem ent- yon 

fernt werden. des Ofens beheizt wird. 


Hijerea 1 Blatt Zeichnumgen 
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Zu der Patentscheift 587 149 
Ki.40a Gr. l5e0 
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Zu der Patentschrift 587 149 
KL 40a Gr. 1560 
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e t_s 


t'. 
A91 177142 
We U.ATOPF & SOHNE ERFURT ia BATT 


16.11.42 1 
iMPFANORE 


ten 6 j02700 


t t r oh ty 


Im jeder Foucrung ist meist der Rostbelag dem griSten Yersohleis 
unterworfen. Je nach der Brennsteffeorte und den dadureh beding~ 
ten Verbrennunge-Temperaturen ist die Lebensdauer des Reostbelages 
Versohieden, gleichseitig spielt auch die Banart des Restes eins 
wesentliche Belle. Gut bediente Reste sus Roststiben besitsen 
meist eine verhiltnisekSig lenge Lebensdauer, wenn dis Vervrewumng 
luft dureh Kihlrippen so sweckuSig geftihrt wird, 4af eine 
gieichmiBig gute Kihlung (er Rostetibe ther die durch diese ge~ 
Dildete Gesamtrostfliche gewihrleistet ist. Dabei ist es gba = 
gUltig, od die Verbrenmmungeluft durch natirlicnen eder Kiinst- 
lienhes Zug angesaugt oder mich als Unterwind - also sit Preseung ~ 
sugefihrt wird, 


Werden dagegen die Reste aus mit Diesen fir fen Luftdurch trate ver 
sebenen Bpetplatten hergestellt - wos bei mephanisehen Verschsb+ 
rosten Wberviegend der Pall ist -, so wird eine gleicheifig gute 
Kuhlung der Gesantrostfliche in Frage gestellt, weil die bed 
diesen Rosten stets als Unterwind wit Pressung sugefthrte Yer- 
brenmungsluft infolge der stufenftrwigen Anerdnung und der Mis~ 
her allgemeim Ublichen ggsbildung der Reetplattenktrper kaus ait 
deren KSpfen in Me kommt. ‘Infolgetouven werden natuzge- 
EB die KSpfe der Rostplatten, die ja mSerden den hichsten fem 
petaturen ausgesetst sind, stets suerst serstrt, Begen ten dee 
dureh bedingten stiirkeren Materialverbraveb ud den lantenden 
hohen Jgetandsetsungakosten waren daher sechanisohe Vorschub- 
reste fiir ¢ie Yerbrennung von béchwertigen Bremsteffen bisher 
misht geeignet, 


Bie Reqtplattenkirper sitesen alse oo susgedildst ecin, das a 
pleder Stellung dieser auch deren K¥pfe van pred erp 
swengaliuTig kihlend beapilt werden, dbever diese 

gevehene Biigen in den Poverraus tritt. Die Erfindung gewike 
Ledstet @ureh becendere Auebildung Ger Rostplattenktrper anf 


ie Ss a: 


Document 159: Patent application J.A. Topf & Séhne in Exfurt of 16 November 
1942. “Air-cooled grate plate for mechanical push grate.” Source: Deutsches Pa- 
tentamt. 
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WEU.ATOPF & SOHNE ERFURT 


we SAT 
16,11,42 2 
Crt AnOEt 
Radenapatensent, Berlin # $1 402702, 


Gadureh bewirkte svengeliafige Pihrung der Verbrennungsluft 

@ine gl icnmeiSig gute KWhiang der Gesamtrostfliiche - insbesondere 
aueh der Reetplatten-Kopfe - such bei sechaniechen Vorsehud- 
resten, Ba auSeriem je nach Beaarf auSer der Verbrencangsluft 
noch Susats-Klhlluft sur nachhaltigeren Kllhlung des Rostbelages 
sugefthrt werden kam, ist es eiglich, Vorechubreste auch wit 
beehvertigen Bremnsteffen su betreiben, 


Us Sueets-Euhlloft sur machhaltigeren Kuhlung des Gesantrostbe- 

lages amwenden su k0men, ist ferner in an sich bexamter Deine 

eime Unterteilung des Rauwes unter dicees in sinselne Senen Vor- 
geeehen, die sich mSeréem fir eine wirtechaftliches Pouerfihraug 
vorteilhaft auswirkt. 


In der feichmung seigt Abb. 1 cinen Querschnitt Gureh einen 
luftgekthl ten Versohubreet sit Temenunterteilung und arveekeelud 
festetehenden und beweglionen Roetbelagreihen, Wihrenl Abb.8 
die Restplatte einer festatebamien Restbelagreihe in der Bregde 
eight wiedergibt, stellt abd, 3 einen Sehnitt quer @ureh disse 
Restplatte uné Abb. 4 einen Sehnitt parallel sur Restplattes- 
eberfliche dar. Abd. 5 seigt dem gleiehen Sohnitt Gare dis 
Restplatte einer bewezlicnen Rostbelagereihe,. 


Gems Abd. 1 destent jede Zene aus cinss Lufteauaglzasten a ai¢ 
durohgehenden sveiteiliren Fimbauten b und @, "Uber jeden Inf t 
sammelkasten a befindet sich je cine beweglishe Rostplattenr 
4 und cine desgleienen festetehende ©. Vou Geblise aus tri tt 
die Eaft durch €ie Offnang f in den obderen feil b der 

des Lafteemeclkastens a und ven dort in (en Beew unter Beate 
belag. Hier teilt sich die kafteengs, und swar tritt 

daveb dice Gffiringen g (Abd.4) der fostetehenion Rostplat 
reihe ¢ und der andere feil é@ureh dic Offaungen bh (Add.5) der 
beoweglienen Rectplattenreibe 4 in den Restbelag selbet ain, 
Ane éem MD>iléungen 4 und § int dor weitere Vog Glover Eatttei- 
pengen ersichtlion, der in beiden Millen dic Left svangelautig 
Wher die Fliebe jedes Restplattenkirpers unl insbesendere ax das 
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‘BW LATOPF & SOHNE ERFURT TG) ATT 
Rerrtere 16.11.42 b 


shane tariin tf 12788 


KBpfen der Rostplattenreihen kithlend vorbeifUbrt. Bei den 
feststehenden Rostplattenreihen @ tritt die Luft dureh die 
Offungen i und bei den beweglicshen Rostplattenreihen @ dureh 
die Offnangen & wieder me den Kankhen der Rostplatien ana, 
absiglioh der Luftmencren, welche als VYerbremungeluft édureh 

@ie LuftdGeen 1 - Abbilduncen 2 und 5 - in den Feverrans tritt. 
Die Anordnung der Luftdiisen 1 erfolgt sweokeESig in den luft- 
abfUuhrenden Kandlem, alee hinter der an den Restplatten-Kppfen 
befindlichen Uslenkung, da se etwaiger Rostdurobfall leient 
duroh die Jusats-Kublluft ausgetragen wird, Nach Verlassen 

des Rostbelages wird die Suesats—Klihlluft in demunteren Teil ¢@ 
der Einbauten des lnfteammelkastens a gesameelt, von wo sie demi 
durgh die an dessen Ende befindliche Offnung = ins Preie treten 
oder - da sie vorgewirmt ist - durch das Geblise rilekgeseugt 
und vom Neues verwendet werden kann, Etws sitgerisesener Rest 
durenhfall wird im Raum n des Luftsamme lkastens a ausgoschicden 
und dureh Ascheabnahse-—Vorrichtungen o von dert abgesegen, 

ome daS an dieser Btelle Luft austreten kann, 


Us fiir jede Zone die Verbrennungsluftwenge sinstellen su xtunen, 
wird an der Austrittedffnung = iw unteren Teil @ der Einbeuten 
des Luftsapeelkastens a eine (nieht gescichnete) Breaselkiapye 
angeerdnet. Wird diese Klappe «.B, gans getffmet, se dient 

die gesumte Luftmenge nur sur Kihlung des Rostbejgges, weil 

die Offnungén mw dew Luftdurehtritt weniger Biderstem4 entgegen- 
setzen, als die Lufteustritte-Disen 1 des Rostbelages, Ist 

@ie Klappe dagecen nahesu geschlessen, so ist fast die gueante 
Luftmenge gezwungen, dureh die Disen 1 su treten und damit 

der Verbremung su dienen. Bicse Einstellmiglichkelt gestattey 
fur jede Sone das VerhAltnis swischen Zusets-EUhlluftaenge und 
Verbrennungelofteenge fepttulegen, Dabei mf jedoch nit Rilek- 
sieht auf den Rostédurchfall stets se viel Susats-Kihliuft ase- 
treten, daf sich die Kankle der Restplatten misht mit Agehe 
eder Kohleteilenen cusetsen kinnen, 


Die durch Anwendung der Erfindung nachgewiesme Miglichkeit, 
mechanisone VYorschubdreste auch wit hociiwertiga Rrennsteffea, 
tian 
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WF V.ATOPF-& SOHNE ERFURT me mart 
eos 1661142 4 
Aeiscaperenterd, Berlin sy 61 062704 


a Betreiben, hat in der Jetstseit dbesendere Bedeutung. In. dat 
Séitem der Balieferung wit gl-ichbleibenden Brenusteffen, 
herreonte Gas Bestredbon vor, Leisting und Wirtungegred einer 
Fouerung bei Verwonéug einer bestigeten Kehlenserte su eteigeutl 
Beate gilt es dagecen, die Brennstoff-Grundlage einer Jourrung 
eS su verbreitern, 48 der Feucrungebdetried aush sit arspring- 
lich mieht vergesshenen Brennsteffen durebgefihrt worden kame 
wnd dabei doch pooch gute Firkungegrede om erreiches sind, Bis 
Erfindung gestattet, Yorsonub—Feucrungen nach jeder Richtang 
him wit sinem greGen Spielraus in Besug uf den Rreupsteoff au 
betreiben und geuilhrieisteta dabei durch die Verwendung des bow 
schristenen Restbelages in Verbindung uit der Lonensintei lung 
einen Foucrungebdetried nit heehpresentiges Virkungegred. Vorasm 
Setsumg ist natiirlich, éef sich cin Bremsteff Gherheupt sur 
Verbremung suf eines sechanischen Voreehubrost steely 
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Baetitptsetcberiii. 
J.ATOPF & SOHNE ERFURT 
= s$ — 
6.1.42 , 
tMPramoee 
Maisheuntentens. Dechin SF 61 10 78 


Laftgen@nlts Becotplettes Mir s ehmicct« Be -eohebegete 
Vertindun, «11 in Semen usterteiiter kufteufthremg, Gaturdh 
grbennscionnet, 408 ante? jeder feeven mc cewaghigbenm Gapt- 
platte (ce, 4) ein gemcincamer bu! vearecizecten fa) at Gareh- 
getemton sweiveilige: Eemaletareutes (>) .m¢ (c) engebresh® agg] 
im é@emen 41+ Ver@remmumgeh eft umf geye venenfel ls aect iuscute- 
Bwalieit bei siadeetens chameiiges Bic tuangercchec] Gher Ge 
eumne Breite der Raeteleattemmtrper and ap éeren Bipiem voreeie 
gefGhrt wind aed G08 sowohl 440 dbesegliohe: neetplatesn (¢) 
ale seat ic festeteticoden (ce) @evet Srtmusge: ig) eet GO aR 
der BimbounShfte (>) fiir tte ambemmance ane curch GOngee 
wed (&) aft Ger Bimiaunditte oo! far dae sbeude@ente Bett 

is, Vertdnéung oteben.; 


a. a 
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Erteilt auf Grund des Ersten Uberleitungsgesetzes vom 8. Juli 1949 
(WIGHL S175) 
BUNDESREPUBLIK DEUTSCHLAND 
AUSGEGEBEN AM 


i 


i* 


\ 


Lis 


DEUTSCHES PATENTAMT 


PATENTSCHRIFT 


Me 861 731 
KLASSE 24d GRUPPE | 
T 1562 Vi2gd 


5. JANUAR 1953 


Martin Klettner, Recklinghausen 
ist als Erfinder genanot worden 


J. A. Topf & Séhne, Wiesbaden 


Verfahren und Vorricitung zur Verbrennung von Leichen, 
Kadavern und Teilen davon 
Patentiert im Gebiet der Bandesrepublik Deutschland vom 24, Juni 1950 an 


Patentanmeldung bekennigemacht am 31, Oktober 1951 
Patesterteilung bekanatgemedt am 13, November 1952 


Die Erfindung betrifft ein Verfahren zur Verbren- 
nung von Leichen, Kadavern end Teilen davon durch 
rekuperativ erhitzte Verbecanangsicft und eine Vor- 
richtung zur Durchithrung des Verfahrens, 

Fast alle bisher dckanntgewordenen Einaxherungs- 
verfahren verwenden im Rekuperativverfabren er- 
hitete Luft als Verbrennungsleft fir die Verbrcnnang 
der Leichen. In der gleichen Weise wie bei allen 
Verbrennungsvorgangen in der Warmetechnik soll der 
VerbrennungsprozeD durch die Vorwirmung der Luft 
thermisch auf eine héhere Stufe gehoben und damit 
die Verbrennungsemperatur gesteigert werden. 

Der Heizwert einer Leiche baw. ihr Brennwert 
wurde bisher grundsitalich mach dem Fettgehalt der 

menschlichen 


is Leiche beurteilt. Die im Fettkirper der 


Leiche entbaltenen CH (Koblewasserstoff)-Verbin- 


dungen (Fette) weisen cum Teil eine sehr niedrige 
Zindtemperatuc aud und verbrennen bei héchsten 
Temprraturcn. Dagregcn ist es bisher nicht gelungen, 
dic im Ejwci tin Verbindung mit N (Stickstoff) 
enthaltincn CH-Verbindangen bei Feblen von reinen 
Fettkéepern und damit meinen CH-Verbindungen 
exotherm zu verbrennen. Der Ejweibkdrper sctzt mit 
seinem relativ haben N-Gehalt (etwa 25%.) seiner 
Verbrennung beftigsten Widerstand entgegen. Seine 
Zindtemperatur liegt bei etwa Boo" C. 

Bei bisher erreichten Lufttemperaturen von 400 
bis go0°C kannte somit die im Eiwcillkérper enthal- 
tene Stickstoffkomponente in ihrer die Verbrennung 
hemmenden Wirkung nicht aufgeboben werden. 

ErfahrungsgrmiS vermag erst die Einwirkung von 
Luft von Soo bis goo* die Trensung des N von den 


a 


e 


Document 160: Patent J.A. Topf & Séhne, Wiesbaden, No. 861731. “Process and 
device for the combustion of corpses, carrion, or parts thereof.” 24 June 1950. 
Source: Deutsches Patentamt. 
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CH-Verbindungen zu vollziehen, trotzdem es sich 
auch im Eiw iSkdrper nicht um cine chemische Ver- 
bindung von N + CH hsandelt, sondern nur um eine 
jener Juckeren Veebindungn von N, wie sic dirser, 
als sclie trie lekannies Gas, vielfach cingeht. Dad 
bei der Ausschaltung des N auch cine gowisse Warme- 
menye vorbraucht wird, ist anzugclumen. Jirdoch 
wird aber niimals der grofe Wanmeverbrauch auf- 
treun, der nugwendig ist, um N aus einer festen 
chemisclen Verbindung frei zu machen. Es werden 
auch bei der Verbrenmung der CH-Verbindungen im 
Etwuibkorper nabceu die Warmcmengen frei, welche 
bei der Verbrennung von rimn CH-Verbindungen 
ihrer Zusammensetzung entsprechend entbunden 
werden. 

Fir eine menschliche Leache von etwa 70 kg Ge- 
wicht, cinem Gchalt von etwa 12 kg C, etwa 2 kg H, 
und etwa 0.5 kg P, bri etwa 55.5 kg H,O +N er- 
rechinet sich cin Mindestlx iewert yon etwa 160000 WE, 
woxu noch die Sargverheennungswarme gu rechnen 
ia, 

Das endgiiltige Zicl in der Kreemation multe dem- 
nach sein, die jewiilige notwradige Verbrennaungs- 
bultmenge ohne zusatzliche Warmzufuhr, icdighch 
unter Ausnutzung dir Abgase auf Soo bis goo” au 
erhitzen, um die im Eiwaii rc enthaltenen be- 
trichtlichen, aber an N gubundenen CH-Mengen 
restlos zu verbrenncn und durch Freiwerdung dieser 
Warmumengen die Verbrennung jeder menachtichen 
Leiche ohne zusitzliche Winmczufuhr zu erméglichen, 

Mittels des Eintischerungsverfahrens gi mil der Er- 
findung ist dieses Ziel erreicht. Es werden nicht nor 
die notwendigen Warmemengen fir die Verdamplung 
und den Abtransport des Wassers in der Leiche ver- 
figbar, sondern auch dicjenigen fdr das Verbrennen 
und Veraschen der Liiche selbst. Abziiglich der 
Warme dic im Abgas verloreng.ben, ver- 
‘soleus sack teu bedeutende Warmemengen dispo- 
nibel fir das Hochhrizen des Ofens brew, die Erhaltang 
seines Beharrungszustandes, 

Ein cingangs erwiihntes Verfahren wird gemaf der 
Erfindung derart durchgefahrt, dal die Leiche mit 
dem Sarg in einer Mutfel auf einem Balkenrost so Lange 
der Einwirkung cines unter Aufwand von Brennstoff 
rokuperativ beheizten Luftstromes and/oder der Strali- 
lungseinwirkung erhitzter Muffelwande ausgesetzt 
wird, bis der in Brand geratene Sarg und die durch 
die Verdampfung ihres Wassergchaltes brennfihig ge- 
wordene Leiche zerfalit, und da® die Teile auf einem 
darunter befindlichen kleinen Ausbrenmrost mit der 
auf 300 bis goo* C rekupcrativ, hauptsichlich durch 
die Verbrennungswarme der Leichentetle erbitzten 
erforderlichen Verdrennungsluftmenge exotherm ver- 
brennen, wobei die sich bikdenden Verbrenmungsgase 
von oben nach unten durch den Ausbrennrost ab- 
strémen and sich zwecks vol Verbrennung 
der GGchtigen Bestandteile mit unter dem Ausbrenn- 
Tost zugefihrter heiber Verbrennungstuft mischen, 
und daS die V unmittelbar in den 


Die Abdbildung scigt einen Oten eur Durelifireng 
des Verfahrens. 

Die den Sarggri@en angepatte und in det Normal: 
maQGen ausg. fuirte Muticl 4 ist als Verbronnungsraum 
nur $0 lange wirmowirtscha(tlich wirksam, wie der 
Muffclraum von den Verbeconungsgaan voll ausye- 
fallc wird, Der bisherige ausechi Mich in der Muftel 
durchgedihrge Verbrennangsproze6 mub Trocknungs- 
peozel werden und als solcher Scendet scin, subald 
nach Verbrennen des Sarges und Abfalicn des Kopfes 
and der Glidmailen die our aus zwei Suinen be- 
stehende Rowtanlage div Tele des Rumpies sclbsttatig 
in dem kicinen Gber der Drehplacte liegenden vigent- 
lichen Verbrennangsraum 8 durchfallen lat. Dauer 
dieses Prozesses im der Mufhd 20 bis jo Minuten. 

In diesem klinen Vucbrennungsraum komme dee 
auf 800 bis goo* C erhitzte Left innig mit din moch 
unverbranntun Eiwitisofin in Bertirong, ueent N 
von den CH-Verbindungin und bringt CH ti Tem- 
peraturen bis Uber s200°C restiog zur Verbri nung. 
Dieser cigentliche VerbronnungsprozeB dauert 20 bis 
t$ Minuten, Die Dechplatte kann ged he werden, 
und die gesamten Asehereste fallen zum Nachglihen 
in den dritten Verbrennungsraum auf den Aschwrost C, 

Die notwendige Verbrennungsiult wird in cimem 
aus Schamottestcinen gemauerten oder metallischen 
Lufterhitzer D auf 800 bis goo” C erhitzt. Buim An- 
fahren des Ofens licfert ein Heifluitgasbrenner E 
Verbrennungsgase von r200 bis 1300" C fur das Hoch- 
heizen des Lufterhitzcrs, Die HciGlutt wird regetbar 
in die Mufiel, aber der tte und unter dem 
Ascherost zugefithrt. Awch der HeiGluftgasbeenner 
— vom Lufterhitzer mit Luft von max. 600" C be- 
liefect. 

Sobald der Ofen Beharrungszustand erreicht hat, 
wird der Gasbreriner abgesteilt, und die Exty izung des 
Lafterhitzers erfolgt mur darch die gleichfalls sehr 
heiBen Abgase insbesondere wahrend der cigentlichen 
Verbrennungsphase asf der Drehptatte, bei der die 
ElweiBkorper lebhaft verbrennen. 

Die a wird durch das 
newe gsveriahren bis 45, oft bis 30 Mi- 
nuten reduziert. 


Die Qualittt der Asche kennzeichnet diese als voll- 
kommen verbrann 


it, keimfrei und von so madGigem 
Volumen, dal die mormale Urne selten ganz geftillt 


PATENTANSPRCCHE: 


1. Verfahren zur Verbrennung von Leichen, Ka- 
davern und Tellen davon durch rekuperativ er- 
hitzte Verbrennungsluft, dadurch gckcnmeichnet, 
da8 die Leiche mit dem Sarg in cimer Mufiel auf 
einem Balkenrost so tange der Einwirkung cimes 
unter Aufwand von Brennstoff rckuporativ be- 
heizten Luftstromes undfoder der Strallungs- 
cinwirkung erhitzter Muflelwinde ausgesctzt wird, 
bis der in Brand geratene Sarg und die durch die 
Verdampfung ibres Wassergehaltes brenniahig ge- 
wordene Leiche zerfallt, und daQ diy Teile anf 
einem darunter befindtichen kleinen Ausbrennrost 
mit der asf doo bis goo*C rekuperativ, haupt- 
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sichlich durch die Verbeennungswirme der Lei- 
ehenteile, crhitzten erforderlichen Verbreanungs- 
luftmenge exotherm verbrenmen, wobei dic sich 
baldenden Verbrennangsgase von oben nach unten 
durch den Ausbrenarose abstrimen und sich swecks 
vollstandigor Vorbrenmung der fochtigen Bestand- 
teile mit unter dem Ausbremnrost zagcilhrter 
heiSer Verbrenmungsluft mischen, umd daQ dic 
Verbrennungsgase unmittclbar in den Rekuperator 
gekeitct werden, in weichem sic ihren Warm inbalt 
an dic Verbrvnnungsluft abgeben, so dab die Ver- 
drennung olime weiteren Aufwand an Brenmstoff 
unterbalten wird. 
2. Ofen zur Verbrenmung von Leichen, Kadavern 
und Teilen davon mit rekuperativ erhitzter Ver 
brennungsiuit mit unter dem Balkcnrose einer 
Muffel befindlichen abklapp- oder cinfahrbarcm 
Ausbrennrost zor Durehfubrung des Verfahrons 
-_ Anspruch 1, dadurch gekennecichnet, dab 
der Baikenrost mut aus zwei Balken besteht und 
fiber cinen T: angeocdmet ist, dessen 


Hierzu 1 Blatt Zeichnangen 


Béschungsfiachen zur Beftrdereng der Sarg- und 
Leichent ile aut dem aufklapp- oder cinfahrbaren 
Ausbronnrost dicnen und dab Gber dem Ausbeenn- 
rost Zufihrancsdfnungets fiir die Erstluft uod in 
dem Raem anterhalb des Ausbrenarestes der 
Verbroonsmgagasabeag in den Rekaperatoe, cin 
HciBluftgasbrmner sur seitweisen Bebeisung des 
Rekuporators und Offmungen zur Zufiihrung von 
Zw itluft angeordnet sind und xin Boden cinen 
ebenfalls abklappbaren, entsprechend der fort~ 
geschrittencn Verbrennung kicineren Ausgihrost 
bidet, 20 dem ees Heibluftasfibrungsid- 
funges fahren, 

3. rage nach Anspruch 2, dadarch nn 
zeichnet, dal der Feucrraum mit einer verhiltnis- 
maSig dinnen Auskicidung von geringer Warme- 
kapazitit ausgestattet ist und von einer starken 
Isolierschicht umgeben ist. 


Druckschriften; 


Deutsche Panacea Nr, 669 645. 
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Document 161: Maschinenfabrik J.A. Topf & Séhne, Erfurt, “Topf Waste Incinera- 
tor.” Promotional brochure of 1940. Source: RGVA, 502-1-327, pp. 161-164a. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 255 


VOLKSGESUNDHEIT UND HYGIENE 


sind der Ausoangspunkt fiir die Gberavs sorg- losen, rouchschwodhen Verbrennung und an der 
faltige Behandivng der Spezictiragen, die unsere weitgehenden Ausnutzung des Brennstofis, d. h. 
Abteilung Ofenbou seiahrzehnien bearbertet. on der wGrmewirtschaftlich einwandfreten Ar- 
Unsere Spezialéfen dienen demnach dem Ziel, beitsmethode, die sich im Betrieb dieser Ofen- 
der Verbreitung von Krankheiten wirksam zu enlagen auswirkt. 


begegnen TOPF-Abfallvernichtungsdfen — fr Gas-,Kohie-, 
Ol- oder Elektrobebeizung — arbeiten demnach @ 

Vorbeugen ist besser... nicht nur hygienisch elnwandfrei, sondern dber- 

Die technisch-wissenschoftlichen Erkenntnisse und aus wirtschafMlich. 

umfassenden praktischen Erfchrungen hoben es 

uns erméglicht, eine restlose Vernichtung der Krankenhous-Abfallvernichtung 

Krankheitskeime in den Kronkenabfdllen, Mull 

und dhnlichen Stoffen durch die reinigande Kraft 

des Fevers zu erreschen. 


Immer mehr gehen die Krankenhduser, Kliniken 
und ouch Privatsanstorien dazu dber, Spezial- 
ofenoniagen zur Vernichtung von Kranken- 
abfalien, Verbondsresten, Amputationsteilen 


TOPP-OFENBAU anzuwenden. (Der Dompfkessel der Haizyngs- 
Hierbei kamen uns 2ugute unsere 60 jdhrigen Er. anlage ist hierfir nicht geeignet.} Die Ofen be- 
fohrungen out dem Gebiete des Feverungsboves onspruchen nur wenig Platz und eine geringe 
und der Wérmewirtschaf. Die Gite unserer Wertung; sie eignen sich somit ebenso fer die 
Spazialkonstruktionen zeigt sich an der geruch- kleineren wie euch for die groflen Anstalten. 
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Die Anwendung von Spezialotenanlagen fir die 
Abfallvernichtung in grofen Industriewerken ist 
im Laufe des letzten Jahrzehnts im starken Fort- 
schreiten; erfordert doch die Lagerung z. 8. von 
anfallendem Mall viel Platz und wirkt sich in wn- 
hygientscher Weise aus. Die Abtuhr des Gotes 
kostet Arbaitskrafl, Zeit und Geld. Die YVerbren- 
nung des Mills hilf# also sooren und stellt die 
Méglichkeit dar, die dabei anfallende Abgas 
varme zur Warmwasserbereitung oder Roum 


heizung cuszunulzen 


irhaltune der Werte 


Der Vierjahrespian hat uns gelehrt, die Erfassung 
ouch kleinsier Mengen wertvollen Rohstoffes 
vorzusenan, Es geht deshalb nicht nur um die 


Vernichtung des Abfalls, sondern auch um die 


trneitueq jer ‘ns ABidilen ‘ror'rom. 


nencen Werte, cie susammengencmmen 


"ur Sie Voikswirtsche? von Jedeutung sind 


Ober die industrielle Bedeutung dieser Abfall- 
varnichtung innerhalb der Setriebe hinous ~ hat 
die Astsilverwertund for Stoatsbetriebe, Ver- 
sorgungsbelriebe und Gemeindeverwaltungen 
eine sténdig wachsende Badeulung erlangt. sui 
entanden. die eine iberaus vielscitige 


Anwendung erfohren + Einige dieser Ofentypen: 


1, Der Kabel-Abbrennofen 
erzelt eine restlose Rickgewinnung der wert 
vollan Metalle. Der Abbrennofen ist so kon- 
struiert, dof er dabet gleichzeitig Kupfer und 


Biles trennt 


» 


Der MOll-Verbrennungsofen 


findet bei Gemeindevarwaitungen Anwen- 


dung, (Die Ascheergibtein gutes Diingemittal.) 


- 
‘ 
wei 


3. Der Kranz-Verbrennungsofen 


ist enn werwoller Helfer fir Friedhofsverwal- 
tungen, Die grofen Mengen Kranze, die im 
Loufe eines Jahres anfollen und deren Lage- 
rung Schwierigkeiten macht, werden schnell 
besetigt, Die Asche kann ebenfalls zur Ddn- 
werden 


gung verwendet Das Metall der 


Bindedriihte wird zurickgewonnen. 


Der Matratzen-Verbrennungsofen 


erméglicht sparsame und hygienische Ver 


nichtung bei gleichzeitigem Riickgewinnen 


der in der Matrotze enthaltenen Metalle. 
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VIER TOPF-OFENTYPSE 
Abb, | 


ist leicht unterzebringen. Er signet sich daher besonders fiir 
wissenschafiliche Institute, kleinere Kronkenhduser, Sona- 
torien, Kliniken und Entbindungsonstelten. Er vernichtet 
GuBerst rauch- und geruchschwoch Amputationsteile, Ver- 


suchatiere und Krankenobfalle « Dieser Ofen ist Ghnlich dem 


Sputum-Vernichtungsofen mit Schmiedeeisen ummantelt, 
Er ist mit Schamottesteinen ausgemavert und mit Kieselgur 


isoliert « Der Aufgebekasten A hat einen seitlich aut 


genen- 
den isoliertan TOrverschiuf}. Unter dem Kasten ist die Feve 
rung C mit Aschefall D. Der Verbrennungsreum B erhdlt on 
der Rickwend als Abschlu8 eine Schamotte-Gitterwand, hin 
ter dem der Abgeskanal E angeordnet ist. Der Rouchkanel- 


schieber F schlieft ihn auferhalb der Ofen-Ummantelung 


vom Schornstein cb und regelt die Zugstarke 


ABBIMLOUNG TI 


Leichte Bedienung, schnellste Vernichtung der Abfélle bei 


© Schomotte EEBisolierung MB Ziege!stein 


geringem Brennstoffverbrauch, rauch- und geruchschwacheas 
Arbeiten. Fir mittlere Krankenbduser, Klintken, Hotels und 
dergleichen sehr geeignet « Diese Type besteht ous einem 
Ziegelsteingehdéuse, das die Schamottemoverung und die 
lsolierung fest umschliefit « Der Aufgabekasten A kann 
antweder oben aut dem Ofen angebrocht werden, oder 
er tritt an die Statle der Verschlufitie V [Type AV 3}. Unter 
dem Verbrennungsraum B liegt der von der Feyerung C aus 
beheizte Schamotterost B 1. Dieser Rost niment masse und 
andere schwer brennbare Abfalle ouf. Mittels des Dreh 
rostes D lassen sich die Aschereste lorcht in den Ascheraum E 
beférdern. Der Abgaskanal mit dem Fuchs F ist hinter einem 
Schamotte-Gitterwerk G angebracht, Der Schieber H schliefit 
den Kanal ab. In dem Abgaskanal kénnen Lufterhitzer- 


Rohre zur Heifiluf-Erzeugung oder Rohrschlangen fir die 


Warmwasser-Bereitung eingebout werden 


ABEILOUNG 2 
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VIER TOPF-OPENTYPEN, — yom) ith 7 sew | 
|“anoniwo™ | 


Der Sputum-Vernichtungsofen SV 


Abb, 3 

ist mit Schniedeeisen umklesdet. Dieser Mantel schiitz! dos 
Ofeninnere vor Besch@digung. Gleichzeitig sind on ihm 
der Gosbrenner A und der Aufigobekasten 8 ongebrocht. 
Die Schamotteplatte P trennt den Verbrennungsraum C 
vom Nochverbrennungsroum D und dem zum Schorn- 
stein fihrenden Rauchgaskanal E, Die zu vernichtenden 
Papp-Spulum-Geléfe werden durch den Aufgabekasten auf 
die Schamotteplatie gebracht, ouf der sie verbrennen, Der 
Nachverbrennungsroum gewdaheleislet einen guien Aus- 
brand der Abgase und damit einen rouch und geruch- 
schwochen Betrieb « Dor Rauchkanalschieber F, der aulter- 
holb der Ofen-Ummantelung angebracht ist, dient dem 
Regeln der Zugstdrke. Zwischen Blechmantel und Schomotte- 
maverung wird eine Isolierung ous Kieselgue angebracht, 
Diese vnterbindel die WGrmeausstrahlung. 


Der Mill-Verbrennungsofen MV 


Abb. 4 

| vernichtet bei geringem Brennstofiverbrouch schnell, sicher, 
fenche MERiicterung ME Zegelsteine reuch- und geruchschwach den taglich anfallenden Mall in 
ky Koufhdusern, Industriewerken, Hotels, Morkthallen usw. 
Der Ofen hat einen Sacksteinmonte! mit einer storken 
schmiedesisernen Verankerung. Eine kleine Hilfsfeverung F 
heizt den Ofen vor der Verbrennung hoch « Dos nosse 
Millgut wird durch die Tir B avf den Schamotterost C und 
der trockene Mall durch den Kasten A auf den Rost 0 ge- 
schOttet, Der Drebrost Ebefdrdert nach dem Brand die Asche- 
rickstinde leicht nach dem Aschefall G. 


ABbILOUNG 3 


Wert und Leistungsfabigkeit der TOPF-Ofen werden in einem 
Bericht gekennzeichnet: | 

in den letzten 4 Wochen sind von der Stédlischen Sirafen- 
reinigung ungeheure Berge yon alten Sofas und Matratzen 
angeliefert worden, die schnellstens und zwar in 24 stin- 
diger Schicht verbrannt werden muBten, In der Zeit hat 
unser Ofen davernd binnen 24 Stubden 120 ~ 130 Melratzen 
eingedschert und dabei riesige Mengen Drahtsprungiederm 
ans Licht gebracht.” j 
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Ofengebdude des Telegrofes-Zevgamtes 


Borlin-Tempelhot 


AT 
. 


TOPF.Kabel-Abbrennéfen mit Bleikesse! und Bleiawslout, Bleiformen und Formemwagen 
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TOPF-Matratzen-Verbrensungsoten der Stddthachen Millbesetigung. Berlin 


Stengebaude der Stédtischen Maibeseitigueg, Beclin 
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ZINIGE BESTELLER VON TOPF-ANLAGEN ZUR ABFALLVERNICHTUNG 


Kronkeohous Friedberg 

Het und Phlegeemtall Frenkerthal 

Krankechous fmenew/Thor. 

Rotes Kreuz Athen)Griechenland 

Universitdtsklink Gattingen 

Meienstalt des Johanniterardens Seege/ 
Herz 

Longenheirdtte Romhild 

Lungenhpikadite Bad Berka 

Stodthvenkenhovs Eisenach 

Elisabeth-Kraskenhous FrankfurtiMain 

Stédt. Kreetenheus Erfurt 

Kreiserankenhous 
Sonderibausen 

Landeshellanstelt Stoce- 
roda 

Kronkenhaus Lucken- 
woide 

Stédt, Kromkenhous Erfurt 

Krankenous Forsten: 


Charurgische Universitatskinik Medelberg 
Kronkenhous Neustads/Hoardt 
Krniskrantanhaus Schweinfurt 


St -Joseph- Hospitel Wuppertal- Bberfald 


EIN ZEUGNIS 


i oF 
tt 


St-Medwigi-Krenkeshaus Becin 

Chveurgische Universitémkinik Heidelberg 

Mercedes Bdromaschinentobrit Zelo- 
Mehls ‘ 

Reichsbohndirekton Erfurt 

Meere! C Bolle, A.G., Berlin 

Surghote! .Ky#hOuser”, Bod Franken- 
hovren 

Rothenburg XyFhouser", Bod Pronken- 
houver 


wolde PO i 60 Saar, AN bos str] Oberposdirreition Berlin! 
KotholischesKrankenhaus SPE Acetllcak abrcieticses Kedianiscied cadienohiiona Tempelhof 

tetunt pomchaptersinetowcgr—y emai toeaisiy-opry Neomayers.G..Nimnberg 
KrankerhousDelmenharst ter Arbettverine Gee von Thess ervteliten Esdeverrersichtirer= Kebobwerk Reinhagen, 
Evong. Kronkeahout ofens eany mifrieien int. fis Ketrver vertremes schoall Wuppertal: lonadort 

Oberhoven Lend- und Seakobelwerke 
Kreti-Krenkenhous o] KSle-Nigpes 

Milbitz/ Gers | Kepler und Drohtwerke 
Stédt KrenkenhausAthen; Osnebrick 

Griacheniand “Oberpartdiraktion Korte 
Medizinische Kink : tube ' 

Heidelberg Telegrafenzeugan Beclin 
Friederiekerstitt Hannover Sttelt, Schlachthot Erfurt 
Krankeehaus Pasau cnsnti asin acectigtrntidentalagiiateo adiardicliniens aioe mast ” Stoatl. Veterindr Unter- 
Knoposchaftskrerkanheus - a Se A ae wuchungsom! 

Gsleben Landsberg /W. ~ 
Kreiy-Kronkenhous AnnobergiDresden Kreskrorkenhows Exchwage Stact. Veterindr Untersuchungsamt Bresth_ 
Krankerhous Hof/Bayermn Birurgiche Universitdtetlinik Tébingan Gerwerk Efstal, Rodebeui/Drescen 
Senatorivm Sonmenblick Marburg Lutpold Moipite! Worzburg Stoctl Veterindr Untersuchungsamt 
Landastrorkenhows Mainingen Stédt. Betrebiwerke Hannover Frankfurt/Main 
Kreskrankechaus Homein Knapescheltskrankenhous Bochum Georg-Speyer-Haus, Frankfurt/Main 
Landaskrankenhous Rudolstadt Stadt. Krenkestoes Erfurt Schlachthot Frowenfeld/Saweiz 
Landestrentanhovs Gotho An verschiedenen Standartlazaretion Stactl, Voterindr Untersucdweguant 
Landestremkanhous Pofimeck 14 St0ck ; Fomdam 
Kaiser. Witvelm—lnatitut Seclin-Dahlem Universitétsiiinik Coimbra) Portugal Steetl Vaterisde Untersuchengtomt 
Vinzenzkrankenhaus Berlin Bodische Hel und Plegecearclt Euinan- ‘ Pr. 
Knoposchaftskrerkenheus Leopeldshell- dieger Stoctl Velenndr Untersuchengiort 


StoSfurt 

Londesversicherungsanstall Weimar fir 
Bad Colberg 

Ket und Phlegeanstalt Eichstedt 


MASCHINENFABRIK 


Schleiihelre 
Stootl Veterindr Untersuctungsemt Belin 
Stoctl Veterindr Untersuchuagsarnt 


Nomnberg 


J.A.TOPF & SOHNE ~- ERFURT 


FEUERUNGSTECHNISCHES BAUGESCHAFT, ABTEILUNG OFENBAU 
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TOPF 


ABFALL -VERNICHTUNGSOFEN 
MIT GAS~,GEL-ODER KOKSFEVERUNG TYPE AV 


Document 162: TOPF gas-, naphtha- or coke-fired waste incinerator, Model AV. 
Source: www.topfundsoehne.de. 
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Ill. Topr, Correspondence with the SS 


44 -Weubaulettung 7-L. Mauthausen 
smart Mal” | A Tope & Séhne 
Spe oh 


Linmutfel-Ein - DS8173 
Aashertingsolen 


igs 
4, 2) “fa 
ve G Ge 22 

Ase & “ee “s - 
MLL TELE Zs mag | £77 


Document 163a: J.A. Topf & SGhne Drawing No. D 58173 of 6 January 1941 coke- 

fired “single-muffle cremation furnace” for the SS New Construction Office of the 

Concentration Camp Mauthausen. Longitudinal vertical section; Source: BAK, NS 
4/Ma 54. Numbers added by the author. See text of Part 1 for details. 
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950... ____— - --». 


—--- 
' 


Document 163b & c: as above. Top: transverse vertical section through the smoke 
flue; bottom: horizontal section at the height of the grate. Numbers added by the 
author. See text of Part I for details. 
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J.A.TOPF & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


60 JAHRE 
UNSER ARBEITSGESET Teor ye a —_ 
‘4 oot & 
Eetwot end Acsldtrung s=lihe 
valleandiper Kestalhiivver — 


Verberserungen u. Unbauven 
be! nicht winschobtlicher 


ERFURT 

rOsTrAcN 

FABRIK UND VERWALTUKG 
DREVSESTEASSE Tip 


CrANTwORT 
Damplereugung forrwteet ceruel 
FERRE 
Abtetlung DI 35125 amaze 2027 278 
Wermenttachcttice Unter 
suchungenued fod ereirwwedve 
Warmeblowe 
i st a Oa 
tung 0 wormetedhn, 
Topf.Spertal -Feweremges bx 40/1159. 
ile Erencsicte: ee HAUGAIEARAT 
Volmecdroriscre Teogd Baste oatum: 
Halbmech. TepiFeusrungen 
Tept-Wurlbeschicher ,Bollia* 6.1.41. 
Top! Speriat- Rosmsbe 
Freuerungpormetsren 
Dleverungen far uieetche itl. “y 
bndatredle Beebe 
Voredimar, Lufierhiner, heichsfthrer gS, 
Comennian Flugaiche- Heuptamt Heaushalt u.Bauten, 
_ eum $8-Neubauleitung EL 
Elemeuerungen von Demet Mauthausen, 
Leassin won lncvitrillen Feve: hs baa 2 
rungen be 2u den orttites 
tots ju = 
Indwatrie-Schormstembos be rs 
den getfhes Abwrenungey 
Schorrateine 
Industrie endow rut biulver- 
ean, Mereasens: tek, L Koksbeheizten T o p f — Binkdscherunge- 
wee ofen mit einer Zinkscherungexammer 
moderner elek- < 
por oar rom wahlweise: 
Abteilung O1 1 koksbeheizten T o p f — Bindscherungs- 


aussie 


Agithang lTtopf — Seugzug-snlage 
Abteilung DI 


Aponte: EXT, Se. 
a 


Gen: || 


ofen mit doppelter Hinkdscherungskamzer 


Abteilung ET Die Spetiofoink fir feuerunsstesoache Anisgen TOPF 


8 se tice 


ASteilung C 


Exgere Lehtheizer. 


hat Zehetouaede von TOPF-Feuenmgen gelielert 
Herromogende sechzigiGheige Spezicleriahrungen. 
Eigene Versudusiotion und Seuerungsischeisches Laboratorium. 
Untersudring von Breeeutolien, Asche, Sowiewawer, 


Document 164: “Cost estimate,” by J.A. Topf & SGhne of 6 January 1941 for the 
SS New Construction Office of Mauthausen Concentration Camp regarding a sin- 
gle- or double-muffle coke-fired cremation furnace. Source: Bundesarchiv Ko- 


blenz, NS 4/Ma 54. 
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J, A. TOPF & SOHNE 24 Biot det Kostenanschlages vom 641.41. 
ERFURT 
WF ir  sauthaasen, 


o Anzahl Gegenstond der Veranschlagung | | 


1). Lieferung eines koksbeheizten | 
fopf — Sinkscherungs—Ofens mit 
einer duffel und Druckluft-Anfage, 


wozu folgende Arbeiten und Lieferun- 
gen gehéren: 


Fundament zum Ofen und Rauchkenal 

miissen bauseitig nach unseren Anga- i 
ben ohne Kosten fiir uns durchge- | 
fibrt werden. 


gum wauerwerksnantel Ziegelsteine, 
Sand, Kalk und Zement. Die besten | 
Steine werden zur Verblendung her- 
ausgesucht. 


' | 
Das erforderliche Schamottematerial, | 
bestehend sus Normal-, Form- und | 
Keilsteinen und onolitstampfmasse, 
sowie dem dezu gehdrigen sirtel. 


Zar Isolierung des Ofens die erfor- 
Gerlichen Kieselgursteine, Schlacken- | 
wolle und Kieselgurmirtel, 


| 
Die schmiedeeisernen Yerankerungs-Si- | 
sen, bestehend aus T-, U- and Winkel- 

gems Ankern, Schrauben und Mot 
ern, 


Die guf- und schmiedesisernen Arma- 
tauren, wie: 


1 | schmiedeciserne Kuffelabsperrachie- | 
ber-Einbindong, die mit Monolit aus- 
gestampft wird, einschlieSlich den 
erforderl ichen guSeisernen Rollen, | 
Drahtseil und einer Handwinde, 


6 | guGeiserne Luftkanalvérschliiase, 
guGeiserne Ascheentnahmetiir, 


1 | guGeiserner Generatorfiil lschacht- 
verschlué, 


2 | schmiedeciserne Aschebehilter, 
guGeiserne Feuertiir, 


1 | Schmiedeeiserner Planrost aus Vier-~ 
kantetadben mit Rost-Auflager, 


[i 


i 


Document 164: continued. 
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1, A-TOPF & SOHNE 
ERFURT 


7 = Gegenstond det Veranschlegung a 
Ir. 


die] erforderiichen Schiirgeriite, 


1 
1 

Tahlweise: 
2). -f2 


& Mauthausen, 


Druckluft-Anlege, bestehend aus 
dem Drackluft-Gebladse ait 1,5 Ps- 
Drehatrom-idotor, direkt gekuppelt, 
und der erforderlichen Rohrleitang, 


schmiedeeiserne Leicheneinftihrungs- 
Vorrichtung, bestehend aus dem Sarg- 
einfihrungswagen und den erforder- 
lichen Laufschiensn, 


liontage des Ofens. 


ar ay ir oe fang zum Bau des Ofens, 
einschlieGlich Reisekosten, Tage- 
gelder, einschlieGlich der sozialen 
Abgaoen, 

Preis Fos. 1). 

Kennziffergewicht: 1 750 kg. 


koksbeheizter fo p f = Binische- 
Yungs-Ofen mit Doppelmuffel and 
Drackluft-Anlage, 


woru folgende Lieferingen und Arbei- 
ten gehiren: 


Pundament sum Ofen und Rauchkansl 
mlissen bauseitig nach unseren Anga- 
ben ohne Kosten fiir ung ausge- 
fiihrt werden, 


Zum Megerwerkemantel Ziegelsteine, 
Sand, Kalk and Zement, ie besten 
Steine werden zur Verblendung her- 
susgesucht, 


Des erfordexiiche Schamottesaterial, 
bestehend aus liormal-, Form- and 
Keilsteinen und uwonolitstam: masse, 
sowiedem dazu gehérigen wirtel. 


gur Isoliexing des Ofens die erfor- 
derlichen Kieselgurateine, Schlacken- 
wolle und Aieselgurmirtel, 


3.4 Blot dee Kostenorodloges vem 6.1.41, 


Document 164: continued. 
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J, A. TOPF & SOHNE 44 Blatt des Kouenonchloges vom 6.1.41, 
ERFURT 
PW i Mauthausen, 


9 a Gegenstond der Veranschlagung rae 


Die schmiedeeisernen Yerankerungs-Hi i 
sen, bestehend aus T-, U- und Winkel | 
Eisen, Ankern, Schrauben and Mut- 
tern. 


Die gaS- und schmiedeeisernen Araa- 
turen, wie: 


2 | guBeiserne Einfiihrungs-Tiiren mit gub 
eisernen Rahmen, Die Innenseiten 
der Turen werden mit Monolitstampf— 
masse Susgestanmpft, 


guSeiserne Luftkanalverschliisse, 
guSeiserne Ascheentnahnmetiiren, 
gue iserne Generatorfiilltiiren, 
schmiedeeiserne Aschebehilter, 


schmiedeeiserne Reuchkanalsc hie ber— | 
rahmen mit ionolit ausgestampft, 
einschlieBlich der erforderlichen 

“ollen, Drahtseile und Gegengewichte, 


die | erforderlichen Schirgerite, 

goteiserne Peuertiren, 

flanroste, | 

Druckluft-Anlage, bestehend aus dem | 
| 
! 


NN MS OH 


~~ Oo 


Drackluft-—Geblise mit 1,5 PS-Dreb- 
strom-iotor, direkt gekuppelt, und 
Ger erforderlichen Kohrleitang. 


liontege des Ofens. 

lionteargestellung gum Bau des Ofens, 
einschlieBlich der Keisekosten, Tage- 

gee einschlieGlich der sozialen 
a De 


1 | schmiedeeiserne Le ichene infithrungs- 
Vorrichtung, bestehend aus dem Sarg- 
einfihrungswacen und dem schmiede- 
eisernen Verschiebewagen mit den er- 
forderlichen Laufschienen, 


Preis Pos. 2). RA ‘| 7 053.-—) 
Kennziffergewicht: 2 600 kg. ai baie 


Document 164: continued. 
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3). 1 


J. A. TOPF & SOHNE 
ERFURT 
wW fy Maatheusen, 


~ nt Gegenstand der Veronschlogung i 


Topf — Sangcug-Anlage 


fiir ca. 4 coo cha Abgase, beste- 
hend aus; 


1 Saugzug-Gebdlise mit 3 PS-Drehstrom 
Motor und Anlesser, mit dem erfor- 
Gerlichen Seug- und Druck-Stutzen und 
einer Drehklappe, die den Saug- vom 
Druckraam trennt. 


Preis Pos. 3). 


Unserem Monteur miissen withrend der 
Bauzeit gwei Hilfskréfte, ohne Ko- 
aten fir uns, sur Verfligung gestellt 
werden, 


Lief .3ed.A. 60.6.40. 1 ooo. L 0204, 


Se Blatt des Kostenanschilages vom 6,1,41, 


Document 164: continued. 
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On ne ee as Se Se OF Oe OO OO LO LD LOO D OD OOO 


| Fahrbarer Verbrennungsofen 
System ,,Topf* © 


Der mochstehead beschriebene 
Ofen int Likrbar cingerichtet, 
wodurch e¢ den Veeney hat. 


L dat er wnmiticlbar an das Ver- 


hernaungealyht herangefahren 
worden kann. Der Ofen int bee 
sondern Ihr Grotgrumdbesitare 
ued Viehndcher in writen Sep- 
pen usenthehrich, da in der 
Haoptsache an Trinkstellen ge- 
lalkenes Vieh sodewt wernichtet 
worden kann, obbne dassclbe erst 
wet su tranepodtieren. 

Die Vorrige dieses Ofens send 
leothte und bequeme Befdede- 
rangeweite, leachte Bedienumy, 
probe Haktheskes und stabilee 
Fahrgestell, Der Keasel wird 
innen mit ba Schamottemate- 
riulies ausgekleidet, diber ge- 
rine Ausstrabbeng, Dieser Ofer 
kaaa ech mit Ol- und Gaw 
fewerany cingerichtet werden. 


. . 


J.A. TOPF 2SOHNE:-ERFURT 


MASCHINENFABRIK U. FEVERUNGSTECHNISCHES BAUGESCHAFT 
Foverungstechniaches Laboratorium / Eigene Versuchestation 
Telegram mm Adeacee: Taptaarte « ferwepreater Me 2IR2, 2983, F704 wm DOEF 


ne en ene eee ene Cee ee ern Bes ee en Sn es 8 ee tn eee tes fr 


Document 165: Mobile cremation furnace system Topf.”’ Source: 
www.topfundsoehne.de. 
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Document 166: TOPF naphtha-fired mobile cremation furnace. 
Source: www. topfundsoehne.de, 


Document 167: TOPF naphtha-fired mobile double-muffle cremation furnace. 
Source: www.topfundsoehne.de. 
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J. A. Topf « Sohne Auftrag Nr. 40 D263 

Mascdinentabrik 
ea Der ReichsfUhrer SS , Heuptert Meushelt und 
Beuten , SS- Weubeuleitung K.1.}sutheusen 


Kautheus ¢ n/Oberdonau 


Erturt 
oft ABB yn I 
ah |. | Hierdurd: teilen wir Ihnen mit, daB wir heute folgende Sendung 
auf den Weg brachten: p. SUSGRERCOORRBARIA — Eiigut nach Station: 
t 


[fs Jf St. Georgen 2.4. Gusen_/ Oberdonau an Lager Unterkunft 
54 Ss." Gusen, 


1 Ur, 24512 Stutte. J. A. Topt s Soins 
Sl ed a 
Netto = Brulte 


JATAS. 
e an . fois zum Einischerungs-Ofen Heater! ia 
- 96788] 1 jose | shrbsrer Zin§scherungs-)fen mit pan 
aj Bias a Sa be eee 2833. 2833 
=) -ft Rohre-—________- ——_—| 
woe _|_" _} 1. Blechrohr 120.4 .sit. 2 Krilmnern 8,5) 8,5 


_"__|1-Meegl. " lo,5| 1o,5 
-|. "| 1 agen.._fur.die Geblise-Stetion mit.| 637_|637. 
8 Geblisen 120/520, 120/300.u. 
96664 __ |. foo. E.. sowie-Biel. Motoren 5,5,PS 
96629. | | [1,5 PS. 38o¥.,3P8.380¥._ 
2|lose-| 2. plechrohre...120. 

_|4-|.» _]1_[plechstutzen..280/430 
96784 4 |." | 4 |schirgerate 

j|1}.%]1 |[Aschekesten 


-—|—}-—-- --fbertrag 


Document 168: Bill of lading of 12 December 1940 to the SS New Construction Of- 

fice of Concentration Camp Mauthausen about the parts for a TOPF naphtha-fired 

mobile double-muffle cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 
54, 
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Cirelliste Nr | Aufiraa Nr. 
wom fe cement 
* JATSS, 
ua a fe =e. eens keene | 9573,5 
97644 1 | : 1_|Rehmen mit Hollen zur Yinfuhrunzs z 
es ne ee 47,5 47,5 
rion 1.|Einfthrungsrenne. 0 A | Al 


a ar acai is 
4|_* | 4 |ce. Feuertiren 350/280. 188, 188 
4| "| 4 |Ge, Luftkenalverschliisse... 1o8/128_| 3o 


30 

Zo," | 2o|Vierkenteisen 30/30, 600 1g. | 84_| 84 

4.'—* | 4 |desgl,_6doolg. 2B 

| 

ea ~4-| Formsteine——-——~ 36 36 

= 97288 1 —i_}}-| Ble-chotutzen__ | 62. 
i 1.| —#_}-1 }eon,-Blechroby—— do 285 
= 22564 1 6 Qn. ssbestplatten 0 23 26,5 


2126 6 | lose| 6|Nonolit- Roststeine—750_Ig._|176_|_176 
", | --8|Konolit-Pletten 500/600-/loo_._ | 408 |_-408 


21876 2 | Kie n 288 Kg. Schleckenrolle.__ 


; 4. She , SpbecnsRietietinks 
97056 1 -fertenAjjistesa——_——_..._..__— 
9678 j —}éiv, Sehreuben——————- 


div, Dichtungen... 


Document 168: continued. 
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J.A. TOPF & SOHNE 


MASCHINENFABRIK 


oOtLoviectrs 


SEICHSBANK. 
CIROEONTO eu 


DFUTSCHE BANE, EReuet 
DECSOWER BANE EtFUE 


fOSTICHECEEONTO 
Teruel ree 


Ptantwort 
TOrPweert terurr 
ntereeue 

p “2929 IMM DVT? Gee ae 
coors 
Wo. MOSS£ CODE 


aac caoce 
STAUOT 4 HUNOIUS 


“* ee eM Sak : ot ERFURT, 2*2+ 1942 


POSTFACH Samy 


"Rechiig sae ' 41/107 enn Ro apa 


An den / Fo 79/66 


Reichsfihrer 5,5. Hauotamt ~ + * 
‘3 Housnel’ und Bauten oii Juncitfcheift 


Berlin - Lichtertelde - test — d 


44-Nevbauleitung 


19 FEB 941 
re LA, —e 


betr.: Koazentretionslagef Leauthaus 


Ideferung eines fahrbayen Findsch 

ungsofens mit 2 Maffel:, bastehend 

sus? 
dem schmiedeeis. Ufenzantel mit 
Unterstiitzunssgerist and follen— 
pestell, achriédeeis.umlegbaren 
Schornstein yon & m Hohe, Saug- 
‘sucanlage, Schamotteauemauerung 
und Isolierung, den fuss— und 
schniedeeis. Ofenarmaturen und 
der Oelbrenneranlage, in ibrigen 
lt. Beschreibung in uns. Kosten- 


anschlag vom 29.2.1940 8.950,— 
Anban von zwel Koksgeneratoren 
en den fanrberen Doppel<uffel- 
#inischerungsofen uod zwer: 
Lieferung von: 
1.000 Schamotte Normal~ und Keil 

steinen S.E. 34 

500 kg Schenotte-tirtel 3804~= 

Ubertragi| 9.330,-— 


et 
Document 169: Invoice from J.A. Topf & Séhne of 5 February 1941 for the deliv- 
ery of one ToPF naphtha-fired mobile double-muffle cremation furnace to the SS 


New Construction Office of Concentration Camp Mauthausen. (Rechnung Nr. D 
41/107). Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Erfurt 


4650 Isoliersteinen 

200 kg Isoliermértel 

4 gusseis. Feuer- und Aschetliren 
echamottegefiittert : “—? 150,—- 


20 schmiedeeis, Vierkantstaben 
mit Auflagereisen fir die Gene 
ratorroste 


4 gusseis. Laftkanalverschlissen 


Anderungsarbeitca an der schmfe- 
deeisernen Ummznteluns des Ofens 
und an den Verenkerungacigon 
Verpackung und Frachten frei 
Mouthausen, gem.uns. s<o8tenan— 
schlag vom 1,10.1940 
Gestellung unseres ¥ontérs “illing 
in der Zoit vom 26.12.40 bis 4.2.41 
gum Anbauen der Generetoren lt. be- 
scheinigten Tagelohnzetteln 


31 Reisestuaien 
267 Arbeitestunden 
48 x Uberstundenzuschlag 


a2, 
a2y-—- 
2 50 


38, x Sonntagsstundenzuschlag a 1,-- 


29 Tage Auslésung 


aan 


Reisegeld Erfurt-—Meuthausen-Dachau 
4uslagen, Werkzeugtransport etc. 


durch: S,£, Newbauleitung i.Z-Ly 
Mautheusen. 


foden Herrn 2eicasfilhrer S,5., Berlin - Lichterfelde/west 


Document 169: continued. 
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Fig, 49. ~ Camino (Ing. Pellizzari) a tiraggio meccanico 
con ventilatore centrifugo, 
(In funzione Societé Ilva a Bagnoli). 


Document 170: Forced-draft chimney with centrifugal fan. Source: A. 
Cantagalli, Nozioni teorico-pratiche per i conduttori di caldaie e generato- 
ri di vapore. G. Lavagnolo Editore, Turin 1940, p. 90. 
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J. A. TOPF & SOHNE 


| MASCHINEMPASRIK UND FEUER 


i 


E 


ir 


if 


i 


| 


it 


Hl 


H 
gtt 
i 


Fett 
‘| 


" 


if 
H 


21.12.1959 


r 7 


| 


“ * a : 
Document 171: “Cost estimate” by J.A. Topf & Séhne of 21 December 1939 for 
the SS New Construction Office of the Buchenwald Concentration Camp regarding 
a coke- or naphtha-fired double-muffle cremation furnace. Document NO-4448. 
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Aad 
h 


A. Topt & Sthne ie Sint des Kecenaradinges vem 21.12.59. 


»_ meee NO0- 94 ¢F 


Mim Ul- oder koksbeheister Einksche- 
angeofen- ait perl moet, uné 
Ravuohkans eins ug Ss 
ersu gebiren: 


Der Mauerwerksuantel, bestehend aus 

rmalen Siegelsteinen, woven die 

eeten Steine sur Verbiendung des 

Ofens herausgesucht werden, ein- 

chlieSlich des erforder lichen Zement 
kalkes und Sandes, das Sobamott Sener | 
terial bestehend aus Norual-, Form- ' 
nd Keilsteinen, der Monolit-Stempf-' 

ese und dew Schamottentrtel, 


: me be ea. 10 200 kg fur Sohanct 
Material. 


Die echuiedecisernen Verenkerunge- 

eiesen, bestehend aus T-, 0- und Fin- 

ey pom Ankerz, Schrauben und 
ern, 


inagesemt ca. 800 kg. 


Die gu8 uné schmiedesisernen Arma- 
turen, bestehend aus: 


@ |Sttck guietsernen sinfuhrungstires 
wit guésisernen Aabsen, die Innen- 
seiten der Tiren werden mit Bopolit- 
masse ausgestanpft, 


guSeisernen Ascheentnalmetires, 
3 |guBeisernen Luftkanalverschlitisses, 


1 ieernes Reuchkanalechieber in 
uftdicht echlieSender Fubrungshiilse 
laufend, einsohliefSlich Belles, Drak? 
seil und Gegengewicht, — 


2 |Stdck schaiedesisernen Aschebehil te: 
Die erforderlichen Schirgerite,. 
1 + aeaaag a ay 4irekt gekuppelt ait 
hetrom-Boter 


einen reed Be Bi ter und die 
erferterliche Rohrlei tung. 


Document 171: continued. 
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tI. 


—-n nN ww 


a 


Divremner-Anlage, Destebend aust 
AUck Olbrennera von je 6 bis 2 ke/ 
tlok Abaperrventilen, 
tiick Kandfltigelpumpes, y 
tok Winéfrucksessern, 
Druckluftgeblisa mit einen £¥2 Ps- 
ter, direkt gekuppelt, 
er erforderlichen Ol-fu- usd Biek- 
Reaufleitung, 
DibehAlte@ Hur 250 Liter Ol. 
ehatedesiserne Leicheneinfuhrungs- 
orrichtung. . 
Desmitgewicht ea. 1525 kg. 
J ‘ ; 
Die Henteurgesteling (3 Mann Mann) pos rua 
ua dee Ofens einsoh ap get er se- 
sislen Abgaben, Pegogeléer und Reise- 
xesten. 
eeaters eines sur Ben- 
sree ane Sepers 
srenss 
Freshten und Anfuirkosten fret. ar- 
Deitestelle Buchenwald. : 
Preise Position I cosecdeccscccees ie. 7T33)— 


; ; 

Bins Tonf-Saysmus-Anleee ‘ 

fir en. 4000 cba Abgese ait 3 PED . 
strem-Seter und Aniasser, uit Sang- 

und Druckstutsen und einer 

die den Saug- vee Druckraws treant. 

Gesantgewieht ea. 260 kg 

Preis Position II sccsacecseaecee. ae 


Document 171: continued. 
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A Tet & Stine CS Wat des 'Kedtenanechinges wom 


Gegentiond der Verenschlogung 


Unseren Monteuren allasen 

Bauseit drei Mann els Helfer ehne 
Kosten ftir uns gestellt den, Fir 
die vorstehend gufge en gal- upd 
achaiedeeieernen Araaturen benttigen 
wir eine Kennsiffer wit dem Susate- 
seichen "3", die uns bei 


= acfort bekanntgegeben werden 


Ideferuagabedingungen Ae 
60.8.59. 000.Cr. 


Mt). 


_ Netaare /V0 - hf hgh nt a 


Document 171: continued. 
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- 
ee 
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2! 
& 
B 


Document 172: Drawing by J.A. Topf & Séhne D 56570 of 21 December 1939 
“Naphtha-fired double-muffle cremation furnace” for the Buchenwald Concentra- 
tion Camp. Document NO-4444. 
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Document 172-b & c: as above, redrawn details with numbers added; longitudinal 
(top) and trans Plaszow verse vertical section (bottom). See text of Part 1. 
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Document 173: Crematorium of the Buchenwald Concentration Camp (December 
1939). Document NO-4444. 
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KL BIBE ETA 


esige | 


nate 6 the. 
ate fem. 


SE al ade pe 


sec : 


— shout 


” Pee AACE ES CME fb 


-Beuler FURO 


%, 
, soe Banh crema lal SHO SERGMES CL 


Document 174: Drawing of the crematorium at Buchenwald Camp (January 1940). 


Document NO-4445. 
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Document 1 75: Crematorium at the Plaszow Camp. Number and date illegible. 
Source: www.topfundsoehne.de 
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f 


2, d. A. Prieeae fe a Bee epee 


ées §-Cecha, Po 1 10k in Cer Bigenscheft als 

Sachbecrbeiter flr baupolizeiliche Anzalerenheiten. 

4m Schornetein dee Erematoriums im K.L. Auschwitz — 
hat sich der Kamineinband geltst, Dieses ist auf eine 
unsachgemZsse Ausflihrung, sowie teilweise fberhitzung des 
Schornsteines zurickzufilhren, Die Einbénde sind nicht den 
Zweck entsprechend als Rahmen susgebildet und sind des- 
halb unwirksam.Da der Schornetein bereite starke Risse 
aufweist, die zwar dusserlich wieder verfugt, im Kauer- 
werk meines Erachtenea nach noch vorhanden sind,. bestcht 
die Gefahr, dasa der Schornstein bei stairkerem Wind ein- 
stiirzen kann, Um unabsekbare Folgen cu verneifen, bitte 
ich den Leiter der Zentralbsauleitung veranlassen gu wollen, 
dasa sofort Massnehmen cetroffen werden, um die M&nsel 
zu beseitigen. Dabei wire zu beachten, dasa alle Zinbznde 
entfernt und durch Rahmeneinbande sach— und handwerksze- 
miss ersetzt werden, 


Auschwitz, den 30-iei, 1942 


(eet 


{-Oberscharfiihrer. 


Kenntnis genommen: . 


ae oe den 30.5,42 


4s tuf.(S) 


Eingang: 
3 0. MAT 1942, 


Document 176: Report by SS-Oberscharfiihrer Pollok of 30 May 1942 on the dam- 
age to the chimney of Crematorium I at Auschwitz Main Camp. Source: RGVA, 
502-1-312, p. 64. 
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Standfestigkeitsberechnung ae 
« ' 
eines gemauerten Schornsteins 14 
vonh= 25 mHdhe Ober Gelande und 21, 1420 m oberer lichter Welte. ; 


Buher, Zentralbauleitung der Waffen SS und Polizei in Auschwitz 0/s 
Bouurtermehmer: 
Bauewt: Zager Auschwita Daretkesselnummel 


Der Schornstein dient sum Swtriebe einer 


Berechnungsgrundiagen: aos 
Grundlagen fir die Ausfcheung freistehender Schormateine DVN 1054, Bint t-2.u. DIN 1057 (Ausg. 1940). Erléuterung 
Ges Vordeucks in: MH. dahe, Die Fabrikschorateine, 6 Auflage, Verlag Ono Hammarschmidl, Hagen i, W, 1940. 


Abmessungen und Baustoffe: (vgi. acliegence Zeichnung Nr. ween 2) 
Schott 
Schatthalbmesser | en ae °, 60, | Unterer innerer Schafthelbmesser ¢ . ~0,85,, 
an der Miincung | anthan Ry 0088 | Unterer dutyerar Schatthalimessar R . . be OD m 
Die Schafththe hy... Steel m _Die Halbmesseezunahme tir 1m Héhe betrigt 9204... 
Moverwerk: hi, 22 3 2egel; Ziegel-Druchtestigh.- 0,250 kgiemt; Maverwecks-Drucktestigh: 6, 7 kgiem? 
Maverwerk: h", -Ziegel; Ziegol-Drucklestigh: 0, keg/cm?; Mauerwerks-Drucklestigh: +, kg/cm? 
laut Beil. Prifengrzsugnes. Méctelmischungsverhiltnis: ~  Raurnticle Zement 2 — Ri Kak zu 22 Spi. Sanct 
Mauerwerks-Raumgemicht: 7, —1809 kg/m?; gréftte zulissige Orucksparenimg: 0, 2.) : 7 kern?, 
Moverwerks-Raumgewicht: y~ = kg/mt; grifte zuldssiga Druckspannung: ¢, hegiem?®. 
3 ee .  Guadrat 
Hahe: hy = ” : echyee: 
Neuineas egal Quarschnittstorm; eines « 


Ziegel tfesyakeit: 9,= 150 _giem*; Maverwarks-Druckfestigkelt: «= 7 talem?; Mértelmischungs- 
vechiihinis:~? Ril, Zement 2 ~ Ril, Katk zu REL. Sem; Maverwerks-Raumgewicht: 7 _1800 kg/m; 
grofite 2uldssige Druckspanming: «4 = 7 kgfem* 


Grundbey 
Form der Schlentische: TM; Tete: hy S66 mm; Bauatott: Beton, Mischungsverrsiinis — 236 
Maverwerk: no: = -Ziegel, Mévtelmischung — Liailg 5 Roumgewicht: 7 — 1800 kg/cm’; 
grohie ruldssige Druckspanewng fir Maumrwerk: 24,4, 20 kgiém*: desgl. fir Beton: sy... 25 kale. 
bollermantel 


Hahen; 4960 =| 22 


12 t 5 ., | eM | m, | ", 
gomeigee es | iz cn, | “T9. cm | on, tr 
. ano ~ ? 
Boavesterlt : Normaizie;si*2"" Raumgewicht: 7 = bebe kg feen?, 


ts gnc Beier: & fr die Gewkhie von Schell, Socks! und Putter, C Ir Gd Lagertugen, D lr die Grundbewotie, E fly ge~ 


tlretehie Guerschovtio bei Binftiwurg ven Puche- oder Rienstinmengen. 


Erlauterung zur Berechnung des Schornsteins: 


| Gewichtsberechnung. Das Gewicht einer Tromenel (Schatt- oder Sockeliall yor gleicher Wenddicke) ist 
Genid sR +0-4 kg 

wobei d die Warddicke, die Trommethéhe und Ry und ¢ den Suberen aberen biw. inseren untnren Tro 

Ro Ravel amae Auherdem ist bei Kreisquerschnitt x — = = 3.1416, bei Achtecken x = 3.394, bei 

Qeedraien x 5 


. Wh fat h (in m) die Schomsteinhéhe dber Geltinde, dane iat die Wirdlusl, herogen out 
1 om? Achsschnitifiache ~ = 120 4+ 0,6 - & (im kgim?), 

fst feener bei rymden Schoensteinen o = 0,67, bei echteckigen n = 0,71, bei vimreckigen n = 1,0, dann ist 
der gesambe Winddruck auf die Sdule W = mw > F und das Winddruckmemant M = W - s, ween F die 
eee Querschnittfliche und s den Abstand dez Schwepunktes dursulben cbar der betrachteten Lager 
fuge bezeichnen. 


Nechtrveh, euch euseeuuweas, verboten. fvikuserungen Gary sind enthatian in late: Die Fabnksctormnion: = Auflege 40 
Yering Oro Howererscherd, Hoge | Wear -" min 1 
sg 7 THR. 44, 


Document 177: Static calculations for the new chimney for Crematorium I at 
Auschwitz performed by R. Koehler on 20 June 1942. Source: RGVA, 502-1-316, 


. 44-46a. 
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yd 
Rauminhalte und Eigenlasten 
. es Schon Ansee fOr gen Resmiaheit, 
a : - = a ren 
toh. Vordrect’ a, Eeibetestoat | nme {9S seis 


Absata I. 2x0,25(0,84+0,85) 

Sockel 4x3x0,58(1,22+0,90) 
Isoliermantel 

Mauerwerk 4,08x0,12x12° y 

Schamott (4,08x0,12x4,6)+(0,9x0,9x0, 12)+ 


+(0,58x0,7x0,6x4) 


werk! x 
Pandomentmavet—4x1 ,6x0,58x(1,41+0,935)—(0,6x0, 7x 
--- |xo;51x2) 
Pundeamentbeton 3,6x3,6x1 


Inegesamt: | Go 


7 Sere asec SSP ea: 


| ma 


Document 177: continued. 
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Berechnung der Fugensponnungen Cc 


; 


Far jeden Schornstainquerschnitt ist h che Hohe des davtibarliegenden Schornstuintetes in m/ i 
Fur die Mindung des Schomsteines at Ry = Op84m, 1, = 060m , 


a ee a 


Unterer dufyerer Halbresser 2 in m (o, 04x12+1 — - ¥. 09 
Uniterer innarer Halbmesser 6 in m 1,090 ,25 


1. Gemicht G dar dur Fuge in ba 41 2x0 ,25( 0 ,84+0 ,85 )x1800436 ,504 
2. Windlest Win tog 25(0,84+1,09 )x12=2,895 
"Windlestmament Mi in eo (1,09+1,68 jxlz“=16 753 
Ausschl. des Druckeittelpunkias: ‘ 
a= ps am 6504 a 9,45 
4 Der betracht Quernchn F in eal 4(1, 09%=0 05") 5 = 52 1,88 
. Kieinsia Kernwelte & in m - »236x1 09) 142252 Jno, 42 
Haan in des Somat 155x1,09+0,54x0,850,89 
Da a kieiner ist che, sit ha Beingung i, dah ch ia Fogo st write oe be ur uur Schrverpamidaches 6lfran. 


. Pressung du 
= =—G: on 10 fm byes? BBoC 1,94 


His ome (1 +2) 494, 142488 4,01 


in kgiem “=—%& (1 _ i) 


Grote Kantenpress.in kg/on? 
2445-0482 & 
mete) 4.0140,14( 4 ag~0,42) “400 


. Zuléssige Kantenpress. in kg/cm* 
ag = OAO ty + GASH WgART40,15x12 = 4,60 


.94(1- S442) = 0,14 


3, Aussch, des Druckmittelpunkies: 


Mm. 
em ain 


5. Kininsio Kermweita & in m 


4. Zulissige Grite des Ausscty 
- soahe Korn Kernweite « _—, 


—— (49 1,62(165 45 4 


rege Je" =a —¢) aie 


49-0,45 )2_ 
=< 2)" 3. 


= 4,45 


Document 177: continued. 
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Beonspruchung der Grundbausohle 


Tiake des Grandbeves hy = 2,60 


Durchensssor der runden oder Absiand rweier gegeniber- : 

Thegander Seiten ler eckigen Gasxiplats D = ' 3,60 
Fische der Grundbauschle F, — 14,96, 
Inhalt des Grundbaues V; = 20,16 obm 


ws Sehadlgenichd = 36 ,504,- hal oe Promie t= 5 et 
Leergewicht = : i . + Rat nh, wenn th die Hone 

Gy = Inthe Behilter LS ? ae bard dar re 

G, = Sockeigewicht =, 17,406 ,~ 

G, = boliermsntel — 16.265 ,- 
«Gy = Grendbeugeetchs = 41,472 ,00 
o = 1s ed or FEL. 
2 Gesomt-Schersteegech E © - _ 241.647, 00 
3% Windmoment, berogen aut die Grundbeuschie F 

ke fe 26 va7e+8,8(2. 895+695) ° Che ime 
35.815 


- ¥ ‘ 


4. Der Ausschlag des Druckmittelpunktes von dar Mitte ist: 
Mm, _ 35,815 
“SG ~1I1 647 
5. . Die Meinste Kernweite der Grurcipletin ist: 
ae 0,118x3,6 


. Da a << ky, hebt sich die Grundplatte nicht ver Boden ab! ; 


Ta te 
T1647 


_ Gin 11 
= Flin mi. 7000 “TE5too | 
7 Randspanmung an der Windachattonygites o 
ay = % (t + z) a 0,86(1+5 rd) = 


Art des Bougrundes: 


Zulassige Bodenbesnspruchung: ©, 


Erkldrung 

Bauberr und Bauaustihrender Gbermehmen die Gewdhr datir, da div in dee Standtestigkeltsbarecheung einge- 
sehten Gewidvie mit der-Wirklichiceit Ubereinstimman und die ru verwendenden Baustefle hinsichiich Ser Gale 
und Fahigkeit unseren Angaben entipewchen und technisch richtig angewandt warden 


Myslowitz 20,Juni 42. 
den hd 
Dee Bauunterr, 


Ing. Robert ahs } 
Souunterneh 
Myslowit 


4 = et suneiss | 


Document 177: continued. 
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Schonsieh wan fim hihe 


fe 
Ge Zorie-Baiweiteg 
cs oer Wifen-34 u Pabee! 


Ausotmny Gi A 


Soe 


- | 


Document 178 (top and bottom): Drawing by R. Koehler of the new chimney for 
Crematorium I at Auschwitz for the Central Construction Office. 20 June 1942. 
Source: RGVA, 502-2-23, p. 17. 


Quorschnit Js 


. Overs #-% 


Bp = = evita 
SM REL ELS 24 ist fl) 


rei is 
| i) 
; rauuee | PP RY, yz, 


Mysiowiie, den 2c. juni 


Jemhalbeulefueg curt - 7 
14 Poon) Aavchevits ( > 
Lt = 
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oe hie ate Avira - Beaute: Fung 


wut Patios 


Ardamele he ht Borat Bat 


Document 179: Drawing by R. Koehler of the flue ducts to the new chimney for 
Crematorium I at Auschwitz for the Central Construction Office. 11 August 1942. 
Source: RGVA, 502-2-23, p. 18. 
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BAO APR Let - 

. AM. 4, 

Cl, esr stin he: 6. 46Y2 
ton m1 tte: MW Le loye, 


ve 


leoaatr teeing Luterke'le 
US We Pane _ 489 et 
ian pte r - 490 a 
a. F f 
tL heap 4 do. 
Leatomesl,: $§99 L483 
Aoiuolrerbrn tah 
Lipson Stig leegelstent 
bee wi Ieyttalt. 
foo Yat ee 
Sia ke Be, AMthiy ene 
vo F40 te Bar. Vere te”, 
“$s ‘Be a fa 
$M PEA Le 
é ha MAL ONO 
‘a / "S éf , 
4 MAE, Me ag 
, af 
3 t belly Meath bape 
&P hr aly tnt 
y acl ' . 
4 
oC M8 , 


fililuee. 


Lop tee in 


ee 


-y ~~ : 
Wile fe ce oe, LELL LTE fe? 


SLE Al «EO 


hit atthaze : 3 ets PARRA 
= 


Document 180: Summary of labor performed during the construction of the new 
chimney for Crematorium I at Auschwitz Main Camp (Schornstein-Krematorium 


BW. 11). 7 December 1942. Source: 


RGVA, 502-1-318, p. 5. 
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Brted.Nr. av /42/Po/la. 


Bericht 


des }}-Obersoharfilhrer Pollok in der Bigensohaft 
@is Sachbearbeiter flr baupolizeiliche Angelegenheiten, 


Bei der baupolizeilichen Uberwaclung der Bauarbeiten em Krematori- 
um wurde festgestellt, daf der alte Schornstein in der Horizontal. 
sowie Vortikalrichtung neue Risse erhalten hat, die sum Binsturs 
des Sohornsteines fuhren milssen, Dieses ist darauf curticksufihren 
da8 der Schornstein weiterhin tiberniissig beansprucht wurde, trots 
dem die Zentralbauloltung der Waffen—}} und Polizei mit Schreiben 
yor 4.Juni 1942 Bftgb.Hr. 8195/42/Po/Qu. an die Eonmandantur des 
E.L. die Bentiteung desselben verboten hat, 


Ich bitte den Dienststellenleiter der Zentralbauleitung die wei~ 
tere Bentitaung des Schornsteines ‘erneut gu verbieten und veran— 
lassen gu wollen, da3 der Schornstein sofort abgetragen wird, 

da sonst unabsehbare Folgen entstehen kUnnen. 


Auschwits, den 6,Juli 1942 


k fe Lu if- Watnfll] te- 
be }s y -Oberscharfiihrer 
Ke 4 genommen: 


#~-Haoupteturmftihrer (S) 


Document 181: Report by SS-Oberscharfiihrer Pollok to the head of the Central 
Construction Office of 6 July 1942 on the danger of collapse of the old chimney of 
Crematorium I at Auschwitz. Source: RGVA, 502-1-312, p. 31. 
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13, Atguet 1542 


Bftgb. - Mr. 41775 /42/K4/ma F4/ 00 


Betr.: K.L. Auschwitz, neue Schornsteinanlage Krematorium 


Besugt arta ago eae gwiechen H-He tut, (8) Bischoff und 
WeHatuf, Mulka am 12,8,1942, 12 


Anlg.it-.«- 


Qn die 
Konmandantur des K.L. 


ere re te 


Auschwit«s o/s, 


Auf Grund o,a, Telefongespraches wurde der Kommandantur mit- 
geteilt, daes durch das zu rasche Ausheizen der neuen Schorn- 
steinanlage des Krematcriume ( escgind alle 3 fen in Betrieb) 
bereite Schaden am Mauerwerk aufgetreten sind, 


Da die Inbetriebsetzung der 3 Verbrennungsifen noch vor Ere 
hiartung des Kaminmauerwerkemirtels in vollem Umfange erfolgte, 
muss jede weitere Verantwortung fiir das Bauwerk abgelehnt wer- 
den, 


- Der Leiter der albauleitung 
der Waffen-} oOlizei Auechvitz 


-Haupte turm: er (S) 1 


Document 182: Letter from the head of the Central Construction Office to the 
camp commandant of 13 August 1942 about the damaging of the new chimney of 
Crematorium I at Auschwitz. Source: RGVA, 502-1-312, p. 27. 
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42 045 /43/Ri1/Co 


Dotr.: HSaracken fiir die politische Abteilung - Se.92 = 


2 wnliche ache exricchen Ustut.Grab: 
Eesuss sr ne) boag nei he co robner: und 


Anlret keine 


4n den +eiter der 
3-Standortve 


ide Nieni;e Slenetetelic tetls : ft, dann dur Stnaade 
“plats dow Sciten Popneken fur d4e politicsin: abtellais, inobesone 
Goxe Ger Selnwizer Luracte, von der Voraussetsun, ausgclend fect~ 
cocetet rurde, daas des Rxresatorzum I ocinen Retrich vollntilindis 
canoteLion wiri, wie dies auci vei dor own. tekeprache von 
$3-Uotut acchner Verpichcrt turcc, 

Gachdem die -rociten en den liernexen Past becndct 
sind, -vrde foctgesteilt, duvs das Krematoriun trotzden neucr= 
Cines in Detriet poueccen sae, 

Tie lvichte Sntclindberkeit dicoer Eeumerke verlane 
gen dio fussorbetriobsetaung des Xrenatoriuns- I, widrigenfelis 
fiir eich dernus ergobonte Foucrschiden jece Verantrortuns abso- 
lehnt wéréen mica. 


as Taber cox 


F htrolovlaituns 
cer effcnet. : “am 


coldso4 fucchsita 


6 =-Sturnbonatilweor 


Document 183: Letter from the head of the Central Construction Office to the head 
of the garrison administration of 16 July 1943 regarding the suspension of activi- 
ties at Crematorium I at Auschwitz. Source: RGVA, 502-1-324, p. 1. 
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_ Lagerskizze. ~ Malbstab 1too08* 
ca -Ketegsoefangeneniager. ler ealce Hf in. Qe 


‘Hewgolant -Hayshall anal Bauer Qi 
del pet erfelde-- West - 


an} 


OOO DONG. 


qi 


c—| =j=—= = 
=F aja 5 
cma] Lame Ea — Se -— 
= o,oic 
= aja oa 
= Sic 
= =(= = 
= o{[m = 
— i~zlo 4 
— as _jpo — 
am ed i, t= 

= a= =. 
=: s/o 


aia al 


a 


uit 22259 


- 


Document 184: Drawing of the Birkenan Camp. October 1941. ( TaeBion sketch of 
Construction Objects BW 21 and 22 “Einfriedigung”’, fences). Source: RGVA, 502- 
1-235, p. 13. 
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; inca praitea temeate 


le [bp 


~ renee ee rte 


IIQ0000. 
QMO 


Rd SHE SRS ap 


MOOD 0N 0 ee 


Document 185: Section enlargement ah the “Lay-out plan of the PoW camp at 
Auschwitz, Upper Silesia, Plan No. 885,” drafted by SS-WVHA on 5 January 1942. 
Source: RGVA, 502-2-95, p. 7. 
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Ue Gr 
J.A. TOPF & SOHNE 


A-S$ Cu twne€e W 


—_——— « 


at luring Au scr a | 
cope GEGA, aaty twit 
ae coos op 187 A Eingange-. a 2. 


see con 
StAUOT & HuNOrUS 


‘an die : r dee oar} 
“he . NEU. aS | 
Bauleitung der ieffan-SS Abtigy | Abii. | 
und Polisei, ead 
7 So 

Auschseite /CemSe URT, 4-11-41. 
roirteecn 
PADRE UNO VERWaL TUNG 
OLETSESTeAtTT Ty 

= : hes. 

wMrewrr ome SEICHE Re WMSTRL et (Ceumd. 


Ihr Schreiben v. 22.10.41, Brtg.-Nr.215/ D Iv/pr 
Bestellung von Topf-Drei- 41 Ho. 

muffel-Ofen, Sauseuc-Anlagen Auftrag Nr. 42, /2249/2. 

und Topf-MiUliverbrennungs= — 


Ofen. 

Wir danken Ihnen bestens flir den uns erteilten Auftrag 

auf Iieferung von 
Bauchkengl~4plage. 

Den Auftrag nehmon wir an aufgrund unseres beiliegenden 

Kostenanschlages und dessen Bedinruncon zum Oesamtpreise 

vou 237 e>>+) 

Unsere listerunsgs 

8) Piir die § Topf-Drelmuffel-Binischerunze-Ofen die fcesamten 
Schamotte- und Isoliermaterislien, die zuG- und sohmiede- 
eisernen Armaturen, die Druckluft-Anisgen mit Kotoren 
und die Kosten zweier Monteure fiir die besufsichtigung 
der Bauerbeiten. 

2p apm 6 as, bee co) 


Document 186: Order confirmation by J.A. Topf & Séhne to the SS Construction 

Office at Auschwitz of 4 November 1941 regarding 5 coke-fired triple-muffle cre- 

mation furnaces for Crematorium II at Birkenau with auxiliary equipment and a 
waste incinerator. Source: RGVA, 502-1-313, pp. 81-83. 
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m0, ©. 4 1, CHM Coty 


‘@W JATOPF & SOHNE ERFURT wile. waaay 
EMPFANGER Bauleit der Waften-8 und Polizei 4.11.41, -2- 
eitung der en- un sei, 


b) Die 2 Serg-Rinfiihruncs-VYorrichtungen mit Verschiebe- 
wagen, einschlieSiich der Schienen-Anlnage fiir die 5 
Stiick Eindscherunge-Ufen. 


¢) Die 3 Topf-Ssugsus-Anlagen mit Kotoren und die Monteur- 
geatellung sum Finbau der Anlagen. 


a) Fur die Topf-Milll-Verbrennungs-Anlage die gesamten 
Schamotte- und Isoliermsaterialien, einachlie@lich der 
gua- und schmiedevisernen Armaturen, einschlieslich 
Stellung cines Monteurs sur Beaufsichtigung der Bausarbei- 
ten. 


' @) Zur Rauchkanel-Anlage die cesamten Schamottematerialien 


und Stellung eines Monteurs. 


Bauseitize Lieferung: 

Zu den Gfen und der Rauchkanal-Anlage aie gesamten Uaver- 
materialien, wie Ziegelsteine, Sand, Kalk und Zement, deren 
Mengen sus dem Kostenanschlag su ersehen sind, sowie auch 
die gesamten, schmiedeeisernen Verankerungs-Eiaen kostenlos 
fiir uns. 

Ferner stellen Sie unseren Monteuren ohne Kosten flr uns 
geniigend Helfer sur Verfiigung. 


Die von uns vorgesehene Bauseit fiir die Anlagen darf 8 Wo- 
chen nicht tUberschreiten, da wir die Stellung unserer 

leute nur flir diese Zeit berechnet haben. Sollte die vorge- 
sehene Esuzeit liberschritten werden, sind die abgeleisteten 
Stunden im Tagelohn su verrechnen. 


Da die fortgeschrittene Jahresseit den Bau der fen in 
ungeheizten Riumen nicht sul4ast, so wollen Sie fiir baldige 
Erstellung dea Ofenrsumes und fiir Heizung desselben Sorge 
tragen. 


Document 186: continued. 
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@ UATOPF & SOHNE ERFURT TS BLATT 


4.11.41. = 
EMPFANGER Bauleitung der Waffen-SS und Polizei, 


ite /0.-5. $3 


Tieferzeit: 

Die von Ihnen gesiinechte Lieferszeit von 5 Monaten fiir die 
Gfen werden wir versuchen einzuhalten. Dabei ist Voraus- 
setzung, daf in der Materialbeschaffung reine Stockung 
eintritt und uns keine weiteren Arbeitskrdfte entzogen werden 


tir benttigen 6 Frachtbriefa mit den erforderlichan Ver- 


, merken Ihrerseits, um deren baidige Zustellung wir Sie 
bitten. 


Wir bitten, dafiir zu sorgen, 4a5 die Bekanntgabe einer 
solehen tiber 17 600 ke schnellstensa erfolgt. 


Zeichnangen: > 

Fir die Erstellung der Ofenfundamente sowie sur Anferti- 
gung der Verankerungs-Zisen erhalten Sie von uns in Kiirse 
die erforderlichen Zeichnungen. 


Der Gesamtplan mit eingezeichneten Cfen, Reuchkans]- und 
Entliftungs-Anlage, desgleichen eine Ofenzeichnung des 
Dreimuffel-Ofens liegt tei. 


Ausfilhrung; 
Brviihnen méchten wir, dai di¢ Lintscherungsxammern in den 
Ofen jetzt gréger gebaut werden als bei den bisherigen 
Ofen. Hierduroh wollen wir eine griSere Leistung errei- 
chen. Aus dem gleichen Grunde haben wir such statt 2 
Saugzug-Anlagen deren 3 vorgesehen, dsbei aber such bertick- 
sichtigt, da& gefrorene Leichen sur Bindscherung gelangen, 
die mehr Heiazmaterialavfwand bedingen, wodurch die Abgasa- 
menge sich erhSht.- Wir sichern Ihnen die Eratellung 
einer sachgemiiSen und gut arbeitend age tu und empfeh- 
len uns mit 


Knlagen: 
L Kostenanschl. 


2-fach, 
Eigsenauftet1 } ¢ 
; oes ; msD 39 o9l, 


59 090. 


Document 186: continued. 
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/ 
Ae pirtrt— , 
4 
is4 
Bitgetr. MS /42fer/ia. fC 
Aktenvermerk 
Rete {upenenhes $ ven Overing. Trifer der Pa, Topf u, Sthne 


besiiglich Ausbau der Binkscherungesanlagen im K,0.1L 
Testes welt 7 


Yorgang: Herr I Prifer sprach an 19.8.102 we 14,00 Unt bet hie- 
siger Dienstetelle vor, um Uber den den Einbau’ von 5 Sttick 


e 5 Muffel-Bintecherungetfen im Krenatoriuz dee K.G.be und 
Kouanlage von 2 Stick 3 Muffeléfen in einfacher Bauweise 
it. Plan lr. D 59 - 570 und Hr. D 59 599 die erforderlichen 
Einselheiten su besprochen, 


Hierbei wurde folgenden fentgelegt: 


1.) Spitestenn 26. - 27. Auguet trifft der Monteur Holtk aus 
Buchenwalé hier ein, der Monteur Koch in oa. 14 Tagen. 
Mit Gem Aufbau der 5 Stiick 3 Muffeltfen in K.0.L. wird 
sofort begonnen, Die Fa, Kehler Myslowits flhrt dis 
Ausnauerung der Ofen und Richse , sowie édie Brrichtung des 
Schornsteines 1t, Pliimen und Angaben der Fa. Topf u. 
e B8hne durch, ‘ 


2.) Sesliglich Aufstellung von je 2 Dreinuffeltfen bei den 
*Badeanstalten fiir Sonderaktionen" wurde von Ing. Prilfer 
vorgeschiagen, die Ofen aus oiner bereite fertiggestell- 
ten Lieferung nach Mogilew absusweigen unt wurde so- 
@leich der Dienstetellenleiter welcher bein j}-Wirtechafts- 
Verwaltungshauptamt in Berlin anwesend war, Biervon | 
tol. in Kenntnis gesetat und gebeten das weitere veran- 
lassen su wollen. 


3.) Bextiglich Brrichtung eines 2. Krematoriune mit 5 Drei- | 
muffelifen, sowie Be- und Entltftungeanlagen mS erst | 
dae Brgebnie der bereits laufenden Verhandlungen ait | 
dem Reichssisherhestehauptast bestigl. Zuteilung von | 
Kontingentetabgowartet werden. 

~~ 


Document 187: “File memo” by SS-Untersturmfiihrer Ertl of 27 August 1942. 
Source: RGVA, 502-1-313, pp. 159f- 
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fin 


Pa 


4.) ‘Nach Auschwitz worden von der Fa, Sopf u. Sthne 
irrtiimlich die Teile eines Doppelmffel-Binischerungs— 
ofens geeandt, welche jedoch fiir Meuthausen bestimmt 


waren. ~ 
aia. TB Prifer schligt vor, den Ofen hier sur. Aufstellung 
of mu bringen, Die fehlenden 2 Einfuhrtiiren und 2 Asche- 
—- entnalmetiiren kimen.ingwiechen der lieferung der 
Lud, | 


5 Dreimutfel-Binischerungsifen entnommen werden, 


5.) Die Schiiden in dem neu gemauerten Schornatein fiir das 
bestehende Krematorium wurden -gemeinsam mit Herrn 
Kthler und 4-Unterscharfthhrer Kirachnek besichtigt, und 
die su ergreifenden MaSnahmen besprochen, — Da dae 
Schornsteinfutter infolge der grofen Hitze arbeitet, 
mus es oben frei durchgehen und darf nicht mit dem 
Aufenmantel fest verbunden sein. 


2 


6.) Am Donnerstag den 20.Auguet 1942 wurde gemeinsam mit 
}-Strm, Janisch u. Herrn Kihier die Baustelle des 
5 Dreimuffelofens in K.G,.l, besichtigt, und die erfor- 
éerlichen Eingzelheiten durchbesprochen, 


7.) Ing. Priifer bat um schriftliohen Auftrag tiber die 
Iieferung der 2 Stick 3 Murfel- und den Doppelmuffel- 
.Einischerungsofen, sowie um baldige Mitteilung, 
ob die Ufen der Lieferung Mogilew abgegweigt werden 
kénnen, 


LEE ke heb, 6.) Jum Antransport des fehlenden Schamotte- und sonstigen 
Kew Perfor Serds'dMaterislea sind der Pa. Topf u. Stime sogieich 10 Fracht- 
taney bricfe oe a: 


L Phi ire E see Ripe 
ot othbef, 


4-Untersturmfiihrer (8) 


Auschwitz,den 21,August 1942. 
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Zz - Zenfral-Bai® ims 
Der dBafon-er vu. poze 
Hauptamd Aufgupis, GIS. 

Betrifft: $F-Newbauleituns HK. £. Mafeheniee 

Gaushalt K.£ 194.3, Rant. 2496/To (sen) 

uy 238) me 


we K. G.1L. 


Sehlupabrechuung 


er Soe 
Zerichtuns vor 5 Stick Tretia 2el-Mintecherussstfon 
der Firma 


TW, Beg 


Document 188: Final accounting to J.A. Topf & Séhne of November 1943 regard- 
ing the construction of 5 triple-muffle cremation furnaces for Crematorium II at 
Birkenau. Source: RGVA, 502-2-26, pp. 226-228. 
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jentral-Bauloitung 
der Wa,jon-§h u. Polizei 


Bauvorfaben 


4 2 (Seu . 
Saushalt: Bek dod Gop: —'. 1 ay svete 


Bauwerh (BW); 22. = cemetorium IT 


Bauausgabedudy) Seite: tee ORE é7 . 
Autir ae, 
Schlufredinung jum Verfeag Ne. 75+: 

Sastone com 22210641 Gunme 29K. 21+237»— 9 
Nadirag vow CN UE ot ete 
Nadirag vom ——____....___... Summe, BI 

Nadhirag vom a ee Lok bie 
RNadirag vom... __......... — | eee en ee 
Nadlrag vom ~ Came: AIR 
Nadchirag vom . x Gumme RM 
RNadirag vom = Gumme RM 

Nadhlrag vom > Gumme RM = 


Summe der Schluprecynung (interbefeg3) . . . . RM _..47+532.- 
bierauf jind laut bdeigefiigter Sufammenfiellung geleijte: an 
Ub[ehlagsgzahlungen (Unlerbeleg 1). . 2... wm 40-000;,— ~~ _ 
= 
mithin ___fs5329— ausgugahlen. 


3m Garanticleiftungsverjeidynis vorgemerkt Seite: laufende Tr. = 
Richtig und jefigefteit! 
suscawis oth r : 
SUSCcdwivzZ ben 11.Uovenbder : 1973 
“er Leiter der Zentralbauleitunsg 
Ger Jjalten=;} unc Polisei Auschwitz 
75 
_ Kenta oe 
‘ vu Le 1 = 
44-Gormbiatt — Seu — 15 - Gdhlutreanung jum Vertrag*. woisereoss lectctraharet Kissed (ISH) Dias 
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Derjeicynis der geleifteten fAb(chlagsjahlungen 


wre fe 
TT5/41 


sum Berteag: Me. 
ws 


Lanfende Unmeifungs- 
tr. Datum 
Geite 


Bauausgabedudy 
i Str. 


| 
| 
4. 13.42.42 i ae 
ae 17.9.42 1 1 
| 
| 
$4 < Farm tintt — Rew — 18 Nerserchonie her Obihlonciahlinnee= 


U-Beieg | a 


Deena Tes: continued. 
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Sonstali. Sw (, edemgsiahe 19 Ky ; 
Die Kaffe ber Bauinirettion bee WWeffem ff mal 

Polizei Reich - Off, wi 

ben Betrag v0 


_~ 


— sink sil = te pa vecbudi 


hei se op UGB. sibel, Aineaabe ome 


6 | Se pee _ 
nde’ ie pveuket . wth 


ei ee 
Jt ‘by 


ginmeore LSD yt 


dusqace 


gu. a.3.Sere_9 ac WET banat 
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- ' * 
=> Jentral-Bouleiten 
~ ber Wajfen-o% u. poli; 
Houplamt i 
Betrifft: $f-Newsauleitung K. 2. Mofapele 
Soushelt KL 194.3, Stapt 2157 (Bou) és 
wa: 398 owe YY 
63, Ae 


"at 


Schlupgabrechnung 


liber 


Errichtung von 5 Stiick Dreimuffel-Eindscherungstfen 


Der Firma 


a 


JA% ope? £ Sthue 
Er tur t,Dreysestr.7/9 


SES, 143 


Document 189: Final accounting to J.A. Topf & Séhne of November 1943 regard- 
ing the construction of 5 triple-muffle cremation furnaces for Crematorium III at 
Birkenau. Source: RGVA, 502-2-26, pp. 211-213. 
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jentral-Boaule?tung 

ber Waffen-5 u, Usiissi 

Bawvorhaben fen i95 b. Palize 

Saushatt; 1943, gap t/79_ ays on) 55 
308 = rersine re 
Bauwerk (BW): 22% = Te ee 
uy 


Bawansgabeoud) Geite: K.&. i” ' 


Avftrag 
Schlufredinung jum Berteag Me. =7+ 
Bectvog som 25210282 iia a 53.702,- 77 
Nadtrag vom ——________ _ Gumme HM .......... ‘ 
RNadirag vom SS ae 
Nodlrag vom — Summe AM oa 
Nadtrag vom recnaacettie Summe AM... 
RNedlrag von _ Summe AB. 
Nadtrag vom . Summe AM 
Nadhtrag oom j Summe HI 
Nadtrag vom 7 Summe AIM 
mm ss TOE 
TE ee 
Summe der Schlurechnung (interbeleg3) ... . RM 52+ 702,- 
Sierauj find tout beigejigter Sujammenjtellung gelei{tet an 
Ubjchlagsjahiungen (interbeleg 1). 2... 2. pip 32.500,-» 


—_—_—_—_— _ 


mitin mod) Ron 21.202 9 Haussusabien. 


Sm Garantilelfiungsnerzeihnis oorgemerkt Seite: laujende Wr. 


Richlig und jefigeftellt! 


suschwitz ba 11. 0venver 19 43. 


—e LO 
$4-Gormbtatt — Sax — 13 + Gclufregaung jum Tertrag *. Woserhars-tecansteroi Kescet (TMI) Dead 
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Uerjeidinis der geieifteten Abfcylagsjahiungen 
jum Beeteag Me. °° 


t bet 2 
Raujende Unmeijungs: mw 308 Kajje«Beleg 
Tr. Datum Baw bebud) é = Mr. 
Seite ‘Tr. 


te 4.12.42 ; 1 27-000,- 
cs am Ses | 21 T | Shes 
32,500,~— 
i = 
| 
| 
| 
! 
f 
A - * 
$4 > Formstart — Bau — 16 _Decyeichats der Uhlags joblergen* WairerrsenBeshdriahere: Kemet, (1041) ul Beteg Ne. :_ at 
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5: wan. h4 
Hpanebaie ~ 4 f — 
Die Safe vx Brinton be Waffen fh sat 
» ¥ id » Oft, wird angemicien, . 
Polizei Reid "H2OL fe —— 
: re 


ansyajablert iy mie felgt yo verbuchem: 0 
= , 00 
in Unsaabe PY RLELLA. q 
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) tba chrift wie 

¢ hohere 5 penesenmewenoen Rrakau,den 16-Aug-1943. 
izeifiihre Aussenringl1l5 

wond Polizeifuhrer shee a 


Generalgouvernement 
SS Wirtschafter 


2+ oe ee 
a-s— 


Retr. EZindscherungsofen fiir krenatorius 
Bezug Machu, ay $9 Whihalafrs - Mecathiey Laigpbasiihe 


us, 4.» Aru 40! F ¥3 


o¢ “ 
rf 
“ 4 t ; 
“ g 7 ” “ 
“a u in = 
a et *: @ . f 
a y 

” ye 2 
“ o @h st Qyalate 


Zhiory AP w Lublinte 


Document 190: Copy of a letter from the SS business manager at the Higher SS- 
and Police Leader’s office of the Government General of 16 August 1943 regard- 
ing TOPF cremation furnaces ordered for Mogilev (one-and-a-half 8-muffle furnac- 
es). Source: WAPL, Central Construction Office, 268, p. 132. 
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Trauniki, don 8. Sept. 1943. AGF 


Betr. Binasche rungeofen fiir Krematorium 

Bes. Vertciler deg SS firteohafters in Erakau +.16.8.438. 
tz. 6/8 C8 / Ba / Ma/ bs. 

Anlage: 1 


An die Zonotralbauleitung 
der Waffen SS w Polisei 


Lublioa 


we ee ee 


Anliegend wird der Verteiley des 55 Wirtschafters suriick- 

gosandt. Bin Srematorium ist im hiesiged Lager nicht vérbanden. 
Dieser fustand wide berdits Sfters beecastendet. Die Errichtung 
eines Krevtatoviuns ware jedoch dringend erforderlich. Ob aller- 
dings dis dex Ant 0.3 aur Verfizungz stefenden“S¥AREBings chor 


ungs Ofen fur Travfthki in Frage komen-kinnlen ,mise#e you 


dy 


dort ents chieden worden. 


Thiory AP w Lublinie 


Document 191; Letter from the Head of Constructions of the Trawniki Camp to the 
Central Construction Office of the Lublin Concentration Camp of 2 September 
1943 regarding the Topf furnaces of the Mogilev Contract. Source: WAPL, Central 
Construction Office, 268, p. 147. 
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HUTA _. Tagelohnliste Nr. 1 » 


ay. yom - cee ter rte te” a ae J. OGsiv leg ; 
‘pau 2, *, devine arrestee we veiden a oo se le Fie 


Zunamen ae ot Aer 
= — ee 
Pewrh |e ) 
Be | Febder’ | 
Whe| Jeu | # 


i 


Aly Rmth iF 
hug Uetaush ie). 


14,| Fegua 


“9 fete 


e 
t 
o. 


BSS) 
: 


Ar 
Lis 
| 
| 


| 
| 
| 
| 
: 


ye a 
Anerkannt , 
saps &I SEN, - thi ppl H Ham, 


~ “Camationen gegen die Ridnighett des ichaits dieser Liste missen inverkalb ciner Woche geltend geaiacit werden. 


Hes 


Document 192: First list of day wages of the Huta Company for initial work per- 
formed at the construction site of Crematorium IV from 23 September to 3 October 
1942. Source: RGVA, 502-2-54, p. 45. 
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JA. TOPF & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


ijet Cenarintiuner 
Jerbenerungen u. Uroown 


Abteilung Dil 
Sameche Tremipor-ae coer 
Aechonace deant ling vd 
Seay 


Attedung DIL 
Jtugnedame s"90r 
uf wauiee ls Betrede. dase 
trometer. CGruencten ctw 
Abuzeoagen le cae 


jeer uw 
C poonagen 


‘arelonrenpas 


Abteilung EI 
Team anuch) Fontence ogee 
Kable, Aube Creretcan 
serede und oe “moder 
phe gen Jonvtguer 
Abteilung C 


e-.oreryeparer irc be 


hero. 


60 JAHRE 


Bhs 


Kosten-Anschlag 


itl. 


ERFURT 

POSTFACH 

FASREE UND WERWALTUNO 
OREYSESTRASSE ly 


er 
TOPFWwEeES CeFuer 
& 
1 Ie eT ine 


UMSESE ASIZILUNS, 
D/Prt. 
AROEBOT Mm 
40/999, 


HAWSAPPARAT He 
123. 


Datun 


13.11.40. 


Reichsfiihrer SS, 

Chef der deutschen Folizei, 
Hauptamt Eaushalt und 3auten, 
SS-Neubauleitung KL Auschwitz, 


Auschwitz /0S. 


_BSSUeeeceness= -! 


new L KOksbeheizten To p f - Doppelmuffel- 


Sinischerungs-Ofen mit Druckluft-Anlage, 
Durch Herrn Oberingenieur Priifer ! 


Adqasele: Prt?/Hes. 
f 


Cone ae 


30 Seenalabek fur uenngweciniche Anieagen TOPF 
hat Zehrnousende ven TOPF-Fauerungen gelietert. 
Heevertogende sechtigishages Sperialedchrungen. 

Eigene Versuchatotion und feuemungitedinisches Laboratorium. 
Untersuchung van Brennstolien. Asche, Speisewonner, 


Bgene Lehrnezer 


Document 193: “Cost Estimate” by J.A. Topf & Sohne of 13 November 1940 re- 
garding the second ToPF coke-fired double-muffle cremation furnace for Cremato- 
rium I at Auschwitz. Source: RGVA, 502-1-327, pp. 168-172. 
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J, A. TOPF & SOHNE 2 Blatt des Kostenamcilages vom 13,11.40. 3 
ERFURT 
Ww te KL, Auschwitz /Os. 


Arch! Gegenstond der Veronschlogung 


1 |koksbeheizter To p f - Bindscherungs- 
Ofen mit Doppelmuffel und Druckluft- 
Anlage, 


SS SS SS SSS SS SSS SSS SS SS SSH SKS ES SS SSIS TASCA 


wozu folgende Lieferungen und Arbeite 
g@ehoren; 


Fundament sum Ofen und Rauchkanal 
missen bauseitig, nach unseren Anga- 
ben, ohne Kosten fiir ans auagefiihrt 
werden, 


Zum Wagerwerksmantel Ziegelsteine, 
Sand, Kalk und Zement. Die dsesten 
Steine werden zur Verblendung her- 
ausgesucht, 


Das erforderliiche Schamottematerial, 
bestehend aus Normal-, Porm- und 
Keilsteinen und Wonolitstamp?masse, 
sowie dem dazu gehirigen dirtel, - 


Zur Isolierung des Ofens die erfor- 
derlichen Kieselgursteine, Schlacken- 
wolle und Kieselgurmértel. 


Die schmiedeeisernen Verankerungs-i- 
sen, bestehend aug T-, U- und Winkel- 
oe Ansemm, Schreuyben and wut- 

ern, 


Die gu8— und schmiedeeisernen Arma- 
turen, wie: 


2 |guGeiserne Binfithrungs-Tiiren mit guG- 
eisernen Rahmen, Die Innenseiten der 
Tiiren werden mit Monolitstampfmasse 
ausgestamprt, 


gau8elserne Luftkanalverschliisse, 
gubeiserne Ascheentnahme-Tiiren, 
guSeiserne Generatorfiill-Tiren, 
schmiedeeiserne Aschebehiilter, 


wn +S Oo 


Document 193: continued. 
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J, A. TOPF & SOHNE Be Batt de: Kemmnenshicges won LI.l1l.4o. 
ERFURT 
we t XL, Auschwitz /Os. 
Ud An 
he obi Gegenstond der Veranschlagung 


2 schmiedeeiserne Rauchkanalschieber- 
Tahmen, mit Monolit ausgestampft, 
einschiieBlich der erforderlichen 
ene Drahtseile und Gegengewich- i 
e, 
die | erforderlichen Schlirgerite, 
gufeiserne Peuer-Tliren, 
Planroste, 


Druckluft-Aniage, bestehend sus dem 
Druckluft-Gebdlise mit 1,5 PS-Dreh- 
strom-Motor, direkt gekuppelt und 
der erforderlichen Rohrieitung. 


m — 


Montage des Ofena. 


Mosbans gee reiiens zum Beau des Ofens, 

einschlieGlich der Reisekosten, Tage— 
gelder, sowie einsohlie@lich der so- 

gialen Lasten, 


1 | schmiedeeiserne Leichen-Einfihrungs— 
Vorrichtung, bestehend aus dem Sarg- 
einflihrangs-Wagen und dem schmiede— 
eisernen Verschiebe-Wagen mit den er- 
forderlichen Laufechienen. 


Frachten frei Auschwitz /0S, 
Preis fiir den Ofen: Reichams T 133.——; 


Kennziffergewicht: 2 Goo ke BZisen, 
- 549 


1 ty 


5] . 
Unserem Konteur miissén wiihrend der 
Baazeit mehrere Hilfakréfte, ohne 
Kosten fiir uns, zur Verfiigung gestell 
werden, 


3 4 Saree re ' | Se da. 


‘ 


Lief .Bed.A, 60.6.40. 1 000. L 0204, 


Document 193: continued. 
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Verbesserwegen w Urbouten 
bel nicht wirtuchohlicher 
Dompleteugung 


Abtallung OF 


Kosten-Anschlag 


JA. TOPF & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


60 JAHRE 
UNSER ARIEITSCERIET Cron 
ot D Krom ERFURT 
Enteut end Aur! hung . 
vollttnsiper Tauabtee — 0 REES Poem gel SN 


OREVSENTRASSE Ty 


QHArIwoe 

TOPF WEEE Feruel 
Ekeretus 

TUS eh eT ws 


D/rrt. 
mM 
964. 
HAWSALPARAT tm 
123. 
batum; 


1.11.49. 


Titl. al 
Ter neichsfitiver 5&5, 

Chef der Deutach en Poli zel, 
Feuptant Esushalt u.3auten, 
S3-Wecbsulsitans £L 


kauthausen. 


Liefetunz eines koksbeheizten Toop 7 - Sin- 
Back erun=3—Ofeng cit Doppsimeffel und Drack- 
luft-anlege, 


Wedge: ole: Contidiang lL Top ? = 2ugverstérkunge-Anlaze, 
Abteliung OT 

Sertise Trr-22s7Arleges 

Metarade Snowe od 

Eetcsthe= 
ewe Diz 

tahseguedscee | Aclogen Prt/Ees. 

tr indus ore Bade ReAynset: au i 

eed Gar Sl 


De Sparsizbrie Aur fesetungiecinuce Anlogen TOPF 
hat Zehntouserce von TOPF.Feuerungen gebelet. 
Hervomagende secingithrige Spezialeriahrungen. 

Eigene Versuchsitesicn und feverungstechnisches Loboratoria 
Untersuchung vor Srennstotien, Asche, Speiuewossunr, 
Fiorne Lefhatror. 


Document 194: “Cost Estimate” by J.A. Topf & Séhne of 1 November 1940 re- 
garding a TOPF coke-fired double-muffle cremation furnace for the SS New Con- 
struction Office of Concentration Camp Mauthausen. Source: Bundesarchiv Ko- 

blenz, NS 4/Ma 54. 
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J. A. TOPF & SOHNE 2. Blott dex Kostenanschlages vom 1.11.40. 
ERFURT 
w tr EL, Neutheusen. 


ve Gegenstond der Veranschlagung ts 


| 


1 | koksbeheizter fo p ? = Zintscherungeg- 
Ofen mit Doppelmuffel und Drucklaft- 
Anlace, 


vwozu foleende Lieferun.en and Arbeite 
gehoren: ' 


Zum Waaerwerksaantel Ziegelateine, 
Sand, Salk und Zement, Die besten 
Steins werden zur Verblenéung her- 
auszesucht. 


Des erforderliche Schamottenaterial, 
bestehend aus Nornel-, Porm ond 
xeileteinen und Sonolitstempfaasse, 
sowie dem dazu gehérigen iitrtel. 


Zur Isolierung des Ofens die erzor- 
derlichen Kieselgursteins, Schlacken- 
wolle and Kieselsurmirtel. 


| 
Die schmiedeeisernen Verankerungs-Ei- | 
sen, bestehend ens T-, U- und Winkel- 
eazene Ansern, Schrauben und Mut- 

} 


Die ga8- and schmiedeeisernen Arne- 
turen, wie: 


2 | guBeiserne Sinfiihrungs-Tiren mit gua- 
eigernen hahmen. Die Innenseiten der 
Tijren werden nit iionclitstenp?masse 
eussesteanpit, 


eubeiserne Luftsanelverschlisse, 

gapeiserne Asche-‘sntnahme-Tliren, ' 
zuGeiserne Generatorfilltitren, 
schmisdeeiserne aschebehilter, 


schmicdeeiserne Heuchkanalschieber-— 
rehmen ait ionolit ausgestempft, 
einschlizilich eer erforderlichen iol 
lin, Drahtseileund Gecenzettichte, 


Gie | erforderlichen Schirzertte, 
suReiserne Fe-ertitren, 
Flenroste, 


NUNN FS OW 


mM ho 


Document 194: continued. 
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LA 


= 


TOPF & SOHNE 3. Blatt des Kestenanshloges vom f,11.40, 
ERFURT 

Ww le 3h, euthsusen. 

en Gegenstand der Veranschlagung 


lL | Drackloit-Anlage, bestetend aus der 
Druckleft-Geblése mit 1,5 P3_iretstro; 
=otor, direkt gekappelt und der er- 
fomerlichen Sohrieitune, 


Lontage des Ofens, 

Monteurgestellans zum Seu des Ofens, 
einschlieilich der Reisekosten, Ta=e- 
gelder, und einschlis3lich der sozia- 
len Laaten, 


1 | schmiedeciserne Leichen-Zinfihrungs- 
Vorrichteng, bestehend sus dem Sarc- 
eintlihrangs-Wesen und dem schmiede- 
eisernen Verschicbe-Yacen mit den er- 
forderlichen Leufschienen, 


Prachten und Anfohrkosten frei 
Lauthensen, 


Preis flir den Ofen: 


1 |2 op? — Seugezuz-snlage 


fir ce. 4 coo chm Abgase, beatehend 
aug: 


1 Saugeug-Geblése mit 3 PS-Drehstron- 
Motor and Anlesser, mit dem erforder- 
licken Saug- and Druck-Stutzen und 
einer Drehxlappe, die den jaug- vom 
Drvczraun trennt, 


Preis fl die Anlage: 


Unserex iontecr muS wibrend der Barc- 
zeit ein bis avei bilfskrzfte shns 
Eooten fir uns eur Verfiicunz gestellt 
werden, 


Lief .5ed.4. 60.86.40. 1 ooo. L o204, 
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8a_Haftlinge-Reviergebddude. 
"i musen. 


Iieferung eines koksbeheizten 
To p f -Eindscherungs— Ofens mit einer 
Muffel und Druckluft-Anlage, 


wozmu folgende Arbeiten und Lieferungen 
sehiren: 


nach unseren —- ohne Kostpn 

urchgefihrt werden 
Zum Mauerwerksmantel Ziegelatoine, Sand, 
Kalk uni Zement. Die bes Steine wer=- 
den zur Verblendung heraussgesucht. 
Das erforderliche Schamottematerial, 
bestehend aus Normal-, Form-, uni Keil- 
steinen und Monolitstampfmasse, sowie 
dem dazu gehérigen Mirtel. 


Zur Ipolierung des Ofens die erforder— 
lichen Kieselgutsteine, Schlackenwolle 
uml Kieselgurmirt 


Die schniedesisernen Verankerungs-Eisen, 
bestehend aus T-, U- und Winkel-Eisen, 
Ankern, Schrauben und Huttern. 


Die gu8- und schmicdecisernen Armaturen, 
bestehend aus ¢ 


schniedeeisernen Muffelabsperrschie— 
ber-Einbindung, die mit Monolit ausge- 
stampft wird, einschliesslich den 
eisernen Rollen, 
er Haniwinde, 


gufeisernen Inftkanalverschliissen, 
guBSeisernen Ascheentnahmetiir, 


guGeisernen Generatorfiillschacht— 


chedchiltern, 


echmiedeeisernen Planrost sus Vierkant— 
sté&ben mit Rost-Auflager, 


den erforéerlichen Schiirgeriten, 


otor, direkt Sey fete und der er 
forierlichen Rohrleitung, 


Document 195: “Cost Estimate” by J.A. Topf & Séhne of 30 April 1941 regarding 
a ToPF coke-fired single- or double-muffle cremation furnace for the SS New Con- 
struction Office of Mauthausen Concentration Camp. Source: Bundesarchiv Ko- 
blenz, NS 4/Ma 54. 
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Lid.) Stiick- | 
Nr. Zehl 


J. Ae Top? & Sdhne, Erfurt. 
Cae | Geldbetrag 
[el awl 


ei 
Gegenstand 


Ra 
Obertrag 
schmiedeeisernen Leicheneinfilhrungs- 
Vorrichtung, bestehend aus den 
ii agen und den erforderlichen 
Taufschienen,. 


Miontage des Ofens. 

Monteurgesteliung zum Bau des Ofens 
einschliesslich Reisekosten, Tagegelder 
einschliesslich der sozialen Abgaben, 


Preis Pos. 1) 
Kennziffergewicht: 1.900 kg 


Weahlweise; 


koksbeheizter To p f — Bindscherungs- 
ps mit Doppelmuffel und Druckluft- 
Anlage, 


wozu folgende Lieferungen umd Arbeiten 
gehéren: 

Pundament zum Ofen und Rauchkanal missez 
bauseitig nach unseren Angaben ohne Kost 
fiir uns ausgefiihrt werden. 

Zum Mauerwerksmantel Ziegelsteine, Sand, 
Kalk und Zement. Die besten Steine werden 


zur Verblendung herausgesucht, 


Das erforderliche Schamottenaterial, be 
stehend aus Normal-, Form- und Keilsteinks 
und peg ce, pamela Sowie dem dazu 
Sehorigen Nortel. 


Zur Isolierung des Ofens die erforder— 
lichen Kieselgursteine, Schlackenwolle 
und Kieselgutaértel. 

Die schniedeeisernen Verankerungs-Kisen, 
bestehend aus T-, U- und Winkel-Eisen, 
Ankern, Schrauben und Muttern. 

Die guss—und schniedeeisernen Armaturen, 
bestehend aus; 

Gusseisernen Einftihrungs-Tiiren mit guss 
¢isernen Rahuen. Die Innenseiten der 
Tiren werden mit Monolitstampfmasse « 
gestampit, 


Gusseisernen Luftkanalverschlissen, 
gusselsernen Aschenentnahnetilren, 
Susseisernen Generatorfiilltiiren, 


He Dertructreriag 18. §. Wat. Miseted [Baw Sodient) 186m 
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schmiedeeisernen Aschebehaltern, 
schmiedeeisernen Rauchkanalschieber— 
rahmen, wit Monolit ausgestempft, ein- 
schliesslich der erforderlichen Rollen 
Drahtseile und Gegengewichte, 
erforderlichen Schiirgeriten, 
gusseisernen Fevertiiren, 

Planrosten, 

Druckluft-Anlage, bestehend aus dem 
Druckluft-Geblase, mit 1,5 Ps-Drehst 
Motor, direkt gecoress und der erfor~ 
derlicben Rohrieitung. 


Montage des Ofens. 
onveurgestellung zum Bau des Ofens, 


einschliesslich der Reisekosten, Tage- 
gelder, einschliesslich der sozialen 
Tasten. 

schmiedeeiserne Leicheneinfilhrungs~ 
Vorrichtung, bestehend aus dem 
einflihrungswagen und dem schmiedeeisern 
Verschiebewagen mit den erforierlichen 
Laufschienea. 

Preis Pos II). 


Kennsiffergewicht: 2.700 kg 


e 
gase, bestehend aus: 

1 Surging Geblise mit 3° Ps-Drehstrom— 

Motor und Anlasser, mit dem erforderlic}en 

Saug-und Druckstutzen und einer Dreh- 

kappe, die den Saug-vom Druckreum tre 

Preis Pos. IIt). 


Kennziffergewicht: 650 ke. 
Lieferzeit: 
nate nach Eingang der 7 Oe 
Unserem Monteur miissen wahrend der Bau- 
ae Varttion Gioue axae ohne Kosten fiir ung, 
estellt werden. 
iie?. rite ar? fl 1.40. 1000. L. 0204. 


Preise @epriift! 


Fir die Richtigkeit der Abschrif#: 
Mauthsusen, den 30. April 1941. 


Document 195: continued. 
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J.A. TOPF & SOHNE * 


AS ¢ #HhN & W 


- Rey 
ts ae? 
y 
coris GEGR, Dieutweorr 7 
LUD, MOSSE-CODE TOPPM REAL CRTOEE 
ABC Cert Ti PRET 
STAUDT @ hUKDIS sy 
is 2 


Sribw: 
EEICHDEARK 


An den Fosieenice ‘2586 
Reichsfiihrer 55, tesa 
Chef der Deutschen Folizei, 7 
Eauptamt Eeaushalt und Bauten, } 
SS-Bauleitung *L Kautheusen, ERFURT, 31.10.41. 
und Bauabschnitt A.-L.Gusen, TOSTFACH Saip 
FARTIEC UND VERWALTUNG 
os h 2-0 CHEVSESTEASSE Ny 
i ‘ hes. 
SETEIFET jHe LENCHEN UNSELE ASTEMUNG: 
Ihr Schreiben v. 16.10.41,  JK/L.-d. D a 
Nr.3 718, Sintscherungs-Ofen, 


Ihren Bestellschein Kr. 474, 
Bauabschmitt BWG/25. 


Kostenanschlag 


auf 


mit DPonvelmuffel und Drucszluft-Anlegce 
sowie der Zintlthrunrs-Vorrichtung. 


Document 196: “Cost Estimate” by J.A. Topf & Sohne of 31 October 1941 regard- 
ing a TOPF coke-fired double-muffle cremation furnace for Concentration Camp 
Mauthausen. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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J. A: TOPF & SOHNE 2e Blow des Keutenanschloges vom 31.10.41. 
a 


um autheusen-Oberdoneu. 


9 Tal Gegensiond der Veranschiaogung Bat | 


1 xoksbeheizter Topf-Dingscherungs— | 
Ofen mit Doppelmuffel und Druckluft | 
d@nlare sowie der Sinfiihrungs-Vor- | 

richtune j { 
wozu folvende Lieferungen und Arbei- 
ten gehiren: 


funéament und Aauchkanel mlissen 
beuseitis, nech unseren Angaben, 
ohne Kosten fir uns aus¢e t wer- 
den. 


Zum Nauerwerkemantel Ziegelsteine, 
Sand, Halk und Zement. Die besten 
Steine werden zur Verblendung her- 
ausresucht. 


Das erforéerliche Schemottematerial, 
bestenend aus Normal-, Form- und 
Keilsteinen und Konolitstampfmesse, 
sowie dem dazu fehtrigen Mortel. 


Zur Isolieruns des Cfens die erfordéey 
lichen Hieselcursteine, Schlacken- 
wolle und #ieselgyrmirtel. 


Die schmiedeeisernern Verankerungs~ ’ 
Sisen, bestesen?d aus T-, U- und 
sinzel-Disen, Anzern, Sehrauben und 
cuttern. 


Die cul- und schmiedeeisernen Arma- 
turen, wie: 


2 eniciserne Lincihrungs-TMren mit cud 
eiterner Rehmen. Die Innenseiten 
@er ciren werden mit Lonolitstamp:- 
=asse susrestanpit, 


vubeiserne Laftrenslverschlisse, 
ruSeiserne Asche-Entrahmetirer, 
fufeiserne Gererator-Silltiren, 
schmiedeeiserrne Aschebehilter, 


. 


NM Me OF 
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J. A TOPF & SOHNE 3. Blot dex Kosienonadlogts vom 31-10-41. 
or 


Yauthsusen-Oberdonau. 


= Gegenstond der Veranschlogung 4 


2 | echmiedeciserne Rauchksanel-Schieber- 
rehmen, mit Lonolit susfestampft, 
einschlieSlich der erforderlichen 
Rollen, Drahtseile und sal 


wichte, 
die} erforderlichen sohiirgerite, ; 
2 | suSeiserne Feuertitren, j 
2 | Flanroste, , 
Druckluft-Anlage, bestehend aus dem 


Druckluft-Geblése mit 1,5 FS-Drehstrom- 
Kotor, direkt gekappelt, und der 
erforderlichen Robrleitune. 


Konteurgestellung sum Ban des Cfens, 
einschlieSlich der Reisekosten, 


Tagecelder, sowie einschlieSlich der 
sozialen Lasten. 


1 | schmiedeeiserne Leichen-Einfiihrungs~ 
Vorrichtung, bestehend aus dem Sarg- 
Zinfiihrunzs-jaren und dem schmiede- 
eisernen Verschiebe-yagen mit den er 
foréerlichen Laufschienen. | 


Freis flir den Ofen: Ru 7 350.--/ 
| 

Zennzaifferrewicht: 2.820 kg. 
| 

Unserem ionteur missen wihrend der 

Bauseit mebrere <ilfskrifte, ohne 

kosten fir uns, zur Verfiigune ze- 

stellt werden ® 

lief.Bed.A. 60.5.41. 2 000. L 0204. j 


1. ee Cr, 
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J. A. Topf « Sdhne Auftrag Nr. yop 263, 4050, 


Maschinendabdrik 
ee An der Reichsfthrer 83 


chee a Hat ea 


den 17 Januar 1% 1 i)" 
Hierdurch teilen wir Ihnen mit, da8 wir heute-folgende Sendung 


auf den Weg brachten: p. WERGGLE- -Fradtaut = nad Station: 
Auschwitz 0/3. (Cawi te ; ain 


Waggon-Nr. 152799 Deutsch G. oe 
—FE he 15 
SATA 

a ee ee le gor Einéscherunzsofen,;2-¥—j}-—-— 4-- 
-| -— 22293 -6 lose |-6 | U- Bisea BP-42,—Je-1950 1gs———|——|-—- 
=f ——| -4|—"-)4 | I~ Sisen HP -12,-Je-1950 3g. | | 
r/ || 2] =} 2.| sinketetsen-S0/5;—Je ici 
| -| al #12. | -desgh. de thor tg 
| — | | a-danghs eo 3g ot 
| 4|-* 4 | -desgh.88/8;-jet070-1gs-————} jo 
—|—} 8] | -aeagh. 40/8 —Jo12382 

: |" | te | eagle 60/6 Je Boo gs 

wep. “Sy * | 2° | Flacheisen 100/10 ait 4 Rollen~ jh 
he [ 2) * ] 2 | Bintaurungs-tiren "600/600" .L.~} 
<p Gfigal 2) * [2 | Rewertisren 2807350 2 
spi= fae +) 16 | Rundet seks 19 

ete cial | 2)" | 2") Feuertiren 2807350 
|S = E-g|~= 12) winkeleises "80/8, je 1650 Ig. | 
: PN Po1| >" [4 [r= Bigen 80/80, 1650 lg. 
SS eee nae a 


| * |4| Flecheisen 50/8, 2500 Ig. 


Pe, 13, 69. foes, Leth. 


a oo 
Document 197: Bill of lading by J.A. Topf & Séhne to the SS New Construction Of- 
fice Auschwitz of 17 January 1941 regarding the parts of the second TOPF coke- 
fired double-muffle cremation furnace for Crematorium I at Auschwitz. Source: 

RGVA, 502-1-327, pp. 201-203. 
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Neltirand 


1 Auscasitz 


ferner 
Reuchxaneischieber 350/6c0 
Gehause dazu . 
Laftkanalverschliisse 108/128 
Aschebehilter 350/320 
SchirgerSte ca. 3000 lg. 


Ay 
Aulirag Ne, ig 


Verpadung | Stic. 
ti 
Ne. 1 taal Oegenstand 
mal 


| 0| Vierkanteisen 4o/4o je 630 lg. la 


Gewichie in ing 
Netto | Brutto 


J 


desgl. je Tho lg. 


desgl. 1660 Ig. | ; 
Pilischachtverschlilsse 
Laufschienen-50/50/5-mit Ankern 
Asbestplatten 5 mm stark 

apke &chlsckenwolle 


Sp tited6s 106600060080 cece 


| Stoffsack nO 
Ceceeeereveseeereeererey 


Geblise 120/300 mit Elektro-Motor 
J $0. 37/2, 5,5.23 
= 

1 Kiste|4 | Steinschrauben 3/8 x 150 


1 ‘| Sterndreieckschalter 
4 | Schambtte-Steine fir Peuertiir 
1_| Drahtseil to ¢, 10 21g. 
|___|& |Seilxanschen , 8 Klemen 
|__| | div. Schrauben u. Scheiben 
tbertrag 


Rohrleitung 120/12 
Siederohr 82/89 ¢, 1560 lg. ft 


60 
| 
90 90 
0,581 
4 
4g 
35) 
“i 
8 
3181 
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Hettrand 


Aus:keitz 


Gegenstand 


Steinschrauben 3/4", 250 Ip, 
Steinschrauben 3/8 x 100 
Seilrollen 150/125 ¢ 


Gesantgewicht: 


Auficag Nr. 2, 


kompl, Beschriftunge~Aprerat.. 


7 
3185 


a ae 


Document 197: continued. 
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J.A.TOPF & SOHNE *““" 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAPFT 


cooss GEGR. 1938 DRAMTWORT 
RUD. MOSSE-CODE BF - jOrfwtret ceruer 
AEG CODE — erenur 


STAUD! & HUNDIUS 
DTS 125 Ber) Smee * 
, GELDVENEEHE 
a QCICMSBANE. 
f = GIkOKONTS 
fOSTSCHECELONIQ 


An den cerurl e 
Reichsftihrer SS 
und Chef der deutschen Polizei, 
Bauleitung Waffen-Ss, 
ERFURT, 25.9.41. 


Au . ghwi +z /O -s POSTFACH Stay 
FASRIC UND VEEWALTUNO 


DRESYSESTRASSE Np 


a on 
hes. 
scteiret, ee Ltichin UNSERE AtTinuNG, Div 
a Prt. 


Eindscherungs-Ofen. 


t 


Kostenanscaniegsg 


auf 


Aiea mat © mates ee 

ica 4a tt wine Bt sun a 

} b 2+ vate 0 ¢ 
Bilgang:, 5 

j 5 

ie 20801044 


jeastanes jMachsau Tefhau Yess ‘Ey: 
atk 163i j obtig, | Abii , 


ER. ee nee 


Document 198: “Cost Estimate” by J.A. Topf & Séhne of 25 September 1941 re- 
garding the third ToPF coke-fired double-muffle cremation furnace for Crematori- 
um I at Auschwitz. Source: RGVA, 502-2-23, pp. 264-267. 
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J. A. TOPF & SOHNE 2. Blot dus Kouenansdioges vom 25.5.4]. 
ERFURT 
F for Ausehwits /G.-5. 


res Anzahl Gegenstond des Veranschlegung 


koksbeheizter Top?-Zinisch : ' 
Ofen mit Doppelmuytel und Dru : ; 
Anlages i 
| 

wozu folgende Lieferungen und Arbei- 
ter gehdren: i 


miissen bauseitig mach unseren Anga- 
ben chne Zosten filr uns susge- 
Tiiart werden. 


Fundament zum Ofen und Aauchkanal 
Zum HZauerwerksmantel Ziegelsteine, 

Sand, “alk und Zement. Die besten | 
Steine werden zur JVerdlendung her- 
ausfesucht. 

Das er‘orderliche schamottematerial, 
testenend ens Norsal-, Form- uni 

Keilsteinen unc Yonolitstamp?masse, d 
sowie dem degugentiricen iidrtel. 


Zur Isolierung des Ofens die erZor- 
derlichen Kieselsursteine, Scnlacken- 
wolle und Zieselzurmortel. 


Die schmiedeeisernen Verankerunzgs- 
Eisen, bestehend aus T-, U=- und 
Winkxel-Eisen, Ankern, Schrauben und 
Kuttern. 


Die guG- und schmiedeeiserren Arma- 
turen, wie: 


2 guSeiserne Zinruhrungstilren mit gua- 
eisernen Ashmen. Die Innenseiten 
der Tliren werden mit donolitstampf- 
masse auszestanmprt, 


| 

| 

guSeiserne Luftkenzlverschlisse, 
gu3eiserne Ascheentnshmetiiren, 
guSeiserne Generatorfilitiren, 

schmiedeeiserne Aschebehlter, | 

| 


schmiedeeiserne Rauchkansischieber- 
rahmen, mit Monolit euseestampft, 
einsenlieBlich der erforderlichen 
Rollen, Drahtseile und Sesengewichte, 


ynn - Oo 


A 4b eo Le open 
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J. A. TOPF & 


SOHNE 3. Blatt des Kasenanichioges vom 25,9,41, 


2 


usehnwitz /0.-5. 


Pe Tol Gegenstand der Veranschlaguag me 


“Rw 


erforderlicshen SchiirgerSte, 
gufeiserne Feuertiiren, 
Flanroste, 


Druckluft-Anlage, bestehend aus dem 
Druckluft-Geblase mit 1,5 PS-Dreh- 
strom-iotor, dirext yekuppelt, und 
der erforderlichen Rohrleitung. 


Montaze des Ofens. 


Monteurgestellung zum Sau des Ofens, 
einschlieGlich der Reisekosten, 
Tagegelder, einscnlieSlich der 
sozisien Lasten. 


schmiedeeiserne Leicheneinvilhrungs- 
vorrichtunge, bestehend sus dem Sarg- 
einftitruneswagen und dem schmiede- 
eisernen Versechissevaren mit den er- 
forderlichen Laifschienen, ein- 
schlieSlich einer Drehschaibde. 


Preis tes Cfers: mil 


Xennziffervewicht: 2 BTo ks. 


Der Sreis gilt ab Yerk Erfurt, ohne 
Verrpactuns, einschiieflich Monteur- 
gestellune. 


Fir die Dauer der Montage sind 
unseren Monteur bauseitig, kosten- 
los fiir ung, drei Helfer sur Yer- 
fiigung zu stellen. 


Lie?.ted.4. 60.5.41. 2 o00. L o204. 


RAL LOM LOM ee 
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os A. TOPF & SOHNE ERFURT, den 27, Oktober’. 194] 
pee te. a ee ae 
| oc) pes 2 e343 a sits ete 
‘ ersandanzeige Pk Sf Tee ay by 
Der Raichsfihrer js. dauptamt “Neushalt und Beuten_ 
SS-Heubsuloitunc t.i. Auschwitz : 
Aus j Wee 


Hierdurch teilen wir Ihnen mit, dah wir heute folgende Sendung aul den Weg 
brachten: p. Waggon — Frevbtonk cr Print Expretnockeethsaen nach Station: 


franko duschwitz 0/S, Anschlufigleis . 
Waggon-Br.-4$225 Miinchen - (G) Seer 
t e A. TO OHNE 
eeeee 
aS al 2 
Natio | Brutio 
TAT.&S. = 
42 /1980/1 = eile zum xoksbeheiztem [UPZ- 
prelnuffsl—FinSscterungsofeh. at! 
P3131 2 | loge! 2.) Vinkeleis.90/9, 2000 le, 62 $2— 
" 4 / 80/8, 1235 le, || 47 | 4? 
2 |" | 2) cinfthrangstiiren 600/600 | 425 | 425 
4 = 4 }Winkeleis, 50/5, 1235 le. 19 19 
2 | " | 24 Peuert'iren 280/350 30 | 90 
1 | " | 14 finkel 50/5, 2330 lg. 8,5 8,5 
6 | " | 6* Laftkanalverschliisse 108/126] 50 | ‘So 
1 | " | 24Winkeleis.60/6, 1945 lg ve 24,5 24,5 
nietet 
13| " /134 Rundeisen-Anker 16 ¢ = Ae ee 
4 |" | GY Ieeisen NP 12, Zo00 lg, So | fa 
6 | * | 64Winkeleis. 50/5, 824 lg. 18) 18° 
2 |" | 2uWinkeleis. 90/9, 2000 lg, 56 % 
2); | 2 * 50/5, 1150 leg. 8 8 
1 . lv| Flacheisen 7o/lo, 2520 lg. 13] 13 
2 | * | 2\Winkeleis. 90/8, 1600 lg. 30 30 
2 | ° | 2 © desgl, 30,5, 30,£ 
" |4 " 50/5, 1235 lg. |19,5| 19,§ 
2 * 24 Feuertiiren 280/350 90, So 
1 ° lv} Flacheis, 7o/lo, 2520 lg. 3 13 
* 4 bs 80/8, 790 gestr.lge.| 19 19 
n 


_2 Willschachtverschliisse 270/ 725 | 126 
ertrag Hem 4 PT 
Document 199: Bill of lading by J.A. Topf & SGhne to the SS New Construction Of- 
fice Auschwitz of 21 October 1941 regarding the parts of the third TOPF coke-fired 
double-muffle cremation furnace for Crematorium I at Auschwitz. Source: RGVA, 
502-1-312, pp. 104-105. 
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” Bineiliate Neo Auttrag Ne. a8 
[em | Fae | veg Sasapdeane — 
fiTares. =a 

| ae Es sy ___|.1294 

23137 2 lese} 24Flacheis. 7o/lo, 770 Ig. 8 | 8 

| 2" | 24Flacheisen-Bigel ait je 2 Jeilrollen 27 27 

| 2" | 2-|Reuchkanal schieber-Ralnen 19|.19 

218 be n Gohfuce . 

2." | 2viGegengewichte 240 72. 92 

2." |v2laschebehalter 12 | 42 

2 " I|v2|Schiirgerate _ =r 12148 

30" }+3o|Vierkanteisen 4o/to, 630 le. 255 | 255 

4" Ly eer "ho. 1g. x7 37 
3 " _|+3|BlechrohrLeitungsstiicke 120 16 | 46 46 


_| io "Mo |Schamotte-roststeine i 6 650 lg. | Aho. 4uo 
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Document 199: continued. 
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Document 200: “Final Invoice” of J.A. Topf & Séhne back-dated to 16 December 
1941 regarding the third ToPF coke-fired double-muffle cremation furnace for 
Crematorium I at Auschwitz. Source: RGVA, 502-2-23, pp. 261-261a. 
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Document 200: continued. 
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Document 201: Bill of lading by J.A. Topf & Séhne to SS Construction Office Gus- 


en of 12 January 1943 regarding the parts for a TOPF coke-fired double-muffle 
cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 201: continued. 
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Document 201: continued. 
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Document 202: Drawing by J.A. Topf & Séhne No. D 57253 “Coke-fired crema- 
tion furnace and foundation plan,” 10 June 1940. Drawing of the first furnace for 
Crematorium I at Auschwitz. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 202a: as above, longitudinal section. 
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Document 202b: as above, horizontal section. Numbers added by Carlo Mattogno. 


See text of Part I for details. 
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Document 202c & d: as above, vertical sections. 202d (bottom): section through 
the flue ducts. Numbers added by Carlo Mattogno. See text of Part 1 for details. 
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Document 202e: as above, setup of the chimney. Numbers added by Carlo Mat- 
togno. See text of Part 1 for details. 
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Document 203: “List of materials for a TOPF double-muffle cremation furnace” for 
the SS New Construction Office of Gusen Camp on 23 January 1943. Source: Bun- 
desarchiv Koblenz, NS 4/Ma 54. 
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Document 204: Drawing by J.A. Topf & Séhne No. D 57999 of Crematorium I at 
Auschwitz. 30 November 1940. Source: RGVA, 502-1-312, p. 135. 
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Document 205: Drawing by J.A. Topf & Séhne No. D 59042 “Installation of a 
cremation facility for Concentration Camp Auschwitz.” 25 September 1941. Draw- 
ing relating to the third cremation furnace of Crematorium I at Auschwitz. Source: 

APMO, Negative No. 20818/1. 
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Document 205a: as above, labeled by the author. 
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Document 206: Drawing by Central Construction Office No. 
1241 “Inventory Plan of Building No. 47a, Construction Object 
11. Crematorium.” 10 April 1942. RGVA, 502-2-146, p. 21. 
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Document 206a: as above, section enlargement with floor plan, labeled by the au- 
thor. Koks: coke; Urnen: urns; Ofen: furnace; Leichenhalle; morgue; Waschraum; 
washroom; Vorraum: Vestibule; Aufb[ahrungs]-Raum: examination room 
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Document 206b: as above, section enlargements with front view (top) and vertical 
cross section (bottom), labeled by the author. 
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Document 206c: as above, section enlargements with side view, labeled by the au- 
thor. 
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Document 207: Drawing by Central Construction Office No. 1434 of 3 July 1942 
regarding the new chimney: “Construction of a new chimney at Crematorium B.W. 
11 at Auschwitz Concentration Camp.” Rework of Drawing No. 1241. Source: J.C. 
Pressac, Les crématoires d’ Auschwitz. La machinerie du meurtre de masse. CNSR 

Editions, Paris 1993, document 8. 
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Document 207a: as above, section enlargements with floor plan. 
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Document 207b: as above, section enlargements with front view (top) and verti- 


cal cross section (bottom). 
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Document 207c: as above, section enlargements with side view. 
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Document 208: Bill of lading by J.A. Topf & Séhne to the SS Construction Office of 
Gusen Camp of 24 February 1943 regarding square bars for the gasifier grate. 
Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Betriebsvorschrift ther die 
nT OPF"~ Saugzuganlage 


Falls der Zug im Ofen nicht ausreicht, muss die 
am Schornstein eingebaute Saugzuganlage in Betrieb ge- 
nommen werden. 

Hierbei beachten, dass zuerst der Motor ange- 
stellt wird und dann erst dar? die Orehklappe im | 
Schornstein geschlossen werden, Die Wasserzufuhr 
zum wassergekUhlien Lager muss auch sofort laufen. 

Nach Schluss des Einascherungsbetriebes 
muss zuecrst die Drehklappe im Schornstein gedffnet 
werden und dann den Motor und die Wasserzufuhr 
abstellen, 

Zu beachten ist fernerhin, dass immer ge- 
nuigend Wasser im Behalter vorhanden /st. 


Document 209: J.A. Topf & Séhne, “Operating instructions for the ‘Topf’ forced- 
draft device.” 26 September 1941. Source: APMO, BW 11/1, p. 2. 
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Betriebsvorschrift des 
koksbeheizten Topf-Doppelmuffel-Einascherungs ofen. 


Yor Beschickung der beiden Koksgeneratoren mit Koks mussen die 
beiden Rauchkanalschieber am Ofen gedffnet werden, desgl.auch der Haupt- 
rauchkanalschieber bzw die Orehklappe am Schornstein. 

Nunmehr kann in den beiden Generatoren Feuer angefacht und 
unterhalten werden, hierbel beachten,dass die Sekundarverschlisse rechts 
und links der Ascheentnahmetiren (Koksgenerator)gecffnet sind 

Nachdem die Einascherungskammer gut rotwarm(ca 800°C )ist 
konnen die Leichen hintereinander in-die beiden Kammern eingefahren werden. 

Jetzt ist es zweckmassig das seitwarts am Ofen stehende Druck— 
luftgeblase anzustellen und ca 20 Minuten laufen zu lassen. Hierbei ist zu 
beobachten, ob zuviel oder zu wenig Frischluft in die beiden Kammern ein- 
tritt, 


z 


09; z) 


Die Regulierung der Frischtuft erfolgt durch die Drehklappe die 
sich in der Luftrohrleltung befindel.Weiterhin missen die rechts und links 
der Einfuhrturen angeordneten Lufteintritte,halb geaffnet werden 

Sobald die Leichenteile vom Schamotterost nach der darunter 
legende Ascheschrage gefailen sind,missen diese mittels der Kratze nach 
vorn zur Ascheentnahmeliir gezogen werden. Hier kannen diese Teile noch 
20 Minuten zum Nachverbrennen lagern, Dann wird die Asche in den Aschebe- 
halter gezogen und zur AbkGhlung beiseite gestellt. 

Zwischendurch werden neve Leichen in die Kammern nach einander 
eingefihrt, 

Die beiden Koksgeneratoren missen von Zeit zu Zeit mit Brenn — 
stoff beschickt werden, 

veden Abend muss der Generatorrost von den Koksschlacken be~ 
freit und dié Asche herausgenommen werden. 

Zu beachten st ferner, das nach Betriebsschiuss, sobald der 
Generator leer gebrannt ist und Glutteife nich whanden_sind; alle 
Luftschieber und Turen desgl, auch die Rauchkanalschieber am Ofen geschlos- 
sen sein mussen um den Ofen nicht auszukuhlen, 

Nach jeder Einascherung steigt die Temperatur im Ofen. Daher 
bitte beachten,dass die Innentemperatur nicht iber 100°C kommt (Weissglut! 

Diese Temperatursteigerung kann durch Lufteinblasen verhindert 
werden, 


| 26 SEP 1941 | 


Document 210: J.A. Topf & Séhne, “Operating instructions for the Topf coke-fired 
double-muffle cremation furnace.” 26 September 1941. Source: APMO, BW 11/1, 


p. 3. 
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@erackenlager: Fiir Wachtruppe ( 1 Bataillon ) werten 6 Luftwaffen~ 


Lagerhaus: 


Nebenanlagen: 


aa 


Llfsbetriebe: 


baracken, 1 Wirtschaftebaracke, 1 Waschbaracke und 

1 Abortbaracke aufgesatellt. Die Bsracken erhalten elektr, 
licht, Wasseranschluss und Ofenheizung. 

{ Die Ideferung der Baracken mirde vom Hauptamt Hanshalt 
und Benten Amt II gugesagt, jedoch sind diese bis heute 
noch nicht eingetroffm ).- 


Ausserhealb des lagers am Anschlussgleia fiir Lebensmittel- 
iagerung mit Rampe. Planung noch nicht durchgefibrt. 


Die Wasserversorgung erfolgt durch 3 eigene Brunnenanlagen 
mit Pumpanlage fiir Nutswasser und 3 Brunnen fiir trinkwasse- 
Die Beseitigung der Abwiisser erfolgt durch je 3 Leitungan 
an der Breitecite des Lagers. ther den Abflusleitungen 
Sind die Wasch- und Abortbaracken angeordnet. Die 3 Lei- 
tungen werden zusammengefasst, die AbwHaser in 3 Brisch- 
wasserklirgruben geklart und durch einen Vorflutgraben 
aur Weichsel gefthrt.—Die Stromeufutr erfolgt von der 
Dachpappenfabrik in Birkenau bis zum Transformator im 
Quarantinelager ~ Eingangsgebaude als Freileitung, von 
dort wird der Strom in Kabel weiter gefiihrt. 

Die Lagereinfriedung besteht aus oa 3,20 m hohen Beton— 
prosten in 3,50 m Abstand,an welcher der mit 2000 Volt 
Hochspannung geladene Stacheldraht angebracht wird. Us 
ein Untergraben des Drahtzaunes su verhindern, wird cine 
Erdsicherung eingebaut. 

Anschliessend wiire cu bemerken, dass die neue Zufahrts— 
Strasse vom Kel. die Reichsbahn schienengleishdurchkreust, 
Diesbeziigliche Verhandlungen mit der Reichsbahn eind im 
Gange, ebenso besiiglich dea Gleisanschlussea.— 

Infolge des grossen Belages ( 125000 Gefangene ) wird cin 
Krematorium errichtet. Es enthilt 5 Sttick Muffeléfen mit 
je 3 Muffeln fiir 2 Mann, sodass in einer Stunde 60 Mann 
eingedischert werden kinnm. Ausserdem wird ein Jeichen- 
keller und 1 Millverbrennungsofen erstellt. Das Kremato— 
rium g gelangt auf dem Gelinde des K.-L. sur Aufstellung. 


-6- 


Document 211: Page 5 of the “Explanatory report for the preliminary draft of the 
new construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia” of 
30 October 1941. Source: RGVA, 502-1-233, p. 20. 
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a a 
Zusampmenstellung: 1 
Soe ee SSS SE S38 oe SS SS SSS SSE See Seas SSS 
30, LER) = 
Ie Bauten: 375607000.00 Rmk. 
II. AUssenanlagen: 25700, 006. 00 bal 
& bf Si7,— 
bp Fram = =< 
Cc.) Bsauten und Aussenanlagen: 4.200.006,00 Emk. 


32 D.) Gerlit umd besondere Betriebs- 


e h en: 
a.) Kiicheneinrichtungen fiir die 
Wirtschaf takebaiude 
14 Anlagen a 20.000.00 Rmk. z.b.K, 280.000.00 Rmk. 
b.) Revierbarecken: eee pr, 
“5 2 Baracken a 15,000.00 * 2.b.N. 3Or606.00 * 
c.) Geraite umd Maschinen fir ALE FPF, — 
Gefengenenarbeit z.b.N. A66;606,00 " 
D.) Gerte und besondere Be+riebs- B5E JOE — 
einrich en: 4f6s6668.00 Rnk. 


aS CR -- whet. JL PPT — 

BY 30 Krematorium mit 5 Verbrennungs- ~~’ oo Sam 7 
Muffelifen. ee 
Plenung noch nicht genchmigt. Ct Sy — 
Erematorium, Gesamtkosten 2.d.¥. -~650.008;00 Rk. 
BH _3) Prov: Backerei mit 4 BackSfen far °° 4*7={8%-- MSY,” 
direkte Feuerung. | et. Wows 
Plenung noch nicht durchgefthrt ost eye =, 
Prov. Baickerei, Gesamtkosten 2.b.N, 180-000,00 Rmk. 

E.) Hilfsbetriebe:’ Gesamtsumme : 830. 00€;00 Rmk. 

= 


Document 212: Page 6 of the “Explanatory report for the preliminary draft of the 
new construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia” of 
30 October 1941. Source: RGVA, 502-1-233, p. 27. 
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J. A.TOPF & SOHNE 2 See en ae 


Maichineniebrik 
Foucrungstechns scher Baugeschatt 


cc 


Versandanzeige 


An cie Zentral-Bauleitung der Faffen 58 und Polizei 
Konzentretionslager Auschwitz 


Hieedurch teller wie Ihnen mit, poder mabcocansblires tes) 
brachien: p. Waggon — RanhiganextigwtcoiemneioackKrattecmer och Sta z 
At9e howd hoe OR. Save Oe 

Waggon-Kr. ee ee —— sgt oo 


W 3 t0PF « avy Tie, 


4 
hig FE: Brutto 


JA T&S. 


nr et ool zu den Topf-Dreinuffel | 
| 
| | 
! 27621 to, lose} 10 z go tes 1$20/600 mm i.1.| 2290! 2290 
28/| ” 28] Feuertiiren 280 x 350 il, 1274 | 1274 
28) * | 28 Einsstz-Schamottesteine dazu| 228 228 
41 | " | 41) Loftkenalverschliisse 108/128 307 | 307 
| “&| * 6} Fiillschacht verschliiese 4o2! 4o2 
e7o x i.l. 
14-lose | 14|8eilrollen 150/125 ¢ 3: 
=| ® Rauchkanalschieber 600 x 525' 525 
7oo mm i,l 
2, ™ 2|Feuertiiren 250 x 250 mm 48| 48 
3-4 * Foobeginstpigeschechtver- 266 | 266 
x 5ioi 
iin mit Doppelsecke! ) | 
y lose 1,|zweifl, Feuertiir 600 x 600 | 123) 123 
L_ " | 1v|Reinigungstiir 390 x Slo i.1.| 29| 29 
In |" ; Sod 
2797! 3 3, Rapebkanalschicber 1200 x aa) 3a8 
3" |3 A\Schieberplatten 1250 x B4o | 432 | 432 


28089 5 lose 5, re iinks Nr. ait? Po 2x x recht 460 460 


camctar 1 bse 
omer Fe"n (iin 


+2 APA, 1962 ; Ubertrag > 6755 


fd, 24d ee, Letty Hiersu “ Beiblatter 


Document 213: “Bill of lading” by J.A. Topf & Séhne to the Central Construction 
Office at Auschwitz of 16 April 1942 regarding “Parts of TOPF triple-muffle fur- 
naces” for Crematorium II at Birkenau. RGVA, 502-1-313, pp. 167-170. 
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1 Re { 
{ Baiblott Nr. Aufrsg Nr. of | 

; At det be 2 
SESS a 
DATES.) 49 /2249/4 Ubertreg 6755 | 
6 Jo lose | 5 Robrleitungen “fs 15 atollig 380 | 380 | 
| Sieierchr ho 
| 7989 Zlose | 2 Hiattiewmgaragen x sea | 56a | 
12 * |12| Blechhiftgen 300/ 199/210 60 | 60 | 
| Tin’ die pete AE % 
os 2 Verschiebeagen x 180 |18 
27995 15." |15\ Leufschienen (U 6,5 350 lg} 43 | 43 | 
a n 
30 (Winggh 59/50/5, 330 | 330 | 
19| " | tof deagl. 560 lg, 25) 25 | 
a 7y * kooo lg, 112 | 112 
' 
A’ |W * 3100 dg. pt 
2 * 2 " 3900 lg. Fo ' Te 
Fle ey * 2900 1g ? RS 
re ln a il Boo 1g. | eo | 
1/1980/1 t st 
AL sad \2-lose | 2pWinkeleis, 90/9, 2000 lg. ™ | 
wee | ke 8 20/8, 1235 lg. 
He le * 50/5, 1235 lg. 
w* Pit * 50/5, 2330 lg. 
1/7" | 2" _ . 60/6, 1985 Ig. 
a zus, genietet 
13! " 143) Rundeisenenker 16 4 — ' 
4 " | 4) I-eisen NP 12, 2000 lg. Goniphe 
6 " | 6yWinkeleis, 50/5, 824 Ig. 
2\ * au”. " 90/9, 2000 1g. 
2ie la " 50/5, 1130 lg. 
1| " | 4 Flacheis. 70/10, 2520 lg. 
2 " | 2) ¥inkeleis. 80/8, 1600 lg. 
1 | * 1| Flacheis. 70/10, 2520 lg.v 
1| " | 2)Winkeleis. Boh 1690 ig. 
h| " | 4 Winkeleis. 50/5, 1235 1g. 
RP PT | Flacheisen 80/10, 790 lg. 
2| * 2 * Po/io, 770 lg. 
2| * | 2 : loo/lo, 1229 1g. 
1 " | 1} I-eisen NP 12, 2000 1g. 
Ybertrag | 8543 


We Ro Reo 


Document 213: continued. 
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Besblatt Ne Auttrag Nr. 
G @ Gewichie in kg 
Signeem Phen 7 een egenston PRO Pa, 


TALES. 


27419 


41D 314 
26957 


x 
¢ 
? 


Whe 440 Sa Lime 


2 
2 


HOAKI Ft aaa a Fenn 


P @Onon-Uu- = _ 
oe“ 


- 
wn 


Ubertrag 


jlose | 2 |Raichkanslechtsber ¥ 350 x 600 
| Rehmen zy 


"| 8/|itilsen (Gehiluse) 

" | 2/lGegengewichte 2io. g, 250 ls. 
p f\Aschebehilter 320 x 350 

" | 2e\Schiirgerdte ca, 3000 lg. 

" Boy Herkautalses two, 650 lg. 
“ 


4 9 1g. 
* | 1, Rohrleitung 120 gensehs 


ose ] ig aufschiene 50/5, 2030 lg. 


| 


3870 lg. 
t. = 480 le. 
ly " Soo lg. 


2v " (U 6,5, 350 lg. 
50/5, 3000 lz. 
lV Werschiebewagen 
1(infthrungswagen X 
TyvAoflegeblech dezu 
6/Gegengewichtskesten 

1 /t bstreifer 


= 
Ba 
3 


" 
" 
" 
r 
J 
. 
" 
* 
. 
. 


llose  Bebliee Nr. 550 mit Cont- 
Motor 3 rs 


lose |1\Konsol sus Yinkeleisen 
"  |1,) Pruckstutzen 


| 
\" |5y Robre 180 a, 1600 - 1970 lg. 
1" Ty fiohr 300 4, 1300 1g. +/ 
”" ” ® 950 lg. 
" .. " 225 ig 

\" j2vi) " 550 ag, ca. 950 1g 
i" 48¥1 " 4oo ag " 

: * 3Y i 350 a, . 

fn hy ” 250 af " 

. ov} * 225 S74, zs 

a 5us it to ag n 

> yy} * 300 af ¥ 

Ubertrag 


8543 


| 
ates 
103 (legs 
8? | 87 
90 | So 
186 | 186 
72 | 72 
28 28 
38 | 338 
| 
6 | 236 
4o | Ho 
85 | 85 
37 37 
18 | «WB 
13 | 13 
4h | 4h 
25 | 25 
65 165 
23 23 
20 20 
52 52 
20 20 
26 _| 26 
70939 


Document 213: continued. 
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Pp 
_Beibtat Nr. 3 Auttrag ne i. 
dl al dar ta in 
‘ses 41D 314 Ube: } 
app Pe} ; rtrag }0939 
6 lose! 6 | versch. Abzweigstutzen 43) 43 
tz)" 142 n Kofimaer 36 
18," 1/18 | Kohrechellen 38 
19° "(19 | Sickenschelle. 1 
1 Kiste | | Bterndrejeckschalter 82 
div. Schrddben 
41/1980 2 | Steinschraubet 5/8", 200 Ig 
9 div, Schrauban 
27405 lfdm. te t 
o | }fdm +, Draht eil tog mi 
2 | Firmenschilder 
| | div. Schrauben & Scheiben 
_ 4/gh9 | Io |Sechskentschr. 5/16 x 20 
28089 20 |Steinschrmsuben Wo x 100 
27621 4 |Fl.-anker 


12|Sechskantschr., 3/4" x 50 


. 


ius: Se OT att ° 17749 
| Z| wi cab te MARE ye a al ah 
Mt 4 
te G2 oF 


‘ 


| Ts 64. SM Lett 


Document 213: continued. 
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rr 


J. A.TOPF & SOHNE ERFURT, don 22. Juni: 1942 
= 7 Maschinentabrs yt v, 
~Fousrungstechnisches Baugeschatt bw £ ra > 
/ f aye a of Rx phy ; 
Versandanzeige “¢ “8 rf "7 ‘s 
Av lie 7entrsal-Rauleitunge der Waffen und Polizei 


Auschwitz O/8, 


Hierdurch teilen wir thoen mit, dah wir heute folgende Sendung sul den Weg 


| 

| 

, Ronzentrationslager auschwitz 33 
brachien: p. Waggon —chrrchtgutandreebess bepress Keetrmgen nach Stafion: 
} 


Auschwitz 0/3... ape sale 
Waggon-Nr. 93473. Erfurt. x 1 aktos-——____-_ Si. 
to BY os ecerer 
1A. TOPF & SOB 
Signum Auton tt aaa Gegenstend Wi aan kg 
mahi bor | Brutto 
TATIES. 


tr.: Teile zu den 5 Topf- 
Dreisuifel-Osten: 

2249/1 a 

| 15) : 15 Lut tkanalverschlfisse 108/128 | 120 | 120 


4) © feb ilcchschtverschlisse 270 x 
4 a as an hcl, 263 | 268 


| 1 " 14 /\Kauchkaaalscnieber 600/709 9) 9 

6; * 2 fubhseinstetzeschechtyer- 179 | 179 
| schiiisse 4S0 x Slo i 
| j | (Rahmen mit Boxpel gectein) 

: 2 jlose | 2,/Minkelsis. 50/5, Soo leg. | 

a °™ kettenrollen mit Meuerbolzen| 17 17 

3 | " | 3) Schneckenrad-fandwinden 42; 42 

Su. 7 2 ‘lose 2/Geblase 625D, 2x5 rechts, 0, [1490 : 1440 

1 * |1/] .desel. 1x5 links, — 775 | 775 

| 3 | - JP uckstutzen 870/808 435. 435 
| V/ xis eG |Wascer-Zu-u. AbfluSrohre 45) 
| div.cchrauben u.iiteinschr, [15 
| 9 : 4 WSteinschrauben li12 x 200 1 | 
. | 3 Seilrollen m..suerbolzen 5,5 | 
12 \Steimschrauben 412 150 lg, 1,5 | 

3 kalibr.Sctten & mu je 4 uw 4 
: Jhertrag 4534 
7 242. we, Letty ait Hiertu Beolatier 


26. Jun B42 jis, 
Document 214: “Bill of lading” by J. my Topf & Sohne to the Central Construction 
Office at Auschwitz of 18 June 1942 regarding “Parts of 5 ToPF triple-muffle fur- 
naces” for Crematorium II at Birkenau. Source: RGVA, 502-1-313, pp. 165f. 
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Bertsiatt Nr 1 


Aulteag Nr 


Att der 
Verpackung | Sticke 
Kelli- sahl 


Uraers 
Auftrag- Ne 


Cuewictie in kg 
Geganstand x 


_ _ | Batts 
_Ubertrag 
f mit Zlemme 


i 


ios 


1/ 2249/1 teinschrauben 5/8", 200 
43 bliisselbolzen 72 4, 61 
25 
10,5 
2,5 
42 
20 
24 
1, |Rahmen fiir den Aufgabe-Ver- 7 
Y lschiuBdeckel 
22 
35; “ | 35 jRostst*be Joo le. glatt | 200 
*| Bod. 15156 
KOuS 


Ms oa) Ye Lm 


Document 214: continued. 
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Hettrone 


KS . - 


Bouvorkeben: ME aren h nia Bauwerh (Bw): FFAS ZL _~ 


Cae a Dare TA Oe z 
Haubalt efor iF OT Rgy SE rig Dawe: od Bauausgabebud Seite —..._., Mr, 


Genelinigungeverjiiqung vom 4: P43. 5. fs 


‘Urt der Vergebung: 


(Rae rettrebee terrier ti 


, Kolten(vor)anjchlag vom ffs Wbjchritt ec 


a have Bt Guy 


=2603 my 
Se, PAE wp pom 22: FOF mit S7PZIZ— By 


freibaindig a 
ar era TA37— 24 Faraone ood 
| nuncsNr. 89 
uzal--Toib / / Schlup- sdhlus-Recinung py 


PRLS Cat el ewton VA ye Moreton Ly J 


ber Firma—deAs.Topt & Stbme Erfurt _ 
tetr, ......Watfen-SS Anschwitz_ aie 
Bankhonto ter Firma: Heichsbank=Giro B51 _ 
Polischect-Ronin der Firma; _Erfart 1792 


®egenftand 


- DF wiawrug fF 
41 D 2244 


Errichtung von 5 Stick Dreimutfel 
Eingscnerungséfen und swars 


Iieferung der Schamottenormal- 
Keil und Formsteine des Schamot- 
temirtels und der Monolitstampr-- 
masse zur Herstellung des feuer— 
festen Ofentanerwerks 


der Schlackenvolle, Kiecelsurstei 
ne und des Isoliermértels zum Lso 
lieren der Cen, 


der guss-u. schmiedeeis. Ofenarma: 
turen und der Druckluftenlsagen 
it. Beschreibg. in uns. Kostenan- 
schlag vom 4.11.41 Pos.I. 


Gestelluns uns. ‘onteurs zur Be-“ 
aufsiahtiguns der Beuarbeiten ean 
‘den Gfen,einschl. der .Paregeldaer, 
Reisekosten und soziclen Abgeben 
oa ezuhr Ger -Ssustolfe vom Terk 
Gh Erfurt sum #shnhot Errurt 40378. 
"| Ifefetung vor. 2 Sergeinfihrunss- 
vorrichtungen bestehend ans je 
einem Seargeinftihrwagen, den Ver- 
‘ -er Sekisnenenie 


schiscevagen un 


#4-Formalets — Sex — 1D Cingets) Teil) Sabet Hedrung". Titelblest, Wereshers Gectdexdare! Karse (143.) Oe a 
Jeremie (Re — anageny st i 
! . - 


Document 215; “Final Invoice” of J.A. Topf & Séhne of 27 January 1943 regard- 
ing 5 triple-muffle furnaces (and the waste incinerator) of Crematorium II at 
Birkenau. Source: RGVA, 502-2-26, pp. 230-230a. 
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®eidbetrag | 


Begenftand itm im 


eingtinen ganien 
Ra | te Re | Rat 


Chertreg: | =3.670 oe ‘all 
100CO Schamottenormelsteinen S30 
5000 - “  keilsteinen by - | 
7TOCO kg & Srtel £2 
and 
Gestellung unseres Lionteurs zur | ' 
Her gtelinng der Rauchkarelanlare 4-049 --27 
von 3 Topfseugsusenlecen 
ehend sus jé 
1 Ssuzsucceblise sur Forderung | 
WOH -etiund). 42.000 chs Raucnzesen | 
gegen 3D-mm Wo orca mit 
ersten Ssugetutzen 
L “Srackstutzen 
1 Raughkspaleosperrschiever C,4. 
1,2 m, mit luftaientsenliessender 
Fuinrungsniise, Hollen, Drantacit 
und Handwinde 
1 Dyenstrommotor fiir 390 Volt 
so beret Topfwacsergeschitct ,1 » | 
15 PS mit Somleifrinecanker, Voli- ' 
festeniesser au. BoLcennu?*srxurr- t ! 
lung 
Bobcat teas. eae wonteurs zum cin- 
pauen 2:0l6e— 9.04 
eines Viiliverorenmuns j 
ozens und ewer: ideferung 
der Sonsmotte-[i mal-Zeii uné 
Formsteine, des ttemortess 
wader Monolitstampfmasse, der Kie 
BSetgirsteine, des Jsciterntrteia~ 
ua. der Schleckemwolle zur Herstel 
dang und Iscolierumg des feuerfe- 
sien Of ommavormerks. 
Ger genss-un? sctetedeeis. Ofensr=- 
= des sc@piedecis. Aurgabe- 
Xastens ant fes hranaischie— 
era 
Gestellung ucs. Hohteurs z.Beaufsych— 
tig. aer Bre u arfeiten. Entsendung ve 
eins ears sur Indetriednanne [: EY, 
Kostenanschlag vou 
sie ie nor RT | 


E seatelieev sc eVeceet A calierre | ; ss . I 
cheflihrer ‘Haupt smt— snolt 
achtechnife lee -Bouten-Weussizer sane E.b.-Auscr— 


E: qavortjeag¢ 


Base. He. hr. Re Ho. Ld 


| J! 

Ridchmwi Taare racer ne 4 te & od | 3305) - 
Vd we tT | 

| Sake | | FAIL) — om 
a Pn a : aaa “is 
Ee poe ashperecmet am << “| 

——<= ' 

4 or 


Document 215: continued. 
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Bowvorhaben: / at late . Mates Zz. ae Pe z, Beunerk (BW) wa ALL 
Paushalt Fa ffen- 4992 Gp, At Fe ty ae rons 
| 

| Genehmigungsverfiiqung com + AA 6. ahd. v7. 


Bawausqatebuch Seite Re. 


' often (ver) antchlag vom 12, the 43. Abjdhriet £ 
| aafeas FY oom 46. WR in $3702-— py 
| Bectrag WALK — vom LK @-¥2, mit £3902. RA 


Linsel-/ Leil-/ Schlug- bchlug-Recinung Ne. 


(Carper rete Fe tenare Soom 


Re Meer=dres, 
soe Mameragas 
ter Finna T.A.Topf & Sthne E TA. TOPF & SOHNE, EREUET 
| bets. Teptraldlt.s- Auschwitz 
“Bankkonto ber Firma: Reichsbenketro 851- Erfurt ben 27 ~ Med 9.42 


| Poftchech-Stonto der Giema: Erfurt 1792. 


Gegenftand 
30 A Mrcetaa rovvsaars + 
42 D 1454 


Errichtung von 5 Stck. Dreimuffel 
Bindscherungséten und gwar: 


Lieferung der Schamotte-Hormal~ 
-Keilund Pormsteine des Schamotte- 
mirtels und der feuerfesten StampP- 
masse zur Herstellung des feuer- 
festen Ofenmauerwerzs, Lieferung 
der Isolierstoffse zum Isolieren 
der OZen. 


Dettcand 


Lieferung der guas-u.schmiedeei- 
sermen Ofenarmsturen und der 
Druckluftanlagen, der Veranke a= 
teile fiir das Ofenmauerwerk und 

je einer Leicheneinfuhrvorrichtunk 
aks Trage ausgebildet, mit Fiih-" 

rungsroilen und Befestigungseisen 
versehen, frei Bahnhof Erfurt 


Gestellung unseres Zonteurs zur 
Besufsichtung der Bauerbelten 
im tibrigen 1t.uns. etet v. 
foe Feans Schry.v. 3.9.42 
deferung und Sinba0 vun-3-Popf- 
Saugzuganigere bestehend aus je 


39150.) -- 


pertract: 


fhe “Formblatt — Bare — 33 ,Cinget-) Teil-/ Sxha-Nechrrang”. “Titeibiiatt, Wowverronn dendrecieres Kore! (1041) - . Dwad 


Feember We Telegtustt , U-Beleg Ne.: 


Document 216: “Final Invoice” of J.A. Topf & Séhne of 27 May 1943 regarding 5 
triple-muffle furnaces of Crematorium III at Birkenau. Source: RGVA, 502-2-26, 
pp. 215-215a. 
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Gelodetrag 


®egenitand im jon 
eingeinen gangen 
Ra | Re 


Tae! 
pels0. | ==) 


| 


504 


1 Sauysuggepit#se mt eingebeuten 
‘Watisstutzen, 1 Drucxstutzen, 1 
Rauchken=labsperrschieber mit 
Rolien, Drentseii und imdwinde 

l Oreastrumctor oit..Scuieitring- 
enker Re.ca. 15 fiir 360 Volt 
50 Per. 1 Volifaeaniasser 


1 elastisch- isolierenden Bolzen- 
putferkupplung. 


Scag unseres Monteurs sum. 


diner Rauchranalanlag 
Hpeaipuimme ot : aohe stfen tnd 


zwar Listens der erforderlichen 
Schamottesormal-u. Keilsteine und 
des nitigen Schamottemirtels 


Gestellung unseres_Monteurs zur 
jermachung der Bauarbeiten an 
den Raucokaniilen, gemiss uns. 
Angebot ve vom 30.9.u.uns. Schrb.v. 
O-4-42 a 
Ad ae 


Document 216: continued. 
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YHA, 


TAL AS 


SIP PALS SA LVEON A GAG fot 
Lhd, Sg AA At vf, Up, ‘4 


Documents 217 (top) & 217a (bottom): ToPF coke-fired triple-muffle cremation 

furnace. Top: Vertical section. Bottom: Longitudinal section of a lateral muffle. 

Labeled by Carlo Mattogno based on the drawing by J.A. Topf & Séhne No. D 
57253. 
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fees ~OUGE~ “yee Picea BE es Staten 


Panera aes peace FEE id oh oa a ies 


Sonne poeeneeny 


ef tee. ee me ene 


eae Prete Sos a eee Cease 
~| 
Pr es pe ee ee eee 


om ee 


Document 218: as above, horizontal section. 


374 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


THI SFE 
£4 VAG oP 3 
<5 


Wei lls 


Sa Fp PB 


LACT f rid i 


are 
VOSS! 


oy RS 
UCL Le 


Documents 219 (top) & 220 (bottom): as above, horizontal section. Top: vertical 
section, design of the combustion-gas ducts. Bottom: as above, Bottom: Longitudi- 
nal section of the side muffle. 
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Document 221: Project of the new crematorium at Auschwitz (future Crematoria 
I/IU at Birkenau). Drawing No. 933 by the Central Construction Office of 19 Jan- 
uary 1942. Source: APMO, Negative No. 20957. 
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Document 222: Project of the new crematorium at Auschwitz (future Crematorium 
I/IU at Birkenau). Drawing No. 933 by the Central Construction Office of 19 Jan- 
uary 1942. Source: APMO, Negative No. 20818/4. 
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Document 222a: as above, section enlargement with labels by the author. For a 


description see text in Part 1. 
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} 33 
iW Millverbrennungsofen 


/ 
4a 13/6 


(AMOR eee 
31 
Zug 


30 
> Rauchkanalschieber 


SSS 


13/1 
Rauchkanal 


22 pigat  eereeatuiaar, | 
; +" Druckluftgeblise “ me 
Document 223: as above, horizontal section. Layout of the smoke ducts and the 
chimney. Source: APMO, Negative No. 520. 

1-5: Ofen=furnace; 13/1-6: smoke ducts/flues; 14: Rauchkanalschieber=smoke 
duct damper; 22 (D1-5): Druckluftgeblase=combustion-air blower; 30: Rauchka- 
nalschieber=chimney’s smoke duct damper; 31: Zug=chimney duct; 33: Miillver- 

brennungsofen=waste incinerator. 
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Document 224: as above, vertical section through the chimney. Drawing Nr. 933 
by the Central Construction Office of 19 January 1942. Labeled by the author. 
Source: APMO, Negative No. 518. 
Ofen=furnace; 13: Rauchkanal=smoke duct/flue; 26: connection channel of the 
force-draft blower; 27: closing plate of the force-draft blower’s connection chan- 
nel;28: Saugzuganlage=forced-draft device; 29: connection shaft of forced-draft 
blower with chimney; 30: Rauchkanalschieber=chimney’s smoke-duct damper; 31: 
3 Ziige= 3 chimney ducts; 32: Schornstein=chimney; 33: Miillverbrennungs- 
ofen=waste incinerator. 
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chamotte ZIsolierung Ziegelsteine 


l 


Document 225a (top): Compare the TOPF waste incinerator MV (see Doc. 161) 
with Document 255b (bottom): the cremation furnace for large-scale operation in- 
vented by Fritz Sander (see also Doc. 155). 


‘aa Zur Patentanmeldung v. 26.10.42 
ae ae Sat 
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Fema ator Denn uewde pnd Unteryamrilt ernenesy, Abschrift!: 
—— Unterse og te 


Boworhoben: 
&, TOPF 4 SGHME, 2254, Hovtralts ju Kom: ~~ Tes 
Aapccinenicit a uf aaeudgstecnnisenes Sau rescnaS Ganehmigungivertsgung vom: 
ei - Kosten|yoranschlag vom: 
Auftrog Nrow wom fait RM 
Vertrag Nr vor s fet mM 
Ange fas Capiiegert, a. <<. 
ba dle Bauwwerk (BV¥) ..... ; 
Zentral-Bauleitung der Bovausgobebvech S00 annem — NO see 
Waffen-SS und Polizei Freindndige Vergebeng 
Auschwitz / Ost-Oberschles. Desaianits Aueidielbung 
Oileetiche Aurnachreibeag 
Einzel- / Tail- ¢ SchluB- intend “ealekiiwtcue SU Rarts 25.0645. 
Rechnung nr. 2324 132 43 D 150 Dreysestr. 7/9 


Liefe und Errichtung eines 
Topf-iillverorennungsofens im 
Krematorium ITT und zwar; 


Lieferung der 


a) | tum Usuerwerxamantel nitigen Ziegel- 
steine und sonstigen Baustoffe 
erfolgt fils uns kostenfrei durch 
die Bauleitung. 


b) | der erforderlichen Schamotte-Nor 
mal-, Keil- und Formsteine, der 
Schamotteplatten, des Schamotte— 
Mirtels und der feuerfesten Stampr- 
masse fiir das feuerfeste Ofen- 
mauerwerk, 


der notwendigen Schlackenwolle 
zur Isolierung des Ofens, 

C)| der schmiedeeis. Ofenverankerung 
der guf- u. schmiedeeis. Ofenar- 
maturen lt. Seschreibung in uns. 
Kostenanschlag vom 5.2.43 

ad) | Gestellung eines Monteurs cur Be 
aufsichtigung der Bauarbeiten 
(Lohn-u.Tagegelier)soziale Abga- 
ben und anteilige Reisekosten 


Document 226: Invoice of Topf No. 1314 of 23 August 1943 for the Central Con- 
struction Office at Auschwitz regarding the waste incinerator of Crematorium III. 
Source: RGVA, 502-1-327, pp. 13-13a. 
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¢)|Entsendung eines Ingenieurs zur 
Inbetriebnahme des Ofens, 


f)|Anlieferung der Beustoffe frei 
Versandstation, gem. uns.Kosten- 
anschlag und uns. Schrb.v.5.2.43y 


Thre Zehlungen: 


31.8.1943 RY 2.900,--,“ 
29.12.1943 RK 2.891.--\“ ? 
RM 5.791.—- | / 


Sererrercccces 


Document 226: continued. 
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BETRIEBSVORSCHRIFT 


des _koksbeheizten Topf-Dreimuffel- 
Eindscherungsofen 


vor Beschickung der beiden Koksgeneratoren mit Koks 
muss der Rauchkanalschieber am Ofen gedffnet werden. 

Nunmehr kann in den beiden Generatoren Fever angefant und 
unterhalten werden, hierbei ist zu beachten, dass die Sekundarver - 
schliigse rechts und links der Ascheentnahmetdren (Koksgeneratoren) ge 
offnet sind. 

Nachdem die Einascherungskammern gut rotwarm (ca. 800°C) 
sind kénnen die Leichen hintereinander in die drei Kammern einge - 
fahren werden. 

Jetzt ist es zweckmidssig das seitwarts am Ofen stehende 
Oruckluftgeblase anzustellen und ca. 20 Minuten laufen zu lassen, 
Hierber ist zu beobachten, ob zuviel oder zu wenig Frischiuft indie 
drei Kammern eintritt. 

Die Regulierung der Frischluft erfolgt durch die Orehklappe 
die sich in der Luftrohreitung befindet. Weiterhin mussen die 
rechts und links der Einfuhrtdren angeordneten Lufteintritte bale 
gedtfnet werden. 

Sobald die Leichenteile vom Schamotterost nach der dar- 
unter liegende Ascheschrage gefallen sind, missen diese mittels 
der Kratze nach vorn zur Ascheentnahmetir gezogen werden. Hier 
kdnnen diese Teile noch 20 Minuten zum Nachverbrennen lagern. 
Dann wird die Asche in den Aschebehalter gezogen und zur Abkuhi- 
ung beiseite gestelit. 

Zwischendurch werden neve Leichen in die Kammern 
Nach einander tingefuhrt. 

Die beiden Koksgeneratoren miissen von Zeit zu Zeit 
mit Brennstoff beschickt werden. 

Jeden Abend midssen die Generatorroste von den Koks- 
schlacken befreit und die Ascha herausgenommen werden. 

Zu beachten ist ferner, das nach Betriebsschiuss.. sobaid 
die Generatoren leer gebrannt und Glutteile nicht mehr vorhanden 
sind, alle Lufischieber und Tifren, desgl.auch der Rauchkanalschie- 
ber am Ofen geschlossen sein miissen um den Ofen nicht aus - 
zukdhlen, 

Nach jeder Eindscherung steigt die Temperatur im Qfen. 
Daher bitte beachten, dass die Innentemperatur nicht Uber 1000°C. 
kommt (Weissglut). 

Oiese Temperaturstejgerung kann durch Lufteinblasen 
verhindert werden. 


Document 227: “Operating instructions for the TOPF coke-fired triple-muffle cre- 
mation furnace.” Source: M. Nyiszli, Im Jenseits der Menschlichkeit. Ein Ge- 
richtsmediziner in Auschwitz. Dietz Verlag, Berlin 1992, p. 33. 
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Abschrift/Go Z 2 


paearaeb aie 


J2An Top? und Sthne 


An die 


tentral—Jauleitung der Taffen-S5S 
und Polizei, 


Auschwitz /Ost-0S. 


Erf ce 


betrif?t: Thre Zeich, Uns.%btetiung: D IV 
Zrematorius, | -—- Prfe 
Eindischerungs—. fen 


Lieferung von 2 Stiick Dreimffel-Fin- 
docherunzs—?en und Eeretellun< (<3 
Schornstetnfutters mit Reiniguness r. 


Document 228: “Cost Estimate” by J.A. Topf & Sohne for the Central Construc- 
tion Office at Auschwitz of 12 February 1942 regarding a simplified TOPF coke- 
fired triple-muffle cremation furnace. Source: APMO, BW 30/34, pp. 27,32,29 
(sic). 
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J.A.Topr ee “3 Abschrift/Go- 2.Blatt des cori es ¥, 


Gegenstand 


I). koksbeheizter Einische e—-Ofen 
mit 3 Murtein, ae 


wozu folgende Arbeiten und Lie~- 
ferungen gehdren: 


Des erforderliche Schamottemsterial, 
bestehend aus Normal-, Form- und 
Keilsteinen und der Monolitstampf- 
mony sowie dem dasugehtrigen Mér- 
tel. 


derlichen Eieseigursteine, Schlak- 
kenwolle und Kieselgurnirtel. 


Die guss- und schmicdeeisernen 
Armaturen, wie: 


3 echmiedeeiserne Abaperrsachieber, die 
mit Monolitstampfmasse ausgestamprt 
werden, einschlieSlich eines Riffel- 
blech-Belages an der Vorderseite des 


| 
| 
Zur Isolierung des Ofens die erfor- 
Schiebers und Einrichtung einer Schau- 


luke, 
6 gusseiserne Kettenrollen, 
6 guaseiserne Lager, 


3 gusseiserne Wandwinden fiir je 
Tragkraft 


4 Ketten fur die Schieber, 
1o gueseiserne Luftkanalverschliisse, 


5 gusseiserne Ascheentnahmetiiren, 
echamottegefiittert, 


1 gusseiserner Generator-Fiillechacht— 
verschluss, mit Isolierkappe 


2 schmiedeeiserne Aschebehilter, 
1 por het per ges! Rauchkanalschieber, in 


uftdicht schliefender Mihrungs- 
t hiilse laufend, einschlieflich Rol- | 
| len, Drahteeil und Gegengewicht, | 


die erforderlichen Schiirgerdte fiir den 
Generator, 


der | Planrost, bestehend aus schmiede- } 
eisernen Vierkant-Eisen, ein- 
schliesslich den Auflager-Eisen, 


Document 228: continued 


5oo kg ’ | 
die erforderlichen Drahtseile und | 
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II) | Das 


' Zeichnung bauseitig, ohne Xosten 


vu 


3.Blatt des Kostenanschlages yom 
12.2.42 


Gegenstand 


schmiedeeiserne Sarg-Finftihrungs- 
vorrichtung, bestehend aus einer 
Trage und 6 Stiick Laufrollen mit 
Befestigunge-Eisen, 


Nonteurgestellung sum Hau des 
Ofens und Stellung eines Ingenieurs 
zur Abnahme ¢es Ofens, 


Preia Poa. 3 fiir 1 Ofen 
Preis Pos. I) flir 2 Ofen 14,212,— 


Schamottefutter fir den Schornstein 
bis zugp m Hthe und 12 cm Stiérke. 


1 400 Schamottenormalsteine SK 30, 
Joo kg Schamottenirtel M 2 
1 gusseiserne BRinsteige- und 
Reinigungatiir. 


Preis Pos. II) RM 


Bie zum Ofen erforderlichen Ver- 
ankerungs-Eisen sind nach uncerer 


fiir uns, zu stellen. Weiter 
gine bauseitig, xostenics flr uns, 
gu liefern: Nir jeden Ofen 


ca. 4 G00 Stiick Ziegelsteine, 
6 chm Maversand, 
1 200 kg Kalk 
Soo kg Zenent. 


Diese Materiallen gehéren zum 
Meuerwerkanantel. 


Piir die Dauer der Montage sind 
unserem Monteur bauseitig, kostenlos 
flir uns, 3 - 4 Helfer cur Verfugung 
zu stellen. 


Kennsiffergewicht insgesest: 3450 kz 


Die Preiae unseres Angebotes gelten 
ab Werk. ohne Verpackung. 


Lief.Bed.A. 60.5,.41 2 coo. L o?041. 


Document 228: continued 
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Document 229: Simplified TOPF coke-fired triple-muffle cremation furnace. Hori- 
zontal section. Labeled by Carlo Mattogno. 


paces. ee 


—_" 


Document 229a: as above; vertical section through the combustion-gas ducts. 
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Document 229c: as before, another alternative design for the ducts. 
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J.A.TOPF &SOHNE = 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


Dtentwoer 


nn 
EGR. 0 <= HOrrwrner Cetuet 
¢ = sz8 romunee 


WS Ei auae re eae 
copes 
HT Hey ie.com 
An 2 anc cone 
a die Stace) & HUMDIUS 
Gtiowreene 


Zentral-Baulei tung der tricninane 


Yaffen-SS un® Polizei, Scarecaucteoure 


Ceeurtires 


ERFURT, 16.11.42 
rasiwach 

TAREN OMD VilwALtuRnG 
OFS TSeataasee Hy 


. J hes. 


ehtenes 148 Bhoc aera uustec eeiizuma T) IV 


Uns Anzeb, ifr Bo 17950/42/Jiih./Lp. ety 


- Sr 
ceo eitucyg cer Waiteneyy 
G Polize? Aure-wite OS. | 


Ersang: Stevecrmetce 


1 a.nov mee bp zz 


Qhwi t-Obersoh 


Kostenanschlag 


liber 


einen Topf-ach truffel~Einischerunzs - 


of en. 


TOPF-FEUERUNGSANIAGEN WABEN WELTRUF 


Decwen 230: “Cost Estimate” for a Topf wood-fired eight-muffle cremation fur- 
nace of the Mogilev Contract of 16 November 1942. Source: RGVA, 502-1-313, pp. 
72-76. 
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1 A TOPF & SOHNE 2+ Hon det Kommonuhloges vem 16.21.42. ie 
ERFURT 3 


tT be Auschwitz. 


te = Gegenitend der Veranschlagunag 


L und f-Acht- 


5 eru. 
wosu gehiren: 


eum Mauerwerksmantel 


C&. 9 000 Stlick Ziegelsteine (Normal- 
—— format), 

ca. 142 seers 

ca. 3 060 kg Kauerk 

ca. 500 ke Zenent. : 


| 

(Diese Materialien sind unseren 

Monteuren kostenlos zur Verfiigung 

zu stellen.)-———” | 
i 


Die | Schamottematerialien, und swar: 


Die | guss- und achmiedeeisernen fematuren, 
wie: 


Holsfeuerungen, bestehend sus den 
guaselsernen Schrigrosten, ped per 
eisernen Plsnrosten, den Fiillachacht- 
deckeln sus Riffelblech mit Ver- 
stir -Risen ung den schmiedeciser 
nen er-Eisen fur die Roste, 


\> 


qistetsarse Rauchkanalschieber, in 
uftdicht schlie@ender had 

hiilse leufend, einschlie@lich Rol- 
len, Drahtseile und Gegengewichte, 


vx 


schmiedeeiserne Kuf felabszerr- 
schieber mit Ketten und Aufhange- 
Eisen (diese Schieberwerden pit 
Monolit susgestamprt), 


Xe 


Hogoo} ke Kieselsur-Isolierfijllmasse, 


20 1 ee Ley 


Document 230: continued. 
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ERFURT 


1 A, TOPF & SOHNE 3, Ble des Kotencrociiogm wom 1.11.42, 


Ww Auschwite. 


Gageasiond der Veranschlogung 


yusselserne Kettenrollen und die 
erfir erforderlichen gusseiser~ 
nen Lager mit schmiedeeisernen Yellen 


schmiedeeiserne Schiirgeraite, be- 
stehend aus Kratte und Schiir-Eisen, 


erforderlichen Drahtseile, Ketten- 
und Sellrollen sowie Gegengewichte, 


Unterstiltzungs-Bisen zur Befestigung 
der Ketten- und Seilrollen, 


schmiedeeiserne Aschekiisten mit Ver- 
stirkungs-Eisen und je 2 Kandgriffen, 


gusseiserne Laftkanalverschilisse, 


gusseiserne Ascheentnaheetiiren, 
schamottegefiittert, mit Rahmwen und 
Spiral-Handgriffen, 


Sarg-Einfiihrvorrichtungen, bestehend 
aus je ciner schniedeeisernen Trage, 
den Laufrollen mit Befestigunge- 
Eisen fiir jede Uuffel. 


Honteurrestellung 

zum Sau des Ofens, einschlieSlich 

der Takegelder, acosialen Abgaben und 

der Reisekosten. sear plat a 
a Preis des Ofens: 


Kenneiffergewicht: 
oO kg. 


Der Preis gilt fiir Lieferung frei 
Bahnwagen Erfurt. {a 
Unserem onteur milssen wihrend der 
Bauseit des Ofens genligend Helfer, 
ohne Kosten fiir uns, sur Verfiigung 
gestellt werden. Hei Bintreffen 
au? der Baustelle miissen die Ofen- 
Tundamente hauscitig @rstellt sein. 
Wiischen Sie gur Erstellung der 
Ofenfundanente unsere Eonteure eur 
Beaufsichticung, wiirden wir diese 


in Tagelohn gegon entaprechende Be-~ 
remains steties: pes 


me tee - 

> nah 
/ er ae | ras 
« G- d, 


Made Sarvs 
Lief. 3ed.A. +1.42. 5 ooo, L/o2ll. 


eR ent achtochaifth| cietig 


ete be Li oN 


Document 230: continued. 
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_SATOPF& SOHNE S. GMFURT, de,Scpteaber 198 


Mastchenentebrit 
Feverungstechnisches Maugeschalt ao 


ie 4 


An Qe Versandanzeige 


Zentrel-leuleitung der Waffen - und Polizei 


‘puaahwits 


bherdurch teiler wir Dever: mil, deh wir pat Pberechlesien den Weg 
brachlen: p. Waggon Xo NGO SY RIGO ESO XI nach Station : 


Auschwitz 


Feggon Nr, Z 505/France 1. A. TOPF é spt P 
int ok, G43 ¢ vie * 


Ie 
Soren 
- mies 


DATES. 
2 kosvl, Achtnuffel-Pintsche- 
i runesSfen teherd eus: 


| 12 Bl. 2 [16 lose [6 ,.e. Fousrétiren 280/250 nm 725 ¥36 


2 ‘Bey ® jaf enalverschlitsse \ 
8/126 mn, #od.3ll 1 180 oe 


! 
rg " fey" i maces om 222 2 
i 47 " Rauehk ne lsc aber be- 
te qianss { epp)m 
| 4,* 4 yillleen 230 280 
| |? 4 ye.e. Schieber 342 42 
478 4 ViSehieberstangen 8 8 
1 Bund | 8 YSelilrollen Fig, 2 13 13 
' 
17 lose [17 Bets te my ghee % | 9 
PS 162 16" 6 /Muffelsbsperrachieber 736 «| 736 
231, 1 : 2 4/)Einfibrtregen 204 | 204 
" 8 /15 " 15 /)Seilrollen nit Stutze 60 | 60 
6 S51 2)" 2 ae. Deckel, Modell 5973 z. | 
neretorfullachschtverschlusq 23 a3 
251.5 |6 * 6, \Verschlussdeckel fur die 
} nerctoren 252 252 
; x 
4 — 60/60/6, je Zoo ula 
* 3 4" V|Aschebeh4lter sus Blech 24 2A 
* y |Schiirgerate 22. CO 
Uebertreg FT 
7H. 2 em Getty SFP BA? WMiertw Betlatier 


Document 231: “Bill of lading” by J.A. Topf & Séhne to the Central Construction 
Office at Auschwitz of 8 September 1942 regarding two eight-muffle cremation 
furnaces. Source: RGVA, 502-1-313, pp. 143-143a. 
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Beiblatt Ne, Audteag Ne 
Aut As 
Unuere 
Aettiage tr, | 


Tat 6S. 41 ie Uebertrak 
ckl Wr} 4 | lose} 4./Schlirstangen 

12 Bl. 3 | 8| "n | SYGebrohre 2", je 1250 am leng 
8; * 8 ie om &/80/lo ", je 


105 " }105\4 ae ie its eT) je 600 nm 


| | dell 15 
| 235, " |235f¢. cara je 940 
| "4g | 16) 7 : p. geilrollen 152/190 mm g 


16} " (16 Peiaatgtom 1o/ ay je 


ooh 1250 Yiegpsaseiaen:s 21 Bk 

: je 150 um gestr. 

8 lose} 8 Fierkenteioen 60/60 a je 
| 1200 mm lang 


iste 16 Hinkeleisen 60/60/8 am, je 
5o mz lang 


\ y PES \Vierkenteisenbige) lo/lo om, 
\ } | fe 260 on esetr, Lanse 
vt Y 64 Bbstaselrenben 3/4" x 250 m 
di iM, nit Muttern 
3 6h 2 16 |Seilkeuschen } f. Drahtseil 
\ \ * | 6 peoksshakieunon 8 on 
(* Spilkeuschen f.Drehteeil 
BD iz eckzehnklemen ic na 
"6 | R2 inkeleisen loo/5o/8 mm, je 
18 nm lang 


6 ffollen 40 mm G, je Slo mn lg, 
Re Rollen 60 "" " fo * ® 
po jolanke Scheiben 43 
h2 Btellringe 42 nit Schrauben 
f4 Bteinschrauben 16 ma ff, je 
i7o mn lang no, Huttern 
16 Bl, 2 g preguireiocksohelter f.Wotor 
ty 
| 42" 9 ‘onolit 
* 26 6ovEcken.vosts eine 140/250/650 
ho: fassl,  120/250/850 mm 
* 9 i} * alli alii 
ee, 


Wis 6 th Sm Lattht 4 CEO ai? 


a) * 8 AU-cisen RP lo, je 2600 mm lg.|636 


Gemcre mk 
Netto | Butte 
| o246 
13, #13 
44. 44 
loo! loo 
525, 525 
1504 
14 14 
272 272 
133 
256 
636 
| Hd 
16 
4? 
39 
2° 
3 
lo 
% 
Bo 
4 
2 
7,5 
22 
nn |Lo00 looo 
4ooo 4000 
/1218( 
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Document 231: continued. 
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Lee Poee DO tO me 8F omeree re enw emm 


Abschrifs! 


Bawnrtabes Sarre 


Manthet 


Pn] 


1A. TOPF & SOHNE, ERFUTT 
= Fomrengsininiecan uagaaanll 


SLES Sa oa 


fin et 


Uber Lieferung und gee sa 
sur Errichtung von 2 Top? 3- 
Taup-Rinidscherungsifen mit je 

6 Maffeln uni ewari - 


Bs Lieferung 
Der Schanotte-Mornal-Yorm- und 
Kellsteine, des feuerfesten Mort 
und der feuerfesten Monolitstanp: 
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Fore rhetl der Seas: und schmied 
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a : 
jestell uns. Monteurs sur 
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tetrsBestellschrb.v; Herra Reich 
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Document 232: “Final Invoice” No. 380 by Topf of 5 April 1 043 re- 
garding the delivery of two eight-muffle cremation furnaces. Source: 
RGVA, 502-1-314, pp. 29-29a. 
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Waffen-SS und Polizei Frechéndige Vergebeng 
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Eireal: (Te. / Shah Usse’ Hoaaet Unsere tettrngs Mee teeter Deen 295-49 
 _ Rechnung nr, 322. 13242: D «1422 Dreysestr. 1/9 


Wir lieferten am 25.1. bez. 
19.3-43 


4 guSeis. Tiiren ait guBeisernem 
Rahmen, Spiralhnendsriffen fiir 
Schamottefiitterung 

T5300 Schlackenwolle anstelle 
von Isoliersteinen und 


1200 kg Schlackenwolle 


4 Generatorroste aus Kanteisen 
40/40 je 1200 om lang, 


gem.uns.K.A-v.2.9. and uns. 
Sohreiben vom 22.9.42 betr. Ihre 
Bestellung vom 15.93.42. 
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Document 233: “Final Invoice” No. 322 by Topf of 12 July 1944 back-dated to 23 


April 1943 regarding cast-iron doors, insulation material and gasifier grates. 


Source: RGVA, 502-1-327, p. 22. 
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Document 234: Project Crematorium IV/V at Birkenau. Drawing No. 1678 (r) 


by the Central Construction Office of 14 August 1942. Source: APMO, Nega- 


tive No. 20946/6. 
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Document 235: Project Crematorium IV/V at Birkenau. Drawing No. 2036 by the 
Central Construction Office of 11 January 1943. Source: APMO, Negative No. 
6234. 
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Document 235a: as above, section enlargement showing 
the eight-muffle furnace. 
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Document 236: Project Crematorium IV/V at Birkenau. Drawing No. 2036(p) by 
the Central Construction Office of 11 January 1943. Source: APMO, Negative No. 
20818/10. 
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Document 237: Anchoring parts for one Topf eight-muffle furnaces from the Mogi- 
lev Contract. List compiled by J.A. Topf & Séhne on 4 September 1942. Source: 
RGVA, 502-1-313, p. 141. 
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Document 238: Author’s sketch of the TOPF coke-fired eight-muffle furnaces of 
Crematoria IV and V at Birkenau. Arrangement of the furnaces (Ofen), gasifiers 
(Generator) and smoke ducts. 


Document 239: as above. Horizontal section. 
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Document 240: as above. Longitudinal section through the pair of external muffles. 
Based on Drawing No. D 58173 by J.A. Topf & Séhne. Numbers by the author. See 
text of Part I for details. 


a= a a = = = T m3 ca = . 
Document 241: Composite photograph based on the TOPF double-muffle cremation 
furnace at Gusen Camp illustrating the structure of the Topf eight-muffle furnace. 
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be BY Blatt 
: Abteilung Gessbitisisiione,: Foes el 
Unser Zeichen: D/Sa. /hea. —__Befat an 14290425) 
ln Sechen: onzen 2 mAnAk.. Nh aay 
Botritt. $ 
bret C Mae “da debater Zeit booondere Gentliob fir Anschadts sa 
. Erscheirmng getreten ist, und der laut Bericht des Herrn Prilfer 
wieder zu einer Bestellung auf 7 Stlick Dreinuffel-Ufen 
filhrte - veranlesste mich su ciner Priifung der Frage, ob das 


bisherige Ofensystem mit Muffel fir obensenannte Stellen ven 
 @as richtige ist. Meiner Ansicht nach geht in den Muffel-Ofen 

die Eindschermg nicht schnell genug vor sich, um eine grofe 
a Anzahl von Leichen in wiinschenswert kurzer Zeit su beseitigen. 
Man hilft sich also mit einer Vielzahl von Ofen bezw. Muffeln 

und mit einem Volistopfen der einzelnen Muffel mit mehreren 
Leichen, ohne aber damit die Grundursache, niimlich die Mingel 

des Muffelsystemes, zu beheben. 


Diese Mingel der Muffel-Ufen, die auch durch Zusammensetzung 

gu Vielmuffel-Ufen (Drei- beaw. s#cht-Muffeltfen) und durch das 
gleichzeitige Belegen der einzelnen Muffeln mit mehreren leichen 
nicht aufgehoben werden, sind m.E. folgenie: 


1). Unterbrochener Betriabe 
Jede Muffel muss in bestimmten Zeitrfumen neu geflllt, 
gereinigt, dann wieder geflllt und wieder gereinigt wer- 
den, unt so setzt sich das Spiel wihrend der Dauer des 
Ofenbetriebes fort. 2 jedem Spiel muss jedesmal die 
- -vordere Binfilhrtiir gevffnet und die Leichen ullssen von 
worn @urch diese Mir in die Muffel eingeschoben werden. 
Whhrend der Dauer dieser Handlung cieht kalte Luft in die 
Ufen ein, kihlt die Muffel ab, was die Haltbarkeit dieser 
herabsetzt, und verursacht auSerdem Wirmeverluste, die 
jedesnsl durch erhthten Brennetoff-Autwand 
ersetzt werden milssen. 


2). Schwiertekeiten der Sinflibrums. 
Es ist jedenfalls eine barte und unange- — 
nehme Arbeit, die Leichen in der Langs- 


Pe a 


Document 242: Letter from Engineer Fritz Sander of J.A. Topf & Séhne from 14 
September 1942. Source: www.topfundsoehne.de. 
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richtung der Muffel in diese einsufiinren, namentlich wenn in 

die Muffel immer gleichreitig mehrere Leiohen hineingepackt werden 
miissen. Auch werden dabei Beschiidigungen des doch immerhin empfind- 
lichen Muffelmauerwerkes auf die Dauer nicht zu vereeiden sein. 


3). GroBer Platsbedart dex Mehrautfel-Ofen. 
In betug auf die Grundfliche nehmen die Menrauffel-(fen siemlichen 
Raum ein und befingen zu ihrem Aufbau eine erhebliche lsterialnenge. 
AuSerdem mlissen die su verbrennenden Leichen jedesmal vor die Ein- 
filhriffmung der betr. Muffel transportiert, also suf eine ganze 
Anzahl solcher Stellen verteilt werden. Solohe sind somit liber die 
gesamte Grundfliche des Sinischerungsaraumes verstreut. Des Gieiche 
gilt bedingt auch fiir das Heiematertal. 


Zur Behebung vorgenannter Nachteile und als meiner Ansicht nach ideale 
Lisung bestigiich Bauart eines Einisoherungs-Ofens fiir dis Zwecke siner 
Konzentrationsilagers sehe ich einen solchen pit kontinuterlicher Bo~ 
achickuns und fiir sbensolchen Betrish an. Vorteilhaft whre o.5. ein 
derartiger Ofen in Form eines Tunnel-Ofens- Dabei wiirden die einsu- 
fischernden Leichen am vorderen Ende eines langgestreckten, inwendig beheiz- 
ten Tunnels auf eine bewegte Auflage-Vorrichtung aufgegeben werden, die 
sich idngs durch den Ofen hindurchzieht, die Leichen durch eine Anheis- 
gone in die Verbrennungssone flhrt und em Schluas die Asche austrigt. 
Demgegentiber steht aber die oft erwiesene Unmiglichkeit, irgendwelche 
Eisenteile auf die Dauer im Feuer beweglich su erhalten, auch wenn, 

wie im vorliegonden Falle, die bewegten Teile oben naturgemiS mit 
Schamotte verkleidet wiirden. AuSerdem wiire ein staéndiger Kraftbedart 
zum Bewezen dor beispiclsweise als Doppelkette ausgebildeten bewesten 
Auflage-Vorrichtung notwendig. Schlie®lich wiire die Anordnung der 
Rauchgaselige usw. kompliziert, sodase aus allen vorgenannten Griinden 
diese Anordmung ausscheiden wiirde. 


Wenn also ein Ofen kontinuierlich beachickt und betrieben werden soll, 
s0 muss - um im Feuer su bewegende Konstruktionsteile su vermeiden - 
die Bewegung der eingefilhrten leichen innerhalb des Ofens selbst- 
tHtig durch die natiirliche Sohwerkraft erfolgen. tmxam Die Leichen 
missen also auf entsprechend geneigten und geformten Unterlagen in 

den Ofen hinein und durch diesen hindurchgleiten, auf diesem vege 

in's Brennen geraten und schlieBlich an einer geeigneten Stelle sus- 
brennen und veraschen. Ich habe einen entsprechenden Entwurf eus- 
gearbeitet, der 5 Gleitbahnen vorsieht, die sickzackartig aufeinanéer . 
folgen und rostartic susgebildet sind. Oben, am Anfang der obersten 
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betr.i Einkscherungs-Gfen fiir Fonzentrationslaszers 


Gleitbahn tefindet sich eine geniigend weite Einfiihriffnung, 

die normalerweise stets durch cine geeignete, nach innen aus- 
woichende Klapptiir geschlossen ist. Durch diese Zinfiihr- 
Sffmung werden die einsudschernden Leichen so sufgegeben, dass 
sie quer sur Lingsrichtung des Kirpersa auf die erste Gleitbahn 
Belangen. Um die Quereinflinrung su ermtglichen, ist der Ofen 
mit 1,9 = lichter Breite vorgesehen. Am Ende der ersten Gleit- 
bahn oschlieSt sich an der Umkehr, in entgegengesetzter Neigung, 
die sweite Gleitbahn an, an diese# die aritte und am Fule letste- 
rer ist der wagerechtliegende Ausbrennrost vorgesehen, Vor die- 
sem wird die Feuerung angeordnet, die entweder als Planroat-, 
Treppenrost-, Generator-, Ol- oder sonstige Peuerung ausgefihrt 
werden kann, je nach dem Brennmaterial, welches verheizt werden 
muss. Die flammen- bezw. Heisgas-Fihrung ist so gedacht, dass 
alle Gleitbahnen und sonstigen Auflagen, die ja, wie oben gesagt, 
rostartig susgebildet sind, den Flammen und Rauchgasen von unten 
bis oben den Durchgang ermiglichen. Die Biniischerungs-Objekte 
sind also auf dem ganzen Veg durch den Ofen den Einwirkungen der 
Plammen bezw. Heizgasep ausgesetst. Sbenfalls am oberen Ende 
des Ofens, der Einflihriffnung segenilber, liegt die Austritts- 
Gffnung filr die absuleitenden Rauchgase, die dort in geeicnoter 
Weise in den Schornstein eintreten kinnen. 


Durch entsprechend angeordnete Nachsto@tffmungen kann bei einem 
eventuellen Festbrennen oder Featklemmen der sinischerungs- 
Objekte von auGen nachgeholfen werden. Asche, die beim Ver- 
bremmungs-Vorgang innerhalb des Ofens anfAllt, soll, soweit ave- 
lich, durch die Offnungen der Gleitbahnen und sonstigen Auflager 
mach unten durchfallen. Solohe Asche, die sich unterwegs eventuel 
auf der Fiickseite durchbrochener Gewilbe und sonstwo adsetst, 
8011 durch entsprechende Asche-Reinigungstffmngen nach auSen 
abgezogen werden. Die Hauptasche sammelt sich unter dem Aus- 
brennrost in einer entsprechend grogen Aschekammer, die an ihrer 
Oberfl&che auch dauernd der Einwirkung der Heisgase unterliegt, 
sodass auch noch nicht ausgebrannte Heste der Kinkscherungs- 
Objekte in diesem Ascheraum noch nach- und susbrennen kinnen. 
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Ein Ofen dieser Bauart wiirde also ununterbrochen arbeiten, d.h., die 
gu verbrennenden Leichon wilrden oben - chne Stitrung des Verbrennungs- 
Vorganges - in entsprechenden seitlichen Zwischenréumen aufgegeben, 
auf dem Weg durch den Ofen siinden, brennen, ausbrennen und veraschen, 
und in Form ausgebrannter Asche in der Aschekammer unter dem Aus- 
brennmrost landen. Dabei bin ich mir vollkommen klar dariiber, dass 
ein aolcher Ofen als reine Vernichtungs-Vorrichtung anzusehen ist, 
dass slso die Bogriffe Pieté&t, Aschetrenmung sowie jegliche Geflihls- 
momente vollstindis ausgeschaltet werden milssen. All das ist aber 
wobl auch schon jetzt bei dem Betriebe mit sahlreichen yurfel-Ufen 
der Fall. Es liegen eben in den KZ-legern besondere kriegsbedingte 
Umstiinde vor, die zu derartigen Verfahren swingen. 


Ein erschwerender Umstand beim Betrieb der von mir vorgeschlagenen 
Heukonstruktion gegeniiber den bisherigen Muffel-Ofen liegt ledig- 
lich 4arin, dass der neue Ofen hither bauen wirde, und dass die 
Einischerungs-Objekte infolgedessen erst auzy eine gewisse Hthe ge- 
bracht werden miissten. Ich betrachte diesen Umstand jedoch nicht 
als a0 schwerwiegend, @ um deawegen die eukonstruktion nicht vor- 
zuschlagen, weil sich das Hochbringen der Leichen jedenfallsa durch 
eine entsprechende Vorrichtung - entweder einen Aufsug einfachster 
Konstruktion oder eine schiefe kbene - ausgleichen liisst und in 
keinem Verhiltnis zu den au erwartenden Vorteilen des neuen Ofens 


steht. 
Eine weitere Ers , die sllerdings our bei den ersten Aus- 
fuhrungen eintreten ist die, dass eine ganse Anzahl Schanotte- 


formateine und demsufolge Modelle fir solche gebraucht werden, 
weil solbstverstiindlich im Innern des Ofens Bisenteile soviel als 
irgend tunlich vermieden werden milssen. Vorliufig habe ich ledig- 
lich oben, im kilhleren Teil des Ofen-Innern, neben einigen Quer- 
Formeigsen, einen schweren gusseisernen Hohlbalken als Sttitze fiir 
ein Gewilbe vorgeseben. Auch dieser kann aber voraussichtlich 
noch durch eine Formstein-Konstruktion ersetst werden. Der sonstige 
Aufwand an Eisen ist nicht erheblich und beschrinkt sich auf guss- 
eiserne Armaturen und eine in Stahlkonatruktion aussufinrende Ein- 
fUbr-Vorrichtung, sodass fiir letatere neue Modelle nicht angefer- 
tigt werden brauchen. Die erforderliche kriftige Mnuerwerksver- 
ankerung muss natiirlich auch bei diesem Ofen vorgesehen werden. 


Herr Priifer, mit dem ich tiber die Angelegenheit bereits gesprochen 
habe, bezweifelt, dass die Leichen selbattktig durch den Ofen 
gieiten, weil nach seinen Beobechtungen an normalen Eindscherungs- 
Uven in Krematorien angebrannte Leichenteile selbst auf stark 


-3- 
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Fortsetzung ae 3 


™ Bericht von Herrn Sander 14.9242. -+- 


geneigten Flachen sum Anbacken neigen. Ich kann diese Befiirchtung 
nicht teilen, soweit solche aber surecht besteht, kimnte sic 
sicher durch die Wahl eines anderen Rutschwinkels behoben werden. 
Vorlaiufis habe ich fiir alle 5 Gleitbahnen eine Neigung von 35 Grad 
gegen dio “agerechte vorgesehen, weil erfahrungsgems bei diesem 
Ratschwinkel auch schwierlges Srennmaterial selbst rutsecht. 
AuSerdem ist ja su beachten, dase im MaBe der ‘fortschreitenien 
Verbrennung den durch den Ofen gleitenden Leichen immer an dem 
unteren Ende der Gleitbahn die Sttitse entzogen wird. Das 
Schwergewicht liegt somit immer am oberen Teil der Gleitdahn 

und driickt die auf dieser lagernde Schicht von oben her nach. 


Mit Riicksicht auf die eingangs gemachten Darlegungen ist anzu- 
nehmen, Gass die infragekommenden Behtrdenstellen auch andere 
Ofenbaufirmen wegen Lieferung gut und schnell arbeitender EBin- 
Escherungs-Ufen in Bewegung setzen. Auch bei diesen wird daher 
die Frage nach der giinstigsten Bauart derartiger Ofen fiir vor- 
genannte Zweoke gepriift werden. Ich muss also voraussetzen, 
dass diese Frage jetst allseitig aufgerollt wird, und dass daher 
auch in anderen Ofenbaufirmen Gedanken fllr neue Bauarten derar- 
tiger Ufen auftauchen. Aus diesem Grunde halte ich es filr dringend 
notwendig, meinen Vorschlag sum Patent anzumelden, damit wir 
uns die Priorit#t sichern. 


Auferdem halte ich es fiir wiinschenswert, die Seukonstruktion 
einmal griindlich durchsuarbeiten, da sich dabei sicher noch 
mancher Vorteil herausholen liisst. 2.5. kiinnte ein derartiger 
Ofen auch als Doppel-Ofen ausgebildet werden, mit der Feuerung 
an beiden Snden und dem oder den Schornsteinen in der Mitte. 
Will man auf die anerkannten yerbrennuncsstechnischen Vorsiige 
der Muffel nicht verzichten, so kann der Raum liber dem Aus- 
brennrost auch als Muffel ausgebildet werden. Diese wiirde dann 
an einer ldngaseite offen sein und durch letetere von der unter- 
aten Gleitbahn her beschickt werden. Die Muffel wiirde dann flir 
eine Beschleunigung des Ausbrandes sorgen und damit zu eines 
noch schnelleren Durchlass durch den Gesamt-Ofen mit beitragen 


Exgener Brief 
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ally | rn ee | yp 30... 
¥: . | 12.Februar 1943, 


80 


Beteb.te, 0747 F /43/20/Schu, 


Betr.t Erematorium VI, 
Bezug: = ohne = 
inlz.: 1 Slammer, 


in den 

Lagerkormandsnten 

i} = Cberstursibannfthrer #6 8 
Auspehrits 0/3] 


Unter Besugnahme auf die Unterredung des Unter~ 
fortigten und d@x Jngeniseur Prdfer von de> Firm 
Topf und Séune am 29,1.43 wurde die Planung eines 6,ire- 
natorluna (gine offane Yerbremungalmcmer mit den Aus- 
mafen von 48,75 x 3,76 m) in Srviigung gezogen, Dio Zen- 
Sralbauleitung hatte daraufhin die firma Topf und sdhne 
beauftougt, einan Entwurf fir diese offane Verbremungs- 
otatte anzufertigen, der in der inlage beigefigt wird, 

Sollte der Sau dieses 6,irensatoriums durchgefihrt 
worden, so wird gebeten, einen entsprechsnden Antrag durch 
die amtseruppe Dan die Amtagrupps O cu stellen. 

Bei einer eventuellen Durchfilbrung dieser inlage 
sind ausser dan jotst im Sinsats tefindlichen Arbeits- 
kriften nove irbeitekriifte durch die fonmmandantur sur 
Yertigung su stellen. 2s sind hiersu erforderlich: 

150 Hiiftlings=aurer 
200 Héftlingsbauhilfsarbeiter. 
Die Durchflhrung der Saumadnahne ist abbingig 
von der Gestellung vorerwihnter irbeitskriftte, 


Der Leiter der baulet 
Verteiler: der Waffen} lized Auschwits. 
}i-Ustuf.Pollok 
}}-Ustuf Janisch 
th-Unstut Kirschneck -S 6 


““~Registratur (Akt Krematorium KGL BY 30) 


Document 243: Letter from the head of the Central Construction Office Bischoff to 
the Camp Commandant Hoss of 12 February 1943 regarding “Crematorium VI”. 
APMO, BW 30/34, p. 80. 
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740 IV, Bd, 8, Abecha.: Keramlk und Olas. |, Grobsersntk 


Man rechnet eof I m® Brennrawm 300 NSt. Bel GO m Breenkanellange und Schorustelnaug 
von 3 bis 5 mm WS betrigt der thgiiche Meuerlortechritt etwa 6 m, 
Ofentelstung nach der N&herungsformel; £ = ¢/+ 300/10, 


Dabel ist 2 Tegestelstueg In NS, 
© Querecboitt des Brennzennis (m4), 
{ Linge dee Brenn&enals [os]. 


Ele lenger Brenekenel beanepewcht stdrkeres Zug ale ein kurser, KoblenverSreuch etwa 
150 kg Stelnkonien je 1000 NS 

Emptindliches Gut mu& langsam gebrannt werden. Es {st oft zweckmabig. 
abwechselnd mit einem Oberschu® von sauerstoffreicher Luft (oxydierend) und 
mit einem Mangel an 
Saverstolf(reduzicrend) 
zu brennen, Besonders 
beim Brennen von 
Eisensehmelzktinkern 
Ist dies wichtig. weil 
durch = reduzlerendes 
Brennen das schwer 
schmelzbare Elsenoxyd 
In das leicht schmel- 
zende Elsenoxydul 
Obergeffhrt wird und 
dieses den dunklen 
Metaliglanz des Kiin- 
kers erzeugt, 

Verlirbungen. 
Aus den Rauchgasen 
konnen auf dem frischen und 
kGhien Einsatz H,O und SO, 
niedergeschlagen und dadurch 
Verlairbungen erzeugt werden. 
Um dies zu verhindern, leitet 
man angewarmte, reine Lult 
aus den Kuhikammern des 
Ofens hinter dem Feuer in 
besonderen Schmauchkandien 
(Abb. 17, &) an der Feuerzone 
des Ringofens vorbel In die vorderen, 
zwischen Papierschiebern abgeschlossenen 
Abteile. Vgl. Vormauersieine S. 742. 

ZickzackSlen, Abert des Ringolens 
(Abb. 18), beansprucht wenig Raum und 
hat wenlger Warmeverluste durch Strahlung. 

Men kann tm Zickseckolen schnell breeeen 
ued deshalb mehr Wieme aus den KOliikammern tu 
Trockesewecken eninehmen, 


In den bisher genannten Olen wird das 


4, 
s Le 


St 
yy 
a 
= 
pa Ys 
=a 
vA 


SPRL e epee ees 


Brr2t— ee 


Abo. 18, Ziegelei mit Zick-Zack-Ofee und Kammertrockner 
(rd. egg mat. Grdde) 


Abb. 19. Tunmelafes, , Gut im Brennkanal selost durch menschliche 

Arbeltskralte ecingesetzt und ausgebracht; 
nach jedem Brande milssen dle Wainde so welt abgekihit werden, dab das 
Arbeilen Im Ofen ertriglich wird, Das bedeutet Warmeverluste, und auberdem 
sind nur schwer dle erforderlichen Arbeiter hierfir zu beschalien. Beide Ubel- 


Document 244: “Ringofen” (ring furnace) for the sintering of bricks. Source: 
“Hiitte” des Ingenieurs Taschenbuch, Berlin, 1938, vol. IV, p. 740. 
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1 


die 


D155 Kostenvoranschlag der Fa, Topf 
fir einen Verbrennungsofen, 1943 
I. A. Topf & Sohne Kostenanschlag vom 1. 4. 43 
Erfurt 
fiir Auschwitz 
Lfd. Nr. Anzahl Gegenstand der Veranschlagung 


guBeiserner Rauchkanalschieber mit Rollen, Drahtsei! 
und Handwinde, 

erforderlichen Schiirgerite, 

Monteurstellung 


zum Bau des Ofens, einschlieBlich Reisekosten, Tages 
gelder und sozialer Abgaben. 


Preis des Ofens: RM 25 148,— 
Kennziffergewicht: 4037 kg 


Wihrend des Baues sind unseren Monteuren geniigend 
Helfer, kostenlos fiir uns, zur Verfligung zu stellen. Die 
gesamten Mauermaterialien, wie Ziegelsteine, Sand, 
Kalk und Zement, miissen rechtzeitig auf der Baustelle 
zur Verfigung stehen; diese Materialien sind uns eben« 
falls kostenlos beizustellen. Es handelt sich um: 


ca. 19000 Stiick Ziegelsteine, 
ca. 20 cbm Mauersand, 
ca, 600 kg Zement, 

ca, 6000 kg Kalk. 


Der Preis fiir den Ofen gilt frei Bahnwagen verladen 
ab Station, 


ppa. |. A. Topf & Séhne 
gez.: zwei Unterschriften 
(vermutlich: Sender, Erdmann) 


Lief, Bed, A, 60. 1, 42 5000 L/o211 


351 


Document 245: Last page of a cost estimate by J.A. Topf & Séhne of I April 1943 
for the Central Construction Office at Auschwitz regarding a “cremation furnace”. 
Source: R. Schnabel, Macht ohne Moral. Eine Dokumentation tiber die SS. Réder- 


berg-Verlag, Frankfurt/Main, 1957, p. 351. 
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—— 
4 Che. 
atainm en, £ 


J.A. TOPF & SOHNE o 


MASCHINENFASRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


60 JAMRE 


= [ifs QteHtecer 
Coe 1 HOPPmtere terwer 
== eteenye 

5 te aeeet ee 
cooks 
tue VOON.coot 
eac cone 


rc 
it} 
Titl. | SIABOR 4 HUNOIUE 
ONLOWP SERS 


Reichefthrer 85, _ = IGP att See 
Che? der Deutechen Folizei, | Sit Stes | OnoCOMFO 
Eaaptext Leushalt and Bacten, 1 wis; 4 We none 


ERFURT, 1-11.49. 
; POsIFACH 
j Femete GHD VEEWALTOND 


=sss=c= 


t é U oe 
iOberdonac. 4 / evennnrent Ms 
setuueer, MA ThCosh, DASENE Ab Pte 
Kresstorian, - Df eet. et./ 
Sintscherungs-—Ofen, 


uns.incebot kr.40/964. 


Wir nehnen Besug euf die Unterredung ewisehen Ihre sehr 
seekrten Herre Suuleiter 3utic had r und onseren § 
Oberingeniesr Pri?erx und nahmen Gavon Xenatnis, é23 
3ie noch einen Topl-Doppslmeffel-sink acrerunzse-Ofen fur 
des Leser Gusen denitigen, 


Serrn 


Seilicgsni Uberseaden air Ihasy venschgex#S eiman Zontene 
enechlag liber: 


L xoxsbeheizten To pf ~ Dorpe lmuffel- 


Sintocherunse-Ofen =it Druckluft-Aniare 


Soliten Sie cis Ofenversnterung, woflir wir Ihnen eine Aufstel~ 
lung mit Chexreichen, beaeeitie selbat anfertigen, so er.itigt 
sich der angebotspreie os Ri 400,—. | Fir sind bereit, Gis 

t Z Ger Ofer in cs. & 


sia sun Ofen so su liefern, dz 
tis eratellt ist, 

Unseer rerr srlfer hatte Ihnen bereits nitgsteilt, deé in 
Cen worker anzebotensn Cran atiimiitch sei Igichen sur tin 


oe a es 


Document 246: Letter from J.A. Topf & Séhne to the SS New Construction Office 
of the Mauthausen Concentration Camp of 1 November 1940 regarding a cost es- 
timate for a TOPF coke-fired double-muffle cremation furnace. Source: Bun- 
desarchiv Koblenz, NS 4/Ma 54. 
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‘BF LA. TOPF & SOHNE, ERFURT TAG BLATT 
lell.40. -2= 
EMPFANGER 


Beitohaflihrer SS, Heubsaleit+ung EL, 
Bouthauae nh, 


Sackerung komen kinnen, 


Damit Sie die Vorarbeiten sam Bau cea Ofens jetst echon 
treffen ktnnen, Ubersenden wir Ihnen gleichfslls einen 
Abzug unaerer Zeichnung D 57 255. 


Wir bitten um Erteilung Ihres geachiitzten Auftrages. 


Heil Hitler ! 
JA TOPF & SOHNE 


Ma 
Pps g “a, 


Anlegen: 


1 Zostenenachlag, 
1 Seichnung D 57 253, 
1 Aufstellong, 


ome. 


Document 246: continued. 
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Uf 


-LATOPF&SOHNE > 


MASCHIMGMFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


copes EGR, 

100. MOSSE-COE . "[GoF 78 
ARC cost 

STALOT 4 HUNDIUR 


4n den 


Reichsfihrer 3.5., Chef 
der deutechen Poilsei 
‘ Hauptamt Haughalt und Sauten 


rwosr 
JOrPweece cxruer 
faennue 
‘tio 2% BNET Eee eee 


gtvovinnsns 
fOrCHseanc. 


GuoroNnTO 
fOMSCMECEEONTO 
cesuet ow 


aT, den 44.7.1944 


5.5, Neubauleitung Mauthausen ; Jd 
4 ‘= . Denvsestaaise ny 
—  ,Meuthausen {Oberdonau ' ia, 
1 MYER ve TECHN vaccine ED Iy/Erf, 


Ihr Schreiben vom 9.7.41 N/L. = Sc, 
be ~Ofen 


Im Verfoly unseres oben angefiihrten Schreibens ibersen- ; 

Gen wir Ihnen wunechgeniiss eine Bedienungs-Vorschrift ~ 

in dreifacher Ausfertigung ait der Bitte, eine hiervos 

im Ofenraus as sichtbarer Stelle aufzuhiingen. Die beiden 
= anderes kinsen Sie su Thren Akten nehmen, 


wn ky 


\a4 In dem kexedeheisten TOFF-Doppelmuffel-Zinischerungs- 
a ofen kénnen in ca. 10 Stunden 39 big. fchen zur 
Y Syn ail Eindscherung gelangen, Yorstehende Anzahl kann ohne wei-, 
teres tuylicn sur Zingachorung kommen, ohne den Ofen sa 
Sie jo wn iberlasten, La schadet auch nichts, wenn der Betried es 
40 es J erfordert, Jase ‘ag and Necht Binaischerungen hintereina- 
. ander vorgenoamen werien, vie Tatsache desteat, dass 


gedit die Schamottemateriaiion iiinger naiten, wenn im Ofen 
dauernd gleichmkdige Temperatur herrscht, 


Wir hoffen, sit Yoratehendem bestens gedient su haben un¢ 
enpfeblen uns Innen inewiechen, 


Heil Hitler! 
Opa J A TOPF &2 SOHNE 


cae: Li tbat dai~ 
eet etnm =e p P 
Document 247: Letter from J.A. Topf & Séhne to the SS New Construction Office 
of Mauthausen Concentration Camp of 9 July 1941. Source: SW, LK 4651. 
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28,duni 1943. Lt 


. 43 f 


- Ay 
{ 
IV 
51550/3e./Ne.— 
’ . 
Betre: Fertigetellung 4. Kromatoriums IT] 
Besug: ohne : 
Andes = /= ‘ vee 5‘ 
an Gas ye 
4=-Wirteohafte-Versal ieee x 
hauptamt, Amtogruppencher 6 ar 
}-Brigadefthrer u.Generalzajor 5 *s 
Dre-Inge Famnler : iMate 5% 3 


Berlin- Lichterfelde - West 


“ 


I 
Unter den Eichen 126 - 135 . 


‘ Melde die PertigotelZung des Krenatoriuma- bes4 mit dem 
* 26.6.1943.Mithin sind simtliche befohlionen Krenatésjen, fertig-. 
geatellt. . Pe Fey 


Leistung der nunnehr vorhan4 enen Erematorion 


bei einer 24 sttindigen Arbeiteseit + 
1.) altes Erematorium f 


3 x 2 Muffeldfen r 340 «©Personen 
"2:) neues Krematorium 1.K.0.L. If : 
5 x 5 Muffelifen 1440 Personen 
3.) neues Kromatorius IIT , R 
6 x 5 Muffeléfen 1440 Personen , 
neues Krema um IV. 
8 Muffelofen 76@ Fersonen 
5.) neues Krematorium ¥- : 768 + Pernonen 
B Muffelofen - - 
Insgeo.bei~24 attindicer Arbeitazeit 4756 Personen 


Verteilers Der Leiter der Zentralbaul#itung 


axt = dental CHUA , Ger Yatfen-} und Polise’ Auschwits + 
* ‘+ Kirschek == . ’ 
Regictratur K.G.L. BY. 30 

~ 


}-Sturmbannfthrer, 


Document 248: Letter from Bischoff to Kammler of 28 June 1943. Source: RGVA, 
502-1-314, p. 14a. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


esanens 248a: Letter fom Bichay to Kammler of 28 Te 1943. Source: 
www.topfundsoehne.de. 
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“oof An J. A. TOPF & SOHNE Brfurt den 049-42. 


Abteslung DIV. 
Unser Zeiten: D IV/Prf./hes. 
in Sacher Heichsfllhbrer SS, RBerlin-Lichterfel 


opt SONDERAKTEN 


6.9.42 Herr Obersturmfithrer Krone ruft an und erkllirt, dass er 

sum Brigadefihrar Kiemer bestolit sei und Uber seine He~- 

sichtigung des Krenatoriuss in Auschwits, von der or postern 

eeeenecne sei, cu dDerichten habe. Aus dor Anlage in 

ts wire er nicht klug seworden und wollte sich des- 

halb genau informieren, wieviel Muffeln dort cur Zeit in 
Betrieb seieon, und wievie] Ufen mit Muffeln wir sur Zeit 
@ort bauen und noch liefern. 


Ich gob an, dese sur Zeit 3 Stlick Zwet- 
muffol-Cfen sit einer leistung von 

250 je Tag in Betrieh selen., Verner 
wiren jetct in Bau § Stick Dreimuffoi- 


Des 


Exgener Beet, Formular 


++ ee booty 


Document 249: File memo by Kurt Priifer of 8 September 1942. Source: 
http://veritas3.holocaust-history.org/auschwitz/topf/. 


Oren mit einer tliglichen Leistung von 800, dum Versand kien 
den niichsten Tagen die von Mogilew abgeaweigten 
P sttek Achtwarted-tfen mit, canex Lleistung von je tliglich. 


to, duss diese Anzahl von Euffeln noch nicht aua- 
one Ftp arbor ne wit sollen noch weitere Gfen achnellsterns liefern. 


doher swecknlific, ange ich am Donnerstag Vormittag nach 
Beriin kiime, um mit Haren K. Uber weitere Lieferungen zu ape 


hen. Ich soll Unterl ber Auschwits mith » damit min 
endgltis pear dio ér Rufe Nacstamses ‘caren: 


Den Besuch flir Donnerstag habe ich sugesazt. 


Document 249: continued. 
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Cremation # 2 3 4 5 6 7 8 
1 780 °C | 820°C | 9 min. 690 °C _ |16min.| 870°C | 75 min. 
2 750 °C | 1050 °C | 16 min. | 780°C |52 min.| 820°C | 56 min. 
3 700 °C) 980°C | 12 min. | 750°C |20 min.} 960°C | 68 min. 
4 950 °C | 1050 °C | 9 min. 800 °C | 24 min. |} 920°C | 62 min. 
5 880 °C | 1100 °C | 12 min. | 830°C |20 min.| 830°C — 
6 690°C} 950°C | 10 min. | 800°C |24 min.}| 830°C |44 min. 
7 800 °C | 930°C | 16min. | 820°C |36 min. |} 1080 °C | 40 min. 
8 810°C} 1100 °C | 13 min. | 800°C |24 min.| 830°C | 40 min. 
Mean Values | 795 °C | 997.5 °C | 12% min. |784.75 °C| 27 min. | 892.5 °C | 55 min. 


Columns 

: Initial temperature. 

: Maximum temperature during coffin incineration. 

: Duration of coffin incineration. 

: Temperature at the beginning of corpse cremation. 

: Duration of corpse water evaporation. 

: Maximum temperature during corpse cremation. 

: Duration of the cremation until the maximum temperature of corpse cremation 
(main combustion phase). 


AAINDNKRWNY 


Document 250: Summary table of data derived from cremation experiments con- 
ducted by engineer R. Kessler on 5 January 1927 at the Dessau Crematorium 


(coke-fired). 
Temperatura °C 
19000 | wi 4d 
soo ony 
eco 
res ye} 
| : 
Tempo «.™ v 


Document 251: Graph of the mean muffle temperature in the course of cremation 
experiments conducted by Engineer R. Kessler on 5 January 1927 at the Dessau 
Crematorium (coke-fired). 
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Figure 1 Phases of cremation combustion 


Table 1) Combustion characteristics in each phase 


Phoses Time Canditions 
(minutes) 

(1) ab 02 Combustion begins. 

(2) be 2-6 The temperature inside the 
cremiator is rising. 

Qa 6-7 The temperature inside the 
cremator is controlled, 

(4) de 7-11 The corpse b burning. 

Sef 11-13 The corpse is buming. 

)f9 13-344 The corpse is burning. 

9+ 34-38 The ternperature és declining, 

(@)i-j 38-60 Heat preservation. 


Phenomena 


The coffin is burning. 
Moisture within the corpse is 
evaporating. 

The corpse begins to burn 
(dissolving due to heat), 

Full-scale combustion. 
Flamwmaiie parts have been burnt 
out. 

The belly and loin parts are burning, 
The belly and loin parts are burning. 
The corpse is burnt out. 


Document 252: Summary of the cremation process in a modern cremation furnace. 
Source: Douglas J. Davies, Lewis H. Mates (eds.), Encyclopedia of Cremation, 
Ashgate, London, 2005, p. 133. 
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Document 253: Condition of a corpse after thirty minutes of cremation. Source: 

Michael Bohnert, Thomas Rost, Stefan Pollak, “The degree of destruction of hu- 

man bodies in relation to the duration of the fire,” in: Forensic Science Interna- 
tional, 95, 1998, p. 15. 


Document 254: as above, after forty minutes. Color reproductions of these photos 
can be found at the end of Part 3 of this study. 
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as 


Tae TA at 38 


Offentiiches Wer: | und Museurn Mayvihaugen 


~~ Ka.+7 Viren, Pe oF 


Document 255: List of cremations at the Gusen Crematorium between 26 Septem- 
ber and 12 November 1941. Source: ODMM, Archiv, B 12/31. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


Date dd/mm 


kg of coke 


corpses 


kg/corpse 


min/corpse 


kg coke/hr 


15/10 960 23 41.7 120 10 240 
Totals/Avgs| 9,180 193 49.0 |1,685 19 163 
26/10 840 20 


30/10 


26 


Totals/Avgs 


129 


31/10 


07/11 


09/11 


1,140 


1,065 


465 


23 


27 


76 


74 


12/11 1,500 53 28.3 610 23 74 
Totals/Avgs| 20,700 677 30.6 |7,977 24 78 
Columns: 


1 
2 
3: 
4 
5 


: Date of cremations. 
: Total coke consumption (in kg). 
Total number of cremations. 
: Mean coke consumption per cremation (in kg). 
: Total time (in minutes) of each day according to the times recorded in 


the first column of Document 255. 


6: 


recorded in Column 5 refers to cremations. 


7: 


orded in Column 5 refers to cremations. 


Mean duration of each cremation (in minutes), assuming that the time 


Coke throughput of each gasifier (in kg/hr), assuming that the time rec- 


Document 256: Explanatory table of the data contained in the list of crema- 
tions at the Gusen Crematorium (Document 255). 


422 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


ge ® sO 
150 ut 50) 
J20 11430) 


te r 1-50 3. 
30 j13.00| © 
20 ‘4x10 } & 


Pa 
iy . 

x 

Pt 

’ 
He i 
y ‘ =o s Soe 
5) nd —w. — 0 See SSS 


Document 257: List of cremations conducted at the Westerbork Crematorium be- 
tween 4 June and I July 1943. Source: ROD, C[64]392 
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Document 258: as above, cremations on 7 June 1943. Source: ROD, C[64]392 
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= | a} 


Vig. #1. - Gli arnesi del fuochista: La tancia dritta per attizzare 
i! Fuoco; tancia a gancio per attizzare i] fuoco di sotto attraverso 
alle barre della grigiia; la pala, il tridente ed 1! tirabrace. 


—_ 


Document 259: Stoking tools. Source: A. Cantagalli, Nozioni teorico-pratiche per i 
conduttori di caldaie e generatori di vapore. G. Lavagnolo Editore, Turin 1940, p. 


110. 


Tabelile Il 


& 


— 


= 4 | 7 Fasurgy 
= 5 Avoenmade Teacuumade rermiges | Sucanbuten: | Dauer dee Guwiels 
i z dea Ons Ges Ofess | cerbean Proweses pen 
r z Mavuerenrks Verhresnungiraumes bei bey retler | bei voller bia 
Els cinmaliget | Fetens | Fillung , 
: | Brite Lange Habe Breito Langa Felbeng 
i * an ae = | an teat ky } by Standen \ 
la 1160 2460 2900 400 1700 20 10 5 0 me 
lb | 1290 2460 | 2200 530 1700 410 1390 6 oC 
Ba | 24 | 1290 2850 | 2500 530 2100 370 iw 7 100 | 
= 2b | 1480 2850 | 2300 660 2100 450 19 8 1215 
Sa 1420 8240 2300 660 «| «800 540 20 95 iis 
3b} ay! 1550 | 3980 2300 | 790 2500 650 25 105 | 1815 
4a 1550 9630 | 3100 790 2000 Ts 265 2 1815 
| 4% | 1680 | 3690 3100 920 | 2900 900 200 13.6 | 2000 


Ga | 1 900 | 1910 4 ad 70 40 ‘ 675 
and 
6b | 2 1039 | 1810 | 2100 a 100 40 5 700 


Document 260: Operational results for eight carcass-destruction furnaces built by 
the Kori Co. Source: W. Heepke, Die Kadaververnichtungs-Anlagen. Verlag von 
Carl Marhold. Halle a. S. 1905, p. 43. 
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O . 
dpis Ablage 2} 
Abschrift! 
Bans EK or i, Gemebdels Berlin, den 4.2.44 
Greesraucheisnngen 
dn die 
Koarandantur des 
lager der Waffen-SS und Polisei 
bublis. 


_Betrifft: Kronatérion 


In fee! mange Shy onan beutigen Boricites Sher don Betrieb der Einkschs- 
rungebdfen Tonz.~Iagers Imblin, lassen vir Sie soeh wissen,dass der 
toffbedar? beim Betrieb etationfrer Aramatesien bei suter 

Betricbsbeobuchtuny auf cinsa eshr gerinven Yorbreuch surfiekcebracht 
werden kann; denn das Verbrennungsut selbst trast ja im weseutlichen 
@urch seine cute Brenmnbarkeit ea einer Brennateffarspornis bei, wean 
aie Souperst&r im Vorbrecmmarsun des Kromatoriums sich um Too Svewrt. 


Pir dio BorsitateRlung von Breanmterinl ‘dr cine bestisute Neiz- 
periode kann man amnehzen, dess sun Erhittren cines Ofens 50 ke, Koke 
ané fir jede Dinfecheruns 25 kz Koks zobrauch+ worden. Deruus eryibt 
sich ein Tereebedarf von 10 Cintscherunsen lsich rund 399 it. 

Za fet debei unbenoanen, ob men nur mit Koko arbeitot,oder cit einen 
Gexicch von Koko und Steinkohle, Im letstcn Palle wird man 150 kz su 
150 kr verfohren, Mit einer -leichen Bramnsto-foeneo von 500 kr 

ttr einen iagesdetried laseer sich such ohne tolterce ew 20 Bin- 
Qechcrunmjen erledicen, wenn mon won Dinseleinfulirinyzen Absetand niuat, 


In dor brwartung, dasa Ihnen sit unserem ‘leuti-on codient ist, 
geichen sir ait 
Heil Hitler 
Hone Kori G,n,bd.H, 


Die Aichti ®eit 

der Ebichrift bedoheinigt pieosy. okragt2 8 nagises:Vaffen - 
Tablin,den Eonsentraticnslager Jablin 

poépie nieor, tela; 

S3$- Ober®charfthror 


fue ) Za s-odaes, . 
hs ; eA 
= XC a L 


Document 261: Letter from Hans Kori to the headquarters of Lublin Camp of 4 
February 1944. Source: APMM, sygn. VI-9a, vol. 1, p. 27. 
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a - _ 
ra) Ut upadoyudred epapuk onsraegenag Bem ewe 
CM weanuy mpynee O pasvesx ADEM ALUONN EIA CET AX 
¢ zaSucumoemy Oem fr te Ne parry pbt — 


% Kew Kp 02 0 te m tana 


Spans 2. Wer Cumenctea 
6 Weems 
1 3 Heeu lnecdepa 


sis 0 808 90 G0 M00 (200 430 Qo 1800 «4600 °C 


INL Hepa m y PA ¢* c 


Document 262: “Guidance chart for determining the cremation time of corpses in 

various crematoria as a function of temperature” as prepared by the Soviet Com- 

mission of Inquiry about the Lublin-Majdanek Camp. Source: GARF, 7021-107-9, 
p. 247. 
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— <= 


a 
Biteb .U>.702I6/ 42/Sr/‘sa. finfchreiben 


Betr.: Neuvau cines “rerntorium fiir dae X.L. Stusther? 
Berug: ort. Jehreiben vom 15.6.42 Tab.tr. 281/y/pey./d,/4 
Anig.: 3 Plaine 


An die 


Beuleitung der-Varfen-} 
und Tolisei 


Stuttho? = Danzig 


In der .nlege werden die Tline fir ein Krematorium fir 
30,000 diftlinge tiberreicht, Die anlage iat mit 5 Stilek 


Dreimaggel-7erbrenaungadfen ausgertistet, Nach sngabe der Pirma 


Qonf & Sime Urfurt deuert eine Verbronsung ca, 1/2 ttunde. 
Bie Seller wurden deshold genoben, da an der Saustclle cin 
hoher Grundwazserstand ist, 


Beztiglich der tuchnizensn “laricitungen wird ankcim gestellt, 
sich mit dor Pirma Top? & Sihne Orfirt in Yerbinéung su wetsen, 


Der Leiter der Zentralbaulei tun 
dar Jaflen—t} und Polisei .neeinrits 


teiaupteturnfiirer (3) hy 


Document 263: Letter from the Central Construction Office at Auschwitz to the 


Construction Office of the Stutthof Camp of 10 July 1942. Source: RGVA, 502-1- 


272, p. 168. 
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Dftgb.i 24 757/43/T4/ic uc chwita, ap 17.3,104) 


Akt eaverse:. peste 


petr.1 Schitsung des Lokeverbrauches flr Krenatoriuz I] KCL =~ 
nach ben der . Topf u. Shne (Erbamer der | fon) 


vou 11.5.43. 
Pout: = 350 at 
4nJ2_St4, = 12 350 = 4 200 kas 2 Kremetorien depnach 0 490 Kes 


Bei Dauerbetrieb vercindert sich diese Menge wecentlich, sodass 
mit 2/3 der Menge gereclhnet werden kann, Pir Krematorium II u. 


Titdemmech Vertrunsh in 22 thaten =Tt-g Jk © 20 Bee . 2 = St0 


Kowmmalorima tit 
mit je 4 Peusrungen = 6 Fouerungen susa=en = 
Bagel . 2 1120. 2 = 2240 kg in 12 ctundem (1 Mgeatet) 


Trematorium II = 2 Boo kg 


Ld III = 2 Geo * 
Lg Iv =1i120"* 
s vy «#1 i20* 


mus, = 7 G40 kg in 22 stat.(1 fagesbetr.) 
2 2 eT ee 


Dies sind Spitcenleistungen! Ein Jahresbedarf Lisst sich nicht 
angeben, do vorher nicht bekannt ist, wieviel Stunden besw. Tuge 
geheist werden muse, 


~ 


snes Sage age tees 
Verteilers 
2 Verwaltung EL 
? Snchbearbeiter 
I Zegiotr. Bw 30 Kil 
Ay eo ee 2 


Document 264: “File memo” by Jahrling of 17 March 1943. Source: APMO, BW 
30/7/34, p. 54. 
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WARMEWIRTSCHAFPTLICHE 


NACHRICHTEN VI. Jg. 1932/33 Heft? 


Sa (Be 
) 
a a ee 
ey | —- 
rer—rrnrr ee o - 
aa 
2 ——— 


2;--—__+-—_ —— ak. ia to 
af 


Document 265: Experiment to burn out soot deposits in a chimney. Temperature 

chart. Source: Kristen, “Ausbrennversuche an Schornsteinen, ” in: Warmewitt- 

schaftliche Nachrichten fiir Hausbau, Haushalt und Kleingewerbe, 6. Jg., Nr. 7, 
April 1933, p. 84. 
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H.KORI cms: 


BERLIN W57- DENNEWITZSTRASSE 35 


Teeny! emne Ferrel: Samael: Me “ Dewtiebey Berek ered Orentrer Bat 
Kori Barta B2 iotesw S64 tin ee, 38 Direowo-Gasstuchatt Dep-Karse ft 


Die Glteste Spezialfirma fir Bau und volistandige Lieferung von 
Einzel-Verbrennungséfen fir Mill und Abfille allerArt 


incinerators for waste and all kinds of refuse. Source: APMM, sygn. VI-9a, vol. 1. 
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TYPENBEZEICHNUNG UND VERWENDUNGSZWECKE DER KORI-OFEN 


KORI-oten Typus! fa I tle IV Vv IX x 


firktelne, mittiors und grotie Kramkenhdusor, Klimniken,Lazorette, Spitéler, Ambulanzen, 
medizinischa, bygienische und wissenschotttiche Institute, Desinfektionsanstaiten sowle 
flr Hell-, Phege- ond irrenanstalten, Seuchenstetionen, Frovenkliniken und Samatorien 


zum Varhrennes von Krontentouatidies ole Ant, Verbardechen. Souut, Operation: usd Amputotions: 
fatter, Lech eotetles, Verruthatioran sowie Lichenscfdlee, Spetermten Blumen Kahracdt snd Garrtenctroun 


KORI-ofen Typust fo tt ile VX 
fUrkleine, mittiere uw. grofe Schiachthife, Viehhide Veterinicinstitute, terdrztiiche Hoch- 
sebulen, Gestilte, Zoologische Girton, Abdeckoreian, Fischerethdten, Konserventobriken 
tum Verbrenten vor Schiccttheuscbliler aller Art, Korfisiotes, Grol unt Clantierindowem, Sorter 
end sorstges fariscen Fickwdnden, ouch breiget ent Miawgen Abpingen, sowe Stalinist und Deng 


KORI -oten TypusIV V XI Xi 


flr gewertliche Grobbetriebe, Waren: und Kauthduser, Lebensmittelgeschdftie, Komaum- 
veareina, Bbro-,Bank-undGeschiiMshiivser, Behieden, Zollamter, Fabrik- und industrielle 
Betriebe, Hotels, Bastavrants ued Vergnigungsiokale, $60 und Versommiungshalien 


zum Verbranmen von Baro 


Coden Verweriueg 


finden Verwendung 


finden Verwandusg 


KORI-oten Typus!V Vo vi vil vill 


fur Morkthallen und Markte, Ausstetlumgshalien, Messegrlande, Gettingnésse und Strot- 
enstolten, Kasernen, Truppenlbungeplétie end Scrackentogor, Wohnungsblocks und 
Siedlumgen, Flughdfen, Babnhédte, Hefenaniagen, fiecherethéfen, Kidreniagen,Friedhite 


tum Verbresnen von troctesem Seuctten end gonaties Ablolieateral, wie verdoroene MMemn- 


finsen Verwendung 


oblate, ache, Obst ont Gerizerees, wie ouch Kachenchfdte, Kehviche ved sorstgor Abroum, wie 
2 & vorvrockeete Erde2e vad Blumen oul Friedhoter, Papiernbidile eng Embollagen, Meuerdfi aller Art 


KORI-ofen Typus Xt XN 


els Kiein-Maliverbrennungséten fiir Burs, Gesandtschotten, Finanriimter sowle tir 
Finrelhaushattungen 


tun Verbrentan vor Fapierchfailen, Aiten, Zecteenges ved Dohunertet sowie wan Kichen: und 
somtiger Mousobléfien Ales tome! unewrwerttar 


4! Qebeeves He Otew ere leery 
2 Somietepnerer Cor wt Qartewnnny > 
2 Fort Vertomengares. genceare Autib rng 
’ 
) : 
tM fez 


Die AbEiidengea aot dar Tite 


fader Verwendung 


o theres Provpaniat setlas oo 

Bee 1. Ansekt etna: Vertrewmegeceingr, wt warler Giceurtminen vertieete: fiid 3, AsBesocetht einer Verbrenewsgr 
sebage sorverdeser Bevietarconmels 832 3. Mrelimtesto: temiesnegicln mi egeres Stora Sis &, Aevov 
thar Cerbreemrgoniogs Cebgie Hanciedrmine Bhd 3. Velemwengrermge ml! oyrricarene! Wal twcaseiDermmng 


Document 266: continued. 
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Nerlin 1499 
rasess any far K rembent aye 


H. KORI i: BERLIN 


Tilegr~Adr., Kari-Bertin 87 W857, Dennewitzstrafie 35 Fernafr: B2 Litzow 2450 
Technisches Biro und Fabrik fiir Entwurf and collstandige Lieferung von 


Verbrennungsifen fir Abfalle aller Art 


Eindscherangséfen fiir Krematorien 
Glih-, Schmelz- a, Hartedfen, Kesseleinmauerungen, Schornsteinbau 
SS" ..?°0Ogn°°..a._S eee 


Ober die Notwendigheit und Zweckmafiigheit der Abfallverbrennung brancht heute bein Wart 
mehr gesagt su werden. 

Noackdem von une im Lawfe von aber 4 Jahren Tawsende dor serschiedenartigsten Ver~ 
brennungsdfen geliefert wurden. die aiberall sur gréhten Zufriedenbeit arbeiten. darf unszeren Apferaten 
undedmytes Vertranen entgegengebracke werden 

Durck schnelle, sickers, cinwendfreie, in Anlage und Betrich gleich billige Bescitigung und 
restione Vernichtung aller Art von Abfdilen erfillen unsere Verbeennungsdfen sowed! die Forderungen 
der ffentiichen Gasundheitapflegs, aly alle Amspriiche sines wirtachaftlichen Betrighes, der durch dic 
Ausmutzung der Abgese fair Warmwasrer-Bersitungen, Bader oder fair andere Zwwcke weamntlick 


sesteigert wird 
Unsere Verbrennungséfen 
finden daher mit grifitem Vorteil Verwendung far) 


Medizinische, bakteriolog. Aygien. u. 2 wissenschaftliche Institete 

Kivathen, Lasareste. Keranken. irren-. Heil. und Prtegeenstalten 

Senetorien, Bade- und Karanstalten, Generaxgsheime, Heilstatten. 
Veterinar-Inotitute, terdratiohe und landuirtschsfeliche Hochechulen. 
Sctlacke- umd Viehbife, Abdeckertien, Gestite. Serum- und dhnliche Institute. 
Markthallen, Fiseherethdfen, Kenservenfabriten, Kenmoneereine wad dergleichen. 
Friedhife, Desinfettionsanstatten, K/éranlagen, Seuckenstationen, 

Rasernen, Festungen. Trappenabungephitee. Barackenlager, Werften. 
Gefdognioe, Stref-, Ereichunge- und amdere gerchiossene Anstalten. 

Keuf-, Waren- umd Gerchiftsbiuser, Bonk-, aro- und Verwaltungsyebiuds. 
Lt. Febriben, Werlotdsten, industrielle Anlogen. Hortenwerke wow, 

19, Hotels, Restzurants, Vergniigungelebsle, Theater, Zoolegische Garten, 

13. MeRgelinds, Ausstellungrhation, Bahwhéfe, Hafenanlugen. Markte und derg!. 
sowie far alle migtichen anderen Zuucke. 


Im ganzen haben wir bisher etwa 3500 Vortrenmingltfe geliefert. 


Sean mnawion 


Dberall, we regelmiflig Abfdile entetehen, die wegen ihrer gerumdbeitsgefchriichen Bigen- 
schaften cine vohmelle Vernichtung vertangan oder deren regelmagige Abfwhe und anderweitige Umter- 
bringung lawferde Ausgaten verursocht, bildem unsere Verbrenmungssfen das beste Hilfamittel, allen 
Ansieiichen der Hygiene su gendgen, Dabel erweist sich die Verbrennung auch wirtechefitich als 
das Witigste Verfahren, weil die Antogekosten der Ofen gering rind. dis Bedienung cinfack wad der 
Koblenverbrauch se mifiy fet (bow. gans fortfdlit). daft die Unterheltungs and Betriehraxagaben 


gar keine Rolle apicten. rae 
PAN MUZEI 

Neckewetend clad. chnige. de geluducliichnen Ofontyfen lave erutine wnt tupevehen, ™* NOANKU 
Asusfihrlicke Druckracken umd Kostenanscklige sehen gern sue Verfigury. aridel Waa re I ) 


Document 267: Promotion leaflet by the H. KORI COMPANY, Berlin 1927, regarding 
incinerators for all kinds of refuse. Source: APMM, sygn. VI-9a, vol. 1. 
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Was 


fypem iv, (va, Fu i, EM ML GOppEren vereroniengsKammern. 
In Pflegeanstaken, Hellettinen usw. lraadelt es sich 


legeaden 
form auch dort verwendet, wo gleichenitig feuchtes und 
trockenes Material verbrannt werden moll, Die zwei 
Einwaefe E, und 3, konmen auch an derwelben Stirmacte 
des Oleaaiegen. Eine Nebemteunrung eur Nachverbrennung 
der Rauchgese wird seitlich om Ofen angebaut, der sich 
konstruktiv dem jewellyen Bedarfsissen anpassen lait. 
BeiTypel¥ for Wares und GeschBltxhiuser, Banken, 
Fabriken wew, fllt meiss die obere Verbrennungekasnmer 
fort. Daftr werden baofig tiagebaut. 
Bei Type VI far Markthallen end dgl. wird die Soble 
der enteren Kamtnes mitdurchbrochenemGewolbe versehen. 


Type bids Ofen fir Desinfektionsanstalten, Friedhéfe usw. 

Wie Pig, 7 ceigt, beateht der Verbrennungs- 
yaum aus eer Kammer mit hovizontaler Soble 
mit durchbrochenen Schamotesteinen DG. Dar- 
unter Gegt die Hauptieucrung HP’, deren Flaceee 
durch den Urtereeg OZ wnd die Scblitae des 
Gew6lbes JG hindurchzieht ued die Able von 
allen Seiten in Feuer hill: Eine reichliche Zo- 
letung bocherhiteter Verbrennumgstult erfolgt 
durch die Oberiultofinungen OL, die alle sich 
biidenden Gase und Dample verzebrt. — ta dem 
Rauchabeugykamal RX, end den anschliebeaden 
senkrechtes Zoyen int den abricbenden Gasen 
Zea gelassen, vellkommen auszubecncen. Usten 
vereinigen sich die Zoge it Reochkanal RA, 
in der hinteren Stirmseite des Ofens it die 
Nebeniewerung NP eingebaut mur Nachver- 


Vig. 7 


Type IX. Verbrennangedfen fiir Wohngebliude und Klelnbetriebe. 

Das Bestreben, Hausmill aad Kebwicht auf dem Wege der Vi 
su beseitigen, wie es in England sek tangen Jabren geschieht, hat auch auf dem 
Kontinest zum Baw zentraler Moiverbcennungs-Anstalten gefthrt, Allerdings haben 
tich diese nicht Oberall bewShrt, weil die Heschaflenteit des Malls sehr verschieden, 
und die Nachirage nach den SehlackenrOckstinden gering im, Auch bangt die 
Rentabiliia: davon ab, welche Unkosten die Abfubr bisher verursachte Diese 
Usistande *tregen dam bei, da mamche Moliverbrennonge-Anstaiten siiigelegt 
worden, 

Um aber die bygieninchen Vorteile der Verbeennung sicht preiszugeben und 
die Abfubr and Unterbeimgung des Mulls gu eatlasten, keenten — abyesehen vou 
a den auf Seite 1 erwahntes Fallen — aech ls Wobn- und Einrethdusern, vor 
aiem mit Zestralkeizung, Kidee Mellverbrennungesten aufgestelit werden, Es wirde sich damn die 
Abluhr wef Asche wad Schlacke der Kochen, Zentralheieung und des Verbrennungeotens, sowie der un- 
verbrenniichen Ablalle beschrinken und so tur Eotlastery der allgemeioen Abfubr wesentlich britragen 

Einen solchen kieinen Verbrennumgeofem fde Eimrethbeser sncilt Fig & dar, der in verachiodenen 
GréBen, bis 400 Lier Fassumgeraum, gelietert wird. — Far grégere Gebaude kame Type [V in Frage. 


X. VerbrennangsGfen mit Gasbetrieb. 

Wahrend in der Reget for den Betried der Verhrennungesten (sofern Sberhaupt em Bremnstoffzusatz 
nOtig ist) teste Brennstadie Verwendemy finden, werden die Verbrennungstfen Type (X sehr vielfach auch 
fr Leuchtgasbeleuerung gelicfert, wegen der reinlichen und bequemen Handhabung und der steten 
Hetriedsberelischaf Aber wech grétlere Olen haben wir, und ewar mit bestem Ertolge, mit Gasfeverung 
versehen, our ist dane die Davart den verinderten Anforderungen amzepaseen. Jedemialis bietet der Gas- 
betrieb in vielen Fallen Vorteile, die sich allmahlich noch weiter auagestalien loser, 


Document 267: continued 
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H. Kori GmbH., Berlin W 35 


Dennewitzstrale 15 
Ferret: Sasumetnurmer 12.0464 
Drahtwort) Keri erin & 
Geprdmdet test 


Abteilung Heizung 

Sammetheizung, Warmiwasserberedtung 

Alle Heurungsarten von der Stockwrsksheteung bie ser Pumpen-Warm- 
warner und Fernbeicung. Heizergseniages far Siedlurgen, Ville, Wohn- 
aml GeechtitehGueer, Hotels, Industriedwaten und dilfentliche Gebtiude 
aller Art. Erste Eenpfohhemygen bet Bebteden, Architckten ond Frivaten 


Licitheizungs-Aniagen 

inabescedere GroUraum-Heiringen tir Halles Sporct- and Festriune, Sale, 
Workatitten, Garagen pew, Hersteller der Kori-Kalorifere (Lufthuse- 
apparete, +, Bild |}. verschiedene Rawarten und Gréten fiir alle Zweeke 
und Geidenverhitteten (uy. a. Stadt- und Festhalle Goewow) 

Besoudere Veeziige: Hohe Wirmelestung bei geringem Platebedtart; 
krbitige Hasart (schasmottennagemanerter Gul), daker lage Lebesiedaner ; 
weltgehende Heizywarmenutrere. daher mdfiger Brenmtulfersteanth 
Kirchenheizungen 

Villuendes Unterselmen auf dieem Sondergetiet. Viele Hunderte won 
Aiilegen jeden Unntanges Gen In- wod Austad. in Poem vom Kakeifer- 
oder Damgd-Luttheieung mit oder chee Ventilatortetrieb, Niederdruck- 
Dampthesrang oder Einachodenhetenng, Vorschlage wed Beratung kostemtoa 
Pinzelifen 

KoetOen jedet Art wad Gréifle mit und ohne Mantel oder dngeeauert, 
Hewalirt fir Schulen, kleine Kirchen Kaorrmem Lazarette, Getliegniss, 
Werkstatten, Pabriken, Turnhalles Vereummlungssle, Barecken aew 


Liftungs- und Trockeneinrichtungen — Abwiirme-Verwertung 
Zubchirteile 

wher Art fiir Hetzungs: und Létrungeantagren: Keeeel, Heitklicper, Warm- 
wassesspeicher, Dampdwasserattelter, Veetile, Haline, Pumpen, Gitter oew. 


Abeoituee Feuerung 

Mall und Abfall-Verbrennungstiten (Bild 2) 

Der bewahrte Kori-Dfen met das Hifsmittel fir mseke, billige wit gesund- 
lwiterechadiche Beseitigung aller Genkhares Abfille. Wirtechaftbohbeit 
darch Exeparm der Abjuhr sowie durch Rawchgesueneteune for Warn 
wiseerbercitung usw. Tausende won Ofen geliedert ter 

Wierechaltliche Anetalten, Krankeetauser, Hotels und Gaststitten, Grod- 
Wobebiuser, Biiregebiude, Fabriken. Waree- und Kewthiuser, Koesum 
Vereine, Kaseraon, Stratanetalten, Barackenlager, Schlecht: und Viebhdle, 
Abderkervien, Markthallen, Fischereihafem, Lagerhaliken, Baboldfe Aue 
sictuag@ebdede, FrieTaéie, Klaranlagen, Entkemmengsanstalten 
Einischerungsifen fir Fewerbestattumg (Dud 5) 

Regormoten Bauart Bicet bedeuterule Ex perc an Antage- ned Betre tskusten 
Uetewerung mit festen Heeneatafien oder Gas. Ketriebefertipe Leeterung 
einschi. Zubebtr, Bewahirie Sargeinfitrresys-Vorrichtangen cigener Bauart 
Industriciten 

Glih-, Schmelz, Hirte- ond Eersillieniden, MuffelOfem, Trocken4)ien. 
Kesselvinmaverungen ond Schornsteinhaw 
M@lischluckanlagen (Bild 4) 

Staub- end geruchsichere Verschiie eigener Mauart. Pr ule beunntester 
GraBbauten Berlins und im Reiche geliegert. Kesundeve Schiucher tie Mail 
Meche, Paper und Wasche, Verlangen Sie Vorschitige und Druckeachen 


tila é 


Kundendiemst 

Von allen obenyenannten Antagon in Mijthoiger Tatigkeit Tausende yor Austihrengett eur wollen Zatnetenteit 
Awch nach Obengabe Kontrulle der von ons eusgeftheten Anlagen derch alten Stamm severiissger Mitarbeiter 
Drecksachen, Exopdehtungon, Angebote, Kinaelveeschlge kostenlos, Auf Wanscl eeverténdlicher Ingenieurtesuch 


Sanderdrack ame dew Mewerlh Xaialeg, Jabvpang ? 


Document 268: Promotion leaflet by the H. KORI COMPANY, Berlin 1937. Source: 
APMM, sygn. VI-9a, vol. 1. 
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Einascherungsofen System ,,Kori“ 


im 


Krematorium der Stadt Hagen/Westt. 


AuBenansicht des Kremetoriums 
out dem Friedho? im Stadtteit 
Detstern 


ungestania w 
1906 sis ersie in Preullc 

bout end nach langem Kampf ma 
Gen Gegnern der Feverbestatiung 
im Jahre 1912 n Betrieb oe 
pommen 

Jnterhalb der A schishatle t 
fincet sich d dacheruegs 
raurn mit 2 Kor 


nks 


Ansicht dor beiden Kori'schen 
Eindscherengsiten 


nateuktiver Bexishung seit Joheen 


H. KORI G.M. B. H., BERLIN W 57 


Telefon: Sammelnummer Litzow 5464 Oennewlizsir. 35 


Document 269: “Cremation Furnace System ‘Kori’ at the Crematorium of the City 
of Hagen/Westfalia.”’ Promotion leaflet of 1927. Source: APMM, sygn. VI-9a, vol. 1. 
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Einascherungsofen System ,Kori“ 


im 


Krematorium der Hauptstadt Schwerin 


Auflenarsicht des Kromatoriums 
auf dem Schwerimer Friedhof 


Dieser moderne Ziegalrohbau ant 
hae in nedmgen Bauteil — vorn 
ganz rechts die Founrbestat 
tungsantage Systam A 

Im Turmbas sind untergebracht 
der Sohornstein for zwei Ein 
Sscherungsifen und dia Ent 


lOttungsschachte 


Ansicht vom Kori-Sinischerwngs- 
olen mit SargetniShrengswagen, 


Dieser Retormoten ist sowohl We 
Koksgeceratorbetriab ala auch for 


suerunyg eingerichtet. Er be 


wy 
2 


SAGAR 


oh 


sitzt sinen nach neuzeltlichen Er 
fohrungan konstruserten Rekupe 
rator, der gleichs ole Wirne 
her dient. Oer ays steiton 
amattewangen geblidete Asch 


mmeélraum endigt am tiefeten 


aN 


. 


Punkt ae! einem Nachglihrost 


Durch geschickte Grupgietung der Sargkammer re hachrawm nd Rekupersioe erdbrigte sich der 
kostspinlign TrelkeHer beim Gau des Ofenraumes Jia Anondaungafeage fr die Fin arungsttan 
von denan zuniichst que einer cur Auslihrung kam, wurde raemilich und fechmech varbildlich geltct 


(Stehe auch Grundrif- und Sehnittdarstellung aut besonderem Blatt) 


H. KORI G. M. B. H., BERLIN W 57 


Telefon: Sammeinummer Lotzow 5464 Dennewiltzstr, 35 


Document 270: “Cremation Furnace System ‘Kori’ at the Crematorium of the 
Capital City of Schwerin.” Promotion leaflet of 1927. Source: APMM, sygn. VI-9a, 
vol. 1. 
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Einascherungsofen System ,,Kori“ 


Krematorium der Hauptstadt Schwerin 


Abb. 1 — Grendrid 


Abb, 2 — Lingsschmtt duech : Matistals 


fag Keamatorum 


H. KORI G. M. B. H., BERLIN W 57 


Telefon; Sammeinummer Litzow 5464 Dennewitzsirabe 35 


Document 270: continued. 
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O x 
Hi. KO RI Grob is. fi RUN W 35, jean . 1eag, 
aniiaiienanintie aller Art in =e 


at oh atettene een eel ,] ‘ e 
a | ms VAVSE Aa) 
neichofihrer der 35 und 
achen Foliawt 


tale! > 
Taegremee: Keri-Berlia Dipl.Ing. ratios d 
Pecmctent Ramme Somes 21d oe ’ 

Rend ents Crentner Beet Bertin Depentiomhcmee #4 st chterfelde-' 


Im verfolg Ger eit Ihnen gehabten sfindlichen Bticas;rache wegen der Be. | 
echeffung einer cindscnerungeanlege in einfucher Ausfinr oringes wir 
Thnen uneerea .elormKindecherunge@fen wit Lohlenfeuerung Yor= \ l 
echiag, ¢iv wich Disher in der #raxie besteny bewahrt huben,- Bir b 

en fur dee in sussiont gtiomaens puuvorhyben awei stick Eloiechs 

fen in vorech. * len aber, durch Bilckfrage nochmsle feetsues 
len, ob dieses telden fen flr den Sedarf auereichend sind, Auch ist | 
noch éie Ofenancrdnungsfruge Kleraustellen, weil davos die dAusfthrang 
éer Armusturteile sowie dee Veranke erippes abhingig ist. Die Of 
anise tet atglicret in cines abgeschioesenen Kous untersubringen und 
an einen evtil, vornanédenen gchornatein ansuechliessen,— Falls eim Auft-' 
stellungsraum bereite in Aussicht genommen ist, bitten wir sie, une 
hiervon einen Plus einsveenden, damit wir ihnen +iown bruuchdberen Ane 
ord svoroching unterbreiten kinnen, Dea erforcerlichen Platabederf® [ 
eer vefen ait baa und Jchirstand kirnen civ wus den boigeftigt 
Teichnungen eraehen, Die ceichnung =< J,%r,6996 ~ yeranecnauliont die 74 
Anordnury von gewi veten hay 2am much der zeichnung = J.8r,9122 - mr. 
dua o#uvorh ten Dachwe vier en gur Aupfitrung ywkomawn eind, Hine =! 
weitere SS ur, wl: 4eUF.8060 suigt Inven die sniege Lyblis sit 
‘inf Eingecner «,.vien und awei wingebeuten Heiakumecrs, 


Wee nun die Anwehsrfunpuko. ten Tur seed aresutorien anbetri“ft, so bite 
ten wir Ihnen Givee vie icsgt ans 


1) & otick Kefore-Zinterherungsifen nvuester .on- 
atroation ait ~ewoltt<-r sufgveer* unt borises- 
taler aschenr wmsohle “'aeehlicweiter cer gveus SEG 
ter atmaturteiie, den sinfllhrungs-, pedieoungs- 4< 
und heinigum «tiren, cur aurtrosetten, den Fac ed 
Feuerungegernituren fir ate Iheupttcuerurg unc dem . 
Auryilhrost, dem vollotintigen Verankerungsgerippe 
wos kriftilen @inkeleiornweni- een unc U-cisen- 
tehienen ait anaerdtan v6 Wrloreer, slien Bas 
ceterielien o< @rethlirealges on eotteform und 
horee.steinen, Jenumotiimortel, Yorsyte- unc Ain- 
Sermaaerune uct ines, Meauereort-l urd gement sorie 
git Ger gecemtic -ontsge aurch urceren fturr wig a 
penteur unter ot -+tellumy sdetlicner pi.lscra’te 


laced Bey 


Palis cie aufeteliun, des sweiten Ufens is anechlué an die: sr 4h 
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Document 271: Letter from the H. KORI COMPANY to Engineer Waller at Office CHI 


of SS WVHA dated 18 May 1943. Source: KfSD, 660/41. 
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reichen wir Ihnen aber yern #in sonderangebot Uber die Herstellung der 
Reuchkanile much, 


Yur die EinfUhrung der i#ichwn in die Verbrennungekumer der Oefen bie- 
ten wir Ihnwn noch susditelich an: 


1) 2 stick Bingecherungowagen, suldenfiraig ousgebildet, 
"git Kollen und Handgriffen, per stick BM.160,— RY .3BO, -~ 
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Document 271: continued. 
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Document 272: Draft of crematorium at Neuengamme Concentration Camp. 
Drawing No. 8998 by KOR! of 6 February 1941. Source: GARF, 7445-2-125, p. 90. 
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Document 273: Draft for cremation furnaces at Dachau Concentration Camp. 
Drawing No. 9122 by Kor! of 12 May 1942. Source: GARF, 7445-3-125, p. 91. 
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Sas LT Le, OE 
Document 274: Drawing of the cremation furnaces for Sachsenhausen 
Concentration Camp prepared by the Soviet Commission of Inquiry in June 1945. 
Source: GARF, 7021-104-3, p. 5. A: top view of the ovens; B: front view; C: lateral 

view (right side of the fourth furnace). 
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Document 275: Sketch of the cremation furnaces at Sachsenhausen Concentration 
Camp, prepared by the Soviet Commission of Inquiry in June 1945. Source: GARF, 
7021-104-3, p. 6. A: longitudinal vertical section of the furnaces; B: horizontal 
section. Labeled by the author. 
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Document 275a: Sketch of the KoRI Furnaces’ smoke-duct 
system in the crematorium at Sachsenhausen Camp, 
drawn by the Soviet Commission of Inquiry in June 1945. 
Source: GARF, 7021-104-3, p. 29. Numbers added by the 
author. 
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Document 276a: Sketch of H. KORI coke-fired double-muffle cremation furnace at 
Stutthof Concentration Camp; front view. Soviet drawing of 1945. GARF, 7021- 
106-4, p. 26. 
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Document 276b: as above, side view. 
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Document 278: Sketch of the crematorium at Lublin Concentration Camp. Cross 
section (top) and longitudinal section with front view of the furnaces (bottom). 
Drawing by the Polish-Soviet Commission of Inquiry of August 1944. Source: 

GARF, 7021-107-9, p. 252. 
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Document 279: Sketch of the cremation furnaces at Lublin Concentration Camp. 
Drawing by the Polish-Soviet Commission of Inquiry of August 1944. Source: 
GARF, 7021-107-9, p. 254. Labeled by the author. 
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Document 280: Sections through one of the cremation furnaces at Lublin Concen- 
tration Camp. Drawing by the Polish-Soviet Commission of Inquiry of August 
1944. Source: GARF, 7021-107-9, p. 254. 280/2. Labeled by the author. 
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Document 281: Floor plan of the crematorium at Lublin Concentration Camp 
showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 
August 1944. Source: GARF, 7021-107-9, p. 252. 281/2. Labeled by the author. 
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Document 282: Crematorim at Lublin Concentration Camp, longitudinal section 
showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 


August 1944. Source: GARF, 7021-107-9, p. 252. Labeled by the author. 
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Document 283: as above, angular perspective. Source: GARF, 7021-107-9, p. 255. 


SCHENMAT Med 
wrens on Caw snl tener, 
caore «ONT Ae © Lomeava 


CXENA NS | 
aoued £ Kf 2 labaqune 


eanehy Corw2amnvehiver fin 33 
» 


NpQeagemesd Dreewar Pa umepmnnl Cetmyen 


OM lee. apie ad ere SAL et Laas 
CUiipatdave Tomiy) Enqpertgty 


V« 


32 


Document 283a: as above, labeled by the author. See text of Part I for details. 
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Document 284: Kori Furnace at Lublin Concentration Camp: sketch of the water 
heating device. Source: Z. Lukaszkiewicz, “Oboz koncentracyjny i zagtady 
Majdanek,” in: Biuletyn Gtownej Komisji Badania Zbrodni Niemieckich w Polsce, 
1948, pp. 80f. 
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Document 285: KORI naphtha-fired cremation furnace in the crematorium at 
Trzebinia Concentration Camp. Drawing by the Institute of Heat and Fuel Tech- 
nology at the Mining Academy of Cracow. Source: APMO, Negative No. 6671. 
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Document 285a: as above, labeled by the author. 
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Document 286: “Operating Instruction for Cremations” for the naphtha-fired 
Kor! Furnace. Source: ROD, C[64]392. 
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Document 287: Letter from DIDIER-WERKE AG to Boriwoje Palitsch of 25 August 
1943. Document USSR-64. 
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Document 287: continued. 
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Document 288: “Cremation Facility for the Belgrade SS.” Drawing by Didier- 
Werke No. 0.913 of 23 August 1943. Source: GARF, 7445-2-125, p. 92. 
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Document 289: List of names of the corpses cremated at the Terezin Ghetto’s 
crematorium on 11 October 1943. Source: PT, A 1194, p. 33. 
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Document 290: Numerical summary of cremations conducted at the Terezin Crem- 
atorium on 11 October 1943. Source: PT, A 1 194, p. 32. 
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Document 291; Registry No. 6 of the Terezin Crematori- 
um, spanning from I July to 15 November 1943. Source: 
PT, A 1194, p. 1. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 463 


' 
_— Stutthof “ rs) a) 


Kommandanter 


net rons Ab lf 


Verstorbene Person: 


1. FamiNensamc: + (Ens) eerebehenrarate? 


Vornamen (Rulname — - 
Qeburtsort: __ a Gebdurtsdetum: 
Letzter Wolmort: _ z 


 e F Pezembe Ut 7/82 Lhe 
Sterbeursache: flare: edi fursesies Meee weroke 


2 Standesamt 


Sterbeschein. 
Unter Nr . ... des Sterberegisiers ist eingetragen worden, dass der 
am ____ rene 194__ um — Uhr mittags za ——_ 
versineben séi 
» den 194 
Der Standesbeamie_ 
Siegel 
3. Amtsarztliche Bescheinigung. 


Nach Besichtigung der Leche am 6 DLL (S44 — j95 wird baerdurels amttich 
heschepépt, dass der vorstebend Genannte « Hoxz- ull P2e-¢ P2OR- 


etyreroch we'he? 


° (Sterbeursache} 

gestorben tt. Aul Grund der Leichenscheu hat sich ein Verdach! nicht engeden, dass der 

tt bof michtnatieGchen Todes gestorben sel. 
= DED ga” 


_ 4 


25 ae 


$4-Gisra.ai suaiirer 


Document 292: Official form for the cremation of an inmate's corpse. Stutthof 
Concentration Camp, 6 December 1944. Source: AMS, I-IIIC-2. 
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Document 292: continued. 
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Document 293: Official form for the cremation of an inmate’s corpse. Auschwitz 
Concentration Camp. Source: N. Blumental, Dokumenty i Materialy, Lodz, 1946, 
vol. I, pp. 106f. 
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Document 294: Registry of the crematorium at Stutthof Concentration Camp, 
March 1944 (extract). Source: AMS, I-I-9. 
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Document 295: Official form informing family members of a deceased inmate 


about the death and cremation of their relative. Source: AMS, I-VD-1. 
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Document 296: “Shipment of urn” by Mauthausen Concentration Camp. 7 Octo- 
ber 1941. Source: ODMM, 3 12/49. 


468 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


J.A.TOPF & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 


Rit. 


Ss-Neubaaleitung, 
EL Auschsits, 


Auschwits /0.-S. 


stamteoe! 
HOwe wheel teruer 
wseneye 

OD ee HP Pee 


60 JAHRE 


= [ah 


| Abc COM 
slavOd 4 wunbius 
HEC SRA 
aUeaeom te 
POUTiCHICETONS 
seruatriee 


ERFURT, 3.6.40. 
rositate 

feat UND VERWweR feo 
SeErMENTeRsTe ry 


re - ~ hes. 
etter wet 70D, UMSTOL sel fiLuewd, 
Bindscherungs-Ofen, ~ D/Prt., 
Asche-Urnen etc. é 


Eingeganesn 
~EVLAD; 1$-i6Une 


|, EERIE ICN 


Zur Inbetriebnahme deo Krematoriums benttigen Sie noch 
Aache-Urnen, einen Beschriftunge-Apmirat fiir die 
Urnendeckel and Schamottemarken. Wir nehmen an, 

da Sie vorerst mit Soo Aachekapsein und Schamotte— 
marken in gleicher Anzahl auskommen werden and 
empfehlen Ihnen, die Beatellaung achon jetzt aufzu- 
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mit schenrzblechaDeckel, 


zum Preise von Rit S73.-— | 
500 Stick Schamotte-Marken 


mit laufender Nummer 1 - 500, 
sam Preise von RX 65,— { 


Document 297: Letter from Topf to the SS New Construction Office at Auschwitz of 
3 June 1940 offering urns, an imprinting device for the urn lids, and fireclay mark- 


ers. Source: RGVA, 502-1-327, pp. 226f. 
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Heil Hitler | 


opa. J. A. TOPE HNE 


Document 297: continued. 
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Konzentrationslager Auschwits 


Politische Abteilung Auscobwitz,den 29-April 1941. 


Ate: 1617 5 /4.81/ Gu. 


tr.; Urnensufbewehrung. 
ae : RP~}j,d.Inep.d.Konz-Lager vow 16.4.15941. 
und Anordnung des Kommandanten dee XI).Au. 
slg. t keine. 


/ 
An die 30. APR, mt/ 
Neubauleitung des KL.-Au-, 


Auschwitz. 


Taut Verfligung des iy pha atcpres rc im Binvernehmen des R.S.He- 
Amtes sollen die Urnen der verstorbenen Haftlinge in einem der 
hiesigen Gebdude untergebracht werden.Der Kommandant het deshalb 
angeordnet,dass hierfiir ein Bodenraum im Reviergebiude eingerich- 
tet wird.Demit die Urnen in diesem Raum ordnunpegemias unterge- 
bracht werden kinnen,ist erforderlich ,dass enteprechende Regale 
sufgestellt und kleine Veriinderungen vorgencnmmen werden. 
Bs wird gebeten,einen Fachnann absustellen,der die Besichtigunge 
des Raumssy vorninmt ung die srforderlichen VYorbereitungen tririt, 

Dex Leagan er Politischen Abteilung 

IA LALta- 


i-Unbersturatiihrer und Krim.—Sekr. 


Document 298: Letter from the Head of the Political Department of Auschwitz Con- 
centration Camp to the camp’s SS New Construction Office of 29 April 1941 about 
storing urns with the ashes of deceased inmates. Source: RGVA, 502-1-314, p. 1. 
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Document 299: Political Department of Auschwitz Concentration Camp. 
Order of 100 urn boxes from the SS New Construction Office ’s carpentry 
workshop of 6 January 1941. Source: RGVA, 502-2-1, p. 29. 
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Document 299a: Political Department of Auschwitz 
Concentration Camp. Order of 100 urn boxes from the 
SS New Construction Office ’s carpentry workshop of 5 

February 1941. Source: RGVA, 502-2-1, p. 46. 
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Document 300: “Labor time card” of 27 November 1941 on the manufacture of 50 
shipping boxes for urns. Source: RGVA, 502-2-1, p. 34. 
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Photograph 65: as above, ClOSC-UDP. ........eeesceseceecseeceeceeeeeeeeeeeeseeeeeseenseenaeeaeesaeaee 58 
Photograph 66: The muffle doors 00.0.0... ceecsseesseeccssecseeseceeeeceaeeecsaeceeesecaeeseeneseeeeaees 59 
Photograph 67: Left-hand muffle door, inside, and stretcher. 0.00... eeeeeeeeeeeeeeees 59 
Photograph 68: Left-hand muffle door, OUtSIde. 0.0... eee esse ceeeeeeseeeeeeecseeeeeeeeeeeeees 60 
Photograph 69: Left-hand muffle with open ash OOF. .........sssecesesseesecseeeeeneeeeeeeees 60 
Photograph 70: Right-hand muffle with open ash OOF. ..........:seceseseeeeecseeeeeneeeeeeees 61 
Photograph 71: Ash chamber of the right-hand muffle. .0...0.. cee seeseceeeeeeneeeeeeeees 61 


Photograph 72: Ash chamber of the left-hand muffle; at the top the bars of the 
muffle grate. On the left in the rear part of the wall are two small square 
openings of a combustion-air intake connected to a channel which opens on 
the left side of the furnace (see Photos 73f.). In front of those openings is 
the large opening of the flue-gas outlet; to the right the large opening 
connects to the ash receptacle of the right-hand muffle. 0.0.0... cee eseeeeseeeeeeeee 62 


Photograph 73: Left side of the furnace: Door of the combustion-air-intake 
channel whose channel leads into the ash chamber of the left-hand muffle. ...... 62 


Photograph 74: as above, ClOSC-UD. ........escescesecesecsseceeceeeeeeeseeesceeseeeseensecseesaecsaeaes 63 
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Photograph 75: Rear side of the furnace with the gasifiers. ..........eeeceseeeeeteereeeeeee 63 
Photograph 76: Air pipe originally connected to a DIOWET. .........ceeeeeeeceseereeteeneeeeeee 64 
Photograph 77: Rear side of the furnace with the gasifiers and service pit.............. 64 


Photograph 78: Rear side of the furnace with the gasifiers sporting the coke- 
loading doors (top) the ash-chamber doors (large door at center bottom) and 


the combustion-air-intake doors (bottom, small GOOFS). ........c:ccccseeeseceeteeesteeeees 65 
Photograph 79: as above; coke-loading door of the gasifier heating the right- 

arid HUFL E ss scsecseoes en des ceeestedoesentov teseveeats abtttecbentie oliver aberrant esthareensieoeees 65 
Photograph 80: as above, the gasifiers’ ash-chamber COOP. ..........:ssseceseeeeeseereeeeeee 66 
Photograph 81: as above; the left-hand combustion-air-intake doot. «00.0... eee 66 
Photograph 82: Grate of the left-hand gasifier (viewed from the rear)... 67 
Photograph 83: Loading system of the right-hand muffle: rod mounted to the 

frame, movable roller device, and stretcher for the COrpse. .........::c:ccesseeseeereeeeees 67 
Photograph 84: as above, left-hand muffle... tees eseeeecneeeeceeeeeceaeeeeesecneeeeens 68 
Photograph 85: as above, viewed from top: the movable roller device on which 

the bars of the corpse stretcher rests. .........ceceeeceeeeceseeeeesecseeeecneeeeceaeeaeesesaeeeeens 68 
Photograph 86: Crematorium I or Old Crematorium at the Auschwitz Main 

Camp. The chimney is a post-war reCONStrUCTION. ......... cs eeeeeeeeeeeeeeeseeeeeseeneeeeens 69 
Photograph 87: Furnace no. 1 with two corpse-introduction Carts. ........cceeseeeeeeeee 69 
Photograph 88: as :above....3 sraign kihaleatis ea sini ba aa aa eA ets 70 
Photograph:89= as: above. ysis. hoard Ai Ait A ee ee ISA Siete 70 


Photograph 90: Furnace no. 2. The reconstruction omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in 


addition, the muffle doors were reversed. Compare Photo 51. ........eeeeeeeeseeeee 71 
Photograph’9 1+as above.s. ji. signee ith dies artes ai aioe 71 
Photograph 92: Furnace no. 1: inside of a muffle. The masonry was artificially 

blackened. ic nsitons aeteti Ani te aid A atl A aieh oh Weta eS 72 
Photograph 93: Furnace no. 2: grate of the left-hand muffle... ee eee eseeeeeee 72 
Photograph 94: Furnace no. 2: inside the right-hand muffle. ..0....0.. eee eeeeeeeeeeeeee 73 
Photograph 95: as above; grate of the right-hand muffle. 10.0... ee eeeeeeeeeeeneeeeeee 73 


Photograph 96: Furnace no. 1, right-hand side. Original doors of combustion- 

air channels. The Polish reconstructions did not include those channels. The 

number, type and position of the doors are also wrong. The larger door 

originally belonged to an eight-muffle furnace, and the smaller door was 

located lower::Cf PHO: 73 505s c6.ccesivege.cicvshssseeshausisestasabesteessudeastashpasbacasiessesenossaye 74 
Photograph 97: Furnace no. 1, rear side. The furnaces were reconstructed 

without gasifiers. The gasifiers’ coke-loading doors are therefore 

necessarily in the wrong position over those of the ash-chamber doors. See 

PHOO! 78 ifs eh. ssssetcsbiscyes oelbpsasts sce as hess agsteesbas oes toate A suteshesinton hes agenieee esa 75 
Photograph 98: Furnace 2, rear: same reconstruction errors as for Furnace no. 1.... 75 


Photograph 99: Furnace 2: original gasifier grate with seven longitudinal bars 
ANG TWO tranS Verse. DaLsy c..scscesovcsiag levee sees Sudeep sspeeoes Sheaetes eave deeds ded eessovetea eee 76 


Photograph 100: Ruins of the foundations of Furnace no. 3: service pit and the 
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gasifier hearths seen from the top. .........scescssesecssecseesecseeeeceeeeecaeceeesecseeseeneeeeeaees 76 
Photograph 101: as above, seen from the rear: original grate of the left-hand 

gasifier and the two transverse support bars of the right-hand grate. The bar 

with the rollers, originally attached to the ceiling, was used to operate the 

furnace’s two: flite: dampers. css. scshcic.seuscassasacesbaenen deasesceblens gp csponenlepensovecaseasnsebeneies 77 
Photograph 102: Ruins of furnace no. 3: flue-duct opening of the left-hand 

THU EPs. ces ssdes ns iskoty eczecutenyt She uvases bitvaonea pened atin Mesos aperbdaseeninet ns tetesteh seventeen 77 
Photograph 103: Ceiling of the furnace hall: ventilation opening over Furnace no. 

Vs sisrastienscatiliesetiaan cho diese estat eons anes, Avenir nest atid. casas atte cect aa 78 
Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the 

cremation furnaces (black and Qrey). ........cssesecesseseesecseeeeceeeecaeceeesecaeeseenereeeaees 78 
Photograph 105: Transverse rails and rotating platform (turntable). ........ eee 719 
Photograph 106: Turntable for Corpse Cart. ........cceeesssesecseeeeceseeeceaeceeesecaeeseeneseeeeaees 719 
Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored 

in the former Coke-storage LOOM. ........seeeeeseeecsseeeeeseceeeecseeeecsaeceeaecaeeeeeneseeeeaees 80 
Photograph 108-as above... vcs adil acta eetitslescnneees Lneteh Awa etveceae tdi Gates, 80 
Photograph: L09::as abOvers. vecsces.ctiigencauecens tuphessevsnsereoctanaasseitescesudaussevaesaeceveusaessseebes 81 


Photograph 110: Commemorative plaque in the furnace hall of Crematorium I......81 
Photograph 111: SS photo of the TopF coke-fired triple-muffle furnaces at 


Crematorium II at Birkenau. APMO, microfilm no. 287. .......ccccccccesseceeeeeeeeeee 82 
Photograph 112: TopF triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp.........sceccsesscssecseesecseeeeceeeeecsaeceeesecaeeseeneeeeeaees 82 
Photograph 113: SS photo of the ToPF coke-fired triple-muffle furnaces at 
Crematorium II at Birkenau. APMO, microfilm no. 290. 00.0... eeeecceeeseeeeeee 83 
Photograph 114: TopF triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp..........ccscsesccssecseeseceeeseceeeeecsaeceeesecaeeeeeneeeeeaees 83 
Photograph 115: SS photo of the Torr coke-fired triple-muffle furnaces at 
Crematorium II at Birkenau. APMO, microfilm no. 290. 0.0... ceeccceeeeeeeeeenee 84 
Photograph 116: ToprF triple-muffle cremation furnace in the Crematorium at 
Buchenwald Concentration Camp.........scscsesccssecsseseceeeeeceeeeecaeceeesecaeeeeeneeeeeeaees 84 
Photograph 117: as above, coke- or naphtha-fired furnace, front View. ............0+ 85 
Photograph 118: as above, left-hand front VieW. ..........ceceeeceeeeceeceeeeceeeeeereeeeeees 85 
Photograph 119: a8 aDOV€ wo... elec eeeceseceseceaeceeceeecaeecseeeeeeeeeeseeeeeeseesseeaeenaecsaeaes 86 
Photograph 120: as above, right-hand front View. ..........csceecsseeceseceeeeeceeeecnereeeeeees 86 
Photograph 121: as above, right-hand side... eee eeeeeeseeeecsseeeceaeceeeseceeeseeneeeeesaees 87 
Photograph 122: as above, coke-fired-only model (no oil tank on top)...............+ 87 
Photograph 123: as above, left-hand front VieW. ...........scseeecesseeceeceeesecseeeeeeeeeeseees 88 
Photograph 124: as above, close-up of the furnace’s left half... eee eeeeeeeeeee 88 
Photograph 125: as above, right-hand front View. .........:cscescessecceeeceeeeecneeeesneeeeeeeees 89 
Photograph 126: as above, left-hand rear view, with coke-loading door of the 
DASTAET. sa ecees cs enssck cepudest cosas negieens sete ee vevaien fies Moen teiees Su anreest ea ete 89 
Photograph 127: as above, door of the left-hand muffle... ee eeeeeseeeeeteeeeeeeeee 90 


Photograph 128: Muffle door from a ToPF triple-muffle cremation furnace 
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previously installed in either Crematorium II or II at Birkenau. «0.00... 90 
Photograph 129: TopF coke-fired triple-muffle cremation furnace at 

Buchenwald Concentration Camp. Interior of the left-hand muffle door. .......... 91 
Photograph 130: same location as above, interior of the left-hand muffle of the 

TOPF coke- and naphtha-fired triple-muffle cremation furnace. ......... cesses 91 
Photograph 131: as above; in the left-hand wall four openings of combustion- 

air channel are visible; below this the remnants of the muffle-grate bars and 

the walls slanted toward the ash chamber; in the back at the bottom is the 


Opening. tothe saslerscosciis duress iva eesietatye nce se ieee dosed ety Gaeta oe 92 
Photograph 132: as above; the apex of the vaulted ceiling sports four square 

openings which open into tubes supplying the muffle with combustion air....... 92 
Photograph 133; as above, ClOS€-UP. «0.0... eceecesecesecesecssecseecaeeeseeeaeeseeeeeeneeneenseenas 93 
Photograph 134: as above, right-hand muffle wall with rectangular openings 

connecting this side muffle to the center muffle... eee eeeeeseceeeeeeteceeeeeene 93 
Photograph 135: as above, central muffle. Both side walls have three 

rectangular openings connecting it to the side muffles. ......... ete ee eeeeteeeeeeeenees 94 
Photograph 136: as above, ClOSC-UP. .........eeceecesecesecesecseeceeecaeeeseeeeeeeeeesseesenseenseenas 94 


Photograph 137: as above, showing five of the rectangular inter-muffle 
openings, four square openings in the ceiling and one in the back wall for 
combustion-air supply: feces teetigv testererendheet tere thine uentdinenrnden teed 95 
Photograph 138: as above, rectangular inter-muffle openings in the right-hand 
Puffle Walls: ss ssssesvevsevei Meee heSeescend Sasdiet exten thee, Gisereom aid a aioe edatavigseen cease ee 95 
Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner can be seen in 
the wall in the background... eee ces ceeesecneeeeceseeecsaeceeesecseesecneeeeesaeseesaecaeeaeens 96 
Photograph 140: Coke-fired triple-muffle furnace, left-hand muffle. Left wall: 
square openings of the combustion-air feed. Bottom: wall sloping into the 
ash chamber). Center bottom: opening to the gasifier. Right-hand wall: 
rectangular inter-muffle openings. The muffle-grate bars have been ripped 


OU bi ccssvccdensstestnettivoivehenstievsiseosecovsuste on vecusncuustagisstseavesswyedsuvevatbesnaveshates odtecevausesey eens 96 
Photograph 141: as above, left-hand muffle wall sloping into the ash chamber 

with bottom rear opening into the gasifier. 0... sees eseesecseeeeceeeeeceseeeeeeeeneeeeens 97 
Photograph 142; as above, right-hand wall with rectangular openings to center 

TMU FEL SS rsa shot scsi escense tesa oueebseeseess btsviy beens actales! cisteecomeapesl aden teupusd vioterece shies eee 97 
Photograph 143: as above, vaulted muffle ceiling with square openings for 

combustion-air supply: dciescsndch eis sitisnside Aivtieccs aide Areca nanan Mavens tones 98 


Photograph 144: as above, center muffle, right-hand wall with rectangular 
openings to the right-hand muffle... ee eeeceeeeceseceeesecseeeeeeeeecsaeeeessesseeeeens 98 
Photograph 145: as above, right-hand muffle, left-hand wall with rectangular 
openings to the center MUfflE....... eect cteeeecneeeeceseceeesecaeeseeneeeeesaeseesaesaeeeeens 99 
Photograph 146: as above, vaulted muffle ceiling with square openings for 
COMDUStION-AIT SUPPLY. ..... ee eeeeeeeeecsseceeesecneesecnseecsaeceesecseeseeneeeeesaeeeeaesseeeeens 99 
Photograph 147: as above, right-hand square openings of the combustion-air 
feed. Bottom: muffle grate... eee eee eseesecneeeeceseeecesecseesecseesecsaeeeesaecaeeseeneeees 100 
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Photograph 148: TopF coke- or naphtha-fired triple-muffle cremation furnace. 

Right-hand muffle. Doors closing the combustion-air channels of the muffle 

(top) and of the ash chamber (bOttoM). ............::csceeseesceeseeeeeeeeceeceeeeseenseenseeaee 100 
Photograph 149: as above, the muffle’s combustion-air-supply channel. .............. 101 
Photograph 150: as above, left-hand muffle. To the left of the large muffle 

door: doors closing the combustion-air channels of the muffle (top) and of 

the ash chamber (DOttoOM). ...........cccsccccesssecesssececeesececsesaececseeeeeesseeecsenseeeesseeeeees 101 
Photograph 151: as above, the muffle’s combustion-air-supply channel. .............. 102 


Photograph 152: as above, the ash chamber’s combustion-air-supply channel. ..... 102 
Photograph 153: as above, both doors of the combustion-air channels. ................. 103 
Photograph 154: combustion-air-channel door with the Topf insignia, close-up. .. 103 
Photograph 155: TopF coke-fired triple-muffle cremation furnace. Front-side 


service pits with the left and center muffle’s ash doors. ...........:c:cesceeseeeteeeeeees 104 
Photograph 156: as above, central muffle’s ash chamber with the two lateral 

openings to the flue duct and a combustion-air-supply hole in the back........... 104 
Photograph 157: as above, ash chamber of the right-hand muffle... eee 105 


Photograph 158: TopF triple-muffle cremation furnaces; right-hand rear view 

with the gasifier’s coke-loading doors (top) and ash doors in the service pit 

(DOttOM) 4s: nae are eee Abceccha eare nee Anca deck ei choln are 105 
Photograph 159: as above, left-hand rear VICW. ..........sceseseeeceseeeceseceeeseceeeseenaeeeees 106 
Photograph 160: TopF coke- or naphtha-fired triple-muffle cremation furnace. 

Rear view, left-hand muffle. Naphtha burner (top) and the gasifier’s coke- 


loading door (DOttOM). ........ecceeceescessceeeceecesecaeceeecaeeeneesseeesceeeeseeeseceseenaeenaeenes 106 
Photograph 161: as abOVE: ...cc:ssccbeccsccsesceibeless eis Revtons ti cvebes de esbodets coviss Meesees Gevsevs 107 
Photograph 162: as above, with opened coke-loading doot. ..........ceeseeeeeeeeeeeee 107 


Photograph 163: as above, view through the coke-loading door into the gasifier. . 108 
Photograph 164: as above; inside of the gasifier. The masonry shows signs of 


TUSION...Sraeneiainieeeis Maid Sahin Mata inhid eet aia aan 108 
Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the 

door of the gasifier’s combustion-air channel (top right)..........ceeeeseeeeeeeeeeee 109 
Photograph 166: as above, close-up of the gasifier’s combustion-air channel. ...... 109 


Photograph 167: as above, view into the gasifier’s ash chamber with the grate..... 110 


Photograph 168: as above, central muffle. Crank operating the smoke-duct 
damper (top) and the door to the muffle’s rear combustion-air channel 


(DOOM) se5.ocssteted ayes eect aisle tas eectectics Ae el ea Se lect cas Santee Secor 110 
Photograph 169: as above; doors to the muffle’s (top) and the ash chamber’s 

combustion-air channel (DOttOM). 00.0... cecccececssececesssececesecececnseeeceeseeeenssaeeees 111 
Photograph 170: as above; close-up of the muffle’s combustion-air channel. ....... 111 


Photograph 171: as above; close-up of the ash chamber’s combustion-air 
Channel ies sssossseceese eveshotsacahatstsssy css ehihie ve Matas is dias yesinedise vss tis kases vette 112 


Photograph 172: as above; cement counter weight of the smoke-duct damper. ..... 112 


Photograph 173: as above, right-hand muffle. The gasifier’s ash-chamber door 
(bottom) and the door of the gasifier’s combustion-air channel (top left). ....... 113 
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Photograph 174: as above; view into the gasifier’s ash chamber with the grate. ... 113 
Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, 

right-hand muffle: the gasifier’s ash-chamber door (bottom) and its 

combustion-air-channel door (top left). ..........cceeeeseeeececeeneeeseeeeeeeeeeereeeeeeeenaes 114 
Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door 

(bottom) and its combustion-air-channel door (top right). .........:eeeeeeeeeeeeeeee 114 
Photograph 177; as above; view into the gasifier’s ash chamber with the grate. ... 115 
Photograph 178: as above, front view, central muffle. The lowered movable 

roller device. The device is threaded through the mounting bar, can pivot 


vertically and move horizontally. .........eceeeeseesceeeeceeceeeseceeeeceaeeeceaecaeeseeneeees 116 
Photograph 179: as above, movable roller device put into place for operation...... 117 
Photograph 180: as above, view into the muffle across the rollers. 0.0.0.0... esse 117 
Photograph 181: Corpse-introduction cart, left-hand side... esses eeeeeeeneeeee 118 
Photograph 182: Corpse-introduction cart, right-hand side... tees eseeeeeneeeee 118 
Photograph 183: Corpse-introduction cart, rear VICW.........ccesceeesceseeeceseeeeeeeneeeee 119 


Photograph 184: Corpse-introduction cart, rear view, bottom part with wheels. ... 119 
Photograph 185: view across the corpse-introduction cart with stretcher inside 


the: mufile:2s5siw i cieb diet hian whe datienaion Gideelaaiee tastes 120 
Photograph 186: Corpse-introduction cart, viewed from below. Edges of the 

loading stretcher running on the rollers. ....... cc eeeeeeeceseceeesecneeeeceseeeceaeceeeseeneeeee 120 
Photograph 187: as above, ClOSC-UP. ........ ee eeeecceeeceseceecesecaeceeecaeecaeeeseeeeeeeeeeeeens 121 
Photograph 188: Blowers located between the two furnaces. ..........:ceeseeseeeeneeeee 121 


Photograph 189: The furnaces’ combustion-air blower, front view; the left tube 
feeds the furnace fueled with either coke or naphtha, the right tube the coke- 


fired one (See Photo 188)... cececccccsssceesseceseceeseeceeeceeseeceseceesseceeeeesaeceeeeeesaeens 122 
Photograph 190: as above, rear ViCW.........cscsessceeesecsseeecssececesccneeseeeaeeecaecatenesneaes 122 
Photograph 191: as above, ClOSC-UP. ....... eee eeceecceesceseceseceseceseceeecaeecneeeseseeeeeeeeeees 123 


Photograph 192: Blower tube connected to the furnace fueled with either 
naphtha or coke. At the tube’s end, close to the furnace’s wall, sits a valve 


for regulating the air flow... eeeesessseeseeeecseeeeceeeeecaecseesecseeseenaeeeesaecaeeseeneeets 123 
Photograph 193: Blower tube connected to the coke-fired furnace... eee 124 
Photograph 194: Tube from the combustion-air blowers to the furnaces; 

butterfly valve in the right-hand tube for regulating the air flow. ................: 124 
Photograph 195: Combustion-air blower for the oil burner of the furnace fueled 

with either naphtha or coke. Rear View. .........sceceesesccssecssesecneeeeceseeeceaeeaeeseeneeees 125 
Photograph 196: as above, front ViCW. ........:csescseeeceeeeceseceeesecneesecsaeeeceaecateeeeneaes 125 
Photograph 197: as above, right-side rear view, with the combustion-air blower 

in the back erounds &: fssivsscsess sd stan aatpseederepes seach aio lestissbeataueeen sas ieubess Nestebboeh: 126 
Photograph 198: as above, left-side rear view with tube running into the 

PUTT ACES sis Svseseoteccdanytecateseeusns seviten rs teucareteecdy pate eae eae en Arey 126 
Photograph 199: as above, tube detail. 00... cee ceeecssesceseceeeeceeseceaeeeesaeeaeesesneeaes 127 
Photosraph: 200: as above: se -/ecses'sevessepsspacecs sepess seus tue essoyienes sodeest eopecdee cepanses someon oe 128 


Photograph 201: as above, right-side rear view; tube connection with naphtha 
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DuUMer 3 hsie hah A tes del ait low Boda daaiehaee Ania danse hate 129 
Photograph 202: TopF coke- or naphtha-fired triple-muffle cremation furnace; 

Nafta‘tank; Pear VIEW sescis4setsesstestitecla saves Seats hewttesss seni ebusied ha viascesbivaeieesvencdeac 130 

Photograph 203: as above, left-side VIeW. ..........:scssesssesecsereeceseeeceseceeesecneeseenaeeeenes 130 


Photograph 204: as above, rear view, naphtha burner of the left-hand muffle; 

connected to the naphtha burner are from above, the tube feeding oil from 

the naphtha tank, and from below, the tube from the combustion-air blower... 131 
Photograph 205: Rear view of the two TopF triple-muffle cremation furnaces...... 131 
Photograph 206: A U.S. soldier in front of the central muffle of the TOPF coke- 

or naphtha-fired triple-muffle cremation furnace at the Buchenwald Camp. 


U.S. Atmy photorof 1945 e200 ai siscstiiee beieiessienltiaie ain be bahaeee tomas ees 132 
Photograph 207: Crematorium at Buchenwald Concentration Camp. .............:08 132 
Photograph 208: as above, ClOS€-UP.........eeeceecesecesecssecseecaeecaeeeaeeeeeeeeeeeeeeereneennees 133 
Photograph 209; as above; hatch of the corpse chute into the underground 

MOLQUC. ceiskistctscccesticesttevieccunsgshdauoeponwved sone usuevyseuseitasuatdensevssncites cae dencoesteen seuss 133 
Photograph 210: as above; basement morgue, wooden corpse chute. .............000. 134 
Photograph 211: as above; on the back wall, on the right, the manual controls 

for operating the freight Clevator. 0... eee eecesecseeeecnereecseeeeceaecaeesecneeseeneeseeeas 134 
Photograph 212: as above, freight elevator, front. ........ eee eeeeeseecesecreeseceeeeeneeeeeees 135 
Photograph 213: as above, rear... eee eceeceseceseceseceseceeecaeecaeeeaeseaeseeeeseeeesenseensees 135 
Photograph 214: as above, elevator door in the cremation hall, ground floor. ....... 136 


Photograph 215: as above; elevator cage viewed from the cremation hall above... 136 
Photograph 216: Ruins of the furnace hall of Crematorium II (direction east- 


WEOSt) sdsscivi ential terse gt Alas ta heed Salle nied leak i eltbeeded isiesst Adeiaeietericks 137 
Photograph 217: as above; rails for the corpse-introduction Cart........ ce ceeeeeeeeeee 138 
Photograph 218: a8 abDOVE. 00... eee eeecceescesecnsecesecsecnaecnaecaeecseseaeseaeeseeeseeeesenseenees 138 


Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction 


CaSt- WEST). ees aii ASP Aci aA Gael atid i Gis Aida elehes sc bh ask 139 
Photograph 220: as above; direction West-Cast. .........ccescsesecseeecsseceeeeceeeeeeeeeeees 140 
Photograph 221: as Photo 219; hole with the foundation of the chimney. ............. 140 


Photograph 222: Ruins of Crematorium V. Wrought-iron frame of the TOPF 
eight-muffle furnace and service pit. Polish photo of May 1945. APMO, 


NEPative NOLZIS3AV AT cccs.siscvexypcasesotsnsseus dhuveputesesasesveeehassatessapabwesagioedsavnsbepnseses 141 
Photograph 223: as above, viewed from the other side. APMO, negative no. 
DVB BAB 3. se. vissplatis fovessceasettsa fasesnssdopiosdasevas\sas sess babs ebavhessielsdis pevasseustais horas soeeehe 141 


Photograph 224: as above; right-hand (northern) service pit. Polish photo of 
May 1945. The man with the hat is the Polish investigating judge Jan Sehn. 
APMO); negative 10. 21334/82. 2. .s.cccosstecesbustshoistitvcbss esoszucnsestsespnshogvendévssusapbeesée 142 
Photograph 225: as above; APMO, negative no. 21334/81. oe ee eeeeeeseeeeeneeeeeeee 142 


Photograph 226: as before. Ash-chamber doors of the northwestern pair of 
muffles. Foreground: iron tools (pokers, scrapers) and square grate irons of 
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Photograph 227: as above, ash chamber’s door frame of the muffle located in 
the north-western comer. Visible on the right is the door of the ash 


chamber’s combustion-air channel. ...........cececeescssseccsseceeeseceeeeeceeesecaecaeeseeneeaes 143 
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Photograph 229: as above, direction south-mOrth. .......... ce seeeecseeeeceseeeeeeeeeeeseeneeees 144 
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Photograph 231: as above. Detail of the northern gasifier’s frame irons 

(direction south-north). The two brackets visible below were used for 
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Photograph 232: as above. South service pit and access laddet. ...........esseeseeeeeeee 146 
Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys 

of the Topf eight-muffle furnace: north chimney in the foreground, south 


chimney in the background. ...........ccccesscesseescceeeeeeceseceeceeeeaeeeseeeseeeeeeeeeeeeeneenaes 147 
Photograph 234: Ruins of Crematorium IV (1991). Gasifier’s service pit 

(direction north-south), ..........cccceescsecceeeceeecesecesecscecseecaeeeseeeeeeeeeeeeeeeeeeereeeeneenaes 148 
Photograph 235: as above. Framework fragments of the TOPF eight-muffle 
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Photograph 237: as above, close-up of the corpse-introduction stretcher. ............. 149 
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Photograph 240: as above; left-hand muffle wall with opening for the 
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Photograph 241; as above, close-up of combustion-air-supply holes...............06 151 
Photograph 242: as above, right-hand side... eee seseseceeeeeceeseeceeeeeceaecaeeseenenaes 152 
Photograph 243: ash chamber seen through the ash-chamber doot.................0 152 
Photograph 244: rear VieW. 0.0... ceceeceeseeeeeeseesseesseesecesecesecsaecsaecsaecaaecseeeaeseeeeeeeeeees 153 
Photograph 245: left-hand side view; the gasifier’s coke-loading door (top) and 

Ash door (DOMOM) ass. 6 cose SIERRA ih MARA ee etn lee ees 153 
Photograph 246: gasifier grate. 0.0... ces scesecseesecseeeeceseeeceseceeesecsevsecsaeeeceaecaeeeesneaes 154 


Photograph 247: Information sign on the support column of the furnace hall 

stating in German, French, Russian and Italian: “First cremation facility. 

This first Mauthausen cremation facility was operating from 4 May 1940 

until 3 May: 1945. stich sis esists tus veesieeseis cescesbtstesoisdeessh sbtsaetosanevebb sasbpbitagsessseass 154 
Photograph 248: New crematorium building at Dachau Camp (“Baracke X’’)...... 155 
Photograph 249: Three of the four cremation fUrmaces. ..........ceeeeeeeeeseereeteeneeeee 155 
Photograph 250: The fourth furnace, muffle dOOT. ...........eceescseesesseeeceeeeeeeeneeeee 156 
Photograph 251: as above, ash-chamber door and ash receptacle in the ash 

chamber; to either side: combustion-air inlets; foreground: metal stand with 

rollers for the corpse-introduction stretcher. ..........cesseeesecseeeecneeseceseeeeeseeaeeeeens 156 
Photograph 252: as above, close-up of the muffle GOOF. .........ceceseeeceseereeeeeneeees 157 
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Photograph 253: Second furnace, inside the muffle; left-hand side with three 

opening for combustion-air SUPPLY. ........ ee eee eeesseeseesecneeeeceeeeceaeceeesecneeseenaeseeens 157 
Photograph 254: as above, right-hand side... eee seesseseesecsseeeceseeeeesecneeseeneeeeees 158 
Photograph 255: Fourth furnace, front view: metal housing of the muffle door’s 

corpse-retaining plate made of refractory clay; wire rope, pulley and 

counterweight for its OPETatiON. ....... cece eeceeeeesseceeesecseeeecsaeeeceaeceeesecaeeseeneeseeeas 158 
Photograph'2567 as:abOVE: si.i sc.) csesess elutes essesscbvich pb sses oebioee bebbostev se acbeasese coats 159 
Photograph 257: First furnace, right-hand side: two doors of the auxiliarly 

hearth (center bottom): coke-loading door (rear center), and main-ash- 

chamber door of the main gasifier (rear bOttOM). ............::esceesceeceeeeeteeeeeeeeenee 159 
Photograph 258: Rear view of Furnaces nos. 2 through 4 (front to back). ............. 160 
Photograph 259: Rear view of the first furnace; inspection door of the vertical 

smoke duct. Wire and pulleys for operating the smoke-duct damper, visible 

in Photo 258 on the floor at the bottom of the furnace... eee eeeeeeneeeeeeee 160 
Photograph 260: First furnace, the auxiliary gasifier’s service doors: loading 

door (top) and ash-chamber door (bDOttOM). .........::eeecseeneeceseceeeeeceeeeeneecseeeeneees 161 
Photograph 261: Coke-loading door of the main gasifier. .......... cee seeeeeeeeeeeeeeeeee 161 
Photograph 262: Ash-chamber door of the main gasifief. ...........:sssesecseeeeeeeeeeees 162 
Photograph 263: View into the main gasifiers. .......... cc eeesescseeeeeseceeeeeceeeeeeeeeeees 162 
Photograph 264: View through the main gasifier’s ash-chamber door onto the 

COKE Br ates. sissess Sects discusses cvheog eeeiess A schecteaevses Bich ccs ep aa Woes ceapas lenstbens Secbecdewunees 163 
Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 

corpse-retaining plate made of fireclay... eee seeeecseeeeceseeeceseceeesecneeeeeneeseeens 163 
Photograph: 266:as aDOVE sci: scceeccs esses cesdeless causes cescbice toveens cuevbecsdacevies Mectecssaeuevs 164 
Photograph 267: First furnace. Muffle without stretcher and raised refractory 

COLpse=Tetaming: plate. ssc wissAinstvten Aliee Aavedlsmeaisus he viscecnsadee besteuseatens 164 
Photograph 268: as above, close-up of muffle with corpse grate. ........ cece 165 
Photograph 269: Staff at the new crematorium at work. SS photo of 1944............ 165 
Photograph 270: The furnaces after the war in 1945... ee eeeessseeseesecneeeeeeeeeeees 166 
Photograph 271: The furnace in 1997 in the crematorium reconstructed by the 
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Photograph 272: The inside of the left-hand muffle. 2.0.0... eee eseeeeeeecneeeeeneeeeeeee 167 
Photograph 273: The ash chamber of the left-hand muffle. Top: underside of 

the muffle’s grate bars. On the left wall in the rear: opening connecting it 

with the auxiliary hearth. All the way at the back: the gasifier’s pit. ............. 167 
Photograph 274: The inside of the right-hand muffle... eee eeeeeesecneeeeeneeeeeeee 168 
Photograph 275: as above, ash chamber. ..0.........eecescesecsecseecseeeeeeeeeeeeeeseeeeeeeseennees 168 
Photograph 276: Right-hand furnace. To the left: coke-loading door (center) 

and ash door (bottom) of the auxiliary gasifier. Center: double-leaf coke- 

loading door of the main gasifier with the ash-chamber door beneath.............. 169 


Photograph 277: Inside the right-hand furnace’s main gasifier viewed through 
the ash-chamber door. The hearth’s grate has been damaged, with only four 
remaining bars merely leaning against the outer support bar... cee eeeeeeeee 169 


page 
Photograph 278: as above, seen through the coke-loading door. 1: door frame; 

2: muffle; 3: muffle grate; 4: gasifier pit; 5: ash chambef. ............:eseeeeeeeeeeee 170 
Photograph 279: Inside of the muffle seen through the main gasifier’s coke- 

loading door. In the right-hand wall: openings for combustion-air supply. 

Top in the background: the opening of the smoke-gas outlet. 0.0.0... eee eee 170 
Photograph 280: Left-hand furnace; doors of the auxiliary gasifier... eee 171 
Photograph 281: as above. View into the auxiliary gasifier. Background: the 

wall of the muffle’s ash chamber. Foreground: the end of an iron bar from 

the auxiliary hearth grate. 2.0... ceccecsceesceesceseceeeeeseceseceeecaeecaeeeseeeeeeeeeeeeeeeseneenaes 172 
Photograph 282: as above. The muffle’s ash chamber seen through the auxiliary 

gasifier’s ash-chamber OOK. ..........sssccssessssssceeesecsseeecaeeeeesecnevseeeaeeeeaecaeeseeneeaes 172 
Photograph 283: Right-hand furnace, inside of the auxiliary gasifier with the 

muffle’s ash chamber wall in the background and the muffle grate above....... 173 
Photograph 284: as above; right-hand wall of the muffle’s ash chamber as seen 


from the auxiliary gasifier’s ash chamber; top: vaulted muffle-grate bars. ...... 173 
Photograph 285: Polish reconstruction of the crematorium at the former Lublin- 

Majdanek Concentration Camp. .........:cssscsscsssscsseeecesecseesecseeseenaeeecsaecaeeseeneeees 174 
Photograph 286: The cremation furnace after Soviet capture in July 1944............ 174 
Photograph 286a: as above, section enlargement: the crematorium ruins.............. 175 
Photograph 286b: as above; the fUrNaCeS. ....... eee eee eeeteceeesecseeeeceaeeecsaecateseeneeaes 175 
Photograph 286¢: aS ADOV 2.0... ee eee eeeeeeeeeeeeeesecesecesecesecaecsaecseecaeecaeeeaeseeeeeneeeees 176 
Photograph 287: Row of cremation furnaces with five muffles, front view. ......... 176 
Photograph 288: as above, first furnace from the left. 0.0... ee leeeeeeseeeetecreeeeeeeeeee 177 
Photograph 289: as above; first reCcUPerator. ......... eee eecsseeseeseceeeeeceseeeceaeeeteseeneeaes 177 
Photograph 290: as above, second furnace from the left. 00.0... e eee eeeesecreeteeeeeee 178 
Photograph 291: as above, third furnace from the left. 00... eee eeeseeecesecreeeeeneeeee 178 
Photograph 292: as above, fourth furnace from the left. 0.0.0... cece eeeeeeseereeteeeeeee 179 
Photograph 293: as above, second recuperator. ...........ceeeeseceseeeeecseeeneeeeeeeeeeeeeeeeees 179 
Photograph 294: as above, fifth furnace from the left. 0.0... ee ceeeeeeeeeseereeeeeeeeeee 180 
Photograph 295: as above, close-up of the muffle. 0.0.00... cee eeeeeeeeeeeseeeeeeeneeees 180 
Photograph 296: The center furnace, close-up of the muffle. 0.0... eee eeeeeeeeeeee 181 
Photograph 297: Vaulted ceiling of the first muffle; in the side walls the 

openings of the combustion-air-supply channels can be SeeN. ............seeeeeeee 181 
Photograph 298: as above, second muffle. .........ceeesescssseceeeeecneeeeceeeeeceaeeaseseeneeaee 182 
Photograph 299: as above, third, center muffle... ee eeeeeseeeeceseeeeeeeeeeeeeeneeees 182 
Photograph 300: as above, fourth muffle. 0.0... eeecesescessecneeeecneeeeceeeeeceaeeaeeseeneeees 183 
Photograph 301 as above, fifth muffle. 00.0... ceseeeeeseceeeecneeeeceeeeeesaecaeeseeneeaes 183 
Photograph 302: Vertical duct of the flue-gas Outlet... lee eeeeeeeeeteereeeeeneeees 184 
Photograph 303: Access door to the post-combustion area......... ce ceeeeceseeseeteeneeees 184 
Photograph 304: Ash-extraction door with the first bar of the post-combustion 

State visible. fiton iis Hite ete oa ashes bu cident 185 


Photograph 305: Right-hand rear view of the five-furnace deVICe........... cesses 185 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 21 


page 

Photograph 306: as above, from the left-hand side... eee ee eeeeseeeeesecneteeeeeeeeees 186 
Photograph: 307: aS abOVE. xis... ae. sist seiises eisessaseicip essere. heheoee beshesrbviasesesssaesecoetes 186 
Photograph 308: as above. Hot-water pipes of the recuperator. 0.0.0... ceeeeeeeeeeee 187 
Photograph 309: Front view from the right-hand side. The brick structure at top 

contains the smoke duct, with an inspection door on the side......... cesses 188 
Photograph 310: as above, smoke duct with inspection Coot, ..........:eeeeeeeeeeeeeeee 188 
Photograph 311: The gasifier grate... eee eessescessecseesecneeeecseeecsaeeaeesecneseeenaeeeeas 189 
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Photograph 313: Inside of a furnace seen from the gasifier’s coke-loading door. 

Foreground: the gasifier; behind it: the ash chamber with the ash doors in 

the background; above that: the muffle’s fireclay grate; top: the muffle. ......... 190 
Photograph 314: as above; bottom: the ash chamber with the ash-chamber- 

access door in the background; above that: the muffle’s fireclay grate; top: 

the MUFFLEY § iovevseisteceshaecsensione hi eveeesresen tewtereeaciies ate oblate eben ba ee 190 
Photograph 315: Inside of the gasifier of the TopF furnace at the Gusen 

Concentration Camp. The refractory lining shows extensive fusion................. 191 
Photograph 316: a8 aboVE. 0.0... ee eceecceeecesecesecesecaecaecsaecaeecaeeeaeseaeseeeeseeeeeeneeensees 191 


Photograph 317: Sign displayed in the crematorium of the Lublin Concentration 
Camp stating in five languages: “The crematorium was built in autumn 
1943. It was fueled with coke. The bodies were cremated at a temperature of 
about 700°C. The daily yield was about 1000 bodies.” ............eecceeseeseeeteeeeeeee 192 


Photograph 318: front view of the fUrmace. 0.0... ee eeeeeeseesecseeeeceseceeesecneeseenaeseeeas 193 
Photograph 319: as above; top: the muffle door; bottom center: ash-chamber 

door; bottom left and right: combustion-air inlets........... eee eseesecneeeeeneeeeeeee 193 
Photograph 320: Inside of the muffle. Bottom: the refractory grate; on the back 

wall: the main burner’s nozzle; on the side walls: openings of the 


combustion-air-supply Channels... ceeecesesesssecseesecseeseceaeeecaeceesseeseeeeenaeeeeeas 194 
Photograph 321: as above; the vaulted muffle ceiling with the smoke-duct 

Opening in the foreground. 0.0.0... eeeecseeseceseeeceseceeesecseesecsaeeecsaecaeesecsetseenaeeeeeas 194 
Photograph 322: as above; the refractory grate; bottom: ash-chamber door. ......... 195 
Photograph 323: Ash chamber; top: the underside of the muffle’s refractory 

grate; background: the auxiliary burner’s nOZZle. ...... eee eeceseeeeesecneeeeeneeeeeees 196 
Photograph 324: left-hand side of the fUrMAaCe. ..... eee eee eeeeceeeeeeeeceeesecneeseeneeeeeees 197 


Photograph 325: as above. In the upper part of the furnace can be seen the 
combustion-air pipe for the burners (left), the support bars for the fan and its 


motor (center), and the base of the chimney (right). ..........e:ceesceeseeeeeseeeteeeeeeeee 197 
Photograph 326: right-hand side; bottom right: side inspection door beneath a 

COMbUSTION-AiL INlet. .... ee ee eee eeeeeesceeeceeeceeeceeceaecseecaeeeseceneeseeeeeeseeeeeeseesaeeaeeaes 198 
Photograph 327; rear view; combustion-air pipe with main (center) and 

auxiliary burners (DOttOM).............ccceecceseeesecseecseeeseeeseeeeceeceeeeseesecseceseenaeenaeaee 198 
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Photograph 330: Front view of the furnace. The interior of the furnace was 
completely destroyed. At the top the conical chimney (center), the blower 


(left) and the naphtha tank (right). ...........cceseeseessecsceeseeeseeeeeeeeeeeeeeseeeereneeenseenas 200 
Photograph 331: Right-hand side of the furnace with the naphtha tank in the 
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Photograph 332: Furnace on the foundations of the former cremation hall. .......... 202 
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Photograph 333a: rear view. Top left: naphtha tank; below it: combustion-air 

inlet and access door; top right: combustion-air pipes; rear end: main (top) 

and auxiliary burner (DOttOM). ...........eccceeeeseeeseeececeeecseeeseeeeeeeeeeeeceeeeeceeeneenaes 203 
Photograph 333b: as above. The air pipes were originally connected to a blower 

installed on the shelf to the right... cee ceeecseseeseceeeseceeteecseeeecaecaeesesnerees 203 
Photograph 334: Interior. The introduction stretcher moved with four metal 

rollers on two angle irons. The opening in the back wall housed the main 

burner. The refractory lining has been completely removed. ............:eeeseeeees 204 
Photograph 335: Kor! coke-fired cremation furnace at the Flossenbiirg Camp. 

Source: http://commons.wikimedia.org/wiki/File:Crematory_oven_- 
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Photograph 336: KoRI coke-fired cremation furnace at the Ebensee Camp. 

Source: www.profit-over- 

life.org/teachers_guide/austria/mauthausen_kz/mauthausen- 

ebensee_crematorium html. ........ ccc cc ecceccceesceceessececesssececesecececneeecessaeeeenteseeeenaes 205 
Photograph 337: Ruins of the KorRI coke-fired cremation furnace at the 

Sachsenhausen Concentration Camp. Source: 

http://snapeatrepeat.com/tag/sachsenhausen-concentration-camp/, now 
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Ravensbriick Concentration Camp. Source: 
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Photograph 339: KorI naphtha-fired cremation furnace at the Bergen-Belsen 

Concentration Camp. Source: http://galleryhip.com/bergen-belsen- 

liberation. html, NOW reMOVE. ...........ccccccceesccceessececesssececesscececsseeecessseeecnsseeeeenaes 207 
Photograph 340: KorI naphtha-fired cremation furnace at the Dora-Mittelbau 

Concentration Camp. Source: 
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Photograph 341: Kor! naphtha-fired cremation furnace at the Natzweiler- 
Struthof Concentration Camp. Source: 
http://commons. wikimedia.org/wiki/File:Natzweiler- 
Struthof_krematorium. JPG. .......c.ccccccccccscceessececesscececsssceceensececsssseceesseeecesaeees 209 
Photograph 342: Kor! naphtha-fired cremation furnaces at the Neuengamme 
Concentration Camp. Source: www.kz-gedenkstaette- 
neuengamme.de/typo3temp/pics/5f467c62d5.jpg, now removed..........ee eee 210 
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Photograph 343: KorI naphtha-fired cremation furnaces at the Sachsenhausen 

Concentration Camp. Source: Sachsenhausen, Kongress-Verlag, Berlin 
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Photograph 344: KorI naphtha-fired cremation furnace at the Vught 

Concentration Camp. Source: http://ww2today.com/wp- 
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Photograph 345: The four furnaces viewed from above. On the right-hand wall, 
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Photograph 345a: as above, viewed from eye level. Source: 
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Photograph 346: Left-hand furnace of the front pair, front view, with the 
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Photograph 351: Left-hand furnace of the front pair, rear view; the three service 

doors: for the muffle (top), the post-combustion chamber (center) and the 


ash chamber with the ash receptacle (bOttOM). ...........c:cesceesseesceeeceeeeeeenseeneeenee 217 
Photograph 352: as above; the muffle’s inside seen from its rear service door. 

In the foreground the front part of the corpse-introduction Cart......... eee 218 
Photograph 353: as above, with the introduction cart pulled out. In the 

foreground, the shaft of the scraper to move cremation remains. ............se8 218 
Photograph 354: as above; inside of the post-combustion chamber seen through 
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Photograph 355: as above; inside of the ash chamber seen through its rear 

service door, with the corroded iron ash COntaiINEL. ............cceceeccceeseeeesseeeeeenee 220 
Photograph 356: Forced-draft blower of the front pair of furnaces, with suction 
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left and right the two combustion-air DIOWETS............eeeecceeeceeeceeeeceeeeeneeeeeens 220 
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Concentration Camp in 1945. Source: Jean-Claude Pressac, The Struthof 
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Photograph 369: as above, 10 January 1995. oo. ceee cee cseecseeeeeeeeeeeeeeeeeeees 231 
Photograph 370: a8 aD0VE....... eee eee eeeeeeeeeeeeeeesecnecsecsecaecsaecssecseecaeeeseseeeeeeeenees 232 


Document 253: Condition of a corpse after thirty minuts of cremation. Source: 
Michael Bohnert, Thomas Rost, Stefan Pollak, “The degree of destruction 
of human bodies in relation to the duration of the fire,” in: Forensic Science 
International;'95;.1998 pe] Se fdick ates a ctdeeh ides A schccstnekiees bndeusdensduceetneleteess 233 


Document 254: as above, after forty MINUtES........ eee eeeeeecneeeeceeeeeeeaecateseeneeee 233 
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I. Photographs 1-35: Gusen 


TOPF double-muffle mobile cremation furnace, fueled with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Gusen. 
July 1991. © Carlo Mattogno for all photographs. 


Photograph 1: Original furnace body made of coated sheet 
metal with added masonry gasifiers at both sides. 
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intake holes. 
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Photograph 4: The furnace’s left-hand gasifier with coke-loading door and the 
gasifier’s primary air-intake door (with the shutter missing). 


Photograph 5: Left-hand gasifier: Inside view, with the first opening connecting it 
to the left-hand muffle. The refractory brickwork shows evidence of fusion. (For 
two similar images, see Photographs 315f., which were placed later out of order.) 
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Photograph 7: Left-hand gasifier: slag/ash-removal door and service pit. 
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Photograph &: TI he ade s right-hand gasifier with coke-loading door and the 
gasifier’s primary air intake. 


Photograph 9: Right-hand gasifier: coke-loading door. 
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Photograph 10: Right-hand gasifier: primary air-intake door, ash-removal door 
and service pit. 
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Photograph 13: Right-hand muffle door: outside. 
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Photograph 14: Right-hand muffle door: inside. 


Photograph 15: Left-hand muffle. 
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Photograph 16: Left-hand muffle: ash compartment with two openings connecting 
it to the gasifier. 


Photograph 17: Left-hand muffle: inside. 
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Photograph 18: Left-hand muffle: ash compartment. Visible at the bottom left is the 
first opening connecting it to the gasifier. 
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Photograph 19: Left-hand muffle: Vaulted muffle ceiling with the outlet of one of 
the pipes connected to a blower. 
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Photograph 21: Right-hand muffle. 
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Photograph 22: Right-hand muffle: to the left the partition wall with three inter- 
muffle openings. 
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Photograph 23: Right-hand muffle: detail of the partition wall with inter-muffle 
openings. 
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Photograph 24: Right-hand muffle: inside. 


Photograph 25: Right-hand muffle: rear wall with opening for the flue gas. 
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Photograph 26: Right-hand muffle: Vaulted muffle ceiling with the outlet of one of 
the pipes connected to a blower. 


Photograph 27: Right-hand muffle: ash compartment with an opening connecting it 
to the gasifier. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 39 


| a we io 
Photograph 28: Right-hand muffle: lateral wall of muffle and ash compartment 
with an opening connecting it to the gasifier. 
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Photograph 29: Left-hand gasifier. 
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Photograph 31: The rear of the furnace with chimney (right-hand side). 
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Photograph 32: The rear of the furnace with chimney going through the ceiling 
(right-hand side). 


Photograph 33: The rear of the furnace with chimney ( left-hand side). 
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Photograph 34: The rea rear ere furnace with chimney (left-hand se) with an ac- 
cess door to a pilot flame at the chimney’s base. The circular sheet metal welded to 
the chimney’s base closes the original opening for a forced-draft blower. 


Photograph 35: Upper side of the inne (from the jehe 
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II. Photographs 36-50: Dachau 


TOPF double-muffle mobile cremation furnace, fueled with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Dachau. 
December 1990. © CARLO MATTOGNO for all photographs. 
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Photograph 36 (top) and 36a (bottom): Original furnace body of coated sheet met- 
al with masonry gasifiers added to its sides. 
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Photograph 37: Original furnace body with left-hand masonry gasifier. The fur- 
nace body (with muffle doors, ash doors and original combustion-air-intake holes 
bolted shut by two discs) is the same as that at the Gusen Concentration Camp. The 
gasifier sports the large coke-loading door and the small doors for the primary air 
to the hearth (bottom) and the primary air to the gasifier (top). The ash door is lo- 

cated in the service pit closed by the grate visible at the foot of the gasifier 


Photograph 38: Original furnace body with right-hand masonry gasifier. 
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Photograph 39: Left-hand gasifier: large coke-loading door (right), small doors 
for the primary air to the hearth (bottom) and the primary air to the gasifier (top). 
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Photograph 40: Inside of the right-hand muffle with muffle grate. 
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Photograph 41: Vaulted ceiling of the left- 
hand muffle; to the right: outlets of pipes con- 
nected to the blower. 
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Photograph 42: Vaulted ceiling of the right-hand muffle; to the left: outlets of pipes 
connected to the blower. 
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Photograph 43: Muffle doors. 


Photograph 44: Outside of left-hand muffle door. 
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Photograph 45: Rear of the furnace, right-hand side. At the top of the gasifier, the 
rear part of the original oil tank protrudes, which was walled-in. The furnace ’s 
original body is mounted on metal wheels. 


Photograph 46: Rear side of the furnace seen from the right: Fuel tank (top left) 
and metal wheels of the furnace body (bottom). 
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Photograph 47: Rear view of the furnace; base of the chimney with an open service 
door at the right-hand side. The square metal sheet welded to the chimney’s bottom 
closes the opening for the original forced-draft blower. 


Photograph 48: Central part of the chimney. 
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Photograph 50: Left-hand side of the furnace; background: open service door for 
the pilot flame at the chimney’s base. 
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Il. Photographs 51-85: Mauthausen 


TOPF coke-fired double-muffle cremation furnace at Concentration Camp 
Mauthausen. December 1990. © Carlo Mattogno for all photographs. 
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Photograph 51. Furnace front. 
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Photograph 52 & 53: Left-hand muffle. On the left muffle wall four holes for intro- 


ducing combustion air can be seen. The grate bars are visible beneath the corpse- 
introduction stretcher. 
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Photograph 54: Left-hand muffle with four holes for introducing combustion air. 
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Photograph 55: Right-hand muffle. On the right muffle wall four holes for intro- 
ducing combustion air can be seen. 
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Photograph 57: Combustion-air channel of the left-hand muffle, closed with the 
door visible in the next photograph. 
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Photograph 59: Door for the combustion-air channel of the right-hand muffle. 
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‘Vaulted ceiling of the left-hand muffle; outlets of pipes connected 
to the blower. 


Photograph 60: 
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Photograph 61: Vaulted ceiling of the right-hand muffle; outlets of pipes connected 
to the blower. 
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Photograph 62: Right-hand muffle; the three inter-muffle openings can be seen to 
the left. 


Photograph 63: Left-hand muffle; the three inter-muffle openings can be seen to 
the right. 
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Photograph 65: as above, close-up. 
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Photograph 66: The muffle doors 
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Photograph 67: Left-hand muffle door, inside, and stretcher. 
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Photograph 72: Ash chamber of the left-hand muffle; at the top the bars of the muf- 
fle grate. On the left in the rear part of the wall are two small square openings of a 
combustion-air intake connected to a channel which opens on the left side of the 
furnace (see Photos 73f.). In front of those openings is the large opening of the 
flue-gas outlet; to the right the large opening connects to the ash receptacle of the 
right-hand muffle. 
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Photograph 73: Left side of the furnace: Door of the combustion-air-intake chan- 
nel whose channel leads into the ash chamber of the left-hand muffle. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 63 


Photograph 75: Rear side of the furnace with the gasifiers. 
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Photograph 77: Rear side of the furnace with the gasifiers and service pit. 
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Photograph 78: Rear side of the furnace with the gasifiers sporting the coke- 


loading doors (top) the ash-chamber doors (large door at center bottom) and the 
combustion-air-intake doors (bottom, small doors). 


Photograph 79: as above; coke-loading door of the gasifier heating the right-hand 
muffle. 


66 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 


, e 


Photograph 80: as above, the gasifiers’ ash-chamber doors. 


Photograph 81: as above; the left-hand combustion-air-intake door. 
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Photograph 82: Grate of the left-hand gasifier (viewed from 
the rear). 


Photograph 83: Loading system of the right-hand muffle: rod mounted to the 
frame, movable roller device, and stretcher for the corpse. 
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Photograph 85: as above, viewed from top: the movable roller device on which the 
bars of the corpse stretcher rests. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 69 


IV. Photographs 86-110: Auschwitz Main Camp 


TOPF coke-fired double-muffle cremation furnaces at Crematorium I at 
Auschwitz Main Camp (postwar reconstruction). July 1992. © Carlo 
Mattogno for all photographs. 
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Photograph 86: Crematorium I or Old Crematorium at Auschwitz Main Camp. The 
chimney is a post-war refabrication. 


Photograph 87: Furnace No. I with two corpse-introduction carts. 
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Photograph 88: as above. 
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Photograph 89: as above. 
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Photograph 90: Furnace No. 2. The refabrication omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in addition, 
the muffle doors were reversed. Compare Photo 51. 


Photograph 91: as above. 
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Photograph 92: Furnace No. 1: inside of a muffle. The masonry was artificially 
blackened. 
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Photograph 93: Furnace No. 2: grate of the left-hand muffle. 
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Photograph 95: as above; grate of the right-hand muffle. 
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Photograph 96: Furnace No. 1, right-hand side. Original doors of combustion-air 
channels. The Polish refabrications did not include those channels. The number, 
type and position of the doors are also wrong. The larger door originally belonged 
to an eight-muffle furnace, and the smaller door was located lower. Cf. Photo 73. 
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Photograph 97: Furnace No. 1, 
rear side. The furnaces were re- 
fabricated without gasifiers. The 
gasifiers’ coke-loading doors are 
| therefore necessarily in the wrong 
___| position over those of the ash- 
chamber doors. See Photo 78. 
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Photograph 98: Furnace No. 2, rear: same refabrication errors as for Furnace no. 1. 
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Photograph 99: Furnace No. 2: original gasifier grate with seven longitudinal 
bars and two transverse bars. 
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Photograph 100: Ruins of the foundations of Furnace No. 3: service pit and the 
gasifier hearths seen from the top. 
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Photograph 101; as above, seen oi the rear: original grate of the left- hand gasi- 
fier and the two transverse support bars of the right-hand grate. The bar with the 
rollers, originally attached to the ceiling, was used to operate the furnace’s two 
flue dampers. 


Pasosiaoh 102: Ruins a Fir urnace No. 3: flue-duct opening of the left-hand muffle. 
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Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the cre- 
mation furnaces (black and grey). 
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Photograph 105: Transverse rails and rotating platform (turntable). 


Photograph 106: Turntable for corpse cart. 


80 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 


Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored in 
the former coke-storage room. 
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Photograph 108: as above. 
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Photograph 109: as above. 
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V.Photographs 111-215: Buchenwald 


TOPF coke-fired triple-muffle cremation furnace (one fueled with naphtha) at 
Concentration Camp Buchenwald. July 1991. © Carlo Mattogno for all 
photographs (unless stated otherwise). 


Photograph 111: SS photo of the ToPF coke-fired triple-muffle furnaces at Crema- 
torium II at Birkenau. APMO, Microfilm No. 287. 


Photograph 112: ToPF triple-muffle cremation furnaces in the crematorium at 
Buchenwald Concentration Camp. 
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Photograph 113: SS photo of the ToPF coke-fired triple-muffle furnaces at Crema- 
torium II at Birkenau. APMO, Microfilm No. 290. 


Photograph 114: ToPF triple-muffle cremation furnaces in the crematorium at 
Buchenwald Concentration Camp. 
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Photograph 115: SS photo of the ToPF coke-fired triple-muffle furnaces at Crema- 
torium II at Birkenau. APMO, Microfilm No. 290. 


Photograph 116: ToPF triple-muffle cremation furnace in the crematorium at 
Buchenwald Concentration Camp. 
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Photograph 118: as above, left-hand front view. 
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Photograph 119: as above 


Photograph 120: as above, right-hand front view. 
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Photograph 122: as above, coke-fired-only model (no oil tank on top). 
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Photograph 124: as above, close-up of the furnace’s left half. 
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Photograph 126: as above, left-hand rear view, with coke-loading door of the gasi- 


fier. 
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Photograph 1 28: Muffle iso froma ToPF re muffle cremation furnace previ- 
ously installed in either Crematorium II or III at Birkenau. 
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Photograph 129: ToPF coke-fired triple-muffle cremation furnace at Buchenwald 
Concentration Camp. Interior of the left-hand muffle door. 


Photograph 130: same location as above, interior of the left-hand muffle of the 
ToPF coke- and naphtha-fired triple-muffle cremation furnace. 
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Photograph 131: as above; in the left-hand wall four openings of combustion-air 
channel are visible; below this the remnants of the muffle-grate bars and the walls 
slanted toward the ash chamber; in the back at the bottom is the opening to the 


gasifier. 


Photograph 132: as above; the apex of the vaulted ceiling sports four square open- 
ings which open into tubes supplying the muffle with combustion air. 
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Photograph 133; as above, close-up. 


Photograph 134: as above, right-hand muffle wall with rectangular openings con- 
necting this side muffle to the center muffle. 
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Photograph 135: as above, central muffle. Both side walls have three rectangular 
openings connecting it to the side muffles. 


Photograph 136: as above, close-up. 
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Photograph 137: as above, showing five of the rectangular inter-muffle openings, 
four square openings in the ceiling and one in the back wall for combustion-air 


supply. 
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Photograph 138: as above, rectangular inter-muffle openings in the right-hand 
muffle wall. 
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Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner can be seen in the 
wall in the background. 


Photograph 140: Coke-fired triple-muffle furnace, left-hand muffle. Left wall: 
square openings of the combustion-air feed. Bottom: wall sloping into the ash 
chamber). Center bottom: opening to the gasifier. Right-hand wall: rectangular in- 
ter-muffle openings. The muffle-grate bars have been ripped out. 
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Photograph 141: as above, left-hand muffle wall sloping into the ash chamber with 
bottom rear opening into the gasifier. 
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Photograph 142; as above, right-hand wall with rectangular openings to center 


muffle. 
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Photograph 143: as above, vaulted muffle ceiling with square openings for com- 
bustion-air supply. 
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Photograph 144: as above, center muffle, right-hand wall with rectangular open- 
ings to the right-hand muffle. 
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Photograph 145: as above, right-hand muffle, left-hand wall with rectangular 
openings to the center muffle. 


Photograph 146: as above, vaulted muffle ceiling with square openings for com- 
bustion-air supply. 
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Photograph 147: as above, right-hand square openings of the combustion-air feed. 
Bottom: muffle grate. 


Photograph 148: ToPF coke- or naphtha-fired triple-muffle cremation furnace. 
Right-hand muffle. Doors closing the combustion-air channels of the muffle (top) 
and of the ash chamber (bottom). 
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Photograph 149: as above, the muffle’s combustion-air-supply channel. 


Photograph 150: as above, left-hand muffle. To the left of the large muffle door: 
doors closing the combustion-air channels of the muffle (top) and of the ash cham- 
ber (bottom). 
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Photograph 152: as above, the ash chamber’s combustion-air-supply channel. 
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Photograph 153: as above, both doors of the combustion-air channels. 


Photograph 154: combustion-air-channel 
door with the Topf logo, close-up. 
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Photograph 156: as above, central muffle’s ash chamber with the two lateral open- 
ings to the flue duct and a combustion-air-supply hole in the back. 
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Photograph 158: ToPF triple-muffle cremation furnaces; right-hand rear view with 
the gasifier’s coke-loading doors (top) and ash doors in the service pit (bottom). 
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Photograph 160: ToPF coke- or naphtha-fired triple-muffle cremation furnace. 
Rear view, left-hand muffle. Naphtha burner (top) and the gasifier ’s coke-loading 
door (bottom). 
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Photograph 161: as above. 


Photograph 162: as above, with opened coke-loading door. 
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Photograph 164: as above; inside of the gasifier. The masonry shows signs of fu- 
sion. 
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Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the door 
of the gasifier’s combustion-air channel (top right). 
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Photograph 166: as above, close-up of the gasifier ‘s combustion-air channel. 
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Photograph 168: as above, central muffle. Crank aperehie the smoke-duct damper 
(top) and the door to the muffle’s rear combustion-air channel (bottom). 
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Photograph 169: as above; doors to the muffle’s (top) and the ash chamber’s com- 
bustion-air channel (bottom). 


Photograph 170: as above; close-up of the muffle’s combustion-air channel. 


112 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 


Photograph 172: as above; cement counterweight of the smoke-duct damper. 
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Photograph 173: as above, right-hand muffle. The gasifier’s ash-chamber door 
(bottom) and the door of the gasifier’s combustion-air channel (top left). 


Photograph 174: as above; view into the gasifier’s ash chamber with the grate. 
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Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, right- 
hand muffle: the gasifier’s ash-chamber door (bottom) and its combustion-air- 


channel door (top left). 


Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door (bot- 
tom) and its combustion-air-channel door (top right). 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 115 


Photograph 177; as above; view into the gasifier’s ash chamber with the grate. 
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Photograph 178: as above, front view, central muffle. The lowered movable roller 
device. The device is threaded through the mounting bar, can pivot vertically and 
move horizontally. 
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Photograph 180: as above, view into the muffle across the rollers. 
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Photograph 181: Corpse-introduction cart, left-hand side. 
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Photograph 182: Corpse-introduction cart, right-hand side. 
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Photograph 184: Corpse-introduction cart, rear view, bottom part with wheels. 
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Photograph 185: view across the corpse-introduction cart with stretcher inside the 


muffle. 
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Photograph 186: Corpse-introduction cart, viewed from below. Edges of the load- 
ing stretcher running on the rollers. 
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Photograph 187: as above, close-up. 
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Photograph 188: Blowers located between the two furnaces. 
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Photograph 189: The furnaces’ combustion-air blower, front view; the left tube 
feeds the furnace fueled with either coke or naphtha, the right tube the coke-fired 
one (see Photo 188). 


Photograph 190: as above, rear view. 
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or coke. At the tube’s end, close to the furnace ’s wall, is a valve for regulating the 
air flow. 
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Photograph 193: Blower tube connected to the coke-fired jurnace. 
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Photograph 194: Tube from the combustion-air blowers to the furnaces; butterfly 
valve in the right-hand tube for regulating the air flow. 
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Photograph 195: Combustion-air blower for the oil burner of the furnace fueled 
with either naphtha or coke. Rear view. 
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Photograph 196: as above, front view. 
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Photograph 197: as above, right-side rear view, with the combustion-air blower in 
the background. 


Photograph 198: as above, left-side rear view with tube running into the furnace. 
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Photograph 199: as above, tube detail. 
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Photograph 200: as above. 
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Photograph 201: as above, right-side rear view; tube connection with naphtha 
burner. 
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Photograph 202: ToPF coke- or naphtha-fired triple-muffle cremation furnace; 
naphta tank, rear view. 
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Photograph 203: as above, left-side view. 
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Photograph 204: as above, rear view, naphtha burner of the left-hand muffle; con- 
nected to the naphtha burner are from above, the tube feeding oil from the naphtha 
tank, and from below, the tube from the combustion-air blower. 
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Photograph 205: Rear view of the two ToPF triple-muffle cremation furnaces. 
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Photograph 206: A U.S. soldier in front of the central muffle of the TOPF coke- or 
naphtha-fired triple-muffle cremation furnace at Buchenwald Camp. U.S. Army 


Photo of 1945. 


Photograph 207: Crematorium at Buchenwald Concentration Camp. 
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Photograph 209; as above; hatch of th 
morgue. 


e corpse chute into the underground 
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Photograph 210: as above; basement morgue, wooden corpse chute. 


Photograph 211: as above; on the back wall, on the right, the manual controls for 
operating the freight elevator. 
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Photograph 212: as above, freight elevator, front. 


Photograph 213: as above, rear. 
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Photograph 215: as above; elevator cage viewed from the cremation hall above. 
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VI. Photographs 216-235: Auschwitz-Birkenau 


Ruins of the Crematoria II through V at the Birkenau Camp. 1991-1992. © 
Carlo Mattogno for all photographs (unless stated otherwise). 
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ograph 218: as above. 


Phot. 
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Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction east- 
west). 
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Photograph 221: as Photo 219; hole with the foundation of the chimney. 
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Photograph 222: Rane of Crematorium V. Wrought-iron frame of the TOPF eight- 
muffle furnace and service pit. Polish photo of May 1945. APMO, Negative No. 
21334/141, 


Photaeraeh 223: as above, viewed from the other side. APMO, y Newative No. 
21334/83. 
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Photograph 224: as above; right-hand (northern) service pit. Polish photo of Mes 
1945. The man wearing a hat is the Polish investigating judge Jan Sehn. APMO, 
Negative No. 21334/82. 


Phatenraph 225: as above; APMO, Neca No. 21334/81, 
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Photograph 226: as before. “Ash- chamber goons of the noiwestern pair of muf- 
fles. Foreground: iron tools (pokers, scrapers) and square grate irons of the gasifi- 
ers. 


Photograph 227: as eaneve, ash chamber’s door fume of the muffle aeaeds in the 
north-western corner. Visible on the right is the door of the ash chamber’s combus- 
tion-air channel. 
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Photograph 228: Ruins of Genneaae V( 1997). Wrousht- iron frame of the Topf 
eight-muffle furnace (direction west-east). 


Photograph 229: as above direction Soidhe north. 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 145 


= aD ba 
ike pat ate 
pane a Sei: ? 


Ls Fost BR 
Photograph 231: as above. Detail of the 
north gasifier’s frame irons (direction south- 
north). The two brackets visible below were 
used for mounting the gasifier’s hearth door. 
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Photograph 232: as above. South service pit and access ladder. 
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Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys of the 
Topf eight-muffle furnace: north chimney in the foreground, south chimney in the 
background. 
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Photograph 234: Ruins of Crematorium IV (1991). Gasifier’s service pit (direction 
north-south). 
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Photograph 235: as above. Framework fragments of the TOPF eight-muffle furnace 
in the foreground (direction north-south). 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 149 


VII. Photographs 236-332: KoRI Cremation Furnaces 
A. Photographs 236-247: Mauthausen 


Coke-fired cremation furnace at Concentration Camp Mauthausen. 
December 1990. © Carlo Mattogno for all photographs. 


Photograph 236: front view. 


Photograph 237: as above, close-up of the corpse-introduction stretcher. 
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Photograph 238: as above, right-hand side; in the wall the chimney damper. 


Photograph 239: Inside the muffle. 
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Photograph 240: as above; left-hand muffle wall with opening for the combustion- 
air supply. 
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Photograph 241; as above, close-up of combustion-air-supply holes. 
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Photograph 242: as above, right-hand side. 
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Photograph 243: ash chamber seen through the ash-chamber door. 
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Photograph 245: left-hand side view; the gasifier’s coke-loading door (top) and 
ash door (bottom). 
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Photograph 247: Information sign on the support column of the fur- 

nace hall stating in German, French, Russian and Italian: “First cre- 
mation facility. This first Mauthausen cremation facility was operating 
from 4 May 1940 until 3 May 1945.” 
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B. Photographs 248-269: Dachau 


Coke-fired cremation furnace at Concentration Camp Dachau. December 
1990. © Carlo Mattogno for all photographs. 


Photograph 249: Three of the four cremation furnaces. 
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Photograph 251: as above, ash-chamber door and ash receptacle in the ash cham- 
ber; to either side: combustion-air inlets; foreground: metal stand with rollers for 
the corpse-introduction stretcher. 
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Photograph 252: as above, close-up of the muffle door. 
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Photograph 253: Second furnace, inside the muffle; left-hand side with three open- 
ings for combustion-air supply. 
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Photograph 254: as above, right-hand side. 


Photograph 255: Fourth furnace, front view: metal housing of the muffle door’s 
corpse-retaining plate made of refractory clay; wire cable, pulley and counter- 


weight for its operation. 
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Photograph 257: First furnace, right-hand side: two doors of the auxiliarly hearth 
(center bottom): coke-loading door (rear center), and main-ash-chamber door of 
the main gasifier (rear bottom). 
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Photograph 258: Rear view of Furnaces Nos. 2 through 4 (front to back). 


Photograph 259: Rear view of the first furnace; inspection door of the vertical 
smoke duct. Wire cable and pulleys for operating the smoke-duct damper, visible in 
Photo 258 on the floor at the bottom of the furnace. 
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Photograph 260: First furnace, the auxiliary gasifier’s service doors: loading door 
(top) and ash-chamber door (bottom). 


Photograph 261: Coke-loading door of the main gasifier. 
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Photograph 262: Ash-chamber door of the main gasifier. 


Photograph 263: View into the main gasifiers. 
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Photograph 264: View through the main gasifier’s ash-chamber door onto the coke 
grate. 


Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 
corpse-retaining plate made of fireclay. 
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Photograph 267: First furnace. Muffle without stretcher and raised refractory 
corpse-retaining plate. 
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Photograph 268: as above, close-up of muffle with corpse grate. 


Pasomneh 269: Staff at the new crematorium at work. SS photo of 1944, 
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C. Photographs 270-284: Stutthof, Coke-Fired Furnace 


Coke-fired cremation furnace at Concentration Camp Stutthof. June 1997. © 
Carlo Mattogno for all photographs except No. 270. 
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Photograph 271 : The furnace in 1997 in the crematorium refabri 
Poles. 
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Photograph 272: The inside of the left-hand muffle. 


Photograph 273: The ash chamber of the left-hand muffle. Top: underside of the 
muffle’s grate bars. On the left wall in the rear: opening connecting it with the aux- 
iliary hearth. All the way at the back: the gasifier’s pit. 
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Photograph 275: as above, ash chamber. 
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Photograph 276: Right-hand furnace. To the left: coke-loading door (center) and 
ash door (bottom) of the auxiliary gasifier. Center: double-leaf coke-loading door 
of the main gasifier with the ash-chamber door beneath. 
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Photograph 277: Inside the right-hand furnace’s main gasifier viewed through the 
ash-chamber door. The hearth’s grate has been damaged, with only four remaining 
bars merely leaning against the outer support bar. 
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Photograph 278: as above, seen through the coke-loading door. 1: door frame; 
2: muffle; 3: muffle grate; 4: gasifier pit; 5: ash chamber. 


Photograph 279: Inside of the muffle seen through the main gasifier’s coke-loading 
door. In the right-hand wall: openings for combustion-air supply. Top in the back- 
ground: the opening of the smoke-gas outlet. 
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Photograph 280: Left-hand furnace; doors of the auxiliary gasifier. 
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Photograph 281: as above. View into the auxiliary gasifier. Background: the wall 
of the muffle’s ash chamber. Foreground: the end of an iron bar from the auxiliary 
hearth grate. 


Photograph 282: as above. The muffle’s ash chamber seen through the auxiliary 


gasifier’s ash-chamber door. 
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Photograph 283: Right-hand furnace, inside of the auxiliary gasifier with the muf- 
fle’s ash chamber wall in the background and the muffle grate above. 


from the auxiliary gasifier’s ash chamber; top: vaulted muffle-grate bars. 
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D. Photographs 285-317: Majdanek, Coke-Fired Furnace 


Coke-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs except No. 286. 


Photograph 285: Polish refabrication of the crematorium at the former Lu- 
blin-Majdanek Concentration Camp. 
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Photograph 286: The cremation furnace after Soviet capture in July 1944. 
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Photograph 286a: as above, section enlargement: the crematorium 
ruins. 


Photograph 286b: as above; the furnaces. 
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Photograph 287: Row of cremation furnaces with five muffles, front view. 
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Photograph 289: as above; first recuperator. 
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Photograph 290: as above, second furnace from the left. 
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Photograph 291: as above, third furnace from the left. 
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Photograph 292: as above, fourth furnace from the left. 
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Photograph 293: as above, second recuperator. 
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Photograph 295: as above, close-up of the muffle. 
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Photograph 296: The center furnace, close-up of the muffle. 


Photograph 297: Vaulted ceiling of the first muffle; in the side walls the openings 
of the combustion-air-supply channels can be seen. 
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Photograph 298: as above, second muffle. 


Photograph 299: as above, third, center muffle. 
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Photograph 300: as above, fourth muffle. 
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Photograph 301 as above, fifth muffle. 
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Photograph 303: Access door to the post-combustion area. 
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Photograph 304: Ash-extraction door with the first bar of the post-combustion 
grate visible. 
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Photograph 305: Right-hand rear view of the five-furnace device. 
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Photograph 306: as above, from the left-hand side. 
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Photograph 308: as above. Hot-water pipes of the recuperator. 
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Photograph 309: Front view from the right-hand side. The brick structure at top 
contains the smoke duct, with an inspection door on the side. 


Photograph 310: as above, smoke duct with inspection door. 
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Photograph 311: The gasifier grate. 
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Photograph 312: as above 
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Photograph 313: Inside of a furnace seen from the gasifier’s coke-loading door. 
Foreground: the gasifier; behind it: the ash chamber with the ash doors in the 


background; above that: the muffle’s fireclay grate; top: the muffle. 
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Photograph 314: as above; bottom: the ash chamber with the ash-chamber-access 
door in the background; above that: the muffle’s fireclay grate; top: the muffle. 
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Photograph 315: Inside of the gasifier of the TOPF Furnace at Gusen Concentra- 
tion Camp. The refractory lining shows extensive fusion. 


Photograph 316: as above. 
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Photograph 317: Sign displayed in the crematorium of Lublin Concentration Camp 
stating in five languages: “The crematorium was built in autumn 1943. It was 
fueled with coke. The bodies were cremated at a temperature of about 700°C. The 
daily yield was about 1000 bodies.” 
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E. Photographs 318-327: Majdanek, Naphtha-Fired Furnace 


Naphtha-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs. 


: 
Photograph 318: front view of the furnace. 


Photograph 319: as above; top: the muffle door; bottom center: ash-chamber 
door; bottom left and right: combustion-air inlets. 
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Photograph 320: Inside of the muffle. Bottom: the refractory grate; on the back 
wall: the main burner’s nozzle; on the side walls: openings of the combustion-air- 
supply channels. 
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Photograph 321: as above; the vaulted muffle ceiling with the smoke-duct opening 
in the foreground. 
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Photograph 322: as above; the refractory grate; bottom: ash-chamber door. 
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Photograph 323: Ash chamber; top: the underside of the muffle’s refractory grate; 
background: the auxiliary burner’s nozzle. 
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Photograph 325: as above. In the upper part of the furnace can be seen the com- 

bustion-air pipe for the burners (left), the support bars for the fan and its motor 
(center), and the base of the chimney (right). 
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Photograph 326: right-hand side; bottom right: side inspection door beneath a 
combustion-air inlet. 


Photograph 327; rear view; combustion-air pipe with main (center) and auxiliary 
burners (bottom). 
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F. Photographs 328-329: Stutthof, Naphtha-Fired Furnace 


Naphtha-fired cremation furnace at Concentration Camp Stutthof. 


Photograph. 328: T he furnace right after the camp’s Soviet capture in I 945. 


Photograph 329: The Winiaee as exhibited in the camp museum in whine 1997. 
© Carlo Mattogno 
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G. Photographs 330-331: Trzebinia 


Naphtha-fired cremation furnace at Trzebinia Subcamp. October 1991. © 
Carlo Mattogno. 


Photograph 330: Front view of the furnace. The interior of the furnace was 
completely destroyed. At the top the conical chimney (center), the blower 
(left) and the naphtha tank (right). 


Photograph 331: Right-hand side of the furnace with the naphtha tank in the 
foreground. 
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H. Photograph 331a: Blechhammer 


Photograph 331a: Naphtha-fired cremation furnace at Blechhammer 
Subcamp. Source: 
https://commons.wikimedia. org/wiki/File:Arbeitslager 


Blechhammer_-_krematorium1 jpg. 
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I. Photographs 332-334: Grob-Rosen 


Naphtha-fired cremation furnace at Concentration Camp GroB-Rosen. March 
1999. © Carlo Mattogno for all photographs. 


Photograph 333: Front view. In the foreground the stand with the two rollers for 
introducing the stretcher. 
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Photograph 333a: rear view. Top left: naphtha tank; below it: combustion-air inlet 
and access door; top right: combustion-air pipes; rear end: main (top) and auxil- 
iary burner (bottom). 
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Photograph 333b 


. as above. The air pipes were originally connected to a blower 
installed on the shelf to the right. 
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Photograph 333c: rear view, main (top) 
and auxiliary burner (bottom) 


Photograph 334: Interior. The introduction stretcher moved with four metal rollers 
on two angle irons. The opening in the back wall housed the main burner. The re- 
fractory lining has been completely removed. 
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VII. Photographs 335-344: KORI Furnaces in Other Camps 


Photograph 335: KOR! coke-fired cremation furnace at the Flossenbiirg Camp. 
Source: http://commons.wikimedia.org/wiki/File: Crematory_oven_- Flossenbiirg.jpg. 
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Photograph 336: KOR! coke-fired cremation furnace at Ebensee Camp. Source: 
www.profit-over-life.org/teachers_guide/austria/mauthausen_kz/mauthausen- 
ebensee_crematorium.html. 
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Photograph 337: Ruins of the KoRI coke-fired cremation furnace at Sachsenhausen 
Concentration Camp. Source: http://snapeatrepeat.com/tag/sachsenhausen- 
concentration-camp/, now removed. 


Photograph 338: KORI coke- and nagnin -fired cremation ene at Ravensbriick 
Concentration Camp. Source: 
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Photograph 339: KOR! naphtha-fired cremation furnace at Bergen-Belsen Concen- 
tration Camp. Source: http://galleryhip.com/bergen-belsen-liberation.html, now 
removed. 
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Photograph 340: KORI naphtha-fired cremation furnace at Dora-Mittelbau Con- 
centration Camp. Source: 
http://commons.wikimedia.org/wiki/File:210509_Krematorie_Dora_Mittelbau_01.JPG 
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Photograph 341: KORI naphtha-fired cremation glipiag at Nakgwelloe Sthuthiop 
Concentration Camp. Source: 
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Photograph 342: KORI naphtha-fired cremation furnaces at Neuengamme 
Concentration Camp. Source: www.kz-gedenkstaette- 
neuengamme.de/typo3temp/pics/5f467c62d5.jpg, now removed 


Photograph 343: KORI naphtha-fired cremation furnaces at Sachsenhausen Con- 
centration Camp. Source: Sachsenhausen, Kongress-Verlag, Berlin 1962, p. 84. 
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Photograph 344: KORI naphtha-fired cremation furnace at Vught 
Concentration Camp. Source: http://ww2today.com/wp- 
content/uploads/2014/1 I/vught-crematoria.jpg. 
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IX. Photographs 345-362: Terezin 


IGNIS-HUTTENBAU naphtha-fired cremation furnaces at Terezin Ghetto. 
February 1999. © Carlo Mattogno, unless stated otherwise. 
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Photograph 345: The four furnaces viewed from above. On the right-hand wall, 
top, are the naphtha tanks. 


Photograph 345a: as above, viewed from eye level. Source: 
https://commons. wikimedia.org/wiki/File:Terez%C3%ADnCrematorium. jpg. 
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Photograph 346: Left-hand furnace of the front pair, front view, with the corpse- 
introduction cart. 


Photograph 347: as above; left-hand side and rear of the furnace. 
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Photograph 348: as above, rear view. 
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behind a long scraper. 
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Photograph 350: Right-hand furnace of the front pair, rear view, naphtha burner. 
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Photograph 351: Left-hand furnace of the front pair, rear view; the three service 
doors: for the muffle (top), the post-combustion chamber (center) and the ash 
chamber with the ash receptacle (bottom). 
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Photograph 352: as above; the muffle’s interior seen from its rear service door. In 
the foreground the front part of the corpse-introduction cart. 


Photograph 353: as above, with the introduction cart pulled out. In the foreground, 
the shaft of the scraper to remove cremation remains. 
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Photograph 354: as above; inside of the post-combustion chamber seen through its 
rear service door. 


Photograph 354a: as above; close-up. 
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Photograph 355: as above; inside of the ash chamber seen through its rear service 
door, with the corroded iron ash container. 


Photograph 356: Forced-draft blower of the front pair of furnaces, with suction 


duct (left), chimney duct (center) and the motor (right). In the background left and 
right the two combustion-air blowers. 
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raph 357: as above, side view. 
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Photograph 358: Combustion-air blower for the left-hand furnace of the front pair. 
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Photograph 359: Closing damper of the right-hand furnace of the rear pair of fur- 
naces. 
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Photograph 360: left-hand furnace of front pair, front view; the damper’s steel ca- 
ble and pulley attached to the ceiling. 
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Photograph 361: Left-hand furnace of the rear pair, front view, with the corpse- 
introduction cart. 
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Photograph 361a: Left-hand furnace of the front pair, front view, with the corpse- 
introduction cart. 
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Photograph 362: Rough wooden coffin for cremation, left of the above furnace. 
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X.Photographs 363-365: Urns 


Cremation urns at the concentration camps. © Carlo Mattogno, unless stated 
otherwise. 


Photograph 363: Urns stored in a showcase of the Lublin-Majdanek Camp Museum. 
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Photograph 364: Urns stored in a showcase of the Buchenwald Concentration 
Camp Museum. 
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Photograph 364a: as above, close-up. 
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Photograph 365: Urns found in the crematorium of Natzweiler-Struthof Concen- 
tration Camp in 1945. Source: Jean-Claude Pressac, The Struthof Album, Beate 
Klarsfeld Foundation, New York, 1985. p. 56. 
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XI. Photographs 366-367: Stoking Tools 


ey» 2 EST, 
Photograph 366: Stoking tools in the crematorium of Stutthof Concentration Camp 
(June 1997): two stokers and a scraper. © Carlo Mattogno. 
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aph 367: as above, close-up. 
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XII. Photographs 368-370: Cremation Experiments 


Cremation experiments with animal fat. © Carlo Mattogno 


Photograph 368: Combustion experiment with animal fat conducted by the au- 
thor on 21 October 1994. 
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Photograph 369: as above, 10 January 1995. 
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Photograph 370: as above. 
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XIII.Color Documents from Part 2 


Document 253: Condition of a corpse after thirty minuts of cremation. Source: Mi- 
chael Bohnert, Thomas Rost, Stefan Pollak, “The degree of destruction of human 
bodies in relation to the duration of the fire,” in: Forensic Science International, 

95, 1998, p. 15. 


Document 254: as above, after forty minutes. 


